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Important  Texas  Instruments  makes  no  warranty,  either  expressed  or  implied, 

including  but  not  limited  to  any  implied  warranties  of 
merchantability  and  fitness  for  a  particular  purpose,  regarding  any 
programs  or  book  materials  and  makes  such  materials  available 
solely  on  an  "as-is"  basis. 

In  no  event  shall  Texas  Instruments  be  liable  to  anyone  for  special, 
collateral,  incidental,  or  consequential  damages  in  connection  with 
or  arising  out  of  the  purchase  or  use  of  these  materials,  and  the  sole 
and  exclusive  liability  of  Texas  Instruments,  regardless  of  the  form 
of  action,  shall  not  exceed  the  purchase  price  of  this  calculator. 
Moreover,  Texas  Instruments  shall  not  be  liable  for  any  claim  of  any 
kind  whatsoever  against  the  use  of  these  materials  by  any  other 
party. 

This  equipment  has  been  tested  and  found  to  comply  with  the  limits 
for  a  Class  B  digital  device,  pursuant  to  Part  15  of  the  FCC  rules. 
These  limits  are  designed  to  provide  reasonable  protection  against 
harmful  interference  in  a  residential  installation.  This  equipment 
generates,  uses,  and  can  radiate  radio  frequency  energy  and,  if  not 
installed  and  used  in  accordance  with  the  instructions,  may  cause 
harmful  interference  with  radio  communications.  However,  there  is 
no  guarantee  that  interference  wiU  not  occur  in  a  particular 
installation. 

If  this  equipment  does  cause  harmful  interference  to  radio  or 
television  reception,  which  can  be  determined  by  turning  the 
equipment  off  and  on,  you  can  try  to  correct  the  interference  by  one 
or  more  of  the  following  measures: 

•  Reorient  or  relocate  the  receiving  antenna. 

•  Increase  the  separation  between  the  equipment  and  receiver. 

•  Connect  the  equipment  into  an  outlet  on  a  circuit  different  from 
that  to  which  the  receiver  is  connected. 

•  Consult  the  dealer  or  an  experienced  radio/television  technician 
for  help. 

Caution:  Any  changes  or  modifications  to  this  equipment  not 
expressly  approved  by  Texas  Instruments  may  void  your  authority  to 
operate  the  equipment. 
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TI-89  Shortcut  Keys 


General 

0  lAPPSI         List  of  Flash  applications 

1 2nd  I  [EB]         Toggle  between  last  two  chosen 
applications  or  split  screens 

HE)  HE      Lighten  or  darken  contrast 

0  lEHTERI        Calculate  approximate  answer 

H  ©)  H  ©     Move  cursor  to  top  or  bottom 

(in  editors) 
[S  ©I  2]  ©     Scroll  tall  objects  in  history 
El  ©,  Q]  ©      Highlight  left  or  right  from  cursor 
1 2nd  I  ©,  1 2nd  I  ©  Page  up  or  page  down 

(in  editors) 

1 2nd  I  ©,  |2nd|  ®  Move  cursor  far  left  or  far  right 
On-screen  Keyboard  Map  ( H  [H] ) 

Press  lESCI  to  exit  the  map. 
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The  keyboard  map  displays  shortcuts  that  are 
not  marked  on  the  keyboard.  As  shown 
below,  press  0  and  then  the  applicable  key. 
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Access  Greek  letters 
(see  next  column) 

®  (comment) 

Copy  graph  coordinates  to 

sysdata 

!  (factorial) 

Display  FORMATS  dialog  box 
Run  programs  kbdprgml  ( ) 
through  kbdprgm9( ) 
&  (append) 

On-screen  keyboard  map 
@ 

Turn  off  imit  so  that  it  returns 
to  current  application  the 
next  time  you  turn  it  on 

< 


Copy  graph  coordinates  to 
Home  screen  history 


Alpha  Rules 

lalphal 
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f2ndl  [a-lock] 

rniiipHai 

lalphal 

3D  Graphing 

©,©,©,© 

0,0 

X,  Y,  Z 


Type  one  lowercase  letter 
Type  one  uppercase  letter 
Lowercase  alpha  lock 
Uppercase  alpha  lock 
Exit  alpha  lock 


Animate  graph 
Change  animation  speed 
View  along  axis 
Return  to  original  view 
Change  graph  format  style 
Expanded/normal  view 


0 
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Greek  Letters 

00  To  access  the  Greek 

character  set 

0  0  lalphal  +  letter  To  access  lowercase  Greek 
letters.  Example: 
S  [D  [aipFiil  [W]  displays  Q) 

000+  letter     To  access  uppercase  Greek 
letters.  Example: 
0  n  [7]  [W]  displays 

If  you  press  a  key  combination  that  does  not 
access  a  Greek  letter,  you  get  the  normal 
letter  for  that  key. 
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TI-92  Plus  Shortcut  Keys 


General 

in  lAPPSI         List  of  Flash  applications 

1 2nd  I  [ra]         Toggle  between  last  two  chosen 

applications  or  split  screens 
m  D  Copy  graph  coordinates  to 

sysdata 

|T]  F  Display  FORMATS  dialog  box 

m  H  Copy  graph  coordinates  to 

Home  screen  history 
m  N  Create  new  variable 

m  O  Open  existing  variable 

in  S  Save  copy  as 

H     B  S     Lighten  or  darken  contrast 
n  lEMTERI         Calculate  approximate  answer 
n  \M\  Turn  off  unit  so  that  it  returns 

to  current  application  the  next 

time  you  turn  it  on 
H  1  -  H  9      Run  programs  kbdprgml  () 

through  kbdprgm9() 

On-screen  Keyboard  Map  ( \T\  [key]) 
Press  I  ESC  I  to  exit  the  map. 
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See  the  table  below  for  shortcuts  that  are  not 
marked  on  the  TI-92  Plus  keyboard.  See  the 
next  column  for  accent  marks  and  Greek 
letters. 
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l2Hd1  W 
l2iid1  R 
\M  T 
\M  H 
\M  X 

SB 

H  E]  (zero) 
ED 


!  (factorial) 
@ 

#  (indirection) 
&  (append) 
9  (comment) 


Editing 

BO 

Move  cursor  to  top 

HO 

Move  cursor  to  bottom 

mo 

Move  cursor  to  far  left 

[2nd] 

Move  cursor  to  far  right 

EIO.EIO 

ScroU  tall  objects  in  history 

[Ml  O,  [Ml  O 

Page  up  and  page  down 

[nx 

Cut 

[nc 

Copy 

[n  V 

Paste 

3D  Graphing 

0,0,0,Q 

Animate  graph 

E1,H 

Change  animation  speed 

X,  Y,  Z 

View  along  axis 

[a  (zero) 

Return  to  original  view 

F 

Change  graph  format  style 

[3 

Expanded/normal  view 

Accent  IVIarl<s 

[2iid1  A  +  letter 

a,  e,  i,  6,  u,  A,  E,  1,  0,  U 

[2iid1  C  +  letter 

?,Q 

[2iid1  E  +  letter 

a,  e,  f,  6,  u,  y,  A,  E,  1,  0,  U,  Y 

[2iiH1  N  +  letter 

a,  n,  5,  A,  N,  0 

[M  0  +  letter 

a,  e,  1,  0,  u,  A,  E,  1,  0,  U 

[M  U  +  letter 

a,  e,  1,  6,  u,  y,  A,  E,  1,  0,  U 

Greeic  Letters 

[2HH1  G 

To  access  the  Greek 

character  set 

[2iid1  G  +  letter 

To  access  lowercase  Greek 

letters.  Example:  [Ml  G  W 
displays  co 

[Ml  G  m  +  letter  To  access  uppercase  Greek 
letters.  Example:  [Ml  G  [t]  W 
displays  12 

If  you  press  a  key  combination  that  does  not 
access  a  Greek  letter,  you  get  the  normal 
letter  for  that  key. 
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Flash  Applications 


Applications  Flash  functionality  enables  the  ability  to  download  different 

applications  to  a  TI-89  /  TI-92  Plus  calculator  from  the  enclosed 
CD-ROM,  the  TI  web  site,  or  from  another  calculator. 

Before  downloading  new  applications  to  a  TI-89  /  TI-92  Plus,  please 
read  and  accept  the  license  agreement  on  the  TI-89  /  TI-92  Plus 
AppUcations  CD-ROM. 


Hardware/Software 
Requirements 


Before  installing  Flash  apphcations,  you  will  need: 

•  A  computer  with  a  CD-ROM  drive  and  a  serial  port. 

•  TI™  Connect  or  TI-GRAPH  LINK™  software  and  a  TI-GRAPH  LINK 
cable.  If  you  need  the  TI  Connect/  TI-GRAPH  LINK  software  or  a 
TI-GRAPH  LINK  cable,  check  the  TI  web  site  at  education.ti.com. 


Hardware  Setup  for 
tlie  Computer 


To  set  up: 

1.  Insert  the  small  end  of  the  TI-GRAPH  LINK  cable  into  the  port  at 
the  bottom  of  the  TI-89  or  the  top  of  the  TI-92  Plus. 

2.  Connect  the  other  end  to  the  computer's  serial  port  using  a 
25-to-9  pin  adapter  if  necessary. 


Installing  a  Flash 
Application  from  the 
CD-ROM 


Note:  For  further 
information  about 
transmitting  applications  to 
and  from  your  computer 
using  TI  Connect,  refer  to 
the  TI  Connect  online  help. 


To  install  an  application: 

1.  Insert  the  TI-89  /  TI-92  Plus  Applications  CD-ROM  into  the 
computer's  CD-ROM  drive. 

2.  From  the  computer,  start  the  TI-GRAPH  LINK  software. 

3.  From  the  Link  menu,  click  Send  Flash  Software  ►  Applications  and 
Certificates. 

4.  Locate  the  Flash  application  on  the  CD-ROM  and  double-click. 
The  Flash  application  is  copied  to  the  calculator. 


Running  a  Flash  To  run  an  application: 

Application  ^    On  the  TI-89  /  TI-92  Plus,  press     [APPSl  to  display  the  FLASH 

APPLICATIONS  menu. 
2.  Use  the  cursor  keys  ©©  to  highlight  the  application  and  press 
[ENTER]- 


X 


Transferring  a  Flash 
Application  from 
another 

TI-89  /  TI-92  Plus 


Note:  This  guidebook  uses 
Tl'89  screen  sfiots. 


Do  not  attempt  to  transfer  an  application  if  a  low-battery  message 
appears  on  either  tlie  receiving  or  sending  calculator. 

1.  Connect  the  calculators  with  the  calculator-to-calculator  cable 
that  came  with  the  TI-89  /  TI-92  Plus. 

2.  On  the  sending  calculator: 

a.  Press  Und]  [VAR-LINK] 

b.  Press: 
TI-89:  [2nd][F7] 
TI-92  Plus:  [FT] 

c.  Highlight  the  Flash  application  and  press  [F4]  (a  /  is  displayed 
to  the  left  of  the  selected  item) 

3.  On  the  receiving  calculator: 

a.  Press  [2nd]  [VAR-LINK] 

b.  Press  [F3] 

c.  Select:  2:  Receive 

d.  Press  [ENTER] 

4.  On  the  sending  calculator: 

a.  Press  [F3] 

b.  Select:  1  :Send  to  11-89/92  Plus 

c.  Press  [enTer] 


Backing  up  a  Flash 
Application 


Note:  For  further 
information  about 
transmitting  appiications  to 
and  from  your  computer 
using  Tl  Connect,  refer  to 
the  Tl  Connect  online  help. 


To  back  up  an  application  to  the  computer: 
1.  On  the  calculator,  press: 

TI-89:  [HOME] 

TI-92  Plus:  [T]  [HOME] 

From  the  computer,  start  the  TI-GRAPH  LINK  software 
From  the  Link  menu,  click  Receive  Flash  Software 
Select  one  or  more  Flash  apphcations  and  chck  add 
Click  ok 


Save  the  application  to  the  computer  and  record  this  information 
for  future  reference. 


Deleting  a  Flash 
Application 


Note:  To  select  all  Flash 
applications,  use  the  ID  All 
menu. 


To  delete  a  Flash  application  from  the  calculator: 

1.  Press  [2n5]  [VAR-LINK]  to  display  the  VAR-LINK  screen 

2.  Press: 
TI-89:  [2nd]  [F7] 
TI-92  Plus:  [FT] 

3.  Highlight  the  Flash  application  and  press  [F4]  (a  /is  displayed  to 
the  left  of  the  selected  item) 

4.  Press  [FTj  and  choose  1  :Delete 
—  or  — 

Press  [3  (a  confirmation  message  appears) 


5.  Press  I  ENTER  I  to  confirm  the  deletion. 
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Keystroke  Differences 


There  are  certain  differences  in  keystrokes  using  the  TI-89  /  TI-92  Plus  for  various  operations.  The 
following  table  shows  the  keystrokes  for  major  commands  for  the  two  calculators. 


FUNCTION 

1 
TI-89 

m 

TI-92  Plus 

LETTERS 

One  lowGrcssG  letter  (£i~s,  u,  v,  w) 

laiDhal  A-S  U-W 

A-S,  U-W 

T,  X,  Y,  Z 

T,  X,  Y,  Z 

Qp-upynl  InwPT'f'n^p  IpI+pt^ 

fpnril  fa-lnrkl 

T^'iTlH  ^PVPTJll  loWPTf  a^P  Ipt+PT*! 

\<XI\JIIO\ 

ggYeral  upperctise  letters 

[J]  [a-lock] 

[2nH]  [caps] 

F^TiH  Qpvpyal  Tin'npvpa'iP  Ipttpyci 

1  gipi  \a\ 

iQnfil  frAPs! 

1  £.1  lu  1      r\  r  oj 

PIINPTinN  k'PVQ 

runi^  1  lun  i\.c to 

F6 

Ipnril  fFfil 

1  rUI 

F7 

|2HdirF7l 

m 

F8 

[lnd][F8] 

m 

NAVIGATION 

Scroll  tall  objects  up  or  down  in  history 

[T]©,[i]© 

MO, MO 

Move  cursor  far  left  or  far  right  on  entry  line 

dHd]  ®,  [Ml  ® 

[2ii]  O.  [2ii]  O 

Diagonal  movement 

©and® 
©  and® 
©and® 
©  and® 

oooo 

rUNU  1  lUNo 

IHHMFl 
1  nuiviE  1 

1  *  1  fHflMFl 
1  ~  j  LnUmCJ 

Cut 

Copy 

Paste 

in  Tpa^tfI 
1*1  L""^ ' 

m  v 

1  ^  1  V 

iHATAi  nnl 

1  ^1  IU|  LUM 1 M  1_U  UJ 

T)iGTilav  TTnit^  rlisilo^  lioY 

{9ru\\  fllMIT'^l 

1  A  1  fl  |N|T<^1 

1  ^  1  [Ul»l  L  OJ 

Sin 

[2nd]  [sin] 

[sInI 

Cos 

[2ndl  [COS] 

[cos] 

Tan 

[2nd]  [TAN] 

[Tan] 

LN 

[2nd]  [LN] 

[LM] 

[2nd]  [e-'] 

EE 

m 

[lnl][EE] 

FUNCTION 

1 
Ti-89 

TI-92  Plus 

SYMBOLS 

►  (Conversion  triangle) 

[Ml  H 

[2nd] [►] 

_  (Underscore) 

1 — 1  r  1 

[2nd][_] 

9  (Theta) 

[S 

1  (  With  ) 

m 

LLl 

In   .1  r  1  n 

[2ndJ  LIJ 

'  (Prime) 

[2nd]  [■] 

[2nd] [■] 

°  (Degree) 

I2nd|  L°J 

[2nd]  [°] 

Z  (Angle) 

[2nd)  U] 

[2nd]  [Z] 

I,  (Sigma) 

ICATALOGI  E  f 

[2nd]  [i;] 

X"1  (Reciprocal) 

ICATALOGI  '^-1 

[2nd]  [j:-'] 

Space 

lalphall^l 

Space  bar 

HIDDEN  SHORTCUTS 

Place  data  in  sysdata  variable 

m  [ — 1 
[iJ  U 

1  ♦  1  u 

Greek  characters 

\*\  yj  iaiphal  or LiJ  LLl  [±J 

L»J  G  or  L±JG  |T] 

Keyboard  map 

H  [S 

\  ♦  1 LKEYJ 

Place  data  in  Home  screen  history 

S  ED 

[T]  H 

Grave  (a,  e,  i,  6,  il) 

i2ndl  [char]  5 

|2ndl  A  a,  e,  i,  o,  u 

Cedilla  (?) 

I2ndl  [char]  5  6 

I2ndl  C  c 

Acute  (a,  e,  i,  6,  u,  y) 

l^ndl  [UHAKJ  O 

I2ndl  E  a,  e,  i,  o,  u,  y 

liiae  (a,  n,  o) 

I2ndl  [char]  5  6 

|2nd|  N  a,  n,  0 

Caret  (a,  e,  i,  6,  u) 

|2nd|  [char]  5 

|2nd|  0  a,  e,  i,  o,  u 

Umlaut  (a,  e,  i,  6,  ii,  y) 

|2ndl  [char]  5 

[2nd]  U  a,  e,  i,  o,  u,  y 

?  (Question  mark) 

I2ndl  [char]  3 

I2ndl  Q 

P  (Beta) 

I2ndl  [char]  5  6 

I2ndl  8 

#  (Indirection) 

1  Onj^l  rp u  A  d"1  n 

KnOI  LUHAKJ  J 

Kndi  1 

&  (Append) 

0  [x]  (times) 

|2nd|  H 

@  (Arbitrary) 

!♦!  ISTO»l 

|2ndl  R 

^  (Not  equal  to  symbol) 

111  tl 

I2ndl  V 

!  (Factorial) 

[i][±l 

I2ndl  W 

Comment  (Circle-C) 

li]  [E  a 

|2nd|  X  9 

New 

[m  3 

[Z]  N 

Open 

[FT]  1 

[♦1  o 

Save  copy  as 

[FT]  2 

r»i  s 

Format  dialog  box 

H[I] 
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What's  New? 


Introducing 
Advanced 
Mathematics 
Software 
Version  2.0 


For  details,  refer  to: 

Chapter  21  and  22 


TI  developed  the  Advanced  Mathematics 
Software  Version  2.0  to  enable 
downloadable  calculator  software 
applications  for  the  TI-89  and  TI-92  Plus. 

Advanced  Mathematics  Software  Version  2.0  is  an  infrastructure 
enhancement  of  the  current  Advanced  Mathematics  Software 
Version  l.xx.  It  has  all  the  features  of  Version  l.xx.  The  improved 
infrastructure  enables  multiple  downloadable  calculator  software 
applications,  language  localization.  This  enhancement  also  provides 
your  new  TI-89  /  TI-92  Plus  with  maximum  reapportionment  of  the 
over  702-KB  Flash  memory  between  user  data  archive  and  calculator 
software  applications. 

All  previous  TI-89  and  TI-92  Plus  Modules  can  be  upgraded  to  Version 
2.0.  However,  on  some  TI-89  and  all  TI-92  Plus  Module  units,  the  user 
data  archive  can  only  occupy  a  maximum  of  384-KB  of  the  over  702- 
KB  Flash  memory  shared  with  calculator  software  applications. 

You  can  download  Advanced  Mathematics  Software  Version 
2.0  to  your  computer  from  the  Tl  web  site  at  education.ti.com, 
then  transfer  it  to  your  TI-89  /  TI-92  Plus  using  the 
Tl™  Connect  or  Tl  GRAPH  LINK™  software  and  a  TI-GRAPH  LINK 
cable.  The  Advanced  Mathematics  Software  is  free  from  the  TI 
web  site  at  education.ti.com. 


Language 
Localization 


The  TI-89  /  TI-92  Plus  can  be  localized  into 
other  languages.  These  free  applications 
translate  prompts,  error  messages,  and 
most  functions  into  one  of  several 
languages. 


For  details,  refer  to: 

Chapter  1 


Improved  User  The  improved  user  interface  allows  folder  coUapse/expand  and 

Interface  expands  the  CATALOG  menu  to  include  application  functions  and 

user-defmed  functions. 


xiv 


Upgradability  with         The  TI-89/TI-92  Plus  uses  Flash  technology, 
Flash  ROM  which  lets  you  upgrade  future  software 

versions  without  buying  a  new  calculator. 

As  new  functionality  becomes  available,  you  can  electronically 
upgrade  your  TI-89  /  TI-92  Plus.  Future  software  versions  include 
maintenance  upgrades  that  will  be  released  free  of  charge,  as  well  as 
new  applications  and  major  future  upgrades  that  will  be  available  for 
purchase  from  the  TI  web  site. 

To  download  upgrades  from  the  TI  web  site,  you  must  have  an 
Internet-connected  computer,  TI™  Connect  orTI-GRAPH  LINK™ 
software,  and  a  TI-GRAPH  LINK  cable.  You  can  also  transfer  the 
product  software  (operating  system)  and  Flash  applications  from 
one  TI-89  /  TI~92  Plus  to  another  using  a  unit-to-unit  cable,  provided 
that  the  receiving  calculator  is  also  licensed  to  run  that  software. 


For  details,  refer  to: 

Chapter  22  


Custom  Menu  New  to  the  TI-92  Plus  is  the  custom  menu  feature  that  lets  you  create 

your  own  toolbar  menu.  A  custom  menu  can  contain  any  available 
function,  instruction,  or  set  of  characters.  The  TI-92  Plus  has  a  default 
custom  menu  that  you  can  modify  or  redefine. 
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Getting  Started 


Getting  the  TI-89  Ready  to  Use  _2 

Getting  the  TI-92  Plus  Ready  to  Use  ^ 

Setting  the  Contrast  and  Selecting  a  Language  4 

Performing  Computations   8 

Graphing  a  Function  |n 


This  chapter  helps  you  to  get  started  using  the  TI-89  /  TI~92  Plus 
quickly.  This  chapter  takes  you  through  several  examples  to 
introduce  you  to  some  of  the  principal  operating  and  graphing 
functions  of  the  TU89  /  TI-92  Plus. 
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After  setting  up  your  TI-89  /  TI-92  Plus  and  completing  these 
examples,  please  read  Chapter  2:  Operating  the  Calculator.  You 
then  will  be  prepared  to  advance  to  the  detailed  information 
provided  in  the  remaining  chapters  in  this  guidebook. 
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Getting  the  TI-89  Ready  to  Use 


The  TI-89  comes  with  four  AAA  batteries.  This  chapter 
describes  how  to  install  these  batteries.  It  also  describes  how 
to  turn  the  unit  on  for  the  first  time,  set  the  display  contrast, 
select  a  language,  and  view  the  Home  screen  for  both  the 
TI-89  and  the  TI-92  Plus. 


Installing  the  AAA 
Batteries 


Important:  When  replacing 
batteries  in  ttie  future, 
ensure  ttiat  the  TI-89  Is 
turned  off  by  pressing 
[2nd1[0FFl. 


To  install  the  four  AAA  batteries: 

1.  Place  the  TI-89  face  down  on  a  soft  cloth  to  prevent  scratching 
the  display  face. 

2.  On  the  back  of  the  calculator,  depress  the  battery  cover  latch.  Lift 
and  remove  the  battery  cover. 

3.  Remove  the  batteries  from  the  package  and  install  them  in  the 
battery  compartment.  Arrange  the  batteries  according  to  the 
polarity  (+  and  -)  diagram  in  the  battery  compartment. 

4.  Replace  the  battery  cover  by  inserting  the  two  prongs  into  the 
two  slots  at  the  bottom  of  the  battery  compartment,  and  then 
push  the  cover  until  the  latch  snaps  closed. 

To  replace  the  batteries  without  losing  any  information  stored  in 
memory,  follow  the  directions  in  Appendix  C. 


Lithium  battery 


IZ 


XI 


AAA  batteries 
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Getting  the  TI-92  Plus  Ready  to  Use 


The  TI-92  Plus  comes  with  four  AA  battehes.  This  chapter 
deschbes  how  to  install  these  batteries.  It  also  describes  how 
to  turn  the  unit  on  for  the  first  time,  set  the  display  contrast, 
select  a  language,  and  view  the  Home  screen  for  both  the 
TI-92  Plus  and  the  TI-89. 


Installing  the  AA  To  install  the  four  AA  alkaline  batteries: 

Batteries 


Holding  the  TI-92  Plus  unit  upright,  slide  the  latch  on  the  top  of  the 
unit  to  the  left  unlocked  position;  slide  the  rear  cover  down  about 
one-eighth  inch  and  remove  it  from  the  main  unit. 


Important:  When  replacing 
batteries  in  ttie  future, 
ensure  ttiat  the  TI-92  Plus  is 
turned  off  by  pressing 
End]  [off]. 


.  Slide  to  open. 


Place  the  TI-92  Plus  face  down  on  a  soft  cloth  to  prevent 
scratching  the  display  face. 

Install  the  four  AA  batteries.  Be  sure  to  position  the  batteries 
according  to  the  diagram  inside  the  unit.  The  positive  (+)  terminal 
of  each  battery  should  point  toward  the  top  of  the  unit. 


back 


4.  Replace  the  rear  cover  and  slide  the  latch  on  the  top  of  the  unit  to 
the  right  locked  position  to  lock  the  cover  back  in  place. 
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Setting  the  Contrast  and  Selecting  a  Language 


Turning  the  Unit  on  After  you  install  the  batteries  in  your  TI-89  /  TI~92  Plus,  press  [M].  It  is 
and  Adjusting  tlie         possible  that  the  display  contrast  may  be  too  dark  or  too  dim  to  see 

Display  Contrast  anything. 

To  adjust  the  display  to  your  satisfaction,  hold  down  0  (diamond 
symbol  inside  a  green  border)  and  momentarily  press  Q  (minus  key) 
to  lighten  the  display.  Hold  down  0  and  momentarily  press  [+]  (plus 
key)  to  darken  the  display. 

You  will  see  a  screen  that  lists  several  languages.  The  list  of 
languages  on  your  calculator  may  vary  from  this  example. 


►  English 
Deutsch 
Espaj^ol 
Franca is 
Ital lano 
Portugu^s 


Languages  on  tlie         Languages  other  than  English  are  available  as  Flash  applications. 

Ti-89  /  TI-92  Pius  English  is  part  of  the  product  software  (base  code).  You  may  keep  as 

many  or  as  few  alternate  languages  on  your  calculator  as  you  want 
(subject  to  memory  limitation)  and  switch  between  them  easily. 
During  the  process,  you  wiU  be  given  an  opportunity  to  choose 
additional  languages  to  keep  or  delete.  You  may  also  add  or  delete 
language  applications  through  the  VAR-LINK  screen. 


Important 
Information  About 
the  Language 
Process 


Note:  English  cannot  be 
deleted  and  remains 
available  in  the  product 
software  (base  code). 


The  TI-89  /  TI-92  Plus  can  be  localized  into  one  of  several  languages. 
Localizing  means  that  all  menu  names,  dialog  boxes,  error  messages, 
etc.,  will  display  in  the  language  of  your  choice. 

The  TI-89  /  TI-92  Plus  can  be  localized  into  only  one  language  at  a 
time;  however,  you  can  keep  additional  languages  on  the  unit  and 
switch  the  language  at  any  time. 

The  initial  localization  of  the  TI-89  /  TI-92  Plus  occurs  in  three  phases: 

•  Phase  I  -  Select  the  language  in  which  you  would  like  to  localize 
the  TI-89  /  TI-92  Plus.  Future  online  instructions  will  appear  in  the 
selected  language. 

•  Phase  II  -  Read  the  instructional  message  that  appears  in  the 
language  you  selected  in  Phase  I. 

•  Phase  III  -  The  TI-89  /  TI-92  Plus  is  localized  into  the  language  you 
selected  in  Phase  I.  You  can  now  select  one  or  more  language 
applications  that  you  would  like  to  keep  on  the  calculator  (in  case 
you  want  to  switch  to  another  language  later).  You  can  always 
reload  one  or  more  language  appUcations  later,  if  necessary.  The 
calculator  will  then  automatically  delete  the  unselected 
languages. 
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Localizing  tlie 
TI-89  /  TI-92  Plus 


Press  the  cursor  keys  (©  or  ©)  to 
move  the  pointer  to  the  language  in 
which  you  would  like  to  set  your 
TI-89  /  TI-92  Plus.  (The  Ust  of 
languages  on  your  calculator  may 
vary  from  this  example.) 


Engl ish 
Deutsch 
Espanol 
Franca is 
Ital lano 
Portugu^s 


Note:  Until  you  complete 
the  localization  process,  the 
Select  a  Language  dialog 
box  will  reappear  when  you 
turn  the  unit  on. 


Press  I  ENTER  I  to  set  the  TI-89  /  TI-92  Plus  into  the  selected  language. 
(Pressing  |ESC|  halts  the  localization  process  and  displays  the 
Home  screen.) 


3.  Read  the  message  that  appears  and 
then  press  [ENTER]. 

The  message  displays  in  the 
language  you  previously  selected.  ~ 


niyt  scKiin.  vou  can  chanSi  vouK 
l0ri3U03«  USinS  f.tit  MDDE  IztV. 

Thi  unsilictid  1an3ua3is  Mill 
deutid     HK44  up  Flash  ninoKV. 
Vau  can  manually  ada  w  aiUti  f.tit 
1an3ua3«s  ula  f.tit  VHR-LINK  SCKiin 
lariK.  cnick  www.ti.c^M/calc  f',ir 
1an3ua3«  uraatis. 

■^Enttr=DK 


Press  the  cursor  keys  (©  or  ©)  to  move  the  pointer  and  then 
press  [fT|  to  select  each  additional  language  that  you  would  like  to 
keep. 
—  or  — 

Press  \f2\  to  select  and  keep  all  of  the  language  applications. 


You  cannot  uncheck  English  or  the 
language  you  selected  in  step  1 . 


Pressing  [FT|  toggles  the  /  on  and  off. 


Engl ish 
Deutsch 
Espanol 
Franca is 
Ital lano 
Portugu^s 


.^^Enttr=DK      >  t^ESCslIflmiEL  >  j 


5.  Press  I  ENTER  I  to  complete  the  localization  process.  Additional 
selected  languages,  if  any,  are  retained  in  memory  and  unselected 
languages  are  deleted  to  free  up  Flash  memory.  (Pressing  |ESC| 
halts  the  localization  process  and  displays  the  Home  screen.) 

If  additional  language  applications  remain  on  your  TI-89  /  TI-92  Plus, 
you  can  change  the  localization  language  via  Page  3  ([F3])  of  the  Mode 
dialog  box.  See  "Setting  Modes"  in  Chapter  2  for  information  on  how 
to  use  the  Mode  dialog  box.  You  can  add  or  delete  language  and  other 
Flash  applications  via  the  VAR-LINK  screen.  See  "Transmitting 
Variables,  Flash  Applications,  and  Folders"  in  Chapter  22. 

Language  applications  are  available  on  the  enclosed  CD  and  from  the 
Texas  Instruments  web  site.  For  up-to-date  information  about  Flash 
applications,  including  additional  language  applications,  check  the 
Texas  Instruments  web  site  at: 


education.ti.com 
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About  the  Home  After  you  select  a  language,  a  blank  Home  screen  is  displayed. 

Screen 

cci  rpj^g  Home  screen  lets  you  execute  instructions,  evaluate 

expressions,  and  view  results. 


The  following  example  contains  previously  entered  data  and 
describes  the  main  parts  of  the  Home  screen.  Entry/answer  pairs  in 
the  history  area  are  displayed  in  "pretty  print."  Pretty  print  displays 
expressions  in  the  same  form  in  which  they  are  written  on  the  board 
or  in  textbooks. 


History  Area 

Lists  entry/answer  pairs 
you  Inave  entered.  Pairs 
scroll  up  the  screen  as 
you  make  new  entries. 


Last  Entry 

Your  last  entry. 


Entry  Line 

Where  you  enter 
expressions  or 
instructions. 
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Toolbar 

Lets  you  display  menus  for 
selecting  operations 
applicable  to  the  Home 
screen.  To  display  a  toolbar 
menu,  press  [FT|,  [F2],  etc. 


Last  Answer 

Result  of  your  last  entry. 
Note  that  results  are  not 
displayed  on  the  entry  line. 


Status  Line 

Shows  the  current  state 
of  the  calculator. 


6     Chapter  1:  Getting  Started 


The  following  example  shows  an  answer  that  is  not  on  the  same  line 
as  the  expression.  Note  that  the  answer  is  longer  than  the  screen 
width.  An  arrow  (►)  indicates  the  answer  is  continued.  The  entry  line 
contains  ellipsis  (...).  Ellipsis  indicates  the  entry  is  longer  than  the 
screen  width. 


Last  Entry 

"Pretty  print"  is  ON. 
Exponents,  roots, 
fractions,  etc.,  are 
displayed  in  the  same 
form  in  whiich  thiey  are 
traditionally  written. 


I conDenom 


+        +  y 


+  2X  +  1 


MAIN  RflPflUTn         FLNC  l^^O 


,  Answer  Continues 

Highlight  the  answer  and 
press  ®  to  scroll  right  and 
view  the  rest  of  it.  Note  that 
the  answer  is  not  on  the 
same  line  as  the 
expression. 


Expression  Continues 

Press  ®  to  scroll  right  and 
—view  the  rest  of  the  entry. 
Press  [2n5]  ®  or  (gid]  ®  to  go 
to  the  beginning  or  end  of 
the  entry  line. 


Turning  the  When  you  want  to  turn  the  TI-89  /  TI-92  Plus  off,  press  [2nd]  [OFF]. 

TI-89  /  TI-92  Plus  (Note:  [OFF]  is  the  second  function  of  the  [M]  key.) 

Off 
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Performing  Computations 


This  section  provides  several  examples  for  you  to  perform  that  demonstrate  some  of  the 
computational  features  of  the  TI-89  /  TI-92  Plus.  The  history  area  in  each  screen  was 
cleared  by  pressing  \fT}  and  selecting  8:Clear  Home,  before  performing  each  example,  to 
illustrate  only  the  results  of  the  example's  keystrokes. 


Steps 


i 
TI-89 
Keystrokes 


m 

TI-92  Plus 
Keystrokes 


Display 


Showing  Computations 

1.  Compute  sin(7t/4)  and  display  the 
result  in  symbolic  and  numeric 
format. 

To  clear  the  history  area  of  previous 
calculations,  press  [Ff]  and  select 
8;Clear  Home. 


Finding  the  Factorial  of 
Numbers 

1.  Compute  the  factorial  of  several 
numbers  to  see  how  the 
TI-89  /  TI-92  Plus  handles  very 
large  integers. 

To  get  the  factorial  operator  (!),  press 
|2nd][MATH],  se/ecf  7:Probability,  and 
then  select  1 :!. 


Expanding  Complex  Numbers 

1.  Compute  (3+5i)^  to  see  how  the 
TI-89  /  TI-92  Plus  handles 
computations  involving  complex 
numbers. 


Finding  Prime  Factors 

1.  Compute  the  factors  of  the 
rational  number  2634492. 

You  can  enter  "factor"  on  the  entry 
line  by  typing  FACTOR  on  the 
i<eyboard,  or  by  pressing  [g]  and 
selecting  2:factor(. 

2.  (Pptionat)  Enter  other  numbers 
on  your  own. 


gnd]  [sin]  dnd]  [ti] 

m4mfEMTERl 

[TIIEMTERi 


5  gnd]  [math]  7  1 


2  0[2ndl [math]  7  1 


3  0[2ndl [math]  7  1 
lEMTERI 


[I]3E]5[iHH][i] 
mR3[EMTERl 


2  6  3  44  9  2[I| 


m  [M]  [it] 
nn4m[EmiRi 


I  ENTER  I 


5  [2iid1  111  [BiTERl 

2  0  [2ild1  W  [BiTERl 

3  OfaidlW  [BiTERl 


[n3E]5[lHd]['] 
□  [I]  3  Enter] 


[£l]2 

2  5  3  4  4  9  2CD 
ENTER  I 


■5!  128 
■28!  2432982BB317664BS88 
■  38! 

26525285981 2 1 3 1 858636388  K 
38 


■(3  +  5ir 


factoK  2634492:) 
^2. 


3  7 ■ 79  397 


faciQr-(2634492? 
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steps 


i 
TI-89 
Keystrokes 


m 

TI-92  Plus 
Keystrokes 


Display 


Expanding  Expressions 

1.  Expand  the  expression  (x-  5)^. 

You  can  enter  "expand"  on  the  entry 
line  by  typing  EXPAND  on  tiie 
keyboard,  or  by  pressing  [F2]  and 
selecting  3:expand(. 

2.  (Optional)  Enter  other 
expressions  on  your  own. 

Reducing  Expressions 

1.  Reduce  the  expression 

(x^-  2x-  5)/(x-  1 )  to  its  simplest 
form. 

You  can  enter  "propFrac"  on  the  entry 
line  by  typing  PROPFRAC  on  the 
keyboard,  or  by  pressing  [g]  and 
selecting  7:propFrac(. 


Factoring  Polynomials 

1.  Factor  the  polynomial  (x^ 
with  respect  to  x. 


5) 


You  can  enter  "factor"  on  the  entry 
line  by  typing  FACTOR  on  the 
keyboard  or  by  pressing  [Fg]  and 
selecting  2:factor(. 


Solving  Equations 

1.  Solve  the  equation  x^ 
with  respect  to  x. 


■ 2x- 6=2 


You  can  enter  "solve("  on  the  entry 
line  by  selecting  "solve("  from  the 
Catalog  menu,  by  typing  SOLVE(  on 
the  keyboard,  or  by  pressing  [F2]  and 
selecting  1  :solve(. 

The  status  line  area  shows  the 
required  syntax  for  the  marked  item 
in  the  Catalog  menu. 


m 


□  5ms 
mxHimm 


XB2H5 

□  xm 


EDS 

[I]XH5|T1Q3 

m 


ENTER  I 


[nX02H2X 

mxHiiiiiTi 

I  ENTER  I 


XB2B5 

□  xm 


ENTER  I 


XB2B2XB5 

H2mx[l] 

I  ENTER  I 


-  +  75-x  -  125 


expand^  Cx-5>^3) 


...QpFrac C  C x'-2-2x-5  Vtlx- 1 J  > 

mm  FiflPHLTD  FUHC  1^2<f 


factor-Cx-^  -  5,  x) 

[x  +j5]-(x  -  J5) 


faciQr<x-^2-5.xJ 


CATALOG 

T 

FH  y 

[^iV-;|Euflt-ir|Flfl 

h  Af-ps| 

1 

SinReg 

Sortn 

SortD 

^ Sphere 

\  stcJDeuC 

EQUHTIDHj^HF; 


-  6  =  2 ,  xj 
=  4  or  X  = 


Chapter  1:  Getting  Started  9 


steps 


i 
TI-89 
Keystrokes 


m 

TI-92  Plus 
Keystrokes 


Display 


Solving  Equations  witli  a  Domain! 
Constraint 

1.  Solve  the  equation  x^-  2x-  6=2 
with  respect  to  x  where  x  is 
greater  than  zero. 

The  "with"  (I)  operator  provides 
domain  constraint. 
TI-89:  m 

TI-92  Plus:  \MU] 

Finding  tlie  Derivative  of 
Functions 

1.  Find  the  derivative  of 

(x-  y)^/(x+y)^  with  respect  to  x. 

This  example  illustrates  using  the 
calculus  differentiation  function  and 
how  the  function  is  dispiayed  in 
"pretty  print"  in  the  history  area. 


Finding  tlie  Integral  of 
Functions 

1.  Find  the  integral  of  x*  sin(x)  with 
respect  to  x. 

This  example  illustrates  using  the 
calculus  integration  function. 


mi 

XB2H2XH6 

mx 

[Ml  HO 


[MlMmxHY 

mEisEimxE] 
YmBznxa] 


[MIMXS 
[Ml  [SIN]  X  HI  □ 

XiniEMTERI 


mi 

X[32Q2XQ5 

[Ml[i]x 


ENTER  I 


[Ml[d][I]XHY 

|Tl03E][nxEl 

Y[I]Q2nX[I] 


ENTER  I 


[M1[/]X[3 

imxciin 

X  [71 1  ENTER  I 


□  -  2x-S  =  2,x)|j.K 

X  =  4 


£Qlve(x''2-2x-6=2.  xJ  lx>B 

mm  FiflPHLTD  FUHC  1^2<f 


Tools  AIStbrdkalc  Qthtr  Prjrvimkltdn  Ut\ 

■<  -  y)^'(x  +  5-y) 

.Cx  +  y)2^ 
C 

-u5''3''<x+m5'~2,x> 
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Graphing  a  Function 


The  example  in  this  section  demonstrates  some  of  the  graphing  capabilities  of  the 
TI-89  /TI-92  Plus,  it  illustrates  how  to  graph  a  function  using  the  Y=  Editor.  You  will  learn 
how  to  enter  a  function,  produce  a  graph  of  the  function,  trace  a  curve,  find  a  minimum 
point,  and  transfer  the  minimum  coordinates  to  the  Home  screen. 

Explore  the  graphing  capabilities  of  the  TI-89  /  TI-92  Plus  by  graphing  the  function 
y=(|x2-3|-l0)/2. 


Steps 

i 
TI-89 
Keystrokes 

■1  i 

TI-92  Plus 
Keystrokes 

Display 

1.  Display  the  Y=  Editor. 

'PLDTS 

y2= 

yi-             ,  entry  line 

mi<:x>=  ' 

MHIN               RHEiHLTD  TUNC 

Enter  the  function 
(abs(x2-  3)-10)/2. 


3.  Display  the  graph  of  the 
function. 

Select  6:ZoomStd  by  pressing  6  or  by 
moving  the  cursor  to  6:ZoomStd  and 
pressing  [ENTER). 


4.  Turn  on  Trace. 

The  tracing  cursor,  and  the  x  and  y 
coordinates  are  displayed. 


5.  Open  the  MATH  menu  and  select 
3:Minimum. 


miCATALOGI  A 


XB2H3[I]H 


0©©(IwTer] 


(HgoH]  [CATALOG]  A 
EMTERI 

X[32Q3[I]H 
1  0[I]E]2 


EMTERI 


iFSlQOfENTERl 


|Tooi5|goo[vi|Ejit| 


1x2 -3|- 


"pretty  print" 
"display  of  the 
function  in  the 
entry  line 


T.>«1s^oo[Vi  Trdct  RtGruph  Mdth  [irduj  Ptn  :C 

/  1 

xc: . 126532 

V    /  tracing 
vi-cursor 
yc: -3.5B3G1 

JSE  +  +  t*  DR  TYPE  +  CEJC]=CflNCEL 

l:Ualue 

2 : Zero  

4: MaxinuN 

5: Intersect ion 

&:  Der■i^'at.i^'es^ 

3-i-Inf  lection 
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steps 

i 
TI-89 
Keystrokes 

m  \ 

TI-92  Plus 
Keystrokes 

Display 

6.  Set  the  lower  bound. 

Press  ®  (right  cursor)  to  move  the 
tracing  cursor  until  the  iower  bound 
for  X  is  just  to  the  left  of  the  minimum 
node  before  pressing  1  enter  1  the 
second  time. 

®...® 

Q...O  i 

|Too1s|Zoo[Vi|Tr(]ct|RtGr>]ph|M(]th|[ir(iuj|Ptn|:C  | 

lENTERl 

1  ENTER  1  I 

/  1 

Lower  Bound? 
xc: 1. 13924 

yc:  -4. 14393 

7.  Set  the  upper  bound. 

Press  ®  (right  cursor)  to  move  the 
tracing  cursor  until  the  upper  bound 
for  X  is  just  to  the  right  of  the 
minimum  node. 


Find  the  minimum  point  on  the 
graph  between  the  lower  and 
upper  bounds. 


Transfer  the  result  to  the  Home 
screen,  and  then  display  the 
Home  screen. 

Shortcuts  for  copying  graph 
coordinates  to  Home  screen  history: 
TI-89: 

TI-92  Plus:  IT]  H 


®...® 


SO 

[HOMEl 


G...O 


EMTERI 


[T]  [home] 


Tools  Zoorvi  Tract  RtGroph  Math  [irauj  Ftn  :; 

1  1 

Lower  Bound? 
>ic:2.  1519 

yc: -4. 18467 

TVPE  Un  UfE  ^i-ti-  *■  [EMTEFll  DR  IZSZl 

Tools  Zoorvi  Tract  RtGroph  Math  [iraio  Ftn  :; 

NininuM 
xc: 1.732Q5 

yc:  -5. 

MniN 

RHEiHLTD  TUNC 

I  minimum  point 

jninimum  coordinates 


■  [  1 .  732B50S875S82  -4.999SK 
 [1.732B5  -5.] 
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Operating  the  Calculator 


Turning  the  TI-89  /  TI-92  Plus  On  and  Off  

Setting  the  Display  Contrast  

The  TI-89  Keyboard  

The  TI-92  Plus  Keyboard  

Modifier  Keys  , 

Entering  Alphabetic  Characters  

Home  Screen  

Entering  Numbers  , 

Entering  Expressions  and  Instructions  

Formats  of  Displayed  Results  

Editing  an  Expression  in  the  Entry  Line  

Menus  

Using  the  Custom  Menu  , 

Selecting  an  Application  

Setting  Modes  

Using  the  Clean  Up  Menu  to  Start  a  New  Problem  

Using  the  Catalog  Dialog  Box  

Storing  and  Recalling  Variable  Values  

Reusing  a  Previous  Entry  or  the  Last  Answer  

Auto-Pasting  an  Entry  or  Answer  from  the  History  Area. 

Status  Line  Indicators  in  the  Display  , 

Finding  the  Software  Version  and  ID  Number  


This  chapter  gives  a  general  overview  of  the  TI-89  /  TI-92  Plus  and 
describes  its  basic  operations.  By  becoming  familiar  with  the 
information  in  this  chapter,  you  can  use  the  TI-89  /  TI-92  Plus  to 
solve  problems  more  effectively. 


■  1.7-4.2  7.14 
■-^  .771429 

— m  s 

CQS<n.^4>  

MfliM  BHD  flUTP  rmn 


The  Home  screen  is  the  most  commonly  used  application  on  the 
TI-89  /  TI-92  Plus.  You  can  use  the  Home  screen  to  perform  a  wide 
variety  of  mathematical  operations. 
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Turning  the  TI-89  /  TI-92  Plus  On  and  Off 


You  can  turn  the  TI-89  /  TI-92  Plus  on  and  off  manually  by  using 
the  \Mi  and  [M]  [off]  (or  0  [off]  )  keys.  To  prolong  battery  life, 
the  APD™  (Automatic  Power  Down™)  feature  lets  the 
TI-89  /  TI-92  Plus  turn  itself  off  automatically. 


Turning  the 
TI-89  /  TI-92  Plus 
On 


Turning  tlie 

TI-89  /  TI-92  Plus  Off 

Note:  [off]  is  the  second 
function  of  ttie  [on]  tey. 


Press  [ON]. 

•  If  you  turned  the  unit  off  by  pressing  [2nd]  [OFF],  the  TI-89  /  TI-92  Plus 
returns  to  tfie  Home  screen. 

•  If  you  turned  tiie  unit  off  by  pressing  I*]  [OFF]  or  if  the  unit  turned 
itself  off  through  APD,  the  TI-89  /  TI-92  Plus  returns  to  whichever 
application  you  used  last. 

You  can  use  either  of  the  following  keys  to  turn  off  the  TI-89  /  TI-92  Plus. 
Press:  Description 


[2nd]  [OFF] 
(press  |2nd| 
and  then 
press  [off]  ) 


[l][OFF] 
(press  I*] 
and  then 
press  [OFF] ) 


Settings  and  memory  contents  are  retained  by  the 
Constant  IMemory^"  feature.  However: 

•  You  cannot  use  |2nd|  [OFF]  if  an  error  message  is 
displayed. 

•  When  you  turn  the  TI-89  /  TI-92  Plus  on  again,  it 
always  displays  the  Home  screen  (regardless  of 
the  last  appUcation  you  used). 

Similar  to  [2nd]  [OFF]  except: 

•  You  can  use  [3  [OFF]  if  an  error  message  is 
displayed. 

•  When  you  turn  the  TI-89  /  TI-92  Plus  on  again,  it 
will  be  exactly  as  you  left  it. 


APD  (Automatic 
Power  Down) 


After  several  minutes  without  any  activity,  the  TI-89  /  TI-92  Plus  turns 
itself  off  automatically.  This  feature  is  called  APD. 

When  you  press  [M],  the  TI-89  /  TI-92  Plus  will  be  exactly  as  you  left  it. 

•  The  display,  cursor,  and  any  error  conditions  are  exactly  as  you 
left  them. 

•  All  settings  and  memory  contents  are  retained. 

APD  does  not  occur  if  a  calculation  or  program  is  in  progress,  unless 
the  program  is  paused. 


Batteries 


The  TI-89  uses  four  AAA  alkaline  batteries  and  a  back-up  lithium 
battery.  The  TI-92  Plus  uses  four  AA  alkaline  batteries  and  also  has  a 
back-up  lithium  battery.  To  replace  the  batteries  in  either  calculator 
without  losing  any  information  stored  in  memory,  foUow  the 
directions  in  Appendbc  C. 
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Setting  the  Display  Contrast 


The  brightness  and  contrast  of  the  display  depend  on  room 
lighting,  battery  freshness,  viewing  angle,  and  the  adjustment 
of  the  display  contrast.  The  contrast  setting  is  retained  in 
memory  when  the  Tl-89  /  TI-92  Plus  is  turned  off. 


Adjusting  the 


You  can  adjust  the  display  contrast  to  suit  your  viewing  angle  and 


Display  Contrast 

lighting  conditions. 

To: 

Press  and  hold  both: 

Decrease  (lighten)  the  contrast 

HandB 

Increase  (darken)  the  contrast 

HandH 

TI-89  contrast  keys 


TI-92  Plus  contrast  keys 


VAR.UNK  O 

CD 


n 

u  e 


^1 

CHAR  ^ 


If  you  press  and  hold  H  H  or  0  [+]  too  long,  the  display  may  go 
completely  black  or  blank.  To  make  finer  adjustments,  hold  0  and 
then  tap  Qor  [+] . 


When  to  Replace 
Batteries 


Tip:  The  display  may  be 
very  dark  after  you  change 
batteries.  Use  0  □  to 
lighten  the  display. 


As  the  batteries  get  low,  the  display  begins  to  dim  (especially  during 
calculations)  and  you  must  increase  the  contrast.  If  you  have  to 
increase  the  contrast  frequently,  replace  the  four  alkaline  batteries. 

The  status  line  along  the  bottom  of  the  display  also  gives  battery 
information. 


Indicator  in  status  line 

Description 

Batteries  are  low. 

Replace  batteries  as  soon  as  possible. 

Using  the  TI-92  Plus      When  using  the  TI-92  Plus  on  a  desk  or  table  top,  you  can  use  the 
Cover  as  a  Stand  snap-on  cover  to  prop  up  the  unit  at  one  of  three  angles.  This  may 

make  it  easier  to  view  the  display  under  various  lighting  conditions. 


Note:  Slide  the  tabs  at  the 
top-sides  of  the  TI-92  Plus 
into  the  slots  in  the  cover. 
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The  TI-89  Keyboard 


Use  this  section  to  familiarize  yourself  with  the  various  keys  on 
the  TI-89  keyboard.  Most  keys  can  perform  two  or  more 
functions,  depending  on  whether  you  first  press  a  modifier  key. 


Overview  of  Some 
Important  Keys 


[fT]  through  S  [F8] 
function  keys  let  you 
select  toolbar  menus. 
Used  with  0,  you  can 
also  select  applications 
(page  39). 


IMl.  0,  [B,  and  laBal 
modify  the  action  of 
other  keys  (page  18). 


I  HOME!  displays  the  Home 
screen,  where  you 
perform  most 
calculations. 


X,  Y,  and  Z  are  often 
used  in  symbolic 
calculations. 


I  MODE  I  lets  you  view  and 
change  mode  settings  that 
determine  how  numbers 
and  graphs  are  interpreted, 
calculated,  and  displayed 
(page  40). 


Moving  the  Cursor 


lESCl  cancels  a  menu  or 
dialog  box. 


®,  ®,  ©,  and  ©  move 
the  cursor. 


lAPPSI  lets  you  select  an 
application  (page  38). 

CLEARI  erases  the  entry 
line.  Also  used  to  delete  an 
entry/answer  pair  in  the 
history  area. 


ICATALOGI  lets  you  select 
from  a  list  of  functions 
and  instructions  (page  44). 


Adjust  the  contrast  by 
pressing  g  □  (lighten)  or 
H  [3  (darken). 


I-  EWTERl  evaluates  an  expression, 
executes  an  instruction,  selects  a 
menu  item,  etc. 

You  can  use  B  enter  to  display  an 
approximate  numerical  result. 

To  move  the  cursor  in  a  particular  direction,  press  the  appropriate 
cursor  key  (©,  ®,  @,  or  ©). 

Some  TI-89  applications  also  let  you  press: 

•  |2nd|  ®  or  |2nd|  ®  to  move  to  the  beginning  or  end  of  a  line. 

•  |2nd|  ©  or  |2nd|  ©  to  move  up  or  down  one  screen  at  a  time. 

"    H  ©  or  0  ©  to  move  to  the  top  or  bottom  of  a  page. 

■    ©  and  ®,  ©  and  ®,  ©  and  ®,  or  ©  and  ®  to  move  diagonally. 
(Press  the  indicated  cursor  keys  simultaneously.) 
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The  TI-92  Plus  Keyboard 


With  the  Ti-92  Plus's  easy-to-hold  shape  and  keyboard  layout, 
you  can  quickly  access  any  area  of  the  keyboard  even  when 
you  are  holding  the  unit  with  two  hands. 


Keyboard  Areas  The  keyboard  is  divided  into  several  areas  of  related  keys. 


Function  Keys 

Access  the  toolbar  menus  . 
displayed  across  the  top 
of  the  screen. 


Application 
Shiortcut  Keys 

Used  with  the 
|T1  key  to  let  you 
select  commonly 
used 

applications 


Cursor  Pad 

Moves  the  display 
cursor  in  up  to  8 
directions,  depending 
on  the  application. 


^  Texas  Instrijmrnts        Tl-92  Plus 

□ 


-|Rlgebra|Calc|Oiher|PrgMlO|Clean  Up 


WINDOW    GRAPH      TMSat  TABLE 


□  □o 

□  □  o 


m 


m 

□ 

m 

□ 

m 

m 

m 

□ 

a 

QWERTY  Keyboard 

Enters  text  characters 
just  as  you  would  on  a 
typewriter. 


K 


Calculator  Keypad 

Performs  a  variety  of 
math  and  scientific 
operations. 


Cursor  Pad  To  move  the  cursor,  press  the  applicable  edge  of  the  cursor  pad.  This 

guidebook  uses  key  symbols  such  as  O  snd  O  to  indicate  which 
side  of  the  cursor  pad  to  press. 

For  example,  press  Q  to  move  the 
cursor  to  the  right. 

Note:  The  diagonal  directions 
(O,  etc.)  are  used  only  for  geometry 
and  graphing  applications. 

o 
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Modifier  Keys 


Modifier  Keys 


Modifier 


Description 


Wofe:  For  information  about 
using  [T\  and  lalphal,  refer  to 
"Entering  Aiphabetic 
Ctiaracters"  on  page  21. 


Accesses  the  second  function  of  the  next  key  you 
press.  On  the  keyboard,  these  are  printed  in  the 
same  color  as  the  |2nd|  key. 


(second) 

H 

(diamond) 


(shift) 


(TI-89  only) 


M  (hand) 


Activates  keys  that  select  certain  applications 
(jaage  39),  menu  items,  and  other  operations  from 
the  keyboard.  On  the  keyboard,  these  are  printed  in 
the  same  color  as  the  0  key. 

Types  an  uppercase  character  for  the  next  letter 
key  you  press.  [T]  is  also  used  with  ®  and  ®  to 
highlight  characters  in  the  entry  line  for  editing 
purposes. 

Used  to  type  alphabetic  letters,  including  a  space 
character.  On  the  keyboard,  these  are  printed  in 
the  same  color  as  the  lalphal  key. 

Used  with  the  cursor  pad  to  manipulate  geometric 


(TI-92  Plus  only)    objects.  [S]  is  also  used  for  drawing  on  a  graph. 


Examples  of  |2nd|  The  lESCj  key  is  one  of  several  keys  that  can  perform  three 

and  \*\  lUlodifiers  operations,  depending  on  whether  you  first  press  |2nd|  or  0. 

The  following  TI-89  example  shows  using  the  |2nd|  or  0  modifier  key 
with  the  [ESC]  key. 

[2ri3l  [QUIT]  accesses   >  H  [paste]  accesses  PASTE, 

QUIT,  which  is  the  ^  which  is  the  same  color  as 

same  color  as  the        QUIT  PASTE         the  \*]  key. 
S  key.  I  ESC  | 

lESCI  accesses  the 
l^ey's  primary 
function. 


The  following  TI-92  Plus  example  shows  using  the  1 2nd  I  or  0  modifier 
key  with  the  Y  alphabetic  key. 

[2niil  [►]  accesses  ►   ,  ,  [3  [table]  displays  the 

(convert).  The  ^  tadi  c  Table  screen.  The  word  is 

convert  symbol  is  ^  TABLE  the  same  color  as  the  \*] 

the  same  color  as  |  Y  |  key. 


the  [2nd]  key. 


Pressing  the 
primary  key  types 
the  letter  Y. 
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Some  keys  perform  only  one  additional  operation,  which  may  require 
either  |2nd|  or  0,  depending  on  the  color  in  which  the  operation  is 
printed  on  the  keyboard  and  where  it  is  positioned  above  the  key. 

,  On  the  TI-89,  H  [cut] 

/  accesses  CUT,  which 

CUT  is  the  same  color  as 

I  2nd  I  '^^  H 

When  you  press  a  modifier  such  as  1 2nd  I  or  0,  a  2ND  or  ♦  indicator 
appears  in  the  status  line  at  the  bottom  of  the  display.  If  you  press  a 
modifier  by  accident,  press  it  again  (or  press  |ESC| )  to  cancel  its 
effect. 


Other  Important 
Keys  You  Need  to 
Be  Familiar  With 


Note:  Some  keystrokes 
differ  between  the  TI-89  and 
the  TI-92  Plus.  See  the 
Keystroke  Differences  table 
in  the  front  of  this  guidebook 
for  a  complete  list. 


Key 

Description 

LU  LY-J 

Displays  the  Y=  Editor  (Chapter  6). 

1  ♦  1  [wirjDUvvj 

Displays  the  Window  Editor  (Chapter  6). 

0  [graph] 

Displays  the  Graph  screen  (Chapter  6). 

0  [TbISet] 

Sets  parameters  for  the  Table  screen  (Chapter  13). 

0  [TABLE] 

Displays  the  Table  screen  (Chapter  13). 

TI-89: 

T"Vipep  IrpvQ  Ipt  vmi  pHit"  pnfPTpH  iTifrfrnnatioii 

0  [CUT] 

performing  a  cut,  copy,  or  paste  operation. 

0  [copy] 

0  [PASTE] 

TI-92  Plus: 

1  ♦  1  A  (cut) 

[*]  C  (copy) 

r*~\  V  (paste) 

[2nd]  [EB] 

Switches  the  active  side  in  a  split  screen  (Chapter  14). 

[2nd]  [custom] 

Toggles  the  custom  menu  on  and  off  (page  37). 

Converts  measurement  units  (Chapter  4). 

TI-89: 

Designates  a  measurement  unit  (Chapter  4). 

0[-] 

TI-92  Plus: 

\M\U 

Deletes  the  character  to  the  left  of  the  cursor 

(backspaces). 

[2nd]  [ins] 

Toggles  between  insert  and  overtype  mode  for 

entering  information  (page  33). 

0  [DEL] 

Deletes  the  character  to  the  right  of  the  cursor. 

Chapter  2:  Operating  the  Calculator  19 


Important  Keys 
(continued) 


Key  Description 


Enters  the  "with"  operator,  which  is  used  in  symbolic 
calculations  (Chapter  3). 


TI-89: 


TI-92  Plus: 

IM][i] 


f2nd] [J], 

Performs  integrations  and  derivatives  (Chapter  3). 

m\u] 

Designates  an  angle  in  polar,  cylindrical,  and  spherical 

coordinates. 

[2nd]  [math] 

Displays  the  MATH  menu. 

f2nd]  [mem] 

Displays  the  MEMORY  screen  (Chapter  21). 

[Ml 

Displays  the  VAR-LINK  screen  for  managing  variables 

[var-link] 

and  Flash  applications  (Chapter  21). 

[2rid|  [RCL] 

Recalls  the  contents  of  a  variable  (page  48). 

TI-89: 

Displays  the  UNITS  dialog  box  (Chapter  4). 

[2nd]  [units] 

TI-92  Plus: 

[^  [units] 

[2nd]  [CHAR] 

Displays  the  CHAR  menu,  which  lets  you  select  Greek 

letters,  international  accented  characters,  etc. 

(Chapter  18). 

[2nd]  [ANS], 

Recalls  the  previous  entry  and  the  last  answer. 

[2nd]  [entry] 

respectively  (page  49). 
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Entering  Alphabetic  Characters 


Alphabetic  characters  are  used  in  expressions  such  as  x^+ys, 
to  enter  variable  names  (page  47),  and  in  the  Text  Editor 
(Chapter  18). 


Entering  a  Letter  The  letters  x,  y,  z,  and  t  are  commonly  used  in  algebraic  expressions. 

Character  on  the  So  that  you  can  type  them  quickly,  these  letters  are  primary  keys  on 

7|.89  the  TI-89  keyboard. 

m  m  s  m 

other  letters  are  available  as  the  lalphal  function  of  another  key, 
similar  to  the  |2nd|  and  0  modifiers  described  in  the  previous  section. 
For  example: 

f2pS\  [■]  types  ',  which   >  ,  lalphal  [A]  types  an  A, 

is  the  same  color  as        \       /  which  is  the  same 

the  [Ind]  key.  ^  A  color  as  the  I  alpha  key. 


Typing  Alphabetic 
Characters  on  the 
TI-89  /  TI-92  Plus 


Note:  On  the  TI-89,  you  do 
not  need  lalphal  or  alpha-lock 
to  type  X,  y,  z,  or  t  But  you 
must  use  [T]  or  uppercase 
ALPHA-lock  forX,  Y,  Z,  or  T. 


Note:  On  the  TI-89,  alpha- 
lock  is  always  turned  off 
when  you  change 
applications,  such  as  going 
from  the  Text  Editor  to  the 
Home  screen. 


To: 

On  the  TI-89,  press: 

On  the  TI-92  Plus,  press: 

Type  a  single 
lowercase 
alpha 
character. 

lalphal  and  then  the  letter 
key 

(status  line  shows  3  ) 

the  letter  key 

Type  a  single 
uppercase 
alpha 
character. 

5]  and  then  the  letter  key 
(status  line  shows  *) 

U]  and  then  the  letter  key 
(status  line  shows  ») 

Type  a  space. 

lalphal  [J  (alpha  function 
of  the  Eg  key) 

spacebar 

Turn  on 

lowercase 

alpha-lock. 

[2nd]  [a-lock] 

(status  line  shows  Bl) 

(no  action  needed) 

Turn  on 

uppercase 

ALPHA-lock. 

[t]  [a-lock] 

(status  line  shows  11) 

[2nd]  [caps] 

Turn  off  alpha- 
lock. 

lalphal  (turns  off  upper- 
and  lowercase  lock) 

[2nd]  [caps]  (turns  off 
uppercase  lock) 
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Typing  Alphabetic 
Cliaracters  ... 
(continued) 


On  the  TI-89,  while  either  type  of  alpha-lock  is  on: 

•  To  type  a  period,  comma,  or  other  character  that  is  the  primary 
function  of  a  key,  you  must  turn  alpha-lock  off. 

•  To  type  a  second  function  character  such  as  |2nd|  [{],  you  do  not 
need  to  turn  alpha-lock  off.  After  you  type  the  character,  alpha- 
lock  remains  on. 


Automatic  Alplia- 
Lock  in  TI-89  Dialog 
Boxes 


Note:  To  type  a  number, 
press  alphal  to  turn  alpha- 
lock  off.  Press  alphal  or 
[2nd1  [a-lock]  to  resume  typing 
letters. 


There  are  certain  times  when  you  do  not  need  to  press  lalphal  or 
|2nd|  [a-lock]  to  type  alphabetic  characters  on  the  TI-89.  Automatic 
alpha-lock  is  turned  on  whenever  a  dialog  box  is  first  displayed.  The 
automatic  alpha-lock  feature  applies  to  these  dialog  boxes: 


Dialog  box 


Alpha-lock 


Catalog  dialog  box 


Units  dialog  box 


Dialog  boxes  with  entry 
fields 


All  commands  are  listed  in  alphabetical 
order.  Press  a  letter  to  go  to  the  first 
command  that  begins  with  that  letter.  See 
page  44  for  more  information. 

In  each  unit  category,  type  the  first  letter  of  a 
unit  or  constant.  See  Chapter  4  for  more 
information. 

These  include,  but  are  not  limited  to:  Create 
New  Folder,  Rename,  and  Save  Copy  As.  See 
page  35  for  more  information  about  dialog 
boxes. 


Alpha-lock  is  not  turned  on  in  dialog  boxes  that  require  numeric- 
only  entries.  The  dialog  boxes  that  accept  only  numeric  entries  are: 
Resize  Matrix,  Zoom  Factors,  and  Table  Setup. 


For  Special  Use  the  1 2nd  I  [CHAR]  menu  to  select  from  a  variety  of  special 

Characters  characters.  For  more  information,  refer  to  "Entering  Special 

Characters"  in  Chapter  18. 


22     Chapter  2:  Operating  the  Calculator 


Home  Screen 


When  you  first  turn  on  your  TI-89  /  TI-92  Plus,  the  Home  screen 
is  displayed.  The  Home  screen  lets  you  execute  instructions, 
evaluate  expressions,  and  view  results. 


Displaying  tlie  When  you  turn  on  the  TI-89  /  TI-92  Plus  after  it  has  been  turned  off  with 

Home  Screen  |2nd|  [off],  the  display  always  shows  the  Home  screen.  (If  the 

TI-89  /  TI-92  Plus  turned  itself  off  through  APD™,  the  display  shows  the 
previous  screen,  which  may  or  may  not  have  been  the  Home  screen.) 

To  display  the  Home  screen  at  any  time: 

•  Press: 
TI-89:  [HOiViE] 

TI-92  Plus:  H  [home] 

—  or  — 

•  Press  [2n5]  [QUIT] 

—  or  — 

•  Press: 

TI-89:  [APPS]  [iipha]  A 
TI-92  Plus:  [APPS]  A 


Parts  of  the  Home 
Screen 


The  following  example  gives  a  brief  description  of  the  main  parts  of 
the  Home  screen. 

History  Area 

,  Lists  entry/answer  pairs 
you  have  entered. 


Pretty  Print  Display 

Shows  exponents, 
roots,  fractions,  etc., 
in  traditional  form. 
Refer  to  page  29. 

Last  Entry  

Your  last  entry. 

Entry  Line 

Where  you  enter 
expressions  or 
instructions. 


F2' 

FJ-r 

FH- 

/FE 

Ffi- 

rr3min 

^^iQn  up 

■  1. 

7-4.2 

/ 

7 

.  14 

.771429 

i2 
2 

MHIN 

RAD  HUTD 

FUNC  \  3('J0 

Toolbar 

Press  [FO,  [F2],  etc.,  to 
display  menus  for  selecting 
operations. 


Last  Answer 

Result  of  your  last  entry. 
Note  that  results  are  not 
displayed  on  the  entry  line. 


Status  Line 

Shows  the  current  state 
of  the  TI-89 /TI-92  Plus. 


History  Area  The  history  area  shows  up  to  eight  previous  entry/answer  pairs 

(depending  on  the  complexity  and  height  of  the  displayed 
expressions).  When  the  display  is  filled,  information  scrolls  off  the 
top  of  the  screen.  You  can  use  the  history  area  to: 

•  Review  previous  entries  and  answers.  You  can  use  the  cursor  to 
view  entries  and  answers  that  have  scrolled  off  the  screen. 

•  Recall  or  auto-paste  a  previous  entry  or  answer  onto  the  entry 
line  so  that  you  can  re-use  or  edit  it.  Refer  to  pages  50  and  52. 
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Scrolling  through 
the  History  Area 


Normally,  the  cursor  is  in  the  entry  Une.  However,  you  can  move  the 
cursor  into  the  history  area. 


Note:  For  an  example  of 
viewing  a  long  answer,  refer 
to  page  28. 


To: 

View  entries  or  answers 
that  have  scrolled  off 
the  screen 


Go  to  the  oldest  or  newest 
history  pair 

View  an  entry  or  answer 
that  is  too  long  for  one 
line  (►  is  at  end  of  Une) 

Return  the  cursor  to  the 
entry  Une 


Do  this: 

1.  From  the  entry  line,  press  ©  to 
highlight  the  last  answer. 

2.  Continue  using  ©  to  move  the 
cursor  from  answer  to  entry,  up 
through  the  history  area. 

If  the  cursor  is  in  the  history  area,  press 
H  ©  ot'  H  ©>  respectively. 

Move  the  cursor  to  the  entry  or  answer. 
Use  ©  and  ©  to  scroU  left  and  right  (or 
fM]  ©  and  [2nd]  ©  to  go  to  the  beginning 
or  end),  respectively. 

Press  lESCI,  or  press  ©  until  the  cursor  is 
back  on  the  entry  line. 


History  Information 
on  the  Status  Line 


Use  the  history  indicator  on  the  status  line  for  information  about  the 
entry/answer  pairs.  For  example: 


If  the  cursor 
is  on  the 
entry  line: 


If  the  cursor 
is  in  the 
history  area: 


Total  number  of 
pairs  that  are 
currently  sayed. 


Pair  number  of 
the  highlighted 
entry  or  answer. 


Maximum  number 
of  pairs  that  can 
be  saved. 


Total  number  of 
pairs  that  are 
currently  saved. 


By  default,  the  last  30  entry/answer  pairs  are  saved.  If  the  history 
area  is  full  when  you  make  a  new  entry  (indicated  by  30/30),  the  new 
entry/answer  pair  is  saved  and  the  oldest  pair  is  deleted.  The  history 
indicator  does  not  change. 


Modifying  the 
History  Area 


To: 


Do  this: 


Change  the  number  of 
pairs  that  can  be  saved 


Clear  the  history  area 
and  delete  aU  saved  pairs 

Delete  a  particular 
entry/answer  pair 


Press  [fT|  and  select  9:  Format,  or  press 
TI-89:  H  lU  TI-92  Plus:  H  F.  Then 
press  ©,  use  ©  or  ©  to  highlight  the 
new  number,  and  press  lENTERI  twice. 

Press  [FT]  and  select  8:Clear  Home,  or 
enter  ClrHome  on  the  entry  Une. 

Move  the  cursor  to  either  the  entry  or 
answer.  Press  [^  or  ICLEARI. 
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Entering  Numbers 


The  keypad  lets  you  enter  positive  and  negative  numbers  for 
your  calculations.  You  can  also  enter  numbers  in  scientific 
notation. 


Entering  a  Negative  l-  Press  the  negation  key  \H\.  (Do  not  use  the  subtraction  key  Q.) 
Number  2.  Type  the  number. 

To  see  how  the  TI-89  /  TI-92  Plus  evaluates  a  negation  in  relation  to 
other  functions,  refer  to  the  Equation  Operating  System  (EOS^") 
hierarchy  in  Appendix  B.  For  example,  it  is  important  to  know  that 
functions  such  as  x  2  are  evaluated  before  negation. 

y         Evaluated  as  "(2') 


Use  [0  and  \T\  to  include 
parentheses  if  you  have 
any  doubt  about  how  a 
negation  will  be 
evaluated. 


Important:  Use  □  for 

subtraction  and  use 
01  for  negation. 


■  -22 

-4 

■(-2)2 

4 

C  -2>'-2 

MAIN               Rf^D  rtUTD 

FUNC 

If  you  use  Q  instead  of  \H\  (or  vice  versa),  you  may  get  an  error 
message  or  you  may  get  unexpected  results.  For  example: 

•  9[x][H|7=  -63 

—  but  — 
9  S  El  7  displays  an  error  message. 

•  602  =  4 

—  but  — 
6  O  2  =  - 1 2  since  it  is  interpreted  as  6( "  2),  implied  multiplication. 

•  0204=2 

—  hut  — 

□  204  subtracts  2  from  the  previous  answer  and  then  adds  4. 


Entering  a  Number 
in  Scientific 
Notation 


1.  Type  the  part  of  the  number  that  precedes  the  exponent.  This 
value  can  be  an  expression. 

2.  Press: 
TI-89:  [H 

TI-92  Plus:  \M\  [EE] 

E  appears  in  the  display. 

3.  Type  the  exponent  as  an  integer  with  up  to  3  digits.  You  can  use  a 
negative  exponent. 

Entering  a  number  in  scientific  notation  does  not  cause  the  answers 
to  be  displayed  in  scientific  or  engineering  notation. 

The  display  format  is  determined  by 
the  mode  settings  (pages  29  through 
31)  and  the  magnitude  of  the 
number.  I — Represents  123.45  x  10  ■ 


■  1.2345 

.2345 

123.45E-2 

MAIN          1     Rf^D  rtUTD 

FUNC 

1/50 
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Entering  Expressions  and  Instructions 


You  perform  a  calculation  by  evaluating  an  expression.  You 
Initiate  an  action  by  executing  the  appropriate  Instruction. 
Expressions  are  calculated  and  results  are  displayed 
according  to  the  mode  settings  described  on  page  29. 


Definitions 


Note:  Appendix  A  describes 
all  of  the  TI-89  /  TI-92  Plus 
built-in  functions  and 
instructions. 


Note:  Tfiis  guidebook  uses 
the  word  command  as  a 
generic  reference  to  both 
functions  and  instructions. 


Expression  Consists  of  numbers,  variables,  operators,  functions, 
and  their  arguments  tliat  evaluate  to  a  single  answer. 
For  example:  itr^  +3. 

•  Enter  an  expression  in  the  same  order  that  it 
normally  is  written. 

•  In  most  places  where  you  are  required  to  enter  a 
value,  you  can  enter  an  expression. 

Operator        Performs  an  operation  such  as  +,  -,  *, 

•  Operators  require  an  argument  before  and  after  the 
operator.  For  example:  4+5  and  5"2. 

Function        Returns  a  value. 

•  Functions  require  one  or  more  arguments 
(enclosed  in  parentheses)  after  the  function.  For 
example:  a/"(5)  and  min(5,8). 

Instruction     Initiates  an  action. 

•  Instructions  cannot  be  used  in  expressions. 

•  Some  instructions  do  not  require  an  argument.  For 
example:  CIrHome. 

•  Some  require  one  or  more  arguments.  For 
example:  Circle  0,0,5. 

I        For  instructions,  do  not  put  tine 

arguments  in  parentlneses. 


Implied 
Multiplication 


The  TI-89  /  TI-92  Plus  recognizes  implied  multiplication,  provided  it 
does  not  conflict  with  a  reserved  notation. 


Valid 


If  you  enter: 


2k 

4  sln(46) 

5(1+2)  or  (1+2)5 

[1,2]a 

2(a) 


Invalid  xy 


a(2) 
a[1,2] 


The  TI-89  /  TI-92  Plus  interprets  it  as: 


2*71 

4*  sin(46) 

5*  (1+2)  or  (1+2)*  5 
[a  2a] 
2*  a 

Single  variable  named  xy 
Function  call 

Matrix  index  to  element  a[1 ,2] 
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Parentheses  Expressions  are  evaluated  according  to  the  Equation  Operating 

System  (EOS^")  tiierarchy  described  in  Appendix  B.  To  cliange  tl\e 
order  of  evaluation  or  just  to  ensure  that  an  expression  is  evaluated 
in  the  order  you  require,  use  parentheses. 

Calculations  inside  a  pair  of  parentheses  are  completed  first.  For 
example,  in  4(1+2),  EOS  first  evaluates  (1+2)  and  then  multiplies  the 
answer  by  4. 


Entering  an 
Expression 


Example 


Note:  You  can  also  select 
log  by  using 

TI-89: 1  CATALOG  I 

TI-92  Plus:  [Ml  [CATALOG] 

(page  44). 


Type  the  expression,  and  then  press  I  ENTER  I  to  evaluate  it.  To  enter  a 
function  or  instruction  name  on  the  entry  line,  you  can: 

•  Press  its  key,  if  available.  For  example,  press  TI-89: 1 2nd  I  [SIN]  or 
TI-92  Plus:  HI]. 

—  or  — 

•  Select  it  from  a  menu,  if  available.  For  example,  select  2:abs  from 
the  Number  submenu  of  the  MATH  menu. 

—  or  — 

•  Type  the  name  letter-by-letter  from  the  keyboard.  (On  the  TI-89, 
use  lalphal  and  |2nd|  [a-lock]  to  type  letters.)  You  can  use  any  mixtijre 
of  uppercase  or  lowercase  letters.  For  example,  type  sin(  or  Sin(. 

I  Type  the  function  name  in  this 

Calculate  3.76  +  ( "  7.9  +  ^5)  +  2  log  45.  ^^^"^P'^- 


On  the  TI-89: 


;On  the  TI-92  Plus:: 


Display 


3  .  76E] 

mm  ■  9 

S[lnd]M 
5[I][I] 


13  .  76E1 
\[n\B\7  ■  9 

iE][lfll]H 

i5[I][I] 


3.75/(  -7.9-i-^( 


\2ral  [■r]  inserts  ^/"(  because  its 
argument  must  be  in  parentheses. 


3.76/(  -7.9-1-^(5)) 


02 

[2nd]  [a-lock]  LOG  [alpha] 
[I]45[I] 


LOG 
i[D45[I] 


Use  [D  once  to  close  V"(5)  and 
again  to  close  ( "7.9  +  45). 

j|3.76/(  -7.9-i-^(5))-i-2]og(45) 

log  requires  { )  around  its 
argument. 


ilEMTERl 


5.76 
-7.9  +J5 


+  2'  logH55 


3.76/-C  -7.9+J"i:5>>+2lQgi:45> 

MrtIM  RftP  rtUTD  FUHC  1/50 


Entering  Multiple 
Expressions  on  a 
Line 


To  enter  more  than  one 
expression  or  instruction 
at  a  time,  separate  them 
with  a  colon  by  pressing 


Displays  last  result  only.  - 


■  5    a  :  2    b  : 

a 
b 

5/-2 

5-^a:  2+b:  a/b 

MAIN               Rf^D  rtUTD 

FUNC 

1/50 

-  >  is  displayed  when  you  press  ISTOH 
to  store  a  value  to  a  variable. 
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If  an  Entry  or 
Answer  Is  Too  Long 
for  One  Line 


Note:  When  you  scroll  to 
the  right,  •«  is  displayed  at 
the  beginning  of  the  line. 


Continuing  a 
Calculation 


In  the  history  area,  if  both  the  entry  and  its  answer  cannot  be 
displayed  on  one  line,  the  answer  is  displayed  on  the  next  Une. 


If  an  entry  or  answer  is  too  long  to 
fit  on  one  Une,  ►  is  displayed  at  the 
end  of  the  line. 

To  view  the  entire  entry  or  answer: 


expand((K 
x''  +  14x' 


+  84       +  2SG 


expand  C  (x+2>  "'7  > 


1. 


Press  ©  to  move  the  cursor  from  the  entry  line  up  into  the  history 
area.  This  highlights  the  last  answer. 

As  necessary,  use  ©  and  ©  to  highlight  the  entry  or  answer  you 
want  to  view.  For  example,  ©  moves  from  answer  to  entry,  up 
through  the  history  area. 

Use  ©  and  ©  or  [2n5]  ©  and 
[2nd]  ©  to  scroll  right  and  left. 

To  return  to  the  entry  line, 
press  lESCI. 


■  expand((x  +  2)^) 


expand  C  (x+2>  "'7  > 


When  you  press  I  ENTER  I  to  evaluate  an  expression,  the 

TI-89  /  TI~92  Plus  leaves  the  expression  on  the  entry  line  and  highlights 

it.  You  can  continue  to  use  the  last  answer  or  enter  a  new 

expression. 


If  you  press: 


The  TI-89 /TI-92  Plus: 


Bi  EDi  Si  Si  Replaces  the  entry  line  with  the  variable  ans(1 ) 

Si  or  ISTO^I  which  lets  you  use  the  last  answer  as  the 

beginning  of  another  expression. 

Any  other  key  Erases  the  entry  Une  and  begins  a  new  entry. 


Example  Calculate  3.76    ( "  7.9  +  ^5).  Then  add  2  log  45  to  the  result. 


On  the  TI-89: 

On  the  TI-92  Plus: 

Display 

3.76011107.90 

f2ndlk1  50  nil  ENTER  1 

0  2  [2nd]  [a-lock]  LOG  [aiiihal 

0450 

lENTER 

3.760007.90 

f2ndl[.A-]500IEMTERI 

02  LOG 

0450 

lENTER 

■^TT^  -.66385 
-7.9+15 

■  -.66334977522033  +  2-  logO 

2.64258 

ansC15+21oqC455 

MHIN               RHEiHLTD          TUNC  2^2<f 

—  When  you  press  [±],  the  entry 
line  is  replaced  with  the 
variable  ans(1 ),  which 
contains  the  last  answer. 

Stopping  a  When  a  calculation  is  in  progress,  BUSY  appears  on  the  right  end  of 

Calculation  the  status  line.  To  stop  the  calculation,  press  [OH]. 


There  may  be  a  delay  before  the  "break" 
message  is  displayed. 

Press  lESCj  to  return  to  the  current  appUcation. 


f  ERRQR 

i^<E5C=CflNCEL  y 

J 
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Formats  of  Displayed  Results 


A  result  may  be  calculated  and  displayed  in  any  of  several 
formats.  This  section  describes  the  TI-89  /  TI-92  Plus  modes 
and  their  settings  that  affect  the  display  formats.  To  check  or 
change  your  current  mode  settings,  refer  to  page  40. 


Pretty  Print  Mode  By  default,  Pretty  Print  =  ON.  Exponents,  roots,  fractions,  etc.,  are 

displayed  in  the  same  form  in  which  they  are  traditionally  written. 
You  can  use  IMODEI  to  turn  pretty  print  off  and  on. 


Pretty  Print 
ON  OFF 


/""^  Jt^2,  It/2,  V"((x-3)/2) 

'2'   \  2 


The  entry  line  does  not  show  an  expression  in  pretty  print.  If  pretty 
print  is  turned  on,  the  history  area  wiU  show  both  the  entry  and  its 
result  in  pretty  print  after  you  press  lEHTERI. 


Exact/Approx  Mode 


Note:  By  retaining  fractional 
and  symbolic  forms,  EXACT 
reduces  rounding  errors  that 
could  be  introduced  by 
intermediate  results  in 
chained  calculations. 


By  default,  Exacf  Approx  =  AUTO.  You  can  use  IMODEI  to  select  from 
three  settings. 

Because  AUTO  is  a  combination  of 
the  other  two  settings,  you  should  be 
familiar  with  all  three  settings. 

EXACT  —  Any  result  that  is  not  a  whole  number  is  displayed  in  a 
fractional  or  symbolic  form  (1/2,  n,  etc.). 


■2.5 

2 

5 

■2.5 

3 

15^2 

■  6X3 

2 

■  6/-4 

3'-2 

MHIN 

Shows  whole-number  results. 


■  Shows  simplified  fractional  results. 


■  2ji 

2-JI 

■4 

J2 
2 

■  J477 

2-J7 
7 

FUNC  3/3(1 

Shows  symbolic  n. 

Shows  symbolic  form  of  roots  that 
cannot  be  evaluated  to  a  whole 
number. 


■  J477 

2-j7 
7 

■  J47p 

. 755929 

t'Ay?) 

FUNC  H/3(i 

•  Press  0  lENTERI  to  temporarily 
override  tine  EXACT  setting  and 
display  a  floating-point  result. 
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Exact/Approx 
(continued) 


Note:  Results  are  rounded 
to  the  precision  of  the 
TI-89  /  TI-92  Plus  and 
displayed  according  to 
current  mode  settings. 


APPROXIMATE  —  All  numeric  results,  where  possible,  are  displayed 
in  floating-point  (decimal)  form. 


■2.5 

2 

5. 

■  2.5 

3 

7.5 

■  6x3 

2. 

■  6^-4 

1.5 

MHIN 

RHEiHPPRDK  TUNC 

■  2-.J1 

■4 

■  J477 


.707187 
. 755929 


■  Fractional  results  are 
evaluated  numerically. 


Symbolic  forms,  where 
possible,  are  evaluated 
numerically. 


Because  undefined  variables  cannot  be  evaluated,  they  are 
treated  algebraically.  For  example,  if  the  variable  r  is  undefined, 
Jir2  =  3.14159r2. 

AUTO  —  Uses  the  EXACT  form  where  possible,  but  uses  the 
APPROXIMATE  form  when  your  entry  contains  a  decimal  point.  Also, 
certain  functions  may  display  APPROXIMATE  results  even  if  your 
entry  does  not  contain  a  decimal  point. 


Tip:  To  retain  an  EXACT 
form,  use  fractions  Instead 
of  decimals.  For  example, 
use  3/2  Instead  of  1.5. 


■  2  n 

■  2.  ■!! 

■  J477 

2-II 
6.28319 
2-J7 
7 

.  755929 

J"<4./75 

FUNC  H/3(i 

A  decimal  in  the  entry  forces  a 
floating-point  result. 


The  following  chart  compares  the  three  settings. 


Tip:  To  evaluate  an  entry  in 
APPROXIMATE  form, 
regardless  of  the  current 
setting,  press  E  EMTERI. 


Entry 

Exact 
Result 

Approximate 
Result 

Auto 
Result 

8/4 

2 

2. 

2 

8/6 

4/3 

1 .33333 

4/3 

8.5*3 

51/2 

25.5 

25.5 

^(2)/2 

.707107 

2 

2 

It*  2 

2-it 

6.28319 

2it 

It*  2. 

2-it 

6.28319 

6.28319 

A  decimal  in  the 
entry  forces  a 
floating-point 
result  in  AUTO. 
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Display  Digits  iVIode      By  default,  Display  Digits  =  FLOAT  6,  which  means  that  results  are 
rounded  to  a  maximum  of  six  digits.  You  can  use  IMODEI  to  select 
different  settings.  The  settings  apply  to  all  exponential  formats. 

Internally,  the  TI-89  /  TI-92  Plus  calculates  and  retains  aU  decimal 
results  with  up  to  14  significant  digits  (although  a  maximum  of  12  are 
displayed). 


Note:  Regardless  of  the 
Display  Digits  setting,  the 
full  value  is  used  for  internal 
floating-point  calculations  to 
ensure  maximum  accuracy. 


Note:  A  result  is 
automatically  shown  in 
scientific  notation  if  its 
magnitude  cannot  be 
displayed  in  the  selected 
number  of  digits. 


Setting 

Example 

Description 

FIX 

123. 

(FIX  0) 

Results  are  rounded  to  the 

(0-12) 

123.5 

(FIX1) 

selected  number  of  decimal 

123.46 

(FIX  2) 

places. 

123.457 

(FIX  3) 

FLOAT 

123.456789012 

Number  of  decimal  places  varies, 

depending  on  the  result. 

FLOAT 

1.e2 

(FLOAT  1) 

Results  are  rounded  to  the  total 

(1-12) 

1.2e2 

(FLOAT  2) 

number  of  selected  digits. 

123. 

(FLOAT  3) 

123.5 

(FLOAT  4) 

123.46 

(FLOAT  5) 

123.457 

(FLOAT  6) 

Exponential  Format  By  default.  Exponential  Format  =  NORMAL. 
Mode  You  can  use  jMODEj  to  select  from  three 

settings. 


Setting 


Example 


Description 


Note:  In  the  history  area,  a 
number  in  an  entry  is 
displayed  in  SCIENTIFIC  if 
its  absolute  value  is  less 
than  .001. 


NORMAL 


12345.6 


SCIENTIFIC 


ENGINEERING 


1.23456e4 


12.3456E3 

"  L 


If  a  result  cannot  be  displayed  in  the 
number  of  digits  specified  by  the 
Display  Digits  mode,  the 
TI-89  /  TI-92  Plus  switches  from 
NORMAL  to  SCIENTIFIC  for  that 
result  only. 

1.23456  X  10" 

 Exponent  (power  of  10). 

 Always  1  digit  to  the  left  of  the 

decimal  point. 

12.3456  X  10^ 

—  Exponent  is  a  multiple  of  3. 

—  May  have  1,  2,  or  3  digits  to  the 
left  of  the  decimal  point. 
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Editing  an  Expression  in  tlie  Entry  Line 


Knowing  how  to  edit  an  entry  can  be  a  real  time-saver.  If  you 
make  an  error  while  typing  an  expression,  it's  often  easier  to 
correct  the  mistake  than  to  retype  the  entire  expression. 


Removing  the 
Highlight  from  the 
Previous  Entry 


Moving  the  Cursor 


After  you  press  lEIMTERI  to  evaluate  an  expression,  the  TI-89  /  TI-92  Plus 
leaves  that  expression  on  the  entry  Une  and  highlights  it.  To  edit  the 
expression,  you  must  first  remove  the  highlight;  otherwise,  you  may 
clear  the  expression  accidentally  by  typing  over  it. 

To  remove  the  highlight, 
move  the  cursor  toward 
the  side  of  the  expression 
you  want  to  edit. 


L  ®  moves  the  cursor  to  the 
end  of  the  expression. 

®  moves  the  cursor  to  the  beginning. 


After  removing  the  highhght,  move  the  cursor  to  the  applicable 
position  within  the  expression. 


To  move  the  cursor: 


Press: 


Note:  If  you  accidentally 
press  ©  instead  of®  or®, 
the  cursor  moves  up  into  the 
history  area.  Press  ESCI  or 
press  ©  until  the  cursor 
returns  to  the  entry  line. 


Left  or  right  within  an  expression.         ©  or  © 

To  the  beginning  of  the  expression.  [2rid1  © 
To  the  end  of  the  expression.  [2rid]  © 


Hold  the  pad  to 
repeat  the 
movement. 


Deleting  a  Character    to  delete: 


Press: 


The  character  to  the 
left  of  the  cursor. 

The  character  to  the 
right  of  the  cursor. 

All  characters  to  the 
right  of  the  cursor. 


HQ 


Hold  Q  to  delete  multiple 
characters. 


If  there  are  no  characters  to  the 


ICLEARI 

(once  only)    right  of  the  cursor,  ICLEARI  erases 
the  entire  entry  Une. 


Clearing  the  Entry         To  clear  the  entry  line,  press: 

•  I CL  E  AR I  if  the  cursor  is  at  the  begirming  or  end  of  the  entry  line. 
—  or  — 

•  ICLEARI  ICLEARI  if  the  cursor  is  not  at  the  beginning  or  end  of  the 
entry  line.  The  first  press  deletes  aU  characters  to  the  right  of  the 
cursor,  and  the  second  clears  the  entry  line. 
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Inserting  or 
Overtyping  a 
Character 


The  TI-89  /  TI-92  Plus  has  both  an  insert  and  an  overtype  mode.  By 
default,  the  TI~89  /  TI-92  Plus  is  in  the  insert  mode.  To  toggle  between 
the  insert  and  overtype  modes,  press  1 2nd  I  [iNS]. 


If  the  71-89/ TI-92  Plus  is  in: 


Tip:  Look  at  the  cursor  to 
see  if  you're  in  insert  or 
overtype  mode. 


The  next  character  you  type: 


Inserit-  node 

I —  Thin  cursor  between 
characters 

OuerUype  node 

I         Cursor  highlights 

a  character 


Will  be  inserted  at  the  cursor. 


Will  replace  the  highlighted 
character. 


Replacing  or 
Deleting  Multiple 
Characters 


First,  highlight  the  applicable  characters.  Then,  replace  or  delete  all 
the  highlighted  characters. 


To: 


Do  this: 


Highlight  multiple  1.  Move  the  cursor  to  either  side  of  the 
characters  characters  you  want  to  highlight. 


■12 

2 

fein<:jt/"4) 

MAIN               Rf^D  rtUTD 

FUNC 

1/50 

To  replace  sin(  with  cos(,  place 
the  cursor  beside  sin. 


Tip:  When  you  highlight 
characters  to  replace, 
remember  that  some 
function  keys  automatically 
add  an  open  parenthesis. 


Replace  the 
highhghted 
characters 


Delete  the 

highhghted 

characters 


2.  Hold  |T|  and  press  ©  or  ©  to  highUght 
characters  left  or  right  of  the  cursor. 


J2 

2 

MAIN  rtUTD 

FUNC 

I   Hold  m  and  press  ®  ®  ®  ®. 

Type  the  new  characters. 


J2 

2 

MAIN  rtUTD 

FUNC 

Press  F-]. 
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Menus 


To  leave  the  keyboard  uncluttered,  the  Tl-89  /  Tl-92  Plus  uses 
menus  to  access  many  operations.  This  section  gives  an 
overview  of  how  to  select  an  item  from  any  menu.  Specific 
menus  are  described  in  the  appropriate  chapters  of  this 
guidebook. 


Displaying  a  Menu  Press: 


To  display: 


etc. 


[2nd]  [char] 
[2nd]  [math] 

Tl-89: 

I  CATALOG I 

Tl-92  Plus: 

[2nd]  [catalog] 

[Ml  [CUSTOM] 


A  toolbar  menu  —  Drops  dovm  from  the  toolbar  at  the 
top  of  most  apphcation  screens.  Lets  you  select 
operations  useful  for  that  application. 

APPLICATIONS  menu  —  Lets  you  select  from  a  list  of 
applications.  Refer  to  page  38. 

CHAR  menu  —  Lets  you  select  from  categories  of 
special  characters  (Greek,  math,  etc.). 

MATH  menu  —  Lets  you  select  from  categories  of 
math  operations. 

CATALOG  menu  —  Lets  you  select  from  a  complete, 
alphabetic  hst  of  the  Tl-89  /  Tl-92  Plus's  built-in 
functions  and  instructions.  Also  lets  you  select  user- 
defined  functions  or  Flash  application  functions  (if 
any  have  been  defined  or  loaded). 

CUSTOM  menu  —  Lets  you  access  a  menu  that  you 
can  customize  to  list  any  available  function, 
instruction,  or  character.  The  Tl-89  /  Tl-92  Plus  includes 
a  default  custom  menu,  which  you  can  modify  or 
redefine.  Refer  to  page  37  and  to  Chapter  17. 


Selecting  an  Item 
from  a  Menu 


To  select  an  item  from  the  displayed  menu,  either: 

•  Press  the  number  or  letter  shown  to  the  left  of  that  item.  For  a 
letter  on  the  Tl-89,  press  lalphal  and  then  a  letter  key. 

—  or  — 

•  Use  the  cursor  pad  ©  and  ©  to  highlight  the  item,  and  then  press 
lEMTERI.  (Note  that  pressing  ©  from  the  first  item  moves  the 
highlight  to  the  last  item,  and  vice  versa.) 


indicates  that  a  menu  will  drop  down 
from  the  toolbar  when  you  press  [g]. 


1 ! solyet 


3: expand C 
4:  zeros ( 
5:  approxC 
6:  conDenont 
7:  propFrac< 
S.i.n5Q  We( 


■  To  select  factor,  press  2  or  ©  [enter]. 
This  closes  the  menu  and  inserts  the 
function  at  the  cursor  location. 


I f actor ( 
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Items  Ending  with  if  you  select  a  menu  item  ending  with  a  submenu  is  displayed.  You 
►  (Submenus)  then  select  an  item  from  the  submenu. 


Note:  Because  of  limited 
screen  size,  the  TI-89 
overlaps  ttiese  menus  as: 


1  MATH 

1  liHuriber 

mm 

3: nax< 

4: Sort R 

SiSortD 

•S  ^ 

S4-product(! 

MHTH 

1 : Huhber  ^ 

^^^^^^^^^^ 

4!  natrT^^^^^^ 

5:Conplex  ^ 
6: Statistics  ^ 
7:Probability^ 
S-i-Test  ^ 

3: nax< 
4:Sortfl 
5:SortD 
6: sunC 
7:  cunSuM"; 
SJ-product  C 

For  example,  List  displays  a 
submenu  that  lets  you  select : 
specific  List  function. 


i  indicates  tfiat  you  can  use 
tine  cursor  pad  to  scroll  down 
for  additional  items. 


For  items  that  have  a  submenu,  you  can  use  the  cursor  pad  as 
described  below. 

•  To  display  the  submenu  for  the  highlighted  item,  press  ©. 
(This  is  the  same  as  selecting  that  item.) 

•  To  cancel  the  submenu  without  making  a  selection,  press  ®. 
(This  is  the  same  as  pressing  [ESC].) 

•  To  wrap  to  the  last  menu  item  directly  from  the  first  menu  item, 
press  ©.  To  wrap  to  the  first  menu  item  directly  from  the  last 
menu  item,  press  ©. 


Items  Containing  ". 
(Dialog  Boxes) 


Canceling  a  Menu 


If  you  select  a  menu  item  containing  ".  .  ."  (ellipsis  marks),  a  dialog 
box  is  displayed  for  you  to  enter  additional  information. 


4:  Cut 

5: Copy 
6: Paste 

7:Delete 

eO-Clear  Hone 

For  example,  Save  Copy  As  ... 

displays  a  dialog  box  that  prompts 
you  to  select  a  folder  name  and 
type  a  variable  name. 


^  indicates  that  you  can  press  ®  to 
display  and  select  from  a  menu. 

An  input  box  indicates  that  you 
must  type  a  value.  (Alpha-lock  is 
automatically  turned  on  for  the 
TI-89.  See  page  22.) 

After  typing  in  an  input  box  such  as  Variable,  you  must 
press  EWTERI  twice  to  save  the  information  and  close 
the  dialog  box. 

To  cancel  the  current  menu  without  making  a  selection,  press  |ESC|. 
Depending  on  whether  any  submenus  are  displayed,  you  may  need  to 
press  lESCI  several  times  to  cancel  all  displayed  menus. 
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Moving  from  One  To  move  from  one  toolbar  menu  to  another  without  making  a 

Toolbar  Menu  to  selection,  either: 

Another  .    p^ess  the  key  ([FT),  [F2],  etc.)  for  the  other  toolbar  menu. 

—  or  — 

•    Use  the  cursor  pad  to  move  to  the  next  (press  ©  )  or  previous 
(press  ©  )  toolbar  menu.  Pressing  ©  from  the  last  menu  moves  to 
the  first  menu,  and  vice  versa. 

When  using  ©,  be  sure  that  an  item  with  a  submenu  is  not 
highlighted.  If  so,  ©  displays  that  item's  submenu  instead  of  moving 
to  the  next  toolbar  menu. 


Example:  Selecting  Round  the  value  of  n  to  three  decimal  places.  Starting  from  a  clear 
a  Menu  Item  entry  Une  on  the  Home  screen: 

1.  Press  [2nD  [MATH]  to  display  the  MATH  menu. 

2.  Press  1  to  display  the  Number 
submenu.  (Or  press  I  ENTER  I  since 
the  first  item  is  automatically 
highlighted.) 

3.  Press  3  to  select  round.  (Or  press 
©QandfEHTERl.) 


4.  Press  \M\  [tiI  [71 3  [Tl  and  then 
lEMTERI  to  evaluate  the  expression. 


3.  142 

MAIN     1           Rf^D  rtUTD 

FUNC  1/50 

Selecting  the  function  in 
Step  3  automatically 
typed  round(  on  the 
entry  line. 


1 : exacts 
2labs( 


.TiT  _.  .  . 
5:fPar-t( 
6:floor-< 
7:  cei 1 ingC 
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Using  the  Custom  Menu 


The  TI-89  /  Ti-92  Plus  has  a  custom  menu  that  you  can  turn  on 
and  off  at  any  time.  You  can  use  the  default  custom  menu  or 
create  your  own  as  described  in  Chapter  17:  Programming. 


Turning  the  Custom 
Menu  On  and  Off 


Note:  You  can  also  turn  the 
custom  menu  on  and  off  by 
entering  CustmOn  or 
CustmOff  in  tfie  entry  iine 
and  pressing  lENTER  . 


Tip:  A  custom  menu  can 
give  you  quick  access  to 
commonly  used  items. 
Cfiapter  17  shows  you  how 
to  create  custom  menus  for 
the  items  you  use  most 
often. 


When  you  turn  on  the  custom  menu,  it  replaces  the  normal  toolbar 
menu.  When  you  turn  it  off,  the  normal  menu  returns.  For  example, 
from  the  Home  screen's  normal  toolbar  menu,  press  |2nd|  [CUSTOM]  to 
toggle  the  custom  menu  on  and  off. 


Home  screen  normal  toolbar  menu 


Custom  menu 


Unless  the  menu  has  been  modified,  the  default  custom  menu 
appears. 


Menu 

Function 

El  Var 

Common  variable  names. 

mm 

Function  names  such  as  f(x),  g(x),  and  f(x,y). 

[F3]  Solve 

Items  related  to  solving  equations. 

[F4]  Unit 

Common  units  such  as  _m,  _ft,  and  _1. 

[F5]  Symbol 

Symbols  such  as  #,  ?,  and  ~. 

Internat'l 

Commonly  accented  characters  such  as  e,  e,and  e. 

TI-89:  [2nd]  [F6] 

TI-92  Plus:  M 

Tool 

CIrHome,  NewProb,  and  CustmOff. 

TI-89:  [2nd]  [F7] 

TI-92  Plus:  [f7] 

Restoring  thie 
Default  Custom 
Menu 


Note:  The  previous  custom 
menu  is  erased.  If  that  menu 
was  created  with  a  program 
(Chapter  17),  it  can  be 
recreated  later  by  running 
the  program  again. 


If  a  custom  menu  other  than  the  default  is  displayed  and  you  want  to 
restore  the  default: 

1.  From  the  Home  screen,  use  1 2nd  I  [CUSTOM]  to  turn  off  the  custom 
menu  and  display  the  Home  screen's  normal  toolbar  menu. 

2.  Display  the  Clean  Up  toolbar  menu,  |^fli3iVM|^i^1n^p//r^iiiSWiiillt~^ 
and  select  3:Restore  custom  default. 
TI-89:  [2nd]  [F6] 
TI-92  Plus:  m 

This  pastes  the  commands  used  to  create  the  default  menu  into 
the  entry  line. 


1: Clear  a-z.. 
.  2;HeiiiPrQb  


3.  Press  I  ENTER  I  to  execute  the  commands  and  restore  the  default. 
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Selecting  an  Application 


The  Tl-89  /  Tl-92  Plus  has  different  applications  that  let  you 
solve  and  explore  a  variety  of  problems.  You  can  select  an 
application  from  a  menu,  or  you  can  access  commonly  used 
applications  directly  from  the  keyboard. 


From  the 

APPLICATIONS  Menu 


Note:  To  cancel  the  menu 
without  making  a  seiection, 
press  fESCl. 


1.  Press  lAPPSl  to  display  a  menu  that  lists  the  applications. 

2.  Select  an  appUcation.  Either: 


Use  the  cursor  pad  ©  or  ©  to 
highUght  the  application  and 
then  press  IemterI. 
—  or  — 

Press  the  number  or  letter  for 
that  application. 


liFlashflpps...  tflPPS 


2:v=  Editor 
3: Window  Editor 
4- 6raph 
5: Table 

6:  Data^Tlatrix  Editor 
7:  Program  Editor 
81-Text  Editor  


Application: 

Lets  you: 

FlashApps 

Display  a  list  of  Flash  applications,  if  any. 

Y=  Editor 

Define,  edit,  and  select  functions  or 

equations  for  graphing  (Chapters  6-11). 

Window  Editor 

Set  window  dimensions  for  viewing  a  graph 

(Chapter  6). 

Graph 

Display  graphs  (Chapter  6). 

Table 

Display  a  table  of  variable  values  that 

correspond  to  an  entered  function 

(Chapter  13). 

Data/Matrix  Editor 

Enter  and  edit  Usts,  data,  and  matrices.  You 

can  perform  statistical  calculations  and 

graph  statistical  plots  (Chapters  15  and  16). 

Program  Editor 

Enter  and  edit  programs  and  functions 

(Chapter  17). 

Text  Editor 

Enter  and  edit  a  text  session  (Chapter  18). 

Numeric  Solver 

Enter  an  expression  or  equation,  define 

values  for  all  but  one  variable,  and  then  solve 

for  the  unknown  variable  (Chapter  19). 

Home 

Enter  expressions  and  instructions,  and 

perform  calculations. 
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From  the  Keyboard 


You  can  access  commonly  used  applications  from  the  keyboard.  On 
the  TI-89  for  example,  0  [Y=]  is  the  same  as  pressing  0  and  then  [Fil. 
This  guidebook  uses  the  notation  0  [Y=],  similar  to  the  notation  used 
in  second  functions. 


Application:  Press: 


Home  TI-89:  [HOME] 

TI-92  Plus:  H  [home] 

Y=  Editor        [3  [Y=] 
Window  Editor[i]  [WINDOW] 
Graph  [*]  [GRAPH] 

Table  Setup  {*}  [TbISet] 
Table  Screen    [*]  [TABLE] 


^  Texas  Instruments  TI-£ 


-Applications  listed 
above  \E],  [p  etc., 
are  printed  in  the 
same  color  as  0. 


CTD  CsD  CeD  CED  CEJ 


oao(7)!TtO 


On  the  TI-92  Plus,  applications  are  listed  above  the  QWERTY  keys. 

Applications  H         H3ME       Y=     WIMDCW  GRAPH    TbEet  TABLE 

[Q]  [w]  [T]  [R]  [T]  m 


Hp]  U]  [E  [g] 

OFF   ,  ,  ,  ,  b:l 

[on]  H  H  [STO] 


Diamond  key 
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Setting  Modes 


Modes  control  how  numbers  and  graphs  are  displayed  and 
interpreted.  Mode  settings  are  retained  by  the  Constant 
Memory™  feature  when  the  TI-89  /  Th92  Plus  is  turned  off.  All 
numbers,  including  elements  of  matrices  and  lists,  are 
displayed  according  to  the  current  mode  settings. 


Checking  Mode 
Settings 


indicates  you  can 
scroll  down  to  see 
additional  modes. 


Press  IMODEI  to  display  the  MODE  dialog  box,  which  Usts  the  modes 
and  their  current  settings. 

There  are  ttiree  pages  of  mode  listings. 
Press  [PQ,  [F2],  or  [£3]  to  quickly  display  a 
particular  page. 


>  indicates  that  you  can 
press  ®  or  ©  to  display 
and  select  from  a  menu. 


GfOPh   lil|?M<|ii;i^ 


Displ4M  Dibits   FLDAT  6^ 

Hri3l4   RflDIHN* 

Expontntial  Foh-rViOt  NDRMHL* 

C^rviPltx  FOKmot   REHL* 

Victor  Ftrmat         fiECTHNGULSF;  + 

PK4ttV  FKint   □N  + 


Note:  Modes  that  are  not  currently  valid  are  dimmed.  For  example, 
on  Page  2,  Split  2  App  is  not  valid  when  Split  Screen  =  FULL.  When  you 
scroll  through  the  Ust,  the  cursor  skips  dimmed  settings. 


Changing  Mode 
Settings 


Tip:  To  cancel  a  menu  and 
return  to  the  MODE  dialog 
box  without  malting  a 
selection,  press  I  esc  I. 


From  the  MODE  dialog  box: 

1.  Highlight  the  mode  setting  you  want  to  change.  Use  ©  or  ©  (with 
[FT],  [ID,  or  [F3])  to  scroll  through  the  Ust. 

2.  Press  ©  or  ©  to  display  a  menu  that  lists  the  vaUd  settings.  The 
current  setting  is  highlighted. 

3.  Select  the  applicable  setting.  Either: 


•  Use  ©  or  ©  to  highlight  the  setting  and  press  lENTERI. 
—  or  — 

•  Press  the  number  or  letter  for  that  setting. 
Change  other  mode  settings,  if  necessary. 


When  you  finish  all  your  changes,  press  lEMTERI  to  save  the 
changes  and  exit  the  dialog  box. 


Important:  If  you  press  |ESC|  instead  of  I  ENTER  I  to  exit  the  MODE 
dialog  box,  any  mode  changes  you  made  will  be  canceled. 
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Overview  of  the 
Modes 


Note:  For  detailed 
information  about  a 
particular  mode,  look  in  the 
applicable  section  of  this 
guidebook. 


Mode 


Description 


Graph  Type  of  graphs  to  plot:  FUNCTION,  PARAMETRIC, 

POLAR,  SEQUENCE,  3D,  or  DE. 
Current  Folder  used  to  store  and  recall  variables.  Unless  you 

Folder  have  created  additional  folders,  only  the  MAIN  folder 

is  available.  Refer  to  "Using  Folders  to  Store 

Independent  Sets  of  Variables"  in  Chapter  5. 
Display  Maximum  number  of  digits  (FLOAT)  or  fixed  number 

Digits  of  decimal  places  (FIX)  displayed  in  a  floating-point 

result.  Regardless  of  the  setting,  the  total  number  of 

displayed  digits  in  a  floating-point  result  cannot 

exceed  12.  Refer  to  page  31. 
Angle  Units  in  which  angle  values  are  interpreted  and 

displayed:  RADIAN  or  DEGREE. 

Exponential  Notation  used  to  display  results:  NORMAL, 

Format  SCIENTIFIC,  or  ENGINEERING.  Refer  to  page  31. 

Complex  Format  used  to  display  complex  results,  if  any: 

Format  REAL  (complex  results  are  not  displayed  unless  you 

use  a  complex  entry),  RECTANGULAR,  or  POLAR. 

Vector  Format  used  to  display  2-  and  3-element  vectors: 

Format  RECTANGULAR,  CYLINDRICAL,  or  SPHERICAL. 

Pretty  Print        Turns  the  pretty  print  display  feature  OFF  or  ON. 
Refer  to  page  29. 

Split  Screen      Splits  the  screen  into  two  parts  and  specifies  how  the 
parts  are  arranged:  FULL  (no  split  screen), 
TOP-BOTTOM,  or  LEFT-RIGHT.  Refer  to  Chapter  14. 

Split  1  App        Application  in  the  top  or  left  side  of  a  split  screen.  If  you 
are  not  using  a  split  screen,  this  is  the  current  application. 

Split  2  App        Application  in  the  bottom  or  right  side  of  a  split 
screen.  This  is  active  only  for  a  split  screen. 

Number  of        For  a  split  screen,  lets  you  set  up  both  sides  of  the 

Graphs  screen  to  display  independent  sets  of  graphs. 

Graph  2  If  Number  of  Graphs  =  2,  selects  the  type  of  graph  in 

the  Split  2  part  of  the  screen.  Refer  to  Chapter  12. 

Split  Screen      Proportional  sizes  of  the  two  parts  of  a  split  screen: 

Ratio  1 : 1 ,  1 :2,  or  2 : 1 .  (TI-92  Plus  only) 

Exact/Approx     Calculates  expressions  and  displays  results  in 

numeric  form  or  in  rational/symbolic  form:  AUTO, 
EXACT,  or  APPROXIMATE.  Refer  to  page  29. 
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Modes  Mode  Description 

(continued)  Base  Lets  you  perform  calculations  by  entering  numbers  in 

decimal  (DEC),  hexadecimal  (HEX),  or  binary  (BIN)  form. 

Unit  System      Lets  you  enter  a  unit  for  values  in  an  expression, 

such  as  6_m  *  4_m  or  23_m/_s  *  10_s,  convert  values 
from  one  unit  to  another  within  the  same  category, 
and  create  your  own  user-defined  units. 

Custom  Units     Lets  you  select  custom  defaults.  The  mode  is  dimmed 
untU  you  select  Unit  System,  3:CUST0M. 

Language  Lets  you  localize  the  TI-89  /  TI-92  Plus  into  one  of 
several  languages,  depending  on  which  language 
Flash  applications  are  installed. 


42     Chapter  2:  Operating  the  Calculator 


Using  the  Clean  Up  Menu  to  Start  a  New  Problem 


On  the  Home  screen,  the  Clean  Up  toolbar  menu  lets  you  start 
a  new  calculation  from  a  cleared  state  without  resetting  the 
Tl~89  /  TI-92  Plus's  memory. 


Clean  Up  Toolbar 
Menu 


From  the  Home  screen,  display  the  Clean  Up  menu  by  pressing 
TI-89:  [Ml  [F6] 
TI-92  Plus:  M 


TVF-E  PR  U?E  ^»t+  *  [ENTER]  [IR  [ESC] 


Menu  Item  Description 


Tip:  When  defining  a 
variable  that  you  want  to 
retain,  use  more  than  one 
character  in  the  name.  This 
prevents  it  from  being 
deleted  inadvertently  by 
1  :Clear  a-z. 


Note:  For  information  about 
checking  and  resetting 
memory  or  other  system 
defaults,  refer  to 
Chapter  21. 


Clear  a-z         Clears  (deletes)  all  single-character  variable  names 
in  the  cm"rent  folder,  unless  the  variables  are  locked 
or  archived.  You  wiU  be  prompted  to  press  lEHTERI  to 
confirm  the  action. 

Single-character  variable  names  are  often  used  in 
symbolic  calculations  such  as: 

solve(a  •  x2 +b  •  x-i-c=0,x) 

If  any  of  the  variables  have  already  been  assigned  a 
value,  your  calculation  may  produce  misleading 
results.  To  prevent  this,  you  can  select  1  :Clear  a-z 
before  beginning  the  calculation. 

NewProb  Places  NewProb  in  the  entry  line.  You  must  then 

press  I  ENTER  I  to  execute  the  command. 

NewProb  performs  a  variety  of  operations  that  let  you 
begin  a  new  problem  from  a  cleared  state  without 
resetting  the  memory: 

•  Clears  all  single-character  variable  names  in  the 
current  folder  (same  as  1  :Clear  a-z),  unless  the 
variables  are  locked  or  archived. 

•  Turns  off  all  functions  and  stat  plots  (FnOff  and 
PlotsOff)  in  the  current  graphing  mode. 

•  Performs  CIrDraw,  CIrErr,  CIrGraph,  CIrHome, 
CIrlO,  and  CIrTable. 

Restore  If  a  custom  menu  other  than  the  default  is  in  effect, 

custom  this  lets  you  restore  the  default.  Refer  to  page  37. 

default 
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Using  the  Catalog  Dialog  Box 


The  CATALOG  provides  a  way  to  access  any  built-in 
TI-89  /  TI-92  Plus  command  (functions  and  instructions)  from 
one  convenient  list.  In  addition,  the  CATALOG  dialog  box  lets 
you  select  functions  used  in  Flash  applications  or  user-defined 
functions  (if  any  have  been  loaded  or  defined). 


Displaying  tlie 
CATALOG 


To  display  the  CATALOG  dialog  box,  press: 


TI-89: 1  CATALOG  I 

TI-92  Plus:  [2nd]  [CATALOG] 

The  CATALOG  defaults  to  [F2]  Built-in,  which  displays  an  alphabetic 
list  of  all  pre-installed  TI-89  /  TI-92  Plus  commands  (functions  and 
instructions). 


Defaults  to 
[fD  Built-^ 

03]  Help  is  reserved  for  IjL 
a  future  online  fielp  -  ^ 
Flasfi  application. 


[F3]and  [H)  allow  access  to 
Flasfi  application  functions 
and  User-Defined  functions 
and  programs. 


:l;Eui1t-inF1ashHppsUS4h'-D4fi 


and 

flndPic 
anglet 
anst 
approxt 

^.  arcLent 


Note:  Options  that  are  not  currently  valid  are  dimmed.  For 
example,  [FT)  Help  is  reserved  for  a  future  online  help  Flash 
application.  [£3]  Flash  Apps  is  dimmed  if  you  have  not  installed  a 
Flash  application.  [F4]  User-Defined  is  dimmed  if  you  have  not 
created  a  function  or  a  program. 


Selecting  a  Built-in 
Command  from  the 
CATALOG 


Note:  The  first  time  you 
dispiay  ttie  Buiit-in  list,  it 
starts  at  the  top  of  the  list. 
The  next  time  you  display 
the  list,  it  starts  at  the  same 
place  you  left  it. 


When  you  select  a  command,  its  name  is  inserted  in  the  entry  line  at 
the  cursor  location.  Therefore,  you  should  position  the  cursor  as 
necessary  before  selecting  the  command. 

1.  Press: 

TI-89: 1  CATALOG  I 

TI-92  Plus:  [2nd]  [CATALOG] 

2.  Press  [F2]  Built-in. 


and 

nndPic 

angleC 

ansC 

appros^C 

flr-chiue 


•  Commands  are  listed  in 
alphabetical  order.  Commands  that 
do  not  start  with  a  letter 

%,  aT,  E,  etc.)  are  at  the  end  of 
the  Ust. 

•  To  exit  the  CATALOG  without 
selecting  a  command,  press  |ESC|. 
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3.  Move  the  ►  indicator  to  the  command,  and  press  lENTERI. 


To  move  the  ►  indicator: 


Press  or  type: 


Tip:  From  the  top  of  the  list, 
press  ©  to  move  to  the 
bottom.  From  the  bottom, 
press  ©  to  move  to  the  top. 


One  command  at  a  time 

One  page  at  a  time 

To  the  first  command  that 
begins  with  a  specified  letter 


©or© 

[2nd]©orf2nd]© 

The  letter  key.  (On  the  TI-89,  do 
not  press  lalphal  first.  If  you  do, 
you  need  to  press  lalphal  or 
|2nd|  [a-lock]  again  before  you  can 
type  a  letter.) 


Information  about 
Parameters 


Note:  For  details  about  the 
parameters,  refer  to  that 
command's  description  in 
Appendix  A. 


For  the  command  indicated  by  the  status  line  shows  the  required 
and  optional  parameters,  if  any,  and  their  type. 


Indicated  command 
and  its  parameters 


Brackets  [  ]  indicate 
optional  parameters. 


From  the  example  above,  the  syntax  for  factor  is: 

fac\or{expression)  required 
—  or  — 

factor{expression,variable)  optional 


Selecting  a  Flash  A  Flash  application  may  contain  one  or  more  functions.  When  you 

Application  select  a  fimction,  its  name  is  inserted  in  the  entry  line  at  the  cursor 

Function  location.  Therefore,  you  should  position  the  cursor  as  necessary 

before  selecting  the  fimction. 

1.  Press: 

TI-89: 1  CATALOG  I 

TI-92  Plus:  [2nd]  [CATALOG] 

2.  Press  [£3]  Flash  Apps.  (This  option  is  dimmed  if  no  Flash 
applications  are  installed  in  the  TI-89  /  TI~92  Plus.) 

•  The  Ust  is  alphabetized  by  function 
name.  The  left  column  lists  functions. 
The  right  column  lists  the  Flash 
application  that  contains  the  function. 

•  Information  about  a  function  is 
displayed  in  the  status  Une. 

•  To  exit  without  selecting  a  function, 
press  lESCI. 


CflTftLnG 


^■«'HEui1t-in|ri4Shl  (tfrfr 

lustr-D't^lnt-ll  ] 

^pi pef unO C  . 

. pipes 

pipefunK  . 

. pipes 

P  i  pef Uh2  C  . 

. pipes 

pipefuri3c:  . 

. pipes 

EKFR[^VflR] 
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3.  Move  the  ►  indicator  to  the  function,  and  press  lENTERI. 


To  move  the  *■  indicator: 

One  function  at  a  time 

One  page  at  a  time 

To  the  first  function  that 
begins  with  a  specified  letter 


Press  or  type: 

©or© 

[2nd]  ©  or  [2nd]  © 

The  letter  key.  (On  the  TI-89,  do 
not  press  jalphaj  first.  If  you  do, 
you  need  to  press  jalphaj  or 
j2ndj  [a-lock]  again  before  you  can 
type  a  letter.) 


Selecting  a 
User-Defined 
Function  or 
Program 


Note:  Use  the  VAR-LINK 
screen  to  manage 
variables,  folders,  and 
Flash  applications.  See 
Chapter  21. 


You  can  create  your  own  functions  or  programs  and  then  use 
[R]  User-Defined  to  access  them.  For  instructions  on  how  to  create 
functions,  see  "Creating  and  Evaluating  User-Defined  Functions"  in 
Chapter  5,  and  "Overview  of  Entering  a  Function"  in  Chapter  17.  See 
Chapter  17  for  instructions  on  how  to  create  and  run  a  program. 

When  you  select  a  function  or  program,  its  name  is  inserted  in  the 
entry  line  at  the  cursor  location.  Therefore,  you  should  position  the 
cursor  as  necessary  before  selecting  the  function  or  program. 

1.  Press: 

TI-89:  j CATALOG] 

TI-92  Plus:  [2nd]  [CATALOG] 

2.  Press  [£4]  User-Defined.  (This  option  is  dimmed  if  you  have  not 
defined  a  function  or  created  a  program.) 

•  The  list  is  alphabetized  by  function  / 
program  name.  The  left  column  lists 
functions  and  programs.  The  right 
column  lists  the  folder  that  contains 
the  function  or  program. 

•  If  the  function  or  program's  first  line  is 
a  comment,  the  comment  text  is 
displayed  in  the  status  Une. 

•  To  exit  without  selecting  a  function  or 
program,  press  jESC]. 


^ui1t-in  riosh  A^F 


dsfC  ... 
pr-ogK  . 
squared 
sunt!  . .  . 
xr-ootC  . 


.  Main 
.alglBl 
. paraM 
. paraM 
.alglBl 
.  Main 


3.  Move  the  ►  indicator  to  the  function  or  program,  and  press  jElMTERj. 


To  move  the  Indicator: 

Press  or  type: 

One  function  or  program  at  a 

©or© 

time 

One  page  at  a  time 

[2nd]  ©  or  [2nd]  © 

To  the  first  function  or 

The  letter  key.  (On  the  TI-89,  do 

program  that  begins  with  a 

not  press  jalphaj  first.  If  you  do. 

specified  letter 

you  need  to  press  jalphaj  or 

j2ndj  [a-lock]  again  before  you  can 

type  a  letter.) 
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storing  and  Recalling  Variable  Values 


When  you  store  a  value,  you  store  it  as  a  named  variable.  You 
can  then  use  the  name  instead  of  the  value  in  expressions. 
When  the  Tl~89  /  TI-92  Plus  encounters  the  name  in  an 
expression,  it  substitutes  the  variable's  stored  value. 


Rules  for  Variable 
Names 


Examples 


A  variable  name: 

•  Can  use  1  to  8  characters  consisting  of  letters  and  digits.  This 
includes  Greek  letters  (but  not  71),  accented  letters,  and 
international  letters.  Do  not  include  spaces. 

-  The  first  character  cannot  be  a  digit. 

•  Can  use  uppercase  or  lowercase  letters.  The  names  AB22,  Ab22, 
aB22,  and  ab22  all  refer  to  the  same  variable. 

•  Carmot  be  the  same  as  a  name  that  is  preassigned  by  the 
TI-89  /  TI-92  Plus.  Preassigned  names  include: 

-  Built-in  functions  (such  as  abs)  and  instructions  (such  as 
LineVert).  Refer  to  Appendix  A. 

-  System  variables  (such  as  xmin  and  xmax,  which  are  used  to 
store  graph-related  values).  Refer  to  Appendix  B  for  a  list. 

Variable  Description 

myvar  OK 

a  OK 

Log  Not  OK,  name  is  preassigned  to  the  log  function. 

Logi  OK 

SrdTotal  Not  OK,  starts  with  a  digit, 

circumfer  Not  OK,  more  than  8  characters. 


Data  Types 


You  can  save  any  TI-89  /  TI-92  Plus  data  type  as  a  variable.  For  a  list  of 
data  types,  refer  to  getType()  in  Appendix  A.  Some  examples  are: 


Data  Types  Examples 

Expressions  2.54,  1.25E6,  2it,  xmin/10,  2+3t,  (x- 2)2 ,  ^/2 

Lists  {2  4  6  8},  {1  1  2} 

Matrices  [10  0],  1°° 

_o  4  b  _ 


Character  strings         "Hello",  "The  answer  is:",  "xmin/10" 


Pictures 

Functions  myfunc(arg),  ellipse(x,y,r1,r2) 


Chapter  2:  Operating  the  Calculator  47 


storing  a  Value  in  a 
Variable 

Note:  TI-89  users  should 
use  laiphal  as  necessary 
when  typing  variable  names. 


1.  Enter  the  value  you  want  to  store,  which  can  be  an  expression. 

2.  Press  ISTO^I.  The  store  symbol  (■> )  is  displayed. 

3.  Type  the  variable  name. 

4.  Press  [ENTER]. 


■  5  +  nunl 

517 

5+S-^3+nijnl 

MAIN               Rf^D  rtUTD 

FUNC 

1/50 

To  store  to  a  variable  temporarily,  you  can  use  the  "with"  operator. 
Refer  to  "Substituting  Values  and  Setting  Constraints"  in  Chapter  3. 


Displaying  a 
Variable 


Note:  Refer  to  Chapter  3  for 
information  about  symbolic 
manipulation. 


517 

MAIN 

Rf^D  rtUTD 

FUNC 

1/50 

1.  Type  the  variable  name. 

2.  Press  [ENTer]  . 

If  the  variable  is  undefined,  the  variable  name  is  shown  in  the  result. 

In  this  example,  the  variable  a  is 
undefined.  Therefore,  it  is  used  as  a 
symbolic  variable. 


517 

■  nunl +  a 

a  +  517 

nuRl+a 

MAIN               Rf^D  rtUTD 

FUNC  2/50 

Using  a  Variable  in 
an  Expression 


Tip:  To  view  a  list  of  existing 
variable  names,  use 
IMl  [VAR-LINK]  as  described  in 
Chapter  21. 


1.  Type  the  variable  name  into  the 
expression. 

2.  Press  I  ENTER  I  to  evaluate  the 
expression. 

If  you  want  the  result  to  replace  the 
variable's  previous  value,  you  must 
store  the  result. 


■  3 ■ nunl 

■  nuRl 

1551 

517 

nuRl 

MAIN               Rf^D  rtUTD 

FUNC  2/ 

:0 

The  variable 

's  value  — 

did  not  change. 


■  3  ■  nunl  nunl 

1551 

■  nuRl 

1551 

nuRl 

MAIN               Rf^D  rtUTD 

FUNC 

2/50 

Recalling  a 
Variable's  Value 


In  some  cases,  you  may  want  to  use  a  variable's  actual  value  in  an 
expression  instead  of  the  variable  name. 

1.  Press  [2nd]  [RClI  to  display  a  dialog 
box. 


2.  Type  the  variable  name. 

3.  Press  [ENTER]  twice. 


:ari  up]  I 


Recall:  Inuml 


2d_ 


In  this  example,  the  value  stored  in  num1  will  be  inserted  at  the 
cursor  position  in  the  entry  line. 
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Reusing  a  Previous  Entry  or  tlie  Last  Answer 


You  can  reuse  a  previous  entry  by  reexecuting  the  entry  "as  is" 
or  by  editing  the  entry  and  then  reexecuting  it.  You  can  also 
reuse  the  last  calculated  answer  by  inserting  it  into  a  new 
expression. 


Reusing  the 
Expression  on  the 
Entry  Line 


When  you  press  IEMTErI  to  evaluate  an  expression,  the  TI-89  /  TI-92  Plus 
leaves  that  expression  on  the  entry  line  and  highlights  it.  You  can 
type  over  the  entry,  or  you  can  reuse  it  as  necessary. 

For  example,  using  a  variable,  find  the  square  of  1 ,  2,  3,  etc. 

As  shown  below,  set  the  initial  variable  value  and  then  enter  the 
variable  expression.  Next,  reenter  to  increment  the  variable  and 
calculate  the  square. 


Tip:  Reexecuting  an  entry 
"as  is"  is  useful  for  iterative 
calculations  that  involve 
variables. 


On  the  TI-89: 

On  the  TI-92  Plus:  \ 

Display 

ogTog 

f2ndl  [a-lock]  N  U  M 

OMM  1 

N  UM  1 

■  Q  +  nupi  Q 

MAIN               RAD  f^U^a          FUNC  1/^0 

1  ENTER! 

N  U  Mfiffiim  IfsToil 
f2ndl  [a-lock]  N  U  M 
[2Ml[:]NUMB2 

! ENTER  1  I 

NUMf+llfSToil  ! 
NUM  ! 
[Ml[:]NUM02  ! 

■ S  +  nuM  S 

■  nun  +  1  ■>  nun  :  nun^  1 

nuri+l-*nun: 

MAIN               RAD  AUTQ          FUNC  l/iO 

1  ENTER! 

! ENTER  1  ; 

!ENTER!!ENTERI 

!  ENTER!!  ENTER!  I 

■ S  +  nun  S 

■  nun  +  1  ■>  nun  :  nun^  1 

■  nun  +  1  ■>  nun  :  nun^  4 

■  nun  +  1  ■>  nun  :  nun^  9 

nuri+l-*nun: 

MAIN               RAD  AUTQ          FUNC  H/^O 
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Tip:  Editing  an  entry  lets 
you  make  minor  changes 
without  retyping  the  entire 
entry. 


Using  the  equation  A=7tr^,  use  trial  and  error  to  find  the  radius  of  a 
circle  that  covers  200  square  centimeters. 

The  example  below  uses  8  as  the  first  guess  and  then  displays  the 
answer  in  its  approximate  floating-point  form.  You  can  edit  and 
reexecute  using  7.95  and  continue  until  the  answer  is  as  accurate  as 
you  want. 


Note:  When  the  entry 
contains  a  decimal  point,  the 
result  is  automatically 
displayed  in  floating-point. 


®S[DELj 
7  .  95fEMTERl 


OHM 

7  .  9  5IEMTER 


On  the  TI-89: 

On  theTI-92  Plus:  j 

Display 

8 fSTOil [iiphal  RfajdirO 
f2ndir7t1fipii?l  RB  2 

8[s7o^  R[2ndir:1  ! 
[1M1MR0  2  1 

■  8  +  r  :   Jl  T-^                    64  Jl 

1  ENTER  1 

1  ENTER]  ; 

MAIN               RAD  f^U^a          FUNC  1/^0 

Rl  ENTER 

|«||ENTER|  I 

■  8  +  r  :  Ji  r-^                  64  jl 

■  8  +  r-  :  281.062 

8+r-:  jir-^2 

MAIN               RAD  AUTQ          FUNC  S/^O 

■  8  +  r 

64  Jl 

■  8  +  r 

2G 1.062 

■  7.95  ■» 

2 

r  :  71- r 

198.557 

7.95+r: 

MAIN 

RAD  AUTQ 

FUNC  3/50 

Recalling  a  Previous 
Entry 


You  can  recall  any  previous  entry  that  is  stored  in  the  history  area, 
even  if  the  entry  has  scrolled  off  the  top  of  the  screen.  The  recalled 
entry  replaces  whatever  is  currently  shown  on  the  entry  line.  You  can 
then  reexecute  or  edit  the  recalled  entry. 


Note:  You  can  also  use  the 
entry  function  to  recall  any 
previous  entry.  Refer  to 
entryO  in  Appendix  A. 


To  recall: 

Press: 

Effect: 

The  last  entry 

[2nd]  [entry] 

If  the  last  entry  is  still  shown  on 

(if  you've  changed 

once 

the  entry  line,  this  recalls  the 

the  entry  line) 

entry  prior  to  that. 

Previous  entries 

[2nd]  [entry] 

Each  press  recalls  the  entry 

repeatedly 

prior  to  the  one  shown  on  the 

entry  Une. 

For  example: 


If  the  entry  line  contains 
the  last  entry,  [2nd]  [entry] 
recalls  this  entry. 

If  the  entry  line  is  edited 
or  cleared,  (2n3]  [entry] 
recalls  this  entry. 


f  Fl-l    F:-   TF3.1  FL  T   FE    T            T  I 
T40ls|A13tbr4|C4lc|Dth4K|PK?nlD|Cl40D  Up|  | 

■  8  ■*  r  :  JI  T^ 

64  Jl 

■  8  +  r  :  JI  T^ 

201.062 

■  7.95    r  :  n  r^ 

198.557 

7.  95*r-:  nr'^l 

MAIN               RAD  AUTD 

FUNC  3/50 
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Recalling  the  Last 
Answer 


Each  time  you  evaluate  an  expression,  the  TI-89  /  TI-92  Plus  stores  the 
answer  to  the  variable  ans(1 ).  To  insert  this  variable  in  the  entry  Une, 
press  [2nd]  [ANSI. 

For  example,  calculate  the  area  of  a  garden  plot  that  is  1.7  meters  by 
4.2  meters.  Then  calculate  the  yield  per  square  meter  if  the  plot 
produces  a  total  of  147  tomatoes. 


1.  Find  the  area. 

1 .7  W  4.2  [EffERl 

2.  Find  the  yield. 

1 47  El  gnd]  [ANS]  IEMTERI 


■  i.r-4.2 

7.  14 

.-^ 

7.14 

20.5882 

147/ans(l> 

MAIN              Rf^D  rtUTD 

FUNC  2/50 

L 


Variable  ans(1 )  is 
inserted,  and  its  value  is 
used  in  the  calculation. 


Note:  Refer  to  ansQ  in 
Appendix  A. 


Just  as  ans(1 )  always  contains  the  last  answer,  ans(2),  ans(3),  etc., 
also  contain  previous  answers.  For  example,  ans(2)  contains  the 
next-to-Iast  answer. 
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Auto-Pasting  an  Entry  or  Answer  from  the  History  Area 


You  can  select  any  entry  or  answer  from  the  history  area  and 
"auto-paste"  a  duplicate  of  it  on  the  entry  line.  This  lets  you 
insert  a  previous  entry  or  answer  into  a  new  expression 
without  having  to  retype  the  previous  information. 


Why  Use  Auto-Paste     The  effect  of  using  auto-paste  is  similar  to  [2n3]  [ENTRY]  and  [2nd]  [ANS]  as 
described  in  the  previous  section,  but  there  are  differences. 


Note:  You  can  also  paste 
information  by  using  ttie 
[fTI  toolbar  menu.  Refer  to 
"Cutting,  Copying,  and 
Pasting  Information"  in 
Chapter  5. 


For  entries:      Pasting  lets  you: 

gnd]  [entry]  lets  you: 

Insert  any  previous 

Replace  the  contents  of  the 

entry  into  the  entry 

entry  line  with  any  previous 

line. 

entry. 

For  answers:    Pasting  lets  you: 

[lnd][ANs]  lets  you: 

Insert  the  displayed 
value  of  any 
previous  answer 
into  the  entry  Une. 


Insert  the  variable  ans(1 ), 
which  contains  the  last 
answer  only.  Each  time  you 
enter  a  calculation,  ans(1 )  is 
updated  to  the  latest  answer. 


Auto-Pasting  an 
Entry  or  Answer 


Tip:  To  cancel  auto-paste 
and  return  to  the  entry  line, 
press  flscl. 


Tip:  To  view  an  entry  or 
answer  too  long  for  one  line 
(indicated  by  »•  at  the  end  of 

the  line),  use  ®  and  ©  or 
\Ml®and\Ml(i). 


1.  On  the  entry  Une,  place  the  cursor  where  you  want  to  insert  the 
entry  or  answer. 

2.  Press  ©  to  move  the  cursor  up  into  the  history  area.  This 
highlights  the  last  answer. 

3.  Use  ©  and  ©  to  highlight  the  entry  or  answer  to  auto-paste. 

•    ©  moves  from  answer  to 
entry  up  through  the  history 
area. 


You  can  use  ©  to  highlight 
items  that  have  scrolled  off 
the  screen. 


■IB 

1/-4 

s  in  (11/3)  ■'■2+ 

MrtlN               Rf^D  rtUTD 

FUNC 

2/  2 

4.  Press  [ENTER]. 

The  highlighted  item  is  inserted 
in  the  entry  line. 


This  pastes  the  entire  entry  or  answer.  If  you  need  only  a  part  of  the 
entry  or  answer,  edit  the  entry  line  to  delete  the  unwanted  parts. 
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status  Line  Indicators  in  the  Display 


The  status  line  is  displayed  at  the  bottom  of  all  application 
screens.  It  shows  information  about  the  current  state  of  the 
TI-89/TI-92  Plus,  including  several  important  mode  settings. 


Status  Line 
Indicators 


MAIN  £ND  RHD  APPRD}{    Gl  FUNCl^d^S/^O 


Current  Modifier 
Folder  Key 


Angle 
Mode 


Exact/Approx 
Mode 


Graph 
Number 
(G#1  on  tine 
TI-92  Plus) 


Graph 
Mode 


Replace 
Batteries 


History  Pairs, 
Busy/Pause, 
Locked  Variable 


Indicator 


Meaning 


Note:  To  cancel [2ra\.  0, 
laiptial.  or[j],  press  the  same 
key  again  or  press  a 
different  modifier  key. 


Note:  If  the  next  key  you 
press  does  not  have  a 
diamond  feature  or  an 
associated  letter,  the  key 
performs  its  normal 
operation. 


Current  Shows  the  name  of  the  current  folder.  Refer  to 

Folder  "Using  Folders  to  Store  Independent  Sets  of 

Variables"  in  Chapter  5.  MAIN  is  the  default  folder 
that  is  set  up  automatically  when  you  use  the 
TI-89/ TI-92  Plus. 

Modifier  Key    Shows  which  modifier  key  is  in  effect,  as  described 
below. 

2nd         1 2nd  I  —  wiU  use  the  second  function  of  the  next  key 
you  press. 

♦  0  —  will  use  the  diamond  feature  of  the  next  key 
you  press. 

0  (Th89)      lalphal  —  wiU  type  the  lowercase  letter  for  the  next 
key  you  press. 

El  (TI-89)     1 2nd  I  [a-lock]  —  lowercase  alpha-lock  is  on.  Until  you 
turn  this  off,  will  type  the  lowercase  letter  for  each 
key  you  press.  To  cancel  alpha-lock,  press  jalphal. 

HI  (TI-89)  [T|  lalphal  —  uppercase  ALPHA-lock  is  on.  Until  you 
turn  this  off,  wUl  type  the  uppercase  letter  for  each 
key  you  press.  To  cancel  ALPHA-lock,  press  lalphal. 

♦  |T]  —  will  type  the  uppercase  letter  for  the  next  key 
you  press.  On  the  TI-89,  you  can  use  |T|  to  type  a 
letter  without  having  to  use  lalphal. 

Angle 
Mode 


RAD 
DEG 


Shows  the  units  in  which  angle  values  are 
interpreted  and  displayed.  To  change  the  Angle 
mode,  use  the  IMODEI  key. 

Radians 

Degrees 
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status  Line 
(continued) 


Indicator  Meaning 


Exact/ 

Approx 

Mode 


Shows  how  answers  are  calculated  and  displayed. 
Refer  to  page  29.  To  change  the  Exact/Approx  mode, 
use  the  I  MODE  I  key. 


AUTO 

Auto 

EXACT 

Exact 

APPROX 

Approximate 

Graph 

K  the  screen  is  spht  to  show  two  independent  graphs. 

Number 

this  indicates  which  graph  is  active  —  GR1  or  GR2. 

(Displays  G#1  or  G#2  on  the  TI-92  Plus.) 

Graph 

Indicates  the  type  of  graphs  that  can  be  plotted.  To 

Mode 

change  the  Graph  mode,  use  the  IMODEI  key. 

FUNG 

y(x)  functions 

PAR 

x(t)  and  y(t)  parametric  equations 

• 

r(G)  polar  equations 

SEQ 

u(n)  sequences 

3D 

z(x,y)  3D  equations 

DE 

y'(t)  differential  equations 

Battery 

Displayed  only  when  the  batteries  are  getting  low.  If 

BATT  is  shown  with  a  black  background,  change  the 

batteries  as  soon  as  possible. 

History  Pairs, 

The  information  shown  in  this  part  of  the  status  line 

Busy/Pause, 

depends  on  the  application  you  are  using. 

Archived 

23/30 

Displayed  on  the  Home  screen  to  show  the  number 

of  entry/answer  pairs  in  the  history  area.  Refer  to 

page  24. 

BUSY 

A  calculation  or  graph  is  in  progress. 

PAUSE 

You  paused  a  graph  or  program. 

H 

The  variable  opened  in  the  current  editor 

(Data/Matrix  Editor,  Program  Editor,  or  Text  Editor) 

is  locked  or  archived  and  cannot  be  modified. 
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Finding  the  Software  Version  and  ID  Number 


In  some  situations,  you  may  need  to  find  out  information  about 
your  TI-89  /  TI-92  Plus,  particularly  the  software  version  and  the 
unit's  ID  number. 


Displaying  tlie 
"About"  Screen 


From  the  Home  screen,  press 
[Fii  and  then  select  A:About. 


Your  screen  will  be  different 
than  the  one  shown  to  the  right. 


Press  I  ENTER  I  or  [ESC]  to  close  the 
screen. 


4:  Cut 

5: Copy 
6:  Paste 

7: Delete 

S:  Clear-  Hone 

9: Format. . . 

♦  1 

fl&DUT 


TI-H9  HoKdwort  V4Ksion  £.00 
Adumctd  Mathematics  ^aftujare 
Vtrilcn  IM  Eetaj  0B/0£<'1999 
PrtJuct ID:  roS-l-l-S? 
ID  #03152  D6QB1  11E2 

C4Kt.  fttU.  It  £ 


When  Do  You  Need       The  information  on  the  About  screen  is  intended  for  situations 
this  Information?         such  as: 

•  If  you  obtain  new  or  upgraded  software  for  your  TI-89  /  TI-92  Plus, 
you  may  need  to  provide  your  current  software  version  and/or  the 
ID  number  of  your  unit. 

•  If  you  have  difficulties  with  your  TI-89  /  TI-92  Plus  and  need  to 
contact  technical  support,  knowing  the  software  version  may 
make  it  easier  to  diagnose  the  problem. 
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Symbolic  Manipulation 


Preview  of  Symbolic  Manipulation  

Using  Undefined  or  Defined  Variables  

Using  Exact,  Approximate,  and  Auto  Modes  

Automatic  Simplification  

Delayed  Simplification  for  Certain  Built-in  Functions.. 

Substituting  Values  and  Setting  Constraints  

Overview  of  the  Algebra  Menu  

Common  Algebraic  Operations  

Overview  of  the  Calc  Menu  

Common  Calculus  Operations  

User-Defined  Functions  and  Symbolic  Manipulation  ... 

If  You  Get  an  Out-of-Memory  Error  

Special  Constants  Used  in  Symbolic  Manipulation  


This  chapter  is  an  overview  of  the  fundamentals  of  using 
symbolic  manipulation  to  perform  algebraic  or  calculus 
operations. 


|Too1s|ri1?4br-]|c-]1-:|Dth-th-|ph-drolD|ci4-]n  Uf-|  | 

X  -  1 

.  2x  1 

1 

X  +  1 

■  expand((x  +  3)  (x  +  2)) 

x^  +  5 

X  +  6 

expand<<x+3><x+2>) 

MHIN               RHP  HUTD  FUNC 

You  can  easily  perform  symboUc  calculations  from  the  Home 
screen. 

 I 
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Preview  of  Symbolic  Manipulation 


Solve  the  system  of  equations  2x  -  3y  =  4  and  -  x  +  7y  =  - 1 2.  Solve  the  first  equation  so 
that  X  is  expressed  in  terms  of  y.  Substitute  the  expression  for  x  into  the  second  equation, 
and  solve  for  the  value  of  y.  Then  substitute  the  y  value  back  into  the  first  equation  to 
solve  for  the  value  of  x. 


Steps 


i 
TI-89 
Keystrokes 


m 

TI-92  Plus 
Keystrokes 


Display 


Display  the  Home  screen  and 

clear  the  entry  line.  Solve  the 

equation 

2x  -  3y  =  4  for  x. 

[ED  1  selects  solve(  from  the  Algebra 
menu.  You  can  also  type  solve( 
directly  from  tfie  keyboard  or  select  it 
from  the  Catalog. 

Begin  to  solve  the  equation 
"  X  +  7y  =  "12  for  y,  but  do  not 
press  lEMTERI  yet. 

Use  the  "with"  operator  to 
substitute  the  expression  for  x 
that  was  calculated  from  the 
first  equation.  This  gives  the 
value  of  y. 

The  "with"  operator  is  displayed  as  \ 
on  the  screen. 

Use  the  auto-paste  feature  to 
highlight  the  last  answer  In  the  history 
area  and  paste  it  to  the  entry  line. 

Highlight  the  equation  for  x  in 
the  history  area. 


Auto-paste  the  highlighted 
expression  to  the  entry  line. 
Then  substitute  the  value  of  y 
that  was  calculated  from  the 
second  equation. 


The  solution  is: 
X  =  "8/11  and  y  = 


-  20/1 1 


[HOMEI 

ICLEARIfCLEARl 

mi 

2XH3YB4 

nxmfEMTERi 


exs7YE] 
m 

©Enter] 


ENTERI 


©0© 


m 

©Enter] 


I  ENTER  I 


[T]  [home] 

ICLEARI  [CLEAR] 

mi 

2  XH3YH4 
nXniENTER] 


EI]l 

exE17YE] 
ei2QY[I] 

OEfflER] 


ENTERI 


OOO 


[lnd][i] 

OESHH] 


£olue(2  'X  -  3'y  =  4,  x) 

3  y  +  4 
x=  — 


£QlMe<2x-5n=4, x> 


,  X) 

3- 


solueC "X  +  7 ■ y  = 


-12,y)|x  K 
y  =  -  20.^11 


-x+7y=-12.yj  lx=C3*y+4V2 


soluet:  -  x  +  7'y=-12,y)|x^ 
y  =  -  20.^11 


...  -x+7y=-12.yj  lx=<:3*y+4V2 

mm  FiflPHLTD  FUHC  £ 


£olue(  -x  +  7y=-12,y)|x^ 
y  =  -  20X11 

3.y^4 


-  20x11 


-  Sxll 


x=t:3*y+4Jx2lM=-20/ll 


This  example  is  a  demonstration  of  symbolic  manipulation.  A  one-step  function  is  available  for 
solving  systems  of  equations.  (See  page  73.) 
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Using  Undefined  or  Defined  Variables 


When  performing  algebraic  or  calculus  operations,  it  is 
important  that  you  understand  the  effect  of  using  undefined 
and  defined  variables.  Otherwise,  you  may  get  a  number  for  a 
result  instead  of  the  algebraic  expression  that  you  anticipated. 


How  Undefined  and 
Defined  Variabies 
Are  Treated 


Tip:  When  defining  a 
variable,  it's  a  good  practice 
to  use  more  than  one 
character  in  the  name. 
Leave  one-character  names 
undefined  for  symbolic 
calculations. 


When  you  enter  an  expression  that  contains  a  variable,  the 
TI-89  /  TI-92  Plus  treats  the  variable  in  one  of  two  ways. 


■  2'X  +  }c  +  y 

3x  +  y 

•  If  the  variable  is 
undefined,  it  is 
treated  as  an 
algebraic  symbol. 

•  If  the  variable  is 
defined  (even  if 
defined  as  0),  its  value 
replaces  the  variable. 

To  see  why  this  is  important,  suppose  you  want  to  find  the  first 
derivative  of  x3  with  respect  to  x. 


■  5  X 

5 

■  2'X  +  X  +  y 

y  +  15 

2x+x+y 

MHIN  RHEiHLTD 

FUNC  2/3(1 

If  X  is  undefined,  the 
result  is  in  the  form 
you  probably 
expected. 

If  X  is  defined,  the 
result  may  be  in  a 
form  you  did  not 
expect. 


3  x2 

MHIN  RHEiHLTD 

FUNC  1/3(1 

75 

■  X 

X  / 

MHIN  RHEiHLTD 

FUNC  /2/3(i 

Unless  you  knew  that  5  had  been 
stored  to  x  previously,  the  answer 
75  could  be  misleading. 


Determining  If  a 
Variabie  Is 
Undefined 


Note:  Use[lnd][VAR-UNK]  to 
view  a  list  of  defined 
variables,  as  described  in 
Chapter  21. 


Method: 


Example: 


Enter  the  variable 
name. 


Use  the  getType 
function. 


If  defined,  the  variable's 
value  is  displayed. 


If  undefined,  the  variable 
name  is  displayed. 

If  defined,  the  variable's  - 
type  is  displayed. 


■  getType^x) 

"HUM" 

■  getTypeCy:! 

"HOHE" 

getTypety?  / 

MHIN  RHEiHLTD 

FUNC        /  2/3(1 

If  undefined,  "NONE"  is 
displayed. 
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Deleting  a  Defined 
Variable 


You  can  "undefine"  a  defined  variable  by  deleting  it. 


To  delete: 


Do  this: 


One  or  more  specified 
variables 


Use  the  DelVar  function. 


■  DelUar- 

X  Done 

■  DelUan 

M  ,  y ,  t-est ,  radius 

Done 

DelUar-  x 

,  i-i,  test-,  radius 

MHIN 

RHEiHLTD  TUNC 

You  can  also  delete  variables  by  using  the 
VAR-LINK  screen  ([2n5][VAR-LINK])  as 
described  in  Chapter  21. 


Note:  For  information  about 
folders,  refer  to  Chapter  5. 


All  one-letter  variables 
(a  -  z)  in  the  current 
folder 


From  the  Home  screen  Clean  Up  menu, 
select  l:Clear  a-z.  You  will  be  prompted  to 
press  I  ENTER  I  to  confirm  the  deletion. 


1  tTEnttKsVES    ^  tlESCsCHNCEPj 


Temporarily 
Overriding  a 
Variable 


Note:  For  more  information 
about  the  \  operator,  refer  to 
page  67. 


By  using  the  "with"  operator  (  I  ),  you  can: 

•    Temporarily  override 
a  variable's  defined 
value. 


Temporarily  define  a 
value  for  an  undefined 
variable. 


To  type  the  "with"  operator  (  I  ),  press: 
TI-89:  CD 

TI-92  Plus:[2nd]  [I] 


■  27  M 

27 

■       1 X  =  3 

9 

■  X 

27 

X 

■  DelUar-  x 

Done 

■  x^ 1 X  =  3 

9 

■  X 

X 

X 

MHIN  [lEGHLTD 
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Using  Exact,  Approximate,  and  Auto  Modes 


The  Exact/Approx  mode  settings,  which  are  described  briefly 
in  Chapter  2,  directly  affect  the  precision  and  accuracy  with 
which  the  Tl-89  /  Tl-92  Plus  calculates  a  result.  This  section 
describes  these  mode  settings  as  they  relate  to  symbolic 
manipulation. 


EXACT  When  Exact/Approx  =  EXACT,  the  TI-89  /  TI-92  Plus  uses  exact  rational 

Setting  arithmetic  with  up  to  614  digits  in  the  numerator  and  614  digits  in  the 

denominator.  The  EXACT  setting: 

■    Transforms  irrational  numbers  to  standard  forms  as  much  as 
possible  without  approximating  them.  For  example,  ^[^2 
transforms  to  2      and  ln(1 000)  transforms  to  3  ln(10). 

•  Converts  floating-point  numbers  to  rational  numbers.  For 
example,  0.25  transforms  to  1/4. 

The  functions  solve,  cSolve,  zeros,  cZeros,  factor,  J,  fMin,  and  fMax 

use  only  exact  symbolic  algorithms.  These  functions  do  not  compute 
approximate  solutions  in  the  EXACT  setting. 

•  Some  equations,  such  as  2""  =  x,  have  solutions  that  cannot  all  be 
finitely  represented  in  terms  of  the  functions  and  operators  on  the 
TI-89/ TI-92  Plus. 

•  With  this  kind  of  equation,  EXACT  will  not  compute  approximate 
solutions.  For  example,  2"  =  x  has  an  approximate  solution 

X  =  0.641 1 86,  but  it  is  not  displayed  in  the  EXACT  setting. 


Advantages  Disadvantages 

Results  are  exact.  As  you  use  more  complicated  rational 

numbers  and  irrational  constants, 
calculations  can: 

•  Use  more  memory,  which  may 
exhaust  the  memory  before  a  solution 
is  completed. 

•  Take  more  computing  time. 

■    Produce  bulky  results  that  are  harder 
to  comprehend  than  a  floating-point 
number. 
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APPROXIMATE  When  Exaot/Approx  =  APPROXIMATE,  the  TI-89  / TI-92  Plus  converts 

Setting  rational  numbers  and  irrational  constants  to  floating-point.  However, 

there  are  exceptions: 

•  Certain  built-in  functions  that  expect  one  of  their  arguments  to  be 
an  integer  will  convert  that  number  to  an  integer  if  possible.  For 
example:  <i(y(x),  x,  2.0)  transforms  to  <i(y(x),  x,  2). 

•  Whole-number  floating-point  exponents  are  converted  to  integers. 
For  example:  x^  "  transforms  to  x^  even  in  the  APPROXIMATE 
setting. 

Functions  such  as  solve  and  J  (integrate)  can  use  both  exact  symbolic 
and  approximate  nmneric  techniques.  These  functions  skip  all  or 
some  of  their  exact  symboUc  techniques  in  the  APPROXIMATE 
setting. 


Advantages 


Disadvantages 


If  exact  results  are  not 
needed,  this  might  save 
time  and/or  use  less 
memory  than  the  EXACT 
setting. 

Approximate  results  are 
sometimes  more 
compact  and 
comprehensible  than 
exact  results. 

If  you  do  not  plan  to  use 
symbolic  computations, 
approximate  results  are 
similar  to  familiar, 
traditional  numeric 
calculators. 


Results  with  undefined  variables  or 
functions  often  exhibit  incomplete 
cancellation.  For  example,  a  coefficient 
that  should  be  0  might  be  displayed  as  a 
small  magnitude  such  as  1 .23457E-1 1 . 

Symbolic  operations  such  as  limits  and 
integration  are  less  likely  to  give 
satisfying  results  in  the  APPROXIMATE 
setting. 

Approximate  results  are  sometimes  less 
compact  and  comprehensible  than  exact 
results.  For  example,  you  may  prefer  to 
see  1/7  instead  of  .142857. 
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AUTO  Setting  When  Exaot/Approx  =  AUTO,  the  TI-89  /  TI-92  Plus  uses  exact  rational 

arithmetic  wherever  all  of  the  operands  are  rational  numbers. 
Otherwise,  floating-point  arithmetic  is  used  after  converting  any 
rational  operands  to  floating-point.  In  other  words,  floating-point  is 
"infectious."  For  example: 

1/2-1/3  transforms  to  1/6 
but 

0.5-1/3  transforms  to  .16666666666667 

This  floating-point  infection  does  not  leap  over  barriers  such  as 
undefined  variables  or  between  elements  of  lists  or  matrices.  For 
example: 

(1/2  -  1/3)  X  +  (0.5  -  1/3)  y  transforms  to  x/6  +  .16666666666667  y 
and 

{1/2  -  1/3,  0.5  -  1/3}  transforms  to  {1/6,  .16666666666667} 

In  the  AUTO  setting,  functions  such  as  solve  determine  as  many 
solutions  as  possible  exactly,  and  then  use  approximate  numerical 
methods  if  necessary  to  determine  additional  solutions.  Similarly, 
j  (integrate)  uses  approximate  numerical  methods  if  appropriate 
where  exact  symbolic  methods  fail. 


Advantages 


Disadvantages 


You  see  exact  results 
when  practical,  and 
approximate  numeric 
results  when  exact 
results  are  impractical. 

You  can  often  control 
the  format  of  a  result  by 
choosing  to  enter  some 
coefficients  as  either 
rational  or  floating-point 
numbers. 


If  you  are  interested  only  in  exact 
results,  some  time  may  be  wasted 
seeking  approximate  results. 

If  you  are  interested  only  in  approximate 
results,  some  time  may  be  wasted 
seeking  exact  results.  Moreover,  you 
might  exhaust  the  memory  seeking  those 
exact  results. 


Chapter  3:  Symbolic  Manipulation  63 


Automatic  Simplification 


When  you  type  an  expression  on  the  entry  line  and  press 
lEHTERj.  the  Tl~89  /  TI-92  Plus  automatically  simplifies  the 
expression  according  to  its  default  simplification  rules. 


Default 

Simplification  Rules 


Note:  For  information  about 
folders,  refer  to  Chapter  5. 


Note:  Refer  to  "Delayed 
Simplification  for  Certain 
Built-in  Functions"  on 
page  66. 


All  of  the  following  rules  are  applied  automatically.  You  do  not  see 
intermediate  results. 

•    If  a  variable  has  a  defined  value,  that  value  replaces  the  variable. 


If  the  variable  is  defined  in  terms 
of  another  variable,  the  variable 
is  replaced  with  its  "lowest  level" 
value  (called  infinite  lookup). 


■  5  nuN 

5 

■  7 ■ nuh 

35 

2/3(1 

■  a  nuN 

a 

■  5  -J-  a 

5 

■  7 -nuM 

35 

7*nuR 

MHIN               RfWf  HUTD 

FUHC 

3/3(1 

Default  simplification  does  not  modify  variables  that  use  path 
names  to  indicate  a  folder.  For  example,  x+class\x  does  not 
simplify  to  2x. 

For  functions: 

-  The  arguments  are  simplified.  (Some  built-in  functions  delay 
simplification  of  some  of  their  arguments.) 

-  If  the  function  is  a  built-in  or  user-defined  function,  the 
function  definition  is  applied  to  the  simplified  arguments. 
Then  the  functional  form  is  replaced  with  this  result. 

Numeric  subexpressions  are 
combined. 


Products  and  sums  are  sorted 
into  order. 


■  2y3 

6y 

■  y  X'  3  +      +  1 

x^  +  3  x  y  +  1 

u*x*3+x''2+l 

FUNC  2/3(1 

Products  and  sums  involving  undefined  variables  are  sorted 
according  to  the  first  letter  of  the  variable  name. 

-  Undefined  variables  r  through  z  are  assumed  to  be  true 
variables,  and  are  placed  in  alphabetical  order  at  the 
beginning  of  a  sum. 

-  Undefined  variables  a  through  q  are  assumed  to  represent 
constants,  and  are  placed  in  alphabetical  order  at  the  end  of  a 
sum  (but  before  numbers). 

Similar  factors  and  similar  terms 
are  collected. 


■  X   ■  X  ■  y 

*Zx  +  x  +  7 

4x  +  7 

3X+X+7 

FUNC  2/3(1 
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This  floating-point  number 
causes  numeric  results  to 
be  shown  as  floating-point. 


If  a  floating-point  whole  - 
number  is  entered  as  an 
exponent,  it  is  treated  as 
an  integer  (and  does  not 
produce  a  floating-point 
result). 


Identities  involving  zeros  and  ones 
are  exploited. 


Polynomial  greatest  common 
divisors  are  canceled. 


■  X  -t-  G. 

X 

■  1  x 

X 

■1.x 

X 

■xl 

X 

■xl- 

X 

x"!. 

■  1=^ 

1 

1. 

■X^ 

1 

1 

K'-<3. 

Cx''2^■5x-^6VCx^■2> 


Polynomials  are  expanded  unless 
no  key  cancellation  can  occur. 


Common  denominators  are 
formed  unless  no  key  cancellation 
can  occur. 


FYmctional  identities  are 
exploited.  For  example: 


ln(2x)  =  ln(2)  +  ln(x) 
and 

sin(x)2  -I-  cos(x)2  =  1 


■  (x+  l)^-x2 

2   X  +  1 

■(x  +  2)2  (x+l) 

(x 

H)(x  +  2)2 

(x+2J--2*(x+l> 

FUNC  2/3(1 

No  key  cancellation 


.    2x     _  1 

1 

x2-l  >:-l 

X  +  1 

.±*± 

X  y 

IXx+lXy 

FUNC  2/3(1 

No  key  cancellation 


■  ln(2  X)  -  IntxJ 

■  y  (sin(x))^  -^  y  (cosCxi) 


ln(2) 
2 


yH<s  i  n  <  X  >^^2-^M'^CQS  ( x )  ^2 


How  Long  Is  the  Depending  on  the  complexity  of  an  entry,  result,  or  intermediate 

Simplification  expression,  it  can  take  a  long  time  to  expand  an  expression  and 

Process?  cancel  common  divisors  as  necessary  for  simplification. 

To  interrupt  a  simplification  process  that  is  taking  too  long, 
press  \0N}.  You  can  then  try  simplifying  only  a  portion  of  the 
expression.  (Auto-paste  the  entire  expression  on  the  entry  line,  and 
then  delete  the  unwanted  parts.) 
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Delayed  Simplification  for  Certain  Built-in  Functions 


Usually,  variables  are  automatically  simplified  to  their  lowest 
possible  level  before  they  are  passed  to  a  function.  For  certain 
functions,  however,  complete  simplification  is  delayed  until 
after  the  function  is  performed. 


Functions  that  Use 

Delayed 

Simplification 


Functions  that  use  delayed  simplification  have  a  required  var 
argument  that  performs  the  function  with  respect  to  a  variable. 
These  functions  have  at  least  two  arguments  with  the  general  form: 

iur\ct\on{expression,  var  [, ...  ]) 


Note:  Not  all  functions  that 
use  a  var  argument  use 
delayed  simplification. 


For  example:    solve(x"2-  x-  2=0,x) 
d(x'^2-x-2,x) 
|(x"2-  X-  2,x) 
Iimit(x2  -X-  2,x,5) 


Note:  You  may  or  may  not 

want  to  define  a  numeric 
value  for  var,  depending  on 
the  situation. 


Note:  The  example  to  the 
right  finds  the  derivative  of 
at  x=5.  If  was  initially 
simplified  to  75,  you  would 
find  the  derivative  of  75, 
which  is  not  what  you  want 


For  a  function  that  uses  delayed  simplification: 

1.  The  var  variable  is  simplified  to  the  lowest  level  at  which  it 
remains  a  variable  (even  if  it  could  be  further  simplified  to  a 
non-variable  value). 

2.  The  function  is  performed  using  the  variable. 

3.  If  var  can  be  further  simpUfied,  that  value  is  then  substituted  into 
the  result. 

For  example: 


X  cannot  be  simplified. 


x  is  not  simplified.  The 
function  uses  x^,  and 
ttien  substitutes  5  for  x. 


X  is  simplified  to  t.  The 
function  uses  t^ . 


X  is  simplified  to  t.  The 
function  uses  t^,  and 
then  substitutes  5  for  t. 


■  DelUar-  x 

Done 

2/3(1 

■  5  X 

5 

75 

ti<x'-3,x) 

■  DelUar-  t 

Done 

■     +  X 

t. 

3t2 

ti<x'-3,x) 

■  5  +  t 

5 

■  t  +  y 

5 

■^(^^) 

75 

(ifx'-S.x) 

3/3(1 
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Substituting  Values  and  Setting  Constraints 


The  "with"  operator  ( | )  lets  you  temporahly  substitute  values 
into  an  expression  or  specify  domain  constraints. 


Typing  the  "With" 
Operator 


To  type  the  "with"  operator  (  I  ),  press: 
TI-89:  HI 

TI-92  Plus:  [Ml  [I] 


Substituting  for  a 
Variable 


For  every  occurrence  of  a 
specified  variable,  you  can 
substitute  a  numeric  value  or  an 
expression. 


To  substitute  for  multiple 
variables  at  the  same  time,  use 
the  Boolean  and  operator. 


9 

■  n       1  r-  =  5 

25 -JI 

■^(.^)|.  =  5 

75 

ti<x'-3,x)  lx=5 

FUNC  3/3(1 

First  derivative  of  x-3  at  x  =  5 


--a+l        (a +  3)' 


i:x+2)'^2lx=a+l 


...2+M''2J-'C  1^2?  1x^3  and  (j^4 

mm  FiflPHLTD  FUHC  1^2<f 


Substituting  for  a 
Simple  Expression 


Note:  acos(x)  is  different 
from  a*cos{x). 


For  every  occurrence  of  a  simple 
expression,  you  can  substitute  a 
variable,  numeric  value,  or 
another  expression. 


By  replacing  a  commonly  used 
(or  long)  term,  you  can  display 
results  in  a  more  compact  form. 


■(sinCxJ)    +  2  sinCx)  +  1  I  siiK 


,..J>''3+2*sin':xJ+l  I  £in':xJ=s 


Substituting  s  for  sin(x)  sinows  tinat 
the  expression  is  a  polynomial  in 
terms  of  sin{x). 


1 


■  a  ■  cosCxl)  +  (cosCxl))    |  cos(x;^ 


...s^x^ ^^2 1 CQS^x)=c  and  a=2 

mm  RflPHLTD  FUHC  1^2<f 


Substituting 
Complex  Values 


Note:  For  an  overview  of 
complex  numbers,  refer  to 
Appendix  B. 

Tip:  To  get  the  complex  i, 
press  S  [[].  Do  not  simply 
type  the  letter  i  on  the 
keyboard. 


You  can  substitute  complex 
values  just  as  you  would  for  other 
values. 


■|X|  |i 

■Ixl  I? 


^b■i 
F  3-i 


a2  +  b2 
Jl3 


absCxJ lx-2+3i 


All  undefined  variables  are  treated  as  real  numbers  in  symbolic 
calculations.  To  perform  complex  symbolic  analysis,  you  must  define 
a  complex  variable.  For  example: 
x+yi-»z 

Then  you  can  use  z  as  a  complex  variable.  You  can  also  use  z_.  For 
more  information  see  the  _  (underscore)  topic  in  Appendix  A. 
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Be  Aware  of  the 
Limitations  of 
Substitutions 


Substitution  occurs  only 
where  there  is  an  exact 
match  for  the  substitution. 


Only     was  replaced,  not  x".- 


■x4  +  3x2 

2  4 

H3y 

H3y 

x-^4+3x-^2  1  x= 

MHIN  r.fi\} 

HLTD  rUMC 

I  s  i  n  (  X ) I x=x+l 


Define  the  substitution  in   1 

simpler  terms  for  a  more 
complete  substitution. 

Infinite  recursions  can  occur  when  you  define  a  substitution 
variable  in  terms  of  itself. 

I  Substitutes  sin(x+1),  sin(x+1+1),  sin(x+1 +1 +1 ),  etc. 


When  you  enter  a  substitution  that  causes  an  infinite  recursion: 


An  error  message  is 
displayed. 


When  you  press  |ESC|.  an 
error  is  shown  in  the 
history  area. 


f  ERRDR 

■sin(x)|x  =  x+  1 

Error!  Menory 


Tip:  Use  the  solve  function 
to  help  determine  the  single- 
variable  substitution. 


Internally,  an  expression  is  sorted  according  to  the  automatic 
simpUfication  rules.  Therefore,  products  and  sums  may  not  match 
the  order  in  which  you  entered  them. 


As  a  general  rule,  you 
should  substitute  for  a 
single  variable. 


c 

■  sin(2  -  h  c^)  1  n 

sinC2e> 

sin(:2*n*c-^2>  lh= 

e-^c-^2 

FUNC  2/3(1 

-   Substituting  for  more 
general  expressions 
(either  m-  =e 
or  c2  ■  m=e)  may  not  work 
as  you  anticipate. 


No  match  for  substitution   , 


■  £in(2-  M  c^)  1  n-c-^  =  e 

sinC2 

C 

sin(:2+n+c-^2>  lh+c-^2=e 

MHIN               RHEiHLTD  TUNC 
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Specifying  Domain 
Constraints 


Many  identities  and  transformations  are  valid  for  only  a  particular 
domain.  For  example: 

ln(x*  y)  =  ln(x)  +  ln(y)     only  if  x  and/or  y  is  not  negative 
sin-1  (sin(e))  =  e  only  if  6  >  "  it/2  and  9  <  7t/2  radians 


Tip:  Enter  ln(x*  y)  instead  ot 
In(xy);  ottierwise,  xy  is 
interpreted  as  a  single 
variable  named  xy. 


Tip:  For  >  or  <,  press  0  [>] 
cB  [<].  You  can  also  use 
[2nd]  [math]  8  or  [2nd]  [char]  2  to 
select  them  from  a  menu. 


Use  the  "with"  operator  to  specify  the  domain  constraint. 

Because  ln(x*y)  =  ln(x)  +  ln(y)  is  not  always   

valid,  the  logarithms  are  not  combined. 


InCx-y) 

-  lnCx> 

■  InCx'y) 

-  InCxiJ  1  X  >  0 

lnCy> 

In^x+i-i)- 

ln(:xMx>Q 

MHIN 

RHEiHLTD  TUNC 

2/3(1 

With  a  constraint,  the  identity  is  valid 
and  the  expression  is  simplified. 

Because  sin-i(sin(e))  =  6  is  not  always  — 
valid,  the  expression  is  not  simplified. 


I  sin-iCsinCen  I  e  i-j^-  and  SK 


...£inC3J>l35:-n/2  and  ei;i^2 

mm  FiflPHLTD  FUHC  2^2<f 


With  a  constraint,  the  expression  can 
be  simplified. 


Using  Substitutions 
vs.  Defining  a 
Variable 


In  many  cases,  you  can 
achieve  the  same  effect 
as  a  substitution  by 
defining  the  variable. 


■(x  +  2)2|x=  1 

9 

■  1  X 

1 

■(x  +  2)2 

9 

(X+2J--2 

Caution:  After  x  is  defined, 
it  can  affect  all  calculations 
that  involve  x  (until  you 
delete  x). 


However,  substitution  is  preferable  for  most  cases  because  the 
variable  is  defined  only  for  the  current  calculation  and  does  not 
accidentally  affect  later  calculations. 


Substituting  x=1  does  - 
not  affect  the  next 
calculation. 


Storing  1->x  affects 
the  subsequent 
calculations. 


■  DelUan  x 

Done 

■(x  +  2)2|x=l 

9 

,  x^  +  2  x+  1 

X  +  1 

x2-l 

X  -  1 

<x"2+2x+l>-'Cx"2-l>l 

MRIN               F:H[i  HLTD  TUNC 

3/3(1 

■  1  X 

1 

■(x  +  2)2 

9 

x^  +  2x  +  1 
x2-l 

undef 

(x-2+2x+lVCx"2-l> 

MHIN               RHCiHLTD  TUNC 

3/3(1 
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Overview  of  the  Algebra  Menu 


You  can  use  the  \f2\  Algebra  toolbar  menu  to  select  the  most 
commonly  used  algebraic  functions. 


The  Algebra  Menu 


Note:  For  a  complete 
description  of  eacti  function 
and  its  syntax,  refer  to 
Appendix  A. 


From  the  Home  screen,  press  [F2]  to  display: 


3: expand C 
4:  zeros-< 
5: approx^ 

7: propFract 


This  menu  is  also  available  from  the  MATH 
menu.  Press  |2nd|  [MATH]  and  then  select 
9:Algebra. 


Menu  Item  Description 

solve  Solves  an  expression  for  a  specified  variable.  This 

returns  real  solutions  only,  regardless  of  the 
Complex  Format  mode  setting.  Displays  answers  with 
"and"  and  "or"  connecting  solutions.  (For  complex 
solutions,  select  A:Complex  from  the  Algebra  menu.) 

factor  Factors  an  expression  with  respect  to  all  its 

variables  or  with  respect  to  only  a  specified 
variable. 

expand  Expands  an  expression  with  respect  to  aU  its 

variables  or  with  respect  to  only  a  specified 
variable. 

zeros  Determines  the  values  of  a  specified  variable  that 

make  an  expression  equal  to  zero.  Displays  in  a  Ust. 

approx  Evaluates  an  expression  using  floating-point 

arithmetic,  where  possible.  This  is  equivalent  to 
using  [MODE]  to  set  Exact/Approx  =  APPROXIMATE 
(or  using  I*]  I  ENTER  I  to  evaluate  an  expression). 

oomDenom         Calculates  a  common  denominator  for  all  terms  in 
an  expression  and  transforms  the  expression  into  a 
reduced  ratio  of  a  numerator  and  denominator. 

propFrac  Returns  an  expression  as  a  proper  fraction 

expression. 

nSolve  Calculates  a  single  solution  for  an  equation  as  a 

floating-point  number  (as  opposed  to  solve,  which 
may  display  several  solutions  in  a  rational  or 
symbolic  form). 
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Menu  Item 


Description 


Trig 


Complex 


Displays  the  submenu; 

2;iCollgcl<!  I 

tExpand    Expands  trig  expressions  witli  angle  sums 
and  multiple  angles. 

tCollect     Collects  the  products  of  integer  powers  of 
trig  functions  into  angle  sums  and 
multiple  angles.  tCollect  is  the  opposite  of 
tExpand. 

Displays  the  submenu: 


Note:  The  left  and  right 

functions  are  also  used  to 
return  a  specified  number  of 
elements  or  characters  from 
the  left  or  right  side  of  a  list 
or  character  string. 


Extract 


These  are  the  same  as  solve,  factor,  and  zeros;  but 
they  also  compute  complex  results. 

Displays  the  submenu: 

m 

3:  lefti; 
4i  rights 


getNum    Applies  comDenom  and  then  returns  the 
resulting  numerator. 

getDenom  Applies  comDenom  and  then  returns  the 
resulting  denominator. 

left  Returns  the  left-hand  side  of  an  equation 

or  inequality. 

right        Returns  the  right-hand  side  of  an  equation 
or  inequality. 
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Common  Algebraic  Operations 


This  section  gives  examples  for  some  of  the  functions 
available  from  the  \f2\  Algebra  toolbar  menu.  For  complete 
information  about  any  function,  refer  to  Appendix  A.  Some 
algebraic  operations  do  not  require  a  special  function. 


Adding  or  Dividing 
Polynomials 


You  can  add  or  divide 
polynomials  directly,  without 
using  a  special  function. 


■x  +  3  +  >;  +  2 

2  X  +  5 

FUNC  1/3(1 

Cx''2+5x+6VCx+2> 


Factoring  and 

Expanding 

Polynomials 


Use  the  factor  ([£2]  2)  and  expand  ([£2]  3)  functions. 
factor  (expression  [,var]) 

I —  for  factoring  with  respect  to  a  variable 

expand(erpressio«  [,tiar]) 

I —  for  partial  expansion  with  respect  to  a  variable 


Factor  -  1 .  Then  expand  the 
result. 

Notice  that  factor  and  expand 

perform  opposite  operations. 


^  +         +  X  +  l) 

■  expari(j((x  -  1)  ■ 

(x^  +  x^  +  x^^ 

x^-l 

expari(J<ans<  1  ?  ? 

FUNC  2/3(1 

Finding  Prime  The  factor  ([F2]  2)  function  lets  you  do  more  than  simply  factor  an 

Factors  of  a  Number     algebraic  polynomial. 


You  can  find  prime  factors  of  a 
rational  number  (either  an  integer 
or  a  ratio  of  integers). 


■  factor-a72Si 
r  214751 


( 214751 
'■[-TEW} 


factQr-<21475.^154SJ 


Finding  Partial  With  the  expand  ([F2]  3)  function's  optional  mr  value,  you  can  do  a 

Expansions  partial  expansion  that  collects  similar  powers  of  a  variable. 

Do  a  full  expansion  of  (x2  -  x) 
(y2  -  y)  with  respect  to  all 
variables. 


Then  do  a  partial  expansion  with 
respect  to  x. 


■  expand([x  ^-x)(y^-y)) 
X'y    -x-y-X'y  +x-y 

■  expand((x^  -  x)  (y^  -  y) ,  x) 

x^  y  (y  -  1]  -  x-y  (y  -  1) 


expand^  (x^2-x>*^m^2-m>  ,  x> 

mm  RflPHLTD  FUHC  2^2<f 
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Solving  an  Equation 


Note:  An  operation  such  as 
E]  2  g]  subtracts  2x  from 
both  sides. 


Use  the  solve  ([£2]  1)  function  to  solve  an  equation  for  a  specified 
variable. 

SO\ve{equation,  mr) 


■  soImsCm  +  y  -  5 

=  2'X  -  5 

X  =  6 

y  -  5 

solve  <x+'-i-5=2m- 

-5m, x> 

Solve  x  +  y-  5  =  2x-5y 
for  X. 

Notice  that  solve  displays 
only  the  final  result. 

To  see  intermediate  results,  you  can  manually  solve  the  equation 
step-by-step. 


x[±lyH5[3  2x[3  5y 

□  2x   

□  y   

\B  5   


■x+y-5=2x-5y 

x  +  y-  5  =  2-x-5-y 
■(x  +  y-  5  =  2-x-5-y)-2x 

-X  +  y  -  5  =  -5-y 
■f -X  +  y  -  5  =  -5  y)  -  y 

-X  -  5  =  -6  ■  y 
■(  -X  -  5  =  -6  y)  +  5 

-X  =  5  -  6-y 

■(  -X  =  5  -  S  y)-  -1 

X  =  6y  -  5 


anst:n*-l 


Solving  a  System  of 
Linear  Equations 


Note:  The  simult  and  rref 

matrix  functions  are  not  on 
the  [£2]  Algebra  menu.  Use 
[2ndl  [MATH]  4  or  the  Catalog. 


Consider  a  set  of  two  equations  with 
two  unknowns: 


2x  -  3y  =  4 
-X  -f  7y  =  - 12 


To  solve  this  system  of  equations,  use  any  of  the  following  methods. 


Method 

Example 

Use  the  solve  function 

solve(2x-3y=4  and  -x+7y= -12,{x,y}) 

for  a  one-step  solution. 

Use  the  solve  function  Refer  to  the  preview  at  the  beginning  of 

with  substitution  (  I  )  this  chapter,  which  solved  for  x  =  "8/11 

for  step-by-step  and  y  =  -  20/1 1 . 
manipulation. 

Use  the  simult  function  Enter  the  coefficients  as  a  matrix  and  the 

with  a  matrix.  results  as  a  constant  column  matrbc. 


-8x11 
-  20V11 


...ultC  [2,  -3!  -1,71,  [4!  -12]> 

mm  FiflPHLTD  FUHC  1^2<f 


Use  the  rref  function 
with  a  matrix. 


Enter  the  coefficients  as  an  augmented 
matrix. 


^2]) 

1    B     -8^-11  "1 

B  1  -2a/-iiJ 

rr-ef  <  [2,  "3,4; 

1,7,  -121> 

MHIN  F:H[iHLT[ 

FUNC  1/3(1 
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Finding  the  Zeros  of 
an  Expression 


Use  the  zeros  ([F2]  4)  function. 
zeros{expression,  var) 


Tip:  For  >  or  <,  type  [3  [>]  or 
0  [<].You  can  also  use 

[2nd1  [MATH]  8  0/-[2nd]  fcHAR]  2  to 

select  them  from  a  menu. 


Use  the  expression 
X  *  sin(x)  +  cos(x). 

Find  the  zeros  with  respect  to  x 
in  the  interval  0  <  x  and  x  <  3. 


1 2. 79339  J 


.■.n^x>+CQ£^x> , I Qlx  and  x.. 


Use  the  "with" 
operator  to  specify 
the  interval. 


Finding  Proper 
Fractions  and 
Common 
Denominators 


Use  the  propFrac  ([F2]  7)  and  comDenom  ([£2]  6)  functions. 
propFrac(rational  expression  [,var]) 


comDenom{expyession  [,vm] 


for  proper  fractions  with  respect 
to  a  variable 


for  common  denominators  tfiat  collect 
similar  powers  of  this  variable 


Note:  You  can  use 
comDenom  with  an 
expression,  list,  or  matrix. 


Find  a  proper  fraction  for  the 
expression 

(x<-  2x2  +  x)/(2x2  +  x  +  4). 

Then  transform  the  answer  into 
a  ratio  of  a  fully  expanded 
numerator  and  a  fully  expanded 
denominator. 

Notice  that  propFrac  and 
comDenom  perform  opposite 
operations. 

In  this  example: 
31  X  +  60 


 5  

L  2  x'^  +  X  +  4 


8(2x2  +  x  +  4)       2  " 
31 -x  +  6B 


81 2x^  +  X  +  41 


...+X+4  » -H  x'-2.^2-x.^4  ?  - 15^8  > 

mm  FiflPHLTD  FUHC  2^2<f 

If  you  do  this  example  on  your  J 
TI-89  /  TI-92  Plus,  the  propFrac 
function  scrolls  off  the  top  of  the 
screen. 


is  the  remainder  of  x"-  2x2  +x  divided  by  2x2  +x+4. 


x2 


- 1 5/8  is  the  quotient. 
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Overview  of  the  Calc  Menu 


You  can  use  the  [F3]  Calc  toolbar  menu  to  select  commonly 
used  calculus  functions. 


The  Calc  Menu 


Note:  For  a  complete 
description  of  eacli  function 
and  its  syntax,  refer  to 
Appendix  A. 


Note:  Tfie  d  syn)bol  for 
differentiate  is  a  special 
symbol.  It  is  not  the  same  as 
typing  the  letter  D  on  the 
keyboard.  UsedU  1  or 
[2nd1M. 


From  the  Home  screen,  press  [£3]  to  display: 


3:linit.C 
4: St  sun 
5: Ft  product 
6:fMin< 
7:fMax< 
S4-arcLgnt  


This  menu  is  also  available  from  the  MATH 
menu.  Press  |2nd|  [MATH]  and  then  select 
A:Caloulus. 


Menu  Item 


Description 


d  differentiate     Differentiates  an  expression  with  respect  to  a 
specified  variable. 

/  integrate         Integrates  an  expression  with  respect  to  a  specified 
variable. 

limit  Calculates  the  limit  of  an  expression  with  respect  to 

a  specified  variable. 

Z  sum  Evaluates  an  expression  at  discrete  variable  values 

within  a  range  and  then  calculates  the  sum. 

n  product  Evaluates  an  expression  at  discrete  variable  values 

within  a  range  and  then  calculates  the  product. 

fMin  Finds  candidate  values  of  a  specified  variable  that 

minimize  an  expression. 

fMax  Finds  candidate  values  of  a  specified  variable  that 

maximize  an  expression. 

aroLen  Returns  the  arc  length  of  an  expression  with  respect 

to  a  specified  variable. 

taylor  Calculates  a  Taylor  polynomial  approximation  to  an 

expression  with  respect  to  a  specified  variable. 

nDeriv  Calculates  the  numerical  derivative  of  an  expression 

with  respect  to  a  specified  variable. 

nint  Calculates  an  integral  as  a  floating-point  number 

using  quadrature  (an  approximation  using  weighted 
sums  of  integrand  values). 

deSolve  Symbolically  solves  many  1st  and  2nd  order 

differential  equations,  with  or  without  initial 
conditions. 
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Common  Calculus  Operations 


This  section  gives  examples  for  some  of  the  functions 
available  from  the  [F3]  Calc  toolbar  menu.  For  complete 
information  about  any  calculus  function,  refer  to  Appendix  A. 


Integrating  and 
Differentiating 


Note:  You  can  integrate  an 
expression  only;  you  can 
differentiate  an  expression, 
list,  or  matrix. 


Finding  a  Limit 


Use  the  /  integrate  ([£3]  2)  and  d  differentiate  ([£3]  1)  functions. 


Note:  You  can  find  a  limit 
for  an  expression,  list,  or 
matrix. 


J  {expression,  var  [,low]  [,up]) 

I  L 


d  {expression,  var  [,order]) 

Integrate  *  sin(x)  with  respect 
to  X. 

Differentiate  the  answer  with 
respect  to  x. 


lets  you  specify  limits  or  a 
constant  of  integration 


■J  [.x^-sin(x>Jcix 

[2  -  M^)'CosCx)  +  2-X 

■  X  ■  siN 

sinCx> 

MHIN               RHEiHLTD  TUNC 

To  get  d,  use  [F3]  1  or  (2n3]  [</]. 
Do  not  simply  type  the  letter  D 
on  the  keyboard. 


Use  the  limit  ([£3]  3)  function. 

\\m\\{expression,  var,  point  [,direction\Y 


■  negative  =  from  left 
positive  =  from  right 
omitted  or  0  =  both 


Find  the  limit  of  sin(3x)  /  x  as  x 
approaches  0. 


■  lin 

siri(;3  ■  x) ' 

3 

Ml^lN 

F:H[i  HLTD 

FUNC  1/3(1 

Finding  a  Taylor 
Polynomial 


Important:  Degree-mode 
scaling  by  7t/180  may  cause 
calculus  application  results 
to  appear  in  a  different  form. 


Use  the  taylor  ([F3]  9)  function. 

\dty\or{expression,  var,  order  {,point^ 

I —  if  omitted,  expansion  point  is  0 


Find  a  6th  order  Taylor 
polynomial  for  sin(x)  with 
respect  to  x. 

Store  the  answer  as  a  user- 
defined  function  named  y1  (x). 

Then  graph  sin(x)  and  the  Taylor 
polynomial. 


■  taylonCsinCx) ,  x ,  6> 

120 

Done 

ans(:n-*--il(;x> 

2/3(1 

Graph  sin(x):Graph  yl(x) 
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User-Defined  Functions  and  Symbolic  Manipulation 


You  can  use  a  user-defined  function  as  an  argument  for  the 
Tl-89  /  Tl-92  Plus's  built-in  algebra  and  calculus  functions. 


For  Information 
about  Creating  a 
User-Defined 
Function 


Refer  to: 

•  "Creating  and  Evaluating  User-Defined  Functions"  in  Chapter  5. 

•  "Graphing  a  Function  Defined  on  the  Home  Screen"  and 
"Graphing  a  Piecewise  Defined  Function"  in  Chapter  12. 

•  "Overview  of  Entering  a  Function"  in  Chapter  17. 


Undefined 
Functions 


Tip:  To  select  d  from  the 
Calc  toolbar  menu,  press 
[ED  1  ('or  press  [M]  [d]  on  the 
keyboard). 


You  can  use  functions  such  as  f(x),  g(t),  r(9),  etc.,  that  have  not  been 
assigned  a  definition.  These  "undefined"  functions  yield  symbolic 
results.  For  example: 


Use  DelVar  to  ensure  that  f(x) 
and  g(x)  are  not  defined. 

Then  find  the  derivative  of 
f(x)*  g(x)  with  respect  to  x. 


■  De-lUar  f  ,  g 

Done 

FUNC  2/3(1 

Single-Statement 
Functions 


Tip:  To  select  iimii  from  the 
Calc  toolbar  menu,  press 

m  3. 


You  can  use  user-defined  functions  consisting  of  a  single  expression. 
For  example: 

•    Use  |STO>-|  to  create  a  user-defined  secant  function,  where: 


'  cos(x) 


Then  find  the  limit  of  sec(x) 
as  X  approaches  it/4. 


Done 

■   liri  seci^x) 

1  i  n  i  t  <  sec  ^  x  > ,  x ,  ) 

MHIN               RHEiHLTD  TUNC 

2/3(1 

Tip:  To  select  J  from  the 
Calc  toolbar  menu,  press 
Mi  2  (or  press  [Ml  [/]  on  the 
keyboard).  To  select  taylor, 
press  [m  9. 


Use  Define  to  create  a  user-defined  function  h(x),  where: 
X  ,         Define  h(x)=  J(sin(t)/t,t,0,x). 


h(x)=Jsin(t) 


/t 


'   "Define  hC 


Then  find  a  5th  order  Taylor 
polynomial  for  h(x)  with 
respect  to  x. 


0    [  t 

Done 

tayloKhCx),  x  ,  5, 

em  18 
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Multi-Statement  vs. 

Single-Statement 

Functions 


Tip:  You  can  use  your 
computer  keyboard  to  type 
lengttiy  text  and  then  use 
TI-GRAPH  LINK  to  send  it  to 
the  TI-89/TI  92-Plus.  See 
Chapter  18  for  more 
information. 


Tip:  To  select  nint  from  the 
Calc  toolbar  menu,  press 
[H]  B:nlnt. 


Multi-statement  user-defined  functions  siiould  be  used  as  an 
argument  for  numeric  functions  (such  as  nDeriv  and  nlnt)  only. 

In  some  cases,  you  may  be  able  to  create  an  equivalent  single- 
statement  function.  For  example,  consider  a  piecewise  function  with 
two  pieces. 


When: 

Use  expression: 

X  <  0 

"  X 

X  >  0 

5  cos(x) 

If  you  were  to  create  a  multi-statement  user-defined  fimction  with 
the  form: 


Func 

If  x<0  Then 

Return  "x 
Else 

Return  5cos{x) 
Endlf 
EndFunc 

Then  numerically 
integrate  y1  (x)  with 
respect  to  x. 


Define  y1  (x)=Func:lf  x<0  Then:  ...  :EndFunc 


■Define  yl(;x;)=Func  Done 
■  nlnt(yl(xj,  X,  B,  IJ 
 4.2e755 


nIntCtjlCxJ.x,B.l> 


Tip:  To  select  f  from  the 
Calc  toolbar  menu,  press 
Ml  2  (or  press  [M]  [;]  on  the 
keyboard). 


Create  an  equivalent  single-statement  user-defined  function. 


Use  the 

TI-89/TI-92  Plus's 
built-in  when 
function. 

Then  integrate  y1  (x) 
with  respect  to  x. 


Define  y1  (x)=when(x<0,  "x,  5cos(x)) 


■Define  yUxJ  ^l^^^^^^.^^,^, 


J.e' 
Done 


yKx)(ix 
yUx^dx 


SsinCU 
4.20735 


J'<'-ilCxJ,x,B,  n 


■  Press  0  lENTERI  for  a 
floating-point  result. 
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If  You  Get  an  Out-of-Memory  Error 


The  TI-89  /  TI-92  Plus  Stores  intermediate  results  in  memory  and 
then  deletes  them  when  the  calculation  is  complete.  Depending 
on  the  complexity  of  the  calculation,  the  TI-89  /  TI-92  Plus  may  run 
out  of  memory  before  a  result  can  be  calculated. 


Freeing  Up  Memory 


Delete  uimeeded  variables  and/or  Flash  apphcations,  particularly 
large-sized  ones. 

-  Use  |2nd|  [VAR-LINK]  as  described  in  Chapter  21  to  view  and 
delete  variables  and/or  Flash  applications. 

On  the  Home  screen: 

-  Clear  the  history  area  ffpfl  8)  or  delete  unneeded  history  pairs. 

-  You  can  also  use  [fT|  9  to  reduce  the  number  of  history  pairs 
that  will  be  saved. 


Use  IMODEI  to  set  Exacf  Approx  =  APPROXIMATE.  (For  results  that  have 
a  large  number  of  digits,  this  uses  less  memory  than  AUTO  or  EXACT. 
For  results  that  have  only  a  few  digits,  this  uses  more  memory.) 


Simplifying 
Problems 


Split  the  problem  into  parts. 

-  Split  solve(a*  b=0,var)  into  solve(a=0,?;aj  )  and  solve(b=0,mj  ) 
Solve  each  part  and  combine  the  results. 

If  several  undefined  variables  occur  only  in  a  certain 
combination,  replace  that  combination  with  a  single  variable. 

-  If  m  and  c  occur  only  as  m*  c^,  substitute  e  for  m*  c^. 


(a+b)2  +  ^(a+b)2 


In  the  expression   1  -  (a+b)^  '  ^"'^^'-it^*^   ^"'^  (a+b)  and 


.  In  the  solution,  replace  o  with  (a+b). 


1  -c2 


For  expressions  combined  over  a  conmion  denominator,  replace 
sums  in  denominators  with  unique  new  undefined  variables. 


In  the  expression 


substitute  d  for 


^a2  +b2  +  c   ^a2  +b2  +  c 

yja^  +b2  +  c  and  use  -  +  ^ .  In  the  solution,  replace  d  with 
i^a2  +b2  +  c. 

Substitute  known  numeric  values  for  undefined  variables  at  an 
earlier  stage,  particularly  if  they  are  simple  integers  or  fractions. 

Reformulate  a  problem  to  avoid  fractional  powers. 

Omit  relatively  small  terms  to  find  an  approximation. 
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Special  Constants  Used  in  Symbolic  Manipulation 


The  result  of  a  calculation  may  include  one  of  the  special 
constants  described  in  this  section.  In  some  cases,  you  may 
also  need  to  enter  a  constant  as  part  of  your  entry. 


true,  false 


These  indicate  the  result 
of  an  identity  or  a 
Boolean  expression. 


x=x  is  true  for  any  value  of  x. 


■  5    X  :  X  <  3 


irue 
false 


5<3  is  false. 


@n1  ...  @n255 


For  @,  press: 
TI-89:  SMjoB 
TI-92  Plus:  End]  R 


This  notation  indicates 
an  "arbitrary  integer" 
that  represents  any 
integer. 

When  an  arbitrary 
integer  occurs  multiple 
times  in  the  same 
session,  each 
occurrence  is  numbered 
consecutively.  After  it 
reaches  255,  arbitrary 
integer  consecutive 
numbering  restarts  at 
@nO.  Use  Clean  Up 
2:NewProb  to  reset  to 
@n1. 


A  solution  is  at  every  integer  ■ 
multiple  of  n. 


X  =  IHnl  ■  Ti 

■  solue(!sin(x^  =  i ,  yd 

X  =  2  ■  en2  ■  ji  + 


£QlMe<sin<x>=lnX> 


Both  @n1  and  @n2  represent 
any  arbitrary  integer,  but  this 
notation  identifies  separate 
arbitrary  integers. 


CO,  e 


For  oo,  press: 
r/-S9;0H 
TI-92  Plus:  dfld]  H 

For  e,  press: 
TI-89:  S  [e-v] 
TI-92  Plus:  dnH  [e-' 


oo  represents  infinity, 
and  e  represents  the 
constant  2.71828... 
(base  of  the  natural 
logarithms). 

These  constants  are 
often  used  in  entries  as 
well  as  results. 


■  lin 

ri-*w 

linit^a+lv-niJ-^ 

MHIN 

RfWf  HLTD 

undef 


This  indicates  that  the  result  is  undefined. 

Mathematically  undefined 
±<=o  (undetermined  sign)  - 
Non-unique  limit 


■1 

undef 

■i 

undef 

■    lin  sinCx) 

undef 

FUNC  3/3(1 
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Constants  and  Measurement  Units 


Preview  of  Constants  and  Measurement  Units., 

Entering  Constants  or  Units  

Converting  from  One  Unit  to  Another  

Setting  the  Default  Units  for  Displayed  Results 

Creating  Your  Own  User-Defined  Units  , 

List  of  Pre-Defined  Constants  and  Units  


82 
83 
85 
87 


Note:  Constant  and  unit 
names  always  begin  witti  an 
underscore  _. 


The  UNITS  dialog  box  lets  you  select  the  available  constants  or 
units  from  different  categories. 


This  category  lists  - 
constant  values. 

Remaining  categories 
list  available  units. 


UNITS 


^Constants  

Ltn3th  

Ar4a  

Volume  

TiMt  

Hcci14K0Cicn  

Ttmpcratur«  

Lui^inous  InUnsit!' ... 


Page  3  ([£3])  of  the  MODE  dialog  box  lets  you  select  from  three 
systems  of  measurement  to  specify  the  default  units  for  displayed 
results. 


Wofe:  You  can  also  use 
getUnitsO  to  get  a  list  of  tlie 
default  units  or  setUnitsO  to 

set  ttie  default  units.  Refer 
to  Appendix  A. 


International  system  of 
measurements  (metric  or 
MKS)  -  meters,  kilograms,  etc. 

English  system  -  feet, 
pounds,  etc. 

Lets  you  select  the  units  you 
want  to  use. 


By  using  the  unit  features,  you  can: 

•  Enter  a  unit  for  values  in  an  expression,  such  as  6_m  *  4_m  or 
23_m/_s  *  10_s.  The  result  is  displayed  in  the  selected  default 
units. 

•  Convert  values  from  one  unit  to  another  within  the  same 
category. 

•  Create  your  own  user-defined  units.  These  can  be  a 
combination  of  existing  units  or  unique  "standalone"  units. 
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Preview  of  Constants  and  Measurement  Units 


Using  the  equation  f  =  m*  a,  calculate  the  force  when  m  =  5  kilograms  and  a  =  20 
meters/second  2.  What  is  the  force  when  a  =  9.8  meters/second  2.  (This  is  the 
acceleration  due  to  gravity,  which  is  a  constant  named  _g).  Convert  the  result  from 
newtons  to  kilograms  of  force. 


Steps 


i 
TI-89 
Keystrokes 


m 

Th92  Plus 
Keystrokes 


Display 


1.  Display  the  MODE  dialog  box, 
Page  3.  For  Unit  System  mode, 
select  SI  for  the  metric  system  of 
measurements. 

Results  are  displayed  according  to 
these  default  units. 

2.  Create  an  acceleration  unit  for 
meters/second^  named  _ms2. 

The  UNITS  dialog  box  lets  you  select 
units  from  an  alphabetical  list  of 
categories.  You  can  use      ©  and 
Bnd]  ©  to  scroll  one  page  at  a  time 
through  the  categories. 

Now,  instead  of  re-entering  _m/_s^ 
each  time  you  need  It,  you  can  use 
_ms2. 

Also,  you  can  now  use  the  UNITS 
dialog  box  to  select  _ms2  from  the 
Acceleration  category. 

3.  Calculate  the  force  when 
m  =  5  kilograms  (_kg)  and 

a  =  20  meters/second^  (_ms2). 

If  you  know  the  abbreviation  for  a 
unit,  you  can  type  it  from  the 
keyboard. 


Using  the  same  m,  calculate  the 
force  for  an  acceleration  due  to 
gravity  (the  constant  _g). 

For  _g,  you  can  use  the  pre-defined 
constant  available  from  the  UNITS 
dialog  box  or  you  can  type  _g. 

Convert  to  kilograms  of  force 
(-kgf). 

dM)  [►]  displays  the  ►  conversion 
operator. 


fiViODEl  [F3l  (>)  1 


f2nd1  [units]  ©  ®  M 


[g  \Mi  [units] 
©©©®s 


lENTERl 
S[-] 

f2nd1  [a-lock]  M  S 
fiphal  2 lENTERl 


51I1[-] 

f2n31  [a-lock]  K  G 
fiipiiilW  2  0 
H  [_]  \M\  [a-lock] 
M  Sfaipiial  2 


5  [!][-] 
f2nd]  [a-lock]  K  G 
lalphalfx] 
f2nd1  [units]  ® 
alphal  G 


ENTERl  lENTERl 


®  [Ml  [►][!][-] 

f2nd1  [a-lock]  KGF 


iffiallENTERl 


[MODE]  [HQ  1 
lEMTERI 


[Zl[UNITS]OOM 
lENTERl 

S  [*]  [units] 
OOOQS 


lENTERl 
R2[ST0i1 

MS 


2  lENTERl 


5[2iid][_ 
KG 

[320 
\MU 
MS2 


lENTERl 

KG 
E 

[±]  [units]  Q 
G 


lENTERl  [ENTER] 

iQ[M][H[lnd][-] 
IKG  F 
1 1  ENTER  I 


'  Jnit  Ss-sttr^   E^*  ^ 

Ldn^ud^t   En^lish^ 


f  UNITS 

Corishinhs  

L4n3tti  

ffiDEI* 

nn^  

_a^^■4■>■ 

Volumt  

?4lo^it^■  

H^ciltroNori  

LLmlrious  Int^nsit!'... 

_rfiol* 

_n.^_s-^2->_Ns2 

MHINV  RHEiHUTD 

■  If  you  use  the  UNITS 
dialog  box  to  select  a 
unit,  ttie  _  is  entered 
automatically. 


■  -=^  _ns2 

_s 

■5-_kg-2G-_ns2 

13B.  -M 

5_kq+2Q_Ms2 

MHIN  RHEiHUTD 

FUNC  2/3(1 

_ns2 

_N 

■ 5_kg- 

2G  ■  _ris2 

108.  -M 

■ 5'_kg- 

-g 

49.B333-_N 

5_kq*_q 

MHIN 

RfWf  HUTD 

FUNC  3/3(1 

_ns2 

_N 

_s2 

■ 5_kg- 

2G  ■  _rvis2 

108.  -M 

■ 5_kg- 

-9 

49. 0333 --N 

■  5-_kg- 

_g  ^  _kgf 

5.  -kgf 

5_kq+_q 

^_kqf 

MHIN 

r.fi\}  HUTD 

FUNC  H/3(i 

82     Chapter  4:  Constants  and  Measurement  Units 


Entering  Constants  or  Units 


You  can  use  a  menu  to  select  from  a  list  of  available  constants 
and  units,  or  you  can  type  them  directly  from  the  keyboard. 


From  a  Menu 


The  following  shows  how  to  select  a  unit,  but  you  can  use  the  same 
general  procedure  to  select  a  constant. 

From  the  Home  screen: 


Tip:  Use  (2nd]  ©  and  \Mi  © 
to  scroll  one  page  at  a  time 
through  the  categories. 

Note:  If  you  created  a  user- 
defined  unit  for  an  existing 
category  (page  88),  it  is 
listed  in  the  menu. 


1.  Type  the  value  or  expression. 

2.  Display  the  UNITS  dialog  box. 
Press: 

TI-89:  doH  [units] 
TI-92  Plus:  0  [UNITS] 

3.  Use  ©  and  ©  to  move  the  cursor 
to  the  applicable  category. 

4.  To  select  the  highlighted  (default) 
unit,  press  I  ENTER!. 

-or- 

To  select  a  different  unit  from  the 
category,  press  ®.  Then  highlight 
the  applicable  unit,  and  press 
lENTERj. 


The  selected  unit  is  placed  in  the 
entry  line.  Constant  and  unit  names 
always  begin  with  an  underscore  (_). 


6.3 


?4lo^it^■  

H^ciUroNori  

TtroPtKiturt  

LLmlnouslnt^nsIt!'... 
fipmjrit_or_Sii  t  s  t  a  n  c  4 


UNITS 


'  Electric  CucKsnt   _A* 

Char?«   -C4U1^ 

P-Hirtmi   -kV-J- 

fttsistarct   -kil* 

Ci>riductarc«   _rvih(i  + 

C4F-4Citonct   HJ» 

Ma3  FiilJ  JtKiriStti..  rffi-J- 

MaanuKDtnsH/        _G5  + 

Ma3ri4i:ic  Flux   _Nb* 

InjucNnct....   _tl4nr^'* 


Elsctric  CLrrtnt   .ft* 

Ch4K3i   _coul  + 

P*t4htlal   _kU9- 

Resistance   .k!i¥ 

Cftnductanct   -.  -  - 

CdMcitanct  

Mas  Field  Jti'tnSth.. 

Ma3  FluDC  D«ns!ty  

MaSritic  Flux  

Inductance  


You  can  also  move  the 
cursor  by  typing  the  first" 
letter  of  a  unit. 


6.3_pF 


From  the  Keyboard 


Note:  You  can  type  units  in 
either  uppercase  or 
lowercase  characters. 


If  you  know  the  abbreviation  that  the  TI-89  /  TI-92  Plus  uses  for  a 
particular  constant  or  unit  (refer  to  the  list  that  begins  on  page  89), 
you  can  type  it  directly  from  the  keyboard.  For  example: 

256  m 


The  first  character  must  be  an  underscore  ( _ 
TI-89:  0  [_] 
TI-92  Plus:  [2nd]  M 


).  For_,  press: 


A  space  or  a  multiplication  symbol  (  *  )  before  the  underscore  is 
optional.  For  example,  256_m,  256  _m,  and  256*  _m  are 
equivalent. 

-  However,  if  you  are  adding  units  to  a  variable,  you  must  put  a 
space  or  *  before  the  underscore.  For  example,  x_m  is  treated 
as  a  variable,  not  as  x  with  a  unit. 
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Combining  l\/lultiple 
Units 


Tip:  Create  a  user-defined 
unit  (page  88)  for  frequently 
used  combinations. 


You  may  need  to  combine  two  or  more  units  from  different 
categories. 


For  example,  suppose  you  want 
to  enter  a  velocity  in  meters  per 
second.  In  the  UNITS  dialog 
box,  however,  the  Velocity 
category  does  not  contain  this 
unit. 

You  can  enter  meters  per 
second  by  combining  m  and 

s  from  the  Length  and  Time 
categories,  respectively. 


f  UNITS 

Corishinhs  

L4n3th  

nn^  

Volumt  

_c* 

_fir3* 

_a^^■4■>■ 

_CLP  + 

-d■]^J» 

_nph 

Tirvi*  

H{C4lil'0N4n  

TtroF-tfoturt  

LLiviiri«us  Irit^risit!'... 
'  Hn^unt  or  fjlstonct 

3*9.8j/_s 


■  Combine  the  units  _m 
and  _s.  There  is  no  pre- 
defined m/  s  unit. 


Using  Parentheses 
with  Units  in  a 
Calculation 


In  a  calculation,  you  may  need  to  use  parentheses  (  )  to  group  a  value 
and  its  units  so  that  they  are  evaluated  properly.  This  is  particularly 
true  for  division  problems.  For  example: 


Tip:  If  you  have  any  doubt 
about  tiow  a  value  and  its 
units  will  be  evaluated, 
group  them  within 
parentheses  ( ). 


To  calculate: 


100_m 
2  s 


Enter: 


m 

100_m/(2_s) 

50.-=^ 

^  You  must  use  parentheses  for  (2_s). 
This  is  important  for  division. 

If  you  omit  the  parentheses,  you  wUl  get 
unexpected  units.  For  example: 


100j/2_s 


50 .  -  J  ■_s 


Here's  why  you  get  unexpected  units  if  you  do  not  use  parentheses. 
In  a  calculation,  a  unit  is  treated  similar  to  a  variable.  For  example: 

1 00_m  is  treated  as  1 00*  _m 
and 

2  s  is  treated  as  2*  _s 
Without  parentheses,  the  entry  is  calculated  as: 
1 00*  _m 

100*_m/2*_s  =  *_s  =  50.  •_nT_s 
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Converting  from  One  Unit  to  Another 


You  can  convert  from  one  unit  to  another  in  the  same 
category,  including  any  user-defined  units  (page  88). 


For  All  Units  Except 
Temperature 


Note:  For  a  list  of  pre- 
defined units,  see  page  89. 

Tip:  From  tfie  UNITS  dialog 
box,  you  can  select 
available  units  from  a  menu. 


If  you  use  a  unit  in  a  calculation,  it  is  converted  and  displayed 
automatically  in  the  current  default  unit  for  that  category,  unless  you 
use  the  ►  conversion  operator  as  described  later.  The  following 
examples  assume  that  your  default  units  are  set  to  the  SI  system  of 
metric  units  (page  87). 

To  multiply  20  times 
6  kilometers. 


20*6  km 


Shown  in  the  default  unit  for  - 
Length,  (_m  in  SI  system). 


If  you  want  to  convert  to  a  unit  other  than  the  default,  use  the 
►  conversion  operator. 


expression_unitl  ►  _unit2 
I  


-For    press  [2n3]  [► 


To  convert  4  Ught  years  to 
kilometers: 

4Jtyr  ►  km 

To  convert  186000  miles/second 
to  kUometers/hour: 

1 86000_mi/_s  ►  km/Jir 


4  _ltyr-  » 
186000 ■- 


3.7842lEl3'_kn 
ii_  -kn 
r  _hr 

_kn 


1.B7762E9- 


1 86000-n  i  ^-s  >  -  kn^-hr 


FUHC 


If  an  expression  uses  a  combination  of  units,  you  can  specify  a 
conversion  for  some  of  the  units  only.  Any  units  for  which  you  do  not 
specify  a  conversion  will  be  displayed  according  to  your  defaults. 


To  convert  186000  miles/second 
from  miles  to  kilometers: 

186000_mi/_s  ►_km 

To  convert  186000  miles/second 
from  seconds  to  hours: 

186000_mi/_s>  1/_hr 


Because  a  Time  conversion  is  - 
not  specified,  it  is  shown  in  its 
default  unit  (_s  in  this  example). 


29933S. 

_s 

1.0?762e12 

_n 
_hr 

1 86Q0Q_n  i  .^-s  H  .^-hr 

MHIN               RHEiHLTD  TUNC 

Because  a  Length  conversion  is  - 

not  specified,  it  is  shown  in  its 
default  unit  (_m  in  this  example). 
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To  enter  meters  per  second 
squared: 

27_m/_s'^2 

To  convert  meters  per  second 
squared  from  seconds  to  hours: 

27_m/_s'^2  ►1/_hr"2 


■27'^^  27. 

_N 

27_n/_s-^2 

MHIN               RHEiHLTD  TUNC 

3.4992E3 

_h 

27_n/_s''2H-'_hr-'~2 

MHIN               RHEiHLTD  TUNC 

For  Temperature  To  convert  a  temperature  value,  you  must  use  tmpCnvQ  instead  of 

Values  the  ►  operator. 

tmpCf\v{expression_°tempUnitl ,  _°tempUnit2) 
I  For  °,  press  UnS]  [»]. 


For  example,  to  convert 
100_°C  to  _°F: 

tmpCnv(100_°c,  _°f) 


■  tripCnudSO--" 

212.  _°F 

FUNC  1/3(1 

32 


100 


212 


_°C 
°F 


For  Temperature 
Ranges 

For  A,  press: 
r;-s9:(i]|I][i]  [D] 

77-92  Plus:  End]  G  lU  D 


To  convert  a  temperature  range  (the  difference  between  two 
temperature  values),  use  AtmpCnv(). 

AlmpCm(ea7pi-ession_°tempUnitl,  _°tempUnit2') 


For  example,  to  convert  a 
100_°C  range  to  its  equivalent 
range  in  _°F: 

AtmpCnv(100_°o,_°f) 


at-npCnuaOS  -"C,  _°F) 

180.  ■ 


at-mpCnv  C 1 3B-°  c .  -°  f  J 


i-^100_°C — ►! 
0  100 


32  212 
1-^  180  °F — ► 


_°C 
°F 
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Setting  the  Default  Units  for  Displayed  Results 


All  results  involving  units  are  displayed  in  the  default  unit  for 
that  category.  For  example,  if  the  default  unit  for  Length  is  _m, 
any  length  result  is  displayed  in  meters  (even  if  you  entered 
_km  or  _ft  in  the  calculation). 


If  You're  Using  the 
SI  or  ENG/US 
System 


The  SI  and  ENG/US  systems  of 
measurement  (set  from  Page  3 
of  the  MODE  screen)  use  built- 
in  default  units,  which  you 
cannot  change. 

To  find  the  default  units  for 
these  systems,  refer  to  page  89. 


'  Jnit  SMUm   ^ 

Ldn^ud^t   English  > 


[;E;C=CflHCEL 


If  Unit  System=SI  or  ENG/US,  the- 
Custom  Units  item  is  dimmed. 
You  cannot  set  a  default  for 
individual  categories. 


Setting  Custom 
Defaults 


Note:  You  can  also  use 
setUnitsO  orgetUnitsO  to 

set  or  return  information 
about  defauit  units.  Refer  to 
Appendix  A. 


Tip:  Wlien  the  CUSTOfJI 
UNIT  DEFAULTS  dialog  box 
first  appears,  it  shows  the 
current  default  units. 


To  set  custom  defaults: 


1.  Press  [MODE]  [H]  ®  3  to  set 
Unit  System  =  CUSTOM. 

2.  Press  ©  to  highlight  SET 
DEFAULTS. 

3.  Press  ®  to  display  the 
CUSTOM  UNIT  DEFAULTS 
dialog  box. 

4.  For  each  category,  you  can 
highlight  its  default,  press 
®,  and  select  a  unit  from  the 
list. 


5.  Press  jEMTERj  twice  to  save 
your  changes  and  exit  the 
MODE  screen. 


'  Jnit  SMUm   HiailliJ+ 

Custorvi  units   SET  6EFflLLTS  + 

LdngudSt   English  > 


^  c;Ent6r=;fHJE  > 


[;E;C=CflHCEL 


CU^TDM  UNIT  default; 


EltctKic  CUKKtnC  

Pot4nti4T  

Rtsistonct  

Co[t4ucti][tc«  

CamcitoTict  

Mo3FitlJ  JtK4[^3th. 

Mod  FTux  D«nSlt^■  

Mq3nttic  FTux  

InducConct.. 


_F 

_nF 

HONE 


You  can  also  move  tine  cursor  by- 
typing  tfie  first  letter  of  a  unit. 


What  is  the  NONE 
Default? 


Note:  NONE  Is  not  available 
for  base  categories  such  as 
Length  and  Mass  that  have 
no  components. 


Many  categories  let  you  select  NONE  as  the  default  unit. 


This  means  that  results  in  that 
category  are  displayed  in  the 
default  units  of  its  components. 

For  example.  Area  =  Length  2 ,  so 
Length  is  the  component  of 
Area. 


cu;tum  unit  default; 


L4n;th.... 

nrto  

Volurit... 

Tiroft  

Vtlociti'. 

Moss  

FOKCt  

En4K3^■... 


If  the  defaults  are  Area  =  _acre  and  Length 
results  are  shown  with  acre  units. 


m  (meters),  area 
If  you  set  Area  =  NONE,  area  results  are  shown  with  units. 
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Creating  Your  Own  User-Defined  Units 


In  any  category,  you  can  expand  the  list  of  available  units  by 
defining  a  new  unit  in  terms  of  one  or  more  pre-defined  units. 
You  can  also  use  "standalone"  units. 


Why  Use  Your  Own 
Units? 


Note:  If  you  create  a  user- 
defined  unit  for  an  existing 
category,  you  can  seiect  it 
from  ttie  UNITS  dialog  box 
menu.  But  you  cannot  use 
IMODEI  to  select  ttie  unit  as  a 
default  for  displayed  results. 


Some  example  reasons  to  create  a  unit  are: 

•  You  want  to  enter  length  values  in  dekameters.  Define  10_m  as  a 
new  unit  named  _dm. 

•  Instead  of  entering  _m/_s^  as  an  acceleration  unit,  you  define  that 
combination  of  units  as  a  single  unit  named  _ms2. 

•  You  want  to  calculate  how  many  times  someone  blinks.  You  can 
use  _blinks  as  a  valid  unit  without  defining  it.  This  "standalone" 
unit  is  treated  similar  to  a  variable  that  is  not  defined.  For 
instance,  3_blinks  is  treated  the  same  as  3a. 


Rules  for  User- 
Defined  Unit  Names 


The  naming  rules  for  units  are  similar  to  variables. 

•  Can  have  up  to  8  characters. 

First  character  must  be  an  underscore.  For  _,  press: 
TI-89:  0  [_] 
TI-92  Plus:  \M\  [-] 

Second  character  can  be  any  valid  variable  name  character 
except  _  or  a  digit.  For  example,  _9f  is  not  valid. 

•  Remaining  characters  (up  to  6)  can  be  any  valid  variable  name 
character  except  an  underscore. 


Defining  a  Unit  Define  a  unit  the  same  way  you  store  to  a  variable. 

definition  ^  _newUnit 

I  For  >,  press  [STi>|. 


Note:  User-defined  units  are 
displayed  in  lowercase 
characters,  regardless  of  the 
case  you  use  to  define 
them. 

Note:  User-defined  units 
such  as_dm  are  stored  as 
variables.  You  can  delete 
them  the  same  as  you 
would  any  variable. 


For  example,  to  define  a 
dekameter  unit: 

10_m  ^_dm 

To  define  an  acceleration  unit: 

_m/_s''2  ^_ms2 


To  calculate  195  blinks  in  5 
minutes  as  bUnks/  min: 


195_blinks/(5_min) 


TTe   I  fT 

Ut\  \ 

■  1Q_N-*  _dM 

lQ_rvi 

■  _ris2 

_N 

_s2 

■  4 ■ 6 ■ _NS2 

24. 

_N 

4+6_hs2 

3/3(1 

Assuming  unit  defaults  for  Lengtfi- 
and  Time  are  set  to  _m  and  _s. 


^  195_blinks 

5 ■ _hin 

-blinks 

195_blinks^(:5_ 

MAIN  RHEiHLTD 

FUNC  1/3(1 

Assuming  unit  default  for- 
Time  is  set  to  s. 
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List  of  Pre-Defined  Constants  and  Units 


This  section  lists  the  pre-defined  constants  and  units  by 
category.  You  can  select  any  of  these  from  the  UNITS  dialog 
box.  If  you  use  Imodei  to  set  default  units,  note  that  categories 
with  only  one  defined  unit  are  not  listed. 


Defaults  for  SI  and        The  si  and  ENG/US  systems  of  measurement  use  built-in  default 
ENG/US  units.  In  this  section,  the  built-in  defaults  are  indicated  by  (SI)  and 

(ENG/US).  In  some  categories,  both  systems  use  the  same  default. 

For  a  description  of  the  NONE  default,  refer  to  page  87.  Notice  that 
some  categories  do  not  have  default  units. 


Constants 


Wofe:  The  TI-89  /  TI-92  Plus 
simplifies  unit  expressions 
and  displays  results 
according  to  your  default 
units.  Ttierefore,  constant 
values  displayed  on  your 
screen  may  appear  different 
from  the  values  in  this  table. 


Tip:  For  Greek  characters, 
refer  to  Shortcut  Keys 
(inside  front  and  back 
covers). 


_c  speed  of  light  2.99792458E8_ni/_s 

_Cc  coulomb  constant  8.9875517873682E9_N-_m2/_coul2 

_g  acceleration  of  gravity  9.80665_m/_s^ 

_Gc  gravitational  constant  6.67259E "  ll_m^/_kg/_s^ 

_h  Planck's  constant  6.6260755E  "  34_J  ■  _s 

_k  Boltzmann's  constant  1.380658E "  23_J/_°K 

_Me  electron  rest  mass  9.1093897E  "  31_kg 

_Mn  neutron  rest  mass  1.6749286E  "  27_kg 

_Mp  proton  rest  mass  1.6726231E-2  7_kg 

_Na  Avogadro's  number  6.0221367E23  /_mol 

_q  electron  charge  1.60217733E  "  19_coul 

_Rb  Bohr  radius  5.29177249E  "  1  l_m 

_Rc  molar  gas  constant  8.31451_J/_mol/_°K 

_Rdb  Rydberg  constant  10973731.53413  /_m 

_Vm  molar  volume  2.241409E "  2_mV_mol 

_eO  permittivity  of  a  vacuum  8.8541878176204E "  12_F/_m 

_a  Stefan-Boltzmann  constant ..  5.6705119E  "  8_W/_m2/_°K* 

_(|)0  magnetic  flux  quantum  2.0678346161E  "  15_Wb 

_H0  permeability  of  a  vacuum ....  1.2566370614359E "  G.N/.A^ 

_Hb  Bohr  magneton  9.2740154E  "  24_J  •  _rc?IJNh 


Length 


_Ang  angstrom 

_au  astronomical  unit 

_cm  centimeter 

_fath  fathom 

_fm  fermi 

_ft  foot  (ENG/US) 

_in  inch 

_km  kilometer 

_ltyr  light  year 

_m  meter  (SI) 


_mi  mUe 

_mil  1/1000  inch 

_mm  millimeter 

_Nmi  nautical  mile 

_pc  parsec 

_rod  rod 

_yd  yard 

_\y  micron 

_A  angstrom 


Area 


_acre  acre 

ha  hectare 


NONE  (SI)  (ENG/US) 
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Volume 


Time 


Velocity 

Acceleration 
Temperature 

Luminous  Intensity 


Amount  of 
Substance 

Mass 


_cup  cup 

_floz  fluid  oimce 

_flozUK ..  British  fluid  ounce 

_gal  gallon 

_galUK....  British  gallon 
1  liter 


_ml  milliliter 

_pt  pint 

_qt  quart 

_tbsp  tablespoon 

_tsp  teaspoon 

NONE  (SI)  (ENG/US) 


-day  

...day 

s  

second  (SI)  (ENG/US) 

hr 

hour 

week 

week 

min 

minute 

_yr  

year 

ms 

millisecond 

-^is  

microsecond 

ns 

nanosecond 

knot 

knot 

mph 

...  miles  per  hour 

kph 

kilometers  per  hour 

NONE  (SI)  (ENG/US) 

no  pre-defined  units 

_°C  "Celsius 

For  °,  press  [2nd]  [°] . 
_°F  "Fahrenheit 

_cd  candela 

(no  default) 

_mol  mole 

(no  default) 

_amu  atomic  mass  unit 

_gm  gram 

_kg  kilogram  (SI) 

_lb  pound  (ENG/US) 

_mg  milligram 

mton  metric  ton 


_°K  "Kelvin 

_°R  "Rankine 

(no  default) 


_oz  ounce 

_slug  slug 

Jon  ton 

_torme  ....metric  ton 
_tonUK . . .  long  ton 


Force 


Energy 


Power 


_dyne  dyne 

_kgf  kilogram  force 

_lbf  pound  force  (ENG/US) 

_Btu  British  thermal  unit 

(ENG/US) 

_cal  calorie 

_erg  erg 

_eV  electron  volt 

_hp  horsepower  (ENG/US) 

kW  kilowatt 


_N  newton  (SI) 

_tonf  ton  force 

_ftlb  foot-pound 

_J  joule  (SI) 

_kcal  kilocalorie 

_kWh  kilowatt-hour 

_latm  liter-atmosphere 

_W  watt  (SI) 
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Pressure  _atm  atmosphere 

_bar  bar 

_mH20 ...  inches  of  water 

_mHg  hiches  of  mercury 

_mmH20..  milUmeters  of  water 


.mmHg...milhmeters  of  mecury 

.Pa  pascal  (Si) 

.psi  pomids  per  square 

inch  (ENG/US) 
.torr  millimeters  of  mecury 


Viscosity,  Kinematic    _st  stokes 


Viscosity,  Dynamic 
Frequency 


.P  poise 

.GHz  gigahertz 

.Hz  hertz  (SI)  (ENG/US) 


Electric  Current 
Charge 


Conductance 
Capacitance 

Mag  Field  Strength 
Mag  Flux  Density 
Magnetic  Flux 
Inductance 


.A  ampere  (SI)  (ENG/US) 

.kA  kiloampere 

.mA  milliampere 

.coul  coulomb  (SI)  (ENG/US) 


_mho  mho  (ENG/US) 

_mmho ... mUlimho 

_F  farad  (SI)  (ENG/US) 

_nF  nanofarad 

_pF  picofarad 

_Oe  oersted 

_Gs  gauss 

_Wb  weber  (SI)  (ENG/US) 

_henry  ....henry  (SI)  (ENG/US) 

_mH  millihenry 

_nH  nanohenry 


.kHz  kilohertz 

.MHz  megahertz 

.|aA  microampere 


_V  volt  (SI)  (ENG/US) 

_volt  volt 

_MQ.  megaohm 

_ohm  ohm 

_a  ohm  (SI)  (ENG/US) 

_siemens..  Siemens  (SI) 
_Hmho  ....micromho 

_\iF  microfarad 


NONE  (SI)  (ENG/US) 

_T  tesla(SI)  (ENG/US) 


[iR  microhenry 


Potential  _kv  kiiovoit 

_mV  millivolt 

Resistance  _ki2  kilo  ohm 
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Additional  Home  Screen  Topics 


Saving  the  Home  Screen  Entries  as  a  Text  Editor  Script  94 

Cutting,  Copying,  and  Pasting  Information  95 

Creating  and  Evaluating  User-Defined  Functions  97 

Using  Folders  to  Store  Independent  Sets  of  Variables  

If  an  Entry  or  Answer  Is  "Too  Big"  


100 


103 


To  help  you  get  started  using  the  TI-89  /  TI-92  Plus  as  quickly  as 
possible.  Chapter  2  described  the  basic  operations  of  the  Home 
screen. 

This  chapter  describes  additional  operations  that  can  help  you 
use  the  Home  screen  more  effectively. 


dUBr  F2-  Tf;.|  fh- T  fe  T  re-  T  1 

|]S3A1?4br4|C4lc|Dth4r|prdi^lD|ci44n  Up|  | 

i:Saue'Copy  Rs. . . 

rbTuopy 
6: Paste 

7:  Delete  <■ 
1  S4-Clear  Hone 

^Brax'-4-3x'-3-6x'"2+8x 

MHIN                RHP  HUTD           FUNC  (i/^O 

Because  this  chapter  consists  of  various  stand-alone  topics,  it 
does  not  start  with  a  "preview"  example. 
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Saving  the  Home  Screen  Entries  as  a  Text  Editor  Script 


To  save  all  the  entries  In  the  history  area,  you  can  save  the 
Home  screen  to  a  text  variable.  When  you  want  to  reexecute 
those  entries,  use  the  Text  Editor  to  open  the  variable  as  a 
command  script. 


Saving  the  Entries 
in  the  hHistory  Area 


Note:  Only  the  entries  are 
saved,  not  the  answers. 


Note:  For  information  about 
folders,  refer  to  page  100. 


From  the  Home  screen: 

1.  Press  [fT]  and  select  2:Save  Copy  As. 


2.  Specify  a  folder  and  text  variable 
that  you  want  to  use  to  store  the 
entries. 


4:  Cut 

5:  Copy 
6:  Paste 

7:  Delete 

84-Clear  Hone 

;fivE  CDFV  fi; 


varioblt;  I 


Item 


Description 


Type  Automatically  set  as  Text  and  cannot  be  changed. 

Folder         Shows  the  folder  in  which  the  text  variable  wiU  be 

stored.  To  use  a  different  folder,  press  ©  to  display  a 
menu  of  existing  folders.  Then  select  a  folder. 

Variable       Type  a  valid,  unused  variable  name. 


3.  Press  jEMTERj  (after  typing  in  an  input  box  such  as  Variable,  press 
lEMTERI  twice). 


Restoring  the  Saved 
Entries 


Note:  For  complete 
information  on  using  the 
Text  Editor  and  executing  a 
command  script,  refer  to 
Chapter  18. 


Because  the  entries  are  stored  in  a  script  format,  you  cannot  restore 
them  from  the  Home  screen.  (On  the  Home  screen's  [FT)  toolbar 
menu,  1  :Open  is  not  available.)  Instead: 

1.  Use  the  Text  Editor  to  open  the  variable  containing  the  saved 
Home  screen  entries. 

The  saved  entries  are  listed  as  a  series  of  command  lines  that  you 
can  execute  individually,  in  any  order. 


Starting  with  the  cursor  on 
the  first  Une  of  the  script, 
press  [F4]  repeatedly  to 
execute  the  commands  line 
by  line. 

Display  the  restored  Home 
screen. 


L:x"j-i:*x"i:+x-i 
C:zeros<f(x5,x> 
C:c!<:f(x5,x>+df(x> 
C:zeros<df(x),x5 


Ai|EitcuhJFind...I 


This  split  screen  shows  the  Text  Editor 
(with  the  command  line  script)  and  the 
restored  Home  screen. 


94     Chapter  5:  Additional  Home  Screen  Topics 


Cutting,  Copying,  and  Pasting  Information 


Cut,  copy,  and  paste  operations  let  you  move  or  copy 
information  wittiin  the  same  application  or  between  different 
applications.  Thiese  operations  use  the  TI-89  /  TI-92  Plus's 
clipboard,  which  is  an  area  in  memory  that  serves  as  a 
temporary  storage  location. 


Auto-paste  vs.  Auto-paste,  described  in  Chapter  2,  is  a  quick  way  to  copy  an  entry  or 

Cut/Copy/Paste  answer  in  tl\e  history  area  and  paste  it  to  the  entry  Une. 

1.  Use  ©  and  ©  to  highlight  the  item  in  the  history  area. 

2.  Press  I  ENTER  I  to  auto-paste  that  item  to  the  entry  line. 

To  copy  or  move  information  in  the  entry  line,  you  must  use  a  cut, 
copy,  or  paste  operation.  (You  can  perform  a  copy  operation  in  the 
history  area,  but  not  a  cut  or  paste.) 


Cutting  or  Copying 
Information  to  tlie 
Clipboard 


Tip:  You  can  cut,  copy  or 
paste  without  having  to  use 
the  [m]  toolbar  menu.  Press: 
TI-89: 

B  [cut]  ,  0  [COPY],  or  g  [paste] 

TI-92  Plus: 

[T]  X,  [T]  C,  or  [T]  V 


Note:  When  you  cut  or  copy 
information,  it  replaces  the 
clipboard's  previous 
contents,  if  any. 


When  you  cut  or  copy  information,  that  information  is  placed  in  the 
clipboard.  However,  cutting  deletes  the  information  from  its  current 
location  (used  to  move  information)  and  copying  leaves  the 
information. 

1.  Highlight  the  characters  that  you  want  to  cut  or  copy. 

In  the  entry  line,  move  the  cursor  to  either  side  of  the  characters. 
Hold  [7]  and  press  ®  or  ©  to  highlight  characters  to  the  left  or 
right  of  the  cursor,  respectively. 

2.  Press  [fT]  and  select  4:Cut  or  5:Copy. 


Clipboard  =  (empty  or  the  previous  contents) 


2:Saue'Copy  fls. . . 

6: Paste 
7:Delete 
1  84-Clear  Hohe 

s  □  1  u  9  ^  EstE  Basw 

=Q,... 

/ 

\ 

After  cut 
/ 


After  copy 
\ 


MAIN  ktib  AUTD  TUNC  d^lil 

Clipboard  =  x"4-  3x^3-  6x"2+8x 


RAD  AUTD  FJHC 

Clipboard  =  x"4-  3x"3-  6x"2+Sx 


Cutting  is  not  the  same  as  deleting.  When  you  delete  information,  it  is 
not  placed  in  the  clipboard  and  cannot  be  retrieved. 
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Pasting  Information      A  paste  operation  inserts  tl\e  contents  of  tl\e  clipboard  at  tl\e  current 
from  tlie  Clipboard        cursor  location  on  the  entry  line.  This  does  not  change  the  contents 
of  the  clipboard. 

1.  Position  the  cursor  where  you  want  to  paste  the  irrformation. 

2.  Press  [FT]  and  select  6:Paste,  or  use  the  key  shortcut: 
TI-89:  H  [PASTE] 

TI-92  Plus:  [±]  V 


Example:  Copying 
and  Pasting 


Tip:  You  can  also  reuse  an 
expression  by  creating  a 
user-defined  function.  Refer 
to  page  97. 


Tip:  By  copying  and 
pasting,  you  can  easily 
transfer  information  from 
one  application  to  anotfier 


Suppose  you  want  to  reuse  an  expression  without  retyping  it  each 
time. 

1.  Copy  the  applicable  information. 

a.  Use  [Tj  ®  or  [T]  ®  to  highlight  the  ^QiijecB  

expression. 

b.  Press: 
TI-89:  [l]  [COPY] 
TI-92  Plus:  \J]  C 


c.  For  this  example,  press  I  ENTER  I  to  evaluate  the  entry. 
2.  Paste  the  copied  information  into  a  new  entry. 

a.  Press  [F3]  1  to  select  the  d  differentiate  function. 

b.  Press: 
TI-89:  [l]  [PASTE] 
TI-92  Plus:  {±\  V 

to  paste  the  copied  expression. 

c.  Complete  the  new  entry,  and 
press  lENTERI. 


x  =  4Qrx=l  □rx  =  QQr  ► 


li  ( x''4-3x-'3-6x''2+Sx 


x  =  4or-x  =  l  or-x  =  Qor-  K 
._if„4_^.„3_£.„2 

dx 

3_a.„2 


-  3  x^  -  +  S-x, 

4  x-^  -  9  x^  -  12  X  +  S 


li  ( x''4-3x-'3-6x''2+Sx . 


3.  Paste  the  copied  information  into  a  different  application. 

a.  Press  I*]  [Y=]  to  display  the  Y=  Editor. 

b.  Press  I  ENTER  I  to  define  y1  (x). 


c.  Press: 

TI-89:  I*]  [PASTE] 
TI-92  Plus:  {±\  V 

to  paste. 


d.  Press  lENTERI  to  save  the  new 
definition. 


M  Kx  J  -x''4-3x-'3-6x''2+Sx 
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Creating  and  Evaluating  User-Defined  Functions 


User-defined  functions  can  be  a  great  time-saver  when  you 
need  to  repeat  the  same  expression  (but  with  different  values) 
multiple  times.  User-defined  functions  can  also  extend  your 
Tl-89  /  Tl-92  Plus's  capabilities  beyond  the  built-in  functions. 


Format  of  a 
Function 


Note:  Function  names 
follow  the  same  rules  as 
variable  names.  Refer  to 
"Storing  and  Recalling 
Variable  Values"  in 
Chapter  2. 


Creating  a  User- 
Defined  Function 


The  following  examples  show  user-defined  functions  with  one 
argument  and  two  arguments.  You  can  use  as  many  arguments  as 
necessary.  In  these  examples,  the  definition  consists  of  a  single 
expression  (or  statement). 


cube ( X )  =  x^ 

I —  Definition 

I  Argument  list 

—  Function  name 


xroot(x,y)  =  y" 

I —  Definition 
Argument  list 
Function  name 


L 


When  defining  functions  and  programs,  use  unique  names  for 
arguments  that  will  not  be  used  in  the  arguments  for  a  subsequent 
function  or  program  call. 

In  the  argument  Ust,  be  sure  to  use  the  same  arguments  that  are  used 
in  the  definition.  For  example,  cube(n)  =  x3  gives  unexpected  results 
when  you  evaluate  the  function. 

Arguments  (x  and  y  in  these  examples)  are  placeholders  that 
represent  whatever  values  you  pass  to  the  function.  They  do  not 
represent  the  variables  x  and  y  unless  you  specifically  pass  x  and  y  as 
the  arguments  when  you  evaluate  the  function. 

Use  one  of  the  following  methods. 

Method  Description 


[STOil 


store  an  expression  to  a  function  name 
(including  the  argument  list). 


Done 

■  y  ^     xrootCx ,  y) 

Done 

MHIN               F:H[i  HLTD  TUNC 

Define  command    Define  a  function  name  (including  the  argument 
list)  as  an  expression. 


Define  cube(x;)  =x-^ 
Define  xroot(x,y>= 


Define  xrooi^Mn '-i>=n^n^x> 


Program  Editor 


Refer  to  Chapter  17  for  information  on  creating  a 
user-defined  function. 
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Creating  a  Multi- 
Statement  Function 

Note:  For  information  about 
similarities  and  differences 
between  functions  and 
programs,  refer  to 
Ctiapter  17. 


You  can  also  create  a  user-defined  function  whose  definition  consists 
of  multiple  statements.  Tl\e  definition  can  include  many  of  the 
control  and  decision-making  structures  (If,  Elself,  Return,  etc.)  used 
in  programming. 

For  example,  suppose  you  want  to  create  a  function  that  sums  a 
series  of  reciprocals  based  on  an  entered  integer  (n): 


1 

n-1 


Variables  not  in  the 
argument  list  must  be 
declared  as  local. 

Returns  a  message  - 
if  nn  is  not  an 
integer  or  if  nn<0. 

Sums  the  reciprocals. 
Returns  the  sum.   


When  creating  the  definition  of  a  multi-statement  function,  it  may  be 
helpful  to  visuaUze  it  first  in  a  block  form. 

Func   


Local  tenip,i 

If  fPart(nn)?iO  or  nn<0 

Return  "bad  argument" 
0-»  temp 

For  i ,nn  ,1 , "  1 

apprcx(tenip-H/i  )^temp 
EndFcr 
Return  temp 

EndFunc   


Func  and  EndFunc 

-must  begin  and  end  the 
function. 

For  information  about 
the  individual 
statements,  refer  to 
Appendix  A. 


When  entering  a  multi-statement  function  on  the  Home  screen,  you 
must  enter  the  entire  function  on  a  single  line.  Use  the  Define 
command  just  as  you  would  for  a  single-statement  function. 


Use  argument  names  that  will  never  be  used 
when  calling  the  function  or  program. 


Use  a  colon  to  separate  each  statement. 


Define  sumreci p( nn )=Func : Local  temp.i: 


: EndFunc 


Tip:  It's  easier  to  create  a 
complicated  multi-statement 
function  in  the  Program 
Editor  ttian  on  ttie  l-lome 
screen.  Refer  to  Ctiapter  1 7. 


On  the  Home  screen: 


Enter  a  multi-statement  - 
function  on  one  line.  Be 
sure  to  include  colons. 


Multi-statement  functions 
show  as  "Func". 


■Define  sunrecip<nn>=Func 
Done 


Define  £UNr-ecip^nn)=Func: 


Evaluating  a 
Function 


■  x™t^C3,  125)  5 
■3  +  x  :   125 -»y  :  xrooUx,K 

5 

■  3xrooW3,  125J  15 

■  sunrecip(;2Gl 

 £unrecip(2Q> 

£unrecip<2Q>  

mm  FiflPHLTD  FUNC  ?^2<f 


You  can  use  a  user-defined  function  just  as  you  would  any  other 
function.  Evaluate  it  by  itself  or  include  it  in  another  expression. 
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Displaying  and 
Editing  a  Function 
Definition 


To: 


Do  this: 


Display  a  list  of  all 
user-defined  functions 


Press  [2nd]  [VAR-LINK]  to  display  the  VAR-LINK 
screen.  You  may  need  to  use  the  \f2\  View 
toolbar  menu  to  specify  the  Function 
variable  type.  (Refer  to  Chapter  21.) 


Note:  You  can  view  a  user- 
defined  function  in  the 
CATALOG  dialog  box,  but 
you  cannot  use  the 
CATALOG  to  view  or  edit  its 
definition. 


Display  a  list  of  Flash 
application  functions 

Display  the  definition 
of  a  user-defined 
function 


Press: 

TI-89: 1  CATALOG  I  [F4] 

TI-92  Plus:  [2nd]  [CATALOG]  [F4] 

Press: 

TI-89: 1  CATALOG  I  [F3] 

TI-92  Plus:  [2nd]  [CATALOG]  [£3] 

From  the  VAR-LINK  screen,  highlight  the 
function  and  display  the  Contents  menu. 
TI-89:  [2nd]  [F6] 
TI-92  Plus:  M 


From  the  Home  screen,  press  |2nd|  [RCL]. 
Type  the  function  name  but  not  the 
argument  list  (such  as  xroot),  and  press 
I  ENTER  I  twice. 


From  the  Program  Editor,  open  the 
function.  (Refer  to  Chapter  17.) 

Edit  the  definition         From  the  Home  screen,  use  1 2nd  I  [RCL]  to 

display  the  definition.  Edit  the  definition  as 
necessary.  Then  use  jSTO^j  or  Define  to  save 
the  new  definition. 


From  the  Program  Editor,  open  the 
function,  edit  it,  and  save  your  changes. 
(Refer  to  Chapter  17.) 
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Using  Folders  to  Store  Independent  Sets  of  Variables 


The  Tl-89  /  Tl-92  Plus  has  one  built-in  folder  named  MAIN,  and 
all  variables  are  stored  in  that  folder.  By  creating  additional 
folders,  you  can  store  independent  sets  of  user-defined 
variables  (including  user-defined  functions). 


Folders  and 
Variables 


Folders  give  you  a  convenient  way  to  manage  variables  by  organizing 
them  into  related  groups.  For  example,  you  can  create  separate 
folders  for  different  TI~89  /  TI-92  Plus  applications  (Math,  Text  Editor, 
etc.)  or  classes. 


■    You  can  store  a  user- 
defined  variable  in  any 
existing  folder. 

•    A  system  variable  or  a 
variable  with  a  reserved 
name,  however,  can  be 
stored  in  the  MAIN  folder 
only. 

The  user-defined  variables  in 
one  folder  are  independent  of 
the  variables  in  any  other 
folder. 


Example  of  variables  that 
can  be  stored  in  MAIN  only 

Window  variables 

(xmin,  xmax,  etc.) 
Table  setup  variables 

(TbIStart,  ATbl,  etc.) 
Y=  Editor  functions 

(y1(x),etc.) 


Therefore,  folders  can  store  separate  sets  of  variables  with  the  same 
names  but  different  values. 


Note:  User-defined 
variables  are  stored  in  the 
"current  folder"  unless  you 
specify  otherwise.  Refer  to 
"Using  Variables  in  Different 
Folders"  on  page  102. 


■  1+3 

■  2  +  b 

■  3  +  c 


+     +  X  ■>  mx'j 


r 


Name  of  current  folder 


You  cannot  create  a  folder 
within  another  folder. 


Variables 


MAIN 

System  variables 
User-defined 
a=1,  b=2, 0=3 
f(x)=x^+x^+x 


ALG102 

User-defined 
b=5,  0=1 00 
f(x)=sin(x)+oos(x) 


User-defined 
a=3,  b=1,  0=2 
f{x)=x2+6 


MATH 

User-defined 
a=42,  0=6 
f(x)=3x2+4x+25 


The  system  variables  in  the  MAIN  folder  are  always  directly 
accessible,  regardless  of  the  current  folder. 
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Creating  a  Folder 
from  the  Home 
Screen 


Enter  the  NewFold  command. 
NewFold  J'olderName 


Folder  name  to  create.  This  new  folder  is  set 
automatically  as  the  current  folder. 


Creating  a  Folder 
from  the  VAR-LINK 
Screen 


Setting  the  Current 
Folder  from  the 
Home  Screen 


The  VAR-LINK  screen,  which  is  described  in  Chapter  21,  lists  the 
existing  variables  and  folders. 

1.  Press  [2nd]  [VAR-LINKI. 

2.  Press  [£1]  Manage  and  select 
5:Create  Folder. 

3.  Type  a  unique  folder  name  up  to 
eight  characters,  and  press 
lENTERI  twice. 


CREHTE  HEN  FDLPER 


^  <Erittr;fDK__>  ^E£C=CflMCE^^ 


After  you  create  a  new  folder  from  VAR-LINK,  that  folder  is  not 
automatically  set  as  the  current  folder. 

Enter  the  setFold  function. 
setFold  ifolderName) 

I —  setFold  is  a  function,  which  requires  you  to 
enclose  the  folder  name  in  parentheses. 

When  you  execute  setFold,  it  returns  the  name  of  the  folder  that  was 
previously  set  as  the  current  folder. 


Setting  the  Current 
Folder  from  the 
MODE  Dialog  Box 


Tip:  To  cancel  the  menu  or 
exit  the  dialog  box  without 
saving  any  changes,  press 


To  use  the  MODE  dialog  box: 


1.  Press  [MODE]. 

2.  Highlight  the  Current 
Folder  setting. 

3.  Press  ©  to  display  a 
menu  of  existing 
folders. 

4.  Select  the  applicable 
folder.  Either: 


\F131  i.\Fl3l  llFlJl  ;  I 

Gf-fl^r   Fl 

CLrrtrt  Foldtr  

Display  [ii3its  

flr3l4  

E:<F4n4ntia1  FOFnot 

Cor^pUxForr^at  

V4Ct^K  F^FNat  

PFittF  PFirit  


4:  Nath 


Highlight  the  folder  name  and  press  [ENTER]. 
—  or  — 

Press  the  corresponding  number  or  letter  for  that  folder. 


5.  Press  I  ENTER  I  to  save  your  changes  and  close  the  dialog  box. 
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Using  Variables  in 
Different  Folders 


Note:  This  example 
assumes  that  you  have 
already  created  a  folder 
named  MATH. 


You  can  access  a  user-defined  variable  or  function  ttiat  is  not  in  tl\e 
current  folder.  Specify  the  complete  pathname  instead  of  only  the 
variable  name. 

A  pathname  has  the  form: 

folderName\variableName 
—  or  — 

folderName\functionName 
For  example: 


If  Current  Folder  =  MAIN 


1  +  a 

x"^  +  +  X  fCx) 
42  -»  piat-hva 

^.„2 


1 

Done 
42 

+  4-x  +  25  ■»  nat-hvf(x) 

Done 


3*x''2+4*x<-25-»piaih\f  tlx? 


■4-a 

4 

■  4'nath^a 

168 

■f(5) 

155 

■  nalhsFCSJ 

120 

nath\r<5> 

Folders 


a=1 

f(x)=x^+x2+x 


a=42 

f(x)=3x2+4x+25 


Note:  For  information  about 
the  VAR-LINK  screen,  refer 
to  Chapter  21. 


To  see  a  list  of  existing  folders  and  variables,  press  |2nd|  [VAR-LINK].  On 
the  VAR-LINK  screen,  you  can  highlight  a  variable  and  press  |EI\ITER|  to 
paste  that  variable  name  to  the  Home  screen's  entry  line.  If  you  paste 
a  variable  name  that  is  not  in  the  current  folder,  the  pathname 
(JolderNamewanableName)  is  pasted. 


Deleting  a  Folder 
from  the  Home 
Screen 


Note:  You  cannot  delete  the 
MAIN  folder. 


Before  deleting  a  folder,  you  must  delete  aU  the  variables  stored  in 
that  folder. 

•  To  delete  a  variable,  enter  the  DelVar  command. 

DelVar  varl  [,  var2]  [,  var3] ... 

•  To  delete  an  empty  folder,  enter  the  DelFold  command. 

DelFold  folderl  [,folder2]  [JolderS] ... 


Deleting  a  Folder 
from  ttie  VAR-LINK 
Screen 


VAR-LINK  lets  you  delete  a  folder  and  its  variables  at  the  same  time. 
Refer  to  Chapter  21. 

1.  Press  [2nH]  [VAR-LINK]. 

2.  Select  the  item(s)  to  delete  and  press  [Fl]  1  or  Q-  (If  you  use  |£4] 
to  select  a  folder,  its  variables  are  selected  automatically.) 

3.  Press  I  ENTER  I  to  confirm  the  deletion. 
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If  an  Entry  or  Answer  Is  "Too  Big" 


In  some  cases,  an  entry  or  answer  may  be  "too  long"  and/or 
"too  tall"  to  be  displayed  completely  in  the  history  area.  In  other 
cases,  the  Tl-89  /  Ti-92  Plus  may  not  be  able  to  display  an 
answer  because  there  is  not  enough  free  memory. 


If  an  Entry  or 
Answer  Is 
"Too  Long" 


Move  the  cursor  into  the  history  area,  and  highhght  the  entry  or 
answer.  Then  use  the  cursor  pad  to  scroll.  For  example: 

•    The  following  shows  an  answer  that  is  too  long  for  one  Une. 


Press  ® 
or  [2n3]  ® 
to  scroll 
left. 


x''<-14-x^  +  S4x^  +  28S-x'> 


expand  <:  <x+2>  ^7  > 


■  Press  ® 

or  laai  (>) 

to  scroll 
right. 


•    The  following  shows  an  answer  that  is  both  too  long  and  too  tall 

to  be  displayed  on  the  screen. 

I —  Tl-89:  Press  ©  or  [T|  ©  to  scroll  up. 

TI-92  Plus:  Press  O  or  (S]  O  to  scroll  up 


Note:  This  example  uses  Press  ® 

fhe  randWIat /uncf/on  to  orgs]® 
generate  a  25x25  matrix.  jo  scroll 


Tc.0l5|^:^.■^l^^':|::  .:  :^|i^r:-. :  |Fr3niin|:"-:      \\:  \  \ 

;    9      -6    B     8     4  3 
2     2      -2    -8    -S  2 
^;    -2    -S    6     8     3     7  ► 
;    9      -9    4      -2    2  -4 
■    -4    B     2     5  -2-7 

r-andNat^25,  25  > 

MHIN               nfiD  HJTD  FJNC 

'  1 

Tl-89:  Press  [T]  ©  to  scroll  down. 
TI-92  Plus:  Press  (5]  O  to  scroll  down 


If  There  Is  not  A  «...» symbol  is  displayed  when  the  TI~89/ ti-92  Plus  does  not  have 

Enough  Memory  enough  free  memory  to  display  the  answer. 

For  example; 


Note:  This  example  uses 
the  seq  function  to  generate 
a  sequential  list  of  Integers 
from  1  to  2500. 

When  you  see  the  «...»  symbol,  the  answer  cannot  be  displayed 
even  if  you  highlight  it  and  try  to  scroll. 

In  general,  you  can  try  to; 

•  Free  up  additional  memory  by  deleting  unneeded  variables  and/or 
Flash  applications.  Use  1 2nd  I  [VAR-LINK]  as  described  in  Chapter  21. 

•  If  possible,  break  the  problem  into  smaller  parts  that  can  be 
calculated  and  displayed  with  less  memory. 


■  seq(n,  n,  1  ,  25QQ> 

MHIN               FiHEiHLTD  TUNC 

Chapter  5:  Additional  Home  Screen  Topics  103 


104     Chapter  5:  Additional  Home  Screen  Topics 


Basic  Function  Grapliing 


6 


Preview  of  Basic  Function  Graplung  

Overview  of  Steps  in  Graphing  Functions  

Setting  ttie  Grapii  Mode  

Defining  Functions  for  Graplung  

Selecting  Functions  to  Graph  

Setting  the  Display  Style  for  a  Function  

Defining  the  Viewing  Window  

Changing  the  Graph  Format  

Graphing  the  Selected  Functions  

Displaying  Coordinates  with  the  Free-Moving  Cursor 

Tracing  a  Function  

Using  Zooms  to  Explore  a  Graph  , 

Using  Math  Tools  to  Analyze  Functions  


106 
107 
108 
109 
111 
112 
113 
114 
115 
116 
117 
119 
122 


This  chapter  describes  the  steps  used  to  display  and  explore  a 
graph.  Before  using  this  chapter,  you  should  be  familiar  with 
Chapter  2. 


■PLDTS_ 
v'yl  = 

■^^^ 
y4= 

y5= 

y|= 

y7= 


•:ll<.x'>  =  l  .25*x*cos<'-.x') 


y=  Editor  shows 
an  algebraic 
representation. 


Graph  screen 
shows  a  graphic 
representation. 


f  Fl-lf  FE-lf  F5    1     FH      If  FE-lf  FS-lfF?^ff::1 
|To^1s|Zoorv||Th'ac«|R4Gh'OF-h|M4th|Dh'a^^■|P«n|'C  | 

MHIN                RHP  HUT 

FUNC 

Although  this  chapter  describes  how  to  graph  y(x)  functions,  the 
basic  steps  apply  to  all  graphing  modes.  Later  chapters  give 
specific  information  about  the  other  graphing  modes. 
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Preview  of  Basic  Function  Grapliing 


Graph  a  circle  of  radius  5,  centered  on  tlie  origin  of  the  coordinate  system.  View  the  circle 
using  the  standard  viewing  window  (ZoomStd).  Then  use  ZoomSqr  to  adjust  the  viewing 
window. 


Steps 


i 
TI-89 
Keystrokes 


m 

TI-92  Plus 
Keystrokes 


Display 


1.  Display  the  MODE  dialog  box. 
For  Graph  mode,  select 
FUNCTION. 


2.  Display  the  Home  screen.  Then 
store  the  radius,  5,  in  variable  r. 


Display  and  clear  the  Y=  Editor. 
Then  define  y1  (x)  = 
top  half  of  a  circle. 


x2 ,  the 


In  function  graphing,  you  must  define 
separate  functions  for  tfie  top  and 
bottom  fialves  of  a  circie. 


Define  y2(x)  =  "^r^-x? ,  the 
function  for  the  bottom  half  of 
the  circle. 

The  bottom  half  is  the  negative  of  the 
top  half,  so  you  can  define  y2(x)  = 
-y1(x). 

Select  the  ZoomStd  viewing 
window,  which  automatically 
graphs  the  functions. 
In  the  standard  viewing  window,  both 
the  X  and  y  axes  range  from  - 10  to 
10.  However,  this  range  is  spread 
over  a  longer  distance  along  the  x 
axis  than  the  y  axis.  Therefore,  the 
circle  appears  as  an  ellipse. 

Select  ZoomSqr. 

ZoomSqr  increases  the  range  along 
the  X  axis  so  that  circles  and  squares 
are  shown  in  correct  proportion. 


mm 
®i 


[HOMEl 

5  fsTO^  fipFil  R 


[fTI  8IENTERI 
lEMTERIfajdlkl 
fiihil  RB  20  X 
RZmfEMTERl 


Qi 


ENTER  I 


[T]  [home] 


EMTERI 


[fTI  8IEMTER 
EMTERI  faiHIkl 
RH2QX 


EMTERI 

OYimxITj 


EMTERI 


me 


If^lSt  l\f^3-i  £|Fq3t  ;  I 

Gf-flF-r   nii:Miiii:i» 

CLrrtrt  Foldtr   main? 

Display  [liSits   FLUAT  S* 

f\I\3M   F:H[imN> 

EJIPOntnrifll  Fornot  NDRMflL* 

CorviPlti  Forrviflt   ftEfiL* 

>Jt<:t.i,f  T',rn<lt.   RECTANQULHR-^- 

Pf 4tt^■  Pf irit   QN-J- 


5^r 


'PLDTS 


ylCx) 

L  Use  the  full  function  name 
y1  (x),  not  simply  y1 . 


MH:xJ=TCr"-2-x''2> 


Notice  slight  gap 
between  top  and 
bottom  halves. 


Note:  There  is  a  gap  between  the  top  and  bottom  halves  of  the  circle  because  each  half  is  a 
separate  function.  The  mathematical  endpoints  of  each  half  are  (-5,0)  and  (5,0).  Depending  on 
the  viewing  window,  however,  the  plotted  endpoints  for  each  half  may  be  slightly  different  from 
their  mathematical  endpoints. 
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Overview  of  Steps  in  Grapiiing  Functions 


To  graph  one  or  more  y(x)  functions,  use  the  general  steps 
shown  below.  For  a  detailed  description  of  each  step,  refer  to 
the  following  pages.  You  may  not  need  to  do  all  the  steps  each 
time  you  graph  a  function. 


Graphing  Functions 


Tip:  To  turn  off  any  stat 
data  plots  (Cfiapter  16), 
press  [Fg  5  or  use  \Ei  to 
deselect  them. 


Tip:  This  is  optional.  For 
multiple  functions,  this  helps 
visually  distinguish  one  from 
another. 


Tip:  p)  Zoom  also  changes 
the  viewing  window. 


Set  Graph  mode  (IHodeI) 
to  FUNCTION. 
Also  set  Angle  mode, 
if  necessary. 


Define  functions  on 
Y=  Editor  (H  [Y=]). 


Select  ([H)  whicti 
defined  functions  to 
grapfi. 


Set  the  display  style  for 
a  function. 

TI-89:  IM  [F6] 
TI-92  Plus:  H) 


Define  the  viewing 
window  {0  [window]). 


Change  the  graph 
format,  if  necessary. 

m  9 

—  or  — 
TI-89:  B  m 
TI-92  Plus:  B  F 


Graph  the  selected 
functions  (0  [GRAPH]). 


Expioring  tlie  Graph      From  the  Graph  screen,  you  can: 


\F131  i.\Fl3l  llFlJl  ;  I 

Gf-fl^r   wi;miiii:i» 

CLrrtrt  F<.ld4r   main? 

Display  [ii3its   FLDAT  fi* 

HnSli   FlHPmN* 

Expontnljal  Format  NnRMftL* 

CjrViPlM  Forrviot   FiEfiL* 

ytCtOtFOKMOt   RECTflHQULfiF;* 

Pl'4tt^■  PKirit   11N  + 


e'Enttr=SflVE~:J 


rTrTTS^TFTTFinFETTe^TT^ 

|Tool5|goo[Vi|Ejit|V  Irtlllstyltl^..- 


'y2=-ylCx) 

y4= 

y|= 
yS= 


MH:xJ=JCr"-2-x''2> 


3:  Square 
4:ThiGk 
5:  Rninate 
6: Path 
:  Rboye 


8:BelQM 


xniti=-10. 

xnax=10. 

xscl=l . 

yrrifi=  -10. 

yrrax=lQ. 

yscl=l. 

xres=2. 

GRflFH  FgRMflT; 

Coofdinotts   ftECT* 

GtaPti  [ll'44r...  EES* 

Grid   I1FF  + 

IlKdS   UN* 

Ltadin?  curior  I1FF  + 

Labtls   I1FF  + 

,  C'Enttr=SflVE~^J  t'ESCsCHNCET'j 


Display  the  coordinates  of  any  pixel  by  using  the  free-moving 
cursor,  or  of  a  plotted  point  by  tracing  a  function. 

Use  the  [F2]  Zoom  toolbar  menu  to  zoom  in  or  out  on  a  portion  of 
the  graph. 

Use  the  [F5]  Math  toolbar  menu  to  find  a  zero,  minimum, 
maximum,  etc. 
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Setting  the  Graph  Mode 


Before  graphing  y(x)  functions,  you  must  select  FUNCTION 
graphing.  You  may  also  need  to  set  the  Angle  mode,  which 
affects  how  the  Th89  /TI-92  Plus  graphs  trigonometric  functions. 


Graph  Mode 


Note:  For  graphs  that  do  not 
use  complex  numbers,  set 
Complex  Format  =  REAL. 
Otherwise,  It  may  affect 
graphs  that  use  powers, 
such  as  X 


1.  Press  IMODEI  to  display  the  MODE  dialog  box,  which  shows  the 
current  mode  settings. 

2.  Set  the  Graph  mode  to  FUNCTION.  Refer  to  "Setting  Modes"  in 
Chapter  2. 


|Fl3t  l|Fl3t  £|Fi3^  ?  | 

Qh-flf-r   uiCHiiiU* 

CLKrint  F«ld4K   Main* 

[liSit:   FLDHT  G> 

ArSlt   F:A[ilAN  + 

E:(Pon4nti-]1  Foh-m-it  MDAMAL^ 

conpltx  Fornflt   F:EfiL* 

V4Ct*KF*FMat   F:ECTflNGULflR  + 

PFirri- PFirit   [IN  + 


Note:  Of/ier  Graph  mode 
settings  are  described  in 
later  chapters. 


While  this  chapter  specifically  describes  y(x)  function  graphs,  the 
TI-89  /  TI-92  Plus  lets  you  select  from  six  Graph  mode  settings. 


Graph  Mode  Setting 


FUNCTION 

PARAMETRIC 

POLAR 

SEOUENCE 

3D 


Description 


y(x)  functions 

x(t)  and  y(t)  parametric  equations 
r(6)  polar  equations 
u(n)  sequences 
z(x,y)  3D  equations 


DIFFERENTIAL  EQUATION    y'(t)  differential  equations 


Angle  Mode 


When  using  trigonometric  functions,  set  the  Angle  mode  for  the  units 
(RADIAN  or  DEGREE)  in  which  you  want  to  enter  and  display  angle 
values. 


Checking  the 
Status  Line 


To  see  the  current  Graph  mode  and  Angle  mode,  check  the  status  line 
at  the  bottom  of  the  screen. 


MAIN 


RAD  AUTD 


FUNC 


Angle 
Mode 


Graph 
Mode 
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Defining  Functions  for  Graphing 


In  FUNCTION  graphing  mode,  you  can  graph  functions  named 
y1{x)  through  y99(x).To  define  and  edit  these  functions,  use 
the  Y=  Editor.  (The  Y=  Editor  lists  function  names  for  the 
current  graphing  mode.  For  example,  in  POLAR  graphing  mode, 
function  names  are  r1(9),  r2(e),  etc.) 


Defining  a  New 
Function 


Wofe:  The  function  list 
shows  abbreviated  function 
names  such  as  y1,  but  the 
entry  line  shows  the  full 
namey1(x). 


1.  Press  0  [Y=]  or  [APPSi  2  to  display  the  Y=  Editor. 


MH:xJ=f<:r'-2-x''2> 


-  Plots  —  You  can  scroll  above  y1  =  to  see 
a  list  of  Stat  plots.  See  Chapter  16. 

-  Function  List  —  You  can  scroll  through 
the  list  of  functions  and  definitions. 

-  Entry  Line  —  Where  you  define  or 
edit  the  function  highlighted  in  the  list. 


Tip:  For  an  undefined 
function,  you  do  not  need  to 
press  MM}  ordH.  When 
you  begin  typing,  the  cursor 
moves  to  the  entry  line. 


Tip:  If  you  accidentally 
move  the  cursor  to  the  entry 
line,  press  lESCI  to  move  it 
back  to  the  function  list. 


2.  Press  ©  and  ©  to  move  the  cursor  to  any  undefined  function. 
(Use  |2nd|  ©  and  |2nd|  ©  to  scroU  one  page  at  a  time.) 


3.  Press  I  ENTER  I  or  [£3]  to  move  the  cursor  to  the  entry  line. 

4.  Type  the  expression  to  define  the  function. 

•  The  independent  variable  in  function  graplung  is  x. 

•  The  expression  can  refer  to  other  variables,  including 
matrices,  lists,  and  other  functions.  Only  floats  and  lists  of 
floats  will  produce  a  plot. 


5.  When  you  complete  the  expression,  press  lEMTERI. 

The  function  list  now  shows  the  new  function,  which  is 
automatically  selected  for  graphing. 


Editing  a  Function 


Tip:  To  cancel  any  editing 
changes,  press lESCl  instead 

O/IEMTERI. 


From  the  Y=  Editor: 

1.  Press  ©  and  ©  to  highlight  the  function. 

2.  Press  lEMTERI  or  [£3]  to  move  the  cursor  to  the  entry  Une. 

3.  Do  any  of  the  following. 

•  Use  ©  and  ©  to  move  the  cursor  within  the  expression  and 
edit  it.  Refer  to  "Editing  an  Expression  in  the  Entry  Line"  in 
Chapter  2. 

—  or  — 

•  Press  ICLEARI  once  or  twice  to  clear  the  old  expression,  and 
then  type  the  new  one. 

4.  Press  [ENTER]. 

The  function  list  now  shows  the  edited  function,  which  is 
automatically  selected  for  graphing. 
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Clearing  a  Function 


From  the  Y=  Editor: 


Note:  (H]  8  does  not  erase 
any  Stat  plots  (Chapter  16). 


To  erase: 

A  function  from 
the  function  list 

A  function  from 
the  entry  line 

All  functions 


Do  this: 

Highlight  the  function  and  press  Q  or  ICLEARI. 


Press  ICLEARI  once  or  twice  (depending  on  the 
cursor's  location)  and  then  press  [ENTER]. 

Press  [fT]  and  then  select  8:Clear  Functions. 


When  prompted  for  confirmation,  press  lENTERI. 

You  don't  have  to  clear  a  function  to  prevent  it  from  being  graphed. 
As  described  on  page  111,  you  can  select  the  functions  you  want  to 
graph. 


Shortcuts  to  IVIove 
tlie  Cursor 


From  the  Y=Editor: 


Press: 


To: 


H©or 


Go  to  function  1  or  to  the  last  defined  function, 
respectively.  If  the  cursor  is  on  or  past  the  last 
defined  function,  0  ©  goes  to  function  99. 


From  the  Home 
Screen  or  a 
Program 


Tip:  User-defined  functions 
can  have  almost  any  name. 
However,  if  you  want  them 
to  appear  in  the  Y=  Editor, 
use  function  names  y1(x), 
y2(x),  etc. 


You  can  also  define  and  evaluate  a  function  from  the  Home  screen  or 
a  program. 

•    Use  the  Define  and  Graph  commands.  Refer  to: 

-  "Graphing  a  Function  Defined  on  the  Home  Screen"  and 
"Graphing  a  Piecewise  Defined  Function"  in  Chapter  12. 

-  "Overview  of  Entering  a  Function"  in  Chapter  17. 
Store  an  expression  directly  to  a  function  variable.  Refer  to: 

-  "Storing  and  Recalling  Variable  Values"  in  Chapter  2. 

-  "Creating  and  Evaluating  User-Defined  Functions"  in 
Chapter  5. 
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Selecting  Functions  to  Graph 


Regardless  of  how  many  functions  are  defined  in  the 
Y=  Editor,  you  can  select  the  ones  you  want  to  graph. 


Selecting  or 
Deselecting 
Functions 


Press  0  [Y=]  or  lAPPSI  2  to  display  the  Y=  Editor. 

A  "/"  indicates  whicli  functions  will  be  graphed  the  next  time  you 
display  the  Graph  screen. 


MH:xJ=JCr"-2-x''2> 


■  If  PLOT  numbers  are 
displayed,  those  stat  plots 
are  selected. 

In  this  example,  Plots  1 
and  2  are  selected.  To 
view  them,  scroll  above 
y1=. 


To  select  or  deselect:    Do  this: 


Tip:  You  don't  have  to 
select  a  function  wtien  you 
enter  or  edit  it;  it  is  selected 
automatically. 


Tip:  To  turn  off  any  stat 
plots,  press  [£5]  5  or  use  [El] 
to  deselect  them. 


A  specified  function      1.  Move  the  cursor  to  highlight  the  function. 
2.  Press  [F4]. 

This  procedure  selects  a  deselected  function 
or  deselects  a  selected  function. 

All  functions  1.  Press  [£5]  to  display  the  All  toolbar  menu. 

2.  Select  the  applicable  item. 


: Reset  Styles 
:Dat-a  Plots 


From  the  Home  You  can  also  select  or  deselect  functions  from  the  Home  screen  or  a 

Screen  or  a  Program  program. 

•  Use  the  FnOn  and  FnOff  commands  (available  from  the  Home 
screen's  [F4]  Other  toolbar  menu)  for  functions.  Refer  to 
Appendix  A. 

•  Use  the  PlotsOn  and  PlotsOff  conm:iands  for  stat  plots.  Refer  to 
Appendix  A. 
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Setting  the  Display  Style  for  a  Function 


For  each  defined  function,  you  can  set  a  style  that  specifies 
how  that  function  will  be  graphed.  This  is  useful  when  graphing 
multiple  functions.  For  example,  set  one  as  a  solid  line, 
another  as  a  dotted  line,  etc. 


Displaying  or 
Changing  a 
Function's  Style 


Tip:  To  set  Line  as  the  style 
for  all  functions,  press  [fD 
and  select  4:Reset  Styles. 


From  the  Y=  Editor: 

1.  Move  the  cursor  to  highlight  the  applicable  function. 

2.  Select  the  Style  menu: 
TI-89:  Press  [2nd]  [pel. 
TI-92  Plus:  Press  [F6]. 

•  Although  the  Line  item  is  initially 
highlighted,  the  function's  current  style  is 
indicated  by  a  /  mark. 

•  To  exit  the  menu  without  making  a 
change,  press  jESCj. 

3.  To  make  a  change,  select  the  applicable  style. 


3:  Square 
4:ThiGk 
5:  Rninate 
6:  Path 
7:Hboue 
8:BelQM 


Style 

Description 

Line 

Connects  plotted  points  with  a  line.  This  is  the  default. 

Dot 

Displays  a  dot  at  each  plotted  point. 

Square 

Displays  a  solid  box  at  each  plotted  point. 

Thick 

Connects  plotted  points  with  a  thick  Une. 

Animate 

A  round  cursor  moves  along  the  leading  edj 
graph  but  does  not  leave  a  path. 

<e  of  the 

Path 

A  round  cursor  moves  along  the  leading  edj 
graph  and  does  leave  a  path. 

;e  of  the 

Above 

Shades  the  area  above  the  graph. 

Below 

Shades  the  area  below  the  graph. 

If  You  Use  Above  or 
Below  Shading 


The  TI-89  /  TM2  Plus  has  four  shading  patterns,  used  on  a  rotating 
basis.  If  you  set  one  function  as  shaded,  it  uses  the  first  pattern.  The 
next  shaded  function  uses  the  second  pattern,  etc.  The  fifth  shaded 
function  reuses  the  first  pattern. 


When  shaded  areas  intersect, 
their  patterns  overlap. 


From  the  Home 
Screen  or  a  Program 


You  can  also  set  a  function's  style  from  the  Home  screen  or  a 
program.  Refer  to  the  Style  command  in  Appendix  A. 
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Defining  the  Viewing  Window 


The  viewing  window  represents  the  portion  of  the  coordinate 
plane  displayed  on  the  Graph  screen.  By  setting  Window 
variables,  you  can  define  the  viewing  window's  boundaries 
and  other  attributes.  Function  graphs,  parametric  graphs,  etc., 
have  their  own  independent  set  of  Window  variables. 


Displaying  Window 
Variables  in  the 
Window  Editor 


Press  0  [window]  or  [APPSi  3  to  display  the  Window  Editor. 


^  xmin 

^  ymax 

xscI 

ymin 

ysci       '^"^^'^  ^ 

Window  Variables 
(shown  in  Window  Editor) 


Corresponding  Viewing  Window 
(shown  on  Graph  screen) 


Variable  Description 


Tip:  To  turn  off  tick  marks, 
set  xscl=0  and/or  yscl=0. 


Tip:  Small  values  of  xres 
improve  the  graph's 
resolution  but  may  reduce 
the  graphing  speed. 


xmin,  xmax, 
ymin,  ymax 

xscI,  yscI 

xres 


Boundaries  of  tlie  viewing  window. 


Distance  between  tick  marks  on  the  x  and  y  axes. 

Sets  pixel  resolution  (1  through  10)  for  function  graphs. 
The  default  is  2. 

•  At  1,  functions  are  evaluated  and  graphed  at  each 
pixel  along  the  x  axis. 

•  At  10,  fimctions  are  evaluated  and  graphed  at  every 
10th  pixel  along  the  x  axis. 


Changing  the 
Values 


Note:  If  you  type  an 
expression,  it  is  evaluated 
when  you  move  the  cursor 
to  a  different  Window 
variable  or  leave  the 
Window  Editor. 


From  the  Home 
Screen  or  a  Program 


From  the  Window  Editor: 

1.  Move  the  cursor  to  highlight  the  value  you  want  to  change. 

2.  Do  any  of  the  following: 

•  Type  a  value  or  an  expression.  The  old  value  is  erased  when 
you  begin  typing. 

—  or  — 

•  Press  ICLEARI  to  clear  the  old  value;  then  type  the  new  one. 

—  or  — 

•  Press  ©  or  ©  to  remove  the  highlighting;  then  edit  the  value. 


Values  are  stored  as  you  type  them;  you  do  not  need  to  press  lEMTERI. 
I  ENTER  I  simply  moves  the  cursor  to  the  next  Window  variable. 

You  can  also  store  values  directly  to  the  Window  variables  from  the 
Home  screen  or  a  program.  Refer  to  "Storing  and  Recalling  Variable 
Values"  in  Chapter  2. 
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Changing  the  Graph  Format 


You  can  set  the  graph  format  to  show  or  hide  reference 
elements  such  as  the  axes,  a  grid,  and  the  cursor's 
coordinates.  Function  graphs,  parametric  graphs,  etc.,  have 
their  own  independent  set  of  graph  formats. 


Displaying  Grapli 
Format  Settings 


Tip:  You  also  can  display 
the  GRAPH  FORMATS 
dialog  box  from  the  Y= 
Editor,  Window  Editor,  or 
Graph  screen.  Press: 

TI-92Plus:[±]  F 


Tip:  To  turn  off  tick  marks, 
define  the  viewing  window 
so  that  xsci  and/or  ysci  =  0. 


Changing  Settings 


Tip:  To  cancel  a  menu  or 
exit  the  dialog  box  without 
saving  any  changes,  use 
[ESCi  instead  of  [emterI. 


From  the  Y=  Editor,  Window  Editor,  or  Grapl\  screen,  press  [fT]  and 
select  9:Format. 


QRHFH  FIlRMflT; 


f-firiini^i^   RECT^ 

Graph  Drdtr...  SEC* 

QriJ   HFF* 

flK45   I1N  + 

Lt44in?  Cursor  [1FF  + 

Ldttls   I1FF  + 


The  GRAPH  FORIVIATS  dialog 
box  shows  the  current 
settings. 

To  exit  without  making  a 
change,  press  |ESC|. 


Format 

Description 

Coordinates 

Shows  cursor  coordinates  in  rectangular  (RECT) 

or  polar  (POLAR)  form,  or  hides  (OFF)  the 

coordinates. 

Graph  Order 

Graphs  functions  one  at  a  time  (SEQ)  or  all  at  the 

same  time  (SliVIUL). 

Grid 

Shows  (ON)  or  hides  (OFF)  grid  points  that 

correspond  to  the  tick  marks  on  the  axes. 

Axes 

Shows  (ON)  or  hides  (OFF)  the  x  and  y  axes. 

Leading  Cursor 

Shows  (ON)  or  hides  (OFF)  a  reference  cursor 

that  tracks  the  functions  as  they  are  graphed. 

Labels 

Shows  (ON)  or  hides  (OFF)  labels  for  the  x  and  y 

axes. 

From  the  GRAPH  FORMATS  dialog  box: 

1.  Move  the  cursor  to  highlight  the  format  setting. 

2.  Press  ©  to  display  a  menu  of  valid  settings  for  that  format. 

3.  Select  a  setting.  Either: 

•  Move  the  cursor  to  highlight  the  setting,  and  then  press  lENTERI. 
—  or  — 

•  Press  the  number  for  that  setting. 

4.  After  changing  all  applicable  format  settings,  press  lEHTERI  to  save 
your  changes  and  close  the  GRAPH  FORIVIATS  dialog  box. 
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Graphing  the  Selected  Functions 


When  you  are  ready  to  graph  the  selected  functions,  display 
the  Graph  screen.  This  screen  uses  the  display  style  and 
viewing  window  that  you  previously  defined. 


Displaying  tlie 
Grapli  Screen 


Note:  If  you  select  an 
[F2l  Zoom  operation  from  the 
Y=  Editor  or  Window  Editor, 
the  TI-89  /  TI-92  Plus 
automatically  displays  the 
Graph  screen. 


Interrupting 
Graphing 


Press  0  [GRAPH]  or  [APPS]  4.  The  TI-89  /  TI-92  Plus  automatically  graphs 
the  selected  functions. 


iToolslZoor^lTKOC^lRtGroF-hlMothlDroiolPthpC  | 

MHIN                RHP  HUTD           FUNC  iVfoIlM 

■  BUSY  indicator  shows  while 
graphing  is  in  progress. 


WhUe  graphing  is  in  progress: 


To  pause  graphing  temporarily,  press  [ENTER].  (The  PAUSE 
indicator  replaces  BUSY.)  To  resume,  press  I  ENTER  I  again. 

To  cancel  graphing,  press  \0N\.  To  start  graphing  again  from  the 
beginning,  press  [F4]  (ReGraph). 


If  You  Need  to  Depending  on  various  settings,  a  function  may  be  graphed  such  that 

Change  the  Viewing  it  is  too  small,  too  large,  or  offset  too  far  to  one  side  of  the  screen.  To 
Window  correct  this: 

•  Redefine  the  viewing  vs^indow  with  different  boundaries 
(page  113). 

•  Use  a  Zoom  operation  (page  119). 


Smart  Graph  When  you  display  the  Graph  screen,  the  Smart  Graph  feature  displays 

the  previous  window  contents  immediately,  provided  nothing  has 
changed  that  requires  regraphing. 

Smart  Graph  updates  the  window  and  regraphs  only  if  you  have: 

•  Changed  a  mode  setting  that  affects  graphing,  a  function's 
graphing  attribute,  a  Window  variable,  or  a  graph  format. 

•  Selected  or  deselected  a  function  or  stat  plot.  (If  you  only  select  a 
new  function.  Smart  Graph  adds  that  function  to  the  Graph  screen.) 

•  Changed  the  definition  of  a  selected  function  or  the  value  of  a 
variable  in  a  selected  function. 

•  Cleared  a  drawn  object  (Chapter  12). 

•  Changed  a  stat  plot  definition  (Chapter  16). 
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Displaying  Coordinates  witli  the  Free-Moving  Cursor 


To  display  the  coordinates  of  any  location  on  the  Graph 
screen,  use  the  free-moving  cursor.  You  can  move  the  cursor 
to  any  pixel  on  the  screen;  the  cursor  is  not  confined  to  a 
graphed  function. 


Free-Moving  Cursor 


When  you  first  display  the  Graph  screen,  no  cursor  is  visible.  To 
display  the  cursor,  press  a  cursor  pad  arrow.  The  cursor  moves  from 
the  center  of  the  screen,  and  its  coordinates  are  displayed. 


Tip:  If  your  screen  does  not 
show  coordinates,  set  the 
graph  format  so  that 
Coordinates  =  RECT  or 
POLAR.  Press: 
TI-89:S[B 
TI-92Plus:B  F 


xc: .253165 

1 

yc: .526316 

-y1(x)=xZ 

—  The  "c"  indicates  these  are  cursor 
coordinates.  The  values  are  stored  in 
the  xc  and  yc  system  variables. 

Rectangular  coordinates  use  xc  and 
yc.  Polar  coordinates  use  rc  and  6c. 


Tip:  To  hide  the  cursor  and 
its  coordinates  temporarily, 

press  fCLEARl.  [ESCl.  or  [EMTER I. 

The  next  time  you  move  the 
cursor,  it  moves  from  its  last 
position. 


To  move  the  free-moving  cursor:  Press: 


To  an  adjoining  pixel 

A  cursor  pad  arrow  for  any 

direction. 

In  increments  of  10  pbcels 

|2nd|  and  then  a  cursor  pad 

arrow. 

When  you  move  the  cursor  to  a  pixel  that  appears  to  be  "on"  the 
function,  it  may  be  near  the  function  but  not  on  it. 


V 

xc:2. 1519 

yc: 4.7^^34 

MHIN                RHDHUTD          FUNC  \ 

Cursor  coordinates  are  for 
the  center  of  the  pixel,  not 
the  function. 


To  increase  the  accuracy: 

•    Use  the  Trace  tool  described  on  the  next  page  to  display 
coordinates  that  are  on  the  function. 


Use  a  Zoom  operation  to  zoom  in  on  a  portion  of  the  graph. 
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Tracing  a  Function 


To  display  the  exact  coordinates  of  any  plotted  point  on  a 
graphed  function,  use  the  [F3]  Trace  tool.  Unlike  the  free- 
moving  cursor,  the  trace  cursor  moves  only  along  a  function's 
plotted  points. 


Beginning  a  Trace 


Note:  If  any  stat  plots  are 
graphed  (Chapter  16),  the 
trace  cursor  appears  on  the 
lowest-numbered  stat  plot 


From  the  Graph  screen,  press  fF3l. 

The  trace  cursor  appears  on  the  function,  at  the  middle  x  value  on 
the  screen.  The  cursor's  coordinates  are  displayed  at  the  bottom  of 
the  screen. 

If  multiple  functions  are  graphed,  the  trace  cursor  appears  on  the 
lowest-numbered  function  selected  in  the  Y=  Editor.  The  function 
number  is  shown  in  the  upper  right  part  of  the  screen. 


Moving  aiong  a 
Function 


Note:  If  you  enter  an  x 
value,  it  must  be  between 
xmin  and  xmax. 


To  move  the  trace  cursor: 


Do  this: 


To  the  previous  or  next  plotted  point 

Press 

©  or©. 

Approximately  5  plotted  points 

Press 

[2nd]  ©  or  [2nd]  ©• 

(it  may  be  more  or  less  than  5, 

depending  on  the  xres  Window  variable) 

To  a  specified  x  value  on  the  function 

Type 

the  X  value  and 

press 

lENTERj. 

The  trace  cursor  moves  only  from  plotted  point  to  plotted  point 
along  the  function,  not  from  pixel  to  pixel. 


Tip:  If  your  screen  does  not 
show  coordinates,  set  the 
graph  format  so  that 
Coordinates  =  RECT  or 
POLAR.  Press: 
TI-89:S[Ti 
TI-92Plus:S  F 


T»4ls  Z^or^i  Tr4C4  R^Qr^Ph  M^tN  Drau  Ptnl: 

V 

/              3  ■ 

xc:2. 1519 

yc:4.S30fe^ 
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Function  number  being 
traced.  For  example:  y3(x). 


Tip:  Use  QuickCenter, 
described  on  the  next  page, 
to  trace  a  function  that  goes 
above  or  below  the  window. 


Trace  coordinates  are 
those  of  the  function,  not  — 
the  pixel. 

Each  displayed  y  value  is  calculated  from  the  x  value;  that  is,  y=y??(x). 
If  the  function  is  undefined  at  an  x  value,  the  y  value  is  blank. 

You  can  continue  to  trace  a  function  that  goes  above  or  below  the 
viewing  window.  You  cannot  see  the  cursor  as  it  moves  in  that 
"off  the  screen"  area,  but  the  displayed  coordinate  values  show  its 
correct  coordinates. 
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Moving  from 
Function  to 
Function 


Press  ©  or  ©  to  move  to  the  previous  or  next  selected  function  at 
tl\e  same  x  value.  Tiie  new  function  number  is  shown  on  the  screen. 


The  "previous  or  next"  function  is  based  on  the  order  of  the  selected 
functions  in  the  Y=  Editor,  not  the  appearance  of  the  functions  as 
graphed  on  the  screen. 


Automatic  Panning  If  you  trace  a  function  off  the  left  or  right  edge  of  the  screen,  the 
viewing  window  automatically  pans  to  the  left  or  right.  There  is  a 
sUght  pause  while  the  new  portion  of  the  graph  is  drawn. 


Note:  Automatic  panning 
does  not  worl<  if  stat  plots 
are  displayed  or  if  a  function 
uses  a  shaded  display  style. 


Before  automatic  pan  After  automatic  pan 

After  an  automatic  pan,  the  cursor  continues  tracing. 


Using  QuickCenter        if  you  trace  a  fimction  off  the  top  or  bottom  of  the  viewing  window, 
you  can  press  lEHTERI  to  center  the  viewing  window  on  the  cursor 
location. 


Tip:  You  can  use 
QuickCenter  at  any  time 
during  a  trace,  even  when 
the  cursor  is  still  on  the 
screen. 


Before  using  QuickCenter  After  using  Quicl<Center 

After  QuickCenter,  the  cursor  stops  tracing.  If  you  want  to  continue 
tracing,  press  [F3]. 


Canceling  Trace  To  cancel  a  trace  at  any  time,  press  |ESC|. 

A  trace  is  also  canceled  when  you  display  another  application  screen 
such  as  the  Y=  Editor.  When  you  return  to  the  Graph  screen  and 
press  [£3]  to  begin  tracing: 

•    If  Smart  Graph  regraphed  the  screen,  the  cursor  appears  at  the 
middle  x  value. 

■    If  Smart  Graph  does  not  regraph  the  screen,  the  cursor  appears  at 
its  previous  location  (before  you  displayed  the  other  application). 


118     Chapter  6:  Basic  Function  Grapliing 


Using  Zooms  to  Explore  a  Graph 


The  [F2]  Zoom  toolbar  menu  has  several  tools  that  let  you 
adjust  the  viewing  window.  You  can  also  save  a  viewing 
window  for  later  use. 


Overview  of  the 
Zoom  Menu 


Note:  If  you  select  a  Zoom 
tool  from  the  Y=Eclitor  or 
Window  Editor,  the 
TI-89  /  TI-92  Plus 
automatically  displays  the 
Graph  screen. 


Press  [£2]  from  the  Y=  Editor,  Window  Editor,  or  Graph  screen. 


Procedures  for  using  ZoomBox, 
Zoomin,  ZoomOut,  ZoomStd,  Memory, 
and  SetFaotors  are  given  later  in  this 
section. 

For  more  information  about  the 
other  items,  refer  to  Appendix  A. 


3:  ZoohOut 
4:  ZoohDec 
5:  ZoohSqr 
6:  ZoohStd 
7: ZoohTrig 
S4-ZQQhIni 


Zoom  Tool  Description 


ZoomBox 

Zoomin, 
ZoomOut 

Note:  Ax  and  Ay  are  the  Zoom  Dec 

distances  from  the  center  of 
one  pixel  to  the  center  of  an  ZoomSqr 
adjoining  pixel. 


ZoomStd 


Lets  you  draw  a  box  and  zoom  in  on  that  box. 

Lets  you  select  a  point  and  zoom  in  or  out  by  an 
amount  defined  by  SetFactors. 

Sets  Ax  and  Ay  to  .1,  and  centers  the  origin. 

Adjusts  Window  variables  so  that  a  square  or  circle  is 
shown  in  correct  proportion  (instead  of  a  rectangle 
or  ellipse). 

Sets  Window  variables  to  their  default  values. 

xmin="10       ymin="10        xres  =  2 
xmax  =  10        ymax  =  10 
xsci  =  1  ysci  =  1 

ZoomTrig         Sets  Window  variables  to  preset  values  that  are  often 
appropriate  for  graphing  trig  functions.  Centers  the 
origin  and  sets: 

Ax  =  7t/24  (.130899...  radians  ymin=-4 
or  7.5  degrees)  ymax  =  4 

xscI  =  k/2  (1 .570796...  radians         yscI  =  0.5 
or  90  degrees) 

Zoomint  Lets  you  select  a  new  center  point,  and  then  sets  Ax 

and  Ay  to  1  and  sets  xscI  and  ysol  to  10. 

Zoom  Data        Adjusts  Window  variables  so  that  all  selected  stat 
plots  are  in  view.  Refer  to  Chapter  16. 

Zoom  Fit  Adjusts  the  viewing  window  to  display  the  full  range 

of  dependent  variable  values  for  the  selected 
functions.  In  function  graphing,  this  maintains  the 
current  xmin  and  xmax  and  adjusts  ymin  and  ymax. 

Memory  Lets  you  store  and  recall  Window  variable  settings  so 

that  you  can  recreate  a  custom  viewing  window. 

SetFactors        Lets  you  set  Zoom  factors  for  Zoomin  and  ZoomOut. 
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Zooming  In  with  a 
Zoom  Box 


Tip:  To  move  the  cursor  in 
larger  increments,  use 
Hoil  ®,  ioil  ©,  etc. 


Tip:  You  can  cancel 
ZoomBox  by  pressing  lESCI 
before  you  press  Ienter  . 


1.  From  the  [£2]  Zoom  menu,  select  1  :ZoomBox. 
The  screen  prompts  for  1  st  Corner? 

2.  Move  the  cursor  to  any  comer  of  the  box  you  want  to  define,  and 
then  press  [ENTER]. 


The  cursor  changes  to  a  small 
square,  and  the  screen 
prompts  for  2nd  Corner? 

Move  the  cursor  to  the 
opposite  corner  of  the  zoom 
box. 

As  you  move  the  cursor,  the 
box  stretches. 


When  you  have  outlined  the 
area  you  want  to  zoom  in  on, 
press  [ENTER]. 

The  Graph  screen  shows  the 
zoomed  area. 


y1(x)=2-sin{x) , 


2nd  Corner-? 

xg: -.632911 

yc: 2. 36842 

Zooming  In  and  Out 
on  a  Point 


1.  From  the  [F2]  Zoom  menu, 
select  2:Zoomln  or  3:ZoomOul. 

A  cursor  appears,  and  the 
screen  prompts  for  New 
Center? 


Hew  Center? 

xc: 1.51899 

yc: .789474 

2.  Move  the  cursor  to  the  point 
where  you  want  to  zoom  in  or 
out,  and  then  press  [ENTER]. 

The  TI-89  /  TI-92  Plus  adjusts 
the  Window  variables  by  the 
Zoom  factors  defined  in 
SetFaotors. 


,xg: 1  51899 


For  a  Zoomin,  the  x  variables  are  divided  by  xFact,  and  the 
y  variables  are  divided  by  yFact. 


xmin 
'  xFaot 


,  etc. 


For  a  ZoomOut,  the  x  variables  are  multiplied  by  xFact,  and  the 
y  variables  are  multiplied  by  yFact. 

new  xmin  =  xmin  *  xFact  ,  etc. 
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Changing  Zoom 
Factors 


Tip:  To  exit  witiiout  saving 
any  changes,  press  I  ESC  1. 


The  Zoom  factors  define  the  magnification  and  reduction  used  by 
Zoomin  and  ZoomOut. 

1.  From  the  [£2]  Zoom  menu,  select  CiSetFactors  to  display  the  ZOOM 
FACTORS  dialog  box. 


zaDM  fhctiir; 


Zoom  factors  must  be  >  1,  but 
they  do  not  have  to  be  integers. 
The  default  setting  is  4. 


2.  Use  ©  and  ©  to  highlight  the  value  you  want  to  change.  Then: 

•  Type  the  new  value.  The  old  value  is  cleared  automatically 
when  you  begin  typing. 

—  or  — 

•  Press  ©  or  ©  to  remove  the  highlighting,  and  then  edit  the  old 
value. 


Press  I  ENTER  I  (after  typing  in  an  input  box,  you  must  press  I  ENTER  I 
twice)  to  save  any  changes  and  exit  the  dialog  box. 


Saving  or  Recalling 
a  Viewing  Window 


After  using  various  Zoom  tools,  you  may  want  to  return  to  a  previous 
viewing  window  or  save  the  current  one. 

1.  From  the  [£2]  Zoom  menu,  select 
B:Memory  to  display  its 
submenu. 

2.  Select  the  applicable  item. 


Select: 


To: 


Note:  You  can  store  only 
one  set  of  Window  variable 
values  at  a  time.  Storing  a 
new  set  overwrites  the  old 
set 


1  iZoomPrev        Return  to  the  viewing  window  displayed  before 
the  previous  zoom. 

2:ZoomSto         Save  the  current  viewing  window.  (The  current 
Window  variable  values  are  stored  to  the  system 
variables  zxmin,  zxmax,  etc.) 

3:ZoomRol         Recall  the  viewing  window  last  stored  with 
ZoomSto. 


Restoring  the 
Standard  Viewing 
Window 


You  can  restore  the  Window  variables  to  their  default  values  at  any 
time. 

From  the  \f2\  Zoom  menu,  select  6:ZoomStd. 
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Using  Math  Tools  to  Analyze  Functions 


On  the  Graph  screen,  the  [F5]  Math  toolbar  menu  has  several 
tools  that  help  you  analyze  graphed  functions. 


Overview  of  the 
Math  Menu 


Press  [£5]  from  the  Graph  screen. 


3:  MininuM 

5:  Inter-sect-ion 
6:  Deriyatiyes^ 

Silnf lection 


1 

2 

(!y/-(!t 

3 

4 

■  On  the  Derivatives  submenu, 
only  dy/dx  is  available  for 
function  graphing.  The  other 
derivatives  are  available  for 
other  graphing  modes 
(parametric,  polar,  etc.). 


Math  Tool 


Description 


Note:  For  Math  results, 
cursor  coordinates  are 
stored  in  system  variabies 
xc  and  yc  (rc  and  9c  if  you 
use  polar  coordinates). 
Derivatives,  integrals, 
distances,  etc.,  are  stored  in 
the  system  variable 
sysMath. 


Value  Evaluates  a  selected  y(x)  function  at  a  specified  x 
value. 

Zero,  Finds  a  zero  (x-intercept),  minimum,  or  maximum 

Minimum,  point  within  an  interval. 

Maximum 

Intersection  Finds  the  intersection  of  two  functions. 

Derivatives  Finds  the  derivative  (slope)  at  a  point. 

jf(x)dx  Finds  the  approximate  numerical  integral  over  an 

interval. 

Inflection  Finds  the  inflection  point  of  a  curve,  where  its 

second  derivative  changes  sign  (where  the  curve 
changes  concavity). 

Distance  Draws  and  measures  a  line  between  two  points  on 

the  same  function  or  on  two  different  functions. 

Tangent  Draws  a  tangent  line  at  a  point  and  displays  its 

equation. 

Arc  Finds  the  arc  length  between  two  points  along  a 

curve. 

Shade  Depends  on  the  number  of  functions  graphed. 

•  If  only  one  function  is  graphed,  this  shades  the 
fimction's  area  above  or  below  the  x  axis. 

•  If  two  or  more  functions  are  graphed,  this  shades 
the  area  between  any  two  functions  within  an 
interval. 
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Finding  y(x)  at  a 
Specified  Point 


Tip:  You  can  also  display 
function  coordinates  by 
tracing  the  function  ((Ft]), 
typing  an  x  value,  and 
pressing  [emterI. 


y1(x)=1.25x*cos(x) 
1 


1.  From  the  Graph  screen,  press  [F5]  and  select  1  :Value. 

2.  Type  the  x  value,  which  must  be  a  real  value  between  xmin  and 
xmax.  The  value  can  be  an  expression. 

3.  Press  [ENTER]. 

The  cursor  moves  to  that 
X  value  on  the  first  function 
selected  in  the  Y=  Editor,  and 
its  coordinates  are  displayed. 

4.  Press  ©  or  ©  to  move  the  cursor  between  functions  at  the 
entered  x  value.  The  corresponding  y  value  is  displayed. 

Note:  If  you  press  ®  or  ®,  the  free-moving  cursor  appears.  You 
may  not  be  able  to  move  it  back  to  the  entered  x  value. 


Finding  a  Zero, 
Minimum,  or 
Maximum  witliin  an 
Interval 


Tip:  Typing  x  values  is  a 
guick  way  to  set  bounds. 


1.  From  the  Graph  screen,  press  [£5]  and  select  2:Zero,  3:Minimum,  or 
4:Maximum. 


As  necessary,  use  ©  and  ©  to  select  the  applicable  function. 

Set  the  lower  bound  for  x.  Either  use  ®  and  ®  to  move  the  cursor 
to  the  lower  bound  or  type  its  x  value. 


Press  I  ENTER  I.  A  ►  at  the  top  of  the  screen  marks  the  lower  bound. 

Set  the  upper  bound,  and 
press  IenterI. 

The  cursor  moves  to  the 
solution,  and  its  coordinates 
are  displayed. 


Zero, 
XGi-t. 71239 


Finding  the 
Intersection  of  Two 
Functions  within  an 
Interval 


1.  From  the  Graph  screen,  press  [f5]  and  select  5:lntersection. 

2.  Select  the  first  function,  using  ©  or  ©  as  necessary,  and  press 
IENTERI.  The  cursor  moves  to  the  next  graphed  function. 

Select  the  second  function,  and  press  [ENTER]. 


Set  the  lower  bound  for  x.  Either  use  ®  and  ®  to  move  the  cursor 
to  the  lower  bound  or  type  its  x  value. 


Press  IENTERI.  A  ►  at  the  top  of  the  screen  marks  the  lower  bound. 

Set  the  upper  bound,  and  y2(x)=2x-7 
press  [ENTER]. 

The  cursor  moves  to  the 
intersection,  and  its 

coordinates  are  displayed.  '"^2^39754°' 
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Finding  tlie 
Derivative  (Slope)  at 
a  Point 


1.  From  the  Graph  screen,  press  [F5]  and  select  6:Derivatives.  Then 
select  1  :dy/clx  from  the  submenu. 

2.  As  necessary,  use  ©  and  ©  to  select  the  applicable  function. 

3.  Set  the  derivative  point. 
Either  move  the  cursor  to  the 
point  or  type  its  x  value. 


4.  Press  [ENTER]. 

The  derivative  at  that  point  is 
displayed. 


Finding  the 
Numerical  Integral 
over  an  Interval 


Tip:  Typing  x  values  is  a 
quicli  way  to  set  the  limits. 


Tip:  To  erase  the  shaded 
area,  press  [F4]  (ReGraph). 


1.  From  the  Graph  screen,  press  [F5]  and  select  7:Jf(x)dx. 

2.  As  necessary,  use  ©  and  ©  to  select  the  applicable  function. 

3.  Set  the  lower  limit  for  x.  Either  use  ©  and  ©  to  move  the  cursor 
to  the  lower  limit  or  type  its  x  value. 

4.  Press  I  ENTER  |.  A  ►  at  the  top  of  the  screen  marks  the  lower  limit. 

5.  Set  the  upper  Umit,  and  press 
lENTERI. 


The  interval  is  shaded,  and  its 
approximate  numerical 
integral  is  displayed. 


Finding  an  Inflection 
Point  within  an 
Interval 


1.  From  the  Graph  screen,  press  [F5]  and  select  8;lnflection. 

2.  As  necessary,  use  ©  and  ©  to  select  the  applicable  function. 

3.  Set  the  lower  bound  for  x.  Either  use  ©  and  ®  to  move  the  cursor 
to  the  lower  bound  or  type  its  x  value. 


Press  I  ENTER  I.  A  ►  at  the  top  of  the  screen  marks  the  lower  bound. 

Set  the  upper  bound,  and 
press  [ENTER]. 

The  cursor  moves  to  the 
inflection  point  (if  any)  within 
the  interval,  and  its 
coordinates  are  displayed. 


Inflection 
xg: 5. 08699 
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Finding  tlie 
Distance  between 
Two  Points 


1.  From  the  Graph  screen,  press 
2 


I  and  select  9:Distanoe. 


As  necessary,  use  ©  and  ©  to  select  the  function  for  the  first 
point. 

Set  the  first  point.  Either  use  ©  or  ©  to  move  the  cursor  to  the 
point  or  type  its  x  value. 


Press  I  ENTER  I.  A  +  marks  the  point. 

If  the  second  point  is  on  a  different  function,  use  ©  and  ©  to 
select  the  function. 

Set  the  second  point.  (If  you  use  the  cursor  to  set  the  point,  a  line 
is  drawn  as  you  move  the  cursor.) 

Press  [ENTER]. 

The  distance  between  the  two 
points  is  displayed,  along  with 
the  connecting  line. 


Drawing  a  Tangent 
Line 

Tip:  To  erase  a  drawn 
tangent  line,  press  [Ml 
(ReGrapti). 


1.  From  the  Graph  screen,  press  [£5]  and  select  ATangent. 

2.  As  necessary,  use  ©  and  ©  to  select  the  applicable  function. 

3.  Set  the  tangent  point.  Either 
move  the  cursor  to  the  point 
or  type  its  x  value. 

4.  Press  [ENTER]. 

The  tangent  line  is  drawn, 
and  its  equation  is 
displayed. 


y=- 

J  ' 

2.93453X+' 

Finding  an  Arc 
Length) 


1.  From  the  Graph  screen,  press  [£5]  and  select  B:Aro. 

2.  As  necessary,  use  ©  and  ©  to  select  the  applicable  function. 

3.  Set  the  first  point  of  the  arc.  Either  use  ©  or  ©  to  move  the 
cursor  or  type  the  x  value. 


Press  I  ENTER  I.  A  +  marks  the  first  point. 

Set  the  second  point,  and 
press  lENTERI. 

A  +  marks  the  second  point, 
and  the  arc  length  is 
displayed. 
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Shading  the  Area 
between  a  Function 
and  the  X  Axis 


Wofe:  If  you  do  not  press 
(S)  orQ),  or  type  an  x  value 
when  setting  the  lower  and 
upper  bound,  xmin  and 
xmax  will  be  used  as  the 
lower  and  upper  bound, 
respectively. 

Tip:  To  erase  the  shaded 
area,  press  [Rl  (ReGraph). 


You  must  have  only  one  function  graphed.  If  you  graph  two  or  more 
functions,  the  Shade  tool  shades  the  area  between  two  functions. 

1.  From  the  Graph  screen,  press  [£5]  and  select  C:Shade.  The  screen 
prompts  for  Above  X  axis? 

2.  Select  one  of  the  following.  To  shade  the  function's  area: 

•  Above  the  x  axis,  press  [ENTER]. 

•  Below  the  x  axis,  press: 
TI-89:  [iipha]  [N] 

TI-92  Plus:  N 

3.  Set  the  lower  bound  for  x.  Either  use  ©  and  ®  to  move  the  cursor 
to  the  lower  bound  or  type  its  x  value. 


Press  lENTERI.  A  ►  at  the  top  of  the  screen  marks  the  lower  bound. 

Set  the  upper  bound,  and 
press  [ENTer]. 

The  bounded  area  is  shaded. 


Shading  the  Area 
between  Two 
Functions  within  an 
Interval 


Wofe:  If  you  do  not  press 
(f)  orQ),  or  type  an  x  value 
when  setting  the  lower  and 
upper  bound,  xmin  and 
xmax  will  be  used  as  the 
lower  and  upper  bound, 
respectively. 

Tip:  To  erase  the  shaded 
area,  press  dJ]  (ReGraph). 


You  must  have  at  least  two  functions  graphed.  If  you  graph  only  one 
function,  the  Shade  tool  shades  the  area  between  the  function  and 
the  X  axis. 

1.  From  the  Graph  screen,  press  [F5]  and  select  C:Shade.  The  screen 
prompts  for  Above? 

2.  As  necessary,  use  ©  or  ©  to  select  a  function.  (Shading  will  be 
above  this  function.) 


3.  Press  lEMTERI.  The  cursor  moves  to  the  next  graphed  function,  and 
the  screen  prompts  for  Below? 

4.  As  necessary,  use  ©  or  ©  to  select  another  function.  (Shading 
will  be  beloiv  this  function.) 


5.  Press  [ENTER]. 

6.  Set  the  lower  bound  for  x.  Either  use  ®  and  ®  to  move  the  cursor 
to  the  lower  bound  or  type  its  x  value. 


7.  Press  lEMTERI.  A  ►  at  the  top  of  the  screen  marks  the  lower  bound. 

Below 

8.  Set  the  upper  boimd,  and  /  function 
press  I  ENTER  I. 

The  bounded  area  is  shaded. 
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Parametric  Graphing 


Preview  of  Parametric  Graphing  

Overview  of  Steps  in  Graptiing  Parametric  Equations 
Differences  in  Parametric  and  Function  Graphing  


128 


129 


130 


This  chapter  describes  how  to  graph  parametric  equations  on  the 
TI-89  /  TI-92  Plus.  Before  using  this  chapter,  you  should  be  famUiar 
with  Chapter  6:  Basic  Function  Graphing. 

Parametric  equations  consist  of  both  an  x  and  y  component,  each 
expressed  as  a  function  of  the  same  independent  variable  t. 

You  can  use  parametric  equations  to  model  projectile  motion.  The 
position  of  a  moving  projectile  has  a  horizontal  (x)  and  vertical 
(y)  component  expressed  as  a  function  of  time  (t).  For  example: 


The  graph  shows  the  path  of  the  projectile  over  time,  assuming 
that  only  uniform  gravity  (no  drag  forces,  etc.)  is  acting  on  the 
projectile. 


I 


y(t)  =  v„tsine-{g/2)t2  


{x(t),y(t)) 


X(t)  =  Vot  COS  9 


Chapter  7:  Parametric  Graphing  127 


Preview  of  Parametric  Grapliing 


Graph  the  parametric  equations  describing  the  path  of  a  ball  kicked  at  an  angle  (9)  of  60° 
with  an  initial  velocity  (Vo)  of  15  meters/sec.  The  gravity  constant  g  =  9.8  meters/sec^. 
Ignoring  air  resistance  and  other  drag  forces,  what  is  the  maximum  height  of  the  ball  and 
when  does  it  hit  the  ground? 


Steps 


i 
TI-89 
Keystrokes 


m 

TI-92  Plus 
Keystrokes 


Display 


1.  Display  ttie  MODE  dialog  box. 
For  Graph  mode,  select 
PARAMETRIC. 

2.  Display  and  clear  the  Y=  Editor. 
Then  define  the  horizontal 
component  xt1  (t)  =  Vgt  cos  6. 
Enter  values  for  v„  and  9. 

TI-89:  Type  T  0  [JH]  [COS],  not 

T  did]  [cos]. 
TI-92  Plus:  Type  T     [COS] .  not  T  [COS] 

Enter  a  "  symbol  by  typing  either 
l2ndl  [°]  or  (Ip  [math]  2  1 .  This  ensures  a 
number  Is  interpreted  as  degrees, 
regardless  of  the  angle  mode. 

3.  Define  the  vertical  component 
ytl  (t)  =  Vot  sin  e  -  {g/2)e. 

Enter  values  for  Vs,e,  and  g. 


Display  the  Window  Editor. 
Enter  Window  variables 
appropriate  for  this  example. 

You  can  press  either  &  or  IemterI  to 
enter  a  value  and  move  to  the  next 
variable. 


5.  Graph  the  parametric  equations 
to  model  the  path  of  the  ball. 

6.  Select  Trace.  Then  move  the 
cursor  along  the  path  to  find  the: 

•  y  value  at  maximum  height. 

•  t  value  where  the  ball  hits  the 
ground. 
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QorO 

as  necessary 


xtl(t)=15t*cos(60°) 


Xt2=' 

yt2= 
Xt3= 


Mt.lCtJ  =  15*t.*sirn:6B°>-9.8A.. 


tnin=Q. 
tnax=3. 


tstep=!Q2 
xnin=  "2. 
xnax=25. 
xscl=5. 
ynin=  "2. 
ynax=lQ. 
yscl=5. 
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Overview  of  Steps  in  Grapliing  Parametric  Equations 


To  graph  parametric  equations,  use  the  same  general  steps 
used  for  y(x)  functions  as  described  in  Chapter  6:  Basic 
Function  Graphing.  Any  differences  that  apply  to  parametric 
equations  are  described  on  the  following  pages. 


Graphing 

Parametric 

Equations 


Tip:  To  turn  off  any  stat 
data  plots  (Chapter  16), 
press  [fD  5  or  use  [H]  to 
deselect  ttiem. 


Tip:  Ttiis  Is  optional.  For 
multiple  equations,  this  tielps 
visually  distinguish  one  from 
another. 


Tip:  [p  Zoom  also  changes 
the  viewing  window. 


Set  Graph  mode  (IHodeI) 
to  PARAMETRIC. 
Also  set  Angle  mode, 
if  necessary. 


Define  x  and  y 
components  on 
Y=  Editor  (H  [Y=]). 


Select  ([F?])  whicti 
defined  equations  to 
graph.  Select  the  x  or  y 
component,  or  both. 


I 


Set  the  display  style 

for  an  equation. 
You  can  set  either  the 
X  or  y  component. 

TI-89:  S  [F6] 
Tl  92  Plus:  m 


Define  the  viewing 
window  (0  [window]). 


Change  the  graph 
format  if  necessary. 

m  9 

—  or  — 
TI-89:  H  □ 
Tl  92  Plus:  H  F 


Graph  the  selected 
equations  (H  [graph]). 


F3 
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yMax=18. 

yscl=5. 
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Exploring  the  Graph      From  the  Graph  screen,  you  can: 

•  Display  the  coordinates  of  any  pixel  by  using  the  free-moving 
cursor,  or  of  a  plotted  point  by  tracing  a  parametric  equation. 

•  Use  the  [f2]  Zoom  toolbar  menu  to  zoom  in  or  out  on  a  portion  of 
the  graph. 

•  Use  the  (f5]  Math  toolbar  menu  to  find  derivatives,  tangents,  etc. 
Some  menu  items  are  not  available  for  parametric  graphs. 
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Differences  in  Parametric  and  Function  Graphing 


This  chapter  assumes  that  you  already  know  how  to  graph  y(x) 
functions  as  described  in  Chapter  6:  Basic  Function  Graphing. 
This  section  describes  the  differences  that  apply  to  parametric 
equations. 


Setting  the 
Graph  Mode 


Use  IMODEI  to  set  Graph  =  PARAMETRIC  before  you  define  equations  or 
set  Window  variables.  The  Y=  Editor  and  tlie  Window  Editor  let  you 
enter  information  for  tlie  cutTent  Graph  mode  setting  only. 


Defining  Parametric 
Equations  on  the 
Y=  Editor 


To  graph  a  parametric  equation,  you  must  define  both  its  x  and  y 
components.  If  you  define  only  one  component,  the  equation  cannot 
be  graphed.  (However,  you  can  use  single  components  to  generate 
an  automatic  table  as  described  in  Chapter  13.) 


'ytl  =  15  t-sirC60°  ) 

Xl2= 
yt,2= 
Xl3= 


9.3 

2 


xt.ia?=i5*t.*cQ£t:6B°> 


Enter  x  and  y  components 
on  separate  lines. 

You  can  define 

xt1(t)  ttirough  xt99(t)  and 

yt1(t)  ttirough  yt99(t). 


Be  careful  when  using  implied  multiplication  with  t.  For  example: 


Note:  When  using  t,  be  sure 
implied  multiplication  Is  valid 
for  your  situation. 


Enter: 


Instead  of:  Because: 


t*cos(60)  tcos(60) 


tcos  is  interpreted  as  a  user-defined 
function  called  tcos,  not  as  implied 
multiplication. 

In  most  cases,  this  refers  to  a  nonexistent 
function.  So  the  TI-89  /  TI-92  Plus  simply 
returns  the  function  name,  not  a  number. 


Tip:  You  can  use  the  Define 

command  from  the  Home 
screen  (see  Appendix  A)  to 
define  functions  and 
equations  for  any  graphing 
mode,  regardless  of  the 
current  mode. 

•    When  you  return  to  FUNCTION  graphing  mode,  your  y(x)  functions 
are  still  defined  in  the  Y=  Editor.  When  you  return  to 
PARAMETRIC  graphing  mode,  your  x  and  y  components  are  still 
defined. 


The  Y=  Editor  mamtams  an  mdependent  function  list  for  each  Graph 
mode  setting.  For  example,  suppose: 

•    In  FUNCTION  graphing  mode,  you  define  a  set  of  y(x)  functions. 
You  change  to  PARAMETRIC  graphing  mode  and  define  a  set  of  x 
and  y  components. 
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Selecting 

Parametric 

Equations 


To  graph  a  parametric  equation,  select  either  its  x  or  y  component  or 
both.  When  you  enter  or  edit  a  component,  it  is  selected 
automatically. 

Selecting  x  and  y  components  separately  can  be  useful  for  tables  as 
described  in  Chapter  13.  With  multiple  parametric  equations,  you  can 
select  and  compare  all  the  x  components  or  aU  the  y  components. 


Selecting  the 
Display  Style 


Tip:  Use  the  Animate  and 
Patti  styles  for  interesting 
projectile-motion  effects. 


You  can  set  the  style  for  either  the  x  or  y  component.  For  example,  if 
you  set  the  x  component  to  Dot,  the  TI-89  /  TI~92  Plus  automatically 
sets  the  y  component  to  Dot. 

The  Above  and  Below  styles  are  not  available  for  parametric 
equations  and  are  dimmed  on  the  Y=  Editor's  Style  toolbar  menu. 


Window  Variables 


Note:  You  can  use  a 
negative  tstep.  If  so,  tmin 
must  be  greater  than  tmax. 


The  Window  Editor  maintains  an  independent  set  of  Window 
variables  for  each  Graph  mode  setting  Qust  as  the  Y=  Editor 
maintains  independent  function  Usts).  Parametric  graphs  use  the 
following  Window  variables. 


Variable 

Description 

tmin,  tmax 

Smallest  and  largest  t  values  to  evaluate. 

tstep 

Increment  for  the  t  value.  Parametric  equations  are 

evaluated  at: 

x(tmin) 

y{tmin) 

x{tmin+tstep) 

y(tmin+tstep) 

x(tmin+2(tstep)) 

y(tmin+2(tstep)) 

...  not  to  exceed  ... 

...  not  to  exceed  ... 

x(tmax) 

y(tmax) 

xmin,  xmax. 

Boundaries  of  the  viewing  window. 

ymin,  ymax 

xsci,  ysci 

Distance  between  tick  marks  on  the  x  and  y  axes. 

Standard  values  (set  when  you  select  6:ZoomStd  from  the  [F2]  Zoom 
toolbar  menu)  are: 

tmin  =  0.  xmin  ="10.     ymin  ="10. 

tmax  =  27t    (6.2831 853...  radians     xmax  =  1 0.      ymax  =  1 0. 

or  360  degrees) 
tstep  =Jt/24  (.1308996...  radians      xscI  =  1 .  ysci  =  1 . 

or  7.5  degrees) 


You  may  need  to  change  the  standard  values  for  the  t  variables 
(tmin,  tmax,  tstep)  to  ensure  that  enough  points  are  plotted. 


Chapter  7:  Parametric  Graphing  131 


Exploring  a  Graph 


As  in  function  grapliing,  you  can  explore  a  graph  by  using  tl\e 
following  tools. 


Tool 


For  Parametric  Graphs: 


Tip:  During  a  trace,  you  can 
also  evaluate  x(t)  and  y(t)  by 
typing  the  t  value  and 
press/no  [EMTER  I. 


Tip:  You  can  use 
QuIckCenter  at  any  time 
during  a  trace,  even  If  the 
cursor  Is  still  on  the  screen. 


Free-Moving  Works  just  as  it  does  for  function  graphs. 
Cursor 

[F2]  Zoom        Works  just  as  it  does  for  function  graphs,  with  the 
following  exceptions; 

•  Only  X  (xmin,  xmax,  xsol)  and  y  (ymin,  ymax,  ysol) 
Window  variables  are  affected. 

•  The  t  Window  variables  (tmin,  tmax,  tstep)  are  not 
affected  unless  you  select  6:ZoomStcl  (which  sets 
tmin  =  0,  tmax  =  2n,  and  tstep  =  it/24). 

[F3l  Trace        Lets  you  move  the  cursor  along  a  graph  one  tstep  at  a 
time. 

•  When  you  begin  a  trace,  the  cursor  is  on  the  first 
selected  parametric  equation  at  tmin. 

■  QuickCenter  applies  to  all  directions.  If  you  move 
the  cursor  off  the  screen  (top  or  bottom,  left  or 
right),  press  jElMTERj  to  center  the  viewing  window 
on  the  cursor  location. 

•  Automatic  panning  is  not  available.  If  you  move  the 
cursor  off  the  left  or  right  side  of  the  screen,  the 
TI-89  /  TI-92  Plus  will  not  automatically  pan  the 
viewing  window.  However,  you  can  use 
QuickCenter. 

[fFI  Math         Only  1  :Value,  6:Derivatives,  9:Distance,  ATangent,  and 
B:Arc  are  available  for  parametric  graphs.  These  tools 
are  based  on  t  values.  For  example: 

■  1  :Value  displays  x  and  y  values  for  a  specified 
t  value. 

•  6:Derivatives  finds  dy/dx,  dy/dt,  or  dx/dt  at  a  point 
defined  for  a  specified  t  value. 
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Polar  Graphing 


134 


Preview  of  Polar  Graphing  

Overview  of  Steps  in  Grapliing  Polar  Equations  

Differences  in  Polar  and  Function  Graphing  136 


135 


This  chapter  describes  how  to  graph  polar  equations  on  the 
TI-89  /  TI-92  Plus.  Before  using  this  chapter,  you  should  be  famUiar 
with  Chapter  6:  Basic  Function  Graphing. 

Consider  a  point  (x,y)  as  shown  below.  In  a  polar  equation,  the 
point's  distance  (r)  from  the  origin  is  a  function  of  its  angle  (0) 
from  the  positive  x  axis.  Polar  equations  are  expressed  as  r  =  f(6). 


Y  To  convert  between  rectangular  (x,y) 

and  polar  coordinates  (r,8): 

X  =  r  cos  6       r2  ^  x^  +  y2 

X  sign{y)-7t 
y  =  rsin9        6  =  - tan-'  -  +  ^  

Note:  To  find  9,  use  the 

TI-89  /  TI-92  Plus  function  angle(x+iy), 
which  automatically  performs  the 
calculation  shown  above. 

You  can  view  the  coordinates  of  any  point  in  either  polar  (r,6)  or 
rectangular  (x,y)  form. 
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Preview  of  Polar  Graphing 


The  graph  of  the  polar  equation  A  sin  Be  forms  the  shape  of  a  rose.  Graph  the  rose  for 
A=8  and  B=2.5.  Then  explore  the  appearance  of  the  rose  for  other  values  of  A  and  B. 


Steps 


i 
TI-89 
Keystrokes 


m 

TI-92  Plus 
Keystrokes 


Display 


1.  Display  the  MODE  dialog  box. 
For  Graph  mode,  select  POLAR. 
For  Angle  mode,  select  RADIAN. 


Display  and  clear  the  Y=  Editor. 
Then  define  the  polar  equation 
r1(e)  =  Asin  Be. 

Enter  8  and  2.5  for  A  and  B, 
respectively. 


3.  Select  the  ZoomStd  viewing 
window,  which  graphs  the 
equation. 

•  The  graph  shows  only  five  rose 
petals. 

-  In  the  standard  viewing  window, 
the  Window  variable  dmax  -  2k. 
The  remaining  petals  have  9 
values  greater  than  2k. 

•  The  rose  does  not  appear 
symmetrical. 

-  Both  the  X  and  y  axes  range  from 
-  10  to  10.  However,  this  range  is 
spread  over  a  longer  distance 
along  the  x  axis  than  the  y  axis. 

4.  Display  the  Window  Editor,  and 
change  9max  to  4ji. 

4k  will  be  evaluated  to  a  number 
when  you  leave  the  Window  Editor. 


Select  ZoomSqr,  which  regraphs 
the  equation. 

ZoomSqr  increases  the  range  along 
the  X  axis  so  that  the  graph  is  shown 
in  correct  proportion. 

You  can  change  values  for  A  and 
B  as  necessary  and  regraph  the 
equation. 
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Overview  of  Steps  in  Grapiiing  Polar  Equations 


To  graph  polar  equations,  use  the  same  general  steps  used 
for  y(x)  functions  as  described  in  Chapter  6:  Basic  Function 
Graphing.  Any  differences  that  apply  to  polar  equations  are 
described  on  the  following  pages. 


Graphing  Polar 
Equations 


Tip:  To  turn  off  any  stat 
data  plots  (Cfiapter  16), 
press  02]  5  or  use  {H}  to 
deselect  them. 


Tip:  This  is  optional.  For 
multiple  equations,  this  helps 
visually  distinguish  one  from 
another. 


Tip:  [F2)  Zoom  also  changes 
the  viewing  window. 


Tip:  To  display  r  and  8,  set 
Coordinates  =  POLAR. 


Set  Graph  mode  (ImodeI) 
to  POLAR. 
Also  set  Angle  mode, 
if  necessary. 


Define  polar  equations 
on  Y=  Editor  (H  [Y=]). 


Select  (\E})  which 
defined  equations  to 
graph. 


Set  the  display  style 
for  an  equation. 

TI-89:  \M  [F6] 

TI-92  Plus:  m 


Define  the  viewing 
window  O  [window]). 

Change  the  graph 
format, if  necessary. 

m  9 

—  or  — 

TI-89:  a  m 

Tl  92  Plus:  H  F 


Graph  the  selected 
equations  (0  [graph]). 


Exploring  the  Graph      From  the  Graph  screen,  you  can: 
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Display  the  coordinates  of  any  pixel  by  using  the  free-moving 
cursor,  or  of  a  plotted  point  by  tracing  a  polar  equation. 

Use  the  [F2]  Zoom  toolbar  menu  to  zoom  in  or  out  on  a  portion  of 
the  graph. 

Use  the  [F5]  Math  toolbar  menu  to  find  derivatives,  tangents,  etc. 
Some  menu  items  are  not  available  for  polar  graphs. 
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Differences  in  Polar  and  Function  Graphing 


This  chapter  assumes  that  you  already  know  how  to  graph  y(x) 
functions  as  described  in  Chapter  6:  Basic  Function  Graphing. 
This  section  describes  the  differences  that  apply  to  polar 
equations. 


Setting  the 
Graph  Mode 


Use  iMODEj  to  set  Graph  =  POLAR  before  you  define  equations  or  set 
Window  variables.  Tlie  Y=  Editor  and  the  Window  Editor  let  you 
enter  iirformation  for  the  current  Graph  mode  setting  only. 

You  should  also  set  the  Angle  mode  to  the  units  (RADIAN  or  DEGREE) 
you  want  to  use  for  6. 


Defining  Polar 
Equations  on  the 
Y=  Editor 


|Tool5|goo[Vi|E.lit|V  |rtn|5ty1t|^v.- 


'PLDTS 

r4 

r6- 
r7 


You  can  define  polar 
equations  for  r1  (8) 
througfi  r99(9). 


Tip:  You  can  use  the  Define 

command  from  the  Home 
screen  (see  Appendix  A)  to 
define  functions  and 
equations  for  any  graphing 
mode,  regardless  of  the 
current  mode. 


The  Y=  Editor  maintains  an  independent  function  list  for  each  Graph 
mode  setting.  For  example,  suppose: 

•  In  FUNCTION  graphing  mode,  you  define  a  set  of  y(x)  functions. 
You  change  to  POLAR  graphing  mode  and  define  a  set  of  r(9) 
equations. 

•  When  you  return  to  FUNCTION  graphing  mode,  your  y(x)  functions 
are  still  defined  in  the  Y=  Editor.  When  you  return  to  POLAR 
graphing  mode,  your  r(6)  equations  are  stiU  defined. 


Selecting  the 
Display  Style 


The  Above  and  Below  styles  are  not  available  for  polar  equations  and 
are  dimmed  on  the  Y=  Editor's  Style  toolbar  menu. 
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Window  Variables 


The  Window  Editor  maintains  an  independent  set  of  Window 
variables  for  each  Graph  mode  setting  Qust  as  the  Y=  Editor 
maintains  independent  function  lists).  Polar  graphs  use  the  following 
Window  variables. 


Variable  Description 


Wofe:  You  can  use  a 
negative  Bstep.  If  so,  dmin 
must  be  greater  than  dmax. 


Gmin,  Omax 
Qstep 


xmin,  xmax, 
ymin,  ymax 

xsci,  ysci 


Smallest  and  largest  6  values  to  evaluate. 

Increment  for  the  9  value.  Polar  equations  are 
evaluated  at: 

r(emin) 
r{9min+9step) 
r(emin+2(9step)) 
...  not  to  exceed  ... 
r{emax) 

Boundaries  of  the  viewing  window. 

Distance  between  tick  marks  on  the  x  and  y  axes. 


Standard  values  (set  when  you  select  6:ZoomStd  from  the  [F2]  Zoom 
toolbar  menu)  are: 

Gmin  =  0.  xmin  ="10.      ymin  ="10. 

emax  =  2it    (6.2831 853...  radians     xmax  =  1 0.        ymax  =  1 0. 
or  360  degrees) 

Gstep  =  It/24  (.1308996...  radians      xsol  =  1 .  ysci  =  1 . 

or  7.5  degrees) 

You  may  need  to  change  the  standard  values  for  the  9  variables 
(6min,  Omax,  Gstep)  to  ensure  that  enough  points  are  plotted. 


Setting  tlie  Graph  To  display  coordinates  as  r  and  G  values,  use: 

Format  (fT]  9 

—  or  — 

TI-89:H[I] 
TI-92  Plus:  H  F 

to  set  Coordinates  =  POLAR.  If  Coordinates  =  RECT,  the  polar 
equations  will  be  graphed  properly,  but  coordinates  will  be  displayed 
as  X  and  y. 

When  you  trace  a  polar  equation,  the  9  coordinate  is  shown  even  if 
Coordinates  =  RECT. 
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Exploring  a  Graph 


As  in  function  grapliing,  you  can  explore  a  graph  by  using  tlie 
following  tools.  Any  displayed  coordinates  are  shown  in  polar  or 
rectangular  form  as  set  in  the  graph  format. 


Tool 


For  Polar  Graphs: 


Tip:  During  a  trace,  you  can 
also  evaluate  r(d)  by  typing 
the  8  value  and  pressing 
(enter]. 


Tip:  You  can  use 

QuickCenter  at  any  time 
during  a  trace,  even  if  the 
cursor  is  still  on  the  screen. 


Free-Moving  Works  just  as  it  does  for  function  graphs. 
Cursor 

UU  Zoom        Works  just  as  it  does  for  function  graphs. 

•  Only  X  (xmin,  xmax,  xsol)  and  y  (ymin,  ymax,  ysol) 
Window  variables  are  affected. 

•  The  6  Window  variables  (6min,  6max,  Ostep)  are  not 
affected  unless  you  select  6:ZoomStd  (which  sets 
6min  =  0,  Smax  =  2n,  and  Ostep  =  it/24). 

[F3l  Trace        Lets  you  move  the  cursor  along  a  graph  one  9step  at  a 
time. 

•  When  you  begin  a  trace,  the  cursor  is  on  the  first 
selected  equation  at  9min. 

■  QuickCenter  applies  to  all  directions.  If  you  move 
the  cursor  off  the  screen  (top  or  bottom,  left  or 
right),  press  lEMTERI  to  center  the  viewing  window 
on  the  cursor  location. 

•  Automatic  panning  is  not  available.  If  you  move  the 
cursor  off  the  left  or  right  side  of  the  screen,  the 
TI-89  /  TI-92  Plus  will  not  automatically  pan  the 
viewing  window.  However,  you  can  use 
QuickCenter. 

[fFI  Math  Only  1  :Vaiue,  6:Derivatives,  9:Distance,  ATangent,  and 
B:Arc  are  available  for  polar  graphs.  These  tools  are 
based  on  9  values.  For  example: 

■  1  :Value  displays  an  r  value  (or  x  and  y,  depending 
on  the  graph  format)  for  a  specified  6  value. 

•  6:Derivatives  finds  dy/dx  or  dr/d9  at  a  point  defined 
for  a  specified  6  value. 
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Sequence  Graphing 


Preview  of  Sequence  Graphing  

Overview  of  Steps  in  Graphing  Sequences  

Differences  in  Sequence  and  Function  Graphing 

Setting  Axes  for  Time,  Web,  or  Custom  Plots  

Using  Web  Plots  

Using  Custom  Plots  

Using  a  Sequence  to  Generate  a  Table  


140 
141 
142 
146 
147 
150 
151 


Note:  A  recursive  sequence 
can  reference  another 
sequence.  For  example, 
u2(n)  =  n2+u1(n-  1). 


This  chapter  describes  how  to  graph  sequences  on  the 

TI-89  /  TI-92  Plus.  Before  using  this  chapter,  you  should  be  familiar 

with  Chapter  6:  Basic  Function  Graphing. 

Sequences  are  evaluated  only  at  consecutive  integer  values.  The 
two  general  types  of  sequences  are: 

■    Nonrecursive  —  The  nth  term  in  the  sequence  is  a  function 
of  the  independent  variable  n. 

Each  term  is  independent  of  any  other  terms.  In  the  following 
example  sequence,  you  can  calculate  u(5)  directly,  without 
first  calculating  u(1 )  or  any  other  previous  term. 


u(n)  =  2  *  n  for  n  =  1,  2,  3,  ... 


n  is  always  a  series  of 
consecutive  integers, 
starting  at  any  positive 
integer  or  zero. 


u(n)  =  2  *  n  gives  the  sequence  2,4,6,8,10,... 

Recursive  —  The  nth  term  is  defined  in  relation  to  one  or 
more  previous  terms,  represented  by  u(n-  1 ),  u(n-  2),  etc.  In 
addition  to  previous  terms,  a  recursive  sequence  may  also  be 
defined  in  relation  to  n  (such  as  u(n)  =  u(n-  1 )  +  n). 

In  the  following  example  sequence,  you  cannot  calculate  u(5) 
without  first  calculating  u(1 ),  u(2),  u(3),  and  u(4). 

Tlie  first  term  is  undefined 
since  it  has  no  previous  term. 
So  you  must  specify  an  initial 
value  to  use  for  the  first  term. 


u(n)  =  2  *u(n-  1)  for  n  =  1,  2,  3,  . 


Using  an  initial  value  of  1: 
u(n)  =  2  *  u(n- 1)  gives  the  sequence  1,2,4,8,16,... 

The  number  of  initial  values  you  need  to  specify  depends  on 
how  deep  the  recursion  goes.  For  example,  if  each  term  is 
defined  in  relation  to  the  previous  two  terms,  you  must  specify 
initial  values  for  the  first  two  terms. 
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Preview  of  Sequence  Graphing 


A  small  forest  contains  4000  trees.  Each  year,  20%  of  the  trees  will  be  harvested  (with  80% 
remaining)  and  1000  new  trees  will  be  planted.  Using  a  sequence,  calculate  the  number  of 
trees  in  the  forest  at  the  end  of  each  year.  Does  it  stabilize  at  a  certain  number? 


Initially 

After  1  Year 

After  2  Years 

After  3  Years 

4000 

.8  X  4000 

.8  X  (.8x4000 +  1000) 

8  X  (.8  X  (.8x4000 +  1000) +  1000)  ... 

+  1000 

+  1000 

+  1000 

Steps 


i 
TI-89 
Keystrokes 


■1 
TI-92  Plus 
Keystrokes 


Display 


1.  Display  the  MODE  dialog  box. 
For  Graph  mode,  select 
SEQUENCE. 

2.  Display  and  clear  the  Y=  Editor. 
Then  define  the  sequence  as 
u1(n)  =  iPart(.8*u1(n-1)+1000). 

Use  iPart  to  take  ttie  integer  part  of 
the  result.  No  fractional  trees  are 
tiarvested. 

To  access  iPart(,  you  can  use 

Und]  [math],  simply  type  it,  or  select  it 
from  the  CATALOG. 

3.  Define  uil  as  the  initial  value 
that  will  be  used  as  the  first 
term. 

4.  Display  the  Window  Editor.  Set 
the  n  and  plot  Window  variables. 

nmin=0  and  nmax=50  evaluate  the 
size  of  the  forest  over  50  years. 

5.  Set  the  x  and  y  Window  variables 
to  appropriate  values  for  this 
example. 


6.  Display  the  Graph  screen. 

7.  Select  Trace.  Move  the  cursor  to 
trace  year  by  year.  How  many 
years  (nc)  does  it  take  the 
number  of  trees  (yc)  to  stabilize? 
Trace  begins  at  nc=0. 

nc  is  the  number  of  years. 

xc  =  nc  since  n  is  plotted  on  the  x 

axis. 

yc  =  u1(n),  the  number  of  trees  at 
year  n. 


[MODEl 
®4 


[fTI  8IENTER1 


[ENTER] 

[2rid]  [math]  1  4 
.  8[iiHi]  U  1[I] 
[iM  NR  1[T|[+] 
1  0  0  0[n[EiTrER] 


EMTERI 


40  0  0[EimR] 


[3  [window] 
0050© 
1©1© 

0©5  0© 
1  0©0© 
6  0  0  0© 
1000 

\*\  [graph] 

[F3] 

(J)  and® 

as  necessary 


Q4 


EMTERI 


flM]  8IEMTER 


EMTERI 

[2ild]  [math]  1  4 

.  8u  icn 

NQICDE] 

1  0  0  0[nfEMTER] 


EMTERI 


4  0  0  OiBiTERl 


[T]  [window] 
0O50O 
lOlO 

0O50O 

loooo 

500  0O 
1000 

[H  [graph] 


GandO 
as  necessary 


|Tool5|goo[Vi|E.lit|V  |rtn|5ty1t|fixts.. 


'PLDTS 
1J1  = 

uil  = 
u2= 

ui2= 
u3= 

ui3= 
u4= 


LiH:nJ=iPar-t.C.8*ulCn-n+lS.„ 


nhin=8. 

nhax=5Q. 

plot£tr-t=l. 

plotStep=l . 

xhin=0. 

xhax=50. 

xscl=10. 

yhin=(Ii. 

yhax=&QGQ. 

y5cl=iaBS. 


By  default,  sequences  use 
tfie  Square  display  style. 


yc:4996. 
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Overview  of  Steps  in  Grapiiing  Sequences 


To  graph  sequences,  use  the  same  general  steps  used  for  y(x) 
functions  as  described  in  Chapter  6:  Basic  Function  Graphing. 
Any  differences  are  described  on  the  following  pages. 


Graphing 
Sequences 


Tip:  To  turn  off  any  stat 
data  plots  (Chapter  16), 
press  [ID  5  or  use  \H}  to 
deselect  them. 


Note:  For  sequences,  the 
default  style  is  Square. 


Tip:  p)  Zoom  also  changes 
the  viewing  window. 


Set  Graph  mode  (ImodeI) 
to  SEQUENCE. 
Also  set  Angle  mode, 
if  necessary. 


Define  sequences  and, 
if  needed,  initial  values 
on  Y=  Editor  (0  [y=]). 


X 


Select  ([H))  whicfi 
defined  sequences  to 
grapfi.  Do  not  select 
initial  values. 


X 


Set  tfie  display  style 
for  a  sequence. 
TI-89:  \M  [F6] 
TI-92  Plus:  m 


Define  the  viewing 
window  O  [window]). 

Cfiange  tfie  graph 
format  if  necessary. 

m  9 

—  or  — 
TI-89:  a  m 
TI-92  Plus:  B  F 


Graph  the  selected 
sequences  (H  [graph]). 

Exploring  the  Graph      From  the  Graph  screen,  you  can: 


\ri3t  i\ri3t  £|Fq3t ;  | 
Gr^F-r  

CLrrtrt  Foldtr  . 

Display  [liSits   FLUAT  S* 

Hn31-L   F:H[imN> 

EXPOntnrifll  Fornot  NnRMftL* 

Conip-ltK  Forrviflt   ftEAL-5- 

V4Ct^r  Format   RECTflNQULfiR-J- 

Pf 4tt^■  Pf irit  


|Tool5|goorvi|Ejit|V  |rtn|5ty1t|i^ 


■■PLDTJ 

■  ulK  

uil=40G6 

u2= 
ui2= 

u3= 
ui3= 

u4= 


uKn:i=iFart.t:.8>t=uKn-n+lQ.. 

MfllM  RflPflLTD  ?Ea  


1 : Line 
2=  Dot 


nnin=0. 

nNax=50. 

plotStrt.=  l. 

plotStep=l . 

xnin=0. 

XNax=50. 

xscl=lQ. 

yNiri=Q. 

yNax=6QQG. 

y£cl=lQQG. 


QFlflPH  FdRMflTS  "\ 

Ccoh-dinahts  

ftECT* 

Grid  

I1FF  + 

OH* 

Li44in?  Cursor 

HFF* 

Lattls  

I1FF  + 

i;Ert4f=SflVE  > 

iCESCsCflNCEL  ^1 

yc:4996. 


Tip:  You  can  also  evaluate 
a  sequence  while  tracing. 
Simply  enter  the  n  value 
directly  from  the  keyboard. 


Display  the  coordinates  of  any  pixel  by  using  the  free-moving 
cursor,  or  of  a  plotted  point  by  tracing  a  sequence. 

Use  the  [F2]  Zoom  toolbar  menu  to  zoom  in  or  out  on  a  portion  of 
the  graph. 

Use  the  [£5]  Math  toolbar  menu  to  evaluate  a  sequence.  Only 
1  ;Value  is  available  for  sequences. 

Plot  sequences  on  Time  (the  default),  Web,  or  Custom  axes. 
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Differences  in  Sequence  and  Function  Graphing 


This  chapter  assumes  that  you  already  know  how  to  graph  y(x) 
functions  as  described  in  Chapter  6:  Basic  Function  Graphing. 
This  section  describes  the  differences  that  apply  to  sequences. 


Setting  the 
Graph  Mode 


Use  IMODEI  to  set  Graph  =  SEQUENCE  before  you  define  sequences  or 
set  Window  variables.  The  Y=  Editor  and  the  Window  Editor  let  you 
enter  information  for  the  cutTent  Graph  mode  setting  only. 


Defining  Sequences 
on  the  Y=  Editor 


fTPTT; 
Tools  Zoi 


u2= 

ui3= 
uA-- 


4008 


uli:n>  =  iParti:.S*uKn-l>  +  lQ... 


You  can  define  sequences 
u1(n)  through  u99(n). 

Use  ui  only  for  recursive 
sequences,  which  require 
one  or  more  initial  values. 


Note:  You  must  use  a  list  to 
enter  two  or  more  initial 
values. 


If  a  sequence  requires  more  than  one  initial  value,  enter  them  as  a  list 
enclosed  in  braces  |  )  and  separated  by  commas. 


Enter  {1 ,0)  even  though  - 
{1  0}  is  shown  in  the 
sequence  list. 


'  u3=u3(n  -  15  +  uZ(.n  -  2) 
ui4= 


Note:  Optionally,  for 
sequences  only,  you  can 
select  different  axes  for  the 
graph.  TIME  is  the  default 


If  a  sequence  requires  an  initial  value  but  you  do  not  enter  one,  you 
wiU  get  an  error  when  graphing. 

On  the  Y=  Editor,  Axes  lets  you  select  the  axes  that  are  used  to 
graph  the  sequences.  For  more  detailed  information,  refer  to  page  146. 

Axes  Description 

TIME  Plots  n  on  the  x  axis  and  u(n)  on  the  y  axis. 

WEB  Plots  u(n-1 )  on  the  x  axis  and  u(n)  on  the  y  axis. 

CUSTOM  Lets  you  select  the  X  and  y  axes. 


Tip:  You  can  use  the  Define 

command  from  the  Home 
screen  (see  Appendix  A)  to 
define  functions  and 
equations  for  any  graphing 
mode,  regardless  of  the 
current  mode. 


The  Y=  Editor  maintains  an  independent  function  list  for  each  Graph 
mode  setting.  For  example,  suppose: 

•  In  FUNCTION  graphing  mode,  you  define  a  set  of  y(x)  functions. 
You  change  to  SEQUENCE  graphing  mode  and  define  a  set  of  u(n) 
sequences. 

•  When  you  return  to  FUNCTION  graphing  mode,  your  y(x)  functions 
are  still  defined  in  the  Y=  Editor.  When  you  return  to  SEQUENCE 
graphing  mode,  your  u(n)  sequences  are  still  defined. 
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Selecting 
Sequences 


Note:  With  TIME  and 
CUSTOM  axes,  all  defined 
sequences  are  evaluated 
even  if  they  are  not  plotted. 


With  TIME  and  WEB  axes,  the  TI-89  /  TI-92  Plus  graphs  only  the 
selected  sequences.  If  you  entered  any  sequences  that  require  an 
initial  value,  you  must  enter  the  corresponding  ui  value. 


You  can  select  a  sequence.  - 

You  cannot  select  its 
initial  value. 


fTPTT; 
Tools  Zoi 


^PLDTS 
U2= 

ui2-- 

ui3= 
u4= 


jit|  y  |i^ii|5tvift 


4008 


uli:n>  =  iParti:.S*uKn-l>  +  lQ... 


With  CUSTOM  axes,  when  you  specify  a  sequence  in  the  custom 
settings,  it  is  graphed  regardless  of  whether  it  is  selected. 


Selecting  the 
Display  Style 


Only  the  Line,  Dot,  Square,  and  Thick  styles  are  available  for  sequence 
graphs.  Dot  and  Square  mark  only  those  discrete  integer  values  (in 
plotstep  increments)  at  which  a  sequence  is  plotted. 


Window  Variables 


The  Window  Editor  maintains  an  independent  set  of  Window 
variables  for  each  Graph  mode  setting  Qust  as  the  Y=  Editor 
maintains  independent  function  lists).  Sequence  graphs  use  the 
following  Window  variables. 


Variable 


Description 


Note:  Both  nmin  and  nmax 
must  be  positive  integers, 
although  nmin  can  be  zero. 


Note:  nmin,  nmax,  plotstrt 
and  plotstep  must  be 
integers  >  1.  If  you  do  not 
enter  integers,  they  will  be 
rounded  to  integers. 


nmin,  nmax 


plotstrt 


plotstep 


xmin,  xmax, 
ymin,  ymax 

xsci,  ysci 


Smallest  and  largest  n  values  to  evaluate.  Sequences 
are  evaluated  at: 

u(nmin) 

u(nmin+1) 

u(nmin+2) 

...  not  to  exceed  ... 

u(nmax) 

The  term  number  that  will  be  the  first  one  plotted 
(depending  on  plotstep).  For  example,  to  begin  plotting 
with  the  2nd  term  in  the  sequence,  set  plotstrt  =  2.  The 
first  term  will  be  evaluated  at  nmin  but  not  plotted. 

Incremental  n  value /or  graphing  only.  This  does  not 
affect  how  the  sequence  is  evaluated,  only  which  points 
are  plotted.  For  example,  suppose  plotstep  =  2.  The 
sequence  is  evaluated  at  each  consecutive  integer  but 
is  plotted  at  only  every  other  integer. 

Boundaries  of  the  viewing  window. 

Distance  between  tick  marks  on  the  x  and  y  axes. 
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Window  Variables         standard  values  (set  when  you  select  6:ZoomStd  from  the  [F2]  Zoom 
(Continued)  toolbar  menu)  are: 

nmin  =  1.  xmin="10.  ymin="10. 

nmax  =  10.         xmax  =  10.        ymax  =  10. 
plotStrt  =  1 .        xsci  =  1 .  ysci  =  1 . 

plotStep  =  1 . 

You  may  need  to  change  the  standard  values  for  the  n  and  plot 
variables  to  ensure  that  sufficient  points  are  plotted. 

To  see  how  plotstrt  affects  a  graph,  look  at  the  following  examples  of 
a  recursive  sequence. 


This  graph  is  plotted  beginning 
with  the  1st  term. 


Note:  Both  of  these  graphs 
use  the  same  Window 
variables,  except  for  plotstrt. 

This  graph  is  plotted  beginning 
with  the  9th  term. 


With  TIME  axes  (from  Axes  on  the  Y=  Editor),  you  can  set  plotstrt  =  1 
and  stiU  graph  only  a  selected  part  of  the  sequence.  Simply  define  a 
viewing  window  that  shows  only  the  area  of  the  coordinate  plane 
you  want  to  view. 

You  could  set: 

•  xmin  =  first  n  value  to  graph 

•  xmax  =  nmax  (although  you 
can  use  other  values) 

•  ymin  and  ymax  =  expected 
values  for  the  sequence 

The  Graph  Order  format  is  not  available. 

•  With  TIME  or  CUSTOM  axes,  multiple  sequences  are  always 
plotted  simultaneously. 

•  With  WEB  axes,  multiple  sequences  are  always  plotted 
sequentially. 


VplotStrt=1 

nmax 

Changing  the  Graph 
Format 
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Exploring  a  Graph         As  in  function  graphing,  you  can  explore  a  graph  by  using  the 

following  tools.  Any  displayed  coordinates  are  shown  in  rectangular 
or  polar  form  as  set  in  the  graph  format. 


Tool  For  Sequence  Graphs: 

Free-Moving  Works  just  as  it  does  for  function  graphs. 
Cursor 

UU  Zoom        Works  just  as  it  does  for  function  graphs. 

•  Only  X  (xmin,  xmax,  xsci)  and  y  (ymin,  ymax,  ysol) 
Window  variables  are  affected. 

•  The  n  and  plot  Window  variables  (nmin,  nmax, 
plotStrt,  plotStep)  are  not  affected  unless  you  select 
6:ZoomStd  (which  sets  all  Window  variables  to 
their  standard  values). 

Tip:  During  a  trace,  you  can     \f3}  Trace        Depending  on  whether  you  use  TIME,  CUSTOM,  or 
evaluate  a  sequence  by  WEB  axes.  Trace  operates  very  differently. 

typing  a  value  for  n  and 

pressingMmi-  •    With  TIME  or  CUSTOM  axes,  you  move  the  cursor 

along  the  sequence  one  plotstep  at  a  time.  To  move 
approximately  ten  plotted  points  at  a  time,  press 
[2Hdl(>)  or  [2nd]®. 


Tip:  You  can  use 
QuickCenter  at  any  time 
during  a  trace,  even  if  the 
cursor  is  still  on  the  screen. 


-  When  you  begin  a  trace,  the  cursor  is  on  the 
first  selected  sequence  at  the  term  number 
specified  by  plotstrt,  even  if  it  is  outside  the 
viewing  window. 

-  OuickCenter  applies  to  all  directions.  If  you 
move  the  cursor  off  the  screen  (top  or  bottom, 
left  or  right),  press  lEHTERI  to  center  the  viewing 
window  on  the  cursor  location. 


•  With  WEB  axes,  the  trace  cursor  follows  the  web, 
not  the  sequence.  Refer  to  page  147. 

[FS]  Math         Only  1  :Value  is  available  for  sequence  graphs. 

•  With  TIME  and  WEB  axes,  the  u(n)  value 
(represented  by  yc)  is  displayed  for  a  specified 
n  value. 

•  With  CUSTOM  axes,  the  values  that  correspond  to 
X  and  y  depend  on  the  axes  you  choose. 
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Setting  Axes  for  Time,  Web,  or  Custom  Plots 


For  sequences  only,  you  can  select  different  types  of  axes  for 
the  graph.  Examples  of  the  different  types  are  given  later  In 
this  chapter. 


Displaying  tlie 
AXES  Dialog  Box 


From  the  Y=  Editor,  Axes: 


flKiS;  TIME  + 

Euild  N«b:  TRACED 


Depending  on  the  current  Axes 
setting,  some  items  may  be 
dimmed. 

To  exit  without  maldng  any 
changes,  press  lESCj. 


Item 

Description 

Axes 

TIME  —  Plots  u(n)  on  the  y  axis  and  n  on  the  x  axis. 

WEB  —  Plots  u(n)  on  the  y  axis  and  u(n-1 )  on  the 

X  axis. 

CUSTOM  —  Lets  you  select  the  x  and  y  axes. 

Build  Web 

Active  only  when  Axes  =  WEB,  this  specifies  whether  a 

web  is  drawn  manually  (TRACE)  or  automatically 

(AUTO). 

Refer  to  page  147  for  more  information. 

X  Axis  and 

Active  only  when  Axes  =  CUSTOM,  these  let  you  select 

Y  Axis 

the  value  or  sequence  to  plot  on  the  x  and  y  axes. 

Refer  to  page  150  for  more  information. 

To  change  any  of  these  settings,  use  the  same  procedure  that  you  use 
to  change  other  types  of  dialog  boxes,  such  as  the  MODE  dialog  box. 
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Using  Web  Plots 


A  web  plot  graphs  u(n)  vs.  u(n- 1),  which  lets  you  study  the 
long-term  behavior  of  a  recursive  sequence.  The  examples  in 
this  section  also  show  how  the  initial  value  can  affect  a 
sequence's  behavior. 


Valid  Functions  for  A  sequence  must  meet  the  following  criteria;  otherwise,  it  will  not  be 
Web  Plots  graphed  properly  on  WEB  axes.  The  sequence: 

•  Must  be  recursive  with  only  one  recursion  level; 
u(n-  1)  but  not  u(n-  2). 

•  Cannot  reference  n  directly. 

•  Cannot  reference  any  other  defined  sequence  except  itself 


When  You  Display 
the  Graph  Screen 


After  you  select  WEB  axes  and  display  the  Graph  screen,  the 
TI-89/TI-92Plus: 

•  Draws  a  y=x  reference  Une. 

•  Plots  the  selected  sequence  definitions  as  functions,  with  u(n-  1 ) 
as  the  independent  variable.  This  effectively  converts  a  recursive 
sequence  into  a  nonrecursive  form  for  graphing. 


For  example,  consider  the  sequence  u1  (n)  =  ^5-ul(n-l)  and  an 
initial  value  of  ui1  =1 .  The  TI-89  /  TI-92  Plus  draws  the  y=x  reference 
line  and  then  plots  y  =  ^5-  x. 


Drawing  the  Web 


Note:  The  web  starts  at 
plotstrt.  The  value  of  n  is 
incremented  by  1  each  time 
the  web  moves  to  the 
sequence  (plotStep  is 
ignored). 


After  the  sequence  is  plotted,  the  web  may  be  displayed  manually  or 
automatically,  depending  on  how  you  set  Build  Web  on  the  AXES 
dialog  box. 


If  Build  Web : 


The  web  is: 


TRACE  Not  drawn  until  you  press  [F3].  The  web  is  then 

drawn  step-by-step  as  you  move  the  trace  cursor 
(you  must  have  an  initial  value  before  using  Trace). 

Note:  With  WEB  axes,  you  cannot  trace  along  the 
sequence  itself  as  you  do  in  other  graphing  modes. 

AUTO  Drawn  automatically.  You  can  then  press  [£3]  to 

trace  the  web  and  display  its  coordinates. 

The  web: 

1.  Starts  on  the  x  axis  at  the  initial  value  ui  (when  plotstrt  =  1). 

2.  Moves  vertically  (either  up  or  down)  to  the  sequence. 

3.  Moves  horizontally  to  the  y=x  reference  line. 

4.  Repeats  this  vertical  and  horizontal  movement  until  n=nmax. 
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Example: 
Convergence 


Tip:  During  a  trace,  you  can 
move  the  cursor  to  a 
specified  n  value  by  typing 
the  value  and  pressing 

lEMTERI. 


Tip:  When  the  nc  value 
changes,  the  cursor  is  on 
the  sequence.  The  next  time 
you  press  ®,  nc  stays  the 
same  but  the  cursor  is  now 
on  the  y=x  reference  line. 


1.  On  the  Y=  Editor  (0  [Y=] ),  define  u1(n)  = -.8u1  (n- 1) 
initial  value  uil  =  "4. 


-  3.6.  Set 


Set  Axes  =  TIME. 

On  the  Window  Editor  nmT~25 

(0  [window]  ),  set  the  Window  p™s'trt=1 . 

variables.  plotstep=1. 


Graph  the  sequence 
(H  [GRAPH]). 

By  default,  a  sequence  uses 
the  Square  display  style. 


xmjn=0.      ynnin=  "  1 0. 
xmax=25.  ynnax=10. 
xscl=1.  yscl=1. 


On  the  Y=  Editor,  set  Axes  =  WEB  and  Build  Web  =  AUTO. 


On  the  Window  Editor,  change  "[JJ^j^Igs 
the  Window  variables.  plotStrt=1. 

plotStep=i. 


xmin=  "  10.  ymin=  "  10. 
xmax=10.  ymax=10. 
xscUI.  yscl=1. 


7.  Regraph  the  sequence. 

Web  plots  are  always  shown 
as  lines,  regardless  of  the 
selected  display  style. 


u(n) 


y=-.8x  +  3.6 


y=x 


u(n-1) 


8.  Press  [£3].  As  you  press  ©,  the  trace  cursor  follows  the  web.  The 
screen  displays  the  cursor  coordinates  nc,  xc,  and  yc  (where  xc 
and  yc  represent  u(n-  1)  and  u(n),  respectively). 

As  you  trace  to  larger  values  of  nc,  you  can  see  xc  and  yc  approach 
the  convergence  point. 


Example: 
Divergence 


1.  On  the  Y=  Editor  ([3  [Y=] ),  define  u1(n)  =  3.2u1(n- 1) -.8(u1(n- l))^ 
Set  initial  value  ui1  =4.45. 


2.  Set  Axes  =  TIME. 

3.  On  the  Window  Editor 
(10  [window]  ),  set  the 
Window  variables. 

4.  Graph  the  sequence 
(13  [GRAPH]). 

Because  the  sequence 
quickly  diverges  to  large 
negative  values,  only  a  few 
points  are  plotted. 


nmin=0.  xmin^O.  ymin-  75. 

nmax=10.  xmax=10.  ymax=10. 

plotStrt=1.  xscl=1.  yscl=1. 
plotStep=1. 

u(n) 
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5.  On  the  Y=  Editor,  set  Axes  =  WEB  and  Build  Web  =  AUTO. 


6.  On  the  Wmdow  Editor,  change  g 
the  Window  variables.  plotStrt=1. 

plotStep=1. 


xmin-  "  10.  ymin=  "  10. 
xmax=10.  ymax=10. 
xscl=1.  yscl=1. 


7.  Regraph  the  sequence. 

The  web  plot  shows  how 
quickly  the  sequence 
diverges  to  large  negative 
values. 


u(n) 

7 

\    \  . 

^  1 

y=3.2x-.8x2 


Example: 
Oscillation 


Note:  Compare  this  graph 
with  the  divergence 
example.  This  is  the  same 
sequence  with  a  different 
initial  value. 


Note:  The  web  moves  to  an 
orbit  oscillating  between  two 
stable  points. 


Note:  By  starting  the  web 
plot  at  a  later  term,  the 
stable  oscillation  orbit  is 
shown  more  clearly. 


This  example  shows  how  the  initial  value  can  affect  a  sequence. 

1.  On  the  Y=  Editor  (0  [Y=] ),  use  the  same  sequence  defined  in  the 
divergence  example:  u1(n)  =  3.2u1(n-  1)  -.8(u1(n-  1))^.  Set  initial 
value  uil  =  0.5. 


2.  Set  Axes  =  TIME. 

3.  On  the  Window  Editor 
(0  [window]  ),  set  the 
Window  variables. 

4.  Graph  the  sequence 
(0  [GRAPH]). 


nmin=1.  xmln=0.  ymin=0. 

nmax=100.  xmax=100.  ymax=5. 

plotStrt=1.  xscl=10.  yscl=1. 
plotStep=1. 

u(n) 


5.  On  the  Y=  Editor,  set  Axes  =  WEB  and  Build  Web  =  AUTO 

6.  On  the  Window  Editor,  change  nmin=1 
the  Window  variables. 

plotStep=1 


xmin=  2.68   ymin=  4.7 
nmax=100.   xmax=6.47  ymax=4.7 
plotStrt=1.    xsckl.  yscl=1. 


7.  Regraph  the  sequence. 


u(n) 


y=x 


y=3.2x-.8x2 


8.  Press  [F3].  Then  use  (f)  to  trace  the  web. 


As  you  trace  to  larger  values  of  nc,  notice  that  xc  and  yc  oscillate 
between  2.0521 8  and  3.19782. 

9.  On  the  Window  Editor,  set 
plotstrt=50.  Then  regraph  the 
sequence. 
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Using  Custom  Plots 


CUSTOM  axes  give  you  great  flexibility  in  graphing  sequences. 
As  shown  in  the  following  example,  CUSTOM  axes  are 
particularly  effective  for  showing  relationships  between  one 
sequence  and  another. 


Example:  Predator-  Using  the  predator-prey  model  in  biology,  determine  the  numbers  of 
Prey  Model  rabbits  and  foxes  that  maintain  population  equilibrium  in  a  certain 


reg 

ion. 

R 

=  Number  of  rabbits 

M 

=  Growth  rate  of  rabbits  if  there  are  no  foxes  (use  .05) 

K 

=  Rate  at  which  foxes  can  Idll  rabbits  (use  .001) 

W 

=  Number  of  foxes 

G 

=  Growth  rate  of  foxes  if  there  are  rabbits  (use  .0002) 

D 

=  Death  rate  of  foxes  if  there  are  no  rabbits  (use  .03) 

Rn 

=   R„_,  (1  +M-KW„_,) 

w„ 

=   W„_,  (1  +  G  R„_,  -  D) 

Note:  Assume  there  are 
initially  200  rabbits  and 
50  foxes. 


1.  On  the  Y=  Editor  (0  [Y=] ),  define  the  sequences  and  initial  values 
for  Rn  and  Wn. 

u1(n)  =  u1(n-  1)  *(1  +  .05  -.001  *u2(n-  1)) 
uil  =  200 

u2(n)  =  u2(n-  1 )  *  (1  +  .0002  *  u1  (n-  1 )  -.03) 
ui2  =  50 


2.  Set  Axes  =  TIME. 

3.  On  the  Window  Editor  nmin=0. 

^1 — ,r  ,    „r.    .  nmax=400. 

(0  [window]  ),  set  the  Wmdow  piotStrt=1 . 

variables.  plotStep=1. 


xmin=0.  ymin=0. 
xmax=400.  ymax=300. 
xscl=100.  yscl=100. 


Note:  Use  [F3]  to  individually 
trace  the  number  of  rabbits 
u1(n)  and  foxes  u2(n)  over 
time  (n). 


Graph  the  sequence 
(0  [GRAPH]). 


u1(n) 


u2(n) 


On  the  Y=  Editor,  set  Axes  =  CUSTOM,  X  Axis  =  u1 ,  and  Y  Axis  =  u2. 


In  the  Window  Editor,  change  [^^ 
the  Window  variables.  plotStrt=1 . 

plotStep=1. 


xmin=84.  ymin=25. 
xmax=237.  ymax=75. 
xscl=50.  yscl=10. 


Note:  Use  [F3]  to  trace  both 
the  number  of  rabbits  (xc) 
and  foxes  (yc)  over  the 
cycle  of  400  generations. 


7.  Regraph  the  sequence. 


u2(n) 


u1(n) 
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Using  a  Sequence  to  Generate  a  Table 


Previous  sections  described  how  to  graph  a  sequence.  You 
can  also  use  a  sequence  to  generate  a  table.  Refer  to 
Chapter  13  for  detailed  information  about  tables. 


Example:  Fibonacci 
Sequence 


In  a  Fibonacci  sequence,  the  first  two  terms  are  1  and  1.  Each 
succeeding  term  is  the  sum  of  the  two  immediately  preceding  terms. 


On  the  Y=  Editor 
(S  [Y=] ),  define  the 
sequence  and  set  the 
initial  values  as  shown. 


Set  table  parameters 
(0  [TbISet] )  to: 
tbIStart  =  1 
Atbl  =  1 

Independent  =  AUTO 


+  ul(:r-2) 


You  must  enter  {1,1},  although  {1  1} 
is  shown  in  the  sequence  list. 


TflELE  SETJF 


iitbl:  |1. 

Gf-afh  <->  Tall*:  HFF-J- 


■  This  item  is  dimmed  if  you  are  not 
using  TIME  axes. 


Set  Window  variables 
(0 [window])  so  that 
nmin  has  the  same 
value  as  tbIStart. 


4.  Display  the  table 
(0  [TABLE]). 


Scroll  down  the  table 
(0  or  [2nd]  0)  to  see 
more  of  the  sequence. 


n=m 


nnax=  

plotStrt.=  l. 
plotSiep=l . 
xnin= "ID. 
xnax=10. 
xscl=l. 
yniri=-IQ. 
ynax=lQ. 
yscl=l. 


n 

Ul 

1. 

2. 

1. 

3. 

2. 

4. 

3. 

5. 

5. 

n=l. 

MHIN 

Fibonacci  sequence 
is  in  column  2. 
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3D  Graphing 


Preview  of  3D  Graphing  

Overview  of  Steps  in  Graphing  3D  Equations  

Differences  in  3D  and  Function  Graphing  

Moving  the  Cursor  in  3D  

Rotating  and/or  Elevating  the  Viewing  Angle  

Animating  a  3D  Graph  Interactively  

Changing  the  Axes  and  Style  Formats  

Contour  Plots  

Example:  Contours  of  a  Complex  Modulus  Surface  

Implicit  Plots  

Example:  Implicit  Plot  of  a  More  Complicated  Equation.. 


Tip:  To  view  the  graph 
along  the  x,  y,  or  z  axis,  you 
can  press  X,  Y,  or  Z, 
respectively. 

Tip:  To  switch  from  one 
format  style  to  the  next 
(skipping  IMPLICIT  PLOT), 
press: 

TI-89:  faiphal  [F] 
TI-92  Plus:  F. 

This  retains  the  current  view 
(either  expanded  or  normal). 

Note:  To  switch  to  IMPLICIT 
PLOT  (via  the  GRAPH 
FORMATS  dialog  box), 
press: 

r;-S9:BII] 

r;-92P;us:0  F. 


This  chapter  describes  how  to  graph  3D  equations  on  the 
TI-89  /  TI-92  Plus.  Before  using  this  z 
chapter,  you  should  be  familiar 
with  Chapter  6:  Basic  Function 
Graphing. 

In  a  3D  graph  of  an  equation  for 
z(x,y),  a  point's  location  is  defined 
as  shown  here. 

The  expanded  view  feature  lets 
you  examine  any  3D  graph  in  more  detail.  For  example: 


Normal  view 


Expanded  view 


f  Fl'l  F£'|  FS   T    FH     rFE'l  Ffi-lFP-Tiiil 
TOOl5|200n|Tl'OCt|Fit(jl'OPh|MOth|Pl'OW|Ptri|:C  1 

MAIN               f,M>  rtUT 

To  switch  between  normal  and  expanded  views, 
press  [3  (multiplication  key,  not  the  letter  X). 


When  you  display  a  3D  graph,  the  expanded  view  is  used 
automatically  if: 

•  You  set  or  change  the  graph  format  style  to  CONTOUR  LEVELS 
or  IMPLICIT  PLOT. 

•  The  previous  graph  used  the  expanded  view. 

If  you  press  a  cursor  key  to  animate  the  graph,  the  screen 
switches  to  the  normal  view  automatically.  You  cannot  animate  a 
graph  in  the  expanded  view. 
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Preview  of  3D  Graphing 


Graph  the  3D  equation  z(x,y)  =  (x^  y  -  y3  x)  /  390.  Animate  the  graph  by  using  the  cursor 
to  interactively  change  the  eye  Window  variable  values  that  control  your  viewing  angle. 
Then  view  the  graph  in  different  graph  format  styles. 


Steps 


i 
TI-89 
Keystrokes 


m 

TI-92  Plus 
Keystrokes 


Display 


1.  Display  the  MODE  dialog  box. 
For  Graph  mode,  select  3D. 


Display  and  clear  the  Y=  Editor. 
Then  define  the  3D  equation 
z1(x,y)  =  (x3y-y3x)/390. 

Notice  that  implied  multiplication  is 
used  in  the  keystroifes. 


Change  the  graph  format  to 
display  and  label  the  axes.  Also 
setStyle  =  WIRE  FRAME. 

You  can  animate  any  graph  format 
style,  but  WIRE  FRAME  is  fastest. 

Select  the  ZoomStd  viewing 
cube,  which  automatically 
graphs  the  equation. 

As  the  equation  is  evaluated  (before  it] 
is  graphed),  "evaluation  percentages" 
are  shown  in  the  upper-left  part  of  the 
screen. 

Note:  If  you  have  already  used  3D 
graphing,  the  graph  may  be  shown  in 
expanded  view.  When  you  animate 
the  graph,  the  screen  returns  to 
normal  view  automatically.  (Except  for, 
animation,  you  can  do  the  same 
things  in  normal  and  expanded  view.) 


Animate  the  graph  by  decreasing 
the  eye(t)  Window  variable  value. 

©  or  ©  may  affect  eye8  and  eyev|/,  but 
to  a  lesser  extent  than  eye0. 

To  animate  the  graph  continuously, 
press  and  hold  the  cursor  for  about  1 
second  and  then  release  it.  To  stop, 

press  lEWTERI. 


liViODEl 
®5 


[fTI  8IENTER1 


mxBSY 

□  YB3XII] 
E  3  9  OfENTERl 


sm 

©®2 
©®2 

©®1 


s 

(press  [x]  to 
switch 
between 
expanded  and 
normal  view) 

©©©© 
©©©© 


Q5 


ENTER  I 


[Ml  8IEMTER 
I  ENTER  I 
[I]X03Y 

□  YH3XIT1 

H  3  9  0  [ENTER] 
BF 

OG2 
OG2 
OOi 


ENTER  I 


H 

(press  0  to 
switch 
between 
expanded  and 
normal  view) 

oooo 
oooo 


MfllM  RHP  HLTD  ?D  


QFiflFH  FIlRMflT; 


  AMEf^ 

Labels   QN-^ 

St^'^4   HIREFRfiME* 
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steps 


i 
TI-89 
Keystrokes 


m 

Tl  92  Plus 
Keystrokes 


Display 


6.  Return  the  graph  to  its  initial 
orientation.  Then  move  the 
viewing  angle  along  the  "viewing 
orbit"  around  the  graph. 

For  information  about  the  viewing 
orbit,  refer  to  page  164. 

7.  View  the  graph  along  the  x  axis, 
the  y  axis,  and  then  the  z  axis. 


This  graph  has  the  same  shape  along 
the  y  axis  and  x  axis. 


Return  to  the  initial  orientation. 

Display  the  graph  in  different 
graph  format  styles. 


0  (zero,  not  the  \  0  (zero,  not  the 
letter  O)  I  letter  O) 

©0©  iooo 


IX 


lY 


!Z 


0  io 

m  ;f 

(press  [D  to  i  (press  F  to 

switch  from  i  switch  from 

each  style  to  i  each  style  to  the 

the  next)  inext) 

HIDDEN  SURFACE  


CONTOUR  LEVELS 
(may  require  extra  time 
to  calculate  contours 

WIRE  AND  CONTOUR 


WIRE  FRAME 


Note:  You  can  also  display  the  graph  as  an  implicit  plot  by  using  the  GRAPH  FORMATS  dialog 
box  ([M]  9  or  Th89:  H  Q]  TI-92  Plus:  H  F).  If  you  press  Th89:  \\\  Th92  Plus:  F  to  switch  between 
styles,  the  impUcit  plot  is  not  displayed. 
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Overview  of  Steps  in  Grapiiing  3D  Equations 


To  graph  3D  equations,  use  the  same  general  steps  used  for 
y(x)  functions  as  described  in  Chapter  6:  Basic  Function 
Graphing.  Any  differences  that  apply  to  3D  equations  are 
described  on  the  following  pages. 


Graphing  3D 
Equations 


Tip:  To  turn  off  any  stat 
data  plots  (Cfiapter  16), 
press  [F5]  5  or  use  [H  to 
deselect  them. 


Note:  For  3D  graphs,  the 
viewing  window  Is  called 
the  viewing  cube.  [F2]  Zoom 
also  changes  the  viewing 
cube. 


Tip:  To  help  you  see  the 
orientation  of  3D  graphs, 
turn  on  Axes  and  Labels. 


Note:  Before  displaying  the 
graph,  the  screen  shows 
the  "percent  evaluated." 


Set  Graph  mode  (IHodeI) 
to  3D. 
Also  set  Angle  mode, 
if  necessary. 


Define  3D  equations  on 
Y=  Editor  (H  [Y=]). 


Select  ([H)  wlnicti 
equation  to  graph.  You 
can  select  only  one  3D 
equation. 


Define  the  viewing  cube 
(0  [window]). 


Change  the  graph 
format,  if  necessary. 

m  9 

—  or  — 
TI-89:  H  m 
TI-92  Plus:  H  F 


Graph  the  selected 
equation  (0  [graph]). 


Ifl^ii  llfl^ii  i  I 

Qh-flf.r   Hii* 

CLKrint  F«ld4K   Main* 

II\Sf^^!>  IiiSit:   FLDHT  G* 

ArSlt   F:A[ilAN* 

conpltx  Fornflt   F:EfiL* 

V4Ct*KF*FMat   F:ECTflNGULflR  + 

PFirrs- PFirit   [1N  + 


[Tool5lgooi^|E^tf^"^fr|'^.>'!.1^v^: 


Z2= 

z5= 


zH:x.tjJ  =  Cx''3*M-'-i''3*x>.^3M 

MAIM  F;A[i  ALTD  ?D  


xmiri=  -IQ. 

xgrid=14. 

yMin= -10. 

yna>;=lQ. 

ygnid=14. 

zr^in=  "ID. 

zr^ax=10. 

ncontour-=5. 


HXii   A»E£* 

Ldltis   QN* 

StPl4   HIF:E  FRAME* 


,  C'EnttF=SAVE~'j 


^ESCsCANCEPj 


Expioring  thie  Graph 


Tip:  You  can  also  evaluate 
z(x,y)  while  tracing.  Type 
the  X  value  and  press 
I  ENTER  I.-  then  type  the  y  value 
and  press  I  ENTER  I. 


From  the  Graph  screen,  you  can: 

•  Trace  the  equation. 

•  Use  the  |£2]  Zoom  toolbar  menu  to  zoom  in  or  out  on  a  portion  of 
the  graph.  Some  of  the  menu  items  are  dimmed  because  they  are 
not  available  for  3D  graphs. 

•  Use  the  [F5]  Math  toolbar  menu  to  evaluate  the  equation  at  a 
specified  point.  Only  1  :Value  is  available  for  3D  graphs. 
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Differences  in  3D  and  Function  Graphing 


This  chapter  assumes  that  you  already  know  how  to  graph  y(x) 
functions  as  described  in  Chapter  6:  Basic  Function  Graphing. 
This  section  describes  the  differences  that  apply  to  3D 
equations. 


Setting  the  Use  |M0DE|  to  set  Graph  =  3D  before  you  define  equations  or  set 

Graph  Mode  Window  variables.  The  Y=  Editor  and  the  Window  Editor  let  you 

enter  information  for  the  cutTent  Graph  mode  setting  only. 


Defining  3D 
Equations  on  the 
Y=  Editor 


|T««l!|S««rvi|EJit|  V 

'PLDTJ 

z2= 
z3= 
z4= 
z5= 

zKx,y>  =  (x'-3*y- 

-y'-3*xV39Q 

MAIN               RAD  AUTD 

50 

You  can  define  3D 
equations  for  z1  (x,y) 
througfi  z99(x,y). 


Tip:  You  can  use  the  Define 

command  from  the  Home 
screen  (see  Appendix  A)  to 
define  functions  and 
equations  for  any  graphing 
mode,  regardless  of  the 
current  mode. 


The  Y=  Editor  maintains  an  independent  function  list  for  each  Graph 
mode  setting.  For  example,  suppose: 

•  In  FUNCTION  graphing  mode,  you  define  a  set  of  y(x)  functions. 
You  change  to  3D  graphing  mode  and  define  a  set  of  z(x,y) 
equations. 

•  When  you  return  to  FUNCTION  graphing  mode,  your  y(x)  functions 
are  stUl  defined  in  the  Y=  Editor.  When  you  return  to  3D  graphing 
mode,  your  z(x,y)  equations  are  still  defined. 


Selecting  the  Because  you  can  graph  only  one  3D  equation  at  a  time,  display  styles 

Display  Style  '^''t  available.  On  the  Y=  Editor,  Style  toolbar  menu  is  dimn\ed. 

For  3D  equations,  however,  you  can  use: 

[Fl|9 

—  or  — 

TI-89:  HE 

Th92  Plus:  H  F 

to  set  the  Style  format  to  WIRE  FRAIVIE  or  HIDDEN  SURFACE.  Refer 
to  "Changing  the  Axes  and  Style  Formats"  on  page  165. 
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Window  Variables         The  Window  Editor  maintains  an  independent  set  of  Window 
variables  for  each  Graph  mode  setting  Qust  as  the  Y=  Editor 
maintains  independent  function  hsts).  3D  graphs  use  the  following 
Window  variables. 


Variable  Description 


Note:  If  you  enter  a 
fractional  number  for  xgrid 
orygrid,  it  Is  rounded  to  the 
nearest  whole  number  >  1. 

Note:  The  3D  mode  does 
not  have  scl  Window 
variables,  so  you  cannot  set 
tick  marks  on  the  axes. 


eyeO,  eyecj), 
eyev/ 

xmin,  xmax, 
ymin,  ymax, 
zmin,  zmax 

xgrid,  ygrid 


Angles  (always  in  degrees)  used  to  view  the  graph. 
Refer  to  "Rotating  and/or  Elevating  the  Viewing  Angle" 
on  page  162. 

Boundaries  of  the  viewing  cube. 


The  distance  between  xmin  and  xmax  and  between  ymin 
and  ymax  is  divided  into  the  specified  number  of  grids. 
The  z(x,y)  equation  is  evaluated  at  each  grid  point 
where  the  grid  lines  (or  grid  wires)  intersect. 

The  incremental  value  along  x  and  y  is  calculated  as: 


xmax  -  xmin 


X  increment  = " 


xgrid 


y  increment  -- 


ymax  -  ymin 
ygrid 


The  number  of  grid  wires  is  xgrid  +  1  and  ygrid  +  1 .  For 
example,  when  xgrid  =  14  and  ygrid  =  14,  the  xy  grid 
consists  of  225  (15  x  15)  grid  points. 


z(xmin,ymin) 


z(xmax,ymin) 


z(xmin,ymax) 


z(xmax,ymax) 


ncontour        The  number  of  contours  evenly  distributed  along  the 
displayed  range  of  z  values.  Refer  to  page  168. 


Standard  values  (set  when  you  select  6:ZoomStd  from  the  [£2]  Zoom 
toolbar  menu)  are: 


eyee  =  20. 
eyei)  =  70. 
eyey  =  0. 


xmin  =  "  10. 
xmax  =  10. 
xgrid  =  14. 


ymin  =  "  10. 
ymax  =  10. 
ygrid  =  14. 


zmin  =  "  10. 
zmax  =  10. 
ncontour  =  5. 


Note:  Increasing  the  grid 
variables  decreases  the 
graphing  speed. 


You  may  need  to  increase  the  standard  values  for  the  grid  variables 
(xgrid,  ygrid)  to  ensure  that  enough  points  are  plotted. 
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Setting  the  Graph 
Format 


The  Axes  and  Style  formats  are  specific  to  the  3D  graphing  mode. 
Refer  to  "Changing  the  Axes  and  Style  Formats"  on  page  165. 


Exploring  a  Graph 


Tip:  Refer  to  "Moving  the 
Cursor  in  3D"  on  page  160. 


Tip:  During  a  trace,  you  can 
also  evaluate  z(x,y).  Type 
the  X  value  and  press 
lEMTERI.-  then  type  the  y  value 
and  press  MiM- 


As  in  function  graphing,  you  can  explore  a  graph  by  using  the 

following  tools.  Any  displayed  coordinates  are  shown  in  rectangular 

or  cylindrical  form  as  set  in  the  graph  format,  hi  3D  graphing, 

cylindrical  coordinates  are  shown  when  you  use  use: 

E19 

—  or  — 

TI-89:  Hm 

Th92  Plus:  H  F 

to  set  Coordinates  =  POLAR: 


Tool 


For  3D  Graphs: 


Free-Moving  The  free-moving  cursor  is  not  available. 
Cursor 


[F2]Zoom 


[F3]  Trace 


[F5]Math 


Works  essentially  the  same  as  it  does  for  function 
graphs,  but  remember  that  you  are  now  using  three 
dimensions  instead  of  two. 

•    Only  the  following  zooms  are  available: 


2:Zoomln 
3:ZoomOut 


5:ZoomSqr 
6:ZoomStd 


A:ZoomFit 
B:Memory 
C;SetFactors 


•  Only  X  (xmin,  xmax),  y  (ymin,  ymax),  and  z  (zmin, 
zmax)  Window  variables  are  affected. 

•  The  grid  (xgrid,  ygrid)  and  eye  (eye9,  eyeij),  eyey) 
Window  variables  are  not  affected  unless  you 
select  6:ZoomStd  (which  resets  these  variables  to 
their  standard  values). 

Lets  you  move  the  cursor  along  a  grid  wire  from  one 
grid  point  to  the  next  on  the  3D  surface. 

•  When  you  begin  a  trace,  the  cursor  appears  at  the 
midpoint  of  the  xy  grid. 

■    Quicl<Center  is  available.  At  any  time  during  a  trace, 
regardless  of  the  cursor's  location,  you  can  press 
lEHTERI  to  center  the  viewing  cube  on  the  cursor. 

•  Cursor  movement  is  restricted  in  the  x  and  y 
directions.  You  cannot  move  the  cursor  beyond  the 
viewing  cube  boundaries  set  by  xmin,  xmax,  ymin, 
and  ymax. 

Only  1  :Value  is  available  for  3D  graphs.  This  tool 
displays  the  z  value  for  a  specified  x  and  y  value. 

After  selecting  1  :Value,  type  the  x  value  and  press 
lENTERI.  Then  type  the  y  value  and  press  [ENTER]. 
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Moving  the  Cursor  in  3D 


When  you  move  the  cursor  along  a  3D  surface,  it  may  not  be 
obvious  why  the  cursor  moves  as  it  does.  3D  graphs  have  two 
independent  variables  {x,y)  instead  of  one,  and  the  x  and  y 
axes  have  a  different  orientation  than  other  graphing  modes. 


How  to  Move  the 
Cursor 

Note:  You  can  move  the 
cursor  only  within  the  x  and  y 
boundaries  set  by  Window 
variabies  xmin,  xmax,  ymin, 
andymax. 


On  a  3D  surface,  the  cursor  always  follows  along  a  grid  wire. 

Cursor  Key  Moves  the  cursor  to  the  next  grid  point  in  the: 

®  Positive  X  direction 

®  Negative  x  direction 

©  Positive  y  direction 

©  Negative  y  direction 


Tip:  To  show  the  axes  and 

their  labels  from  the 

Y=  Editor,  Window  Editor,  or 

Graph  screen,  use: 

r/-S9;0[n 

7/  32  Plus:  0  F 

Simple  Example  of 
Moving  the  Cursor 


Tip:  By  displaying  and 
labeling  the  axes,  you  can 
more  easily  see  the  pattern 
in  the  cursor  movement. 


Although  the  rules  are  straightforward,  the  actual  cursor  movement 
can  be  confusing  unless  you  know  the  orientation  of  the  axes. 

In  2D  graphing,  the  x  and  y  axes  ^ 
always  have  the  same  orientation 
relative  to  the  Graph  screen. 


In  3D  graphing,  x  and  y  have  a 
different  orientation  relative  to  the 
Graph  screen.  Also,  you  can  rotate 
and/or  elevate  the  viewing  angle. 


eyee=20 
eye(|)=70 
eyev=0 


The  following  graph  shows  a  sloped  plane  that  has  the  equation 

z1  (x,y)  =  "  (x  +  y)  /  2.  Suppose  you  want  to  trace  around  the  displayed 

boundary. 


When  you  press  [F3],  the  trace  cursor  appears  at 
the  midpoint  of  the  xy  grid.  Use  the  cursor  pad  to 
move  the  cursor  to  any  edge. 


®  moves  in  a 
positive  X  direction, 
up  to  xmax. 


©  moves  in  a 
positive  y  direction, 
up  to  ymax. 


©  moves  in  a 
negative  y  direction, 
bacl<  to  ymin. 


®  moves  in  a  negative 
X  direction,  bacl<  to 
xmin. 


Tip:  To  move  grid  points 
closer  together,  you  can 
increase  Window  variables 
xgrid  and  ygrid. 


When  the  trace  cursor  is  on  an  interior  point  in  the  displayed  plane, 
the  cursor  moves  from  one  grid  point  to  the  next  along  one  of  the 
grid  wires.  You  carmot  move  diagonally  across  the  grid. 

Notice  that  the  grid  wires  may  not  appear  parallel  to  the  axes. 
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Example  of  the 
Cursor  on  a  Hidden 
Surface 


Tip:  To  cut  away  the  front  of 
ttie  saddle  in  tfiis  example, 
set  xmax=0  to  show  only 
negative  x  values. 


On  more  complex  shapes,  the  cm'sor  may  appear  as  if  it  is  not  on  a 
grid  point.  Tiiis  is  an  optical  illusion  caused  when  the  cursor  is  on  a 
hidden  surface. 

For  example,  consider  a  saddle  shape  z1  (x,y)  =  (x2  -  y2  )  /  3.  The 
following  graph  shows  the  view  looking  down  the  y  axis. 

eyee=90. 

eyetJ=0. 
XNin= "18. 
xnax=lQ. 
xgrid=14. 
yNin= "10. 
yNax=lQ. 
ygr-id=14. 
ZNin= "10. 
ZNax=lQ. 
ncontoun=5. 

Now  look  at  the  saine  shape  at  10°  from  the  x  axis  (eyeS 


42857 


You  can  move  the  cursor  so  that  it 
does  not  appear  to  be  on  a  grid 
point. 


zc:2.Q4Qi 
xc:  -2.85714 


42857 


If  you  cut  away  the  front  side,  you 
can  see  the  cursor  is  actually  on  a 
grid  point  on  the  hidden  back  side. 


Example  of  an  "Off 
the  Curve"  Cursor 


Although  the  cursor  can  move  only  along  a  grid  wire,  you  will  see 
many  cases  where  the  cursor  does  not  appear  to  be  on  the  3D 
surface  at  all.  This  occurs  when  the  z  axis  is  too  short  to  show  z(x,y) 
for  the  corresponding  x  and  y  values. 

For  example,  suppose  you  trace  the  paraboloid  z(x,y)  =  x2  +  .5y2 
graphed  with  the  indicated  Window  variables.  You  can  easily  move 
the  cursor  to  a  position  such  as: 


Trace  cursor 


Valid  trace 
coordinates 


zc:27.551 
xc: 4. 28571 


yc:  -4.28571 


eyee=20. 

eye+=45. 

eyeMJ=0. 

xnin= "5. 

XNax=5. 

xgrid=14. 

yNin= "5. 

ynax=5. 

ygr-id=14. 

znin=0. 

ZNax=5. 

ncontoun=5. 


Tip:  QuickCenter  lets  you 
center  the  viewing  cube  on 
the  cursor's  location.  Simply 
press  MM! . 


Although  the  cursor  is  actually  tracing  the  paraboloid,  it  appears  off 
the  curve  because  the  trace  coordinates: 

•  xc  and  yc  are  within  the  viewing  cube. 
—  but  — 

•  zc  is  outside  the  viewing  cube. 

When  zc  is  outside  the  z  boundary  of  the  viewing  cube,  the  cursor  is 
physically  displayed  at  zmin  or  zmax  (although  the  screen  shows  the 
correct  trace  coordinates). 
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Rotating  and/or  Elevating  tlie  Viewing  Angle 


In  3D  graphing  mode,  the  eyeS  and  eye(|)  Window  variables  let 
you  set  viewing  angles  that  determine  your  line  of  sight.  The 
eyev  Window  variable  lets  you  rotate  the  graph  around  that 
line  of  sight. 


How  the  Viewing 
Angle  Is  lUleasured 


Wofe:  When  eyeH(=0,  the 
z  axis  is  verticai  on  the 
screen.  When  eyev=90, 
the  z  axis  is  rotated  90° 
counterciockwise  and  is 
horizontai. 


The  viewing  angle  has  three  components: 

■  eye6  —  angle  in  degrees  from  the 
positive  X  axis. 

■  eyecj)  —  angle  in  degrees  from  the 
positive  z  axis. 

■  eyev  —  angle  in  degrees  by  which  the 
graph  is  rotated  counterclockwise 
around  the  line  of  sight  set  by  eye9 
and  eye<|). 

In  the  Window  Editor  (0  [WINDOW] ), 
always  enter  eye0,  eye(|),  and  eyey  in 
degrees,  regardless  of  the  current  angle 
mode. 

Do  not  enter  a  °  symbol.  For  example,' 
type  20,  70,  and  0,  not  20°,  70°,  and  0°. 


-'eyee 


eye+=7G. 

eyeT=0. 

xrrin=  -  IQ. 

xnax= IG. 

xgrid=14. 

ynin= "IQ. 

ynax=lG. 

ygrid=14. 

znin= -IQ. 

zmax=lQ. 

ncoritour=5. 


Effect  of  Changing 
eyee 


The  view  on  the  Graph  screen  is  always  oriented  along  the  viewing 
angle.  From  this  point  of  view,  you  can  change  eyeG  to  rotate  the 
viewing  angle  around  the  z  axis. 


Wofe:  This  exampie 
increments  eyeS  by  30. 


z1(x,y)  =  (x^y  -  y^x)  /  390 


In  this  example,  eye(t>  =  70 


eyee  =  20 


eyee  =  50 


eyee  =  80 


—  V 
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Effect  of  Changing  By  changing  eyei]),  you  can  elevate  your  viewing  angle  above  the  xy 
eyecl)  plane.  If  90  <  eye^  <  270,  the  viewing  angle  is  below  the  xy  plane. 


z1(x,y)  =  (x^y  -  y^x)  /  390 


In  this  example,  eye6  =  20 


Note:  This  example  starts 
on  the  xy  plane  (eyeiti  =90) 
and  decrements  eye^)  by  20 
to  elevate  the  viewing  angle. 


eye<|)  =  90  Z 
 H- 


eye<])  =  70 


eyeif  =  50 


—  V 


Effect  of  Changing 
eye\|f 


The  view  on  the  Graph  screen  is  always  oriented  along  the  viewing 
angles  set  by  eyeO  and  eye<\i.  You  can  change  eyet]/  to  rotate  the  graph 
around  that  line  of  sight. 


Note:  During  rotation,  the 
axes  expand  or  contract  to 
fit  the  screen's  width  and 
height  This  causes  some 
distortion  as  shown  in  the 
example. 

z=10 

When  eye\\i=0, 
the  z  axis  runs 
the  height  of  the 
screen.  z=  - 1 0 

When  eyev»=90,  the  z  axis 
runs  the  width  of  the  screen. 


<+- 


-4^ 


z=10  z=-10 

As  the  z  axis  rotates  90°,  Its 
range  ('  lOto  10  in  this 
example)  expands  to  almost 
twice  Its  original  length. 
Likewise,  the  x  and  y  axes 
expand  or  contract. 

From  the  Home 
Screen  or  a  Program 


z1(x,y)=(x^y-  y^x)  /  390 


In  this  example, 
eyee=20  and  eyei|)=70 


The  eye  values  are  stored  in  the  system  variables  eyeO,  eyeif,  and 
eyev/.  You  can  access  or  store  to  these  variables  as  necessary. 

TI-89:  To  type  ^  or  \s/,  press  0  Q]  lalphal  [F]  or  0  Q]  [Y],  respectively. 
You  can  also  press  1 2nd  I  [CHAR]  and  use  the  Greek  menu. 
TI-92  Plus:  To  type  if  or  \s/,  press  1 2nd  I G  F  or  |2nd|  G  Y  respectively. 
You  can  also  press  1 2nd  I  [CHAR]  and  use  the  Greek  menu. 
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Animating  a  3D  Graph  Interactively 


After  plotting  any  3D  graph,  you  can  change  the  viewing  angle 
interactively  by  using  the  cursor.  Refer  to  the  preview  example 
on  page  154. 


The  Viewing  Orbit 


Note:  The  viewing  orbit 
affects  tfie  eye  Window 
variables  in  differing 
amounts. 


When  using  ®  and  ®  to  animate  a  grapli,  think  of  it  as  moving  the 
viewing  angle  along  its  "viewing  orbit"  around  the  graph. 

Moving  along  this  orbit  can 
cause  the  z  axis  to  wobble 
shghtly  during  the  animation 
(as  you  can  see  in  the  preview 
example  on  page  154). 


Animating  tlie 
Graph 

Note:  If  the  graph  is  shown 
in  expanded  view,  it  returns 
to  normal  view  automatically 
when  you  press  a  cursor 
key. 

Tip:  After  animating  the 
graph,  you  can  stop  and 
then  re-start  the  animation 
in  the  same  direction  by 
pressing: 

r/-89:IENTERI  Offaiiial  [J 
Tl~92  Plus:  lEMTERI  or  space 
bar 


Tip:  Duhng  an  animation, 
you  can  switch  to  the  next 
graph  format  style  by 
pressing: 

TI-89:[B 
TI  92  Plus:  F 


Tip:  To  see  a  graphic  that 
shows  the  eye  angles,  refer 
to  page  162. 


To: 

Do  this: 

Animate  the  graph  incrementally 

Press  and  release  the  cursor 

quickly. 

Move  along  the  viewing  orbit: 

®  or® 

Change  the  viewing  orbit's: 

©or© 

elevation 

(primarily  increases 

or  decreases  eyecj)) 

Animate  the  graph  continuously 

Press  and  hold  the  cursor  for 

about  1  second,  and  then 

release  it. 

Th89:  To  stop,  press  [ESC], 

lENTERj,  lONl,  orf^l  U  (space). 

TI-92  Plus:  To  stop,  press  [ESC], 

lENTERj,  lONl,  or  the  space  bar. 

Change  between  4  animation 

Press  [+]  or  Q. 

speeds  (increase  or  decrease  the 

incremental  changes  in  the  eye 

Window  variables) 

Change  the  viewing  angle  of  a  non- 

Press  X,  Y  or  Z,  respectively. 

animated  graph  to  look  along  the  x, 

y,  or  z  axis 

Return  to  the  initial  eye  angle 

Press  0 

values 

(zero,  not  the  letter  O). 

Animating  a  Series        You  can  also  animate  a  graph  by  saving  a  series  of  graph  pictures 
of  Graph  Pictures  then  flipping  (or  cycling)  through  those  pictures.  Refer  to 

"Animating  a  Series  of  Graph  Pictures"  in  Chapter  12:  Additional 
Graphing  Topics.  This  method  gives  you  more  control  over  the 
Window  variable  values,  particularly  eyei);  (page  162),  which  rotates 
the  graph. 
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Changing  the  Axes  and  Style  Formats 


With  its  default  settings,  the  TI-89  /  TI-92  Plus  displays  hidden 
surfaces  on  a  3D  graph  but  does  not  display  the  axes. 
However,  you  can  change  the  graph  format  at  any  time. 


Displaying  tlie  From  the  Y=  Editor,  Window  Editor,  or  Graph  screen,  press: 


GRAPH  FORMATS 
Dialog  Box 


E19 
—  or  — 
TI-89:  BS] 
TI-92  Plus:  H  F 


Hit!   DFF* 

Lflbtls   nFF> 

Jtvli   HIDDEN  JUfiFSCE* 


t^<Eintr=;flVE  y 


<ESC=CflMCEr>^ 


The  dialog  box  shows  the 
current  graph  format 
settings. 

To  exit  without  making  a 
change,  press  jESCj. 


To  change  any  of  these  settings,  use  the  same  procedure  that  you  use 
to  change  other  types  of  dialog  boxes,  such  as  the  MODE  dialog  box. 


Examples  of  Axes 
Settings 


Tip:  Setting  Labels  =  ON  is 
helpful  when  you  display 
either  type  of  3D  axes. 


To  display  the  valid  Axes  settings, 
highlight  the  current  setting  and 
press  ©. 

•    AXES  —  Shows  standard 
xyz  axes. 


BOX  —  Shows  3-dimensional 
box  axes. 

The  edges  of  the  box  are 
determined  by  the  Window 
variables  xmin,  xmax,  etc. 


3!  BOX 

z1(x,y)  =  x2+.5y2 


In  many  cases,  the  origin  (0,0,0)  is  inside  the  box,  not  at  a  comer. 

For  example,  if  xmin  =  ymin  =  zmin  =  "  1 0  and  xmax  =  ymax  =  zmax  =  10, 
the  origin  is  at  the  center  of  the  box 
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Examples  of  Style 
Settings 


Tip:  WIRE  FRAME  is  faster 
to  graph  and  may  be  more 
convenient  wtien  you're 
experimenting  with  different 
shapes. 


Be  Aware  of 
Possible 
Optical  Illusions 


2\ 

3: CONTOUR  LEUELS 
4:|jJIRE  RND  CONTOUR 
5! IMPLICIT  PLOT 


To  display  the  valid  Style  settings, 
highlight  the  current  setting  and 
press  ©. 

•  WIRE  FRAME  — Shows  the  3D 
shape  as  a  transparent  wire 
frame. 

•  HIDDEN  SURFACES  —  Uses 
shading  to  differentiate  the 
two  sides  of  the  3D  shape. 


Later  sections  in  this  chapter  describe  CONTOUR  LEVELS,  WIRE  AND 
CONTOUR  (page  167)  and  IMPLICIT  PLOT  (page  171). 

The  eye  angles  used  to  view  a  graph  (eye9,  eyecj),  and  eyeif  Window 
variables)  can  result  in  optical  illusions  that  cause  you  to  lose 
perspective  on  a  graph. 

Typically,  most  optical  illusions  occur  when  the  eye  angles  are  in  a 
negative  quadrant  of  the  coordinate  system. 

Optical  illusions  may  be  more  noticeable  with  box  axes.  For 
example,  it  may  not  be  immediately  obvious  which  is  the  "front"  of 
the  box. 


Looking  down 
from  above  the  xy  plane 


Looking  up 
from  below  the  xy  plane 


Note:  These  examples 
show  the  graphs  as 
displayed  on  the  screen. 


Note:  These  examples  use 
artificial  shading  (which  is 
not  displayed  on  the  screen) 
to  show  the  front  of  the  box. 


20,  eyecj)  =  55,  eyey  =  0 


eyeO  =  20,  eyeij)  =  120,  eye>|f=  0 


To  minimize  the  effect  of  optical  illusions,  use  the  GRAPH  FORMATS 
dialog  box  to  set  Style  =  HIDDEN  SURFACE. 
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Contour  Plots 


In  a  contour  plot,  a  line  is  drawn  to  connect  adjacent  points  on 
the  3D  graph  that  have  the  same  z  value.  This  section 

discusses  the  CONTOUR  LEVELS  and  WIRE  AND  CONTOUR 

graph  format  styles. 


Selecting  the  Graph 
Format  Style 


Tip:  From  the  Graph 
screen,  you  can  switch  from 
one  graph  format  style  to 
the  next  (skipping  IMPLICIT 
PLOTJ  by  pressing: 
TI-89:[B 
TI-92  Plus  :  F 

Note:  Pressing: 

TI-89:[B 

TI  92  Plus:  F 

to  se/ecf  CONTOUR  LEVELS 
does  not  affect  the  viewing 
angle,  view,  or  Labels 
format  as  it  does  if  you  use: 
r/-sa.-0[I] 

TI-92  Plus:SF 


In  3D  graphing  mode,  define  an  equation  and  grapli  it  as  you  would 
any  3D  equation,  with  the  following  exception.  Display  the  GRAPH 
FORMATS  dialog  box  by  pressing  [FT|  9  from  the  Y=  Editor,  Window 
editor,  or  Graph  screen.  Then  set: 


Style  =  CONTOUR  LEVELS 

-or- 

Style  =  WIRE  AND  CONTOUR 


5: IMPLICIT  PLOT 

For  CONTOUR  LEVELS,  only  the  contours  are  shown. 

-  The  viewing  angle  is  set  initially  so  that  you  are  viewing  the 
contours  by  looking  down  the  z  axis.  You  can  change  the 
viewing  angle  as  necessary. 

-  The  graph  is  shown  in  expanded  view.  To  switch  between 
expanded  and  normal  view,  press  0. 

-  The  Labels  format  is  set  to  OFF  automatically. 

For  WIRE  AND  CONTOUR,  the  contours  are  drawn  on  a  wire 
frame  view.  The  viewing  angle,  view  (expanded  or  normal),  and 
Labels  format  retain  their  previous  settings. 
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How  Are  Z  Values 
Determined? 


You  can  set  the  noontour  Window  variable  (0  [window]  )  to  specify  the 
number  of  contours  that  will  be  evenly  distributed  along  the 
displayed  range  of  z  values,  where: 


zmax  -zmin 


increment  = 


noontour  +  1 
The  z  values  for  the  contours  are: 

zmin  +  increment 
zmin  +  2(increment) 
zmin  +  3(increment) 

zmin  +  ncontour(increment) 


eyee=2Q. 
eye+=7Q. 

xmin=  -IQ. 

xriax=lG. 

xgrid=14. 

ypiin=  -IG. 

yriax=10. 

ygrid=14. 

zriirr=  -10. 

zi^ax=lG. 

nGorrtour=5. 


The  default  is  5.  You  can  - 
set  this  to  0  through  20. 


If  ncontour=5  and  you  use  the  standard  viewing  window  (zmin= "  1 0 
and  zmax=1 0)  ,  the  increment  is  3.333.  Five  contours  are  drawn  for 
z=  -  6.666,  -  3.333,  0,  3.333,  and  6.666. 

Note,  however,  that  a  contour  is  not  drawn  for  a  z  value  if  the  3D 
graph  is  not  defined  at  that  z  value. 


Drawing  a  Contour 
for  the  Z  Value  of  a 
Selected  Point 
Interactively 


Tip:  Any  existing  contours 
remain  on  tlie  grapti.  To 
remove  ttie  default  contours, 
display  the  Window  editor 
{[3  [window])  and  set 
ncontour=0. 


If  a  contour  graph  is  currently  displayed,  you  can  specify  a  point  on 
the  graph  and  draw  a  contour  for  the  corresponding  z  value. 


s;  Di-ujctoui- 


1.  To  display  the  Draw  menu,  press: 
TI-89:[2nd][F6] 

TI-92  Plus:  M 

2.  Select  7;Draw  Contour. 

3.  Either: 

•    Type  the  point's  x  value  and  press 
[enter],  and  then  type  the  y  value 
and  press  [ENTER  I . 


•    Move  the  cursor  to  the  applicable  point.  (The  cursor  moves 
along  the  grid  Unes.)  Then  press  lENTERI. 

For  example,  suppose  the  current  graph  is  z1  (x,y)=x2  +.5y2  -  5.  If  you 
specify  x=2  and  y=3,  a  contour  is  drawn  for  z=3.5. 
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Drawing  Contours 
for  Specified  Z 
Values 


From  the  Graph  screen,  display  the  Draw  menu  and  then  select 
8:DrwCtour.  The  Home  screen  is  displayed  automatically  with 
DrwCtour  in  the  entry  Une.  You  can  then  specify  one  or  more  z  values 
individually  or  generate  a  sequence  of  z  values. 


Some  examples  are: 


Tip:  To  remove  the  default 
contours,  use 
0  [window]  and  set 
ncontour=0. 


DrwCtour  5 


DrwCtour  {1,2,3} 


Draws  a  contour  for  z-5. 


Draws  contours  for  z=1 ,  2,  and  3. 


DrwCtour  seq(n,n, "  1 0,1 0,2)   Draws  contours  for  a  sequence  of  z 


The  specified  contours  are  drawn  on  the  current  3D  graph. 

(A  contour  is  not  drawn  if  the  specified  z  value  is  outside  the  viewing 

cube  or  if  the  3D  graph  is  not  defined  at  that  z  value.) 


•    You  can  use  the  cursor  keys  (page  164)  to  animate  the  contour 


•  You  cannot  trace  ([£3] )  the  contours  themselves.  However,  you 
can  trace  the  wire  frame  as  seen  when  Style=WIRE  AND 
CONTOUR. 

•  It  may  take  awhile  to  evaluate  the  equation  initially. 

•  Because  of  possible  long  evaluation  times,  you  first  may  want  to 
experiment  with  your  3D  equation  by  using  Style=WIRE  FRAME. 
The  evaluation  time  is  much  shorter.  Then,  after  you're  sure  you 
have  the  correct  Window  variable  values,  display  the  Graph 
Formats  dialog  box  and  set  Style=CONTOUR  LEVELS  or  WIRE 
AND  CONTOUR. 

71-89:0111 
TI-92  Plus:  0  F 


values  from  "10  through  10  in 
steps  of  2  (-10,  -8,  -6,  etc.). 


Notes  about 
Contour  Plots 


For  a  contour  plot: 


plot. 


Chapter  10:  3D  Graphing  169 


Example:  Contours  of  a  Complex  Modulus  Surface 


The  complex  modulus  surface  given  by  z(a,b)  =  abs{f(a+bf)) 
shows  all  the  complex  zeros  of  any  polynomial  y=f(x). 


Example 


Note:  For  more  accurate 
estimates,  increase  ttie 
xgrid  and  ygrid  Window 
variables,  l-lowever,  ttiis 
increases  the  grapti 
evaluation  time. 


Tip:  Wiien  you  animate  the 
graph,  the  screen  changes 
to  normal  view.  Use  0  to 
toggle  between  normal  and 
expanded  views. 


In  this  example,  let  f(x)=x^+l.  By  substituting  the  general  complex 
form  x+yj  for  x,  you  can  express  the  complex  surface  equation  as 
z(x,y)=abs((x+y*  t)'^+l)- 

1.  Use  [MODE]  to  set  Graph=3D. 


2.  Press  0  [Y=],  and  define  the 
equation: 

z1  (x,y)=abs((x+y*  t)"3+1 ) 


Press  0  [window],  and  set 
the  Window  variables  as 
shown. 


'PLDTS 

--zl^lfx  +  y  i)"^ 
z2= 
z3= 
z4= 
z5= 

zS=  

RHP  HLTD 


eyee=-9B. 
eye+=Q. 
eye4J=Q. 
xnin= "1 . 5 
xha>(=l .  5 
xgrid=14. 
yhin= "1 . 5 
yRax=l . 5 
ygr-id=14. 
zhin= "1 . 
zha>;=2. 
nconiour=lQ. 


Display  the  Graph  Formats 
dialog  box: 
71-89:0111 
TI-92  Plus:  0  F 
Turn  on  the  axes,  set 
Style  =  CONTOUR  LEVELS, 
and  return  to  the  Window 
editor. 

Press  0  [graph]  to  graph  the  equation. 

It  will  take  awhile  to  evaluate  the  graph;  so  be  patient.  When  the 
graph  is  displayed,  the  complex  modulus  surface  touches  the 
xy  plane  at  exactly  the  complex  zeros  of  the  polynomial: 

1^/3        -  1    ^  . 


1, 


-^«,and2- 


6.  Press  [F3],  and  move  the 
trace  cursor  to  the  zero  in 
the  fourth  quadrant. 

The  coordinates  let  you 
estimate  .428-.857i  as 
the  zero. 

7.  Press  [ESC].  Then  use  the 
cursor  keys  to  animate  the 
graph  and  view  it  from 
different  eye  angles. 


~yc:  -.857143 
-The  zero  is  precise  when  z=0. 


This  example  shows  eyee=70, 
eye$=70,  and  eyev=0. 
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Implicit  Plots 


An  implicit  plot  is  used  primarily  as  a  way  to  graph  2D  implicit 
forms  that  cannot  be  graphed  in  function  graphing  mode. 
Technically,  an  implicit  plot  is  a  3D  contour  plot  with  a  single 
contour  drawn  for  z=0  only. 


Explicit  and  Impiicit 
Forms 


Tip:  You  can  also  graph 
many  implicit  forms  if  you 
either: 

•  Express  them  as 
parametric  equations. 
Refer  to  Chapter  7. 

•  Break  them  into 
separate,  explicit 
functions.  Refer  to  the 
preview  example  in 
Chapter  6. 


In  2D  function  graphing  mode, 
equations  have  an  explicit  form 
y=f(x),  where  y  is  unique  for 
each  value  of  x. 

Many  equations,  however,  have 
an  implicit  form  f(x,y)=g(x,y), 
where  you  cannot  explicitly 
solve  for  y  in  terms  of  x  or  for  x 
in  terms  of  y. 

By  using  implicit  plots  in  3D  graphing  mode,  you  can  graph  these 
implicit  forms  without  solving  for  y  or  x. 


I— y  is  not  unique  for  each  x,  so 
you  cannot  grapin  this  in 
function  graphing  mode. 


Rearrange  the  implicit  form  as 
an  equation  set  to  zero. 

In  the  Y=  Editor,  enter  the  non- 
zero side  of  the  equation.  This 
is  valid  because  an  implicit  plot 
automatically  sets  the  equation 
equal  to  zero. 

For  example,  given  the  ellipse 
equation  shown  to  the  right, 
enter  the  implicit  form  in  the 
Y=  Editor. 


f(x,y)-g(x,y)=0 
z1(x,y)=f(x,y)-g(x,y) 


Ifx2+.5y2=30, 
thenz1(x,y)=x2  +.5y2  -30. 


Selecting  the  Graph 
Format  Style 


Note:  From  the  Graph 
screen,  you  can  switch  to 
the  other  graph  format 
styles  by  pressing: 

TI-89:[B 
TI-92  Plus:  F 

However,  to  return  to 
IMPLICIT  PLOT  press: 

r/-a9;0[n 

TI-92  Plus: 


In  3D  graphing  mode,  define  an  appropriate  equation  and  graph  it  as 
you  would  any  3D  equation,  with  the  following  exception.  Display 
the  GRAPH  FORMATS  dialog  box  from  the  Y=  Editor,  Window  editor, 
or  Graph  screen. 
TI-89:H|I] 
Th92  Plus:  H  F 

Then  set: 

Style  =  IMPLICIT  PLOT 


GRAPH  FURMHTS 


H^«S   AHEf^ 

Lattl!   [1FF  + 


1:UIRE  FRAME 
2: HIDDEN  SURFACE 
3:C0HT0UR  LEUELS 
^4: WIRE  flHD  CONTOUR 

1  mill  wi  !!■  n  i^m 
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•  The  viewing  angle  is  set  initially  so  that  you  are  viewing  the  plot 
by  looking  down  the  z  axis.  You  can  change  the  viewing  angle  as 
necessary. 

•  The  plot  is  shown  in  expanded  view.  To  switch  between 
expanded  and  normal  view,  press  0. 

•  The  Labels  format  is  set  to  OFF  automatically. 


x2  -  y2  =4  sin(x)+cos(y)=e'''*  ^' 

Style  z1(x,y)=x2 -y2 -4  z1(x,y)=sin(x)+cos(y)-e<''*y' 


Note:  These  examples  use 
the  same  x,  y,  and  z 

Window  variable  values  as  a  IMPLICIT 
ZoomStd  viewing  cube.  If  PLOT 
you  use  ZoomStd,  press  Z 
to  look  down  the  z  axis. 


Notes  About  For  an  implicit  plot: 

Implicit  Plots  .    rpjig  ncontour  Window  variable  (page  168)  has  no  affect.  Only  the 

z=0  contour  is  drawn,  regardless  of  the  value  of  ncontour.  The 
displayed  plot  shows  where  the  implicit  form  intersects  the 
xy  plane. 

•  You  can  use  the  cursor  keys  (page  164)  to  animate  the  plot. 

•  You  cannot  trace  ([£3] )  the  implicit  plot  itself  However,  you  can 
trace  the  unseen  wire  frame  graph  of  the  3D  equation. 

•  It  may  take  awhile  to  evaluate  the  equation  initially. 

•  Because  of  possible  long  evaluation  times,  you  first  may  want  to 
experiment  with  your  3D  equation  by  using  Style=WIRE  FFiAME. 
The  evaluation  time  is  much  shorter.  Then,  after  you're  sure  you 
have  the  correct  Window  variable  values,  set  Style=IIVIPLICIT  PLOT. 
71-89:0111 

TI-92  Plus:  0  F 
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Example:  Implicit  Plot  of  a  More  Complicated  Equation 


You  can  use  the  IMPLICIT  PLOT  graph  format  style  to  plot  and 
animate  a  complicated  equation  that  cannot  be  graphed 
otherwise.  Although  it  may  take  a  long  time  to  evaluate  such  a 
graph,  the  visual  results  can  justify  the  time  required. 


Example 


Wofe:  For  more  detail, 
increase  the  xgrid  and  ygrid 
Window  variables.  However, 
this  Increases  the  graph 
evaluation  time. 


Tip:  When  you  animate  the 
graph,  the  screen  changes 
to  normal  view.  Press  [H]  to 
switch  between  normal  and 
expanded  views. 


Graph  the  equation  sin(x''+y-x^  y)  = 

1.  Use  [MODE]  to  set  Graph=3D. 

2.  Press  0[Y=],  and  define  the 
equation: 

z1  (x,y)=sin(x'*4+y-  x'^3y)-.1 

3.  Press  H  [WINDOW],  and  set 
the  Window  variables  as 
shown. 


4.  Press: 
71-89:0111 
TI-92  Plus:  H  F 

Turn  on  the  axes,  set 
Style  =  IMPLICIT  PLOT,  and 
return  to  the  Window 
editor. 

5.  Press  0  [GRAPH]  to  graph 
the  equation. 

It  wUl  take  awtiile  to 
evaluate  the  graph;  so  be 
patient. 

6.  Use  the  cursor  keys  to 
animate  the  graph  and  view 
it  from  different  eye  angles. 


■■'Tl  = 
Z2= 
Z3= 
Z4= 

z5= 
z6= 
_ZZ= 


zKx,  L^)=sin(x^4+M-x^3*L^)- 
Mfll^^  RHP  HLTD  ?D  

eyee=-9G. 
eye+=Q. 
eyeif =0. 
xnin=  -IG. 
xnax=lQ. 
xgrid=14. 
ynin= "IG. 
ynax=lQ. 
ygridTl4. 
znin= -IG. 
znax=lQ. 
nconiour=5. 


flK45   flKES* 

LaltIS   DFr^ 


l:lilIRE  FRAME 
2: HIDDEN  SURFACE 
3: CONTOUR  LEUELS 
4:  WIRE  RND  COHTGUR 

I  iiiiiii  II  nan  1^ 


1^ 

The  graph  shows  where 
sin(x^+y-X'^y)  =  .1 


In  expanded  view,  this  example 
shows  eye0=-127.85,  eye(|)=52.86, 
and  eyev=  "1 8.26. 
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Differential  Equation  Graphing 


Preview  of  Differential  Equation  Graphing  

Overview  of  Steps  in  Graphing  Differential  Equations.. 
Differences  in  Diff  Equations  and  Function  Graphing... 

Setting  the  Initial  Conditions  

Defining  a  System  for  Higher-Order  Equations  

Example  of  a  2nd-Order  Equation  

Example  of  a  3rd-Order  Equation  

Setting  Axes  for  Time  or  Custom  Plots  

Example  of  Time  and  Custom  Axes  

Example  Comparison  of  RK  and  Euler  

ExaiTiple  of  the  deSolve(  )  Function  

Troubleshooting  with  the  Fields  Graph  Format  


Wofe;  A  differential  equation 
is: 

•  Ist-order  when  only 
1st-order  derivatives 
appear. 

•  Ordinary  wtien  all  the 
derivatives  are  with 
respect  to  the  same 
independent  variable. 


This  chapter  describes  how  to  solve  differential  equations 
graphically  on  the  TI-89  /  TI-92  Plus.  Before  using  this  chapter,  you 
should  be  familiar  with  Chapter  6:  Basic  Function  Graphing. 

The  TI-89  /  TI-92  Plus  solves  Ist-order  systems  of  ordinary 
differential  equations.  For  example: 

y'  =  .001  y  *(100  -y) 

or  coupled  Ist-order  differential  equations  such  as: 

y1'  =  -y1  +  0.1  *y1  *y2 
y2'  =  3  *  y2  -  y1  *  y2 

You  can  solve  higher-order  equations  by  defining  them  as  a 
system  of  Ist-order  equations.  For  example: 


y"  +  y  =  sin(t)    can  be  defined  as 


yr  =  y2 

y2'  =  -  y1  +  sin(t) 


\\\\\\\\\\\\\\\\\\ 


By  setting  appropriate  initial  conditions,  you  can  graph  a 
particular  solution  curve  of  a  differential  equation. 

You  can  also  graph  a  slope 
or  direction  field  that  helps 
you  visualize  the  behavior  of 
the  entire  family  of  solution 
curves. 


f///////////////Y 


For  graphing,  the  TI-89  /  TI-92  Plus  uses  numerical  methods  that 
approximate  the  true  solutions.  The  deSolve()  function  lets  you 
solve  some  differential  equations  symbolically.  This  chapter 
introduces  deSolveQ.  Refer  to  Appendix  A  for  more  details. 
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Preview  of  Differential  Equation  Grapliing 


Graph  the  solution  to  the  logistic  1st-order  differential  equation  y'  =  .001  y*  (100-y).  Start 
by  drawing  only  the  slope  field.  Then  enter  initial  conditions  in  the  Y=  Editor  and 
interactively  from  the  Graph  screen. 


Steps 


i 
TI-89 
Keystrokes 


m 

TI-92  Plus 
Keystrokes 


Display 


1.  Display  the  MODE  dialog  box. 
For  Graph  mode,  select 
DIFF  EQUATIONS. 

2.  Display  and  clear  the  Y=  Editor. 
Then  define  the  Ist-order 
differential  equation: 

y1'(t)=.001y1*(100-y1) 
Press  0  to  enter  the  *  shown  above. 
Do  not  use  implied  multiplication 
between  the  variable  and 
parentheses.  If  you  do,  it  is  treated  as 
a  function  call. 

Leave  the  initial  condition  yi1  blank. 


Display  the  GRAPH  FORMATS 
dialog  box.  Then  set  Axes  =  ON, 
Labels  =  ON,  Solution  Method  = 
RK,  and  Fields  =  SLPFLD. 

Important:  To  graph  one  differential 
equation,  Fields  must  be  set  to 
SLPFLD  or  FLDOFF.  /f  Fields=DIRFLD, 
an  error  occurs  when  you  graph. 

Display  the  Window  Editor,  and 
set  the  Window  variables  as 
shown  to  the  right. 


5.  Display  the  Graph  screen. 

Because  you  did  not  specify  an  initial 
condition,  only  the  slope  field  is 
drawn  (as  specified  by 
Fields=SLPFLD  in  the  GRAPH 
FORMATS  dialog  box). 
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Important:  With  y1 ' 
selected,  the 

TI-89  /  TI-92  Plus  will  graph 
the  y1  solution  curve,  not 
the  derivative  y1 '. 
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steps 


i 
TI-89 
Keystrokes 


m 

TI-92  Plus 
Keystrokes 


Display 


6.  Return  to  the  Y=  Editor  and 
enter  an  initial  condition: 
yi1=10 

7.  Return  to  tl\e  Graph  screen. 

Initial  conditions  entered  in  the 
V=  Editor  always  occur  at  tO.  The 
graph  begins  at  the  initial  condition 
and  plots  to  the  right.  Then  it  plots  to 
the  left. 


8.  Return  to  the  Y=  Editor  and 
change  yil  to  enter  two  initial 
conditions  as  a  Ust: 

yil  ={10,20} 

9.  Return  to  the  Graph  screen. 


ENTER]  1  0 


EMTERl 


H  [graph] 


[ENTER]  Hod]  [I] 
10[n2  0[2Hdl[l1 


10.  To  select  an  initial  condition 
interactively,  press: 
TI-89:  \M\  [F8] 
Th92  Plus:  M 

When  prompted,  enter  t=40  and 
y1=45. 

When  selecting  an  initial  condition 
interactively,  you  can  specify  a  value 
for  t  other  than  the  tO  value  entered  in 
the  Y=  Editor  or  Window  Editor. 

Instead  of  entering  t  and  y1  after 
pressing  TI-89:  [2n3]  [F8] 
Tl  92  Plus:  [j3],  you  can  move  the 
cursor  to  a  point  on  the  screen  and 
then  press  ENTER  I. 

You  can  use  [£3]  to  trace  curves  for 
initial  conditions  specified  in  the  Y- 
Editor.  However,  you  cannot  trace  the 
curve  for  an  initial  condition  selected 
interactively. 
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Overview  of  Steps  in  Grapiiing  Differential  Equations 


To  graph  differential  equations,  use  tlie  same  general  steps 
used  for  y(x)  functions  as  described  in  Chapter  6:  Basic  Function 
Graphing.  Any  differences  are  described  on  the  following  pages. 


Graphing 

Differential 

Equations 


Tip:  To  turn  off  any  stat 
data  plots,  press  0%]  5  or 
use  \Ei  to  deselect  tfiem. 
Refer  to  Chapter  16. 


Note:  The  Fields  format  is 
critical,  depending  on  the 
order  of  the  equation 
(page  197). 


Note:  Valid  Axes  settings 
depend  on  the  Fields  format 
(pages  190  and  197). 


Note:  Depending  on  the 
Solution  Method  and  Fields 
formats,  different  Window 
variables  are  displayed. 

Tip:  p)  Zoom  also  changes 
the  viewing  window. 


Set  Graph  mode  (IHodeI) 
to  DIFF  EQUATIONS. 
Also  set  Angle  mode, 
if  necessary. 


Define  equations  and, 

optionally,  initial 
conditions  on  Y=  Editor 
(HM). 


Select  ([fD)  which 
defined  equations  to 
graph. 


in 


Set  the  display  style  for 
an  equation. 

TI-89:  \M  [F6] 
TI-92  Plus:  H] 


I 


Set  the  graph  format. 
Solution  Method  and 
Fields  are  unique  to 
differential  equations. 

m  9 
—  or  — 
TI-89:  a  □ 
Tl  92  Plus:  H  F 


Set  the  axes  as 
applicable,  depending 
on  the  Fields  format. 

TI-89:  S  [F7] 
Tl  92  Plus:  [FT] 


X 


Define  the  viewing 
window  (H  [window]). 


Graph  the  equations 

(H  [GRAPH]). 
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Differences  in  Diff  Equations  and  Function  Graphing 


This  chapter  assumes  that  you  already  know  how  to  graph  y(x) 
functions  as  described  in  Chapter  6:  Basic  Function  Graphing. 
This  section  describes  the  differences. 


Setting  the 
Graph  Mode 


Use  [MODE]  to  set  Graph  =  DIFF  EQUATIONS  before  you  define 
differential  equations  or  set  Window  variables.  The  Y=  Editor  and  the 
Window  Editor  let  you  enter  information  for  the  current  Graph  mode 
setting  only. 


Defining  Differential 
Equations  on  the 
Y=  Editor 


Tip:  You  can  use  the  Define 

command  from  the  Home 
screen  to  define  functions 
and  equations. 


[loolslEoor^lEditl'v^  Ifllllsf/ltlsv !  -  ..|  ] 

'PLDTS  _  

iS^B.  

yil  =  <:i0  2BJ  

y2'=  

yi2= 
y3;= 
yi3= 

Ml  '  Ct5  =  .BBl*Ml*aBB-Ml> 

MHIN               F:H[i  HLTD  [■£ 

Use  to  to  specify  wfien  initial 
conditions  occur.  You  can  also  set 
to  in  tfie  Window  Editor. 

Use  yi  to  specify  one  or  more  initial 
conditions  for  tfie  corresponding 
differential  equation. 

You  can  define  differential 
equations  y1'(t)  througfi  y99'(t). 

When  entering  equations  in  the  Y=  Editor,  do  not  use  y(t)  formats  to 
refer  to  results.  For  example: 


Enter: 
Not: 


yr  =  .001y1*(100-y1) 
yr  =  .001y1(t)*(100-y1(t)) 


-  Do  not  use  implied  multiplication 
between  a  variable  and 
parentfietical  expression.  If  you 
do,  it  is  treated  as  a  function  call. 


Only  Ist-order  equations  can  be  entered  in  the  Y=  Editor.  To  graph 
2nd-  or  higher-order  equations,  you  must  enter  them  as  a  system  of 
Ist-order  equations.  For  information,  refer  to  page  186. 

For  detailed  information  about  setting  initial  conditions,  refer  to 
page  184. 


Selecting 

Differential 

Equations 


Selecting  the 
Display  Style 


'PLDTS 

tB=B^ 

-'yl '   

yil  =  <:i0 
y2'  = 
yi2= 
y3;= 


Ml '  aj=.SBi*Mi*aBB-Mn 


You  can  use  03]  to  select  a 
differential  equation,  but  not 
its  initial  condition. 

Important:  Selecting  y1' 
will  grapfi  tfie  y1  solution 
curve,  not  thie  derivative 
y1',  depending  on  the  axis 
setting. 

With  the  Style  menu,  only  the  Line,  Dot,  Square,  Thick,  Animate,  and 
Path  styles  are  available.  Dot  and  Square  mark  only  those  discrete 
values  (in  tstep  increments)  at  which  a  differential  equation  is 
plotted. 
TI-89:  [Ml  [F6] 
TI-92  Plus:  [Ml 
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Setting  Graph 
Formats 


From  the  Y=  Editor,  Window 
Editor,  or  Graph  screen,  press: 

—  or  — 
TI-89:H|I] 
Th92  PlusiB  F 


 QRHFH  FIlRMflT;  

C^orjinatt!   RECT* 

GKid..'..^.'..^.   DFF* 

H^«S   DM^ 

L^odind  CLh-soK.  DFF^ 

Lattl!   DN* 

Fields   5LFFL&* 

^  <Enttr=SflVE  >  ■^E;C=CflNCE"r>^ 


The  formats  affected  by  differential  equations  are: 


Graph  format 


Description 


Important:  The  Fields 
graph  format  is  critical  in 
successfully  graphing 
differential  equations.  Refer 
to  "Troubleshooting  with  the 
Fields  Graph  Format"  on 
page  197. 


Tip:  If  you  press  IemterI 
while  a  slope  or  direction 
field  is  being  drawn,  the 
graph  pauses  after  the  field 
is  drawn  but  before  the 
solutions  are  plotted.  Press 
IEMTERI  again  to  continue. 

Tip:  To  cancel  graphing, 
press  fowl. 


Graph  Order 

Solution 
Method 


Fields 


Not  available. 

Specifies  the  method  used  to  solve  the  differential 
equations. 

RK  —  Runge-Kutta  method.  For  information 
about  the  algorithm  used  for  this  method,  refer 
to  Appendix  B. 

•  EULER  —  Euler  method. 

The  method  lets  you  choose  either  greater 
accuracy  or  speed.  Typically,  RK  is  more  accurate 
than  EULER  but  takes  longer  to  find  the  solution. 

Specifies  whether  to  draw  a  field  for  the 
differential  equation. 

•  SLPFLD  —  Draws  a  slope  field  for  only  one  1st- 
order  equation,  with  t  on  the  x  axis  and  the 
solution  on  the  y  axis.  To  see  how  a  slope  field 
is  used,  refer  to  the  example  starting  on 

page  176. 

Dl  RFLD  —  Draws  a  direction  field  for  only  one 
2nd-order  equation  (or  system  of  two  Ist-order 
equations),  with  axes  determined  by  the 
custom  axes  settings.  To  see  how  a  direction 
field  is  used,  refer  to  the  example  starting  on 
page  187. 

FLDOFF  —  Does  not  display  a  field.  This  is 
valid  for  equations  of  any  order,  but  you  must 
use  it  for  3rd-  or  higher-order.  You  must  enter 
the  same  number  of  initial  conditions  for  all 
equations  in  the  Y=  Editor  (page  184).  For  an 
example,  refer  to  page  189. 
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Setting  Axes 


In  the  Y=  Editor,  Axes  may  or  may  not  be  available,  depending  on  the 
current  graph  format. 


If  it  is  available,  you  can  select  the 
axes  that  are  used  to  graph  the 
differential  equations.  For  more 
information,  refer  to  page  190. 
TI-89:f2ndirF7l 
Th92  Plus:  m 


Axes 

Description 

TIME 

Plots  t  on  the  x  axis  and  y  (the  solutions  to  the  selected 

differential  equations)  on  the  y  axis. 

CUSTOM 

Lets  you  select  the  x  and  y  axes. 

Window  Variabies         Differential  equation  graphs  use  the  following  Window  variables. 

Depending  on  the  Solution  Method  and  Fields  graph  formats,  not  all  of 
these  variables  are  listed  in  the  Window  Editor  (0  [WINDOW] )  at  the 
same  time. 


Variable  Description 


Note:  //tmax<tO,  tstep  must 
be  negative. 


to 


tmax, 
tstep 


Wofe://Fields=SLPFLD, 
tplot  is  ignored  and  is 
assumed  to  be  the  same 
as  to. 


tplot 


Time  at  which  the  initial  conditions  entered  in  the 
Y=  Editor  occur.  You  can  set  tO  in  the  Window  Editor 
and  Y=  Editor.  (If  you  set  tO  in  the  Y=  Editor,  tplot  is  set 
to  the  same  value  automatically.) 

Used  to  determine  the  t  values  where  the  equations  are 
plotted: 

y'(to) 

y'(tO+tstep) 
y'(t0+2*  tstep) 
...  not  to  exceed  ... 
y'(tmax) 

If  Fields  =  SLPFLD,  tmax  is  ignored.  Equations  are 
plotted  from  tO  to  both  edges  of  the  screen  in  tstep 
increments. 

First  t  value  plotted.  If  this  is  not  a  tstep  increment, 
plotting  begins  at  the  next  tstep  increment.  In  some 
situations,  the  first  points  evaluated  and  plotted 
starting  at  tO  may  not  be  interesting  visually.  By  setting 
tplot  greater  than  tO,  you  can  start  the  plot  at  the 
interesting  area,  which  speeds  up  the  graphing  time 
and  avoids  unnecessary  clutter  on  the  Graph  screen. 
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Window  Variables 
(Continued) 


xmin,  xmax, 
ymin,  ymax 

xsci,  yscl 

ncurves 


Note:  For  information  about 
how  ttie  Fields  graph  format 
affects  whether  ncurves  is 
used,  refer  to  page  184. 


diftol 


fldres 


Estep 


dtime 


Boundaries  of  the  viewing  window. 


Distance  between  tick  marks  on  the  x  and  y  axes. 

Number  of  solution  curves  (0  through  10)  that  vrill  be 
drawn  automatically  if  you  do  not  specify  an  initial 
condition.  By  default,  ncurves  =  0. 

When  ncurves  is  used,  tO  is  set  temporarily  at  the  middle 
of  the  screen  and  initial  conditions  are  distributed 
evenly  along  the  y  axis,  where: 


ymax  -  ymin 


increment  = 


ncurves  +  1 

The  y  values  for  the  initial  conditions  are: 

ymin  +  increment 
ymin  +  2*  (increment) 

ymin  +  ncurves*  (increment) 

(Solution  Method  =  RK  only)  Tolerance  used  by  the  RK 
method  to  help  select  a  step  size  for  solving  the 
equation;  must  be  >1E  "  14. 

(Fields  =  SLPFLD  or  DIRFLD  only)  Nmnber  of  columns 
(1  through  80)  used  to  draw  a  slope  or  direction  field 
across  the  full  width  of  the  screen. 

(Solution  Method  =  EULER  only)  Euler  iterations 
between  tstep  values;  must  be  an  integer  >0.  For  more 
accuracy,  you  can  increase  Estep  without  plotting 
additional  points. 

(Fields  =  DIRFLD  only)  Point  in  time  at  which  a 
direction  field  is  drawn. 


Standard  values  (set  when  you  select  6:ZoomStd  from  the  [F2]  Zoom 
toolbar  menu)  are: 

to  =  0.  xmin="1.        ymin  ="10.       ncurves  =  0. 

tmax  =  10.  xmax  =  10.        ymax  =  10.        diftol  =  .001 

tstep  =.1  xscl  =  1.  yscl  =  1.  Estep  =  1. 

tplot  =  0.  fldres  =  14. 

dtime  =  0. 


You  may  need  to  change  the  standard  values  for  the  t  variables  to 
ensure  that  sufficient  points  are  plotted. 
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The  fidpic  System         When  a  slope  or  direction  field  is  drawn,  apicture  of  the  field  is 
Variable  stored  automatically  to  a  system  variable  named  fidpic.  If  you 

perform  an  operation  that  regraphs  the  plotted  equations  but  does 
not  affect  the  field,  the  TI-89  /  TI~92  Plus  reuses  the  picture  in  fidpic 
instead  of  having  to  redraw  the  field.  This  can  speed  up  the 
regraphing  time  significantly. 

fidpic  is  deleted  automatically  when  you  exit  the  differential  equation 
graphing  mode  or  when  you  display  a  graph  with  Fields  =  FLDOFF. 


Exploring  a  Graph         As  in  function  graphing,  you  can  explore  a  graph  by  using  the 

following  tools.  Any  displayed  coordinates  are  shown  in  rectangular 
or  polar  form  as  set  in  the  graph  format. 


Tool 


For  Differential  Equation  Graphs: 


Tip:  During  a  trace,  you  can 
move  the  cursor  to  a 
particular  point  by  typing  a 
value  for  t  and  pressing 

lEMTERI. 


Tip:  You  can  use 

QuiclfCenter  at  any  time 
during  a  trace,  even  if  the 
cursor  is  still  on  the  screen. 


Free-Moving  Works  just  as  it  does  for  function  graphs. 
Cursor 

[F2]  Zoom        Works  just  as  it  does  for  function  graphs. 

•  Only  X  (xmin,  xmax,  xsci)  and  y  (ymin,  ymax,  ysci) 
Window  variables  are  affected. 

•  The  t  Window  variables  (tO,  tmax,  tstep,  tplot)  are 
not  affected  unless  you  select  6:ZoomStd  (which 
sets  all  Window  variables  to  their  standard  values). 

fF3l  Trace  Lets  you  move  the  cursor  along  the  curve  one  tstep  at 
a  time.  To  move  approximately  ten  plotted  points  at  a 
time,  press  |2nd|  ®  or  1 2nd  I  ®. 

If  you  enter  initial  conditions  in  the  Y=  Editor  or  let 
the  ncurves  Window  variable  plot  curves 
automatically,  you  can  trace  the  curves.  If  you  use: 
Th89:  [Ml  [F8] 
TI-92  Plus:  M 

IC  from  the  Graph  screen  to  select  initial  conditions 
interactively,  you  cannot  trace  the  curves. 

QuickCenter  applies  to  all  directions.  If  you  move  the 
cursor  off  the  screen  (top  or  bottom,  left  or  right), 
press  I  ENTER  I  to  center  the  viewing  window  on  the 
cursor  location.  Use  ©  or  ©  to  view  results  on  all 
plotted  curves. 

IfsI  Math         Only  1  :Value  is  available. 

•  With  TIME  axes,  the  y(t)  solution  value  (represented 
by  yc)  is  displayed  for  a  specified  t  value. 

•  With  CUSTOM  axes,  the  values  that  correspond  to 
X  and  y  depend  on  the  axes  you  choose. 
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Setting  the  Initial  Conditions 


You  can  enter  initial  conditions  in  the  Y=  Editor,  let  the 
Tl-89/Th92  Plus  calculate  initial  conditions  automatically,  or 
select  them  interactively  from  the  Graph  screen. 


Entering  Initial 
Conditions  in  tlie 
Y=  Editor 


Note:  For  information  about 
defining  a  system  for  higher- 
order  equations,  refer  to 
page  186. 


You  can  specify  one  or  more  initial  conditions  in  the  Y=  Editor.  To 
specify  more  than  one,  enter  them  as  a  list  enclosed  in  braces  |  )  and 
separated  by  commas. 


To  enter  initial  conditions  for 
the  y1'  equation,  use  the  yi1  line, 
etc. 


To  specify  when  the  initial 
conditions  occur,  use  tO. 

This  is  also  the  first  t 
evaluated  for  the  graph. 

To  graph  a  family  of  solutions, 
enter  a  list  of  initial  conditions. 


|Tooi5|soo[Vi|EjitK  |rt^^k^^^^^l^ 


tB=a. 
■'yl  '=.301  yl  (100  - 
yil=13  


■PLDTS 

tB=8. 
'yr=.B01  yl  (100  " 
yil  =  -!:i0  20} 


yi) 


-  Enter  {10,20)  even 
though  {10  20}  is 
displayed. 


For  a  2nd-  or  higher-order  differential  equation,  you  must  define  a 
system  of  Ist-order  equations  in  the  Y=  Editor. 

If  you  enter  initial  conditions, 
you  must  enter  the  same  number 
of  initial  conditions  for  each 
equation  in  the  system. 
Otherwise,  a  Dimension  error 
occurs. 


'PLDTS 

tB=8. 

-'yl '  =y2 

yil=t0  .5J 
^y2'=-yl 

yi2=-!:i  1.5} 


If  You  Do  Not  Enter       if  you  do  not  enter  initial  conditions,  the  ncurves  Window  variable 
an  Initial  Condition        (0  [window]  )  specifies  the  number  of  solution  curves  graphed 
in  the  Y=  Editor  automatically.  By  default,  ncurves  =  0.  You  can  enter  a  value  from 

0  through  10.  However,  the  Fields  graph  format  and  the  Axes  setting 

determine  whether  ncurves  is  used. 


Tip:  Without  entering  initial 
conditions,  use  SLPFLD 
(with  ncurves=0)  or  DIRFLD 
to  display  a  slope  or 
direction  field  only. 

Note:  SLPFLD  is  for  a  single 
1  st-order  equation  only. 
DIRFLD  is  for  a  2nd-order 
equation  (or  system  of  two 
1  st-order  equations)  only. 


If  Fields : 


Tfien: 


SLPFLD         Uses  ncurves,  if  not  set  to  0,  to  graph  curves. 

DIRFLD  Ignores  ncurves.  Does  not  graph  any  curves. 

FLDOFF         Uses  ncurves  if  Axes  =  TIME  (or  if  Axes  =  Custom  and 
the  X  axis  is  t).  Otherwise,  a  Diff  Eq  setup  error  occurs. 

When  ncurves  is  used,  tO  is  set  temporarily  at  the  middle  of  the  Graph 
screen.  However,  the  value  of  tO  as  set  in  the  Y=  Editor  or  Window 
Editor  is  not  changed. 
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Selecting  an  Initial 
Condition 
Interactively  from 
tlie  Graph)  Screen 


Note:  With  SLPFLD  or 
DIRFLD,  you  can  select 
initial  conditions  interactively 
regardless  of  whether  you 
enter  initial  conditions  in  the 
Y=  Editor. 


Note:  With  FLDOFF,  you 
can  select  initial  conditions 
interactively.  However,  if 
three  or  more  equations  are 
entered,  you  must  enter  a 
single  value  (not  a  list)  as 
the  initial  condition  for  each 
equation  in  the  Y=  Editor. 
Otherwise,  a  Dimension 
error  occurs  when  graphing. 


When  a  differential  equation  is  graphed  (regardless  of  whether  a 
solution  curve  is  displayed),  you  can  select  a  point  on  the  Graph 
screen  and  use  it  as  an  initial  condition. 


If  Fields : 


Do  this: 


SLPFLD  1.  Press: 

-or-  TI-89:  [2nd][F8] 

DIRFLD  TI-92  Plus:  M 

2.  Specify  an  initial  condition.  Either: 

•  Move  the  cursor  to  the  appUcable  point  and 
press  [ENTER]. 

-  or  - 

•  For  each  of  the  two  coordinates,  type  a  value 
and  press  [ENTER]. 

-  For  SLPFLD  (Ist-order  only),  enter  values 
for  to  and  y(tO). 

-  For  DIRFLD  (2nd-order  or  system  of  two  Ist- 
order  equations  only),  enter  values  for  both 
y(tO)  initial  conditions,  where  tO  is  the  value 
set  in  the  Y=  Editor  or  Window  Editor. 

A  circle  marks  the  initial  condition  and  the  solution 
curve  is  drawn. 

FLDOFF         1.  Press: 

TI-89:  [2nd]  [F8] 
TI-92  Plus:  [F8] 

You  are  prompted  to  select  the  axes  for  which  you 
want  to  enter  initial  conditions. 


INTERflCTIVE  IHITIfiL  CDNPITIIIN; 


t  is  a  valid  selection. 
It  will  let  you  specify 
a  value  for  tO. 


Your  selections  will  be  used  as  the  axes  for  the 
graph. 

2.  You  can  accept  the  defaults  or  change  them.  Then 
press  I  ENTER  I. 

3.  Specify  an  initial  condition  as  described  for 
SLPFLD  or  DIRFLD. 


Note  about  Tracing 
a  Solution  Curve 


When  you  enter  initial  conditions  in  the  Y=  Editor  or  let  ncurves 
graph  solution  curves  automatically,  you  can  use  [F3]  to  trace  the 
curves. 

However,  you  cannot  trace  a  curve  drawn  by  selecting  an  initial 
condition  interactively.  These  curves  are  drawn,  not  plotted. 
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Defining  a  System  for  Higlier-Order  Equations 


In  the  Y=  Editor,  you  must  enter  all  differential  equations  as 
1st-order  equations.  If  you  fiave  an  /7"'-order  equation,  you 
must  transform  it  into  a  system  of  n  1st-order  equations. 


Transforming  an 
Equation  into  a  1st- 
Order  System 


Note:  To  produce  a  1st- 
order  equation,  the  right 
side  must  contain  non- 
derivative  variables  only. 


Note:  Based  on  the  above 
substitutions,  the  y'  lines  in 
the  Y=  Editor  represent: 

yV  =  y' 

y2'  =  y" 

etc. 

So,  this  example's  2nd- 
order  equation  is  entered  on 
the  y2'  line. 


A  system  of  equations  can  be  defined  in  various  ways,  but  the 
following  is  a  general  method. 

1.  Rewrite  the  original  differential 
equation  as  necessary. 


■  y'  +  y  = 


a.  Solve  for  the  highest-ordered 
derivative. 

b.  Express  it  in  terms  of  y  and  t. 

c.  On  the  right  side  of  the  equation 
only,  substitute  to  eliminate  any 
references  to  derivative  values. 


■y  -y 


In  place  of: 

Substitute: 

y 

yi 

y' 

y2 

y" 

y3 

y,„ 

y4 

y(4) 

y5 

y2  -  y1 


Do  not- 
substitute  on 
the  left  side 
at  this  time. 


On  the  left  side  of  the  equation, 
substitute  for  the  derivative  value 
as  shown  below. 

In  place  of:  Substitute: 


(4) 


yi' 

y2' 
y3' 
y4' 


y2'  =  e'  -  y2  -  y1 


2.  On  the  applicable  lines  in  the  Y=  Editor, 
define  the  system  of  equations  as: 


y1'  =  y2 
y2'  =  y3 
y3'  =  y4 

-  up  to  - 
yn'  =  your  n"^-order  equation  - 


ts=o. 

v'yl  '=y2 
yil  = 


In  a  system  such  as  this,  the  solution  to  the  y1 '  equation  is  the 
solution  to  the  n  "'-order  equation.  You  may  want  to  deselect  any 
other  equations  in  the  system. 
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Example  of  a  2nd-0rder  Equation 


The  2nd-order  differential  equation  y"+y  =  0  represents  a 
simple  harmonic  oscillator.  Transform  this  into  a  system  of 
equations  for  the  Y=  Editor.  Then,  graph  the  solution  for  initial 
conditions  y(0)  =  0  and  y'(0)  =  1 . 


Example 


Note:  to  is  the  time  at  whicti 
the  initiai  conditions  occur.  It 
is  aiso  the  first  t  evaluated 
for  the  graph.  By  default, 

to=o. 


1.  Press  [MODEl  and  set  Graph=DIFF  EQUATIONS. 

2.  Define  a  system  of  equations 
for  the  2nd-order  equation  as 
described  on  page  186. 

Rewrite  the  equation  and 
make  the  necessary 
substitutions. 


3.  In  the  Y=  Editor  (0  [Y=] ), 
enter  the  system  of  equations. 

4.  Enter  the  initial  conditions: 
yi1=0andyi2=1 


■PLDTS 

tB=8. 

'yl '  =y2/ 

yil=B 
'y2'=-yl 

yi2=W 


'  yi1  is  the  initial 
condition  for  y(0). 


~  yi2  is  the  initial 
condition  for  y'(0). 


Important:  For  2nd-order 
equations,  you  must  set 
Fields=DIRFLD  or  FLDOFF. 


Important:  Fields=DIRFLD 
cannot  plot  a  time  axis.  An 
Invalid  Axes  error  occurs  if 
Axes=TIME  or  if  t  is  set  as  a 
CUSTOM  axis. 


Press: 

ms 

—  or  — 
Th89:  H  U 
TI-92  Plus:H  F 

and  set  Axes  =  ON,  Labels  = 

OFF,  Solution  Method  =  RK,  and 

Fields  =  DIRFLD. 

In  the  Y=  Editor,  press: 

TI-89:f2ndirF7l 

Th92  Plus:  m 

and  ma.ke  sure  Axes  =  CUSTOM 
with  yl  and  y2  as  the  axes. 
In  the  Window  Editor 
(0  [window]  ),  set  the 
Window  variables. 


Display  the  Graph  screen 
(0  [GRAPH]). 


r                  QRHFH  FQRMflTS  "^ 
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DFF* 
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to=o. 

tmax=1 0. 

tstep=.1 

tplot=0. 


xmin=  -  2. 
xmax=2. 
xscl=1 . 
ymin= "  2. 
ymax=2. 
yscl=1 . 


ncurves=0. 
diftol=.001 
fldres=14. 
dtime-0. 
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 -        -    -  - 

1  1  111  1  1  f 

<>'  1  If  1  1  1 

V                --  --  — 

—         -    -  "  -  .- 

y  axis  =  y2  =  y' 

If  you  select  ZoomSqr  ([£2]  5),  you  can  see  that  the  phase-plane  orbit 
is  actually  a  circle.  However,  ZoomSqr  wiU  change  your  Window 
variables. 
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To  examine  this  harmonic  oscillator  in  more  detail,  use  a  split  screen 
to  graph  the  maimer  in  which  y  and  y'  change  with  respect  to  time  (t). 


Note:  To  display  different 
graphs  in  both  parts  of  a 
split  screen,  you  must  use 
the  2-graph  mode. 


Important:  Because 
Fields=DIRFLD  cannot  plot  a 
time  axis,  you  must  change 
the  Fields  setting.  FLDOFF 
turns  off  all  fields. 


Note:  When  you  enter  2- 
graph  mode,  Window 
variables  for  the  right  side 
are  set  to  their  defaults. 


9.  Press  IMODEI  and  change  the 
mode  settings  on  Page  2  as 
shown.  Then  close  the  MODE 
dialog  box,  which  redraws  the 
graph. 

10.  Press  [Ml  [SB]  to  switch  to  the 
right  side  of  the  split  screen. 

11.  Use  [HI  to  select  y1 '  and  y2'. 

The  right  side  uses  the  same 
equations  as  the  left  side. 
However,  no  equations  are 
selected  initially  in  the  right 
side. 

12.  Press: 

—  or  — 
TI-89:(i]|I] 
TI-92  Plus:  [3  F 
Set  Fields  =  FLDOFF. 

13.  In  the  Y=  Editor,  press: 
TI-89:[2iidirF7l 

TI-92  Plus:  [F7] 

and  make  sure  Axes  =  TIME. 

14.  In  the  Window  Editor,  change 
ymin  and  ymax  as  shown  to  the 
right. 

15.  Press  [3  [GRAPH]  to  display  the 
Graph  screen  for  graph  #2. 

The  left  side  shows  the  phase- 
plane  orbit.  The  right  side 
shows  the  solution  curve  and 
its  derivative. 

16.  To  return  to  a  full  screen  of 
the  original  graph,  press 
[2iid1  [EE]  to  switch  to  the  left 
side.  Then  press  IMODEI  and 
change  the  Split  Screen  setting. 
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SclLticn  Method  Rk* 
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Example  of  a  3rd-0rder  Equation 


For  the  3rd-order  differential  equation  y"'+2y"+2y'+y  =  sin{x), 
write  a  system  of  equations  to  enter  in  the  Y=  Editor.  Then 
graph  the  solution  as  a  function  of  time.  Use  initial  conditions 
y(0)  =  0,  y'{0)  =  1,and  y"(0)  =  1. 


Example 


Note:  to  is  the  time  at  wtiich 
the  initial  conditions  occur. 
By  default,  tO=0. 


Important:  For  3rd-  or 
higher-order  equations,  you 
must  set  Fields=FLDOFF. 
Otherwise,  an  Undefined 
variable  error  occurs  when 
graphing. 


Note:  With  Axes=TIME,  the 
solution  to  the  selected 
equation  Is  plotted  against 
time  (t). 


Tip:  To  find  the  solution  at  a 
particular  time,  use  (H]  to 
trace  the  graph. 


1.  Press  [MODEl  and  set  Graph=DIFF  EQUATIONS, 

2.  Define  a  system  of  equations 
for  the  3rd-order  equation  as 
described  on  page  186. 

Rewrite  the  equation  and 
make  the  necessary 
substitutions. 


y'"  +  2y"  + 

2y'  +  y 

=  sin(x) 

y'"  =  sin(x) 

-  2y"  - 

2y'-y 

y'"  =  sin(t) 

-  2y"  - 

2y'-y 

y'"  =  sin(t) 

-  2y3  - 

2y2  -  y1 

y3'  =  sin(t) 

-  2y3 

-  2y2  -  y1 

3.  In  the  Y=  Editor  (0  [Y=] ), 
enter  the  system  of 
equations. 

4.  Enter  the  initial  conditions: 
yi1=0,  yi2=1,  and  yi3=1 

5.  Be  sure  that  only  y1 '  is 
selected.  Use  [F4]  to  deselect 
any  other  equations. 

6.  Press: 

ma 

—  or  — 
TI-89:  0  U 
TI-92  Plus:H  F 

Set  Axes  =  ON,  Labels  =  ON, 
Solution  Method  =  RK,  and 
Fields  =  FLDOFF. 

7.  In  the  Y=  Editor,  press: 
TI-89:  \M\  [F7] 

TI-92  Plus:  ED 
Set  Axes  =  TIME. 

8.  In  the  Window  Editor 
(0  [window]  ),  set  the 
Window  variables. 


9.  Display  the  Graph  screen 
(0  [GRAPH]). 


10=0. 

yil=0 
y2 ' =y3 
yi2=l 

y3 '  =sin(;t)  - 


2-y3  -  2  y2  -  yl 


-  Important:  The  solution  to  the  y1 ' 
equation  is  the  solution  to  the  3rd- 
order  equation. 
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to=o. 

tmax=10. 

tstep=.1 

tplot=0. 
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xmax=1 0. 
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ymax=3. 
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ncurves=0. 
diftok.001 
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Setting  Axes  for  Time  or  Custom  Plots 


Setting  the  axes  can  give  you  great  flexibility  in  graphing 
differential  equations.  Custom  axes  are  particularly  effective 
for  showing  different  kinds  of  relationships. 


Displaying  tlie 
AXES  Dialog  Box 


From  the  Y=  Editor,  press: 

TI-89:f2ndirF7l 

Th92  Plus:  m 


flKiS:  TIME* 


If  Fields  =  SLPFLD,  Axes  is 
unavailable. 
TI-89:[2ndirF7l 
TI-92  Plus:  m 


Item 


Description 


Axes 


X  Axis, 
Y  Axis 


Note:  t  is  not  valid  for 
either  Axis  when 
Fields=DIRFLD.  If  you 
select  t,  an  Invalid  axes 
error  occurs  when  graphing. 


TIME  —  Plots  t  on  the  x  axis  and  y  (solutions  to  aU 
selected  differential  equations)  on  the  y  axis. 

CUSTOM  —  Lets  you  select  the  x  and  y  axes. 

Active  only  when  Axes  =  CUSTOM,  these  let  you  select 
what  you  want  to  plot  on  the  x  and  y  axes. 


y2' 

+y3_ 


E;C=CflNCEL~>^ 


t  —  time 

y  —  solutions  (y1 ,  y2,  etc.)  of  all  selected  differential 
equations 

y'  —  values  of  all  selected  differential  equations  (y1 ', 
y2',  etc.) 

y1 ,  y2,  etc.  —  the  solution  to  the  corresponding 
differential  equation,  regardless  of  whether  that 
equation  is  selected 

y1 ',  y2',  etc.  —  the  value  of  the  right-hand  side  of  the 
corresponding  differential  equation,  regardless  of 
whether  that  equation  is  selected 
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Example  of  Time  and  Custom  Axes 


Using  the  predator-prey  model  from  biology,  determine  the 
numbers  of  rabbits  and  foxes  that  maintain  population 
equilibrium  in  a  certain  region.  Graph  the  solution  using  both 
time  and  custom  axes. 


Predator-Prey  Model 


Use  the  two  coupled  Ist-order  differential  equations: 
yr  =  -y1  +  0.1y1  *y2    and     y2' =  3y2  -  y1  *  y2 
where: 

y1    =  Population  of  foxes 

yi1  =  Initial  population  of  foxes  (2) 

y2   =  Population  of  rabbits 

yi2  =  Initial  population  of  rabbits  (5) 


Tip:  To  speed  up  graphing 
times,  clear  any  otiier 
equations  in  ttie  Y=  Editor. 
Witii  FLDOFF,  ali  equations 
are  evaluated  even  if  they 
are  not  selected. 


Tip:  Use  ©  and  ©  to  move 
the  trace  cursor  between  the 
curves  fory1  and  y2. 


1.  Use  [MODE]  to  set  Graph  =  DIFF  EQUATIONS 

2.  In  the  Y=  Editor  (0  [Y=] ), 
define  the  differential 
equations  and  enter  the 
initial  conditions. 


tB=a. 

-"yl '  =  -yl  +  .  1  yl  ■y2 

yil=2 
-'y2'  =3  y2  -  yl  ■y2 
yi2=5  


Press: 

ms 

—  or  — 
TI-89:  0  U 
TI-92  Plus:H  F 

Set  Axes  =  ON,  Labels  =  ON, 
Solution  Method  =  RK,  and 
Fields  =  FLDOFF. 

In  the  Y=  Editor,  press: 
TI-89:  [2nd]  [F7] 
TI-92  Plus:  m 
Set  Axes  =  TIME. 

In  the  Window  Editor 
([3  [window]  ),  set  the 
Window  variables. 

Graph  the  differential 
equations  ([3  [GRAPH] ). 

Press  [£3]  to  trace.  Then  press 
3  lEHTERI  to  see  the  number  of 
foxes  (yc  for  yl )  and  rabbits 
(yc  for  y2)  at  t=3. 


QRHFH  FIlRMflT; 
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Note:  In  this  example, 
DIRFLD  is  used  for  two 
related  differential  equations 
that  do  not  represent  a  2nd- 
order  equation. 


Return  to  the  Y=  Editor.  Press: 

ms 

—  or  — 
TI-BSiHIII 
TI-92  Plus:  H  F 

Set  Fields  =  DIRFLD. 


 QRHFH  FIlRMflT;  

Ccoh-dindt^s   RECT* 
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Press: 

TI-89:  [2nd]  [F7] 
TI-92  Plus:  (£7) 

Confirm  that  the  axes  are  set 
as  shown. 


flKiS;  CUSTOM* 
K  fiyis:  VI* 
V  flKis: 


Tip:  Use  a  list  to  specify 
more  than  one  initial 
condition. 


Tip:  Use  ®  and  ®  to  move 
the  trace  cursor  from  one 
initial  condition  curve  to 
another. 


10.  hi  the  Y=  Editor,  clear  the 
initial  conditions  for  yi1  and 
yi2. 


11.  Return  to  the  Graph  screen, 
wluch  displays  only  the 
direction  field. 


12.  To  graph  a  family  of  solutions, 
return  to  the  Y=  Editor  and 
enter  the  initial  conditions 
shown  below. 

yil  ={2,6,7}  and  yi2={5, 1 2, 1 8} 

13.  Return  to  the  Graph  screen, 
which  displays  a  curve  for 
each  pair  of  initial  conditions. 

14.  Press  [F3]  to  trace.  Then  press 
3 1  ENTER  I  to  see  the  number  of 
foxes  (xc)  and  rabbits  (yc)  at 

t=3. 

Because  tO=0  and  tmax=1 0, 
you  can  trace  in  the  range 
0<t<10. 
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Example  Comparison  of  RK  and  Euler 


Consider  a  logistic  growth  model  dP/dt  =  .001  *  P*  (1 00-  P), 
with  the  initial  condition  P(0)  =  10.  Use  the  BIdData  instruction 
to  compare  the  graphing  points  calculated  by  the  RK  and  Euler 
solution  methods.  Then  plot  those  points  along  with  a  graph  of 
the  equation's  exact  solution. 


Example 


Tip:  To  speed  up  graphing 
times,  clear  any  ottier 
equations  in  the  Y=  Editor. 
With  FLDOFF,  ali  equations 
are  evaluated  even  if  they 
are  not  selected. 


Note:  You  do  not  need  to 
graph  the  equation  before 
using  BIdData.  For  more 
information  about  BIdData, 
refer  to  Appendix  A. 


1.  Press  iMODEj  and  set  Graph=DIFF  EQUATIONS. 


Express  the  Ist-order  equation 
in  terms  of  y1 '  and  y1 . 


yr=.001y1*(100-y1) 


Do  not  use  implied  multiplication  between  - 
the  variable  and  parenttieses.  If  you  do,  it 
is  treated  as  a  function  call. 


3. 

4.  Enter  the  initial  condition: 


Enter  the  equation  in  the 
Y=  Editor  (H[Y=]). 


yi1=10 
Press: 

ms 

—  or  — 
TI-89:  0  U 
TI-92  Plus:H  F 

Set  Solution  Method  =  RK  and 
Fields  =  FLDOFF. 
In  the  Window  Editor 
(0  [window]  ),  set  the 
Window  variables. 


7.  In  the  Home  screen 


TI-89:  [HOME] 

TI-92  Plus:  [J]  [home] 

use  BIdData  to  create  a  data 

variable  containing  the  RK 

graphing  points. 

Return  to  the  Y=  Editor, 

press: 

ms 

—  or  — 
TI-89:  S  HI 
TI-92  PIus:[i]  F 

Set  Solution  Method  =  EULER. 


|Tool5|Soo[Vi|E.lit|V  |rtn|;ts.1t|ftxt5.. 


ie=a. 

--yi '=.aei  yi  (lea - yi) 
yii^ia  


-  to  is  tfie  time  at  wfiich  tfie  initial 
condition  occurs.  By  default,  tO=0. 


QRHFH  FIlRMflT; 


■KiOh-dindt^s   RECT* 

GKij..'..^.'..^.   DFF* 

Rk*s   UN* 

Lidding  CLrsOK.  DFF* 

Ldlil:   DM^ 

^dlLticn  Mdthod  lia^ 

FitldS   FLCnFF* 


tO  =  0. 

tmax=100 
-  tstep=1 . 
tplot=0. 


ncurves=0. 
diftol=.001 


xmin=  - 1 . 
xmax=1 00. 
xscl=1 . 
ymin-- 10. 
ymax=1 0. 
yscl=1 . 

—  Important:  Change  tstep  from  .1 
(its  default)  to  1.  Otherwise, 
BIdData  calculates  too  many 
rows  for  the  data  variable  and  a 
Dimension  error  occurs. 

iBldData  rklog 


QRHFH  FIlRMflT; 


.  RECT* 


GKid   DFF* 

Rk*s   UN* 

Lidding  ELrSdK.  DFF* 

Ldlil:   DM^ 

^clLticn  Method  UllUa* 

FitldS   FLCnFF* 


^  QrittF=SflVE2> 


Chapter  11:  Differential  Equation  Grapliing  193 


Note:  errorlog  lets  you 
combine  the  data  in  rklog 
and  eulerlog  so  that  you  can 
view  the  two  sets  of  data 
side  by  side. 


Nofe.Tklog[1]  ancfrklog[2] 
refer  to  coiumn  1  and  2  in 
rklog,  respectively.  Lil<ewise 
with  eulerlog[2]. 

Tip:  Scroll  through  the  data 
variable  to  see  how  the  RK 
and  Euler  values  differ  for 
the  same  time  value. 


Note:  To  see  how  to  use 
deSolveO  to  find  this  exact, 
general  solution,  refer  to 
page  196. 


9.  Return  to  the  Home  screen, 
and  use  BIdData  to  create  a 
data  variable  containing  the 
Euler  graphing  points. 

10.  Use  the  Data/Matrix  Editor 
flAPPSI  6  3)  to  create  a  new 
data  variable  named  errorlog. 


11.  In  this  new  data  variable, 
define  the  c1 ,  c2,  and  c3 
column  headers  to  refer  to 
data  in  rklog  and  eulerlog. 
Also,  enter  column  titles  as 
shown. 

To  define  a  column  header, 
move  the  cursor  to  that 
column,  press  [F4],  type  the 
reference  expression  (such 
as  rklog[1]  ford),  and  press 
lEMTERI. 


12.  In  the  Data/Matrix  Editor, 
press  [F2].  Then  press  [FT)  and 
define  Plot  1  for  the  RK  data, 
as  shown  to  the  right. 


13.  Define  Plot  2  for  the  Euler 
data.  Use  the  values  shown 
to  the  right. 

14.  Return  to  the  Y=  Editor, 
press  IMODEI.  and  set 
Graph  =  FUNCTION. 

15.  The  exact  solution  to  the 
differential  equation  is  given 
below.  Enter  it  as  y1 . 

y1  =(100*e"(x/10))/(e'^(x/10)+9) 


BIdData  eulerlog 


MEN 

T^■P4: 

ItKrOKlOS  1 

c:Ert4f=[lK 

Tools  Plot  ^  :tupk«llH< 


-  c1=rklog[1]  or 
c1=eulerlog[1] 

|— c2=rklog[2] 

-c3= 
eulerlog[2] 


c3=eulgrlQq [2 ] 


Fr4i  and  CattSorissr  Na+_ 


Plot  Type=xyline 

Mark=Cross 

x=c1 

y=c3 


'■DfiTfi^Nair^ii'i'^i'lo. 
 t±Xx:cl 


You  can  use  ©  to  scroll  up  to  see 
Plot  1  and  Plot  2. 
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xmin=-10.   ymin=-10.  xres=2. 
xmax=100.  ymax=120. 
xscl=10.  yscl=10. 


Note:  The  fuzzy  line  on  the 
graph  indicates  differences 
between  the  RK  and  Euler 
values. 


xmin=39.7    ymin=85.5  xres=2. 
xmax=40.3  ymax=86. 
xscl=.1  yscl=.1 


Euler  (Plot  2)  — , 
RK(Plot  1)- 


16.  In  the  Window  Editor,  set 
the  Window  variables. 

17.  Display  the  Graph  screen 
(H  [GRAPH]). 


18.  In  the  Window  Editor,  set  the 
Window  variables  to  zoom  in 
so  that  you  can  examine  the 
differences  in  more  detail. 

19.  Return  to  the  Graph  screen. 

20.  Press  [F3]  to  trace,  and  then 
press  ©  or  ©  until  y1  is 
selected.  (1  shows  in  upper 
right  comer.)  Then  enter  40. 


-  Exact  solution  (y1) 

y1  is  selected  when  1  shows  here.  — 

By  moving  the  trace  cursor  to  trace  each  solution  to  xc  =  40,  you  can 
find  that: 

•  The  exact  solution  (y1 )  is  85.8486,  rounded  to  six  digits. 

•  The  RK  solution  (Plot  1 )  is  85.8952. 

•  The  Euler  solution  (Plot  2)  is  85.6527. 

You  can  also  use  the  Data/Matrix  Editor  to  open  the  errorlog  data 
variable  and  scroll  to  time  =  40. 
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Example  of  the  deSolve()  Function 


The  deSolveO  function  lets  you  solve  many  1st-  and  2nd- 
order  ordinary  differential  equations  exactly. 


Example 


Tip:  For  maximum 
accuracy,  use  1/1000 
instead  of  .001.  A  floating- 
point number  can  introduce 
round-off  errors. 

Note:  Tills  exampie  does 
not  involve  graphing,  so  you 
can  use  any  Graph  mode. 


Tip:  Press  gnd]  ©  to  move  to 
the  beginning  of  the  entry 
line. 


Note:  If  you  got  a  different 
constant  (@2,  etc.),  solve 
for  that  constant. 


For  a  general  solution,  use  the  following  syntax.  For  a  particular 
solution,  refer  to  Appendix  A. 

deSo\\ie{lstOr2ndOrderODE,  independentVar,  dependentVar) 

Using  the  logistic  Ist-order  differential  equation  from  the  example  on 
page  176,  fmd  the  general  solution  for  y  with  respect  to  t. 

deSolve(y'  =  1/1000  y*(100-y),t,y) 

I —  Do  not  use  implied  multiplication  between  the 
variable  and  parentheses.  If  you  do,  it  will  be 
treated  as  a  function  call. 

 For ',  type  [2n5]  [■]. 

Before  using  deSolve(),  clear  any  existing  t  and  y  variables. 
Otherwise,  an  error  occurs. 


In  the  Home  screen 
TI-89:  [HOiViE] 
TI-92  Plus:  H  [home] 
use  deSolveO  to  find  the 
general  solution. 


t. 

108^  10 


,.n'-iviee3*M*aBe-tj>.t.tj> 


@1  represents  a  constant.  You  may  - 
get  a  different  constant  (@2,  etc.). 


Use  the  solution  to  define  a  function. 

a.  Press  ©  to  highlight  the  solution  in  the  history  area.  Then 
press  lENTERI  to  autopaste  it  into  the  entry  line. 

b.  Insert  the  Define 
instruction  at  the 
beginning  of  the  Une. 


Then  press  I  ENTER  |. 

3.  For  an  initial  condition  y=1 0 
with  t=0,  use  solve()  to  find 
the  (3)1  constant. 


4.  Evaluate  the  general  solution 
(y)  with  the  constant 
@1=9/1 00  to  obtain  the 
particular  solution  shown. 


Define  y  =- 


+  leeei 

Done 


Define  y=100H^g^<:i/10>.^^f-^ 


solueCy  =  IB,  eij  I  t  =  e 


9 
100 


SQlue<y=lB,gn  H.=8 


-  For  @,  type 
TI-89:  H  [STB3 
TI-92  Plus:  S  R 


t 

yiei=9vlD3 

MHIN  RHEiHLTD 

FUNC  H/3(i 

You  can  also  use  deSolve()  to  solve  this  problem  directly.  Enter: 
deSolve(y'  =  1/1000  y*(100-y)  and  y(0)=10,t,y) 
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Troubleshooting  with  the  Fields  Graph  Format 


If  you  have  difficulties  graphing  a  differential  equation,  this 
section  can  help  you  correct  the  problem.  Many  problems  may 
be  related  to  your  Fields  graph  format  setting. 


Setting  the  Fields 
Graph  Format 


From  the  Y=  Editor,  Window 

Editor,  or  Graph  screen,  press: 

[fT]9 

—  or  — 

TI-89:H|I] 

TI-92  PlusiB  F 


 ■jRflFH  FIlRMflT;  

Ccoh-dinatts   RECT* 

Qfi'i   DFF* 

flK^s   DN* 

Ltfldina  CLfsor.  DFF* 

Latil!   DFF* 

£clLticn  Method  RK^ 

Fluids  BBHIddId 


What  Order 
Equation  Are  You 
Graphing? 


If  the  equation  is: 


Valid  Fields  settings  are: 


Ist-order 
2nd-order 

(system  of  two  Ist-order  equations) 

3rd-  or  higher-order 

(system  of  three  or  more  Ist-order 

equations) 


SLPFLD  orFLDOFF 
DIRFLD  orFLDOFF 

FLDOFF 


Because  Fields  =  SLPFLD  is  the 
default  setting,  a  common  error 
message  is  shown  to  the  right. 


^Lnctldn  und  >ik4  ustd  For 


When  you  see  this  or  any  other  error  message: 

•  For  your  order  of  equation,  use  the  previous  table  to  find  the  valid 
Fields  settings.  Change  to  the  applicable  setting. 

•  For  a  particular  Fields  setting,  check  the  following  for  information 
that  applies  to  that  setting. 


Fields=SLPFLD 


In  the 
Y=  Editor 


In  the  Graph 
screen 


Use  [£4]  to  select  one  and  only  one  Ist-order  equation. 
You  can  enter  multiple  equations,  but  only  one  at  a 
time  can  be  selected. 

The  selected  equation  must  not  refer  to  any  other 
equation  in  the  Y=  Editor.  For  example: 


If  y1'=y2,  an  Undefined 
variable  error  occurs  when 
you  graph. 

If  the  slope  field  is  drawn  but  no  solution  curve  is 
plotted,  specify  an  initial  condition  as  described  on 
page  184. 


Chapter  11:  Differential  Equation  Grapliing  197 


Fields=DIRFLD 


In  the 
Y=  Editor 


Enter  a  valid  system  of  two  Ist-order  equations.  For 
information  about  defining  a  valid  system  for  a  2nd- 
order  equation,  refer  to  page  186. 

Set  Axes  =  CUSTOM: 
TI-89:[2ndirF7l 
TI-92  Plus:  m 

If  Axes  =  TIME,  an  Invalid 
axes  error  occurs  when 
you  graph. 

If  you  enter  initial  conditions  in  the  Y=  Editor,  the 
equations  referenced  by  the  custom  axes  must  have 
the  same  number  of  initial  conditions. 


f  ERROR 

c:ESi:=i:fiNi:EL  :> 

Otherwise,  a  Dimension 
error  occurs  when  you 
graph. 


f  ERROR 

[lir^inii^n 

With  custom    Set  axes  that  are  valid  for  your  system  of  equations. 

Do  not  select  t  for  either  axis.  Otherwise,  an  Invalid 
axes  error  occurs  when  you  graph. 

The  two  axes  must  refer  to  different  equations  in 
your  system  of  equations.  For  example,  y1  vs.  y2  is 
vaUd,  but  y1  vs.  y1'  gives  an  Invalid  axes  error. 

In  the  Graph  If  the  direction  field  is  drawn  but  no  curve  is  plotted, 
screen  enter  initial  conditions  in  the  Y=  Editor  or  select  one 

interactively  from  the  Graph  screen  as  described 

starting  on  page  184.  If  you  did  enter  initial 

conditions,  select  ZoomFit: 

TI-89:  fF2][iipha]A 

TI-92  Plus:  [F2]  A 

The  ncurves  Window  variable  is  ignored  with  DIRFLD. 
Default  curves  are  not  drawn  automatically. 

Notes  With  DIRFLD,  the  equations  referenced  by  the  custom 

axes  determine  which  equations  are  graphed, 
regardless  of  which  equations  are  selected  in  the 
Y=  Editor. 

If  your  system  of  equations  refers  to  t,  the  direction 
field  (not  the  plotted  curves)  is  drawn  with  respect  to 
one  particular  time,  which  is  set  by  the  dtime  Window 
variable. 
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Fields=FLDOFF 


In  the 
Y=  Editor 


With  custom 
axes 


In  the  Graph 
screen 


Notes 


If  you  enter  a  2nd-  or  higher-order  equation,  enter  it 
as  a  valid  system  of  equations  as  described  on 
page  186. 

AH  equations  (selected  or 
not)  must  have  the  same 
number  of  initial 
conditions.  Otherwise,  a 
Dimension  error  occurs 
when  you  graph. 

To  set  Axes  =  TIME  or  CUSTOM,  press: 

TI-89:[2ndirF7l 

TI-92  Plus:  CD 

If  X  Axis  is  not  t,  you  must  enter  at  least  one  initial 
condition  for  each  equation  in  the  Y=  Editor 
(whether  the  equation  is  selected  or  not). 


f  ERROR 

c:ESi:=i:fiNi:EL  :> 

Otherwise,  a  Diff  Eq  setup 
error  occurs  when  you 
graph. 

If  no  curve  is  graphed,  set  an  initial  condition  as 
described  on  page  184.  If  you  did  enter  initial 
conditions  in  the  Y=  Editor,  select  ZoomPit: 
TI-89:  fF2][aipha]A 
TI-92  Plus:[F2]A 

A  Ist-order  equation  may  look  different  with  FLDOFF 
than  with  SLPFLD.  This  is  because  FLDOFF  uses  the 
tplot  and  tmax  Window  variables  (page  181),  which 
are  ignored  with  SLPFLD. 

For  Ist-order  equations,  use  FLDOFF  and 
Axes  =  Custom  to  plot  axes  that  are  not  possible  with 
SLPFLD.  For  example,  you  can  plot  t  vs.  y1 '  (where 
SLPFLD  plots  t  vs.  y1 ).  If  you  enter  multiple  Ist-order 
equations,  you  can  plot  one  equation  or  its  solution 
vs.  another  by  specifying  them  as  the  axes. 


If  You  Use  the  Table  You  can  use  the  Table  screen  to  view  the  points  for  a  differential 
Screen  to  View  equation  graph.  However,  the  table  may  show  different  equations 

Differential  than  those  graphed.  The  table  shows  only  the  selected  equations. 

Equations  regardless  of  whether  those  equations  will  be  plotted  with  your 

current  Fields  and  Axes  settings. 
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Additional  Grapliing  Topics 


Preview  of  Additional  Graphing  Topics  

Collecting  Data  Points  from  a  Graph  

Graphing  a  Function  Defined  on  the  Home  Screen.. 

Graphing  a  Piecewise  Defined  Function  

Graphing  a  Family  of  Curves  

Using  the  Two-Graph  Mode  

Drawing  a  Function  or  Inverse  on  a  Graph  

Drawing  a  Line,  Circle,  or  Text  Label  on  a  Graph .... 

Saving  and  Opening  a  Picture  of  a  Graph  

Animating  a  Series  of  Graph  Pictures  

Saving  and  Opening  a  Graph  Database  


202 


203 


204 


206 


208 


209 


212 


213 


217 


219 


220 


This  chapter  describes  additional  features  that  you  can  use  to  I 
create  graphs  on  the  TI-89  /  TI-92  Plus.  This  information  generally 
applies  to  all  Graph  mode  settings. 


|Too1s|Zoor^|TK4C4|R4GK4Ph|M4th|DKOio|P4h|:C  1 

MHIN                RHP  HUT 

FUNi: 

This  chapter  assumes  that  you  already  know  the  fundamental 
procedures  for  defining  and  selecting  functions,  setting  Window 
variables,  and  displaying  graphs  as  described  in  Chapter  6:  Basic 
Function  Graphing. 

 i 
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Preview  of  Additional  Graphing  Topics 


From  the  Home  screen,  graph  the  piecewise  defined  function:  y  =  -x  when  x  <  0  and 
y  =  5  cos(x)  when  x  >  0.  Draw  a  horizontal  line  across  the  top  of  the  cosine  curve.  Then 
save  a  picture  of  the  displayed  graph. 


Steps 


i 
TI-89 
Keystrokes 


m 

TI-92  Plus 
Keystrokes 


Display 


1.  Display  the  MODE  dialog  box. 
For  Graph  mode,  select 
FUNCTION. 

For  Angle  mode,  select  RADIAN. 


2.  Display  the  Home  screen.  Use 
the  Graph  command  and  the 
when  function  to  specify  the 
piecewise  defined  function. 

IH)  2  selects  Graph  from  the  Other 
toolbar  menu  and  automatically  adds 
a  space. 

3.  Execute  the  Graph  command, 
which  automatically  displays  the 
Graph  screen. 

The  graph  uses  the  current  Window 
vahables,  which  are  assumed  to  be 
their  standard  values  ([£2]  6)  for  this 
example. 

4.  Draw  a  horizontal  line  across 
the  top  of  the  cosine  curve. 

The  calculator  remains  in  "line"  mode 
until  you  select  a  different  operation 
or  press  lESCl. 

5.  Save  a  picture  of  the  graph.  Use 
PIC1  as  the  variable  name  for  the 
picture. 

Be  sure  to  set  Type  =  Picture.  By 
default,  it  is  set  to  GDB. 

6.  Clear  the  drawn  horizontal  Une. 
You  can  also  press  (H)  to  regraph. 

7.  Open  the  saved  picture  variable 
to  redisplay  the  graph  with  the 
line. 

Be  sure  to  set  Type  =  Picture.  By 
default,  it  is  set  to  GDB. 


PviODEl 

®1 

©©© 
®1 


ENTER  I 


HHOiViEl 

\Hi  2  gnd]  [a-lock] 
WHENIghiimX 

[MiHogex 

□  5  H  [Ml  [COS] 


[2ndl  [F7]  5 

©  (until  the  line 

is  positioned) 


lENTERI 


[H]2 

®  2©© 
P  I  ClipHall 


EMTERIlEMTERI 


[2ndl  [F6]  1 


[HI 
®2 

(if  not  already 
shown,  also  set 
Variable  =  pici) 


Gi 

OOO 
Qi 

EMTERI 


[T]  [home] 

[H]2 

WH  ENCDX 

[iHd][<]omex 

nsi^icosi 

xmci] 


ENTER  I 


[£36 

O  (until  the  line 
is  positioned) 


EMTERI 


[fT]2 

Q200 
PIC  1 
[ENTER]  (ENTER] 


ENTERI 


mi 


[fT]1 

Q2 

(if  not  already 
shown,  also  set 
Variable  =  pici ) 
lENTERI 


If^lSt  l\f^3-i  £|Fq3t  ;  I 

Gf-flF-r   FUNCTIDN* 

CLrrtrt  Foldtr   roain* 

Display  [liSits   FLUAT  S* 

f\I\3M   F:H[imN> 

EJIPOntnrifll  Fornot  NDRMflL* 

CorviPlti  Forrviflt   ftEfiL* 

VtCt^rF^rNOt   RECTANQULHR-^- 

Pf 4tt^■  Pf irit   QN-J- 


t:Enttr=Sfl"VE~> 


<JsC=CftNCEr> 


Graph  when ( x<0 , 'x ,5*cos ( x ) ) 


xg:0. 

yc:  5. 

^t;Enttr=sflVE  ^  e:ESi:=i:fiHCEO, 


OPEN 

Folder:  rnain^ 

c:Ert4f=[lK 

c:ESi:=i:fiNi:EL  :> 
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Collecting  Data  Points  from  a  Graph 


From  the  Graph  screen,  you  can  store  sets  of  coordinate 
values  and/or  math  results  for  later  analysis.  You  can  store  the 
information  as  a  single-row  matrix  (vector)  on  the  Home 
screen  or  as  data  points  in  a  system  data  variable  that  can  be 
opened  in  the  Data/Matrix  Editor. 


Collecting  the 
Points 


Tip:  To  display  coordinates 
or  math  results,  trace  a 
function  with  [F3]  or  perform 
an  [£5]  Math  operation  (such 
as  Minimum  or  Maximum). 
You  can  also  use  the  free- 
moving  cursor. 


Tip:  Use  a  split  screen  to 
show  a  graph  and  the  Home 
screen  or  Data/Matrix  Editor 
at  the  same  time. 


Notes  about 
SysData  Variable 


1.  Display  the  graph.  (This  example  shows  y1  (x)=5*cos(x).) 

2.  Display  the  coordinates  or  math  results  you  want  to  collect. 

3.  Save  the  information  to  the  Home  screen  or  the  sysData  variable. 
TI-89:  0  [H]  (Home  screen)  or  0  CZI  (sysData  variable) 

TI-92  Plus:  [♦]  H  (Home  screen)  or  [T]  D  (sysData  variable) 

4.  Repeat  the  process  as  necessary. 


Tools  Zoorvi  Tract  RtGMiF'h  Mdthprdijj  F'tn  :^ 

>ic:4.28571 

yc: -2.B6925 

[■HTH  fLf\ZL\f  IN  HOME  SCREEN  HIS TDRV 

TI-89:  a  e 

TI-92  Plus:  B  H 

Displayed  coordinates  are  added  to 
the  IHome  screen's  history  area 
(but  not  the  entry  line)  as  a 
single-row  matrix  or  vector. 


\TI-89:  a  □ 
TI-92  Plus:  B  D 

Displayed  coordinates  are  stored  i 
data  variable  named  sysData, 
which  you  can  open  in  the 
Data/Matrix  Editor. 


i[1.9327731B924 
[1.93277 

I [3. 1B924369748 
[3. 1B924 

■[4.2S57142S571 

 [4.28571 


■1.77a61E^ 
-1.77362] 

■4.9973S4K 
-4.99738] 

■2.SS922!K 
-2.86923] 


Tools  Plot  ^ttupktll  Htodtr  Cole  Util^tot 

[iHTH 

X 

y 

cl 

c2 

c3 

1 

1 . 9328 

-1.771 

2 

3. 1892 

-4.997 

3 

-2.869 

4 

r3cl 

=4.28571428571 

MHIN 

RMf  HLTD 

FUMC 

When  you  press:  TI-89:  0  □  TI-92  Plus:  H  D 

-  If  sysData  does  not  exist,  it  is  created  in  the  MAIN  folder. 

-  If  sysData  already  exists,  new  data  is  appended  to  the  end  of 
any  existing  data.  Existing  titles  or  column  headers  (for  the 
affected  columns)  are  cleared;  titles  are  replaced  with  the 
applicable  titles  for  the  new  data. 

The  sysData  variable  can  be  cleared,  deleted,  etc.,  just  as  any 
other  data  variable.  However,  it  cannot  be  locked. 

If  the  Graph  screen  contains  a  function  or  stat  plot  that 
references  the  current  contents  of  sysData,  this  command  will  not 
operate. 
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Graphing  a  Function  Defined  on  the  Home  Screen 


In  many  cases,  you  may  create  a  function  or  expression  on  the 
Home  screen  and  then  decide  to  graph  it.  You  can  copy  an 
expression  to  the  Y=  Editor,  or  graph  it  directly  from  the  Home 
screen  without  using  the  Y=  Editor. 


What  Is  the  "Native" 

Independent 

Variable? 


On  the  Y=  Editor,  all  functions  must  be  defined  in  terms  of  the 
current  graph  mode's  "native"  independent  variable. 


Graph  Mode 


Native  Independent  Variable 


Function 

Parametric 

Polar 

Sequence 

3D 

Differential  Equation 


X 

t 

e 
n 

x.y 

t 


Copying  from  the 
Home  Screen  to  the 
Y=  Editor 

Tip:  Instead  of  using  \n]  5 
or  [Fi]  6  to  copy  and  paste, 
use: 

TI-89:  H  [copy]  or [3  [paste]. 
TI  92  Plus:  [T]  C  (copy)  or 
[T]  M  (paste). 


Tip:  To  copy  an  expression 
from  the  Home  screen's 
history  area  to  the  entry  line, 
use  the  auto-paste  feature 
or  copy  and  paste. 


Tip:  Define  is  available  from 
the  Home  screen's  [F4] 
toolbar  menu. 


If  you  have  an  expression  on  the  Home  screen,  you  can  use  any  of 
the  following  methods  to  copy  it  to  the  Y=  Editor. 


Method 


Define 

command 


Description 


Copy  and 

1. 

Highlight  the  expression  on  the  Home  screen. 

paste 

Press  \fT]  and  select  5:Copy. 

2. 

Display  the  Y=  Editor,  highlight  the  desired 

function,  and  press  I  ENTER  |. 

3. 

Press  [fTI  and  select  6:Paste.  Then  press  I  ENTER  |. 

Store  the  expression  to  a  Y=  function  name. 

1 2x''3+3x^2-4x+12»yl(x)  | 

Use  the  complete  function  — I 
name:  y1  (x),  not  just  y1 . 


Define  the  expression  as  a  user-defined  Y=  function. 


Define  yl  (x)=2x''3+3x"2-4x+12 


T/p;[2nl]  [RCL]  is  useful  if  an 
expression  is  stored  to  a 
variable  or  function  that 
does  not  correspond  to  the 
Y=  Editor,  such  as  a1  or 
f1(x). 


|2ndirRCL]  If  the  expression  is  already  stored  to  a  variable: 

1.  Display  the  Y=  Editor,  highlight  the  desired 
function,  and  press  [ENTER]. 

2.  Press  1 2nd  I  [RCL].  Type  the  variable  name  that 
contains  the  expression,  and  press  I  ENTER  I  twice. 

Important:  To  recall  a  function  variable  such  as 
ft  (x),  type  only  ft ,  not  the  fuU  function  name. 


3.  Press  lENTERI  to  save  the  recalled  expression  in  the 
Y=  Editor's  function  list. 
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Graphing  Directly 
from  tlie  Home 
Screen 


The  Graph  command  lets  you  graph  an  expression  from  the  Home 
screen  without  using  the  Y=  Editor.  Unlike  the  Y=  Editor,  Graph  lets 
you  specify  an  expression  in  terms  of  any  independent  variable, 
regardless  of  the  current  graphing  mode. 


Tip:  Graph  is  available  from 
the  Home  screen's  [HI 
toolbar  menu. 


Note:  Graph  uses  the 
current  Window  variable 
settings. 


If  the  expression  is  in 
terms  of: 


Use  the  Graph  command 
as  shown  in  this  example: 


The  native 

independent  variable 


A  non-native 
independent  variable 


[graph  1.25x*cos(x) 


For  function  graphing,  J 
X  is  the  native  variable. 


graph  1 . 25a*cos ( a ) , a 


Specify  the  independent  - 
variable;  otherwise,  you 
may  get  an  error. 


Tip:  To  create  a  table  from 
the  Home  screen,  use  the 
Table  command.  It  is  similar 
to  Graph.  Both  share  the 
same  expressions. 


Clearing  the  Graph 
Screen 


Graph  does  not  work  with  sequence  graphs  or  differential  equations. 
For  parametric,  polar,  and  3D  graphs,  use  the  following  variations. 


In  PARAMETRIC  graphing  mode: 
In  POLAR  graphing  mode: 
In  3D  graphing  mode: 


Graph  xExpr,  yExpr,  t 
Graph  expr,  9 
Graph  expr,  x,  y 


Graph  does  not  copy  the  expression  to  the  Y=  Editor.  Instead,  it 
temporarily  suspends  any  functions  selected  on  the  Y=  Editor.  You 
can  trace,  zoom,  or  show  and  edit  Graph  expressions  on  the  Table 
screen,  just  the  same  as  Y=  Editor  functions. 

Each  time  you  execute  Graph,  the  new  expression  is  added  to  the 
existing  ones.  To  clear  the  graphs: 

•  Execute  the  CIrGraph  command  (available  from  the  Home 
screen's  [F4]  Other  toolbar  menu). 

—  or  — 

•  Display  the  Y=  Editor.  The  next  time  you  display  the  Graph 
screen,  it  will  use  the  functions  selected  on  the  Y=  Editor. 


Extra  Benefits  of 

User-Defined 

Functions 


You  can  defme  a  user-defined  function  in  terms  of  any  independent 
variable.  For  example: 

I  Defined  in  terms  of  "aa". 


define  f 1 ( aa )=1 . 25aa*cos ( aa ) 
graph  fl(x) 


and: 


Refers  to  the  function  by  using  the 
native  independent  variable. 


define  f 1 ( aa )=1 . 25aa*cos ( aa ) 
fl(x)*yl(x) 
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Graphing  a  Piecewise  Defined  Function 


To  graph  a  piecewise  function,  you  must  first  define  tfie 
function  by  specifying  boundaries  and  expressions  for  each 
piece.  The  when  function  is  extremely  useful  for  two-piece 
functions.  For  three  or  more  pieces,  it  may  be  easier  to  create 
a  multi-statement,  user-defined  function. 


Using  the  When 
Function 

Tip:  Graph  math  results 
may  vary. 


Tip:  To  enter  vihen,  type  it 
or  use  the  CATALOG. 


To  define  a  two-piece  fimction,  use  the  syntax: 
vihen{condition,  trueExpres.sion,falseExpression) 

For  example,  suppose  you  want  to  graph  a  function  with  two  pieces. 


When: 

Use  expression: 

X  <  0 

"X 

X  >  0 

5  cos(x) 

In  the  Y=  Editor: 

The  function  is  pretty 
printed  in  ttiis  form. 

Enter  tfie  function 
in  this  form. 


y2= 
y6- 


For  three  or  more  pieces,  you  can  use  nested  when  functions. 


When: 

Use  expression: 

X  <  -71 

4  sin(x) 

X  >  -71  and  X  <  0 

2x  +  6 

X  >  0 

6-x2 

In  the  Y=  Editor: 


where: 


y2= 
y4= 


|yl(x)=when(x<0,when(x<~7[,4*sin(x),  2x+6 ) ,  6-x^2 )  

I —  This  nested  function  is  in  effect  when  x<0. 
Nested  functions  quickly  become  complex  and  difficult  to  visualize. 
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Using  a  Multi- 
Statement,  User- 
Defined  Function 


For  three  or  more  pieces,  you  may  want  to  create  a  multi-statement, 
user-defined  function. 

For  example,  consider  the  previous  three-piece  function. 


When: 

Use  expression: 

X  <  -71 

4  sin(x) 

X  >  -71  and  X  <  0 

2x  +  6 

X  >  0 

6-x2 

Note:  For  information  about 
similarities  and  differences 
between  functions  and 
programs,  refer  to 
Ctiapter  17. 

Tip:  Graph  matti  results 
may  vary. 


A  multi-statement,  user-defined  function  can  have  many  of  the 
control  and  decision-making  structures  (If,  Elself,  Return,  etc.)  used 
in  programming.  When  creating  the  structure  of  a  function,  it  may  be 
helpful  to  visuaUze  it  first  in  a  block  form. 

Func   


If  x<-7i  Then 

Return  4*sin(x) 
Elself  x>=-7i  and  x<0  Then 

Return  2x+6 
El  se 

Return 
Endlf 

EndFunc   


Func  and  EndFunc 

-must  begin  and  end  the 
function. 

For  information  about 
the  individual 
statements,  refer  to 
Appendix  A. 


When  entering  a  multi-statement  function  on  the  Y=  Editor  or  Home 
screen,  you  must  enter  the  entire  function  on  a  single  line. 

1 —  Use  a  colon  (:)  to  separate  each  statement. 


Func:If  x<-7t  TheniReturn  4*sin(x): 


:  Endlf:  EndFunc 


On  the  Y=  Editor: 

Only  "Func"  is  shown  - 
for  a  multi-statement 
function. 

Enter  a  multi-statement  - 
function  on  one  line.  Be 
sure  to  include  colons. 


-  '■yl 

y6: 


tjlCxJ=Func:  If  x< -x  Then:R... 


From  the  Home  From  the  Home  screen,  you  can  also  use  the  Define  command  to 

Screen  or  a  Program     create  a  multi-statement,  user-defined  function.  Refer  to  page  204  for 

other  information  on  copying  a  function  from  the  Home  screen  to  the 

Y=  Editor. 

From  the  Program  Editor  (Chapter  17),  you  can  create  a  user-defined 
function.  For  example,  use  the  Program  Editor  to  create  a  function 
named  f1  (xx).  In  the  Y=  Editor,  set  yl  (x)  =  f1  (x). 
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Graphing  a  Family  of  Curves 


By  entering  a  list  in  an  expression,  you  can  plot  a  separate 
function  for  each  value  in  the  list.  (You  cannot  graph  a  family 
of  curves  in  SEQUENCE  or  3D  graphing  mode.) 


Examples  Using  the 
Y=  Editor 

Tip:  Graph  math  results 
may  vary. 


Tip:  Enclose  list  elements  in 
braces  (IMi  [i]  andS  [i]) 
and  separate  them  with 
commas. 


Enter  the  expression  {2,4,6}  sin(x)  and  graph  the  functions. 


'■yl  =  <:2  4 

y4= 

y5= 

y6= 

y7= 

4lCxJ=t2,4 

6> +sin^x) 

Graphs  three  functions: 
2  sin(x),  4  sin(x),  6  sin(x) 

Enter  the  expression  {2,4,6}  sin({1 ,2,3}  x)  and  graph  the  functions. 


Note:  The  commas  are 
shown  In  the  entry  line  but 
not  in  the  function  list. 


'■ym<:2  4  SJsinttl  2  K 
y2= 

y4= 
y5= 
y6= 

y7=  

tjlCx?  =  t2,4.6;*sinCtl.2.3;... 


Graphs  three  functions; 
2  sin(x),  4  sin(2x),  6  sin(3x) 


Example  Using  the 
Graph  Command 


Similarly,  you  can  use  the  Graph  command  from  the  Home  screen  or 
a  program  as  described  on  page  205. 


graph  { 2  ,4 , 6 } si n ( x ) 

graph  { 2  ,4 , 6 } si n ( { 1 , 2 ,3)x ) 


Simultaneous 
Graphs  with  Lists 

Tip:  To  set  graph  formats 
from  the  Y=  Editor,  Window 
Editor,  or  Graph  screen, 
press: 
r/-S9:0[I] 
TI-92Plus:[±\  F 


When  the  graph  format  is  set  for  Graph  Order  =  SIMUL,  the  functions 
are  graphed  in  groups  according  to  the  element  number  in  the  list. 

For  these  example  functions,  the 
TI-89  /  TI-92  Plus  graphs  three  groups. 


-'yl  =  <:2    4    6J  sinCxJ 
-'y2=;i     2    3JX  +  4 
^y3=cosCx> 


_  •     2  sin(x),  X+4,  oos(x) 

•  4sin(x),2x+4 

•  6sin(x),3x+4 

The  functions  within  each  group  are  graphed  simultaneously,  but  the 
groups  are  graphed  sequentially. 


When  Tracing  a  Pressing  ©  or  ©  moves  the  trace  cursor  to  the  next  or  previous 

Family  of  Curves  curve  in  the  same  family  before  moving  to  the  next  or  previous 

selected  function. 
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Using  the  Two-Graph  Mode 


In  two-graph  mode,  the  TI-89  /  TI-92  Plus's  graph-related 
features  are  duplicated,  giving  you  two  independent  graphing 
calculators.  The  two-graph  mode  is  only  available  in  split 
screen  mode.  For  more  information  about  split  screens,  refer 
to  Chapter  14. 


Setting  the  Mode 


Several  mode  settings  affect  the  two-graph  mode,  but  only  two 
settings  are  required.  Both  are  on  Page  2  of  the  MODE  dialog  box. 


1.  Press  IMODEj.  Then  press  [F2]  to  display  Page  2, 

2.  Set  the  following 
required  modes. 


.  LEFT-RIGHT* 
.  Horvit* 


■    Split  Screen  = 
TOP-BOTTOM  or 
LEFT-RIGHT 

•    Number  of  Graphs  =  2 

3.  Optionally,  you  can  set  the  following  modes. 

Page  1:     •    Graph  =  Graph  mode  for  top  or  left  side  of  the  split 

Page  2:     •    Split  1  App  =  application  for  top  or  left  side 

•  Split  2  App  =  application  for  bottom  or  right  side 

•  Graph  2  =  Graph  mode  for  bottom  or  right  side 

•  Split  Screen  Ratio  =  relative  sizes  of  the  two  sides 
(TI-92  Plus  only) 


4.  Press  jElMTERj  to  close  the  dialog  box. 


The  Two-Graph 
Screen 


A  two-graph  screen  is  similar  to  a  regular  split  screen. 


Graph  1 : 
left  or  top 
side 


Grapin  mode  of  active  graph 


I —  Active  graph  side: 
GR#1  or  GR#2 
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Independent  Graph- 
Related  Features 


Wofe:  The  Y=  Editor  is 
completely  independent 
only  when  the  two  sides  use 
different  graphing  modes 
(as  described  below). 


Both  Graph  1  and  Graph  2  have  independent: 

•  Graph  modes  (FUNCTION,  POLAR,  etc.).  Other  modes  such  as 
Angle,  Display  Digits,  etc.,  are  shared  and  affect  both  graphs. 

•  Window  Editor  variables. 

•  Table  setup  parameters  and  Table  screens. 
Graph  formats  such  as  Coordinates,  Axes,  etc. 
Graph  screens. 

•  Y=  Editors.  However,  both  graphs  share  common  function  and 
Stat  plot  definitions. 

Independent  graph-related  applications  (Y=  Editor,  Graph  screen, 
etc.)  can  be  displayed  on  both  sides  of  the  screen  at  the  same  time. 

Non-graph-related  applications  (Home  screen,  Data/Matrix  Editor, 
etc.)  are  shared  and  can  be  displayed  on  only  one  side  at  a  time. 


The  Y=  Editor  in 
Two-Graph  lUlode 


Wofe:  If  you  make  a  change 
on  the  active  Y=  Editor 
(redefine  a  function,  change 
a  style,  etc.),  that  change  is 
not  reflected  on  the  inactive 
side  until  you  switch  to  it. 


Even  in  two-graph  mode,  there  is  actually  only  one  Y=  Editor,  which 
maintains  a  single  function  list  for  each  Graph  mode  setting. 
However,  if  both  sides  use  the  same  graphing  mode,  each  side  can 
select  different  functions  from  that  single  list. 


When  both  sides  use 
different  graphing  modes, 
each  side  shows  a 
different  fimction  list. 


When  both  sides  use 
the  same  graphing  mode, 
each  side  shows  the 
same  function  list. 

-  You  can  use  (£4]  to 
select  different 
functions  and  stat 
plots  (indicated  by  /) 
for  each  side. 

-  If  you  set  a  display 
style  for  a  function, 
that  style  is  used  by 
both  sides. 
(TI-89:  \M\  [F6] 
TI-92  Plus:  [F6]) 


TnTTU^YrFTFTTFT: 

T<.*l5|2oorvi|Edit|  |A11 

sf/Ttl^v!-  ..| 

-PLOTS 

-'y2=.  1  ■x'^  - 

y4= 
y5= 
yS= 

-PLOTS 

-'r-l=8£in(2> 
r-2= 
r-3= 
r-4= 
r-5= 
r(,= 
r7= 

m1<:x>=1.25*x*go£Cx5 

MHIN               RMf  HLTD     Ql  TUNC 

TnTTU^YrFTFTTFT: 

TooT5|2oorvi|Edit|  ■''  |A11 

sf/Ttl^v!-  ..| 

-PLOTS 

-'y2=.  1  ■x'^  - 

y4= 
y5= 
y6= 

-PLOTS 

yl=1.25x 
y2=.  1  x''  - 

y4= 

y5= 
y6= 

MlCxJ=1.25*x*LO£Cx) 

MHIN               F:H[i  HLTD     Ql  TUNC 

Suppose  Graph  1  and  Graph  2  are 
set  for  function  graphing.  Although 
both  sides  show  the  same  function 
list,  you  can  select  (/)  different 
functions  for  graphing. 
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Using  a  Split  Screen 


Note:  You  can  display  non- 
graph-related  applications 
(such  as  the  Home  screen) 
on  only  one  side  at  a  time. 


For  more  complete  information  about  split  screens,  refer  to 
Chapter  14. 

•  To  switch  from  one  graph  side  to  the  other,  press  1 2nd  I  [ES] 
(second  function  of  lAPPSI). 

•  To  display  different  appUcations: 

-   Switch  to  the  applicable  graph  side  and  display  the  application 
as  you  normally  would. 
—  or  — 


-  Use  IMODEI  to  change  Split  1  App  and/or  Split  2  App. 
To  exit  two-graph  mode: 

-  Use  IMODEI  to  set  Number  of  Graphs  =  1 ,  or  exit  the  split  screen 
by  setting  Split  Screen  =  FULL. 

—  or  — 

-  Press  1 2nd  I  [QUIT]  twice.  This  always  exits  a  split  screen  and 
returns  to  a  full-sized  Home  screen. 


Remember  tiiat  tlie 
Two  Sides  Are 
Independent 


In  two-graph  mode,  the  two  sides  may  appear  to  be  related  when,  in 
fact,  they  are  not.  For  example: 


For  Graph  1,  - 
the  Y=  Editor 
lists  y(x) 
functions. 


Too1s|Zoo[Vi|Tr(]ct|PtGr>]ph|M(]th|[ir(iuj|Ptn|:C 

-PLOTS 

■'y2=.  1  ■x'^  - 

y4= 
y5= 
y6= 

the  polar 
graph  uses 

r(e) 

equations 
that  are  not 
shown. 


From  tiie  Home  After  the  two-graph  mode  is  set  up,  graph-related  operations  refer  to 

Screen  or  a  Program     the  active  graph  side.  For  example: 


lO-^xmax 


affects  either  Graph  1  or  Graph  2,  depending  on  which  is  active  when 
you  execute  the  command. 

To  switch  the  active  sides,  press  |2nd|  [EE]  or  use  the  switch  function, 
switch(1)  or  switch(2). 
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Drawing  a  Function  or  Inverse  on  a  Graph 


For  comparison  purposes,  you  may  want  to  draw  a  function 
over  your  current  graph.  Typically,  the  drawn  function  is  some 
variation  of  the  graph.  You  can  also  draw  the  inverse  of  a 
function.  (These  operations  are  not  available  for  3D  graphs.) 


Drawing  a  Function, 
Parametric,  or  Polar 
Equation 


To  display  the  Home  screen 
and  put  DrawFunc  in  the 
entry  line,  press: 
TI  89:  S  [F6]  2 
Tl  92  Plus  :  \E1  2 


Tip:  To  clear  the  drawn 
function,  press  [H] 


TI-89:  S  [F6]  and  select 
1:ClrDraw. 

Tl  92  Plus:  Mi  3nd  select 
1  :ClrDraw. 


Execute  DrawFunc,  DrawParm,  or  DrawPol  from  the  Home  screen  or 
a  program.  You  cannot  draw  a  function  or  equation  interactively 
from  the  Graph  screen. 

DrawFunc  expression 

DrawParm  expressionl ,  expression2  [,tmin]  [,tmax]  [,tstep] 
DrawPol  expression  [,9min]  [,dmax]  [,9step] 


For  example: 

1.  Define  y1(x)=.1x3-2x+6  on  the 
Y=  Editor,  and  graph  the 
function. 

2.  On  the  Graph  screen,  press: 
TI-89:  \M\  [F6] 

TI-92  Plus:  M 

and  select  2:DrawFunc. 

3.  On  the  Home  screen,  specify 
the  function  to  draw. 


j: Urawlnu 
■CDrauPol 
5:DraMParn 
6:  Draws Ip 


DrawFunc  yl(x)-6 


4.  Press  I  ENTER  I  to  draw  the 
function  on  the  Graph 
screen. 

You  cannot  trace,  zoom,  or 
perform  a  math  operation  on 
a  drawn  function. 


Drawing  the  Inverse 
of  a  Function 


To  display  the  Home  screen 
and  put  Drawlnv  in  the 
entry  line,  press: 
TI-89:  S  [F6]  3 
Tl  92  Plus:  Mi  3 


Execute  Drawlnv  from  the  Home  screen  or  a  program.  You  cannot 
draw  an  inverse  function  interactively  from  the  Graph  screen. 

Drawlnv  expression 

For  example,  use  the  graph  of  y1  (x)=.1x3-2x+6  as  shown  above. 

1.  On  the  Graph  screen,  press: 
TI-89:  [2nd]  [F6] 
TI-92  Plus:  M 
and  select  3:Drawlnv. 


On  the  Home  screen,  specify 
the  inverse  function. 


Drawlnv  yl( x ) 


3.  Press  UnTer]. 

The  inverse  is  plotted  as 
(y,x)  instead  of  (x,y). 
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Drawing  a  Line,  Circle,  or  Text  Label  on  a  Graph 


You  can  draw  one  or  more  objects  on  the  Graph  screen, 
usually  for  comparisons.  For  example,  draw  a  horizontal  line  to 
show  that  two  parts  of  a  graph  have  the  same  y  value.  (Some 
objects  are  not  available  for  3D  graphs.) 


Clearing  All 
Drawings 


Tip:  You  can  also  enter 
CIrDraw  on  the  Home 
screen's  entry  line. 


A  drawn  object  is  not  part  of  the  graph  itself.  It  is  drawn  "on  top  of 
the  graph  and  remains  on  the  screen  until  you  clear  it. 

From  the  Graph  screen: 

•  TI-89:  [2nd]  [F6] 
TI-92  Plus:  M 

and  select  1  iCIrDraw. 
—  or  — 

•  Press  Ul]  to  regraph. 

You  can  also  do  anything  that  causes  the  Smart  Graph  feature  to 
redraw  the  graph  (such  as  change  the  Window  variables  or  deselect 
a  function  on  the  Y=  Editor). 


urawrunc 
3: Drawing 
■CDrauPol 
5: DrawParN 
6:DrawSlp 


Drawing  a  Point  or  a 
Freehand  Line 


From  the  Graph  screen: 

1.  TI-89:  [2nd]  Ifj] 
TI-92  Plus:  [FT] 
and  select  1  iPenoil. 

2.  Move  the  cursor  to  the 
applicable  location. 


_  ^raser 
3: Line 
4:CirGle 
5: Horizontal 
6:  Uertioal 
7: Text 

SiSaue  Picture 


Tip:  When  drawing  a 
freehand  line,  you  can  move 
the  cursor  diagonally. 


To  draw  a: 


Do  this: 


Point  (pixel-sized)      Press  jENTERj. 

Freehand  line  TI-89:  Press  and  hold  [T],  and  move  the 

cursor  to  draw  the  line. 
TI-92  Plus:  Press  and  hold  [S],  and  move 
the  cursor  to  draw  the  line. 

To  quit  drawing  the  line,  release  [T]  or  [S] . 


Note:  If  you  start  drawing 
on  a  white  pixel,  the  pencil 
draws  a  black  point  or  line. 
If  you  start  on  a  black  pixel, 
the  pencil  draws  a  white 
point  or  line  (which  can  act 
as  an  eraser). 


After  drawing  the  point  or  Une, 
you  are  still  in  "pencil"  mode. 

•  To  continue  drawing,  move 
the  cursor  to  another  point. 

•  To  quit,  press  jESCj. 
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Erasing  Individual 
Parts  of  a  Drawing 
Object 


Note:  These  techniques 
also  erase  parts  of  graphed 
functions. 


From  the  Graph  screen: 

1.  TI-89:[2nd][F7] 
TI-92  Plus: 

and  select  2:Eraser.  The  cursor  is  shown  as  a  small  box. 

2.  Move  the  cursor  to  the  applicable  location. 


To  erase: 


Do  this: 


Area  under  the  box     Press  |EI\ITER|. 

Along  a  freehand  line  TI-89:  Press  and  hold  Q],  and  move  the 
cursor  to  erase  the  line. 
TI-92  Plus:  Press  and  hold  [S],  and  move 
the  cursor  to  erase  the  line. 


To  quit,  release  [tl  or[15]. 


Drawing  a  Line 
Between  Two  Points 


Tip:  Use  S  to  move  the 
cursor  in  larger  increments; 
\Ml  ®,  etc. 


Drawing  a  Circle 


Tip:  Use  (2nd]  to  move  the 
cursor  in  larger  increments; 
[2nd1  ®,  etc. 


After  erasing,  you  are  still  in 
"eraser"  mode. 

•  To  continue  erasing,  move 
the  box  cursor  to  another 
location. 

•  To  quit,  press  |ESC|. 
From  the  Graph  screen: 

1.  TI-89:  [2nd]  [F7] 
TI-92  Plus:  \n} 

and  select  3:Line. 


2.  Move  the  cursor  to  the  1st  point,  and  press  I  ENTER]. 

3.  Move  to  the  2nd  point,  and  press  I  ENTER].  (As  you  move,  a  line 
extends  from  the  1st  point  to  the  cursor.) 

After  drawing  the  line,  you  are 
still  in  "line"  mode. 

•  To  continue  drawing  another 
line,  move  the  cursor  to  a 
new  1st  point. 

•  To  quit,  press] ESC]. 
From  the  Graph  screen: 

1.  TI-89:  [2nd]  [F7] 
TI-92  Plus:  [^ 

and  select  4:Circle. 

2.  Move  the  cursor  to  the  center 
of  the  circle,  and  press 
lENTERl. 


Move  the  cursor  to  set  the 
radius,  and  press  1  ENTER]. 
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Drawing  a 
Horizontal  or 
Vertical  Line 


Tip:  Use  [2nd]  to  move  the 
cursor  in  larger  increments; 
[aidi  ®,  etc. 


From  the  Graph  screen: 

1.  TI-89:[2nd][F7] 
TI-92  Pius: 

and  select  5:Horizontal  or  6;Vertical.  A  horizontal  or  vertical  Une 
and  a  flashing  cursor  are  displayed  on  the  screen. 

If  the  Une  is  initially  displayed  on  an  axis,  it  may  be  difficult  to 
see.  However,  you  can  easily  see  the  flashing  cursor. 

2.  Use  the  cursor  pad  to  move  the  line  to  the  appropriate  position. 
Then  press  lEHTERI. 

After  drawing  the  line,  you  are 
still  in  "Une"  mode. 

•  To  continue,  move  the  cursor 
to  another  location. 

•  To  quit,  press  |ESC|. 


xg:0. 

yc:7.S9474\ 

Drawing  a  Tangent 
Line 


Tip:  To  set  the  tangent 
point,  you  can  aiso  type  its  x 
value  and  press  Ienter  . 


To  draw  a  tangent  line,  use  the  [£5]  Math  toolbar  menu.  From  the 
Graph  screen: 

1.  Press  [F5]  and  select  A:Tangent. 

2.  As  necessary,  use  ©  and  ©  to  select  the  appUcable  function. 

3.  Move  the  cursor  to  the 
tangent  point,  and  press 
lENTERI. 

The  tangent  line  is  drawn, 
and  its  equation  is  displayed. 


Drawing  a  Line 
Based  on  a  Point 
and  a  Slope 


To  draw  a  line  through  a  specified  point  with  a  specified  slope, 
execute  the  DrawSIp  command  from  the  Home  screen  or  a  program. 
Use  the  syntax: 

DrawSIp  X,  y,  slope 

You  can  also  access  DrawSIp  from  the  Graph  screen. 

1.  TI-89:[2nd][F6] 
TI-92  Plus:  M 

and  select  6:DrawSlp.  This  switches  to  the  Home  screen  and  puts 
DrawSIp  in  the  entry  line. 

2.  Complete  the  command,  and 


press  [ENTER]. 

The  TI-89/ TI-92  Plus 
automatically  switches  to  the 
Graph  screen  and  draws  the 
line. 


DrawSIp  4,0,5.37 
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Typing  Text  Labels 


Tip:  The  text  cursor 
indicates  the  upper-left 
corner  of  the  next  character 
you  type. 


From  the  Graph  screen: 

1.  TI-89:[2nd][F7] 
TI-92  Plus: 

and  select  7:Text. 

2.  Move  the  text  cursor  to  the  location  where  you  want  to  begin 
typing. 

3.  Type  the  text  label. 

ylCx>=1.2Lx 


After  typing  the  text,  you  are 
still  in  "text"  mode. 


To  continue,  move  the  cursor 
to  another  location. 


To  quit,  press  I  ENTER  I  or  [ESC]. 


From  the  Home  Commands  are  available  for  drawing  any  of  the  objects  described  in 

Screen  or  a  Program     this  section.  There  are  also  commands  (such  as  PxlOn,  PxlLine,  etc.) 

that  let  you  draw  objects  by  specifying  exact  pixel  locations  on  the 

screen. 

For  a  list  of  the  available  drawing  commands,  refer  to  "Drawing  on 
the  Graph  Screen"  in  Chapter  17. 
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Saving  and  Opening  a  Picture  of  a  Grapli 


You  can  save  an  image  of  the  current  Graph  screen  in  a 
PICTURE  (or  PIC)  variable.  Then,  at  a  later  time,  you  can  open 
that  variable  and  display  the  image.  This  saves  the  image 
only,  not  the  graph  settings  used  to  produce  it. 


Saving  a  Picture  of 
tlie  Whiole  Graphi 
Screen 


A  picture  includes  any  plotted  functions,  axes,  tick  marks,  and  drawn 
objects.  The  picture  does  not  include  lower  and  upper  bound 
indicators,  prompts,  or  cursor  coordinates. 

Display  the  Graph  screen  as  you 
want  to  save  it.  Then: 

1.  Press  [fT]  and  select 
2:Save  Copy  As. 

2.  Specify  the  type  (Picture), 
folder,  and  a  imique  variable 
name. 


;fivE  CDFV  fi; 


Molri^ 


Press  I  ENTER  I.  After  typing  in  an 
input  box  such  as  Variable,  you 
must  press  lENTERI  twice. 


Important:  By  default,  Type  =  GOB  ■ 
(for  grapfi  database).  You  must  set 
Type  =  Picture. 


Saving  a  Portion  of 
the  Graph)  Screen 


Note:  You  cannot  save  a 
portion  of  a  3D  graph. 


Tip:  Use  ©  and®  to  move 
the  top  or  bottom,  and  use 
®  and  ®  to  move  the  sides. 


You  can  define  a  rectangular  box  that  encloses  only  the  portion  of 
the  Graph  screen  that  you  want  to  save. 


TI-89:  [2nd]  [F7] 
TI-92  Plus:  [FT] 
and  select  8:Save  Picture. 

A  box  is  shown  around  the 
outer  edge  of  the  screen. 

Set  the  1st  comer  of  the  box 
by  moving  its  top  and  left 
sides.  Then  press  I  ENTER  |. 

Set  the  2nd  comer  by  moving 
the  bottom  and  right  sides. 
Then  press  lEHTERI. 

Specify  the  folder  and  a 
unique  variable  name. 


Press  lENTERI.  After  typing  in  an 
input  box  such  as  Variable,  you 
must  press  lENTERI  twice. 


l: Pencil 
2: Eraser 
3: Line 
4:CirGle 
5:  Horizontal 
6: Uertioal 
.  7:  Text-   , 


SdVE  CDFV  OS 


T^■P4:  PiCtJK* 


Note:  When  saving  a  portion  of  a 
grapfi,  Type  is  automatically  fixed 
as  Picture. 
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Opening  a  Graph 
Picture 


Note:  If  a  variable  name  is 
not  shown  on  the  dialog 
box,  there  are  no  graph 
pictures  in  the  folder. 


For  Pictures  Saved 
from  a  Portion  of 
tfie  Graph)  Screen 


When  you  open  a  graph  picture,  it  is  superimposed  over  the  current 
Graph  screen.  To  display  only  the  picture,  use  the  Y=  Editor  to 
deselect  any  other  functions  before  opening  the  graph  picture. 

From  the  Graph  screen: 

1.  Press  [fT]  and  select  1  :Open. 

2.  Select  the  type  (Picture), 
folder,  and  variable  that 
contain  the  graph  picture  you 
want  to  open. 


f  DFEN 

lytf-  Picturt* 

c:Ert4f=[lK 

c:ESi:=i:fiNi:EL  :> 

3.  Press  [ENTER]. 


Important:  By  default,  Type  =  GDB 
(for  graph  database).  Be  sure  to  set 
Type  =  Picture. 


A  graph  picture  is  a  drawing  object.  You  cannot  trace  any  curve  on  a 
picture. 

When  you  press  \¥T}  and  select  1  :Open,  the  picture  is  superimposed 
starting  at  the  upper-left  corner  of  the  Graph  screen.  If  the  picture 
was  saved  from  a  portion  of  the  Graph  screen  (page  217),  it  may 
appear  shifted  from  the  underlying  graph. 

To  specify  which  screen  pixel  to  use  as  the  upper-left  corner,  you 
can  use  the  commands  listed  in  "From  a  Program  or  the  Home 
Screen"  below. 


Deleting  a  Graph 
Picture 


Unwanted  Picture  variables  take  up  calculator  memory.  To  delete  a 
variable,  use  the  VAR-LINK  screen  ([2nd]  [VAR-LINK])  as  described  in 
Chapter  21. 


From  a  Program  or 
the  hHome  Screen 


To  save  (store)  and  open  (recall)  a  graph  picture,  use  the  StoPic, 
RclPic,  AndPic,  XorPic,  and  RplcPic  commands  as  described  in 
Appendbc  A. 

To  display  a  series  of  graph  pictures  as  an  animation,  use  the 
CyclePic  command.  For  an  example,  refer  to  page  219. 
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Animating  a  Series  of  Graph  Pictures 


As  described  earlier  in  tliis  chapter,  you  can  save  a  picture  of 
a  graph.  By  using  the  CyclePic  command,  you  can  flip 
through  a  series  of  graph  pictures  to  create  an  animation. 


CyclePic  Command 


Before  using  CyclePic,  you  must  have  a  series  of  graph  pictures  that 
have  the  same  base  name  and  are  sequentially  numbered  starting 
with  1  (such  as  pici ,  pic2,  pic3,  .  .  .  ). 

To  cycle  the  pictures,  use  the  syntax: 


CyclePic  picNameString,  n  [,wait]  [,cycles]  [^direction] 


forward/circular  cycle 
forward/backward 


-#  of  times  to  repeat  cycle 
— seconds  between  pictures 
-#  of  pictures  to  cycle 
-base  name  of  pictures  in  quotes,  such  as  "pic" 


Example 


This  example  program  (named  eye)  generates  10  views  of  a  3D 
graph,  with  each  view  rotated  10°  further  around  the  Z  axis.  For 
information  about  each  command,  refer  to  Appendix  A.  For 
information  about  using  the  Program  Editor,  refer  to  Chapter  17. 


Comments  start  with  < 
Press: 
TI-89:  H  C] 
TI-92  Plus:  [2S3]  X 

For  press: 

TI-89:  BESS  F 
TI-92  Plus:  HGF 


Program  Listing 


Every  Other  Graph  from  Program 


For  #,  press  TI-89:  ICATALOGI  - 

TI-92  Plus:  dnSJfCATALOG] 

and  select  it  from  the  list. 

For  &,  press: 

TI-89:  as 
TI-92  Plus:  S  H 

Note:  Due  to  its  complexity, 
this  program  talies  several 
minutes  to  run. 


cyc( ) 
Prgin 
local  1 

OSet  mode  and  Window  variables 

setModeC "graph" , "3d" ) 

70->  eye(|) 

- 10>  xtnl  n 

10->  xmax 

14*  xgri  d 

"  10>ym1  n 

10->yniax 

14->ygr1  d 

- 10->  zml  n 

10->  zmax 

1*  zscl 

ODeflne  the  function 
(x"3*y-y-3*x)/390>zl(x,y) 
^Generate  pics  and  rotate 
For  1  ,1,10,1 

1*  10>  eyee 

D1  spG 

StoPIc  #("p1c"  &  strlngd)) 
EndFor 

OD1 splay  animation 
CyclePic  "pi c" ,10, .5,5 , - 1 
EndPrgtn 


After  entering  this  program  on  the  Program  Editor,  go  to  the  Home 
screen  and  enter  cy  c  (  ) . 
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Saving  and  Opening  a  Grapli  Database 


A  graph  database  is  the  set  of  all  elements  that  define  a 
particular  graph.  By  saving  a  graph  database  as  a  GDB 
variable,  you  can  recreate  that  graph  at  a  later  time  by  opening 
its  stored  database  variable. 


Elements  in  a  Graph 
Database 


Note:  In  two-graph  mode, 
the  elements  for  both 
graphs  are  saved  in  a  single 
database. 


A  graph  database  consists  of: 

•  Mode  settings  ([mode])  for  Graph,  Angle,  Complex  Format,  and 
Split  Screen  (only  if  you  are  using  the  two-graph  mode). 

•  All  functions  in  the  Y=  Editor  (0  [y=]),  including  display  styles  and 
which  functions  are  selected. 

•  Table  parameters  (0  [TbiSet]),  Window  variables  (0  [window]),  and 
graph  formats  ([M]  9  —  or  —  TI-89:  H  Q]  TI-92  Plus:  HF-) 


A  graph  database  does  not  include  drawn  objects  or  stat  plots. 


Saving  the  Current 
Graph  Database 


;fivE  CDFV  fi; 


From  the  Y=  Editor,  Window  Editor,  Table  screen,  or  Graph  screen: 

1.  Press  [fT]  and  select 
2:Save  Copy  As. 

2.  Specify  the  folder  and  a 
unique  variable  name. 


Note:  If  you  start  from  tfie  Graph 
3.  Press  [ENTER].  After  typing  in  an     screen,  be  sure  to  use  Type=GDB. 

input  box  such  as  Variable,  you 

must  press  I  ENTER  I  twice. 


Opening  a  Graph 
Database 


Caution:  When  you  open  a  graph  database,  all  information  in  the 
current  database  is  replaced.  You  may  want  to  store  the  current 
graph  database  before  opening  a  stored  database. 

From  the  Y=  Editor,  Window  Editor,  Table  screen,  or  Graph  screen: 

1.  Press  [fT]  and  select  1  :Open. 

2.  Select  the  folder  and  variable 
that  contain  the  graph 
database  you  want  to  open. 

3.  Press  [ENTER]. 


Feller:  iniin* 


Note:  If  you  start  from  tfie  Graph 
screen,  be  sure  to  use  Type=GDB. 


Deleting  a  Graph 
Database 


Unused  GDB  variables  take  up  calculator  memory.  To  delete  them, 
use  the  VAR-LINK  screen  ([2nd]  [VAR-LINK])  described  in  Chapter  21. 


From  a  Program  or 
the  Home  Screen 


You  can  save  (store)  and  open  (recall)  a  graph  database  by  using  the 
StoGDB  and  RclGDB  commands  as  described  in  Appendix  A. 
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Tables 


Preview  of  Tables  

Overview  of  Steps  in  Generating  a  Table 

Setting  Up  the  Table  Parameters  

Displaying  an  Automatic  Table  

Building  a  Manual  (Ask)  Table  


222 
223 
224 
226 
229 


Note:  Tables  are  not 
available  in  3D  Graph  mode. 


Previously,  in  Chapter  6:  Basic  Function  Graphing,  you  learned 
how  to  define  and  graph  a  function. 

By  using  a  table,  you  can  display  a  defined  function  in  a  tabular 
form. 

Y=  Editor  shows  an 
algebraic  representation. 


|Tool5|goo[Vi|Ejit|  |rtn|5t 


y4= 
y5= 
y6= 
_yZ= 


mH:xJ=x''3-2*x 


yl 

-980. 

-9. 

-711. 

-8. 

-496. 

-7. 

-329. 

-s. 

-284. 

x=-lB. 

MHIN               RHEiHLTD  TUNC 

Table  screen  shows  a 
numeric  representation. 


Graph  screen  shows  a 
graphic  representation. 


The  table  lists  a  series  of  values  for  the  independent  variable  and 
shows  the  corresponding  value  of  the  dependent  variable. 

1   Independent  variable 


y(x)  =  -2x 

I   Dependent  variable 
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Preview  of  Tables 


Evaluate  the  function  y=x^-  2x  at  each  integer  between  - 1 0  and  1 0.  How  many  sign 
changes  are  there,  and  where  do  they  occur? 


Steps 


i 
TI-89 
Keystrokes 


m 

TI-92  Plus 
Keystrokes 


Display 


1.  Display  the  MODE  dialog  box. 
For  the  Graph  mode,  select 
FUNCTION. 


Display  and  clear  the  Y=  Editor. 
Then  define  y1  (x)  =     -  2x. 


3.  Set  the  table  parameters  to: 
tblStart=  -10 

Atbl  =  1 

Graph  <  -  >  Table  =  OFF 
Independent  =  AUTO 

4.  Display  the  Table  screen. 


Scroll  through  the  table.  Notice 
that  y1  changes  sign  at  x  =  "1,1, 
and  2. 

To  scroll  one  page  at  a  time,  use 
[2ndlQ  and  [2ndlS). 


Zoom  in  on  the  sign  change 
between  x  =  "  2  and  x  =  "  1  by 
changing  the  table  parameters 
to: 

tbIStart  =  -  2 
Atbl  =  .1 


ilMODEI 

IMODEl  1 

i®i 

Qi  i 

^lENTERl 

ENTER  1  i 

HN  ; 

:|  Pi  1  Q  1  FMTFR  1 
:  1  r  1 1  o  1  cn  i  cr\  \ 

im  ft  IPMTFR  1  : 
1 r 1 1  o  1  cn 1 cn \  : 

;|ENTER| 

1  ENTER  1  ; 

iXB3H2X 

XH3Q2X  i 

;|ENTER| 

ENTER  1  ; 

i[l][TblSet] 

[T]  [TbISet] 

lei  0 

eio  i 

i©®  1 

OOl  i 

1|ENTER| 

OOHENTERl  i 

■L^  LTABLEJ 

♦  1  LTABLEJ  : 

i©and© 

O  and©  \ 

1  as  necessary 

as  necessary  | 

\m 

m  \ 

i©.i 

O  .  1  i 

^lENTERIIENTERI 

1  ENTER  11  ENTER  1  ': 

|Fl3t  l|Fl3t  £|Fl3t  ?  | 

Grifti   ijii:miiii:i» 

CLffirt  Foldif   wain* 

[liSit:   FLOnT  G> 

ArSlt   ftA[ilAN  + 

E:(F'on4nt!-]1  r«h-rvi-it  MDRMAL^ 

CorriPltx  Forrriflt   REAL* 

V-lCt^-f  F*f  Mat   RECTHNGULflR-J- 
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Overview  of  Steps  in  Generating  a  Table 


To  generate  a  table  of  values  for  one  or  more  functions,  use 
the  general  steps  shown  below.  For  specific  information  about 
setting  table  parameters  and  displaying  the  table,  refer  to  the 
following  pages. 


Generating  a  Table 

Note:  Tables  are  not 
available  in  3D  Graph  mode. 


Tip:  For  information  on 
defining  and  selecting 
functions  with  the 
y=  Editor,  refer  to 
Chapter  6. 


Tip:  You  can  specify: 

•  An  automatic  table 

-  Based  on  initial  values. 

-  That  matches  a  graph. 

•  A  manual  (ask)  table. 


Set  Graph  mode  and, 

if  necessary. 
Angle  mode  (IMODEI). 


Define  functions  on 
Y=  Editor  (H  [Y=]). 


Select  wfiicfi 
defined  functions  to 
display  in  tfie  table. 


Set  up  tfie  initial 
table  parameters 

(H  [TbISet]). 


Display  the  table 

(H  [TABLE]). 
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Exploring  the  Table       From  the  Table  screen,  you  can: 

Scroll  through  the  table  to  see  values  on  other  pages. 

•  Highlight  a  cell  to  see  its  full  value. 

•  Change  the  table's  setup  parameters.  By  changing  the  starting  or 
incremental  value  used  for  the  independent  variable,  you  can 
zoom  in  or  out  on  the  table  to  see  different  levels  of  detail. 

•  Change  the  cell  width. 

•  Edit  selected  functions. 

•  Build  or  edit  a  manual  table  to  show  only  specified  values  of  the 
independent  variable. 
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Setting  Up  the  Table  Parameters 


To  set  up  the  initial  parameters  for  a  table,  use  the  TABLE 
SETUP  dialog  box.  After  the  table  is  displayed,  you  can  also 
use  this  dialog  box  to  change  the  parameters. 


Displaying  tlie 
TABLE  SETUP 
Dialog  Box 


Note:  The  table  initially 
starts  at  tbIStart,  but  you 
can  use  ©  to  scroll  to  prior 
values. 


To  display  the  TABLE  SETUP  dialog  box,  press  0  [TbISet].  From  the 
Table  screen,  you  can  also  press  [F2l. 


TflELE  SETJF 


iitbl:  II. 
Qh-aph  <->  TaMs:  [1FF  + 


CEnttr=SfiVE~'j 


Setup  Parameter  Description 


tbIStart 


Atbl 


If  Independent  =  AUTO  and  Graph  <  -  >  Table  =  OFF, 
this  specifies  the  starting  value  for  the  independent 
variable. 

If  Independent  =  AUTO  and  Graph  <  -  >  Table  =  OFF, 
this  specifies  the  incremental  value  for  the 
independent  variable.  Atbl  can  be  positive  or 
negative,  but  not  zero. 


Graph  <->  Table    If  Independent  =  AUTO: 


Independent 


OFF  —  The  table  is  based  on  the  values  you  enter 
for  tbIStart  and  Atbl. 

ON  —  The  table  is  based  on  the  same  independent 
variable  values  that  are  used  to  graph  the  functions 
on  the  Graph  screen.  These  values  depend  on  the 
Window  variables  set  in  the  Window  Editor 
(Chapter  6)  and  the  split  screen  size  (Chapter  14). 

AUTO  —  The  TI-89  /  TI-92  Plus  automatically 
generates  a  series  of  values  for  the  independent 
variable  based  on  tbIStart,  Atbl,  and  Graph  <  - 
>  Table. 

ASK  —  Lets  you  build  a  table  manually  by  entering 
specific  values  for  the  independent  variable. 
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Which  Setup 
Parameters  to  Use 


To  generate:  tbIStart    Atbl     Graph  <->  Table  Independent 


An  automatic  table 


•  Based  on  value    value  OFF  AUTO 
initial  values 

•  That  matches         —        —  ON  AUTO 
Graph  screen 

A  manual  table  —        —  —  ASK 


" — "  means  that  any  value  entered  for  this  parameter  is  ignored  for 
the  indicated  type  of  table. 

hi  SEQUENCE  graphing  mode  (Chapter  9),  use  integers  for  tbIStart 
and  Atbl. 


Changing  the 
Setup  Parameters 


From  the  TABLE  SETUP  dialog  box: 

1.  Use  ©  and  ©  to  highlight  the  value  or  setting  to  change. 

2.  Specify  the  new  value  or  setting. 


To  Change: 


Do  this: 


Tip:  To  cancel  a  menu  or 
exit  the  dialog  box  without 
saving  any  changes,  press 
[ESCi  instead  oflENTERI. 


tbIStart 

or 

Atbl 


Graph  <  -  >  Table 
or 

Independent 


Type  the  new  value.  The  existing  value  is 
erased  when  you  start  to  type. 

—  or  — 

Press  ©  or  ©  to  remove  the  highlighting. 
Then  edit  the  existing  value. 

Press  ©  or  ©  to  display  a  menu  of  valid 
settings.  Then  either: 

•  Move  the  cursor  to  highlight  the 
setting  and  press  [ENTER]. 

—  or  — 

•  Press  the  number  for  that  setting. 


3.  After  changing  all  applicable  values  or  settings,  press  lEMTERI  to 
save  your  changes  and  close  the  dialog  box. 

From  the  Home  You  can  set  up  a  table's  parameters  from  the  Home  screen  or  a 

Screen  or  a  Program    program.  You  can: 

store  values  directly  to  the  system  variables  tbIStart  and  Atbl. 
Refer  to  "Storing  and  Recalling  Variable  Values"  in  Chapter  2. 

•    Set  Graph  <  -  >  Table  and  Independent  by  using  the  setTable 
function.  Refer  to  Appendix  A. 
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Displaying  an  Automatic  Table 


If  Independent  =  AUTO  on  the  TABLE  SETUP  dialog  box,  a  table 
is  generated  automatically  when  you  display  the  Table  screen. 
If  Graph  <->  Table  =  ON,  the  table  matches  the  trace  values 
from  the  Graph  screen.  If  Graph  <-> Table  =  OFF,  the  table  is 
based  on  the  values  you  entered  for  tbistart  and  Atbl. 


Before  You  Begin 


Define  and  select  the  applicable  functions  on  the  Y=  Editor  (0  [y=]). 
This  example  uses  y1  (x)  =  x^  -  x/3. 

Then  enter  the  initial  table 
parameters  (0  [TblSet]). 


:  [1FF  + 


Displaying  the 
Table  Screen 


To  display  the  Table  screen,  press  0  [TABLE]  or  jAPPSj  5. 

The  cursor  initially  highlights  the  cell  that  contains  the  starting  value 
of  the  independent  variable.  You  can  move  the  cursor  to  any  cell  that 
contains  a  value. 


Tip:  You  can  scroll  back 
from  the  starting  value  by 
pressing  ©  ordnd]  ©• 


First  column  shows  - 
values  of  the 
independent 
variable. 

Header  row  shows 
names  of  independent 
variable  (x)  and 
selected  functions 
{y1)- 

Entry  line  shows   

full  value  of 
highlighted  cell. 


Other  columns  show  corresponding 
values  of  the  functions  selected  in 
the  Y=  Editor. 


Toolsl^ttup 

1.1 

.96433 

1.2 

1.323 

1.3 

1.7637 

1.4 

2.2773 

yl<:x>=.66SM6666666f 
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To  move  the  cursor: 

Press: 

One  cell  at  a  time 

©,©,®,  or© 

One  page  at  a  time 

[2nd]  and  then  ©,  ©,  ®,  or  ® 

The  header  row  and  the  first  column  are  fixed  so  that  they  cannot 
scroll  off  the  screen. 

•  When  you  scroU  down  or  up,  the  variable  and  function  names  are 
always  visible  across  the  top  of  the  screen. 

•  When  you  scroU  right  or  left,  the  values  of  the  independent 
variable  are  always  visible  along  the  left  side  of  the  screen. 
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Changing  the 
Cell  Width 


Note:  By  default,  the  cell 
width  is  6. 


Cell  width  determines  the  maximum  nmnber  of  digits  and  symbols 
(decimal  point,  minus  sign,  and  "  E  "  for  scientific  notation)  that  can 
be  displayed  in  a  cell.  All  cells  in  the  table  have  the  same  width. 


To  change  the  cell  width  from  the 
Table  screen: 

1.  Press  [m  9 
—  or  — 
TI-89:  B  H 
TI-92  Plus:  H  F. 

2.  Press  ©  or  ©  to  display  a  menu 
of  vaUd  widths  (3-12). 

3.  Move  the  cursor  to  highlight  a  number  and  press  lENTERI.  (For 
single-digit  numbers,  you  can  type  the  number  and  press  lEMTERI.) 


4.  Press  I  ENTER  I  to  close  the  dialog  box  and  update  the  table. 


How  Numbers  Are 
Displayed  in  a  Cell 


Note:  If  a  function  is 
undefined  at  a  particular 
value,  undef  is  displayed  in 
the  cell. 


Tip:  Use  fiODEl  to  set  the 
display  modes. 


Whenever  possible,  a  number  is  shown  according  to  the  currently 
selected  display  modes  (Display  Digits,  Exponential  Format,  etc.).  The 
number  may  be  rounded  as  necessary.  However: 

•  If  a  number's  magnitude  is  too  large  for  the  current  cell  width,  the 
number  is  rounded  and  shown  in  scientific  notation. 

•  If  the  cell  width  is  too  narrow  even  for  scientific  notation,  is 
shown. 

By  default,  Display  Digits  =  FLOAT  6.  With  this  mode  setting,  a  number 
is  shown  with  up  to  six  digits,  even  if  the  cell  is  wide  enough  to  show 
more.  Other  settings  similarly  affect  a  displayed  number. 


Tip:  To  see  a  number  in  full 
precision,  highlight  the  cell 
and  look  at  the  entry  line. 


Full  Precision 


If  cell  width  is: 


1.2345678901 

-123456.78 

.000005 

1.2345678e19 

- 1.2345678901  2e- 200 


1.2  1.2346 
...  -1.2e5 
...  5.E-6 


1 .23457 
- 123457. 
.000005 


1.2e19  1.2346e19 
-1.2E-200 


12 


1.23457  — 
-123457.  - 
.000005 
1.23457e19  " 
■  1 .2346E  -  200 


Note:  Depending  on  display  mode  settings,  some  values  are 
not  shown  in  full  preoision  even  when  the  cell  is  wide  enough. 


If  Results  are  A  cell  shows  as  much  as  possible  of  a  complex  number  (according  to 

Complex  Numbers        the  current  display  modes)  and  then  shows       at  the  end  of  the 
displayed  portion. 

When  you  highlight  a  cell  containing  a  complex  number,  the  entry 
line  shows  the  real  and  imaginary  parts  with  a  maximum  of  four 
digits  each  (FLOAT  4). 
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Editing  a  Selected 
Function 


Tip:  You  can  use  this 
feature  to  view  a  function 
wit  flout  leaving  the  table. 


Tip:  To  cancel  any  changes 
and  return  the  cursor  to  the 
table,  press  lESCI  instead  of 

lEMTERI. 


From  a  table,  you  can  change  a  selected  fimction  without  having  to 
use  the  Y=  Editor. 

1.  Move  the  cursor  to  any  cell  in  the  column  for  that  function.  The 
table's  header  row  shows  the  function  names  (y1 ,  etc.). 

2.  Press  [£4]  to  move  the  cursor  to  the  entry  line,  where  the  function 
is  displayed  and  highlighted. 

3.  Make  any  changes,  as  necessary. 

•    Type  the  new  function.  The  old  function  is  erased  when  you 
begin  typing. 
—  or  — 


Press  ICLEARI  to  clear  the  old  function.  Then  type  the  new  one. 
—  or  — 

Press  ©  or  ®  to  remove  the  highlighting.  Then  edit  the 
function. 


Press  lEMTERI  to  save  the  edited  function  and  update  the  table.  The 
edited  function  is  also  saved  in  the  Y=  Editor. 


If  You  Want  to 
Change  the  Setup 
Parameters 


After  generating  an  automatic  table,  you  can  change  its  setup 
parameters  as  necessary. 

Press  [F2]  or  0  [TbISet]  to  display  the  TABLE  SETUP  dialog  box.  Then 
make  your  changes  as  described  on  pages  224  and  225. 
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Building  a  Manual  (Ask)  Table 


If  Independent  =  ASK  on  the  TABLE  SETUP  dialog  box,  the 
Tl-89  /  Tl-92  Plus  lets  you  build  a  table  manually  by  entering 
specific  values  for  the  independent  variable. 


Displaying  tlie 
Table  Screen 


To  display  the  Table  screen,  press  0  [TABLE]  or  jAPPSj  5. 

If  you  set  Independent  =  ASK  (with  0  [TbiSet] )  before  displaying  a  table 
for  the  first  time,  a  blank  table  is  displayed.  The  cursor  highlights  the 
first  cell  in  the  independent  variable  column. 


Header  row  shows  names  of  - 
independent  variable  (x)  and 
selected  functions  (y1 ). 


Enter  a  value  fiere. 


TTTTh   TTe    TTfi    T  ) 
Htudtrmtl  Roi^i  Ins  Roi^i 

x 

yl 
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If  you  first  display  an  automatic  table  and  then  change  it  to 
Independent  =  ASK,  the  table  continues  to  show  the  same  values. 
However,  you  can  no  longer  see  additional  values  by  scrolling  up  or 
down  off  the  screen. 


Entering  or  Editing 
an  Independent 
Variable  Value 


Tip:  To  enter  a  new  value  in 
a  celi,  you  do  not  need  to 
press  lf3\.  Simpiy  begin 
typing. 


Note:  In  this  example,  you 
can  move  the  cursor  to 
column  2,  but  you  can  enter 
values  in  column  1  only. 


You  can  enter  a  value  in  column  1  (independent  variable)  only. 

1.  Move  the  cursor  to  highlight  the  cell  you  want  to  enter  or  edit. 

•  If  you  start  with  a  blank  table,  you  can  enter  a  value  in 
consecutive  cells  only  (row  1,  row  2,  etc.).  You  cannot  skip 
cells  (row  1,  row  3). 

•  If  a  cell  in  column  1  contains  a  value,  you  can  edit  that  value. 

2.  Press  [£3]  to  move  the  cursor  to  the  entry  line. 

3.  Type  a  new  value  or  expression,  or  edit  the  existing  value. 


4.  Press  jElMTERj  to  move  the  value  to  the  table  and  update  the 
corresponding  function  values. 

The  cursor  returns  to  the  entered  cell.  You  can  use  ©  to  move  to  the 
next  row. 


Enter  values  in  any 
numerical  order. 


Enter  a  new  value  here. 

Shows  full  value  of  

highlighted  cell. 


Tools^ttup h:-.  : !  Htudtrmtl  F:olu  Ins  F:olu 

X  lyl 

1.  .66667 

8.  5B9.33 

3.2  l31.7ai 

12.6  11996.2 

yl<:x>=ie64B.6656665( 
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Entering  a  List  in 
the  Independent 
Variable  Column 


Note:  If  the  independent 
variable  column  contains 
existing  values,  they  are 
shown  as  a  list  (which  you 
can  edit). 


1.  Move  the  cursor  to  highlight  any  cell  in  the  independent  variable 
column. 

2.  Press  [F4]  to  move  the  cursor  to  the  entry  hne. 

3.  Type  a  series  of  values,  enclosed  in  braces  |  )  and  separated  by 
commas.  For  example: 


x={l,1.5,1.75,2} 


You  can  also  enter  a  list  variable  or  an  expression  that  evaluates 
to  a  list. 


4.  Press  lEMTERI  to  move  the  values  into  the  independent  variable 
colunm.  The  table  is  updated  to  show  the  corresponding  function 
values. 


Adding,  Deleting, 
or  Clearing 


To: 


Do  this: 


Insert  a  new  row 
above  a  specified  row 


Delete  a  row 


Clear  the  entire  table 
(but  not  the  selected 
Y=  functions) 


Highlight  a  cell  in  the  specified  row  and 
press: 

TI-89:f2ndirF6l 
TI-92  Plus:  [M] 

The  new  row  is  undefined  (undef)  until  you 
enter  a  value  for  the  independent  variable. 

Highlight  a  cell  in  the  row  and  press  (£5). 
If  you  highlight  a  cell  in  the  independent 
variable  column,  you  can  also  press  Im- 
press [fT]  8.  When  prompted  for 
confirmation,  press  [ENTER]. 


Cell  Width  and  Several  factors  affect  how  numbers  are  displayed  in  a  table.  Refer  to 

Display  Formats  "Changing  the  CeU  Width"  and  "How  Numbers  Are  Displayed  in  a 

Cell"  on  page  227. 

From  the  Home  System  variable  tbilnput  contains  a  list  of  all  independent  variable 

Screen  or  a  Program     values  entered  in  the  table,  even  those  not  currently  displayed. 

tbilnput  is  also  used  for  an  automatic  table,  but  it  contains  only  the 
independent  variable  values  that  are  currently  displayed. 

Before  displaying  a  table,  you  can  store  a  Ust  of  values  directly  to  the 
tbilnput  system  variable. 
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Spiff  Screens 


Preview  of  Split  Screens  

Setting  and  Exiting  the  Split  Screen  Mode 
Selecting  the  Active  Application  


232 
233 
235 


On  the  TI-89  /  TI-92  Plus,  you  can  split  the  screen  to  show  two 
applications  at  the  same  time. 


T*ols|2**|vi|EJit|  |fln 

y2= 

-4 

J 

y4= 
y5= 

yl';x>  =  .5+x'^3- 
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For  example,  it  may  be  helpful  to  show  both  the  Y=  Editor  and 
the  Graph  screen  so  that  you  can  see  the  list  of  functions  and  how 
they  are  graphed. 
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Preview  of  Split  Screens 


Split  the  screen  to  show  the  Y=  Editor  and  the  Graph  screen.  Then  explore  the  behavior 
of  a  polynomial  as  its  coefficients  change. 


Steps 


i 
TI-89 
Keystrokes 


m 

TI-92  Plus 
Keystrokes 


Display 


1.  Display  the  MODE  dialog  box. 
For  Graph,  select  FUNCTION. 
For  Split  Screen,  select 
LEFT-RIGHT. 

For  Split  1  App,  select  Y=  Editor. 
For  Split  2  App,  select  Graph. 

2.  Clear  the  Y=  Editor  and  turn  off 
any  stat  data  plots.  Then  define 
y1(x)  =  .1x3-2x+6. 

A  thick  border  around  the  Y=  Editor 
indicates  it  is  active.  When  active,  its 
entry  line  goes  all  the  way  across  the 
display. 

3.  Select  the  ZoomStd  viewing 
window,  which  switches  to  the 
Graph  screen  and  graphs  the 
function. 

The  thick  border  is  now  around  the 
Graph  screen. 

4.  Switch  to  the  Y=  Editor.  Then 
edit  y1(x)  to  change  .1x^  to  .5x^. 
[2nd1[EB]  is  the  second  function  of 

[APPSl. 

The  thick  border  is  around  the 
Y=  Editor. 

5.  Switch  to  the  Graph  screen, 
which  regraphs  the  edited 
function. 

The  thick  border  is  around  the  Graph 
screen. 


6.  Switch  to  the  Y=  Editor.  Then 
open  the  Window  Editor  in  its 
place. 


Open  the  Home  screen.  Then 
exit  to  a  full-sized  Home  screen. 
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Setting  and  Exiting  tlie  Split  Screen  Mode 


To  set  up  a  split  screen,  use  the  MODE  dialog  box  to  specify 
the  applicable  mode  settings.  After  you  set  up  the  split  screen, 
it  remains  in  effect  until  you  change  it. 


Setting  the  Split  l-  Press  [mode]  to  display  the  MODE  dialog  box. 

Screen  Mode 

wv-i        iviv/ui,  2.  Because  the  modes  related  to  split  screens  are  listed  on  the 

second  page  of  the  MODE  dialog  box,  either: 

•  Use  ©  to  scroll  down. 
—  or  — 

•  Press  \f2\  to  display  Page  2. 

3.  Set  the  Split  Screen  mode  to  either  of  the  following  settings.  For 
the  procedure  used  to  change  a  mode  setting,  refer  to  Chapter  2. 


Split  Screen  Settings 

TOP-BOTTOM 

LEFT-RIGHT 


*    JPlitSCKiiri   TDP-EDTTDM* 

Split  1  fipp   Horvit* 

Split  :  hpf   V=  Editop* 

MjNlit  *h  Grams..  1* 


^  ciEntttssflVEj  t:Esi:=i:flm:EO, 


When  you  set  Split  Screen  = 
TOP-BOTTOM  or  LEFT-RIGHT, 
previously  dimmed  modes 
such  as  Split  2  App  become 
active. 


Setting  thie  Initial 
Applications 


Before  pressing  I  ENTER!  to  close  the 
MODE  dialog  box,  you  can  use  the 
Split  1  App  and  Split  2  App  modes  to 
select  the  applications  you  want  to 
use. 


_  .  -Jitor 
3:Uindow  Editor 
4:Graph 
5:Table 

6: □ata'^Mat.rix  Editor 
7:PrograN  Editor 
eo-Text  Editor  


lUlode  Specifies  the  application  in  tlie: 

Split  1  App  Top  or  left  part  of  the  split  screen. 

Split  2  App  Bottom  or  right  part  of  the  spUt  screen. 


Note:  In  two-graph  mode, 
described  in  Chapter  12,  the 
same  application  can  be  in 
both  parts  of  a  split  screen. 


If  you  set  Split  1  App  and  Split  2  App  to  the  same  application,  the 
TI-89  /  TI~92  Plus  exits  the  split  screen  mode  and  displays  the 
application  full  screen. 

You  can  open  different  applications  after  the  spUt  screen  is 
displayed,  as  described  on  page  235. 
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Other  Modes  that 
Affect  a  Split  Screen 


Mode 


Description 


Number  of  Graphs 

Note:  Leave  this  set  to  1 
unless  you  have  read 
the  applicable  section 
in  Chapter  12. 


Lets  you  set  up  and  display  two 
independent  sets  of  graphs. 

This  is  an  advanced  graphing  feature  as 
described  in  "Using  the  Two-Graph  Mode" 
in  Chapter  12. 


Split  Screens  and 
Pixel  Coordinates 


Tip:  For  a  list  of  drawing 
commands,  refer  to 
"Drawing  on  the  Graph 
Screen"  in  Chapter  17. 


Note:  Due  to  the  border 
that  indicates  the  active 
application,  split  screens 
have  a  smaller  displayable 
area  than  a  full  screen. 


Exiting  the  Split 
Screen  Mode 


The  TI-89  /  TI-92  Plus  has  commands  that  use  pixel  coordinates  to 
draw  lines,  circles,  etc.,  on  the  Graph  screen.  The  following  charts 
show  how  the  Split  Screen  and  Split  Screen  Ratio  mode  settings  affect 
the  number  of  pixels  available  on  the  Graph  screen. 

TI-89: 


Split 


Ratio 


Split  1  App 
X  y 


Split  2  App 
X  y 


FULL 

N/A 

0- 

-  158 

0 

-76 

N/A 

N/A 

TOP-BOTTOM 

1:1 

0- 

-154 

0 

-34 

0 

-154 

0 

-34 

LEFT-RIGHT 

1:1 

0 

-76 

0 

-72 

0 

-76 

0 

-72 

Tl  92  Plus: 

Split  1  App 

Split : 

!  App 

Split 

Ratio 

X 

y 

X 

y 

FULL 

N/A 

0- 

-238 

0 

-102 

N/A 

N/A 

TOP-BOTTOM 

1:1 

0- 

-234 

0 

-46 

0 

-234 

0 

-46 

1:2 

0- 

-234 

0 

-26 

0 

-234 

0 

-68 

2:1 

0- 

-234 

0 

-68 

0 

-234 

0 

-26 

LEFT-RIGHT 

1:1 

0- 

-116 

0 

-98 

0 

-116 

0 

-98 

1:2 

0- 

-  76 

0 

-98 

0 

-156 

0 

-98 

2:1 

0- 

-156 

0 

-98 

0 

-  76 

0 

-98 

Method  1:    Press  jMODEj  to  display  the  MODE  dialog  box.  Then  set 
Split  Screen  =  FULL.  When  you  press  jEMTERj  to  close  the 
dialog  box,  the  full-sized  screen  shows  the  application 
specified  in  Split  1  App. 

Method  2:    Press  |2nd|  [QUIT]  twice  to  display  a  full-sized  Home  screen. 


When  You  Turn  Off 
the  TI-89  /  TI-92  Plus 


Turning  the  TI-89  /  TI-92  Plus  off  does  not  exit  the  split  screen  mode. 
If  the  calculator  is  turned  off:  When  you  turn  the  calculator  on  again: 


When  you  press  |2nd|  [OFF] 


By  the  Automatic  Power 
Down™  (APD™)  feature,  or 
when  you  press  [3  [OFF]. 


The  split  screen  is  still  in  effect,  but 
the  Home  screen  is  always  displayed 
in  place  of  the  application  that  was 
active  when  you  pressed  1 2nd  I  [OFF]. 
The  split  screen  is  just  as  you  left  it. 
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Selecting  the  Active  Application 


With  a  split  screen,  only  one  of  the  two  applications  can  be 
active  at  a  time.  You  can  easily  switch  between  existing 
applications,  or  you  can  open  a  different  application. 


The  Active 
Application 


The  active  application  is  indicated  by  a  thick  border. 

The  toolbar  and  status  Une,  which  are  always  the  full  width  of  the 
display,  are  associated  with  the  active  appUcation. 

For  appUcations  that  have  an  entry  line  (such  as  the  Home  screen 
and  Y=  Editor),  the  entry  line  is  the  full  width  of  the  display  only 
when  that  application  is  active. 


Toolbar  is  for  Y=  Editor. 


Thick  border  indicates 
the  Y=  Editor  is  active. 


Entry  line  is  full  width  when 
Y=  Editor  is  active. 


Tools 

Editl  |A11 

-PLD 

-'yj. 

'4 

yS 

yl<:x>  = 

MHIN 

F:H[i  HLTD 

Switcliing  between 
Applications 


Press  |2nd|  [EEl]  (second  function  of  lAPPSI")  to  switch  from  one 
application  to  the  other. 


Too1s|Zoo[Vi|Troct|RtGroph|Moth|[ir(ioj|Ptn|:C 

-PLOTS 

--yl  =  .5-x'^  -  '> 
y2= 

y4= 
y5= 
y6; 

MHIN  RHEiHLT 

Toolbar  is  for  Graph 
screen. 

Thick  border  indicates  the 
Graph  screen  is  active. 

-  Graph  screen  does  not 
have  an  entry  line. 


Opening  a  Different 
Application 


Note:  Also  refer  to  "Using 
[2nd1  [QUIT]  to  Display  ttie 
Home  Screen"  on  page  236. 


Note:  In  two-graph  mode, 
described  in  Ctiapter  12,  the 
same  application  can  be  in 
both  parts  of  a  split  screen. 


Method  1:    1.  Use  [2nd]  [EB]  to  switch  to  the  application  you  want  to 
replace. 

2.  Use  [APPS]  or  0  (such  as  H  [WINDOW])  to  select  the 
new  application. 

If  you  select  an  appUcation  that  is  already  displayed,  the 
TI-89  /  TI-92  Plus  switches  to  that  apphcation. 

Method  2:    1.  Press  [MODE]  and  then  [F2]. 

2.  Change  Split  1  App  and/or  Split  2  App. 

If  you  set  Split  1  App  and  Split  2  App  to  the  same 
application,  the  TI-89  /  TI-92  Plus  exits  the  spUt  screen 
mode  and  displays  the  appUcation  full  screen. 
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Using  \M\  [Quit]  to 
Display  the  Home 
Screen 


Tip:  Pressing  gnd]  [QUIT]  twice 
always  exits  tlie  split  screen 
mode. 


If  the  Home  screen: 


Pressing  [Ml [quit]: 


Is  not  already  displayed 

Is  displayed,  but  is  not 
the  active  application 

Is  the  active  application 


Opens  the  Home  screen  in  place  of  the 
active  application. 

Switches  to  the  Home  screen  and  makes 
it  the  active  application. 

Exits  the  split  screen  mode  and  displays 
a  full-sized  Home  screen. 


Wlien  Using  a 
Top-Bottom  Split 


When  you  select  a  TOP-BOTTOM  split,  remember  that  the  entry  line 
and  the  toolbar  are  always  associated  with  the  active  application. 
For  example: 


Entry  line  is  for  the 
active  Y=  Editor,  not 
the  Graph  screen. 


mH:xJ=.5*x'-3-2*x+6 


Note:  Both  Top-Bottom  and 
Left-Right  splits  use  the 
same  methods  to  select  an 
application. 


Toolbar  is  for  the 
active  Graph  screen, 
noMhe  Y=  Editor. 


-PLOTS 

■^yl  =  .5->;^-2->;  +  6 
y2= 

MHIN               RHEiHLTD  TUNC 
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Data/Matrix  Editor 


Preview  of  the  Data/Matrix  Editor  

Overview  of  List,  Data,  and  Matrix  Variables  

Starting  a  Data/Matrix  Editor  Session  

Entering  and  Viewing  Cell  Values  

Inserting  and  Deleting  a  Row,  Column,  or  Cell  

Defining  a  Column  Header  with  an  Expression  

Using  Shift  and  CumSum  Functions  in  a  Column  Header  

Sorting  Columns  251 

Saving  a  Copy  of  a  List,  Data,  or  Matrix  Variable  252 


The  Data/Matrix  Editor  serves  two  main  purposes. 

•    This  chapter  describes  how  to  use  the  Data/Matrix  Editor  to 
create  and  maintain  a  list,  matrix,  or  data  variable. 


|Too1s|piot  fttup|C4ll|H44d4r|ca1c|util|f t4t|  | 

PHTH 

c2 

c3 

1 

4 

3.3333 

. 66667 

2 

9 

10.889 

-1.889 

3 

31 

29.77S 

1.2222 

4 

20 

29.778 

-9.778 

c4=c2-g3 

MHIN 

RHP  HUTP 

FUNC 

•    Chapter  16  describes  how  to  use  the  Data/Matrix  Editor  to 
perform  statistical  calculations  and  graph  statistical  plots. 

i 
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Preview  of  the  Data/Matrix  Editor 


Use  the  Data/Matrix  Editor  to  create  a  one-column  list  variable.  Then  add  a  second 
column  of  information.  Notice  that  the  list  variable  (which  can  have  only  one  column)  is 
automatically  converted  into  a  data  variable  (which  can  have  multiple  columns). 


Steps 


i 
TI-89 
Keystrokes 


m 

TI-92  Plus 
Keystrokes 


Display 


1.  Start  the  Data/Matrix  Editor  and 
create  a  new  list  variable  named 
TEMP. 


Enter  a  column  of  numbers. 
Then  move  the  cursor  up  one 
cell  (just  to  see  that  a 
highlighted  cell's  value  is  shown 
on  the  entry  line). 

LIST  is  shown  in  tiie  upper-left  corner 
to  indicate  a  list  variable. 
You  can  use  ©  instead  of  Iemter  to 
enter  information  in  a  cell. 

Move  to  column  2,  and  define  its 
column  header  so  that  it  is  twice 
the  value  of  column  1. 

DATA  is  s flown  in  the  upper-left 
corner  to  indicate  that  the  list  variable 
was  converted  to  a  data  variable. 


4.  Move  to  the  column  2  header 
cell  to  show  its  definition  in  the 
entry  Une. 

When  the  cursor  is  on  the  header  cell, 
you  do  not  need  to  press  [H  to  define 
it.  Simply  begin  typing  the  expression. 

5.  Go  to  the  Home  screen,  and  then 
return  to  the  current  variable. 

6.  Clear  the  contents  of  the 
variable. 

Simply  clearing  the  data  does  not 
convert  the  data  variable  back  into  a 
list  variable. 


fAi¥s163 
®3 
©© 
TEMP 


EMTERIImTRI 


IIEMTERI 
2IEMTERI 
3IEMTERI 
4IEMTERI 
5IEMTERI 
6IEMTERI 

e 


® 

m 


IHOMEI 
fAi¥s1  5  1 

[FTI  8IEMTERI 


[kPPS]  6  3 
Q3 

oo 

TEMP 


EMTERIfEiiiTERl 


1  EMTERI 

2  I  ENTER  I 

3  I  EMTERI 

4  I  EMTERI 

5  I  EMTERI 
6 1  ENTER  I 

o 


o 
m 


EMTERI 


loilO 
O 


[T]  [home] 

fAi^  6  1 


[Ml  8IEMTER1 


holder:  Nain-» 
Uariable!|teNP  I 


f  Fl-l      F2       TF!  I    FH  f 
Tools  Plot  ^ttupktll  Htddtr 

LIST 

cl 

c2 

c3 

4 

4 

5 

6 

7 

=6 

MHIN 

F:H[i  HLTD 

FUMC 

3  To(»1s  Plot  ^ttupktU  H< 


tgJtr|Ci1c|lJtil|3i:gt|  | 


cl 

c2 

c3 

4 

4 

8 

5 

5 

10 

6 

6 

7 

ir-6c2=12 

MHIN 

FUNC 

a  means  the  cell  is  in  a 
defined  column. 

f  Fl-J      F2       TF!  I    FH  ' 
Tools  Plot  ^ttu^kill  Heodtr 

F!  IFS^F?  1  1 
CoTcUtil^tot 

cl 

c3 

1 

1 

2 

2 

2 

4 

3 

3 

6 

4 

4 

8 

g2=2*g1 

mm 

RMf  HLTD 

FUMC 

Tip:  If  you  don't  need  to  save  the  current  variable,  use  it  as  a  scratchpad.  The  next  time  you  need 
a  variable  for  temporary  data,  clear  the  current  variable  and  re-use  it.  This  lets  you  enter 
temporary  data  without  creating  a  new  variable  each  time,  which  uses  up  memory. 
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Overview  of  List,  Data,  and  Matrix  Variables 


To  use  the  Data/Matrix  Editor  effectively,  you  must  understand 
list,  data,  and  matrix  variables. 


List  Variable 


Note:  If  you  enter  more  than 
one  column  of  elements  in  a 
list  variable,  it  is  converted 
automatically  into  a  data 
variable. 


A  list  is  a  series  of  items  (numbers,  expressions,  or  character  strings) 
that  may  or  may  not  be  related.  Each  item  is  called  an  element.  In  the 
Data/Matrix  Editor,  a  list  variable: 


Is  shown  as  a  single  column  of 
elements,  each  in  a  separate  cell. 

Must  be  continuous;  blank  or 
empty  cells  are  not  allowed 
within  the  list. 


LIST 

1 

2 
3 
4 

18 

6 

Column  title 
and  header 
cells  are  not 
saved  as 
part  of  ttie 
list. 


Tip:  After  creating  a  list  in 
the  Data/Matrix  Editor,  you 
can  use  the  list  in  any 
application  (such  as  the 
Home  screen). 


•    Can  have  up  to  999  elements. 

On  the  Home  screen  (or  anywhere  else  you  can  use  a  Ust),  you  can 
enter  a  list  as  a  series  of  elements  enclosed  in  braces  |  )  and 
separated  by  commas. 

Although  you  must  use 
commas  to  separate 
elements  on  the  entry 
line,  spaces  separate  the 
elements  in  the  history 
area. 


<bob  10  cosCm)  6 
tbob     18    CQstx)  6 


1  K 
1  K 


.lS,GQsCxJ,6,l.hiJ-*li£t.l 

mm  FiflPHLTD  FUHC  1^2<f 


To  refer  to  a  specified 
element  in  a  list,  use  the 
format  shown  to  the 
right. 


listUl] 


I        Element  number 

(or  index  number) 

Name  of  list  variable 


Data  Variable 


Note:  For  stat  calculations, 
columns  must  have  the 
same  length. 


A  data  variable  is  essentially  a  collection  of  lists  that  may  or  may  not 
be  related.  In  the  Data/Matrix  Editor,  a  data  variable: 

Can  have  up  to  99 
columns. 


[lATA 

cl 

c2 

c3 

1 

2 
3 
4 

stone 

95 

sally 

r-oss 

75 

.lane 

snith 

97 

nick 

castle 

S3 

Can  have  up  to  999 
elements  in  each 
column.  Depending  on 
the  kind  of  data,  all 
columns  may  not  have 
to  be  the  same  length. 

Must  have  continuous  colunms;  blank  or  empty  cells  are  not 
allowed  within  a  column. 
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Data  Variable 

(Continued) 


From  the  Home  screen 
or  a  program,  you  can 
use  the  NewData 
command  to  create  a 
data  variable  that 
consists  of  existing  hsts. 

Although  you  cannot 
directly  display  a  data 
variable  on  the  Home 
screen,  you  can  display 
a  specified  column  or 
element. 


For  example: 


NewData  datal , 1 i stl , 1 i st2 


L 


Names  of  existing 
list  variables 


Name  of  data  variable 
to  create 


Name  of  data  variable 
I —  Column  number 


datal[l] 
(datal[l])[l] 


I         Element  number  in  tfie 

column 

—  Column  number 

Displays  column  1  of  tfie  variable  datal . 


datal [1] 
lifred    sally    jane  nlcl^ 
i(datal[l]][l]  fred 


Cdaial  [1  IMl  1 


Displays  element  1  in  column  1 
of  the  variable  datal . 


Matrix  Variable  A  matrix  is  a  rectangular  array  of  elements.  When  you  create  a 

matrix  in  the  Data/Matrix  Editor,  you  must  specify  the  number  of 
rows  and  columns  (although  you  can  add  or  delete  rows  and 
columns  later).  In  the  Data/Matrix  Editor,  a  matrix  variable: 

•    Looks  similar  to  a  data  variable, 
but  aU  colmuns  must  have  the 
same  length. 


Is  initially  created  with  0  in  each 
cell.  You  can  then  enter  the 
applicable  value  in  place  of  0. 


MrtT 

c2 

c3 

i 

2 

3 

2 

4 

5 

6 

Shows  the  size  of  the 
matrix. 


Tip:  After  creating  a  matrix 
in  the  Data/fJIatrix  Editor, 
you  can  use  the  matrix  in 
any  application  (such  as  the 
Home  screen). 


Note:  Use  bracl<ets  to  refer 
to  a  specific  element  in  a 
matrix.  For  example,  enter 
mat1[2, 1]  to  access  the  1st 
element  in  the  2nd  row. 


From  the  Home  screen  or  a  row  1 

program,  you  can  use  ISTO^I  to 
store  a  matrix  with  either  of  the 
equivalent  methods  shown  to 
the  right.  row  1 

Although  you  enter  the  matrix  as 
shown  above,  it  is  pretty  printed  in 
the  history  area  in  traditional 
matrix  form. 


-row  2 


[[l,2,3][4,5,6]]^matl 
[l,2,3;4,5,6]^matl 


-row  2 


1 

2 

3 

1 

2  3 

■ 

+  natl 

4 

5 

6, 

4 

5  6, 

[  [1 

2, 

3]  [4,5,61  ]-*piatl 
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starting  a  Data/Matrix  Editor  Session 


Each  time  you  start  the  Data/Matrix  Editor,  you  can  create  a 
new  variable,  resume  using  the  current  variable  (the  variable 
that  was  displayed  the  last  time  you  used  the  Data/Matrix 
Editor),  or  open  an  existing  variable. 


Creating  a  New 
Data,  Matrix,  or  List 
Variable 


1.  Press  lAPPSl  and  then  select 
6;Data/Matrix  Editor. 

2.  Select  3;New. 


3.  Specify  the  applicable 
information  for  the  new 
variable. 


flFFLICflTinHS 


Flashflpps. . . 
V=  Editor 
Window  Editor 
Graph 
Table 


MEN 

T^■P4: 

1  1 

c:Ert4f=[lK 

Item 


Lets  you: 


Note:  If  you  do  not  type  a 
variable  name,  the 
TI-89  /  TI-92  Plus  will  display 
the  Home  screen. 


Type 


Folder 


Variable 


Row  dimension 
and 

Col  dimension 


Select  the  type  of  variable  to 
create.  Press  ®  to  display  a 
menu  of  available  types. 

Select  the  folder  in  which  the  new  variable  wiU 
be  stored.  Press  ®  to  display  a  menu  of  existing 
folders.  For  information  about  folders,  refer  to 
Chapter  5. 

Type  a  new  variable  name. 

If  you  specify  a  variable  that  already  exists,  an 
error  message  will  be  displayed  when  you  press 
lEWTERj.  When  you  press  [ElC]  or  jElMTERj  to 
acknowledge  the  error,  the  NEW  dialog  box  is 
redisplayed. 


If  Type  =  Matrix, 
type  the  number 
of  rows  and 
columns  in  the 
matrix. 


MEN 

T^■P4: 

Matrix* 

1  1 

n:  Q 

c:Ert4f=[lK 

CESiIsiIfiNCEL  :> 

4.  Press  I  ENTER  I  (after  typing  in  an  input  box  such  as  Variable,  press 
lENTERI  twice)  to  create  and  display  an  empty  variable  in  the 
Data/Matrix  Editor. 
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Using  the  Current 
Variable 


You  can  leave  the  Data/Matrix  Editor  and  go  to  another  apphcation 
at  any  time.  To  return  to  the  variable  that  was  displayed  when  you 
left  the  Data/Matrix  Editor,  press  lAPPSI  6  and  select  1  iCurrent. 


Creating  a  New 
Variable  from  the 
Data/IUIatrix  Editor 


From  the  Data/MatrtK  Editor: 

1.  Press  [fT]  and  select  3:New. 

2.  Specify  the  type,  folder,  and 
variable  name.  For  a  matrix, 
also  specify  the  number  of 
rows  and  columns. 


1 :  Open. . . 


Copy 


8j-Clear  Editor 


Opening  Another 
Variable 


Note:  Variable  shows  the 
first  existing  variable  in 
alphabetic  order.  If  there  are 
no  existing  variables, 
nothing  is  displayed. 


You  can  open  another  variable  at  any  time. 


1. 


From  the  Data/Matrix  Editor,  press  [FT]  and  select  1  :Open. 
—  or  — 

From  any  application,  press  lAPPSI  6  and  select  2:0pen. 

Select  the  type,  folder,  and 
variable  to  open. 


3.  Press  [ENTER]. 


f  DFEN 

•lai-MM:--  natal* 

c:Ert4f=[lK 

c:ESi:=i:fiNi:EL  :> 

Note  about  Because  all  Data/Matrix  Editor  variables  are  saved  automatically. 

Deleting  a  Variable        you  can  accumulate  quite  a  few  variables,  which  take  up  memory. 

To  delete  a  variable,  use  the  VAR-LINK  screen  ([2nd]  [VAR-LINK]).  For 
information  about  VAR-LINK,  refer  to  Chapter  21. 
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Entering  and  Viewing  Cell  Values 


If  you  create  a  new  variable,  the  Data/Matrix  Editor  is  initially 
blank  (for  a  list  or  data  variable)  or  filled  with  zeros  (for  a 
matrix).  If  you  open  an  existing  variable,  the  values  in  that 
variable  are  displayed.  You  can  then  enter  additional  values  or 
edit  the  existing  ones. 


The  Data/Matrix  A  blank  Data/Matrix  Editor  screen  is  sliown  below.  When  the  screen 

Editor  Screen  is  displayed  initially,  the  cursor  highlights  the  cell  at  row  1,  column  1. 


Variable  type   

Column  headers   

DATA 

g2 

g3 

Tip:  Use  the  title  cell  at  ttie 

very  top  of  each  column  to        Row  numbers   

1 

2 
3 
4 

Identify  the  information  in 
that  column. 

Row  and  column  

rlGl  = 

number  of 

MAIN                AADAUTD  FUNC 

highlighted  cell 

Column  title  cells,  used  to  type  

a  title  for  each  column 

When  values  are  entered,  the  entry  line  shows  the  full  value  of  the 
higWighted  cell. 


Entering  or  Editing 
a  Value  in  a  Cell 


Tip:  To  enter  a  new  value, 
you  can  start  typing  without 
press/no  Temter  I  or[F3]  first. 
However,  you  must  use 
I  ENTER  I  or[H]  to  edit  an 
existing  value. 


You  can  enter  any  type  of  expression  in  a  cell  (number,  variable, 
function,  string,  etc.). 

1.  Move  the  cursor  to  highlight  the  cell  you  want  to  enter  or  edit. 

2.  Press  lEMTERI  or  [£3]  to  move  the  cursor  to  the  entry  line. 

3.  Type  a  new  value  or  edit  the  existing  one. 

4.  Press  lEMTERI  to  enter  the  value  into  the  highlighted  cell. 

When  you  press  [ENTER],  the  cursor  automatically  moves  to  highhght 
the  next  cell  so  that  you  can  continue  entering  or  editing  values. 
However,  the  variable  type  affects  the  direction  that  the  cursor 


Variable  Type       After  Iemteri.  the  cursor  moves: 


Note:  To  enter  a  value  from 

List  or  data 

Down  to  the  cell  in  the  next  row. 

the  entry  line,  you  can  also 

use®  or®. 

Matrix 

Right  to  the  cell  in  the  next  coluitm.  From  the  last 
cell  in  a  row,  the  cursor  automatically  moves  to 
the  first  cell  in  the  next  row.  This  lets  you  enter 
values  for  rowl,  row2,  etc. 
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Scrolling  through 
the  Editor 


To  move  the  cursor: 


Press: 


One  cell  at  a  time 

One  page  at  a  time 

Go  to  row  1  in  the  current 
column  or  to  the  last  row 
that  contains  data  for  any 
column  on  the  screen, 
respectively.  If  the  cursor  is 
in  or  past  that  last  row,  0 
©  goes  to  row  999. 

Go  to  column  1  or  to  the 
last  column  that  contains 
data,  respectively.  If  the 
cursor  is  in  or  past  that  last 
column,  0  ©  goes  to 
column  99. 


©,©,®,  or© 

[2nd]  and  then  ©,  ©,  ®,  or  © 

H  ©  or 
H© 


H©  or 


When  you  scroll  down/up,  the  header  row  remains  at  the  top  of  the 
screen  so  that  the  column  numbers  are  always  visible.  When  you 
scroll  right/left,  the  row  numbers  remain  on  the  left  side  of  the 
screen  so  that  they  are  always  visible. 


How  Rows  and  When  you  enter  a  value  in  a  cell,  the  cursor  moves  to  the  next  cell. 

Columns  Are  Filled  However,  you  can  move  the  cursor  to  any  cell  and  enter  a  value.  If 
Automatically  leave  gaps  between  cells,  the  TI-89  /  TI-92  Plus  handles  the  gaps 

automatically. 

•    In  a  list  variable,  a  cell  in  the  gap  is  undefined  until  you  enter  a 
value  for  the  cell. 


Note:  If  you  enter  more  than 
one  column  of  elements  in  a 
list  variable,  it  is  converted 
automatically  into  a  data 
variable. 


In  a  data  variable,  gaps  in  a  column  are  handled  the  same  as  a  list. 
However,  if  you  leave  a  gap  between  columns,  that  column  is 
blank. 


DATA 

Gl 

g2 

g3 

1 

2 
3 
4 

1 

2 

3 

4 

Gl 

g2 

g3 

1 

2 

3 
4 

1 

undef 

2 

undef 

3 

4 
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In  a  matrix  variable,  when  you  enter  a  value  in  a  cell  outside  the 
current  boundaries,  additional  rows  and/or  columns  are  added 
automatically  to  the  matrix  to  include  the  new  cell.  Other  cells  in 
the  new  rows  and/or  columns  are  filled  with  zeros. 


Note:  Although  you  specify 
the  size  of  a  matrix  when 
you  create  it,  you  can  easily 
add  additional  rows  and/or 
columns. 


MAT 

c2 

c3 

g4 

1 

2 

3 

2 

5 

6 

3 

4 

MAT 

c2 

g3 

g4 

1 

2 

3 

a 

2 

5 

6 

a 

3 

G 

0 

4 

Changing  the 
Cell  Width 


Tip:  Remember,  to  see  a 
number  in  full  precision,  you 
can  always  highlight  the  cell 
and  look  at  the  entry  line. 


The  cell  width  affects  how  many  characters  are  displayed  in  any  cell. 
To  change  the  cell  width  in  the  Data/Matrix  Editor: 

1.  To  display  the  FORMATS  dialog  box,  press  [U  9 
—  or  — 
71-89:0111 
TI-92  Plus:  H  F 


Cell  width  is  the  maximum 
number  of  characters  that  can 
be  displayed  in  a  cell. 

All  cells  have  the  same  cell 
width. 


With  the  current  Cell  Width  setting  highlighted,  press  ©  or  ®  to 
display  a  menu  of  digits  (3  through  1 2). 


Move  the  cursor  to  highlight  a  number  and  press  [ENTER].  (For 
single-digit  numbers,  you  can  type  the  number  and  press  I  ENTER  I.*) 


4.  Press  I  ENTER  I  to  close  the  dialog  box. 


Clearing  a  Column  This  procedure  erases  the  contents  of  a  column.  It  does  not  delete 
or  all  Columns  the  column. 


To  clear:  Do  this: 


Note:  For  a  list  or  data           A  column 

1.  Move  the  cursor  to  any  cell  in  the  column. 

variable,  a  clear  column  is 

empty.  For  a  matrix,  a  clear 

2.  TI~89:[M][F6] 

column  contains  zeros. 

Tl~92  Plus:  \E] 

and  select  5:Clear  Column.  (This  item  is  not 

available  for  a  matrix.) 

All  columns 

Press  [fT|  and  select  8:Clear  Editor.  When  prompted 

for  confirmation,  press  I  ENTER  I  (or  |ESC|  to  cancel). 
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Inserting  and  Deleting  a  Row,  Column,  or  Cell 


The  general  procedures  for  inserting  and  deleting  a  cell,  row, 
or  column  are  simple  and  straightforward.  You  can  have  up  to 
99  columns  with  up  to  999  elements  in  each  column. 


Note  About  Column      You  cannot  delete  the  rows  or  cells  that  contain  column  titles  or 
Titles  and  Headers        headers.  Also,  you  cannot  insert  a  row  or  cell  before  a  column  title  or 
header. 


Inserting  a  Row  or 
Column 


Note:  For  a  list  variable, 
inserting  a  row  is  the  same 
as  inserting  a  cell. 


The  new  row  or  column  is  inserted  before  the  row  or  column  that 
contains  the  highlighted  cell.  In  the  Data/Matrix  Editor: 

1.  Move  the  cursor  to  any  cell  in  the  applicable  row  or  column. 

2.  TI-89:[2nd][F6] 
TI-92  Plus:  M 

and  select  1  :lnsert. 


.  licell  _ 

3:cQluN~  -.oluhn 
  ion  tol 


3.  Select  either  2;row  or 
3:column. 

When  you  insert  a  row: 

•    In  a  list  or  data 
variable,  the  row  is 
undefined. 

'    In  a  matrix  variable, 
the  row  is  filled  with 


T^Ljr  i^ui,  adjust-  all 
5: Clear  Column 


[lATA 

cl 

c2 

1 

2 
3 
4 

IB 

15 

2B 

25 

3B 

4B 

45 

[lATA 

cl 

c2 

1 

2 
3 
4 

IB 

15 

2B 

25 

undef 

3B 

35 

Note:  For  a  list  variable,  you 
cannot  insert  a  column 
because  a  list  has  only  one 
column. 


When  you  insert  a  column: 


In  a  data  variable, 
the  column  is 
blank. 

In  a  matrix 
variable,  the 
column  is  filled 
with  zeros. 


[lATA 

cl 

c2 

1 

2 
3 
4 

IB 

15 

2B 

25 

3B 

4B 

45 

[■ATA 

cl 

c2 

c3 

1 

10 

15 

2 

20 

25 

3 

30 

35 

4 

40 

45 

You  can  then  enter  values  in  the  undefined  or  blank  cells. 
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Inserting  a  Cell 


Note:  For  a  matrix  variable, 
you  cannot  insert  a  cell 
because  the  matrix  must 
retain  a  rectangular  stiape. 

Deleting  a  Row  or 
Column 


The  new  cell  is  inserted  before  the  highlighted  cell  in  the  same 
column.  (You  cannot  insert  a  cell  into  a  locked  column,  which  is 
defined  by  a  function  in  the  column  header.  Refer  to  page  248.)  In  the 
Data/Matrix  Editor: 

1.  Move  the  cursor  to  the 
applicable  cell. 

2.  TI-89:[2nd][F6] 
TI-92  Plus:  M 

and  select  1  ilnsert. 

3.  Select  1  :cell. 

The  inserted  cell  is 
undefined.  You  can  then 
enter  a  value  in  the  cell. 


[■ATA 

cl 

1 

2 

18 

2B 

3 

4 

40 

[■ATA 

cl 

1 

10 

2 

20 

3 

4 

30 

In  the  Data/Matrix  Editor: 

1.  Move  the  cursor  to  any  cell  in  the  row  or  column  you  want  to 
delete. 


I  1: Insert 


l:cell 


.oluhn 

:ol,  adjust  all 
Colupin 


2.  TI-89:[2nd][F6] 
TI-92  Plus:  M 

and  select  2:Delete. 

3.  Select  either  2;row  or  ' 
3:column. 

If  you  delete  a  row,  any  rows  below  the  deleted  row  are  shifted  up. 
If  you  delete  a  column,  any  colmuns  to  the  right  of  the  deleted 
column  are  shifted  left. 


Deleting  a  Cell 


Note:  For  a  matrix  variable, 
you  cannot  delete  a  cell 
because  the  matrix  must 
retain  a  rectangular  shape. 


If  You  Need  to  Add  a 
New  "Last"  Row, 
Column,  or  Cell 


In  the  Data/Matrix  Editor: 

1.  Move  the  cursor  to  the  cell  you  want  to  delete.  (You  cannot  delete 
a  cell  in  a  locked  column,  which  is  defined  by  a  function  in  the 
column  header.  Refer  to  page  248.) 

2.  TI-89:[2nd][F6]  ^ 
Th92  Plus:  M\ 

and  select  2:  Delete. 

3.  Select  1  icell. 

Any  cells  below  the  deleted  cell  are  shifted  up. 

You  do  not  need  to  use  the  Util  toolbar  menu  to: 

■    Add  a  new  row  or  cell  at  the  bottom  of  a  column. 
—  or  — 

•    Add  a  new  column  to  the  right  of  the  last  column. 
Simply  move  the  cursor  to  the  applicable  cell  and  enter  a  value. 


1  l: Insert  ^ 

2:  row 
3: coluMn 

^□luhn 

^□I,  adjust  all 
Colupin 

1  j-L-iy-dr 
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Defining  a  Column  Header  with  an  Expression 


For  a  list  variable  or  a  column  in  a  data  variable,  you  can  enter 
a  function  in  the  column  header  that  automatically  generates  a 
list  of  elements.  In  a  data  variable,  you  can  also  define  one 
column  in  terms  of  another. 


Entering  a  Header 
Definition 


Tip:  To  view  an  existing 
definition,  press  [HI  or  move 
ttie  cursor  to  ttie  header  celi 
and  loolf  at  ttie  entry  iine. 


Tip:  To  cancei  any  changes, 
press  lESCI  before  pressing 

I  ENTER  I. 


In  the  Data/Matrix  Editor: 

1.  Move  the  cursor  to  any  cell  in  the  column  and  press  [F4]. 
—  or  — 

Move  the  cursor  to  the  header  cell  (c1 ,  o2,  etc.)  and  press  lEMTERI. 


Note:  I  ENTER  I  is  not  required  if  you  want  to  type  a  new  definition 
or  replace  the  existing  one.  However,  if  you  want  to  edit  the 
existing  definition,  you  must  press  lENTERI. 

2.  Type  the  new  expression,  which  replaces  any  existing  definition. 


If  you  used  [£4]  or  I  ENTER  I  in  Step  1,  the  cursor  moved  to  the  entry 
line  and  highlighted  the  existing  definition,  if  any.  You  can  also: 

•  Press  ICLEARI  to  clear  the  highlighted  expression.  Then  type  the 
new  expression. 

—  or  — 

•  Press  ©  or  ©  to  remove  the  highlighting.  Then  edit  the  old 
expression. 


You  can  use  an  expression  that: 


For  example: 


Note:  The  seq  function  is 
described  in  Appendix  A. 

Note:  If  you  refer  to  an 
empty  column,  you  wiii  get 
an  error  message  (unless 
Auto-calculate  =  OFF  as 
described  on  page  249). 


Note:  For  a  data  variable, 
header  definitions  are  saved 
when  you  leave  the  Data/ 
Matrix  Editor.  For  a  list 
variable,  the  definitions  are 
not  saved  (only  their 
resulting  cell  values). 


Generates  a  series  of  numbers. 


Refers  to  another  column. 


3.  Press  I  ENTER!.  ©,  or  ©  to 
save  the  definition  and 
update  the  colunms. 


You  cannot  directly 
change  a  locked  cell 
(a)  since  it  is  defined 
by  the  column  header. 


cl=seq(x''2,x,1.5) 
cl={l,2,3,4,5) 

c2=2*cl 

c4=cl*c2-sin(c3) 


-c1  =seq(x,x,1 ,7) 
I  c2=2*o1 


[lATA 

cl 

1 

2 

2 

2 

4 

3 

3 

6 

4 

4 

8 

Br-lcl=l 

Clearing  a  Header 
Definition 


1.  Move  the  cursor  to  any  cell  in  the  colmnn  and  press  [F4]. 
— or — 

Move  the  cursor  to  the  header  cell  (cl ,  c2,  etc.)  and  press  lENTERI. 

2.  Press  ICLEARI  to  clear  the  highlighted  expression. 

3.  Press  lENTERI.  ©,  or  ©. 
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Using  an  Existing 
List  as  a  Column 


Suppose  you  have  one  or  more  existing  lists,  and  you  want  to  use 
tliose  existing  lists  as  columns  in  a  data  variable. 


Note:  If  you  have  a 
CBL  2"/CBL™  or  CBR™, 
use  these  techniques  for 
your  collected  lists. 


From  the: 


Data/Matrix  Editor 


Do  this: 


In  the  applicable  column,  use  [F4]  to  define 
the  column  header.  Refer  to  the  existing 
list  variable.  For  example: 

o1=list1 


Tip:  Use  [2nd]  [var-link]  to 
see  existing  list  variables. 


Home  screen  or  a 
program 


Use  the  NewData  command  as  described  in 
Appendix  A.  For  example: 

NewData  datavar,  listl  [,  list2]  [,  listS]  ... 


I —  Existing  list  variables  to 
copy  to  columns  in  the 
data  variable. 

Data  variable.  If  this  data 
variable  already  exists,  it  will 
be  redefined  based  on  the 
specified  lists. 


To  Fill  a  lUlatrix  with 
a  List 


You  cannot  use  the  Data/Matrix  Editor  to  fill  a  matrix  with  a  list. 
However,  you  can  use  the  list>-  mat  command  from  the  Home  screen 
or  a  program.  For  information,  refer  to  Appendix  A. 


The  Auto-calculate 
Feature 


Tip:  You  may  want  to  set 
Auto-calculate  =  OFF  to: 

•  Make  multiple  changes 
without  recalculating 
each  time. 

•  Enter  a  definition  such 
as  c1=c2+c3  before  you 
enter  columns  2  and  3. 

•  Override  any  errors  in  a 
definition  until  you  can 
debug  the  error. 


For  list  and  data  variables,  the  Data/Matrix  Editor  has  an 
Auto-calculate  feature.  By  default,  Auto-calculate  =  ON.  Therefore,  if 
you  make  a  change  that  affects  a  header  definition  (or  any  column 
referenced  in  a  header  definition),  all  header  definitions  are 
recalculated  automatically.  For  example: 

•  If  you  change  a  header  definition,  the  new  definition  is  applied 
automatically. 

•  If  column  2's  header  is  defined  as  c2=2»  c1 ,  any  change  you  make 
in  column  1  is  automatically  reflected  in  column  2. 

To  turn  Auto-calculate  off  and  on  from  the  Data/Matrix  Editor: 


1.  Press[FT|9 
— or — 
71-89:0111 
TI-92  Plus:  \T\  F 

2.  Change  Auto-Calculate  to 
OFF  or  ON. 


3.  Press  [ENTER]  to  close  the 
dialog  box. 

If  Auto-calculate  =  OFF  and  you  make  changes  as  described  above,  the 
header  definitions  are  not  recalculated  until  you  set 
Auto-calculate  =  ON. 
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Using  Shift  and  CumSum  Functions  in  a  Column  Header 


When  defining  a  column  header,  you  can  use  the  shift  and 
cumSum  functions  as  described  below.  These  descriptions 
differ  slightly  from  Appendix  A.  This  section  describes  how  to 
use  the  functions  in  the  Data/Matrix  Editor.  Appendix  A  gives  a 
more  general  description  for  the  Home  screen  or  a  program. 


Using  the  Shift 
Function 


The  shift  function  copies  a  base  column  and  shifts  it  up  or  down  by  a 
specified  number  of  elements.  Use  [F4]  to  define  a  column  header 
with  the  syntax: 

shift  (column  [,integer]) 


I  Number  of  elements  to  shift  (positive  sfiifts  up; 

negative  sfiifts  down).  Default  is  "1. 

-Column  used  as  ttie  base  for  tfie  stiift. 


Note:  To  enter  "stiift",  type  it 
from  the  Ifeyboard  or  select 
iifromthe  CATALOG. 


For  example,  for  a  two-element  shift  up  and  down: 

 c2=stiift(c1 ,2) 

I  c3=sfiift(c1,-2) 


Gl 

c2 

g3 

1 

3 

undef 

2 

4 

undef 

3 

undef 

1 

4 

undef 

2 

Stiifted  columns  fiave  tfie  same 
lengtfi  as  tfie  base  column  (c1). 


 Last  two  elements  of  c1  stiift  down  and  out  tfie 

bottom;  undefined  elements  sfiift  into  tfie  top. 

First  two  elements  of  c1  shift  up  and  out  the  top; 
undefined  elements  shift  into  ttie  bottom. 


Using  the  CumSum  The  cumSum  function  returns  a  cumulative  sum  of  the  elements  in  a 
Function  base  column.  Use  [F4]  to  define  a  column  header  with  the  syntax: 

cumSum  (column) 

I  Column  used  as  the  base  for  the  cumulative  sum 

For  example: 

I  c2=cumSum(c1) 


Note:  To  enter  "cumSum", 
type  it,  select  it  from  the 
CATALOG,  or  press 
[2nd1  [math]  and  select  it  from 
the  List  submenu. 


c2 

1 

1 

2 

3 

3 

6 

4 

la 
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Sorting  Columns 


After  entering  information  in  a  data,  list,  or  matrix  variable,  you 
can  easily  sort  a  specified  column  in  numeric  or  alphabetical 
order.  You  can  also  sort  all  columns  as  a  whole,  based  on  a 
"key"  column. 


Sorting  a  Single 
Column 


In  the  Data/Matrix  Editor: 

1.  Move  the  cursor  to  any  cell  in  the 
column. 

2.  TI-89:[2nd][F6] 
TI-92  Plus:  M 

and  select  3:Sort  Column. 


Numbers  are  sorted  in  ascending 
order. 

Character  strings  are  sorted  in 
alphabetical  order. 


1 : Insert 

2: Delete 

5:Clear-  Colunri' 

cl 

cl 

fred 

75 

sally 

82 

Chris 

98 

jane 

Chris 

75 

fred 

98 

jane 

82 

sally 

Sorting  All  Columns 
Based  on  a  "Key" 
Column 


Wofe:  For  a  list  variable,  this 
is  the  same  as  sorting  a 
single  column. 


Note:  This  menu  item  is  not 
available  if  any  column  is 
locked. 


Consider  a  database  structure  in  which  each  column  along  the  same 
row  contains  related  information  (such  as  a  student's  first  name,  last 
name,  and  test  scores).  In  such  a  case,  sorting  only  a  single  column 
would  destroy  the  relationship  between  the  columns. 

In  the  Data/Matrix  Editor: 


1.  Move  the  cursor  to  any 
cell  in  the  "key"  colunm. 

In  this  example,  move  the 
cursor  to  the  second  column 
(c2)  to  sort  by  last  name. 

2.  Th89:[2nd][F6] 
Th92  Plus:  M 

and  select  4:Sort  Col,  adjust  all. 

When  using  this  procedure  for  a  data  variable: 

•  All  coluirms  must  have  the  same  length. 

•  None  of  the  columns  can  be  locked  (defined  by  a  function  in  the 
column  header).  When  the  cursor  is  in  a  locked  column,  S  is 
shown  at  the  beginning  of  the  entry  Une. 
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Saving  a  Copy  of  a  List,  Data,  or  Matrix  Variable 


You  can  save  a  copy  of  a  list,  data,  or  matrix  variable.  You  can 
also  copy  a  list  to  a  data  variable,  or  you  can  select  a  column 
from  a  data  variable  and  copy  that  column  to  a  list. 


Valid  Copy  Types 

You  can  copy  a: 

To  a: 

List 

List  or  data 

Note:  A  list  is  automatically 

Data 

Data 

converted  to  a  data  variable 

if  you  enter  more  than  one 

Data  column 

List 

column  of  information. 

Matrix 

Matrix 

Procedure 


From  the  Data/Matrbc  Editor: 


Note:  If  you  type  tfie  name 
of  an  existing  variable,  its 
contents  will  be  replaced. 


1.  Display  the  variable  that  you  want  to  copy, 

2.  Press  [FT]  and  select  2:Save  Copy  As. 

3.  In  the  dialog  box: 


Select  the  Type  and 
Folder  for  the  copy. 

Type  a  variable  name 
for  the  copy. 

When  available,  select  the 
column  to  copy  from. 


1^ 


-Column  is  dimmed  unless  you 
copy  a  data  column  to  a  list. 
The  column  information  is  not 
used  for  otfier  types  of  copies. 


Press  lEIMTERj  (after  typing  in  an  input  box  such  as  Variable,  you 
must  press  jENTERj  twice). 


To  Copy  a  Data 
Column  to  a  List 


A  data  variable  can  have  multiple  columns,  but  a  list  variable  can 
have  only  one  column.  Therefore,  when  copying  from  a  data  variable 
to  a  list,  you  must  select  the  column  that  you  want  to  copy. 


List  variable  to  copy  to. 


Data  column  tfiat  will  be  copied  to 
the  list.  By  default,  this  shows  the 
column  that  contains  the  cursor. 
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statistics  and  Data  Piots 


254 


258 


259 


261 


263 


Preview  of  Statistics  and  Data  Plots  

Overview  of  Steps  in  Statistical  Analysis  

Performing  a  Statistical  Calculation  

Statistical  Calculation  Types  

Statistical  Variables  

Defining  a  Statistical  Plot  

Statistical  Plot  Types  [266 

Using  the  Y=  Editor  with  Stat  Plots  268 

Graphing  and  Tracing  a  Defined  Stat  Plot  269 

Using  Frequencies  and  Categories  270 

If  You  Have  a  CBL  2/CBL  or  CBR  .272 


264 


The  Data/Matrix  Editor  serves  two  main  purposes. 

•  As  described  previously  in  Chapter  15,  the  Data/Matrix  Editor 
lets  you  create  and  maintain  a  list,  matrix,  or  data  variable. 

•  This  chapter  describes  how  to  use  the  Data/Matrix  Editor  to 
perform  statistical  calculations  and  graph  statistical  plots. 
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Preview  of  Statistics  and  Data  Plots 


Based  on  a  sample  of  seven  cities,  enter  data  that  relates  population  to  the  number  of 
buildings  with  more  than  12  stories.  Using  Median-Median  and  linear  regression 
calculations,  find  and  plot  equations  to  fit  the  data.  For  each  regression  equation,  predict 
how  many  buildings  of  more  than  12  stones  you  would  expect  in  a  city  of  300,000  people. 


Steps 


i 
TI-89 
Keystrokes 


m 

TI-92  Plus 
Keystrokes 


Display 

\ri3t  i\r^3t  ilriai  ?  I 

Gf-fl^r   wi;miiii:i» 

CLrrtrt  Foldtr   main? 

Display  [ii3its   FLUAT  S* 

ma'ii   Rn[imN> 

EXFOntnlifll  FornoC  NDRMflL* 

Corviplti  Forrviflt   ftEfiL* 

1•^^wrV'^rn^^   RECTANQULRR^ 

PK4tt^■  PKirit   [1N  + 

e;Enttr=sflVE2>  g:Esc=i:fiNEET^ 

^  HEN 


1.  Display  the  MODE  dialog  box. 
For  Graph  mode,  select 
FUNCTION. 


Display  the  Data/Matrix  Editor, 
and  create  a  new  data  variable 
named  BUILD. 


Using  the  sample  data  below, 
enter  the  population  in 
colmnn  1. 


Pop.  (in  1000s) 
150 
500 
800 
250 
500 
750 
950 


BIdgs  > 
4 
31 
42 
9 

20 
55 
73 


1 2  stories 


Move  the  cursor  to  row  1  in 
column  2  (rlc2).  Then  enter  the 
corresponding  number  of 
buildings. 

0  ©  moves  the  cursor  to  the  top  of 
the  page.  After  typing  data  for  a  cell, 
you  can  press  IemterI  or  ©  to  enter  the 
data  and  move  the  cursor  down  one 
cell.  Pressing  ©  enters  the  data  and 
moves  the  cursor  up  one  cell. 

Move  the  cursor  to  row  1  in 
column  1  (rlcl).  Sort  the  data  in 
ascending  order  of  population. 
This  sorts  column  1  and  then  adjusts 
all  other  columns  so  that  they  retain 
the  same  order  as  column  1.  This  is 
critical  for  maintaining  the 
relationships  between  columns  of 
data. 

To  sort  column  1,  the  cursor  can  be 
anywhere  in  column  1.  This  example 
has  you  press  TI-89:  H  © 
Tl  92  Plus:  dnd]  ©  so  that  you  can 
see  the  first  four  rows. 
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steps 


i 
TI-89 
Keystrokes 


m 

Tl  92  Plus 
Keystrokes 


Display 


6.  Display  the  Calculate  dialog  box. 
Set: 

Calculation  Type  =  MedMed 
X  =  C1 
y  =  C2 

Store  RegEQ  to  =  y1  (x) 

7.  Perform  the  calculation  to 
display  the  MedMed  regression 
equation. 

As  specified  on  the  Calculate  dialog 
box,  this  equation  is  stored  in  y1(x). 

8.  Close  the  STAT  VARS  screen. 
The  Data/Matrix  Editor  displays. 

9.  Display  the  Calculate  dialog  box. 
Set: 

Calculation  Type  =  LinReg 
x  =  C1 
y  =  C2 

Store  RegEQ  to  =  y2(x) 

10.  Perform  the  calculation  to 
display  the  LinReg  regression 
equation. 

This  equation  is  stored  in  y2(x). 

11.  Close  the  STAT  VARS  screen. 
The  Data/MatriK  Editor  displays. 

12.  Display  the  Plot  Setup  screen. 
Plot  1  is  highlighted  by  default. 

[F3l  lets  you  clear  highlighted  Plot 
settings. 

13.  Define  Plot  1  as: 
Plot  Type  =  Scatter 
Mark  =  Box 

X  =  CI 
y  =  C2 

Notice  the  similarities  between  this 
and  the  Calculate  dialog  box. 

14.  Save  the  plot  definition  and 
return  to  the  Plot  Setup  screen. 

Notice  the  shorthand  notation  for  Plot 
1  's  definition. 
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steps 


i 
TI-89 
Keystrokes 


m 

Tl  92  Plus 
Keystrokes 


Display 


15.  Display  the  Y=  Editor.  For  y1  (x), 
the  MedMed  regression 
equation,  set  the  display  style  to 
Dot. 

Note:  Depending  on  the  previous 
contents  of  your  Y=  Editor,  you  may 
need  to  move  the  cursor  to  y1. 
PLOTS  1  at  the  top  of  the  screen 
means  that  Plot  1  is  selected. 
Notice  that  y1(x)  and  y2(x)  were 
selected  when  the  regression 
equations  were  stored. 

16.  ScroU  up  to  highhght  Plot  1. 

The  displayed  shorthand  definition  is 
the  same  as  on  the  Plot  Setup  screen. 


17.  Use  ZoomData  to  graph  Plot  1 
and  the  regression  equations 
y1(x)  and  y2(x). 

ZoomData  examines  the  data  for  ail 
selected  stat  plots  and  adjusts  the 
viewing  window  to  include  all  points. 

18.  Return  to  the  current  session  of 
the  Data/Matrix  Editor. 

19.  Enter  a  title  for  column  3.  Define 

column  3's  header  as  the  values 

predicted  by  the  MedMed  line. 

To  enter  a  title,  the  cursor  must 
highlight  the  title  cell  at  the  very  top  of\ 
the  column. 

lF4l  lets  you  define  a  header  from 
anywhere  In  a  column.  When  the 
cursor  is  on  a  header  cell,  pressing 
lF4l  is  not  required. 

20.  Enter  a  title  for  column  4.  Define 
column  4's  header  as  the 
residuals  (difference  between 
observed  and  predicted  values) 
for  MedMed. 


21.  Enter  a  title  for  column  5.  Defme 
column  5's  header  as  the  values 
predicted  by  the  LinReg  line. 
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steps 


i 
TI-89 
Keystrokes 


m 

Tl  92  Plus 
Keystrokes 


Display 


22.  Enter  a  title  for  column  6.  Define 
column  6's  header  as  the 
residuals  for  LinReg. 


23.  Display  the  Plot  Setup  screen  and 
deselect  Plot  1. 
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After  calculating  the  first  result,  edit 
the  entry  line  to  change  y1  to  y2. 


24.  Highlight  Plot  2  and  defme  it  as: 

©El 

OE 

Plot  Type  =  Scatter 

© 

O 

Mark  =  Box 

© 

o 

X  =  CI 

Cfaiphil  1© 

CIO 

y  =  C4  (MedMed  residuals) 

faifil  C  4IENTER 
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ENTER  1 

25.  Highlight  Plot  3  and  defme  it  as: 

©El 
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Cliphal  1© 
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y  =  C6  (LinReg  residuals) 
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C  5 lENTERI 

lENTERI 
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26.  Display  the  Y=  Editor  and  turn 

SN 

[Z][Y=] 

all  the  y(x)  functions  off 

[F5]3 

CHS 

From  [fU,  se/ecf  3:Functions  Off,  not 
1:AII  Off. 

Plots  2  and  3  are  still  selected. 

27.  Use  ZoomData  to  graph  the 

[£219 

m9 

residuals. 

□  mari^s  the  MedMed  residuals; 
+  marks  the  LinReg  residuals. 

28.  Display  the  Home  screen. 

IHOWIEI 
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29.  Use  the  MedMed  (y1  (x))  and 

gnd]  [math]  1  3 

[2ild1  [math]  1  3 

LinReg  (y2(x))  regression 

Y1[I]  3  0  0[I] 

Y  icnsooD] 

equations  to  calculate  values  for 

□  0[I]|ENTER| 

□  0[I||ENTER| 

X  =  300  (300,000  population). 

The  round  function  ([gil  [mathI  13) 
ensures  that  results  show  an  integer 
number  of  buildings. 
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Overview  of  Steps  in  Statistical  Analysis 


This  section  gives  an  overview  of  the  steps  used  to  perform  a 
statistical  calculation  or  graph  a  statistical  plot.  For  detailed 
descriptions,  refer  to  the  following  pages. 


Calculating  and 
Plotting  Stat  Data 


Note:  Refer  to  Chapter  15 
for  details  on  entering  data  in 
tfie  DataMatrix  Editor. 


Tip:  You  can  also  use  the 
Y=  Editor  to  define  and 
select  Stat  plots  and  y(x) 
functions. 


Tip:  Use  ZoomData  to 
optimize  the  viewing 
window  for  stat  plots. 
[F2|  Zoom  is  available  on  the 
Y=  Editor,  Window  Editor, 
and  Graph  screen. 


Set  Graph  mode  ([mode)) 
to  FUNCTION. 


Enter  stat  data  in  ttie 
Data/Matrix  Editor 

([APPSl  6). 


Perform  stat 
calculations  to  find 
stat  variables  or  fit 
data  to  a  model  ([£5]). 


Define  and  select  stat 
plots  ([£2]  and  then  [FQ). 


Define  the  viewing 
window  (0  [window]). 


Change  the  graph 
format  if  necessary. 

m  9 

—  or  — 
TI-89:  S  m 
TI-92  Plus:  H  F 


Graph  the  selected 

stat  plots  and 
functions  ([3  [GRAPH]). 
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not  J: 
Plot  H; 
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Plot  6 
Plot  ?■ 


Exploring  the 
Graphed  Plots 


From  the  Graph  screen,  you  can: 

•  Display  the  coordinates  of  any  pixel  by  using  the  free-moving 
cursor,  or  of  a  plotted  point  by  tracing  a  plot. 

•  Use  the  [£2]  Zoom  toolbar  menu  to  zoom  in  or  out  on  a  portion  of 
the  graph. 

•  Use  the  [F5]  Math  toolbar  menu  to  analyze  any  function  (but  not 
plots)  that  may  be  graphed. 
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Performing  a  Statistical  Calculation 


From  the  Data/Matrix  Editor,  use  the  [F5]  Calc  toolbar  menu  to 
perform  statistical  calculations.  You  can  analyze  one-variable 
or  two-variable  statistics,  or  perform  several  types  of 
regression  analyses. 


The  Calculate 
Dialog  Box 


Note:  If  an  item  is  not  valid 
for  the  current  settings,  it  will 
appear  dimmed.  You  cannot 
move  the  cursor  to  a 
dimmed  item. 


You  must  have  a  data  variable  opened.  The  Data/Matrix  Editor  will 
not  perform  statistical  calculations  with  a  list  or  matrix  variable. 


r 


From  the  Data/Matrix  Editor: 

1.  Press  [£5]  to  display  the 
Calculate  dialog  box. 

This  example  shows  all 
items  as  active.  On  your 
calculator,  items  are 
active  only  if  they  are 
valid  for  the  current 
settings  of  Calculation 
Type  and  Use  Freq  and 
Categories. 

2.  Specify  applicable  settings  for  the  active  items. 


Pathname  of  the 
data  variable 


Cdlculitior   

^  k2 

StOKS  RtSEC!  to  

Fr4i  and  CattSoriss? 

Fr4i  

Cat43ory  

,  c:Erit4f =sflVE  :s 

c:ESi:=i:fiNi:EL  :> 

Item 


Description 


Tip:  To  use  an  existing  list 
variable  for  x,  y,  Freq,  or 
Category,  type  the  list  name 
Instead  of  a  column  number. 


Calculation  Type 


Store  RegEQ  to 


Use  Freq  and 
Categories? 


Select  the  type  of  calculation.  For  descriptions, 
refer  to  page  261. 

Type  the  column  number  in  the  Data/Matrix 
Editor  (C1,  C2,  etc.)  used  for  x  values,  the 
independent  variable. 

Type  the  column  number  used  for  y  values,  the 
dependent  variable.  This  is  required  for  all 
Calculation  Types  except  OneVar. 

If  Calculation  Type  is  a  regression  analysis,  you 
can  select  a  function  name  (y1  (x),  y2(x),  etc.). 
This  lets  you  store  the  regression  equation  so 
that  it  win  be  displayed  in  the  Y=  Editor. 

Select  NO  or  YES.  Note  that  Freq,  Category,  and 
Include  Categories  are  active  only  when 
Use  Freq  and  Categories?  =  YES. 
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The  Calculate 
Dialog  Box 

(Continued) 


Note:  For  an  example  of 
using  Freq,  Category,  and 
Include  Categories,  refer  to 
page  270. 


Item 


Description 


Freq 


Category 

Include 
Categories 


Type  the  column  number  that  contains  a 
"weight"  value  for  each  data  point.  If  you  do 
not  enter  a  column  number,  all  data  points  are 
assumed  to  have  the  same  weight  (1). 

Type  the  column  number  that  contains  a 
category  value  for  each  data  point. 

If  you  specify  a  Category  column,  you  can  use 
this  item  to  limit  the  calculation  to  specified 
category  values.  For  example,  if  you  specify 
1 1 ,4),  the  calculation  uses  only  data  points  with 
a  category  value  of  1  or  4. 


Note:  Any  undefined  data 
points  (shown  as  undef)  are 
ignored  in  a  stat  calculation. 


3.  Press  I  ENTER  I  (after  typing  in  an  input  box,  press  I  ENTER  I  twice). 

The  results  are  displayed  on  the  STAT  VARS  screen.  The  format 
depends  on  the  Calculation  Type.  For  example: 


For  Calculation  Type  =  OneVar 


STHT  'ffttiZ 

=  J3.H2BE?1 

=  £54. 

=llErfi. 

n;i:flt 

=  7. 

m!nl{ 

=  4. 
=  3. 

-51. 

c:Ert4f=[iK  ':f 

When  ▼  is  shown  instead  of  =,  you 
can  scroll  for  additional  results. 


For  Calculation  Type  =  LinReg 


1  =.0B1S£1 

b  =-l£.<il£H51 

Rl  =.51fiHE7 

4.  To  close  the  STAT  VARS  screen,  press  lENTERI. 


Redisplaying  the  The  Data/Matrix  Editor's  Stat  toolbar  menu  redisplays  the  previous 

STAT  VARS  Screen         calculation  results  (untU  they  are  cleared  from  memory). 

TI-89:f2ndirF7l 

Th92  Plus: 

Previous  results  are  cleared  when  you: 

•  Edit  the  data  points  or  change  the  Calculation  Type. 

•  Open  another  data  variable  or  reopen  the  same  data  variable 

(if  the  calculation  referred  to  a  column  in  a  data  variable).  Results 
are  also  cleared  if  you  leave  and  then  reopen  the  Data/Matrix 
Editor  with  a  data  variable. 

•  Change  the  current  folder  (if  the  calculation  referred  to  a  list 
variable  in  the  previous  folder). 


260     Chapter  16:  Statistics  and  Data  Plots 


statistical  Calculation  Types 


As  described  in  tlie  previous  section,  the  Calculate  dialog  box 
lets  you  specify  the  statistical  calculation  you  want  to  perform. 
This  section  gives  more  information  about  the  calculation 
types. 


Selecting  the 
Calculation  Type 


Note:  For  TwoVar  and  all 
regression  calculations,  the 
columns  that  you  specify  for 
X  and  y  (and  optionally,  Freq 
or  Category)  must  have  the 
same  length. 


From  the  Calculate  dialog  box  ([£5]),  higWight  the  current  setting  for 
the  Calculation  Type  and  press  ®. 


You  can  then  select  from  a 
menu  of  available  types. 


z- I uouar 
3: CubicReg 
4:  ExpReg 
5:LirrReg 
6:LnReg 


If  an  item  is  dimmed,  it  is  not  valid 
for  the  current  Calculation  Type. 


Gale  Type  Description 


OneVar       One-variable  statistics  —  Calculates  the  statistical 
variables  described  on  page  263. 

TwoVar       Two-variable  statistics  —  Calculates  the  statistical 
variables  described  on  page  263. 

CubicReg     Cubic  regression  —  Fits  the  data  to  the  third-order 
polynomial  y=ax3  +bx2  +ox+d.  You  must  have  at  least 
four  data  points. 

•  For  four  points,  the  equation  is  a  polynomial  fit. 

•  For  five  or  more  points,  it  is  a  polynomial  regression. 

ExpReg       Exponential  regression  —  Fits  the  data  to  the  model 

equation  y=ab "  (where  a  is  the  y-intercept)  using  a  least- 
squares  fit  and  transformed  values  x  and  ln(y). 

LinReg  Linear  regression  —  Fits  the  data  to  the  model  y=ax-i-b 
(where  a  is  the  slope,  and  b  is  the  y-intercept)  using  a 
least-squares  fit  and  x  and  y. 

LnReg         Logarithmic  regression  —  Fits  the  data  to  the  model 
equation  y=a+b  ln(x)  using  a  least-squares  fit  and 
transformed  values  ln(x)  and  y. 

Logistic  Logistic  regression  —  Fits  the  data  to  the  model 
y=a/(l-i-b*e'^(c*x))-i-d  and  updates  all  the  system 
statistics  variables. 
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Selecting  the 
Calculation  Type 

(Continued) 


Calc  Type  Description 


MedMed      Median-Median  —  Fits  the  data  to  the  model  y=ax+b 

(where  a  is  the  slope,  and  b  is  the  y-intercept)  using  the 
median-median  line,  which  is  part  of  the  resistant  line 
technique. 

Summary  points  medxl ,  medyl ,  medx2,  medy2,  medx3, 
and  medyS  are  calculated  and  stored  to  variables,  but 
they  are  not  displayed  on  the  STAT  VARS  screen. 

PowerReg    Power  regression  —  Fits  the  data  to  the  model  equation 
y=ax''  using  a  least-squares  fit  and  transformed  values 
ln(x)  and  ln(y). 

Quad  Reg     Quadratic  regression  —  Fits  the  data  to  the  second- 
order  polynomial  y=ax2  +bx+c.  You  must  have  at  least 
three  data  points. 

•  For  three  points,  the  equation  is  a  polynomial  fit. 

•  For  four  or  more  points,  it  is  a  polynomial  regression. 

QuartReg     Quartic  regression  —  Fits  the  data  to  the  fourth-order 
polynomial  y=ax'*+bx3  +cx2  +  dx+e.  You  must  have  at 
least  five  data  points. 

•  For  five  points,  the  equation  is  a  polynomial  fit. 

•  For  six  or  more  points,  it  is  a  polynomial  regression. 

SinReg        Sinusoidal  regression  —  Calculates  the  sinusoidal 
regression  and  updates  all  the  system  statistics 
variables.  The  output  is  always  in  radians,  regardless  of 
the  angle  mode  setting. 


From  the  Home  Use  the  applicable  command  for  the  calculation  that  you  want  to 

Screen  or  a  Program     perform.  The  commands  have  the  same  name  as  the  corresponding 

Calculation  Type.  Refer  to  Appendix  A  for  information  about  each 

command. 

Important:  These  commands  perform  a  statistical  calculation  but 
do  not  automatically  display  the  results.  Use  the  ShowStat  command 
to  show  the  calculation  results. 
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statistical  Variables 


Statistical  calculation  results  are  stored  to  variables.  To  access 
these  variables,  type  the  variable  name  or  use  the  VAR-LINK 
screen  as  described  in  Chapter  21 .  All  statistical  variables  are 
cleared  when  you  edit  the  data  or  change  the  calculation  type. 
Other  conditions  that  clear  the  variables  are  listed  on 
page  260. 


Calculated  Variables     Statistical  variables  are  stored  as  system  variables.  However,  regCoef 
and  regeq  are  treated  as  a  list  and  a  function  variable,  respectively. 


To  type  the  character  "L, 
press: 

r/-S9;H|I|[i][S] 

7;-92P/us:[M]  GDI)  S 

To  type  the  character  a, 
press: 

r/-B9:Win[?bhi1  rSl 
TI-92  Plus:  End]  G  S 


Tip:  To  type  a  power  (such 
as  2  in  Lx^ ),  x,  or  y,  press 
dfld]  [char]  and  select  it  from 
the  Math  menu. 


Note:  1st  quartile  is  the 
median  of  points  between 
minXand  medStat,  and  3rd 
quartile  is  the  median  of  points 
between  medStat  and  maxX. 


Tip:  If  regeq  is  4x  +  7,  then 
regCoef  is  (4  7}.  To  access 
the  "a"  coefficient  (the  1st 
element  in  the  list),  use  an 
index  such  as  regCoef[1]. 


One 
Var 

Two 
Var 

Regressions 

mean  of  x  values 

X 

X 

sum  of  X  values 

Zx 

Zx 

sum  of  x2  values 

ZxZ 

1x2 

sample  std.  deviation  of  x 

Sx 

Sx 

population  std.  deviation  of  x  t 

ox 

ox 

number  of  data  points 

nStat 

nStat 

mean  of  y  values 

y 

sum  of  y  values 

Zy 

sum  of  y2  values 

i;y2 

sample  standard  deviation  of  y 

Sy 

population  std.  deviation  of  y  t 

oy 

sum  of  x*  y  values 

Xxy 

minimum  of  x  values 

minX 

minX 

maximum  of  x  values 

maxX 

maxX 

minimum  of  y  values 

minY 

maximum  of  y  values 

maxY 

1st  quartile 

q1 

median 

medStat 

3rd  quartile 

q3 

regression  equation 

regeq 

regression  coefficients  (a,  b,  c,  d,  e) 

regCoef 

correlation  coefficient  tt 

corr 

coefficient  of  detemiination  f  t 

R2 

summary  points 
(MedMedonly)  t 

medxl ,  medy1 , 
medx2,  medy2, 
medx3,  medyS 

t     The  indicated  variables  are  calculated  but  are  not  shown  on  the 

STAT  VARS  screen, 
tt   corr  is  defined  for  a  linear  regression  only;  R  2  is  defined  for  aU 

polynomial  regressions. 
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Defining  a  Statistical  Plot 


From  the  Data/Matrix  Editor,  you  can  use  the  entered  data  to 
define  several  types  of  statistical  plots.  You  can  define  up  to 
nine  plots  at  a  time. 


Procedure 


Note:  This  dialog  box  is 
similar  to  the  Calculate 
dialog  box. 


Note:  If  an  item  is  not  valid 
for  the  current  settings,  it  will 
appear  dimmed.  You  cannot 
move  the  cursor  to  a 
dimmed  item. 


Pathname  of  the 
data  variable 


From  the  Data/Matrix  Editor: 

1.  Press  [£2]  to  display  the 
Plot  Setup  screen. 

Initially,  none  of  the 
plots  are  defined. 

2.  Move  the  cursor  to 
highlight  the  plot 
number  that  you  want 
to  define. 

3.  Press  [FT]  to  define  the 
plot. 

This  example  shows  all 
items  as  active.  On  your 
calculator,  items  are 
active  only  if  they  are 
vaUd  for  the  current 
setting  of  Plot  Type  and 
Use  Freq  and  Categories? 

4.  Specify  applicable  settings  for  the  active  items. 


f             Plflin^tui^J  not  i 

Plch  Ivr-i   Hishc3K(]ni* 

MflMi   Dot* 

Hist.  EJCktt  Ni4tn  

1 

frtt  iiii  C4tt?oritsT 

VES* 

Frsi  

Cat43o^■^'  

Include  Cat4?onts.... 

c:Enttp=sfiVE  ;i          t.ESi:=i:fiNi:EL  ji 

Item 


Description 


Note:  Plots  defined  with 
column  numbers  always  use 
the  last  data  variable  in  the 
Data/Matrix  Editor,  even  if 
that  variable  was  not  used 
to  create  the  definition. 

Tip:  To  use  an  existing  list 
variable  for  x,  y,  Freq,  or 
Category,  type  the  list  name 
instead  of  the  column 
number. 


Plot  Type  Select  the  type  of  plot.  For  descriptions,  refer  to 

page  266. 

Marl<  Select  the  symbol  used  to  plot  the  data  points: 

Box  (□),  Cross  (x).  Plus  (+),  Square  (■),  or  Dot  ( •  ). 

X  Type  the  column  number  in  the  Data/Matrix 

Editor  (CI ,  C2,  etc.)  used  for  x  values,  the 
independent  variable. 

y  Type  the  column  number  used  for  y  values,  the 

dependent  variable.  This  is  active  only  for 
Plot  Type  =  Scatter  or  xyline. 

Hist.  Bucket        Specifies  the  width  of  each  bar  in  a  histogram. 
Width  For  more  information,  refer  to  page  267. 

Use  Freq  and      Select  NO  or  YES.  Note  that  Freq,  Category,  and 
Categories?        Include  Categories  are  active  only  when 

Use  Freq  and  Categories?  =  YES.  (Freq  is  active 
only  for  Plot  Type  =  Box  Plot  or  Histogram.) 
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Item  Description 


Note:  For  an  example  of  Freq 
using  Freq,  Category,  and 
Include  Categories,  refer  to 
page  270. 

Category 

Include 
Categories 


Type  the  column  number  that  contains  a  "weight" 
value  for  each  data  point.  If  you  do  not  enter  a 
column  number,  all  data  points  are  assumed  to 
have  the  same  weight  (1 ). 

Type  the  column  number  that  contains  a  category 
value  for  each  data  point. 

If  you  specify  a  Category,  you  can  use  this  to  limit 
the  calculation  to  specified  category  values.  For 
example,  if  you  specify  (1,4),  the  plot  uses  only 
data  points  with  a  category  value  of  1  or  4. 


Note:  Any  undefined  data 
points  (shown  as  undefj  are 
ignored  in  a  stat  plot. 


5.  Press  I  ENTER  I  (after  typing  in  an  input  box,  press  I  ENTER  I  twice). 


The  Plot  Setup  screen  is 
redisplayed. 

The  plot  you  just 
defined  is  automatically 
selected  for  graphing. 

Notice  the  shorthand 
definition  for  the  plot. 


Plot  3; 
Plot  H; 

Plot  E: 

Plot  6: 
Plot  ?■■ 
Plot  - 
k^piot  g: 


Plot  l-.ki.  ni^ti^^t: 


Plot  Type  =  Scatter 
Mark  =  Box 


J 


y  =  C2 

X  ^  c1 


Selecting  or  From  Plot  Setup,  highlight  the  plot  and  press  [F4]  to  toggle  it  on  or  off 

Deselecting  a  Plot         if  ^  stat  plot  is  selected,  it  remains  selected  when  you: 

Change  the  graph  mode.  (Stat  plots  are  not  graphed  in  3D  mode.) 

•  Execute  a  Graph  command. 

•  Open  a  different  variable  in  the  Data/Matrix  Editor. 


Copying  a  Plot 
Definition 


Note:  If  the  original  plot  was 
selected      the  copy  is 
also  selected. 


From  Plot  Setup: 

1.  Highlight  the  plot  and 
press  \f2\. 

2.  Press  ©  and  select  the 
plot  number  that  you 
want  to  copy  to. 


3.  Press  [ENTER]. 


COPOPlOtltO:  PlOtl* 


pv  <|ntsr=BK~~>  <EJC=ciNCEO 


Clearing  a  Plot  From  Plot  Setup,  highlight  the  plot  and  press  [F3].  To  redefine  an 

Definition  existing  plot,  you  do  not  necessarily  need  to  clear  it  first;  you  can 

make  changes  to  the  existing  definition.  To  prevent  a  plot  from 

graphing,  you  can  deselect  it. 
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statistical  Plot  Types 


When  you  define  a  plot  as  described  in  the  previous  section, 
the  Plot  Setup  screen  lets  you  select  the  plot  type.  This  section 
gives  more  information  about  the  available  plot  types. 


Scatter  Data  points  from  x  and  y  are  plotted  as  coordinate  pairs.  Therefore, 

the  columns  or  lists  that  you  specify  for  x  and  y  must  be  the  same 
length. 

•  Plotted  points  are  shown  ° 
with  the  symbol  that  you  ° 

□ 

select  as  the  Mark.  □ 

□ 

•  If  necessary,  you  can  specify  n  °  

the  same  column  or  list  for 

both  X  and  y. 


xyline  This  is  a  scatter  plot  in  which 

data  points  are  plotted  and 
cormected  in  the  order  in  which 
they  appear  in  x  and  y. 

You  may  want  to  sort  all  the 
columns  in  the  Data/Matrix 
Editor  before  plotting. 
TI-89:  [2nd]  [F6]  3  or  [2nd]  [F6]  4 
Th92  Plus:  [Fl]  3  or  [F6]  4 


Box  Plot 


4- 


This  plots  one-variable  data  with  respect  to  the  minimum  and 
maximum  data  points  (minX  and  maxX)  in  the  set. 

•  A  box  is  defined  by  its  first  i  Q1        i  Med        |  Q3 
quartile  (Q1),  median  (Med), 
and  third  quartile  (Q3). 

•  Whiskers  extend  from  minX 
to  Q1  and  from  Q3  to  maxX.    :        "linX  maxX 

•  When  you  select  multiple  box 
plots,  they  are  plotted  one 
above  the  other  in  the  same 
order  as  their  plot  numbers. 

•  Use  NewPlot  to  show  statistical  data  as  a  modified  box  plot. 

•  Select  Mod  Box  Plot  as  the  Plot  Type  when  you  define  a  plot  in  the 
Data/Matrix  Editor. 

A  modified  box  plot  excludes  points  outside  the  interval 
[Q1  -  X,  Q3+X],  where  X  is  defined  as  1 .5  (Q3-  Q1 ).  These  points, 
called  outliers,  are  plotted  individually  beyond  the  box  plot's 
whiskers,  using  the  mark  that  you  select. 
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Histogram 


This  plots  one-variable  data  as  a  histogram.  The  x  axis  is  divided  into 
equal  widths  called  buckets  or  bars.  The  height  of  each  bar  (its  y 
value)  indicates  how  many  data  points  fall  within  the  bar's  range. 


When  defining  the  plot,  you 


xmax  -xmin 


can  specify  the  Hist.  Bucket     Number  of  bars  =  Hist  Bucket  Width 
Width  (default  is  1)  to  set 
the  width  of  each  bar. 

•    A  data  point  at  the  edge  of  I 
a  bar  is  counted  in  the  bar  | 


xmin  and  xmax  to  include 
all  data  points,  but  it  does 
not  adjust  the  y  axis. 

-   Use  H  [window]  to  set 
ymin  =  0  and  ymax  =  the 
number  of  data  points 
expected  in  the  tallest 

bar.  Trace  cursor 


to  the  right. 


ZoomData  ([£2]  9  from  the 
Graph  screen,  Y=  Editor,  or 
Window  Editor)  adjusts 


When  you  trace  f  [F3ll  a 
histogram,  the  screen 
shows  information  about 
the  traced  bar. 


#  of  data 
points  in  the 
traced  bar 


the  traced 
bar 
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Using  the  Y=  Editor  with  Stat  Plots 


The  previous  sections  described  how  to  define  and  select  stat 
plots  from  the  Data/Matrix  Editor.  You  can  also  define  and 
select  Stat  plots  from  the  Y=  Editor. 


Showing  the  List  of 
Stat  Plots 


Note:  Plots  defined  with 
coiumn  numbers  aiways  use 
the  last  data  variable  in  the 
Data/Matrix  Editor,  even  if 
that  variable  was  not  used 
to  create  the  definition. 


Press  0  [Y=]  to  display  the  Y=  Editor.  Initially,  the  nine  stat  plots  are 
located  "off  the  top"  of  the  screen,  above  the  y(x)  functions. 
However,  the  PLOTS  indicator  provides  some  information. 


For  example,  PLOTS  23 
means  that  Plots  2  &  3 
are  selected. 


|Tool5|goo[Vi|Ejit|  hnlSt/lt 


'PLDTS  12 

'y2=- 12. 012431  +  .OSISSI'X 

y4= 
y5= 
yS= 
•J7= 


MH:xJ=.e75556*x+-8 


To  see  the  list  of  stat  plots,  use  ©  to  scroll  above  the  y(x)  functions. 


If  a  Plot  is  highlighted,  this  - 
shows  the  data  variable  that 
will  be  used  for  the  plots. 

If  a  Plot  is  defined,  it  shows 
the  same  shorthand 
notation  as  the  Plot  Setup 
screen. 


-•yl=.87555Sx  +  "8 
--y2^-12.B12431  +  .BSIBSI- 


From  the  Y=  Editor,  you  can  perform  most  of  the  same  operations  on 
a  stat  plot  as  you  can  on  any  other  y(x)  function. 


To: 


Do  this: 


Note:  You  can  not  use 

r;-89:[2nd][F6] 

TI  92  Plus:  dl] 

to  set  a  plot's  display  style. 

However,  the  plot  definition 

lets  you  select  the  mark 

used  for  the  plot. 


Edit  a  plot  Highlight  the  plot  and  press  [F3].  You  will  see  the 

definition  same  definition  screen  that  is  displayed  in  the 

Data/Matrix  Editor. 

Select  or  deselect    Highlight  the  plot  and  press  \M\. 
a  plot 


Turn  all  plots 
and/or  functions 
off 


Press  [£5]  and  select  the  applicable  item.  You 
can  also  use  this  menu  to  turn  all  functions  on. 


To  Graph  PiotS  and  As  necessary,  you  can  select  and  graph  stat  plots  and  y(x)  functions 
Y=  Functions  the  same  time.  The  preview  example  at  the  beginning  of  this 

chapter  graphs  data  points  and  their  regression  equations. 
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Graphing  and  Tracing  a  Defined  Stat  Plot 


After  entering  the  data  points  and  defining  the  stat  plots,  you 
can  graph  the  selected  plots  by  using  the  same  methods  you 
used  to  graph  a  function  from  the  Y=  Editor  (as  described  in 
Chapter  6). 


Defining  the 
Viewing  Window 


Tip:  (fU  Zoom  is  available 
on  the  Y=  Editor,  Window 
Editor,  and  Graph  screen. 


Stat  plots  are  displayed  on  the  current  graph,  and  they  use  the 
Window  variables  that  are  defined  in  the  Window  Editor. 

Use  0  [window]  to  display  the  Window  Editor.  You  can  either: 

•  Enter  appropriate  values. 
—  or  — 

•  Select  9:ZoomData  from  the  [F2]  Zoom  toolbar  menu.  (Although  you 
can  use  any  zoom,  ZoomData  is  optimized  for  stat  plots.) 

Zoom  Data  sets  the  viewing  window  to 
display  all  statistical  data  points. 


For  histograms  and  box  plots,  only  xmin 
and  xmax  are  adjusted.  If  the  top  of  a 
histogram  is  not  shown,  trace  the 
histogram  to  find  the  value  for  ymax. 


2tZoohIn 
3:  ZoohOut 
4:  ZoohDec 
5:ZoohSqr 
ZoohStd 
7:ZoohTrig 
S;  Zoohl ni 


Clianging  the  Graph 
Format 


Press: 

E19 

—  or  — 

Th89:H[l] 

TI-92  Plus:  HF 

from  the  Y=  Editor,  Window  Editor, 
or  Graph  screen. 

Then  change  the  settings  as 
necessary. 


1  QRHFH  FIlRMflT;  

C»4r4inat«s   RECT^ 

Graph  Drdtr...  SEC* 

QriJ   HFF* 

flK45   I1N  + 

Le44in?  cursor  [1FF  + 

Labtls   I1FF  + 

,  CEritth=Sfl?E^        f  ESCsCHNCET'j 


Tracing  a  Stat  Plot 


From  the  Graph  screen,  press  [F3]  to  trace  a  plot.  The  movement  of 
the  trace  cursor  depends  on  the  Plot  Type. 


Note:  When  a  stat  plot  is 
displayed,  the  Graph  screen 
does  not  automatically  pan  11 
you  trace  off  the  left  or  right 
side  of  the  screen.  However, 
you  can  still  press  emterI  to 
center  the  screen  on  the 
trace  cursor. 


Plot  Type 


Description 


Scatter  or  xyline     Tracing  begins  at  the  first  data  point. 

Box  plot  Tracing  begins  at  the  median.  Press  ®  to  trace  to 

Q1  and  minX.  Press  ®  to  trace  to  Q3  and  maxX. 

Histogram  The  cursor  moves  from  the  top  center  of  each  bar, 

starting  from  the  leftmost  bar. 


When  you  press  ©  or  ©  to  move  to  another  plot  or  y(x)  function, 
tracing  moves  to  the  current  or  begirming  point  on  that  plot  (not  to 
the  nearest  pixel). 
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Using  Frequencies  and  Categories 


To  manipulate  the  way  in  which  data  points  are  analyzed,  you 
can  use  frequency  values  and/or  category  values.  Frequency 
values  let  you  "weight"  particular  data  points.  Category  values 
let  you  analyze  a  subset  of  the  data  points. 


Example  of  a 
Frequency  Column 


In  a  data  variable,  you  can  use  any  column  in  the  Data/Matrix  Editor 
to  specify  a  frequency  value  (or  weight)  for  the  data  points  on  each 
row.  A  frequency  value  must  be  an  integer  >  0  if  Calculation  Type  = 
OneVar  or  MedMed  or  if  Plot  Type  =  Box  Plot.  For  other  statistical 
calculations  or  plots,  the  frequency  value  can  be  any  number  >  0. 

For  example,  suppose  you  enter  a  student's  test  scores,  where: 

•  The  mid-semester  exam  is  weighted  twice  as  much  as  other  tests. 

•  The  final  exam  is  weighted  three  times  as  much. 

In  the  Data/Matrix  Editor,  you  can  enter  the  test  scores  and 
frequency  values  in  two  columns. 


Tip:  A  frequency  value  of  0 
effectively  removes  the  data 
point  from  analysis. 


-Test  scores 

I  Frequency  values 


cl 

o2 

85 

1 

97 

1 

92 

2 

89 

1 

91 

1 

95 

3 

Ttiese 
weighted  scores 
are  equivalent  to 
the  single  column 
of  scores  listed  to 
the  right. 


Frequency  of  2 


Frequency  of  3 


Note:  You  can  also  use 
frequency  values  from  a  list 
variable  instead  of  a 
column. 


Example  of  a 
Category  Column 


To  use  frequency  values,  specify  the  frequency  colunm  when  you 
perform  a  statistical  calculation  or  define  a  stat  plot.  For  example: 


Calculation  Typi   nntvoK^ 


.[cl 


Set  this  to  YES. 


Type  the  column 
number  {or  list 
name)  that 
contains  the 
frequency  values. 


Fk4^  

Cat43*KJ"  

^  Include  Cflt430Ki4! .... 


In  a  data  variable,  you  can  use  any  column  to  specify  a  category  (or 
subset)  value  for  the  data  points  on  each  row.  A  category  value  can 
be  any  number. 
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Suppose  you  enter  the  test  scores  from  a  class  that  has  10th  and  11th 
grade  students.  You  want  to  analyze  the  scores  for  the  whole  class, 
but  you  also  want  to  analyze  categories  such  as  10th  grade  girls,  10th 
grade  boys,  10th  grade  girls  and  boys,  etc. 

First,  determine  the  category  values  you  want  to  use. 


Note:  You  do  not  need  a 
category  value  for  the  whole 
class.  Also,  you  do  not  need 
category  values  for  all  10th 
graders  or  all  11th  graders 
since  they  are  combinations 
of  other  categories. 


Category  Value 

Used  to  indicate: 

1 

10th  grade  girl 

2 

10th  grade  boy 

3 

11th  grade  girl 

4 

11th  grade  boy 

In  the  Data/lMatrix  Editor,  you 
can  enter  the  scores  and  the 
category  values  in  two  columns. 


-Test  scores 

I — Category  values 


c1 

c2 

85 

1 

97 

3 

92 

2 

88 

3 

90 

2 

95 

1 

79 

4 

68 

2 

92 

4 

84 

3 

82 

1 

Note:  You  can  also  use 
category  values  from  a  list 
variable  instead  of  a 
column. 


To  use  category  values,  specify  the  category  column  and  the 
category  values  to  include  in  the  analysis  when  you  perform  a 
statistical  calculation  or  define  a  stat  plot. 


Calculation    nntvaK^ 


Set  this  to  YES. 

Type  the  column 
number  (or  list 
name)  that 
contains  the 
category  values. 




-  CattSOKl"  


Include  C4t4d4Ki4S  ... 


Within  braces  { },  type  the  category 
values  to  use,  separated  by  commas.  (Do 
not  type  a  column  number  or  list  name.) 


To  analyze:  Include  Categories: 


Note:  To  analyze  the  whole      1 0tti  grade  girls  {1 } 

class,  leave  the  Category        ^  gtii  grade  boys  {2} 

input  box  blank.  Any                ....       j     .,  ,j  „, 

category  values  are  ignored     ^     9^^^^  9irls  and  boys  {1 ,2} 

11  til  grade  girls  {3} 

11  til  grade  boys  {4} 

1 1tti  grade  girls  and  boys  {3,4} 

all  girls  (lOtii  and  11tii)  {1,3} 

all  boys  (lOlii  andlllii)  {2,4} 
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If  You  Have  a  CBL  2/CBL  or  CBR 


The  Calculator-Based  Laboratory™  System  (CBL  2™/CBL™) 
and  Calculator-Based  Ranger™  System  (CBR™)  are  optional 
accessories,  available  separately,  that  let  you  collect  data  from 
a  variety  of  real-world  experiments.  TI-89  /  Th92  Plus 
CBL  2/CBL  and  CBR  programs  are  available  from  the  Tl  web 
site  at:  http://www.ti.com/calc/cbl  and  http://www.ti.com/calc/cbr 


How  CBL  2/CBL 
Data  Is  Stored 


Note:  For  specifics  about 
using  ttie  CBL  2/CBL  and 
retrieving  data  to  the 
TI-89  /  TI-92  Plus,  refer  to 
the  guidebool<  that  comes 
with  the  CBL  2/CBL  unit. 


When  you  collect  data  with  the  CBL  2/CBL,  that  data  is  initially 
stored  in  the  CBL  2/CBL  unit  itself.  You  must  then  retrieve  the  data 
(transfer  it  to  the  TI-89  /  TI-92  Plus)  by  using  the  Get  command,  which 
is  described  in  Appendix  A. 

Although  each  set  of  retrieved  data  can  be  stored  in  several  variable 
types  (list,  real,  matrix,  pic),  using  list  variables  makes  it  easier  to 
perform  statistical  calculations. 

When  you  transfer  the  collected  information  to  the  TI-89  /  TI-92  Plus, 
you  can  specify  the  list  variable  names  that  you  want  to  use.  For 
example,  you  can  use  the  CBL  2/CBL  to  collect  temperature  data 
over  a  period  of  time.  When  you  transfer  the  data,  suppose  you  store: 

•    Temperature  data  in  a  list  variable  called  temp. 

■    Time  data  in  a  list  variable  called  time. 

After  you  store  the  CBL  2/CBL  information  on  the  TI-89  /  TI-92  Plus, 
there  are  two  ways  to  use  the  CBL  2/CBL  list  variables. 


Referring  to  the 
CBL  2/CBL  Lists 


When  you  perform  a  statistical  calculation  or  define  a  plot,  you  can 
refer  explicitly  to  the  CBL  2/CBL  list  variables.  For  example: 


colcmjtion  Tyfi   LinRt3» 

X  Itiwt 

V  lump 

Stoft  fitSEQ    nont> 

FKti  and  CaltsoKitsT  Nn» 


■  Type  the  CBL  list 
variable  name  instead 
of  a  column  number. 
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Creating  a  Data 
Variable  witli  the 
CBL  2/CBL  Lists 


Tip:  To  define  or  clear  a 
column  header,  use  [m]-  For 
more  information,  refer  to 
Chapter  15. 


You  can  create  a  new  data  variable  that  consists  of  tl\e  necessary 
CBL  2/CBL  Ust  variables. 

•    From  the  Home  screen  or  a  program,  use  the  NewData  command. 
NewData  dataVar,  listl  [,list2  ]  [,list3  ]  ... 

I  CBL  list  variable  names.  In  the  new 

data  variable,  listl  will  be  copied  to 
column  1 ,  list  2  to  column  2,  etc. 

—  Name  of  ttie  new  data  variable  that 
you  want  to  create. 

For  example: 

NewData  tempi ,  time,  temp 

creates  a  data  variable  called  tempi  in  which  time  is  in  column  1 
and  temp  is  in  column  2. 

From  the  Data/Matrix  Editor,  create  a  new,  empty  data  variable 
with  the  applicable  name.  For  each  CBL  2/CBL  list  that  you  want 
to  include,  define  a  column  header  as  that  list  name. 


For  example,  define- 
column  1  as  time, 
column  2  as  temp. 


ToolslPlot  Sthup  C 

t1l|Ht(](ltr|C-]1c|Util|^t(]t|  1 

[iHTH 

\t\m 

TEMP 

cl 

c2 

1 

2 
3 
4 

1 

120 

2 

95 

3 

35 

4 

79 

cl,Tit.le=" 

IME" 

MAIN        KHRHEiHlTD  TUNC 

At  this  point,  the  columns  are  linked  to  the  CBL  2/CBL  lists.  If  the 
lists  are  changed,  the  columns  will  be  updated  automatically. 
However,  if  the  lists  are  deleted,  the  data  will  be  lost. 

To  make  the  data  variable  independent  of  the  CBL  2/CBL  lists, 
clear  the  column  header  for  each  column.  The  information 
remains  in  the  column,  but  the  column  is  no  longer  Unked  to  the 
CBL  2/CBL  list. 


CBR  You  can  also  use  the  Calculator-Based  Ranger^"(CBR'^")  to  explore 

the  mathematical  and  scientific  relationships  between  distance, 
velocity,  acceleration,  and  time  using  data  collected  from  activities 
you  perform. 
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Programming 


Preview  of  Programming  276 

Running  an  Existing  Program  278 

Starting  a  Program  Editor  Session  280 

Overview  of  Entering  a  Program  1282 

Overview  of  Entering  a  Function  285 

Calling  One  Program  from  Another  287 

Using  Variables  in  a  Program  288^ 

Using  Local  Variables  in  Functions  or  Programs  290 

String  Operations  292 

Conditional  Tests  294 

Using  If,  Lbl,  and  Goto  to  Control  Program  Flow  295 

Using  Loops  to  Repeat  a  Group  of  Commands  297 

Configuring  the  TI-89  /  TI-92  Plus  300 

Getting  Input  from  the  User  and  Displaying  Output  301 

Creating  a  Custom  Menu  303 

Creating  a  Table  or  Graph  305 

Drawing  on  the  Graph  Screen  307 

Accessing  Another  TI-89  /  TI-92  Plus,  a  CBL  2/CBL,  or  a  CBR  309 

Debugging  Programs  and  Handling  Errors  310 

Example:  Using  Alternative  Approaches  311 

Assembly-Language  Programs  313 


Note:  For  details  and 
examples  of  any 
TI-89 1  TI-92  Plus  program 
command  mentioned  in  this 
chapter,  refer  to 
Appendix  A. 


This  chapter  describes  how  to  use  the  TU89  /  TI-92  Plus's  Program 
Editor  to  create  your  own  programs  or  functions. 


|Tool5|control|l.^n|vjK|Find...|Mojt| 

rogH.y 


1  Krgm 
1  Request 


'Enter  an  integer 


-  exprCn)-*n 

:0-*temp 

' For  i , 1 , n, 1 

:  tenp+i-*tenp 

: EndFor 

sDisp  terip 

!  EndPrgri 


The  chapter  includes: 

•  Specific  instructions  on  using  the  Program  Editor  itself  and 
running  an  existing  program. 

•  An  overview  of  fundamental  programming  techniques  such  as 
lf...Endlf  structures  and  various  kinds  of  loops. 

•  Reference  information  that  categorizes  the  available  program 
commands. 

•  Obtaining  and  running  assembly-language  programs. 


Chapter  17:  Programming  275 


Preview  of  Programming 


Write  a  program  that  prompts  the  user  to  enter  an  integer,  sums  all  integers  from  1  to  the 
entered  integer,  and  displays  the  result. 


Steps 


i 
TI-89 
Keystrokes 


IB 

TI-92  Plus 
Keystrokes 


Display 


1.  Start  a  new  program  on  the 
Program  Editor. 


Type  PR0G1  (with  no  spaces)  as 
the  name  of  the  new  program 
variable. 


Display  the  "template"  for  a  new 
program.  The  program  name, 
Prgm,  and  EndPrgm  are  shown 
automatically. 

After  typing  in  an  input  box  such  as 
Variabie,  you  must  press  enter  I  twice. 

Type  the  following  program 
lines. 

Request  "Enter  an 

integer ",n 

Displays  a  dialog  box  that 
prompts  "Enter  an  integer",  waits 
for  the  user  to  enter  a  value,  and 
stores  it  (as  a  string)  to  variable  n. 

expr ( n )^  n 

Converts  the  string  to  a  numeric 
expression. 

0-»  temp 

Creates  a  variabie  named  temp 
and  initializes  it  to  0. 

For  i  ,  1 ,  n  ,  1 

Starts  a  For  loop  based  on 
variable  i.  First  time  through  the 
loop,  i  =  1.  At  end  of  loop,  i  is 
incremented  by  1.  Loop  continues 
until  i  >  n. 

temp+i^temp 

Adds  current  value  of  i  to  temp. 
EndFor 

Marks  the  end  of  the  For  loop. 
Disp  temp 

Displays  the  final  value  of  temp. 


IAPPS173 


0© 

P  ROGIiphal  1 


EMTERIIEWTERl 


Type  the 
program  lines 
as  shown. 
Press  I  ENTER  I 
at  the  end  of 
each  line. 


APPSi  7  3 


OO 

PROGl 


EMTERllENTERl 


Type  the 
program  lines 
as  shown. 


Press  lEMTERI 
at  the  end  of 
each  line. 


flFFLICflTinHS 


llFlashfipps.  .  .  tfiPPS 
2:V=  Editor 
3: Window  Ediior 
4: Graph 
5: Table 

6! Dat.3.^M3t.rix  Editor  i 
1: Current 
2: Open. 


]|?ir|F!nJ.. 


: EndPrgn 


Progl  c! ) 

Request  "Enter  an  integer 
"  ?  n 

exprtn)+n 
G-^tenp 
For  i, l,np 1 

EndFor 
Disp  terip 

EndPrgn 
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steps 


i 
TI-89 
Keystrokes 


m 

Tl  92  Plus 
Keystrokes 


Display 


Go  to  the  Home  screen.  Enter 
the  program  name,  followed  by  a 
set  of  parentheses. 

You  must  include  ( )  even  when  there 
are  no  arguments  for  the  program. 

The  program  displays  a  dialog  box 
with  the  prompt  specified  In  the 
program. 

Type  5  in  the  displayed  dialog 
box. 


7.  Continue  with  the  program.  The 
Disp  cormnand  displays  the 
result  on  the  Program  I/O 
screen. 

The  result  is  the  sum  of  the  integers 
from  1  through  5. 

Although  the  Program  I/O  screen 
looks  similar  to  the  Home  screen,  it  is 
for  program  Input  and  output  only. 
You  cannot  perform  calculations  on 
the  Program  I/O  screen. 

8.  Leave  the  Program  I/O  screen 
and  return  to  the  Home  screen. 

You  can  also  press  He],  [IS]  [quit],  or 

TI-89:  [HOME] 

TI-92  Plus:  [i][home] 

to  return  to  the  Home  screen. 


[HOME]  i[T][HOME] 
[2ndl  [a-lock]  PROGjPROG 
[ipha]  1  ;i 

mrn[EMTER]  jmin[EiTfERi 


15 


EMTER|[EMTER]  llEMTERIfEMTERl 


progl (  ) 


Entte  in  irit«3«c:  |E 


Output  from  other 
■programs  may  still  be 
on  the  screen. 


15  —  Result  of  integer  5. 


' prog 10 


progl < ) 
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Running  an  Existing  Program 


After  a  program  is  created  (as  described  in  the  remaining 
sections  of  this  chapter),  you  can  run  it  from  the  Home  screen. 
The  program's  output,  if  any,  is  displayed  on  the  Program  I/O 
screen,  in  a  dialog  box,  or  on  the  Graph  screen. 


Running  a  Program 


Tip:  Use  [2nd]  [var-link]  to  list 
existing  PRGM  variables. 
Highlight  a  vanable  and 
press  ENTER  I  to  paste  its 
name  to  the  entry  line. 


Note:  Arguments  specify 
initial  values  for  a  program. 
Refer  to  page  283. 


Note:  The  TI-89  /  TI-92  Plus 
also  checks  for  run-time 
errors  that  are  found  within 
the  program  itself.  Refer  to 
page  310. 


On  the  Home  screen: 

1 .  Type  the  name  of  the  program. 

2.  You  must  always  type  a 
set  of  parentheses  after 
the  name. 

Some  programs  require 
you  to  pass  an  argument 
to  the  program. 


progl  ( ) 


Lif 


arguments  are  not  required 


|progl(x,y) 


arguments  are  required 


3.  Press  UnTerJ. 


When  you  run  a  program,  the  TI-89  /  TI-92  Plus  automatically  checks 
for  errors.  For  example,  the  following  message  is  displayed  if  you: 

■    Do  not  enter  (  )  after  the 
program  name. 

This  error  message  appears  if  you: 


f  ERROR 

Do  not  enter  enough  arguments, 
if  required. 


T/'i  fiU)  (]r3L[Vi«nts 


To  cancel  program  execution  if  an  error  occurs,  press  |ESC|.  You  can 
then  correct  any  problems  and  run  the  program  again. 


"Breaking"  a 
Program 


When  a  program  is  running,  the  BUSY  indicator  is  displayed  in  the 
status  line. 

Press  [on]  to  stop  program  execution.  A  message  is  then  displayed. 


To  display  the  program  in  the 
Program  Editor,  press  lEMTERI.  The 
cursor  appears  at  the  command 
where  the  break  occurred. 

To  cancel  program  execution, 
press  lESCI. 
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Where  Is  the  Output      Depending  on  the  commands  in  the  program,  the  TI-89  /  TI-92  Plus 
Displayed?  automatically  displays  information  on  the  applicable  screen. 

•  Most  output  and  input  commands  use  the  Program  I/O  screen. 
(Input  commands  prompt  the  user  to  enter  information.) 

•  Graph-related  commands  typically  use  the  Graph  screen. 

After  the  program  stops,  the  TI-89  /  TI-92  Plus  shows  the  last  screen 
that  was  displayed. 


The  Program  I/O 
Screen 


Tip:  To  clear  any  previous 
output,  enter  the  CIrlO 
command  in  your  program. 
You  can  also  execute  CIrlO 
from  the  Home  screen. 


On  the  Program  1/0  screen,  new  output  is  displayed  below  any 
previous  output  (which  may  have  been  displayed  earlier  in  the  same 
program  or  a  different  program).  After  a  full  page  of  output,  the 
previous  output  scrolls  off  the  top  of  the  screen. 


Last  output 


EH 


3Q 


On  the  Program  I/O  screen: 

•  [F5)  toolbar  is  available;  all 
ottiers  are  dimmed. 

•  There  is  no  entry  line. 


Tip:  If  Home  screen 
calculations  don't  work  after 
you  run  a  program,  you  may 
be  on  the  Program  I/O 
screen. 


When  a  program  stops  on  the  Program  I/O  screen,  you  need  to 
recognize  that  it  is  not  the  Home  screen  (although  the  two  screens 
are  similar).  The  Program  I/O  screen  is  used  only  to  display  output  or 
to  prompt  the  user  for  input.  You  carmot  perform  calculations  on  this 
screen. 


Leaving  the  From  the  Program  I/O  screen: 

Program  I/O  Screen       .    press  [F5]  to  toggle  between  the  Home  screen  and  the  Program  I/O 

screen. 

—  or  — 

•  Press  [ESC],  [2nd]  [QUITI  .  or 
TI-89:  [HOME] 

TI-92  Plus:  |T]  [home] 

to  display  the  Home  screen. 

—  or  — 

•  Display  any  other  application  screen  (with  lAPPSI.  [l][Y=],  etc.). 
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starting  a  Program  Editor  Session 


Each  time  you  start  the  Program  Editor,  you  can  resume  the 
current  program  or  function  (that  was  displayed  the  last  time 
you  used  the  Program  Editor),  open  an  existing  program  or 
function,  or  start  a  new  program  or  function. 


Starting  a  New 
Program  or 
Function 


1.  Press  lAPPSl  and  then  select 
7:Program  Editor. 

2.  Select  3;New. 


flFFLICrtTIDHi 


l:Fla£hRpp£. 


V=  Editor 
Window  Editor 
Graph 
Table 
Daia^Mairix  Editor 


3.  Specify  the  applicable 
information  for  the  new 
program  or  function. 


Item 


Lets  you: 


2:  Function 


Type  Select  whether  to  create  a 

new  program  or  function. 

Folder  Select  the  folder  in  which  the  new  program  or 
function  will  be  stored.  For  information  about 
folders,  refer  to  Chapter  5. 

Variable       Type  a  variable  name  for  the  program  or  function. 

If  you  specify  a  variable  that  already  exists,  an  error 
message  will  be  displayed  when  you  press  lENTERI. 
When  you  press  |ESC|  or  I  ENTER  I  to  aclmowledge  the 
error,  the  NEW  dialog  box  is  redisplayed. 


Note:  A  program  (or 
function)  is  saved 
automaticaliy  as  you  type. 
You  do  not  need  to  save  it 
manually  before  leaving  the 
Program  Editor,  starting  a 
new  program,  or  opening  a 
previous  one. 


4.  Press  I  ENTER  I  (after  typing  in  an  input  box  such  as  Variable,  you 
must  press  I  ENTER  I  twice)  to  display  an  empty  "template." 


This  is  the  template  for  a 
program.  Functions  have 
a  similar  template. 


|Too15|coritKol|l/a|var|Finj...|Mojt|  | 

progl  i.  / 


it 


ndPrgn 


You  can  now  use  the  Program  Editor  as  described  in  the 
remaining  sections  of  this  chapter. 
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Resuming  the 
Current  Program 


You  can  leave  the  Program  Editor  and  go  to  another  application  at 
any  time.  To  return  to  the  program  or  function  that  was  displayed 
when  you  left  the  Program  Editor,  press  lAPPSI  7  and  select  1  :Current. 


Starting  a  New 
Program  from  tlie 
Program  Editor 


3.  Press  [ENTerI  twice. 


To  leave  the  current  program  or  function  and  start  a  new  one: 

1.  Press  [fT]  and  select  3:New. 

2.  Specify  the  type,  folder,  and 
variable  for  the  new  program  or 
function. 


1 : Open. . . 


To 


Mm 


5: Copy 
6: Paste 
7: Delete 
GiCleai-  Editor 


Opening  a  Previous 
Program 


Wofe:  By  default,  Variable 
shows  the  first  existing 
program  or  function  In 
alphabetical  order. 


You  can  open  a  previously  created  program  or  function  at  any  time. 

1.  From  within  the  Program  Editor,  press  [fT|  and  select  1  :Open. 
—  or  — 

From  another  application,  press  lAPPSI  7  and  select  2:0pen. 


2.  Select  the  applicable  type, 
folder,  and  variable. 


3.  Press  [eKFterI. 


DFEN 


T4:  Pr«3Kan* 
<1>l«r:  rn>iin> 

iri-lbit:  t4St^ 


Copying  a  Program 


In  some  cases,  you  may  want  to  copy  a  program  or  function  so  that 
you  can  edit  the  copy  while  retaining  the  original. 

1.  Display  the  program  or  function  you  want  to  copy. 

2.  Press  [Fl]  and  select  2:Save  Copy  As. 

3.  Specify  the  folder  and  variable  for  the  copy. 


4.  Press  I  ENTER  I  twice. 


Note  about 
Deleting  a  Program 


Because  all  Program  Editor  sessions  are  saved  automatically,  you 
can  accumulate  quite  a  few  previous  programs  and  functions,  which 
take  up  memory  storage  space. 

To  delete  programs  and  functions,  use  the  VAR-LINK  screen 

([2nd]  [VAR-LINK]).  For  information  about  VAR-LINK,  refer  to  Chapter  21. 


Chapter  17:  Programming  281 


Overview  of  Entering  a  Program 


A  program  is  a  series  of  commands  executed  in  sequential 
order  (although  some  commands  alter  the  program  flow).  In 
general,  anything  that  can  be  executed  from  the  Home  screen 
can  be  included  in  a  program.  Program  execution  continues 
until  it  reaches  the  end  of  the  program  or  a  Stop  command. 


Entering  and  Editing 
Program  Lines 


Note:  Use  the  cursor  pad  to 
scroll  through  the  program 
for  entering  or  editing 
commands.  Use  0  ©  or 
B  ©  to  90  to  the  top  or 
bottom  of  a  program, 
respectively. 


Note:  Entering  a  command 
does  not  execute  that 
command.  It  is  not  executed 
until  you  run  the  program. 


On  a  blank  template,  you  can  begin  entering  commands  for  your  new 
program. 


|T40ls|cohth'ol|l/D|vor|rind...|Mo44|  | 

:  progl  i.  ? 
:  Prgn 

:tndPrgn 

MAIN               Rf^D  rtUTD  PAR 

Program  name,  which  you 
specify  when  you  create  a 
new  program. 

Enter  your  program 
commands  between  Prgm 
and  EndPrgm. 

All  program  lines  begin 
with  a  colon. 

You  enter  and  edit  program  commands  in  the  Program  Editor  by 
using  the  same  techniques  used  to  enter  and  edit  text  in  the  Text 
Editor.  Refer  to  "Entering  and  Editing  Text"  in  Chapter  18. 


After  typing  each  program  Une,  press  I  ENTER!.  This  inserts  a  new  blank 
line  and  lets  you  continue  entering  another  line.  A  program  line  can 
be  longer  than  one  Une  on  the  screen;  if  so,  it  will  wrap  to  the  next 
screen  line  automatically. 


Entering  Multi- 
Command  Lines 


To  enter  more  than  one  command  on  the  same  line,  separate  them 
with  a  colon  by  pressing  |2nd|  [ : ] . 


Entering  Comments 


A  comment  symbol  ((9  )  lets  you  enter  a  remark  in  a  program.  When 
you  run  the  program,  all  characters  to  the  right  of  (S  are  ignored. 


Tip:  Use  comments  to  enter 
information  that  is  useful  to 
someone  reading  the 
program  code. 


Description  of  the  — 
program. 

Description  of  expr. 


progK ) 
Prgm 

^Displays  sum  of  1  thru  n 

Request  "Enter  an  integer", n 

expr( n )■> n :9Convert  to  numeric  expression 


To  enter  the  comment  symbol,  press: 

•  TI-89:  0  m 
TI-92  Plus:  \M  X 

—  or  — 

•  Press  [£2]  and  select  9:(S 
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Controlling  the  Flow     When  you  nm  a  program,  the  program  hnes  are  executed  in 
of  a  Program  sequential  order.  However,  some  commands  alter  the  program  flow. 

For  example: 

Tip:  For  information,  refer  to  •  Control  structures  such  as  lf...Endlf  commands  use  a  conditional 
pages  295  and  297.  ^ggj-     decide  which  part  of  a  program  to  execute. 

•    Loops  commands  such  as  For...EndFor  repeat  a  group  of 
commands. 


Using  Indentation 


For  more  complex  programs  that 
use  lf...Endlf  and  loop  structures 
such  as  For...EndFor,  you  can  make 
the  programs  easier  to  read  and 
understand  by  using  indentation. 


5" 


If  x>5  Then 
Disp  "x  is  > 

Else 
Disp  "x  is  <  or 

Endlf 


Displaying 
Calculated  Results 


In  a  program,  calculated  results  are  not  displayed  unless  you  use  an 
output  command.  This  is  an  important  difference  between 
performing  a  calculation  on  the  Home  screen  and  in  a  program. 


These  calculations  wUl  not  display 
a  result  in  a  program  (although  they 
wiU  on  the  Home  screen). 


12*  6 
cos{jt/4) 
sol ve{x"2- 


X-  2=0, X) 


Tip:  For  a  iist  of  avaiiabie 
output  commands,  refer  to 
page  302. 


Output  commands  such  as  Disp  will 
display  a  result  in  a  program. 


:Disp  12*6 

:Disp  cos(ii/4) 

:Disp  solve{x"2-x-2=0,x) 


Displaying  a  calculation  result  does 
not  store  that  result.  If  you  need  to 
refer  to  a  result  later,  store  it  to  a 
variable. 


:cos{7i/4)->  maximum 
:Disp  maximum 


Getting  Values  into 
a  Program 


Tip:  For  a  iist  of  avaiiabie 
input  commands,  refer  to 
page  301. 


To  input  values  into  a  program,  you  can: 

•    Require  the  users  to  store  a  value  (with  |STO>| )  to  the  necessary 
variables  before  running  the  program.  The  program  can  then  refer 
to  these  variables. 


Enter  the  values  directly  into 
the  program  itself 

Include  input  commands  that 
prompt  the  users  to  enter  the 
necessary  values  when  they 
run  the  program. 

Require  the  users  to  pass  one 
or  more  values  to  the 
program  when  they  run  it. 


iDisp  12*  6 

:  cos  (n/4)->  maximum 

: Input  "Enter  a  val ue" , i 

: Request  "Enter  an  integer", n 


progl(3,5) 
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Example  of  Passing 
Values  to  a  Program 


Note:  In  this  example,  you 
cannot  use  circle  as  the 
program  name  because  It 
conflicts  with  a  command 
name. 


The  following  program  draws  a  circle  on  the  Graph  screen  and  then 
draws  a  horizontal  line  across  the  top  of  the  circle.  Three  values 
must  be  passed  to  the  program:  x  and  y  coordinates  for  the  circle's 
center  and  the  radius  r. 

•    When  you  write  the  program  in  the  Program  Editor: 


In  the  (  )  beside  the  program 
name,  specify  the  variables 
that  will  be  used  to  store  the 
passed  values. 

Notice  that  the  program  also 
contains  commands  that  set 
up  the  Graph  screen. 


,r) 


L 


ci  rc(x,y, 
Prgm 
FnOff 
ZoomStd 
ZootnSqr 
Ci  rcl e  x  ,y ,  r 
LineHorz  y+r 
EndPrgm 


Only  circ( )  is 
initially  displayed 
on  thie  blank 
template;  be  sure 
to  edit  this  line. 


Before  drawing  the  circle,  the  program  turns  off  any  selected 
Y=  Editor  functions,  displays  a  standard  viewing  window,  and 
"squares"  the  window. 


To  run  the  program  from  the  Home  screen: 


Note:  This  example 
assumes  that  the  user 
enters  values  that  can  be 
displayed  by  the  viewing 
window  set  up  by  ZoomStd 
and  ZoomSqr. 


The  user  must  specify  the 
applicable  values  as 
arguments  within  the  (  ). 

The  arguments,  in  order,  are 
passed  to  the  program. 


ci  rc(0,0,5) 

1 —  Passed  to  r. 

1 —  Passed  to  y. 

—  Passed  to  x. 

284     Chapter  17:  Programming 


Overview  of  Entering  a  Function 


A  function  created  in  the  Program  Editor  is  very  similar  to  the 
functions  and  instructions  that  you  typically  use  from  the  Home 
screen. 


Why  Create  a  User-  Functions  (as  well  as  programs)  are  ideal  for  repetitive  calculations 
Defined  Function?         or  tasks.  You  only  need  to  write  the  function  once.  Then  you  can 

reuse  it  as  many  times  as  necessary.  Functions,  however,  have  some 
advantages  over  programs. 

•  You  can  create  functions  that  expand  on  the  TI-89  /  TI-92  Plus's 
built-in  functions.  You  can  then  use  the  new  functions  the  same 
as  any  other  function. 

•  Functions  return  values  that  can  be  graphed  or  entered  in  a  table; 
programs  caimot. 

•  You  can  use  a  function  (but  not  a  program)  within  an  expression. 
For  example:  3*  fund  (3)  is  vaUd,  but  not  3*  progi  (3). 

•  Because  you  pass  arguments  to  a  function,  you  can  write  generic 
functions  that  are  not  tied  to  specific  variable  names. 

This  guidebook  sometimes  uses  the  word  command  as  a  generic 
reference  to  instructions  and  functions.  When  writing  a  function, 
however,  you  must  differentiate  between  instructions  and  functions. 

A  user-defined  function: 

Can  use  the  following  instructions  only.  Any  others  are  invalid. 


Cycle  Define  Exit 

For...EndFor  Goto  lf...Endlf  (all  forms) 

Lbl  Local  Loop...EndLoop 

Return  While. ..EndWhile  ^  ([Hog  key) 

•    Can  use  all  built-in  TI-89  /  TI-92  Plus  functions  except: 

setFold  setGraph  setMode 

setTable  switch 


Can  refer  to  any  variable;  however,  it  can  store  a  value  to  a  local 
variable  only. 

-   The  arguments  used  to  pass  values  to  a  function  are  treated  as 
local  variables  automatically.  If  you  store  to  any  other 
variables,  you  must  declare  them  as  local  from  within  the 
function. 

•    Cannot  call  a  program  as  a  subroutine,  but  it  can  call  another 
user-defined  function. 

Cannot  define  a  program. 

Cannot  define  a  global  fimction,  but  it  can  define  a  local  function. 


Note:  You  can  create  a 
function  from  the  Home 
screen  (see  Chapter  5),  but 
the  Program  Editor  is  more 
convenient  for  complex, 
muiti-iine  functions. 


Differences 
Between  Functions 
and  Programs 


Tip:  For  information  about 
local  variables,  refer  to 
pages  288  and  290. 
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Entering  a  Function 


When  you  create  a  new  function  in  the  Program  Editor,  the 
TI-89  /  TI-92  Plus  displays  a  blank  "template". 


Wofe:  Use  the  cursor  pad  to 
scroll  through  the  function 
for  entering  or  editing 
commands. 


Function  name,  which  you 
specify  when  you  create  a 
new  function. 


Enter  your  commands 
between  Func  and 
EndFunc. 

All  function  lines  begin 
with  a  colon. 


funciO 
Func  I —  Be  sure  to  edit  this  line  to 

include  any  necessary 
EndFunc  arguments.  Remember  to 
use  argument  names  in 
the  definition  that  will 
never  be  used  when 
calling  the  function. 


If  the  function  requires  input,  one  or  more  values  must  be  passed  to 
the  function.  (A  user-defmed  function  can  store  to  local  variables 
only,  and  it  cannot  use  instructions  that  prompt  the  user  for  input.) 


How  to  Return  a 
Value  from  a 
Function 


There  are  two  ways  to  return  a  value  from  a  function: 


As  the  last  line  in  the  function 
(before  EndFunc),  calculate  the 
value  to  be  returned. 


cube(x) 
Func 

EndFunc 


Wofe:  This  example 
calculates  the  cube  ifx>0; 
otherwise,  it  returns  a  0. 


Use  Return.  This  is  useful  for 
exiting  a  function  and  returning 
a  value  at  some  point  other  than 
the  end  of  the  function. 


:CLibe(x) 
:  Func 
:If  x<0 
:     Return  0 
:x"3 

:  EndFunc 


The  argument  x  is  automatically  treated  as  a  local  variable.  However, 
if  the  example  needed  another  variable,  the  function  would  need  to 
declare  it  as  local  by  using  the  Local  command  (pages  288  and  290). 

There  is  an  implied  Return  at  the  end  of  the  function.  If  the  last  line  is 
not  an  expression,  an  error  occurs. 


Example  of  a 
Function 


The  following  frmction  returns  the  xth  root  of  a  value  y  (  ).  Two 
values  must  be  passed  to  the  function:  x  and  y. 


Wofe:  Because  x  and  y  in 
the  function  are  local,  they 
are  not  affected  by  any 
existing  xory  variable. 


Function  as  defined  in 
Function  as  called  from  the  Home  Screen     the  Program  Editor 


r 


4*xroot(3,125) 


3^x:125>y 


20 


xroot(x,y) 
Func 
yMl/x) 
EndFunc 
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Calling  One  Program  from  Another 


One  program  can  call  another  program  as  a  subroutine.  The 
subroutine  can  be  external  (a  separate  program)  or  internal 
(included  in  the  main  program).  Subroutines  are  useful  when  a 
program  needs  to  repeat  the  same  group  of  commands  at 
several  different  places. 


Calling  a  Separate 
Program 


To  call  a  separate  program,  use  the  same  syntax  used  to  run  the 
program  from  the  Home  screen. 


subtestK ) 
Prgm 

For  i  ,1,4,1 
subtest2(i ,i» 1000) 

EndFor  <  

EndPrgm 


subtest2{x,y) 
Prgm 

Disp  x,y 
EndPrgm 


Calling  an  Internal 
Subroutine 


Tip:  Use  the  Program 
Editor's  [HI  Var  toolbar 
menu  to  enter  the  Define 
and  Prgm.. .EndPrgm 

commands. 


To  define  an  internal  subroutine,  use  the  Define  command  with 
Prgm... EndPrgm.  Because  a  subroutine  must  be  defined  before  it  can 
be  called,  it  is  a  good  practice  to  define  subroutines  at  the  begirming 
of  the  main  program. 

An  internal  subroutine  is  called  and  executed  in  the  same  way  as  a 
separate  program. 


Declares  the  subroutine 
as  a  local  variable. 


Defines  the  subroutine. 


Calls  the  subroutine. 


subtestK ) 
Prgm 

local  subtest2 

Define  subtest2{x,y)=Prgm 

Disp  x,y 
EndPrgm 

aBeginning  of  main  program 
For  1,1,4,1 

subtest2{i  1000) 
EndFor 
EndPrgm 


Notes  about  Using 
Subroutines 


At  the  end  of  a  subroutine,  execution  returns  to  the  calling  program. 
To  exit  a  subroutine  at  any  other  time,  use  the  Return  command. 

A  subroutine  cannot  access  local  variables  declared  in  the  calling 
program.  Likewise,  the  calling  program  cannot  access  local  variables 
declared  in  a  subroutine. 

Lbl  commands  are  local  to  the  programs  in  which  they  are  located. 
Therefore,  a  Goto  command  in  the  calling  program  cannot  branch  to 
a  label  in  a  subroutine  or  vice  versa. 
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Using  Variables  in  a  Program 


Programs  use  variables  in  the  same  general  way  that  you  use 
them  from  the  Home  screen.  However,  the  "scope"  of  the 
variables  affects  how  they  are  stored  and  accessed. 


Scope  of  Variables  scope 


Description 


Note:  For  information  about 
folders,  refer  to  Chapter  5. 


Folder 
Variables 


Note:  If  a  program  has  local 
variables,  a  graphed 
function  cannot  access 
them.  For  example: 

Local  a 

5*  a 

Graph  a*  cos(x) 
may  display  an  error  or  an 
unexpected  result  (if  a  is  an 
existing  variable  in  the 
current  folder). 


System  Variables  with  reserved  naines  that  are  created 

(Global)  automatically  to  store  data  about  the  state  of  the 
Variables       TI-89  /  TI-92  Plus.  For  example,  Window  variables 

(xmin,  xmax,  ymin,  ymax,  etc.)  are  globally  available 

from  any  folder. 

•  You  can  always  refer  to  these  variables  by  using 
the  variable  name  only,  regardless  of  the  current 
folder. 

•  A  program  cannot  create  system  variables,  but  it 
can  use  the  values  and  (in  most  cases)  store  new 
values. 

Variables  that  are  stored  in  a  particular  folder. 

•  If  you  store  to  a  variable  name  only,  it  is  stored  in 
the  current  folder.  For  example: 

5^  start 

•  If  you  refer  to  a  variable  name  only,  that  variable 
must  be  in  the  current  folder.  Otherwise,  it  cannot 
be  found  (even  if  the  variable  exists  in  a  different 
folder). 

•  To  store  or  refer  to  a  variable  in  another  folder, 
you  must  specify  a  path  name.  For  example: 

5->  class\start 

I —  Variable  name 
' —  Folder  name 

After  the  program  stops,  any  folder  variables  created 
by  the  program  stUl  exist  and  still  take  up  memory. 

Local  Temporary  variables  that  exist  only  while  a  program  is 

Variables       running.  When  the  program  stops,  local  variables  are 
deleted  automatically. 

•  To  create  a  local  variable  in  a  program,  use  the 
Local  command  to  declare  the  variable. 

•  A  local  variable  is  treated  as  unique  even  if  there  is 
an  existing  folder  variable  with  the  same  name. 

•  Local  variables  are  ideal  for  temporarily  storing 
values  that  you  do  not  want  to  save. 
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Circular  Definition 
Errors 


When  evaluating  a  user-defined  function  or  running  a  program,  you 
can  specify  an  argument  that  includes  the  same  variable  that  was 
used  to  define  the  function  or  create  the  program.  However,  to  avoid 
Circular  definition  errors,  you  must  assign  a  value  for  x  or  i  variables 
that  are  used  in  evaluating  the  function  or  running  the  program. 
For  example: 


Causes  a  Circular  definition  error  message  if  x 
or  i  does  not  tiave  a  value.  The  error  does  not 
occur  if  X  or  i  has  already  been  assigned  a  value. 


EndFor 


Variabie-Reiated 
Commands 


Command 


Description 


Note:  The  Define,  DelVar, 
and  Local  commands  are 
available  from  the  Program 
Editor's  [HI  Var  toolbar 
menu. 


[STO^  key 

Archive 

BIdData 

CopyVar 
Define 

DelFold 

DelVar 
getPold 
getType 

Local 
Lock 

MoveVar 
NewData 

NewFold 
NewPic 
Rename 
Unarchiv 

Unlock 


Stores  a  value  to  a  variable.  As  on  the  Home  screen, 
pressing  |STO>-|  enters  a  ■> symbol. 

Moves  specified  variables  from  RAM  to  user  data 
archive  memory. 

Lets  you  create  a  data  variable  based  on  the  graph 
information  entered  in  the  Y=Editor,  Window 
Editor,  etc. 

Copies  the  contents  of  a  variable. 

Defines  a  program  (subroutine)  or  function  variable 
within  a  program. 

Deletes  a  folder.  All  variables  in  that  folder  must  be 
deleted  first. 

Deletes  a  variable. 

Returns  the  name  of  the  current  folder. 

Returns  a  string  that  indicates  the  data  type  (EXPR, 
LIST,  etc.)  of  a  variable. 

Declares  one  or  more  variables  as  local  variables. 

Locks  a  variable  so  that  it  carmot  be  accidentally 
changed  or  deleted  without  first  being  unlocked. 

Moves  a  variable  from  one  folder  to  another. 

Creates  a  data  variable  whose  columns  consist  of  a 
series  of  specified  lists. 

Creates  a  new  folder. 

Creates  a  picture  variable  based  on  a  matrix. 
Renames  a  variable. 

Moves  specified  variables  from  user  data  archive 
memory  to  RAM. 

Unlocks  a  locked  variable. 
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Using  Local  Variables  in  Functions  or  Programs 


A  local  variable  is  a  temporary  variable  that  exists  only  while  a 
user-defined  function  is  being  evaluated  or  a  user-defined 
program  is  running. 


Example  of  a  Local 
Variable 


Tip:  As  often  as  possible, 
use  local  variables  for  any 
variable  that  is  used  only 
within  a  program  and  does 
not  need  to  be  stored  after 
the  program  stops. 


The  following  program  segment  shows  a  For...EndFor  loop  (which  is 
discussed  later  in  this  chapter).  The  variable  i  is  the  loop  counter.  In 
most  cases,  the  variable  i  is  used  only  while  the  program  is  running. 


Declares  variable  i  as  local.  ■ 


Local  i 
For  i ,0,5,1 

Disp  i 
EndFor 
Disp  i 


What  Causes  an 
Undefined  Variable 
Error  Message? 


If  you  declare  variable  i  as  local,  it  is  deleted  automatically  when  the 
program  stops  so  that  it  does  not  use  up  memory. 

An  Undefined  variable  error  message  displays  when  you  evaluate  a 
user-defmed  function  or  run  a  user-defined  program  that  references 
a  local  variable  that  is  not  initialized  (assigned  a  value). 

This  example  is  a  multi-statement  function,  rather  than  a  program. 
Line  breaks  are  shown  here,  but  you  would  type  the  text  in  the  entry 
line  as  one  continuous  line,  such  as:  Define  fact(n)=Func:Local... 
where  the  ellipsis  indicates  the  entry  line  text  continues  off-screen. 

For  example: 

Define  faot(n)=Func: 

Local  m:   

While  n>1: 
n*m-»m:  n-1->n: 
EndWhile: 
Return  m: 
EndFunc 

In  the  example  above,  the  local  variable  m  exists  independently  of 
any  variable  m  that  exists  outside  of  the  function. 


-  Local  variable  m  is  not  assigned  an 
initial  value. 


You  Must  Initialize 
Local  Variables 


All  local  variables  must  be  assigned  an  initial  value  before  they  are 
referenced. 

Define  fact(n)=Funo: 

Local  m:  1->m:   1  is  stored  as  the  initial  value  for  m. 

While  n>1; 
n*nT»m:  n-1->n: 
EndWhile: 
Return  m: 
EndFunc 

The  TI-89  /  TI-92  Plus  cannot  use  a  local  variable  to  perform  symbolic 
calculations. 
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To  Perform 

Symbolic 

Calculations 


If  you  want  a  function  or  program  to  perform  symbolic  calculations, 
you  must  use  a  global  variable  instead  of  a  local.  However,  you  must 
be  certain  that  the  global  variable  does  not  already  exist  outside  of 
the  program.  The  following  methods  can  help. 

•  Refer  to  a  global  variable  name,  typically  with  two  or  more 
characters,  that  is  not  likely  to  exist  outside  of  the  function  or 
program. 

•  Include  DelVar  within  the  function  or  program  to  delete  the  global 
variable,  if  it  exists,  before  referring  to  it.  (DelVar  does  not  delete 
locked  or  archived  variables.) 
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string  Operations 


Strings  are  used  to  enter  and  display  text  cliaracters.  You  can 
type  a  string  directly,  or  you  can  store  a  string  to  a  variable. 


How  Strings  Are  A  string  is  a  sequence  of  characters  enclosed  in  "quotes".  In 

Used  programming,  strings  allow  the  program  to  display  information  or 

prompt  the  user  to  perform  some  action.  For  example: 

Disp  "The  result  is", answer 

—  or  — 

Input  "Enter  the  angle  in  degrees ", angl 

—  or  — 

"Enter  the  angle  in  degrees"-»strl 
Input  strl,angl 


Some  input  commands  (such  as  InputStr)  automatically  store  user 
input  as  a  string  and  do  not  require  the  user  to  enter  quotation 
marks. 

A  string  cannot  be  evaluated  mathematically,  even  if  it  appears  to  be 
a  numeric  expression.  For  example,  the  string  "61 "  represents  the 
characters  "6"  and  "1 ",  not  the  number  61 . 

Although  you  caimot  use  a  string  such  as  "61 "  or  "2x+4"  in  a 
calculation,  you  can  convert  a  string  into  a  numeric  expression  by 
using  the  expr  command. 
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String  Commands  command 


Description 


Note:  See  Appendix  A  for 
syntax  for  all  TI-89  /  TI-92  Plus 
commands  and  functions. 


Converts  a  string  into  a  variable  name.  Ttiis  is  called 
indirection. 

Appends  (concatenates)  two  strings  into  one  string. 


char 

dim 
expr 


format 
inString 

left 
mid 
ord 

right 

rotate 

shift 

string 


Returns  the  character  that  corresponds  to  a 
specified  character  code.  This  is  the  opposite  of  the 
ord  command. 

Returns  the  number  of  characters  in  a  string. 

Converts  a  string  into  an  expression  and  executes 
that  expression.  This  is  the  opposite  of  the  string 
command. 

Important:  Some  user  input  commands  store  the 
entered  value  as  a  string.  Before  you  can  perform  a 
mathematical  operation  on  that  value,  you  must 
convert  it  to  a  numeric  expression. 

Returns  an  expression  as  a  character  string  based 
on  the  format  template  (fixed,  scientific, 
engineering,  etc.) 

Searches  a  string  to  see  if  it  contains  a  specified 
substring.  If  so,  inString  returns  the  character 
position  where  the  first  occurrence  of  the  substring 
begins. 

Returns  a  specified  number  of  characters  from  the 
left  side  (begirming)  of  a  string. 

Returns  a  specified  number  of  characters  from  any 
position  within  a  string. 

Retijrns  the  character  code  of  the  first  character 
within  a  string.  This  is  the  opposite  of  the  char 
command. 

Returns  a  specified  number  of  characters  from  the 
right  side  (end)  of  a  string. 

Rotates  the  characters  in  a  string.  The  default  is  - 1 
(rotate  right  one  character). 

Shifts  the  characters  in  a  string  and  replaces  them 
with  spaces.  The  default  is  "1  (shift  right  one 
character  and  replace  with  one  space).  Examples: 
shift("abcde",2)=>"cde  "  and  shift("abcde")^"  abed" 

Converts  a  numeric  expression  into  a  string.  This  is 
the  opposite  of  the  expr  command. 
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Conditional  Tests 


Conditional  tests  let  programs  make  decisions.  For  example, 
depending  on  whether  a  test  is  true  or  false,  a  program  can 
decide  which  of  two  actions  to  perform.  Conditional  tests  are 
used  with  control  structures  such  as  lf...Endlf  and  loops  such 
as  While.. .EndWhile  (described  later  in  this  chapter). 


Entering  a  Test  ■    Type  the  operator  directly  from  the  keyboard. 

Operator  —  or  — 

•  Press  [2nd]  [MATH]  and  select 
8;Test.  Then  select  the 
operator  from  the  menu. 
—  or  — 

•  Display  the  built-in  functions. 
Press: 

TI-89: 1  CATALOG  I 
TI-92  Plus:  [2nd]  [CATALOG] 
The  test  operators  are  listed 
near  the  bottom  of  the 
[F2l  Built-in  menu. 


Relational  Tests 


Relational  operators  let  you  define  a  conditional  test  that  compares 
two  values.  The  values  can  be  numbers,  expressions,  lists,  or 
matrices  (but  they  must  match  in  type  and  dimension). 


Tip:  From  the  keyboard, 
you  can  type: 
>=  for  > 
<=  for  < 
/=   for  * 

(To  get  the  /  character, 
press  {£.) 


Operator 

True  if: 

Example 

> 

Greater  than 

a>8 

< 

Less  than 

a<0 

> 

Greater  than  or  equal  to 

a+b>100 

Less  than  or  equal  to 

a+6<b+1 

Equal 

Iist1=list2 

Not  equal  to 

mat1?imat2 

Boolean  Tests  Boolean  operators  let  you  combine  the  results  of  two  separate  tests. 


Operator 

True  if: 

Example 

and 

Both  tests  are  true 

a>0  and  a<10 

or 

At  least  one  test  is  true 

a<0  or  b+c>10 

xor 

One  test  is  true  and  the 

a+6<b+1  xor  c<d 

other  is  false 

The  Not  Function  The  not  function  changes  the  result  of  a  test  from  true  to  false  and 

vice  versa.  For  example: 

not  x>2  is    true  if  x<2 
false  if  x>2 

Note:  If  you  use  not  from  the  Home  screen,  it  is  shown  as  -  in  the 
history  area.  For  example,  not  x>2  is  shown  as  ~(x>2). 
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Using  If,  Lbl,  and  Goto  to  Control  Program  Flow 


An  lf...Endlf  structure  uses  a  conditional  test  to  decide 
whether  or  not  to  execute  one  or  more  commands.  Lbl  (label) 
and  Goto  commands  can  also  be  used  to  branch  (or  jump) 
from  one  place  to  another  in  a  program. 


M\  Control  Toolbar 
Menu 


If  Command 


To  enter  lf...Endlf  structures,  use 
the  Program  Editor's  [F2]  Control 
toolbar  menu. 


3:  when ^ 
4:  For..,EndFor- 
5:Uihile...EndWhlle 
6:  Loop,..EndLoop 
7:  Custom.. .EndCustm 
S4-Transfer£  L 


The  If  command  is  available 
directly  from  the  \f2\  menu. 

To  see  a  submenu  that  lists  other 
If  structures,  select  2:lf...Then. 

When  you  select  a  structure  such  as 

lf...Then...Endlf,  a  template  is 

inserted  at  the  cursor  location. 

I — The  cursor  is  positioned  so 
tinat  you  can  enter  a 
conditional  test. 

To  execute  only  one  command  if  a  conditional  test  is  true,  use  the 
general  form: 


Tip:  Use  indentation  to 
maSie  your  programs  easier 
to  read  and  understand. 


Executed  only  if  x>5;  - 
otherwise,  skipped. 

Always  displays  the  value  of  x. 


If  x>5 

Disp 
Disp  X 


'x  is  greater  than  5" 


In  this  example,  you  must  store  a  value  to  x  before  executing  the 
If  command. 


lf...Then...Endlf 
Structures 


Note:  Endlf  marts  ttie  end 
of  the  Then  block  that  is 
executed  if  the  condition  is 
true. 


To  execute  multiple  commands  if  a  conditional  test  is  true,  use  the 
structijre: 


Executed  only  if  x>5.  - 


Displays  value  of:  - 

•  2x  if  x>5. 

•  X  if  x<5. 


If  x>5  Then 

Disp  "x  is  greater  than  5" 

2*  x->  X 
Endlf 
Disp  X 
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If.. .Then. ..Else.. . 
Endlf  Structures 


To  execute  one  group  of  commands  if  a  conditional  test  is  true  and  a 
different  group  if  the  condition  is  false,  use  tlus  structure: 


If  x>5  Then 


Executed  only  if  x>5. 


Disp  "x  is  greater  than  5 


2*  x->x 
Else 


Executed  only  if  x<5. 


Disp  "x  is  less  than  or 


equal  to  5" 


Displays  value  of: 


5*  x->  x 
Endlf 

Disp  X 


lf...Then...Elself... 
Endlf  Structures 


Lbl  and  Goto 
Commands 


•  2x  if  x>5.   

•  5x  if  x<5. 

A  more  complex  form  of  the  If  command  lets  you  test  a  series  of 
conditions.  Suppose  your  program  prompts  the  user  for  a  number 
that  corresponds  to  one  of  four  options.  To  test  for  each  option 
(If  Choice=1,  If  Choice  =  2,  etc.),  use  the  lf...Then...Elself...Endlf 
structure. 

Refer  to  Appendix  A  for  more  information  and  an  example. 

You  can  also  control  the  flow  of  your  program  by  using  Lbl  (label) 
and  Goto  commands. 

Use  the  Lbl  command  to  label  (assign  a  name  to)  a  particular 
location  in  the  program. 

Lbl  labelName 


You  can  then  use  the  Goto  command  at  any  point  in  the  program  to 
branch  to  the  location  that  corresponds  to  the  specified  label. 

Goto  labelName 


Because  a  Goto  command  is  unconditional  (it  always  branches  to  the 
specified  label),  it  is  often  used  with  an  If  command  so  that  you  can 
specify  a  conditional  test.  For  example: 


name  to  assign  to  this  location  (use  the  same 
naming  convention  as  a  variable  name) 


specifies  which  Lbl  command  to  branch  to 


If  x>5,  branches  directly  to 
label  GTS. 


If  x>5 

Goto  GT5 
Disp  X 


For  this  example,  the  program 
must  include  commands  (such 
as  Stop)  that  prevent  Lbl  GTS 
from  being  executed  if  x<S. 


Lbl  GT5 

Disp  "The  number  was  >  5" 
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Using  Loops  to  Repeat  a  Group  of  Commands 


To  repeat  the  same  group  of  commands  successively,  use  a 
loop.  Several  types  of  loops  are  available.  Each  type  gives  you 
a  different  way  to  exit  the  loop,  based  on  a  conditional  test. 


[F2]  Control  Toolbar 
Menu 


Note:  A  loop  command 
marks  the  start  of  the  loop. 
The  corresponding  End 
command  marks  the  end  of 
the  hop. 


To  enter  most  of  the  loop-related 
commands,  use  the  Program 
Editor's  [£2]  Control  toolbar  menu. 


When  you  select  a  loop,  the  loop 
command  and  its  corresponding 
End  command  are  inserted  at  the 
cursor  location. 


l:  If 

2:  ir...Then 
3:  when ^ 


6 :  LQOp...EndLoop 
7:  Custon...EndCustN 
SiTransfers  ^ 


-  :  For 

: EndFor 

-  If  the  loop  requires 
arguments,  the  cursor  is 
positioned  after  the  command. 


You  can  then  begin  entering  the  commands  that  will  be  executed  in 
the  loop. 


For.. .EndFor  Loops 


Note:  The  ending  value  can 
be  less  than  the  beginning 
value,  but  the  increment 
must  be  negative. 


A  For.. .EndFor  loop  uses  a  counter  to  control  the  number  of  times 
the  loop  is  repeated.  The  syntax  of  the  For  command  is: 

For(variable,  begin,  end  [,  increment]) 

I —  added  to  the  counter  each  subsequent  time 
For  is  executed  (If  this  optional  value  is 
omitted,  the  increment  is  1 .) 
■  exits  the  loop  when  variable  exceeds  this  value 
I —  counter  value  used  the  first  time  For  is  executed 
■  variable  used  as  a  counter 


When  For  is  executed,  the  variable  value  is  compared  to  the  end 
value.  If  variable  does  not  exceed  end,  the  loop  is  executed; 
otherwise,  program  control  jumps  to  the  command  following  EndFor. 


Note:  The  For  command 
automatically  increments  the 
counter  vahable  so  that  the 
program  can  exit  the  loop 
after  a  certain  number  of 
repetitions. 


I  >  5 


At  the  end  of  the  loop  (EndFor),  program  control  jumps  back  to  the 
For  command,  where  variable  is  incremented  and  compared  to  end. 
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For  example: 


Tip:  You  can  declare  the 
counter  variable  as  local 
(pages  288  and  290)  if  it 
does  not  need  to  be  saved 
after  the  program  stops. 


Displays  0,  1,  2,  3,  4,  and  5. 

Displays  6.  When  variable  — 
increments  to  6,  the  loop 
is  not  executed. 


:For  1,0,5,1 
:     Disp  i 
: EndFor 
:  Di  sp  1 


While...EndWhile 
Loops 


Note:  The  While  command 
does  not  automatically 
change  the  condition.  You 
must  include  commands 
that  allow  the  program  to 
exit  the  loop. 


A  While... EndWhile  loop  repeats  a  block  of  commands  as  long  as  a 
specified  condition  is  true.  The  syntax  of  the  While  command  is: 

While  condition 

When  While  is  executed,  the  condition  is  evaluated.  If  condition  is 
true,  the  loop  is  executed;  otherwise,  program  control  jumps  to  the 
command  following  EndWhile. 


X  >  5 


While  x<5 


EndWhile 


At  the  end  of  the  loop  (EndWhile),  program  control  jumps  back  to 
the  While  conmiand,  where  condition  is  re-evaluated. 

To  execute  the  loop  the  first  time,  the  condition  must  initially  be 
true. 

•  Any  variables  referenced  in  the  condition  must  be  set  before  the 
While  command.  (You  can  build  the  values  into  the  program  or 
prompt  the  user  to  enter  the  values.) 

•  The  loop  must  contain  commands  that  change  the  values  in  the 
condition,  eventually  causing  it  to  be  false.  Otherwise,  the 
condition  is  always  true  and  the  program  cannot  exit  the  loop 
(called  an  infinite  loop). 

For  example: 


Initially  sets  x.   

Displays  0,  1,  2,  3,  and  4. 
Increments  x.   


Displays  5.  When  x 
increments  to  5,  the  loop  is 
not  executed. 


0»x 

While  x<5 
Disp  x 
x+l->x 

EndWhile 

Disp  x 
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Loop...EndLoop 
Loops 


A  Loop...EndLoop  creates  an  infinite  loop,  which  is  repeated 
endlessly.  The  Loop  command  does  not  have  any  arguments. 


:  Loop 


EndLoop 


Typically,  the  loop  contains  commands  that  let  the  program  exit 
from  the  loop.  Commonly  used  commands  are:  If,  Exit,  Goto,  and 
Lbl  (label).  For  example: 


Note:  The  Exit  command 
exits  from  the  current  loop. 


An  It  command  checks 
the  condition. 


Exits  the  loop  and  jumps  to 
here  when  x  increments  to  6. 


:0-»x 

:  Loop 
Di  sp  X 
x+l->x 
If  x>5 
Exit 

:  EndLoop 

:  Di  sp  X 


hi  this  example,  the  If  command  can  be  anywhere  in  the  loop. 


When  the  If  command  is:         The  loop  is: 


At  the  beginning  of  the  loop     Executed  only  if  the  condition  is  true. 

At  the  end  of  the  loop  Executed  at  least  once  and  repeated 

only  if  the  condition  is  true. 


The  If  command  could  also  use  a  Goto  command  to  transfer  program 
control  to  a  specified  Lbl  (label)  command. 


Repeating  a  Loop  The  Cycle  command  immediately  transfers  program  control  to  the 

Immediately  next  iteration  of  a  loop  (before  the  current  iteration  is  complete). 

This  command  works  with  For...EndFor,  While.. .EndWhile,  and 

Loop... EndLoop. 


Lbl  and  Goto 
Loops 


Although  the  Lbl  (label)  and  Goto  commands  are  not  strictly  loop 
commands,  they  can  be  used  to  create  an  infinite  loop.  For  example: 


Lbl  START 


Goto  START 


As  with  Loop... EndLoop,  the  loop  should  contain  commands  that  let 
the  program  exit  from  the  loop. 
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Configuring  the  TI-89  /  TI-92  Plus 


Programs  can  contain  commands  that  change  the 
configuration  of  the  TI-89  /  Th92  Plus.  Because  mode  changes 
are  particularly  useful,  the  Program  Editor's  Mode  toolbar 
menu  makes  it  easy  to  enter  the  correct  syntax  for  the 
setMode  command. 


Configuration 
Commands 

Note:  The  parameter/mode 
strings  used  in  the 
setMode( ),  getMode( ), 
setGraph( ),  and 
setTable( )  functions  do  not 
translate  into  other 
languages  when  used  in  a 
program.  See  Appendix  D. 


Command 


Description 


getConfg  Returns  a  list  of  calculator  characteristics. 

getFold  Returns  the  name  of  the  current  folder. 

getMode  Returns  the  current  setting  for  a  specified  mode. 

getUnits  Returns  a  list  of  default  units. 

setFold  Sets  the  current  folder. 

setGraph  Sets  a  specified  graph  format  (Coordinates,  Graph 
Order,  etc.). 

setMode  Sets  any  mode  except  Current  Folder. 

sellable  Sets  a  specified  table  setup  parameter 

(tbIStart,  Atbl,  etc.) 

setUnlts  Sets  default  units  for  displayed  results. 

switch  Sets  the  active  window  in  a  split  screen,  or  returns 

the  number  of  the  active  window. 


Entering  tlie 
SetlUlode  Command 


Note:  The  Mode  menu  does 
not  let  you  set  the  Current 
Folder  mode.  To  set  this 
mode,  use  the  setFold 
command. 


In  the  Program  Editor: 

1.  Position  the  cursor  where  you  want  to  insert  the  setlVlode 
command. 

2.  Press: 
TI-89:  [2nd]  [pel 
TI-92  Plus:  M 

to  display  a  list  of  modes. 


3: POLAR 
4:  SEQUENCE 
5: 3D 

6:DIFF  EQUATIONS  t 
— I  i-iKrei-^y  frim 
I  Sj-Spl it  Screen 


-onnat 
it 


3.  Select  a  mode  to  display  a  menu  of  its  valid  settings. 

4.  Select  a  setting. 


The  correct  syntax  is  inserted  into 
your  program. 


isetModeC'Graph", "FUNCTION") 
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Getting  Input  from  the  User  and  Displaying  Output 


Although  values  can  be  built  into  a  program  (or  stored  to 
variables  in  advance),  a  program  can  prompt  the  user  to  enter 
information  while  the  program  is  running.  Likewise,  a  program 
can  display  information  such  as  the  result  of  a  calculation. 


[F3]  I/O  Toolbar  Menu 


To  enter  most  of  the  commonly 
used  input/output  commands,  use 
the  Program  Editor's  [£3]  I/O  toolbar 
menu. 

To  see  a  submenu  that  lists 
additional  cortmiands,  select 
1  :Dialog. 


3: Input 
4:  InputSt-r 
5: Prompt 
Output 

8:Link  > 


4: Dropboun 

5:  Dialog.. .EndDlog 

6 :  Too  1  Bar...EndTEan 

7:Title 

S:  Iten  


Input  Commands 


Command 


Description 


Tip:  String  input  cannot  be 
used  in  a  calculation.  To 
convert  a  string  to  a  numeric 
expression,  use  the  expr 
command. 


getKey  Returns  the  key  code  of  the  next  key  pressed.  See 

Appendix  B  for  a  listing  of  key  codes. 

Input  Prompts  the  user  to  enter  an  expression.  The 

expression  is  treated  according  to  how  it  is  entered. 
For  example: 

•  A  numeric  expression  is  treated  as  an 
expression. 

•  An  expression  enclosed  in  "quotes"  is  treated  as 
a  string. 

Input  can  also  display  the  Graph  screen  and  let  the 
user  update  the  variables  xc  and  yo  (rc  and  9o  in 
polar  mode)  by  positioning  the  graph  cursor. 

InputStr  Prompts  the  user  to  enter  an  expression.  The 

expression  is  always  treated  as  a  string;  the  user 
does  not  need  to  enclose  the  expression  in  "quotes". 

PopUp  Displays  a  pop-up  menu  box  and  lets  the  user  select 

an  item. 

Prompt  Prompts  the  user  to  enter  a  series  of  expressions.  As 

with  Input,  each  expression  is  treated  according  to 
how  it  is  entered. 

Request  Displays  a  dialog  box  that  prompts  the  user  to  enter 

an  expression.  Request  always  treats  the  entered 
expression  as  a  string. 
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Output  Commands  command 


Description 


Note:  In  a  program,  simply 
performing  a  calculation 
does  not  display  the  result. 
You  must  use  an  output 
command. 


Tip:  After  Disp  and  Output, 

the  program  immediately 
continues.  You  may  want  to 
add  a  Pause  command. 


CIrlO  Clears  the  Program  I/O  screen. 

Disp  Displays  an  expression  or  string  on  the  Program  I/O 

screen.  Disp  can  also  display  the  current  contents  of 
the  Program  I/O  screen  without  displaying 
additional  information. 

DispG  Displays  the  current  contents  of  the  Graph  screen. 

DispHome  Displays  the  current  contents  of  the  Home  screen. 

DispTbl  Displays  the  current  contents  of  the  Table  screen. 

Output  Displays  an  expression  or  string  starting  at  specified 

coordinates  on  the  Program  I/O  screen. 

Format  Formats  the  way  in  which  numeric  information  is 

displayed. 

Pause  Suspends  program  execution  until  the  user  presses 

lENTERI.  Optionally,  you  can  display  an  expression 
during  the  pause.  A  pause  lets  users  read  your 
output  and  decide  when  they  are  ready  to  continue. 

Text  Displays  a  dialog  box  that  contains  a  specified 

character  string. 


Graphical  User 

Interface 

Commands 


Command 


Description 


Tip:  When  you  run  a 
program  that  sets  up  a 
custom  toolbar,  that  toolbar 
is  still  available  even  after 
the  program  has  stopped. 


Note:  Request  and  Text 

are  stand-alone  commands 
that  can  also  be  used 
outside  of  a  dialog  box  or 
toolbar  program  block. 


Dialog...  Defines  a  program  block  (consisting  of  Title, 

EndDiog  Request,  etc.,  commands)  that  displays  a  dialog  box. 

Toolbar...  Defines  a  program  block  (consisting  of  Title,  Item, 

EndTbar  etc.,  commands)  that  replaces  the  toolbar  menus. 

The  redefined  toolbar  is  in  effect  only  while  the 
program  is  running  and  only  until  the  user  selects  an 
item.  Then  the  original  toolbar  is  redisplayed. 

CustmOn...         Activates  or  removes  a  custom  toolbar. 
CustmOff 

Custom...  Defines  a  program  block  that  displays  a  custom 

EndCustm  toolbar  when  the  user  presses  |2nd|  [CUSTOM].  That 

toolbar  remains  in  effect  until  the  user  presses 
|2nd|  [custom]  again  or  changes  applications. 

DropDown  Displays  a  drop-down  menu  within  a  dialog  box. 

Item  Displays  a  menu  item  for  a  redefined  toolbar. 

Request  Creates  an  input  box  within  a  dialog  box. 

Text  Displays  a  character  string  within  a  dialog  box. 

Title  Displays  the  title  of  a  dialog  box  or  a  menu  title 

within  a  toolbar. 
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Creating  a  Custom  Menu 


The  Tl-89  /  Tl-92  Plus  custom  menu  feature  lets  you  create  your 
own  toolbar  menu.  A  custom  menu  can  contain  any  available 
function,  instruction,  or  set  of  cfiaracters.  The  Tl-89  /  Tl-92  Plus 
has  a  default  custom  menu  that  you  can  modify  or  redefine. 


Turning  the  Custom 
Menu  On  and  Off 


When  you  create  a  custom  menu,  you  can  let  the  user  turn  it  on  and 
off  manually,  or  you  can  let  a  program  turn  it  on  and  off 
automatically. 


To: 


Do  this: 


Wofe:  When  the  custom 
menu  is  turned  on,  it 
replaces  the  normal  toolbar 
menu.  Unless  a  different 
custom  menu  has  been 
created,  the  default  custom 
menu  is  displayed. 


Turn  on  the 
custom  menu 


Turn  off  the 
custom  menu 


From  the  Home  screen  or  any  other  application: 

•  Press  [2nd]  [CUSTOM]. 

From  the  Home  screen  or  a  program: 

•  Execute  the  CustmOn  command. 
From  any  application: 

•  Press  [2nd]  [CUSTOM]  again. 
—  or  — 

•  Go  to  a  different  application. 

Using  the  default  custom  menu  on  the  Home 
screen: 


1.  Select  the  Tools  menu: 
Tl-89:  [2nd]  [F7] 
Tl-92  Plus:  [FT] 
Then  select  3:CustmOff. 

This  pastes  CustmOff  in 
the  entry  line. 


2 :  Me 'protj 

3;  CustnOf f 


CustmOff 


2.  Press  [ENTER]. 


You  can  also  use  CustmOff  in  a  program. 


Defining  a  Custom 
lUlenu 

Wofe:  When  the  user 
selects  a  menu  item,  the 
text  defined  by  that  Item 
command  is  pasted  to  the 
current  cursor  location. 


To  create  a  custom  menu,  use  the  following  general  structure. 
Custom 

Title  title  of  F1  menu 

Item  item  1   

Item  item  2 


Title  title  of  F2  menu 
Title  title  of  F3  menu 
EndCustm 


_  m: 

3:PrgNl 
4:  Fund 
5:Datal 
6:Text.l 
7:PiGl 
8j-BDBl 
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Wofe:  The  following  may  be 
slightly  different  than  the 
default  custom  menu  on 
your  calculator 


Note:  See  how  "_\o\C"  and 
"_\o\F"  display  as  °C  and  °F 
in  the  menu.  Similarly,  see 
the  international  accented 
characters. 


For  example: 
Custom 


Title  "Vars" 

LI":  Item  "Ml":  Item  "Prgmr':Item  "Fund" :  Item 
Textl" : Item  "Picl":Item  "GDBl":Item  "Strl" 


Item 
Item 
Title  "f(x)" 

Item  "f (x) " : Item  "g(x)":Item  "f(x,y) 
Item  "f(x+h)":Iteiii  "Define  f{x)  =" 

Title  "Solve" 
Item  "Sol  ve(": Item  "  and 
Item  "SolveC  and  ,{x,y})" 
Title  "Units" 

Item  "_m/_s''2":Item  "_ft/_s''2" 
Item  "_gal":Item  "_\o\C":Item 

Title  "Symbols" 
Item  "#":Item  "\beta\" 
Ti tl e  " Internat ' 1 " 


Datal" 


:Item  "g(x,y)" 


:Item  "(x.yl" 


Item  " 
_\o\F" 


Item 


:  Item 


_m":Item  "_ft":Item  "_1  " 
Item  "_kph":Item  "_mph" 

'~":Item 


Item  "\e"\":Item  "\e'\ 
Item  "\u"\":Item  "\u''\ 

Title  "Tools" 
Item  "CI rHome 

EndCustm 

CustmOn 


:  Item 
:  Item 


\e"\" 
\o"\" 


Item  "\a"\" 
Item  "\c,\" 


Item  "\u . .  \" 


Item  "NewProb" : Item  "CustmOff" 


Wofe:  This  inserts  all  the 
commands  on  a  single  line. 
You  do  not  need  to  split 
them  into  separate  lines. 


To  modify  the  default  custom  menu,  use  3:Restore  custom  default 
(as  described  below)  to  get  the  commands  for  the  default  menu. 
Copy  those  commands,  use  the  Program  Editor  to  create  a  new 
program,  and  paste  them  into  the  blank  program.  Then  modify  the 
commands  as  necessary. 

You  can  create  and  use  only  one  custom  menu  at  a  time.  If  you  need 
more,  write  a  separate  program  for  each  custom  menu.  Then  run  the 
program  for  the  menu  you  need. 


Restoring  the 
Default  Custom 
Menu 


To  restore  the  default: 

1.  From  the  Home  screen's  normal  menu  (not  the  custom  menu). 


select  Clean  Up: 
TI-89:  [2nd]  [F6] 
TI-92  Plus:  M 

2.  Select  3;Restore  custom  default. 

This  pastes  the  commands  used 
to  create  the  default  menu  into 
the  entry  Une. 


To^1s  f^lStbro  Cole  Dthtt'  Pt'drilD 


1:  Clear  a-z... 
2: HeuProb  


3.  Press  I  ENTER  I  to  execute  the  commands  and  restore  the  default. 

When  you  restore  the  default,  any  previous  custom  menu  is  erased.  If 
the  previous  menu  was  created  with  a  program,  you  can  run  the 
program  again  if  you  want  to  reuse  the  menu  later. 
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Creating  a  Table  or  Graph 


To  create  a  table  or  a  graph  based  on  one  or  more  functions  or 
equations,  use  the  commands  listed  in  this  section. 


Table  Commands 


Command 


Description 


DispTbl  Displays  the  current  contents  of  the  Table  screen. 

setTable  Sets  the  Graph  <->  Table  or  Independent  table 

parameters.  (To  set  the  other  two  table  parameters, 
you  can  store  the  applicable  values  to  the  tbIStart 
and  Atbl  system  variables.) 

Table  Builds  and  displays  a  table  based  on  one  or  more 

expressions  or  functions. 


Graphing 
Commands 


Command 


Description 


Note:  For  more  information 
about  using  setMode,  refer 
to  page  300.  Style 

Trace 


CIrGraph  Erases  any  functions  or  expressions  that  were 

graphed  with  the  Graph  command. 

Define  Creates  a  user-defined  function. 

DispG  Displays  the  current  contents  of  the  Graph  screen. 

FnOff  Deselects  all  (or  only  specified)  Y=  functions. 

FnOn  Selects  all  (or  only  specified)  Y=  functions. 

Graph  Graphs  one  or  more  specified  expressions,  using  the 

current  graphing  mode. 

Input  Displays  the  Graph  screen  and  lets  the  user  update 

the  variables  xc  and  yo  (ro  and  00  in  polar  mode)  by 
positioning  the  graph  cursor. 

NewPlot  Creates  a  new  stat  plot  definition. 

PlotsOff  Deselects  all  (or  only  specified)  stat  data  plots. 

PlotsOn  Selects  aU  (or  only  specified)  stat  data  plots. 

setGraph  Changes  settings  for  the  various  graph  formats 

(Coordinates,  Graph  Order,  etc.). 

setMode  Sets  the  Graph  mode,  as  well  as  other  modes. 

Sets  the  display  style  for  a  function. 

Lets  a  program  trace  a  graph. 

Zoom  Box  Perform  all  of  the  Zoom  operations  that  are  available 

-  to  -  from  the  [F2]  toolbar  menu  on  the  Y=  Editor,  Window 

ZoomTrig  Editor,  and  Graph  screen. 
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Graph  Picture  and 

Database 

Commands 


Wofe:  For  information  about 
graph  pictures  and 
databases,  also  refer  to 


Command 


Description 


Cfiapter  tZ. 


And  Pic  Displays  the  Graph  screen  and  superimposes  a 

stored  graph  picture  by  using  AND  logic. 

CyclePic  Animates  a  series  of  stored  graph  pictures. 

NewPic  Creates  a  graph  picture  variable  based  on  a  matrix. 

RolGDB  Restores  all  settings  stored  in  a  graph  database. 

RolPic  Displays  the  Graph  screen  and  superimposes  a 

stored  graph  picture  by  using  OR  logic. 

RplcPic  Clears  the  Graph  screen  and  displays  a  stored  graph 

picture. 

StoGDB  Stores  the  current  graph  settings  to  a  graph 

database  variable. 

StoPic  Copies  the  Graph  screen  (or  a  specified  rectangular 

portion)  to  a  graph  picture  variable. 

XorPic  Displays  the  Graph  screen  and  superimposes  a 

stored  graph  picture  by  using  XOR  logic. 
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Drawing  on  the  Graph  Screen 


To  create  a  drawing  object  on  the  Graph  screen,  use  the 
commands  listed  in  this  section. 


Pixel  vs.  Point 
Coordinates 


Tip:  For  information  about 
pixel  coordinates  in  spiit 
screens,  refer  to 
Chapter  14. 


Note:  Pixel  commands  start 
with  Pxl,  such  as  PxIChg. 


When  drawing  an  object,  you  can  use  either  of  two  coordinate 
systems  to  specify  a  location  on  the  screen. 

•  Pixel  coordinates  —  Refer  to  the  pixels  that  physically  make  up 
the  screen.  These  are  independent  of  the  viewing  window 
because  the  screen  is  always: 

TI-89:  159  (0  to  158)  pixels  wide  and  77  (0  to  76)  pixels  tall. 

TI-92  Plus:  239  (0  to  238)  pixels  wide  and  103  (0  to  102)  pixels  tall. 

•  Point  coordinates  —  Refer  to  the  coordinates  in  effect  for  the 
current  viewing  window  (as  defined  in  the  Window  Editor). 


/ 

0,0 

TI-89:  158,0 

TI-92  Plus:  238,0 

TI-89:  0,76 

TI-89: 158,76 

■n-92Plus:0,102 

TI-92  Plus:  238,102 

/ 

\ 

^-10,10 

/ 

10,10 

-10,-10 

/ 

10,-10 

\ 

Pixel  coordinates  Point  coordinates 

(independent  of  viewing  window)       (for  standard  viewing  window) 

Many  drawing  commands  have  two  forms;  one  for  pixel  coordinates 
and  one  for  point  coordinates. 


Erasing  Drawn 
Objects 


Command 


Description 


CIrDraw 


Erases  all  drawn  objects  from  the  Graph  screen. 


Drawing  a  Point  or 
Pixel 


Command 

Description 

PtChg  or 

Toggles  (inverts)  a  pixel  at  the  specified  coordinates. 

PxIChg 

PtChg,  which  uses  point  coordinates,  affects  the 

pixel  closest  to  the  specified  point.  If  the  pixel  is  off, 

it  is  turned  on.  If  the  pixel  is  on,  it  is  turned  off 

PtOff  or 

Turns  off  (erases)  a  pixel  at  the  specified 

PxlOff 

coordinates.  PtOff,  which  uses  point  coordinates, 

affects  the  pixel  closest  to  the  specified  point. 

PtOn  or 

Turns  on  (displays)  a  pixel  at  the  specified 

PxlOn 

coordinates.  PtOn,  which  uses  point  coordinates, 

affects  the  pixel  closest  to  the  specified  point. 

PtTest  or 

Returns  true  or  false  to  indicate  if  the  specified 

PxlTest 

coordinate  is  on  or  off,  respectively. 

PtText  or 

Displays  a  character  string  at  the  specified 

PxlText 

coordinates. 
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Drawing  Lines  and       command  Description 


Circles 


Circle  or 

Draws,  erases,  or  inverts  a  circle  witti  a  specified 

PxICrol 

center  and  radius. 

DrawSIp 

Draws  a  line  with  a  specified  slope  through  a 

specified  point. 

Line  or 

Draws,  erases,  or  inverts  a  line  between  two  sets  of 

PxlLine 

coordinates. 

LineHorz  or 

Draws,  erases,  or  inverts  a  horizontal  line  at  a 

PxlHorz 

specified  row  coordinate. 

LineTan 

Draws  a  tangent  line  for  a  specified  expression  at  a 

specified  point.  (This  draws  the  tangent  line  only, 

not  the  expression.) 

LineVert  or 

Draws,  erases,  or  inverts  a  vertical  line  at  a 

PxlVert 

specified  column  coordinate. 

Drawing  command  Description 


DrawFunc 

Draws  a  specified  expression. 

Drawlnv 

Draws  the  inverse  of  a  specified  expression. 

DrawParm 

Draws  a  parametric  equation  using  specified 

expressions  as  its  x  and  y  components. 

DrawPol 

Draws  a  specified  polar  expression. 

DrwCtour 

Draws  contours  in  3D  graphing  mode. 

Shade 

Draws  two  expressions  and  shades  the  areas  where 

expression!  <  eospressionS. 
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Accessing  Another  TI-89/TI-92  Plus,  a  CBL  2/CBL,  or  a  CBR 


If  you  link  two  Tl-89  /  Tl-92  Plus  calculators  (described  in 
Chapter  22),  programs  on  both  units  can  transmit  variables 
between  them.  If  you  link  a  Th89  /  Tl-92  Plus  to  a  Calculator- 
Based  Laboratory™  (CBL  2™/CBL™)  or  a  Calculator-Based 
Ranger™  (CBR™),  a  program  on  the  Tl-89  /  Tl-92  Plus  can 
access  the  CBL  2/CBL  or  CBR. 


M\  I/O  Toolbar  Menu 


Use  the  Program  Editor's  [F3]  I/O 
toolbar  menu  to  enter  the  commands 
in  this  section. 

1.  Press  [F3]  and  select  8:Link. 

2.  Select  a  command. 


m 

l:Dialog  ^ 
2:Disp 
3: Input 
4: InputStr 

M^KHpt 

3islndCalG  ^^^g 

Accessing  Another 
Tl-89  /  Tl-92  Plus 


When  two  Tl-89  /  Tl-92  Plus  calculators  are  linked,  one  acts  as  a 
receiving  unit  and  the  other  as  a  sending  unit. 


Command 


Description 


Note:  For  a  sample  program 
that  synctironizes  ttie 
receiving  and  sending  units 
so  f/iaf  GetCalc  and 
SendCalc  are  executed  in 
the  proper  sequence,  refer 
to  "Transmitting  Variables 
under  Program  Control"  in 
Chapter  22. 


GetCalc 


SendCalc 


SendChat 


Executed  on  the  receiving  unit.  Sets  up  the  unit  to 
receive  a  variable  via  the  I/O  port. 

•  After  the  receiving  unit  executes  GetCalc,  the 
sending  unit  must  execute  SendCalc. 

•  After  the  sending  unit  executes  SendCalc,  the 
sent  variable  is  stored  on  the  receiving  unit  (in 
the  variable  name  specified  by  GetCalc). 

Executed  on  the  sending  unit.  Sends  a  variable  to 
the  receiving  unit  via  the  I/O  port. 

•  Before  the  sending  unit  executes  SendCalc,  the 
receiving  unit  must  execute  GetCalc. 

Executed  on  the  sending  unit  as  a  general 
alternative  to  SendCalc.  Useful  if  the  receiving  unit 
is  a  Tl-92  (or  for  a  generic  "chat"  program  that 
allows  either  a  Tl-92  or  Tl-92  Plus  to  be  used). 


Accessing  a  For  additional  information,  refer  to  the  manual  that  comes  with  the 

CBL  2/CBL  or  CBR        CBL  2/CBL  or  CBR  unit. 


Command  Description 

Get  Gets  a  variable  from  an  attached  CBL  2/CBL  or  CBR 

and  stores  it  in  the  Tl-89  /  Tl-92  Plus. 

Send  Sends  a  hst  variable  from  the  Tl-89  /  Tl-92  Plus  to  the 

CBL  2/CBL  or  CBR. 
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Debugging  Programs  and  Handling  Errors 


After  you  write  a  program,  you  can  use  several  techniques  to 
find  and  correct  errors.  You  can  also  build  an  error-handling 
command  into  the  program  itself. 


Run-Time  Errors  The  first  step  in  debugging  your  program  is  to  run  it.  The 

TI-89  /  TI-92  Plus  automatically  checks  each  executed  command  for 
syntax  errors.  If  there  is  an  error,  a  message  indicates  the  nature  of 
the  error. 


•  To  display  the  program  in  the 
Program  Editor,  press  lENTERI. 
The  cursor  appears  in  the 
approximate  area  of  the  error. 

•  To  cancel  program  execution  and  return  to  the  Home  screen, 
press  lESCI. 

If  your  program  allows  the  user  to  select  from  several  options,  be 
sure  to  run  the  program  and  test  each  option. 


Debugging  Run-time  error  messages  can  locate  syntax  errors  but  not  errors  in 

Techniques  program  logic.  The  following  techniques  may  be  useful. 

•  During  testing,  do  not  use  local  variables  so  that  you  can  check 
the  variable  values  after  the  program  stops.  When  the  program  is 
debugged,  declare  the  applicable  variables  as  local. 

•  Within  a  program,  temporarily  insert  Disp  and  Pause  conmiands 
to  display  the  values  of  critical  variables. 

-   Disp  and  Pause  cannot  be  used  in  a  user-defined  function.  To 
temporarily  change  the  fimction  into  a  program,  change  Func 
and  EndFunc  to  Prgm  and  EndPrgm.  Use  Disp  and  Pause  to 
debug  the  program.  Then  remove  Disp  and  Pause  and  change 
the  program  back  into  a  function. 

•  To  confirm  that  a  loop  is  executed  the  correct  number  of  times, 
display  the  counter  variable  or  the  values  in  the  conditional  test. 

•  To  confirm  that  a  subroutine  is  executed,  display  messages  such 
as  "Entering  subroutine"  and  "Exiting  subroutine"  at  the  beginning  and 
end  of  the  subroutine. 


Error-l-landling 
Commands 


Command 


Description 


Try. . .  Endlry       Defines  a  program  block  that  lets  the  program 

execute  a  command  and,  if  necessary,  recover  from 
an  error  generated  by  that  command. 

CIrErr  Clears  the  error  status  and  sets  the  error  number  in 

system  variable  Errornum  to  zero. 

PassErr  Passes  an  error  to  the  next  level  of  the  Try...EndTry 

block. 
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Example:  Using  Alternative  Approaches 


The  preview  at  the  beginning  of  this  chapter  shows  a  program 
that  prompts  the  user  to  enter  an  integer,  sums  all  integers 
from  1  to  the  entered  integer,  and  displays  the  result.  This 
section  gives  several  approaches  that  you  can  use  to  achieve 
the  same  goal. 


Example  1 


This  example  is  the  program  given  in  the  preview  at  the  beginning  of 
the  chapter.  Refer  to  the  preview  for  detailed  information. 


Prompts  for  input 
in  a  dialog  box. 

Converts  string  entered 
witti  Request  to  an 
expression. 

Loop  calculation.   


Displays  output  on 
Program  I/O  screen. 


progK ) 
Prgm 

Request  "Enter  an  integer", n 
expr(n  )■>  n 
0-*  temp 
For  i  ,1  ,n ,  1 

temp+i-*  temp 
EndFcr 
Disp  temp 
EndPrgm 


Example  2 


Tip:  For<,  fypeH  O  (zero). 
For  &,  press: 
r;-S9;0[H]  (times) 
TI-92  Plus: 


This  example  uses  InputStr  for  input,  a  While.. .EndWhile  loop  to 
calculate  the  result,  and  Text  to  display  the  result. 


Prompts  for  input  on  ^ 
Program  I/O  screen. 

Converts  string  entered 
with  InputStr  to  an 

expression. 

Loop  calculation.   


Displays  output 
in  a  dialog  box. 


prog2{ ) 
Prgm 

InputStr  "Enter  an  integer", n 
expr(n  )■>  n 
0->temp:l->i 
While  i<n 

temp+i->  temp 

i+1-*  i 
EndWhile 

Text  "The  answer  is  "Sstringltemp) 
EndPrgm 


Example  3 


Note:  Because  Prompt 
returns  n  as  a  number,  you 
do  not  need  to  use  expr  to 
convert  n. 


This  example  uses  Prompt  for  input.  Lb!  and  Goto  to  create  a  loop, 
and  Disp  to  display  the  result. 


Prompts  for  input  on 
Program  I/O  screen. 


Loop  calculation. 


Displays  output  on 
Program  I/O  screen. 


prog3{ ) 
Prgm 

Prompt  n 
0->  temp :  !■>  i 
Lbl  top 

temp+i->  temp 

i+l->  i 

If  i<n 
Goto  top 
Disp  temp 
EndPrgm 
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Example  4 


This  example  uses  Dialog. ..EndDlog  to  create  dialog  boxes  for  input 
and  output.  It  uses  Loop...EndLoop  to  calculate  the  result. 

prog4{ ) 
Prgm 
Dialog 

Title  "Enter  an  integer" 
Request  "Integer", n 
EndDlog 
expr(n  )■>  n 
0->  temp :  0->  i 
Loop 
temp+i->  temp 
i+l->  i 
If  i>n 
Exit 
EndLoop 
Dialog 
Title  "The  answer  is" 
Text  string(temp) 
EndDlog 
EndPrgm 


Defines  a  dialog  box  — 
for  input. 

Converts  string  entered 
witfi  Request  to  an 
expression. 


Loop  calculation. 


Defines  a  dialog 
box  for  output. 


Example  5 


Note:  Because  Input 
returns  n  as  a  number,  you 
do  not  need  to  use  expr  to 
convert  n. 


This  example  uses  the  TI-89  /  TI-92  Plus  built-in  functions  to  calculate 
the  result  without  using  a  loop. 


Prompts  for  input  on 
Program  I/O  screen. 

Calculates  sum.  — 


Displays  output  on 
Program  I/O  screen. 


prog5{ ) 
Prgm 

Input  "Enter  an  integer", n 
sum( seq{ i , i ,  1  ,n)  )■»  temp 
Disp  temp 
EndPrgm 


Function     Used  in  this  example  to: 


seq 


Generate  the  sequence  of  integers  from  1  to  n. 
seq  (express/on,  var,  low,  high  [,step]) 


I —  increment  for  var ; 
if  omitted,  uses  1 . 
initial  and  final  values  of  var 


I —  variable  that  will  be  incremented 
expression  used  to  generate  the  sequence 


Sum  the  integers  in  the  list  generated  by  seq. 
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Assembly-Language  Programs 


You  can  run  programs  written  for  the  TI-89  /  TI-92  Plus  in 
assembly  language.  Typically,  assembly-language  programs 
run  much  faster  and  provide  greater  control  than  the  keystroke 
programs  that  you  write  with  the  built-in  Program  Editor. 


Where  to  Get 

Assembly-Language 

Programs 


Assembly-language  programs,  as  well  as 
keystroke  programs,  are  available  on 
the  Texas  Instnmients  web  site  at: 

education.ti.com 

The  programs  available  from  this  site 
provide  additional  functions  or 
features  that  are  not  built  into  the 
TI-89  /  TI~92  Plus.  Check  the  Texas 
Instruments  web  site  for  up-to-date 
information. 

After  downloading  a  program  from  the 

web  to  your  computer,  use  a  ThGRAPH 

LINK^"  computer-to-calculator  cable  to 

send  the  program  to  your 

TI-89  /  TI~92  Plus.  Refer  to  the  manual 

that  comes  with  the  TI-GRAPH  LINK 

cable. 


education.ti.com 


via  TI-GRAPH  LINK  cable 


Note  about 
TI-GRAPH  LINK 


If  you  have  a  TI-GRAPH  LINK  computer-to-calculator  cable  and 
software  for  the  TI-92,  be  aware  that  the  TI-92  TI-GRAPH  LINK 
software  is  not  compatible  with  the  TI-89  /  TI-92  Plus.  The  cable, 
however,  works  with  both  units.  For  information  about  obtaining 
Tl™  Connect  or  TI-GRAPH  LINK  software  or  a  TI-GRAPH  LINK  cable, 
check  the  Texas  Instruments  web  site  at  education.ti.com  or  contact 
Texas  Instruments  as  described  in  Appendix  C  of  this  guidebook. 


Running  an 

Assembly-Language 

Program 


Tip:  If  the  program  is  not  in 
the  current  folder,  be  sure  to 
specify  the  pathname. 


After  a  TI-89  /  TI-92  Plus  assembly-language  program  is  stored  on  your 
unit,  you  can  nm  the  program  from  the  Home  screen  just  as  you 
would  any  other  program. 

If  tine  program  requires  one  or  more  arguments, 
type  them  witlnin  the  ( ).  Refer  to  the  program's 
documentation  to  find  out  about  required 
arguments. 


prgnHane<  > 


You  can  call  an  assembly-language  program  from  another  program  as 
a  subroutine,  delete  it,  or  use  it  the  same  as  any  other  program. 
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Shortcuts  to  Run  a 
Program 


Note:  The  programs  must 
be  stored  in  the  MAIN  folder. 
Also,  you  cannot  use  a 
shortcut  to  run  a  program 
that  requires  an  argument. 


On  the  Home  screen,  you  can  use  keyboard  shortcuts  to  run  up  to 
nine  user-defined  or  assembly-language  programs.  However,  the 
programs  must  have  the  following  names. 


On  Home  screen,  press: 

To  run  a  program,  if  any,  named: 

01 

kbdprgml  () 

09 

kbdprgm9() 

If  you  have  a  program  with  a  different  name  and  you  would  like  to 
run  it  with  a  keyboard  shortcut,  copy  or  rename  the  existing  program 
to  kbdprgml  (),  etc. 


You  Cannot  Edit  an 

Assembly-Language 

Program 


You  cannot  use  your  TI-89  /  TI-92  Plus  to  edit  an  assembly-language 
program.  The  built-in  Program  Editor  will  not  open  assembly- 
language  programs. 


Displaying  a  List  of 

Assembly-Language 

Programs 


Note:  Assembly-language 
programs  have  an  ASM 
data  type. 


To  list  the  assembly-language  programs  stored  in  memory: 

1.  Display  the  VAR-LINK  screen  ([2nd]  [VAR-LINK] ). 

2.  Press  [F2]  View. 


3.  Select  the  applicable  folder 
(or  All  folders)  and  set 
Var  Type  =  Assembly. 


4.  Press  I  ENTER  I  to  display  the 
list  of  assembly-language 
programs. 


VHR-LINK  VIEN 


VflR-UNKCfm] 


(   Fi-  1         iFS-lFHfFrJf  Fi~ 

|Mana3t|lJitw...|Link|  ^  |fln  |  Con^^n^ 


RSM  553 
RSM  269 


For  Information 
about  Writing  an 
Assembly-Language 
Program 

Note:  You  must  use  a 
computer  to  write  assembly- 
language  programs.  You 
cannot  create  assembly- 
language  programs  from  the 
calculator  keyboard. 


The  information  required  to  teach  a  novice  programmer  how  to  write 
an  assembly-language  program  is  beyond  the  scope  of  this  book. 
However,  if  you  have  a  working  knowledge  of  assembly  language, 
please  check  the  Texas  Instruments  web  site  (education.ti.com) 
for  specific  information  about  how  to  access  TI-89  /  TI-92  Plus  features. 

The  TI-89  /  TI~92  Plus  also  includes  an  Exec  coimnand  that  executes  a 
string  consisting  of  a  series  of  Motorola  68000  op-codes.  These  codes 
act  as  another  form  of  an  assembly-language  program.  Check  the  Texas 
Instruments  web  site  for  available  information. 

Warning:  Exec  gives  you  access  to  the  full  power  of  the 
microprocessor.  Please  be  aware  that  you  can  easily  make  a  mistake 
that  locks  up  the  calculator  and  causes  you  to  lose  your  data.  We 
suggest  you  make  a  backup  of  the  calculator  contents  before 
attempting  to  use  the  Exec  command. 
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Text  Editor 


Preview  of  Text  Operations  

Starting  a  Text  Editor  Session  

Entering  and  Editing  Text  

Entering  Special  Characters  

Entering  and  Executing  a  Command  Script . 
Creating  a  Lab  Report  


.316 

■  317 
.319 

■  324 
.328 
.330 


This  chapter  shows  you  how  to  use  the  Text  Editor  to  enter  and 
edit  text.  Entering  text  is  simple;  just  begin  typing.  To  edit  text, 
you  can  use  the  same  techniques  that  you  use  to  edit  information 
on  the  Home  screen. 


|Tool5|cowwonj|vitw|Extcutt|Finj...|  

: Notice  that  a  paragraph 
wraps  autonatically. 

: Press  ENTER  only  at  the 
end  of  a  paragraph,  not 
the  end  of  a  line. 

! Vou  can  edit  the  text  to 
fix  typing  errors. 


Each  time  you  start  a  new  text  session,  you  must  specify  the 
name  of  a  text  variable.  After  you  begin  a  session,  any  text  that 
you  type  is  stored  automatically  in  the  associated  text  variable. 
You  do  not  need  to  save  a  session  manually  before  leaving  the 
Text  Editor. 
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Preview  of  Text  Operations 


start  a  new  Text  Editor  session.  Then  practice  using  the  Text  Editor  by  typing  whatever 
text  you  want.  As  you  type,  practice  moving  the  text  cursor  and  correcting  any  typos  you 
may  enter. 


Steps 


i 
TI-89 
Keystrokes 


m 

TI-92  Plus 
Keystrokes 


Display 


1.  Start  a  new  session  on  the  Text 
Editor. 


2.  Create  a  text  variable  called 
TEST,  which  will  automatically 
store  any  text  you  enter  in  the 
new  session. 

Use  the  MAIN  folder,  shown  as  the 
default  on  the  NEW  dialog  box. 

After  typing  in  an  input  box  such  as 
Variable,  you  must  press  enter  I  twice. 

3.  Type  some  sample  text. 

•  To  type  a  single  uppercase  letter, 
press  [f]  and  then  the  letter. 

Tl  89  only: 

-  To  type  a  space,  press  laiphal  [J 
(alpha  function  of  the  [R]  key). 

-  To  type  a  period,  press  laiphal  to 
turn  alpha-lock  off,  press  and 
then  press  [|n5]  [a-lock]  to  turn  alpha- 
lock  on  again. 

Practice  editing  your  text  by  using: 
»  The  cursor  pad  to  move  the  text  cursor 

•  13  o''  B  [del]  to  delete  the  character 
to  the  left  or  right  of  the  cursor, 
respectively. 

4.  Leave  the  Text  Editor  and 
display  the  Home  screen. 
Your  text  session  was  stored 
automatically  as  you  typed.  Therefore, 
you  do  not  need  to  save  the  session 
manually  before  exiting  the  Text  Editor. 

5.  Return  to  the  current  session  on 
the  Text  Editor. 


Notice  that  the  displayed  session 
is  exactly  the  same  as  you  left  it. 


fAi¥s183 


e 

TEST 


EMTERllENTERl 


gnd]  [a-lock] 

type 

anything 

you 

want 


[APi^  8 1 


APPl]83 


O 

TEST 


ENTER  I  [ENTER] 


type 
anything 
you 
want 


|T]  [home] 


APPS]  8  1 


flFFLICflTinHS 


1 : Current 
2: Open. 


FUihflpps...  ♦flPPS 

V=  Editor 

Window  Editor 

Graph 

Table 

Data.^Matri>:  Editor  I 

Prnnr am  Editor 


F*ld4K;  Main* 


I,  <^rittr;£DK__:j 


f  Fl-T            IFJ'T    FH     T  FE 
|Too1s|Cororo(]nd|vi4Kj|E:(4:-:ut4|Fln-l... 

:TeMt  entry  is  sinp 
wraps! 

e.  Te 

MAIN        KBRHEiHLTD  FUMC 

fiFF-LICflTinHS 


Flashflpps. . .  +flPPS 

V=  Editor 

Window  Editor 

Graph 

Table 

Data^Mat-rix  Editor  i 
M  Editor 
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starting  a  Text  Editor  Session 


Each  time  you  start  the  Text  Editor,  you  can  start  a  new  text 
session,  resume  the  current  session  (the  session  that  was 
displayed  the  last  time  you  used  the  Text  Editor),  or  open  a 
previous  session. 


Starting  a  New 
Session 


1.  Press  lAPPSl  and  then  select 
8:Text  Editor. 

2.  Select  3;New. 

The  NEW  dialog  box  is 
displayed. 

3.  Specify  a  folder  and  text 
variable  that  you  want  to 
use  to  store  the  new 
session. 


flFFLICflTinHS 


HFlashflpps. . .  ♦flPP; 

2:V=  Editor 

3: Window  Editor 

4: Graph 

5: Table 

&:  Data.^Matrix  Editor 

7! Prnnr am  Editor 


Variable:  lust 
<;Entcr=DK  > 


Item 


Description 


Type  Automatically  set  as  Text  and  cannot  be  changed. 

Folder         Shows  the  folder  in  which  the  text  variable  will  be 
stored.  For  information  about  folders,  refer  to 
Chapter  5. 

To  use  a  different  folder,  press  ©  to  display  a  menu 
of  existing  folders.  Then  select  a  folder. 


Variable       Type  a  variable  name. 


If  you  specify  a  variable  that  already  exists,  an  error 
message  wiU  be  displayed  when  you  press  [ENTER]. 
When  you  press  |ESC|  or  I  ENTER  I  to  acknowledge  the 
error,  the  NEW  dialog  box  is  redisplayed. 


Note:  Your  session  is  saved 
automaticaily  as  you  type. 
You  do  not  need  to  save  a 
session  manually  before 
leaving  the  Text  Editor, 
starting  a  new  session,  or 
opening  a  previous  one. 


Press  lEMTERI  (after  typing  in  an  input  box  such  as  Variable,  you 
must  press  I  ENTER  I  twice)  to  display  an  empty  Text  Editor  screen. 


A  colon  marks  the  - 
beginning  of  a 
paragraph. 

The  blinking  cursor 
shows  where  typed 
text  will  appear. 


|Tool5|Cowwonj|Vitw|Extcutt|Finj...|  I 


You  can  now  use  the  Text  Editor  as  described  in  the  remaining 
sections  of  this  chapter. 
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Resuming  the 
Current  Session 


You  can  leave  the  Text  Editor  and  go  to  another  application  at  any 
time.  To  return  to  the  session  that  was  displayed  when  you  left  the 
Text  Editor,  press  lAPPSI  8  and  select  1  :Current. 


Starting  a  New 
Session  from  tlie 
Text  Editor 


To  leave  the  current  Text  Editor 
session  and  start  a  new  one: 

1.  Press  [fT]  and  select  3:New. 

2.  Specify  a  folder  and  text 
variable  for  the  new  session. 


3.  Press  [ENTerI  twice. 


1 :  Open. . . 
2:5aue  Coi 


5:  Copy 
6:  Paste 
7:  Delete 
8j-Clear  Editor 


Opening  a  Previous 
Session 


Note:  By  default,  Variable 
shows  the  first  existing  text 
variable  in  alphabetic  order 


Copying  a  Session 


You  can  open  a  previous  Text  Editor  session  at  any  time. 

1.  From  within  the  Text  Editor,  press  \fT}  and  select  1  :Open. 
—  or  — 

From  any  application,  press  lAPPSI  8  and  select  2:Open. 

2.  Select  the  applicable  folder 
and  text  variable. 


3.  Press  [ENTER]. 


TMPt:  Tint 
Foldsr:  main* 


<;EnUr=DK  > 


In  some  cases,  you  may  want  to  copy  a  session  so  that  you  can  edit 
the  copy  while  retaining  the  original. 

1.  Display  the  session  you  want  to  copy. 

2.  Press  [FT]  and  select  2:Save  Copy  As. 

3.  Specify  the  folder  and  text  variable  for  the  copied  session. 


4.  Press  lEMTERI  twice. 


Note  about 
Deleting  a  Session 


Because  all  Text  Editor  sessions  are  saved  automatically,  you  can 
accumulate  quite  a  few  previous  sessions,  which  take  up  memory 
storage  space. 

To  delete  a  session,  use  the  VAR-LINK  screen  ([Ml  [VAR-LINK] )  to 
delete  that  session's  text  variable.  For  information  about  VAR-LINK, 
refer  to  Chapter  21. 
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Entering  and  Editing  Text 


After  beginning  a  Text  Editor  session,  you  can  enter  and  edit  text. 
In  general,  use  the  same  techniques  that  you  have  already  used 
to  enter  and  edit  information  on  the  Home  screen's  entry  line. 


Typing  Text 


Wofe:  Use  the  cursor  pad  to 
scroll  through  a  session  or 
position  the  text  cursor. 

Tip:  Press  S  ©  or  [M]  © 
to  scroll  up  or  down  one 
screen  at  a  time,  andS  © 
or  0  ©  to  go  to  the  top  or 
bottom  of  the  text  session. 


Tip:  If  you  have  a 
TI-GRAPH  LINK™  cable, 
you  can  use  a  computer 
keyboard  to  type  lengthy 
text  and  then  send  it  to  the 
calculator  Refer  to 
page  322. 


When  you  create  a  new  Text  Editor  session,  you  see  an  empty 
screen.  Wlien  you  open  a  previous  session  or  return  to  the  current 
session,  you  see  the  existing  text  for  that  session. 


All  text  paragraptis 
begin  witti  a  space 
and  a  colon. 

The  beginning 
space  is  used  in 
command  scripts 
and  lab  reports. 


f  Fl-T     FS-    TF5-T    FH     T  FE    T  1 
|T44ls|Co[vmond|Vi4w|E>«cuU|Find...|  | 

!  If  you  display  an  existi 
ng  session,  tne  screen  s 
hows  the  text  that  uas  e 
ntered  when  you  left  the 
session. 

! The  blinking  text  cursor 
is  in  the  sane  position 
as  when  you  left.l^ 

MAIN               RAD  AUTD          FUNC  1 

Blinking  text  cu 


You  do  not  need  to  press  I  ENTER  I  at  the  end  of  each  hne.  At  the  end  of 
a  hne,  the  next  character  you  type  wraps  to  the  next  line.  Press 
I  ENTER  I  only  when  you  want  to  start  a  new  paragraph. 

As  you  reach  the  bottom  of  the  screen,  previous  Unes  scroll  off  the 
top  of  the  screen. 


Typing  Aiphiabetic 
Chiaracters 


Wofe:  On  the  TI-89,  you  do 
not  need  laiphal  or  alpha-lock 
to  type  X,  y,  z,  or  t.  But  you 
must  use  [T]  or  uppercase 
ALPHA-lock  forX,  Y,  Z,  or  T. 


Note:  On  the  TI-89,  alpha- 
lock  is  always  turned  off 
when  you  change 
applications,  such  as  going 
from  the  Text  Editor  to  the 
Home  screen. 


To: 

On  the  TI-89,  press: 

On  the  TI-92  Plus,  press: 

Type  a  single 

laiphal  and  then  the  letter  key 

the  letter  key 

lowercase 

(status  hne  shows  0  ) 

alpha 

character. 

Type  a  single 

|T|  and  then  the  letter  key 

[7]  and  then  the  letter  key 

uppercase 

(status  line  shows  *) 

(status  line  shows  *) 

alpha 

character. 

Type  a  space. 

laiphal  [J  (alpha  function 

spacebar 

of  the  [(3  key) 

Turn  on 

[2nd]  [a-locl<] 

(no  action  needed) 

lowercase 

(status  line  shows  El) 

alpha-lock. 

Turn  on 

[T]  [a-lock] 

[2nd]  [caps] 

uppercase 

(status  line  shows  11) 

ALPHA-lock. 

Turn  off  alpha- 

laiphal  (turns  off  upper- 

[2nd]  [CAPS]  (turns  off 

lock. 

and  lowercase  lock) 

uppercase  lock) 
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Typing  Alphabetic 

Cliaracters 

(continued) 


On  the  TI-89,  while  either  type  of  alpha-lock  is  on: 

•  To  type  a  period,  comma,  or  other  character  that  is  the  primary 
function  of  a  key,  you  must  turn  alpha-lock  off. 

•  To  type  a  second  function  character  such  as  |2nd|  [{],  you  do  not 
need  to  turn  alpha-lock  off.  After  you  type  the  character,  alpha- 
lock  remains  on. 


Deleting  Characters     to  delete: 


Press: 


Note:  If  there  are  no 
characters  to  the  right  of  the 
cursor,  ICLEARI  erases  the 
entire  paragraph. 


The  character  to  the  left  of  the  cursor 

The  character  to  the  right  of  the  cursor 

All  characters  to  the  right  of  the  cursor 
through  the  end  of  the  paragraph 

All  characters  in  the  paragraph  (regardless 
of  the  cursor's  position  in  that  paragraph) 


BorfFll? 

0  [del]  (same  as  0  Q) 
ICLEARI 

ICLEARI  fCLEARl 


Highlighting  Text 


Tip:  To  remove  highlighting 
without  replacing  or 
deleting,  move  the  cursor. 


To: 


Do  this: 


Highlight  text         1.  Move  the  cursor  to  the  begirming  or  end  of 
the  text. 

2.  Hold  5]  and  press: 

*  ©  or  ®  to  highlight  characters  to  the  left 
or  right  of  the  cursor,  respectively. 

•  ©  or  ©  to  highlight  all  characters  up  to 
the  cursor  position  on  the  next  or 
previous  line,  respectively. 


roo15|c^n[^onjH^i4w|Extcmt|Firij...|  I 


:  By  highlightina 
□f  ■  ■ 


Replacing  or  to:  Do  this: 


Deleting  Highlighted 
Text 


Replace 

Type  the  new  text. 

highlighted  text 

Delete 

Press 

highlighted  text 
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Cutting,  Copying, 
and  Pasting  Text 


Tip:  You  can  press: 
TI-89: 

E  [cut],  0  [copy],  [3  [paste] 

TI-92  Plus: 

[I]X,[T]C,[I]V 

to  cut,  copy,  and  paste 

without  having  to  use  the  [Fl] 

toolbar  menu. 


Cutting  and  copying  both  place  higlUiglited  text  into  tiie  clipboard  of 
the  TI-89  /  TI-92  Plus.  Cutting  deletes  the  text  from  its  current  location 
(used  to  move  text)  and  copying  leaves  the  text. 

1.  Highlight  the  text  you  want  to  move  or  copy. 

2.  Press  [fT]. 

3.  Select  the  applicable  menu  item. 


To  move  the  text,  select  4:Cut. 
—  or  — 

To  copy  the  text,  select  5:Copy. 


1 : Open. . . 
2: Saue  Copy  fls. . 
3:  Hey. ■ ■  


mBSSS 

5: Copy 


6: Paste 
7:  Delete 
GiCleai-  Editor 


4.  Move  the  text  cursor  to  the  location  where  you  want  to  insert  the 
text. 

5.  Press  [Fl]  and  then  select  6:Paste. 

You  can  use  this  general  procedure  to  cut,  copy,  and  paste  text: 

•  Within  the  same  text  session. 

•  From  one  text  session  to  another.  After  cutting  or  copying  text  in 
one  session,  open  the  other  session  and  then  paste  the  text. 

"    From  a  text  session  to  a  different  application.  For  example,  you 
can  paste  the  text  into  the  Home  screen's  entry  line. 


Finding  Text 


Tip:  The  FIND  dialog  box 
retains  the  last  search  text 
you  entered.  You  can  type 
over  it  or  edit  it. 


From  the  Text  Editor: 

1.  Place  the  text  cursor  at  any  location  preceding  the  text  you  want 
to  search  for.  All  searches  start  at  the  current  cursor  location. 


2.  Press  [£5]. 

3.  Type  the  search  text. 

The  search  is  not  case  sensitive. 
For  example:  CASE,  case,  and 
Case  have  the  same  effect. 

4.  Press  I  ENTER  I  twice. 


If  the  search  text  is: 

The  cursor: 

Found 

Moves  to  beginning  of  the  search  text. 

Not  found 

Does  not  move. 
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Inserting  or 
Overtyping  a 
Character 


Tip:  Look  at  the  shape  of 
the  cursor  to  see  if  you're  in 
insert  or  overtype  mode. 


By  default,  the  TI-89  /  TI-92  Plus  is  in  insert  mode.  To  toggle  between 
insert  and  overtype  mode,  press  |2nd| [iNS]. 


If  the  TI-89 /TI-92  Plus  is  in: 


The  next  character  you  type: 


Insert  node 

I —  Thin  cursor  between 
characters 

OyeriJype  node 

I         Cursor  highlights 

a  character 


Will  be  inserted  at  the  cursor. 


Will  replace  the  highlighted 

character. 


Clearing  the  Text 
Editor 


To  erase  aU  existing  paragraphs  and  display  an  empty  text  screen, 
press  [n]  and  then  select  8:Clear  Editor. 


Using  a  Computer 
and  TI-GRAPH  LINK 
to  Enter  Text 


Note:  On  the  calculator,  the 
name  of  the  text  variable  will 
be  the  name  you  enter  in 
Step  1b,  not  the  file  name  in 
Step  1c. 


If  you  have  an  optional  TI-GRAPH  LINK™  computer-to-calculator 
cable  and  software  for  the  TI-89  /  TI-92  Plus,  you  can  use  the 
computer  keyboard  to  type  a  text  fUe  and  then  send  that  file  to  the 
TI-89  /  TI-92  Plus.  This  is  useful  if  you  need  to  create  a  lengthy  text 
file. 

For  information  about  obtaining  a  TI-GRAPH  LINK  cable  and  software 
or  upgrading  your  existing  TP"  Cormect  or  TI-GRAPH  LINK  software 
for  use  with  the  TI-89  /  TI-92  Plus,  check  the  TI  web  site  at: 

education.ti.com 

or  contact  Texas  Instruments  as  described  in  Appendix  C. 

For  complete  instructions  on  how  to  create  a  text  file  on  a  computer 
and  send  it  to  your  calculator,  refer  to  the  manual  that  comes  with 
the  TI-GRAPH  LINK.  The  general  steps  are: 

1.  Use  the  TI-GRAPH  LINK  software  to  create  a  new  text  file. 

a.  In  the  software,  select  New  from  the  File  menu.  Then  select 
either  TI-89  Data  File  or  TI-92  Plus  Data  File  and  cUck  OK.  An 
untitled  edit  window  is  displayed. 

b.  In  the  Name  box  at  the  top  of  the  edit  window,  type  the  name 
you  want  to  use  for  the  text  variable  on  the  TI-89  /  TI-92  Plus. 
Then  type  the  applicable  text. 

c.  From  the  File  menu,  select  Save  As.  In  the  dialog  box,  type  a 
File  Name,  select  Text  as  the  File  Type,  select  a  directory,  and 
chck  OK. 
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Use  the  TI-GRAPH  LINK™  software  to  send  the  file  fi-om  the 

computer  to  the  TI-89  /  TI-92  Plus. 

a.  Use  the  TI-GRAPH  LINK  cable  to  connect  the  computer  and 
the  calculator. 

b.  Be  sure  the  TI-89  /  TI-92  Plus  is  on  the  Home  screen. 

c.  In  the  software,  select  Send  fi:om  the  Link  menu.  Select  the 
text  file  and  click  Add  to  add  it  to  the  Files  Selected  list.  Then 

click  OK. 

d.  When  notified  that  the  sending  process  is  complete,  cUck  OK. 

On  the  TI-89  /  TI-92  Plus,  use  the  Text  Editor  to  open  the  text 
variable. 
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Entering  Special  Characters 


You  can  use  the  CHAR  menu  to  select  any  special  character 
from  a  list.  You  can  also  type  certain  commonly  used 
characters  from  the  keyboard.  To  see  which  characters  are 
available  from  the  keyboard,  you  can  display  a  map  that 
shows  the  characters  and  their  corresponding  keys. 


Selecting 

Characters  from  the 
CHAR  Menu 


Displaying  the 
Keyboard  Map 


1.  Press  [M]  [char]. 

2.  Select  the  applicable  category. 

A  menu  lists  the  characters  in 
that  category. 

3.  Select  a  character.  You  may 
need  to  scroll  through  the 


1 : Greek 
2  math 


3:# 
4:t 

64- 8- 


-I-  indicates  that 
you  can  scroll. 


J 


For  accented  characters,  select 
International.  Commonly  used 
international  characters  are  also 
available  from  the  default  custom 
menu  ([IB]  [custom]). 

The  keyboard  map  shows  several  shortcuts  that  let  you  enter  certain 
special  characters  from  the  keyboard.  It  also  shows  some  shortcuts 
for  other  calculator  features. 

The  keyboard  map  does  not  display  all  available  shortcuts.  Refer  to 
the  inside  front  and  the  inside  back  covers  of  this  guidebook  for  a 
complete  list  of  shortcut  keys. 


On  the  TI-89: 


Press  0  [EE]  to  display  the 
keyboard  map. 

Press  lESCI  to  exit  the  map. 


*  GfiEEK    e    iVSDHTfl  ! 

[n  [D  [D  [D  [n 

FMT       KtPF-RSM?-5  Si 

[□  [El  U]  U]  [El 
JVME  KEOF-RQMH-6 

[H]  [El     [El  [3 

a  K66F-RGM1-S 

[T]  [n     [El  [El 
DFF       i         i  HDMEDHTH 

EH]  [El     [J  O 


TI-89  Keyboard  map 

To  access  the  TI-89  shortcuts, 
first  press  the  0  key. 


On  the  TI-92  Plus: 


Press  [♦]  [key]  to  display  the 
keyboard  map. 

Press  IESCI  to  exit  the  map. 


Q][l[I][I][T][y]P[i]E]B 

d      a      "      ^  SfEEK  8<      ■»      I  " 

[a[s][S][E][6]E[I][E][a 

CAPS   8     g     ^     '  ; 
[z]  [X]  [g  [U]  E  [N]  [1 


TI-92  Plus  Keyboard  map 


To  access  the  TI-92  Plus  shortcuts, 
first  press  the  |2nd|  key.  Some 
special  characters  are  marked  on 
the  keyboard,  but  most  are  not. 


Calculator  features  accessed  from  the  keyboard  map  are  discussed 
on  the  next  page. 


324     Chapter  18:  Text  Editor 


TI-89  keyboard  map  feature 
shortcuts: 


TI-92  Plus  keyboard  map  feature 
shortcuts: 


GREEK  (H  Q])  —  Accesses  the 
Greek  character  set  (described 
later  in  this  section). 

SYSDATA  (0  □)  —  Copies  the 
current  graph  coordinates  to  the 
system  variable  sysdata. 

FMT  (0  HI)  —  Displays  the 
FORMATS  dialog  box. 

KBDPRGM1  -  9  (Ql  through 
09)  —  If  you  have  user-defined 
or  assembly-language  programs 
named  kbdprgml  ( )  through 
kbdprgm9( ) ,  these  shortcuts  run 
the  corresponding  program. 

OFF  (0  [off])  —  Similar  to 
[2nd]  [off]  except: 

•  You  can  use  [3  [off]  if  an  error 
message  is  displayed. 

•  When  you  turn  the  TI-89  on 
again,  it  will  be  exactly  as 
you  left  it. 

HOMEDATA  (0  [H])  —  Copies 
the  current  graph  coordinates  to 
the  Home  screen's  history  area. 


GREEK  ([M]  G)  —  Accesses  the 
Greek  character  set  (described 
later  in  this  section). 

GAPS  ([2nd]  [CAPS])—  Turns  Caps 
Lock  on  and  off. 

Accent  marks  —  (e,  fl,  6,  a,    and  ~) 
are  added  to  the  next  letter  you 
press  (described  later  in  this 
section). 


Typing  Special 
Symbols  from  the 
Keyboard 


Note:  To  help  you  find  the 
applicable  keys,  these  maps 
show  only  the  special 
symbols. 


On  the  TI-89: 


Press  0  and  then  the  key  for  the 
symbol. 

For  example:  0  [H]  (times) 
displays  &. 


K2 

e 

1 

\n 

[D 

[n 

[El 

Si 

m 

[I] 

[D 

m 

[p 

m 

m 

m 

\h 

□ 

These  special  symbols  are  not 
affected  by  whether  Alpha-Lock 
is  on  or  off 


On  the  TI-92  Plus: 


Press  |2nd|  and  then  the  key  for 
the  symbol. 

For  example:  |2nd|  H  displays  &. 


!       e   #   ►  i 
[l[I][I][T][y]P[i]E]B 

ti     "     z  8.     ■»     I  " 

!][s][S][E][6]E[I][E][a 

8  *     •  ; 

[z]  [X]  [g  [U]  E  [N]  [1 


These  special  symbols  are  not 
affected  by  whether  Caps  Lock  is 
on  or  off. 
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Typing  Accent 
Marks  from  the 
TI-92  Plus  Keyboard 


Pressing  an  accent  mark  key  does 
not  display  an  accented  letter.  The 
accent  mark  wiU  be  added  to  the 
next  letter  you  press. 


1. 


Press  |2nd|  and  then  the  key 
for  the  accent  mark. 


aiiEBmEipmEiB 
ft 

ElUElBlGlElIllElE] 
E]  [X]  E]  E]  B  E]  U 

Note:  To  help  you  find  the 
applicable  keys,  this  map  shows 
only  the  accent  mark  keys. 


Press  the  key  for  the  letter  you  want  to  accent. 

•  You  can  accent  lowercase  and  uppercase  letters. 

•  An  accent  mark  can  be  added  to  only  those  letters  that  are 
valid  for  that  mark. 


Accent 

Valid  Letters 

Mark 

(lowercase  or  uppercase) 

Examples 

A,  E,  1,0,  U,  Y 

e,  E 

A,  E,  1,0,  U,  y(but  not  Y) 

u,  U 

A,  E,  l,0,  U 

6,  0 

A,  E,  1,0,  U 

a,  A 

5 

C 

5,Q 

A,  O,  N 

n,  N 

Typing  Greel< 
Letters  from  tlie 
Keyboard 


Note:  Neither  calculator 
displays  a  map  of  Greek 
letters.  The  maps  shown 
here  are  for  reference  only. 


Press  the  key  combination  that  accesses  the  Greek  character  set  on 
your  calculator.  Then  select  the  applicable  alpha  character  on  the 
keyboard  to  enter  a  Greek  letter. 


On  the  TI-89: 


Press  0  Q]  to  access  the  Greek 
character  set. 


® 

® 

T 

© 

a 
® 

® 

r 

© 

A 

8  e 
©© 

y 

® 

© 

©© 

® 

u 

X 

© 

© 

P 

©© 

® 

® 

© 

®  © 

® 

CO 

® 

On  the  TI-92  Plus: 


Press  1 2nd  I  G  to  access  the  Greek 
character  set. 


a  n 

(0     8      p     T     l(/  71 

[QiHEEicRimmcuimECE] 

r  A  r 
a  o    8        y  X 

[A][l][D]|T][G][H][j][K][r] 
[i][x][c][v][l][N][M][l] 


If  you  press  a  key  combination  that  does  not  access  a  Greek  letter, 
you  get  the  normal  letter  for  that  key. 
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Important:  If  you  press 
lalphal  on  the  TI-89  to  access 
a  Greek  letter  while  alpha- 
lock  is  on,  it  turns  alpha-lock 
off. 


Several  keys  let  you  access  lowercase  and  uppercase  Greek  letters. 
For  example: 


On  the  TI-89: 

On  the  TI-92  Plus: 

1. 

Press  0  [0  to  access  the 

1. 

Press  |2nd|  G  to  access  the 

Greek  character  set. 

Greek  character  set. 

2. 

Press  0  IT)  [aipha]  +  letter  to 

2. 

Press  |2nd|  G  +  letter  to  access 

access  lowercase  Greek 

lowercase  Greek  letters. 

letters.  Example: 

Example: 

0  Q]  lalphal  [W]  displays  (a 

[2ndl  G  W  displays  m 

3. 

Press  0  H)  [T]  +  letter  to 

3. 

Press  [2nd]  G  [B  +  letter  to 

access  uppercase  Greek 

access  uppercase  Greek 

letters.  Example: 

letters.  Example: 

0  0  0  [W]  displays  Q. 

[2nd]  G  U]  W  displays  Q. 

The  exact  keys  that  you  press  on  the  TI-89  depend  on  whether  alpha- 
lock  is  on  or  off.  For  example: 


On  the  TI-89,  if: 


Then: 


Alpha-lock  is  off 


0  0  X  or  0  0  [alpha]  X  displays  i,. 


I  lalphal  is  not  required 
for  X,  Y,  Z,  or  T. 


Lowercase  alpha-lock 
([2nd]  [a-lock])  is  on. 

Uppercase  ALPHA-LOCK 
([T]  [a-lock])  is  on. 


00 


00 
00 
00 

00 
00 
00 


[alpha]  W  displays  co. 
0  W  displays 

I  


[t]  Is  used  for 
uppercase  letters. 


X  displays  i,. 
W  displays  at. 
0  W  displays  n. 

X  displays  i,. 
W  displays  £1. 
0  W  displays  CI. 


For  a  List  of  All 
Special  Characters 


For  a  list  of  all  special  characters,  refer  to  Appendix  B. 
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Entering  and  Executing  a  Command  Script 


By  using  a  command  script,  you  can  use  the  Text  Editor  to 
type  a  series  of  command  lines  that  can  be  executed  at  any 
time  on  the  Home  screen.  This  lets  you  create  interactive 
example  scripts  in  which  you  predefine  a  series  of  commands 
and  then  execute  them  individually. 


Inserting  a 
Command  Mark 


Note:  This  does  not  insert  a 
new  line  for  ttie  command,  it 
simply  marlfs  an  existing 
line  as  a  command  line. 


Tip:  You  can  mark  a  line  as 
a  command  either  before  or 
after  typing  the  command  on 
that  line. 


In  the  Text  Editor: 

1.  Place  the  cursor  on  the  line  for  the  command. 


2.  Press  [£2]  to  display  the 
Command  toolbar  menu. 

3.  Select  1  iCommand. 

"C"  is  displayed  at  the  beginning 
of  the  text  line  (to  the  left  of  the 
colon). 

4.  Type  a  command  just 
as  you  would  on  the 
Home  screen. 


^  

2: Page  break 


jTpagl  _  _ 
3:Print0bj 
4:  Clear  conMand 
5: Execute  to  EOF 


The  line  can  contain 
only  the  command, 
with  no  additional  text. 


,    ttTFirij...|  1 

: I ype  any  comment  lines  j 
ust  as  you  normally  woul 
d  in  the  text  editor. 
: Window  for  a  complete  gr 
aph 


You  can  type  multiple  commands  on  the  same  line  if  you  type  a 
colon  to  separate  the  commands. 


Deleting  a 
Command  l\1arl< 


This  deletes  only  the  "C"  mark;  it  does  not  delete  the  command  text 
itself 

1.  Place  the  cursor  anywhere  on  the  marked  line. 

2.  Press  [£2]  and  select  4:Clear  command. 


Executing  a 
Command 


Tip:  To  examine  the  result 
on  the  Home  screen,  use  a 
split  screen  or  press: 
TI-89:  [HOiviEl 
TI-92  Plus:  H  [HOME] 


To  execute  a  command,  you  must  first  mark  the  line  with  a  "C".  If 
you  execute  a  line  that  is  not  marked  with  "C",  it  wiU  be  ignored. 

1.  Place  the  cursor  anywhere  on  the  command  line. 

2.  Press  [F4]. 

The  command  is  copied  to  the  entry  line  on  the  Home  screen  and 
executed.  The  Home  screen  is  displayed  temporarily  during 
execution,  and  then  the  Text  Editor  is  redisplayed. 

After  execution,  the  cursor  moves  to  the  next  line  in  the  script  so 
that  you  can  continue  to  execute  a  series  of  commands. 
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Splitting  the  With  a  split  screen,  you  can  view  your  command  script  and  see  the 

Text  Editor/  result  of  an  executed  command  at  the  same  time. 

Home  Screen   

To:  Press: 

Split  the  screen         [F3]  and  select 
1  :Script  view. 

Return  to  a  full         [£3]  and  select 
screen  Text  Editor    2:Clear  split. 


You  can  also  use  jlVIODEj  to  set  up  a  split  screen  manually.  However, 
fF3l  sets  up  a  Text  Editor/Home  screen  split  much  easier  than  jlVIODEj. 

•  The  active  application  is  indicated  by  a  thick  border.  (By  default, 
the  Text  Editor  is  the  active  application.) 

•  To  switch  between  the  Text  Editor  and  the  Home  screen,  press 
[2nd][EB]  (second  function  of  jAPPSj"). 


Creating  a  Script  From  the  Home  screen,  you  can  save  all  the  entries  in  the  history 

from  Your  IHome  ^^a  to  a  text  variable.  The  entries  are  automatically  saved  in  a  script 

Screen  Entries  format  so  that  you  can  open  the  text  variable  in  the  Text  Editor  and 

execute  the  entries  as  commands. 

For  information,  refer  to  "Saving  the  Home  Screen  Entries  as  a  Text 
Editor  Script"  in  Chapter  5. 


Example 


Note:  Some  commands 
take  longer  to  execute.  Wait 
until  ttie  Busy  indicator 
disappears  before  pressing 
lF4l  again. 


Note:  In  ttiis  example,  ttie 
Graph  command  displays 
the  Graph  screen  in  place  of 
the  Home  screen. 


1.  Type  your  script.  Press  [F2l 
and  select  1  :Command  to 
mark  the  command  Unes. 

2.  Press  [F3]  and  select 
1  iScript  view. 

3.  Move  the  cursor  to  the  first 
command  line.  Then  press 
|T4l  to  execute  the  command. 

4.  Continue  using  [F4]  to  execute 
each  command,  but  stop  just 
before  executing  the 

Graph  command. 

5.  Execute  the  Graph 
command. 

6.  Press  [F3]  and  select 
2:Clear  split  to  return  to  a  full 
screen  Text  Editor. 


^  E:(tcut4  rind... 


:Uindou  for  graph 
C:x'-3-2x'-2+x-i+f  CxJ 
C:  zeros  (if  <;x>,x^ 
C:c!Cf<x>,x5-»df<x> 
C:zero&Cdf(x>,x> 
C:c!CiJf<x>,x>-*iJdf  CxJ 
C:  "4-*xnin: 4-*xhax 
C:  -10.^unin:  lQ-*ynax 
C:GrapFi  f<;x> 


C:  -lG-*ynin:  lG->ynax 
C:6rapFi  ffix) 


C:6rapFi  ffix) 


-4-*XNin  :  4  xnax  4 
-IQ  ■»  ynin  :   19  ■»  ypiax  IG 
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Creating  a  Lab  Report 


If  you  have  a  Ti-GRAPH  LINK™  cable,  an  optional  accessory 
that  lets  the  TI-89  /  TI-92  Plus  communicate  with  a  personal 
computer,  you  can  create  lab  reports.  Use  the  Text  Editor  to 
write  a  report,  which  can  include  print  objects.  Then  use  the 
TI-GRAPH  LINK  software  to  print  the  report  on  the  printer 
attached  to  the  computer. 


Print  Objects 


In  the  Text  Editor,  you  can  specify  a  variable  name  as  a  print  object. 
When  you  print  the  report  by  using  TI-GRAPH  LINK,  the 
TI-89  /  TI-92  Plus  substitutes  the  contents  of  the  variable  (an 
expression,  picture,  Ust,  etc.)  in  place  of  the  variable  name. 


Inserting  a  Print 
Object  l\/larl< 


Wofe:  This  does  not  insert  a 
new  line  for  ttie  print  object, 
it  simply  marks  an  existing 
line  as  a  print  object. 

Tip:  You  can  mark  a  line  as 
a  print  object  either  before 
or  after  typing  a  variable 
name  on  that  line. 


In  the  Text  Editor: 

1.  Place  the  cursor  on  the  line  for  the  print  object. 

2.  Press  [F2]  to  display  the 
Command  toolbar  menu. 


1 : Con^and 
2:  Page  br-aak 


4:  Clear  coni^anc 
5: Execute  to  EOF 


3.  Select  3 iPrintObj. 

"P"  is  displayed  at  the  beginning  of  the 
text  line  (to  the  left  of  the  colon). 

4.  Type  the  name  of  the  variable  that  contains  the  print  object. 


The  line  can  contain 
only  the  variable 
name,  with  no 
additional  text. 


fTiTi  FTr-TTi^rTii  irF?~r" 

|Too15|cor^Nonj|Vitw|EMtcmt|Firij...| 


:  Type  the  report  text  jus 
t  as  you  nornally  would 
in  the  Text  Editor. 

: Enter  blank  lines  as  nee 
essary. 

pipioll 


Inserting  a  Page 
Breal<  Mark 


When  you  print  a  lab  report,  page  breaks  occur  automatically  at  the 
bottom  of  each  printed  page.  However,  you  can  manually  force  a 
page  break  at  any  line. 

1.  Place  the  cursor  on  the  Une  that  you  want  to  print  on  the  top  of 
the  next  page.  (The  line  can  be  blank  or  you  can  enter  text  on  it.) 

2.  Press  [£2]  and  select  2  Page  break. 

A  "f  "  is  displayed  at  the  beginning  of  the  line  (to  the  left  of  the 
colon). 


Deleting  a  Print 
Object  or  Page 
Breal(  lUlarIc 


This  deletes  only  the  "P"  or  "T  "  mark;  it  does  not  delete  any  text  that 
is  on  the  Une. 

1.  Place  the  cursor  anywhere  on  the  marked  Une. 

2.  Press  [F2]  and  select  4:Clear  command. 
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Printing  the  Report 


General  Steps 


For  Detailed  Information 


1.  Connect  the 

TI-89  /  TI-92  Plus  to  your 
computer  via  the  TI-GRAPH 
LINK  cable. 

2.  Use  the  TI-GRAPH  LINK 
software  to  get  the  lab 
report  from  the  calculator, 
and  then  print  the  report. 


Refer  to  the  manual  that  came 
with  your  TI-GRAPH  LINK. 


Exampie 


Assume  you  have  stored: 

•  A  function  as  y1  (x) 
(specify  y1 ,  not  y1  (x)). 

•  A  graph  picture  as  pic1 . 

•  Applicable  information  in 
variables  der  and  sol. 

When  you  print  the  lab  report, 
the  contents  of  the  print 
objects  are  printed  in  place  of 
their  variable  names. 


:  Ny  assignrieni  was  to  stu 
dy  the  function: 

piyl 

: The  three  pants  uene: 
:1.  Graph  the  function, 
pipicl 

:2.  Find  its  deriuatiue. 
pi  der 

:3.  Look  for  critical  poi 
nts. 


Note:  To  store  the 
derivative  to  variable  der, 
enter:  d(y1(x),x)->der 

Note:  To  store  the 
derivative's  critical  points  to 
variable  sol,  enter: 
solve(der=0,x)->  sol 


My  assignment  was  to  study  the  function: 

.  l*x"3-.5*x-^3 

The  three  parts  were: 

1 .   Graph  the 

function. 

2 .   Find  its 

derivative. 

.3*x"2-.5 

3.   Look  for  critical  points. 

x=l. 29099  or 

x=-l. 29099 

In  cases  where  a  graph  picture  cannot  fit  on  the  current  page,  the 
entire  picture  is  shifted  to  the  top  of  the  next  page. 


Chapter  18:  Text  Editor  331 


332     Chapter  18:  Text  Editor 


Numeric  Solver 


Preview  of  the  Numeric  Solver  

Displaying  the  Solver  and  Entering  an  Equation . 

Defining  the  Known  Variables  

Solving  for  the  Unknown  Variable  


334 


335 


337 


339 


Graphing  the  Solution  340 


Note:  To  solve  for  the 
unknown  variable  from  the 
Home  screen  or  a  program, 
use  nSolveO  as  described 
in  Appendix  A. 


The  Numeric  Solver  lets  you  enter  an  expression  or  equation, 
define  values  for  all  but  one  unknown  variable,  and  then  solve  for 
the  unknown  variable. 


After  entering  an  equation 
and  its  known  values, 
place  ttie  cursor  on  the 
unknown  variable  and 
press  [F2). 


You  can  also  graph  the  solution. 


a=(:n2-Nl  V<n2+Nl>+g 
3=3.2666666666667 
n2=ia. 

g=9.S 

bound=£-l. 1. El4J 
■  left-r-t=0. 


Too1s|Zoorvi|Tr(]ct|RtGM]F'h|M(]th|br(iijj|F'tn|:^ 

a=';n2-Nl  '?^<:.nl 
h2=lQ. 

9=^.Q 

bound=-iI  -1 .  El 
lefi-r-t.=Q. 

/ 

The  X  axis  is  the  unknown 
variable.  The  y  axis  is  the 
left-rt  value,  which  gives 
the  solution's  accuracy. 

The  solution  is  precise 
where  the  curve  crosses 
the  X  axis. 


As  in  the  example  above,  the  Numeric  Solver  is  often  used  to 
solve  closed-form  equations.  But  it  also  gives  you  a  quick  way  to 
solve  equations  such  as  transcendental  equations  in  which  there 
is  no  closed  form. 

For  example,  you  could  rearrange  the  following  equation 
manually  to  solve  for  any  of  the  variables. 


a  =  (m2  -  ml)  /  (m2  +  ml)  *g 


m1  =  (g  -  a)  /  (g  +  a)  *  m2 


With  an  equation  such  as  the  following,  however,  it  may  not  be  as 
easy  to  solve  for  x  manually. 


y  =  x  + 

The  Numeric  Solver  is 
particularly  useful  for  such 
equations. 


y=2. 


.44285440103238 


bound={:-l.  El4, 1.  El4> 
ileft-r-t=0. 
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Preview  of  the  Numeric  Solver 


Consider  the  equation  a=(m2-  m1)/(m2+m1)*g,  where  the  known  values  are  m2=10  and 
g=9.8.  If  you  assume  that  a=1  /3  g,  find  the  value  of  ml . 


Steps 


i 
TI-89 
Keystrokes 


IB 

TI-92  Plus 
Keystrokes 


Display 


1.  Display  the  Numeric  Solver. 


2.  Enter  the  equation. 

When  you  press  I  ENTER  I  or  ©,  the 
screer)  lists  the  variables  used  in  the 
equation. 


3.  Enter  values  for  each  variable, 
except  the  unknovm  variable 
ml. 

Define  m2  and  g  first.  Then  define  a. 
(You  must  define  g  before  you  can 
define  a  in  terms  ofg.)  Accept  the 
default  for  bound,  if  a  variable  has 
been  defined  previously,  its  value  is 
shown  as  a  default. 

4.  Move  the  cursor  to  the  unknown 
variable  ml. 

Optionally,  you  can  enter  an  initial 
guess  form^.  Even  If  you  enter  a 
value  for  all  variables,  the  Numeric 
Solver  solves  for  the  variable  marked 
by  the  cursor 

5.  Solve  for  the  unknown  variable. 

To  check  the  solution 's  accuracy,  the 
left  and  right  sides  of  the  equation  are 
evaluated  separately.  The  difference 
is  shown  as  left-  rt.  If  the  solution  Is 
precise,  left-  rt=0. 


Graph  the  solution  using  a 
ZoomStd  viewing  window. 

The  graph  is  displayed  in  a  split 
screen.  You  can  explore  the  graph  by 
tracing,  zooming,  etc. 


Return  to  the  Numeric  Solver 
and  exit  the  split  screen. 
You  can  press  enter  or  ©  to 
redisplay  the  list  of  variables. 


APPSi  9 


fiiM  ARITI 

fimMimmm 

fiMMimW 
fipFil  GIEMTER 

©10©© 
9  .  8©©© 
fgiil  GE]  3 


©© 


[F3]2 


AHm 
MimHm 

M2[±] 

Mims 

GlEljlERI 

OlOOO 
9  .  8000 
GH3 


oo 


[2iidirm1 

[F3]2 


fiFF-LICflTigMS 


Uindou  Editor 
4: Graph 
5:Table 

6:  □atav'Nat.r ix  Editor 


Enter  Equation 


a=(:n2-nl  V<n2+nl>*g 
a=g/3 
n2=lQ. 
nl= 
g=9.3 

bound=t-l. El4, 1. El4> 


|So1ut|5fapl' 


3=<:n2-ril  V<n2+ril>*g 
a=3. 266666666666? 
rvi2=lQ. 
ril=| 
g=9.S 

bound='t-l.  e14,  1.  e14J 
g/3  is  evaluated  when  you 
move  the  cursor  off  the  line. 


Tools  Solut 


■   1  rn 


Tin 


slClr  a^-z... 


5=Cn2-Nl V<n2+Nl >*g 

3=3.2666666666667 

n2=ia. 
inl=ai 

g=9.3 

bouncl=t-l.  El4,  1.  El4> 
ileft-r-t=0. 

■  marks  tfie  calculated  values. 


a=(:n2-Nl  '?^<:.nl 
a=3.2666666t 
m2=1Q. 

g=9.8 

bound=-C  -1 .  El 
left-rt=Q. 

/ 

MHIN               RHEiHLTD  TUNC 

Tfie  variable  marked  by  tfie 
cursor  (unknown  variable 
m1)  is  on  tfie  x  axis,  and 
left-rt  is  on  tfie  y  axis. 
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Displaying  tlie  Solver  and  Entering  an  Equation 


After  you  display  the  Numeric  Solver,  start  by  entering  the 
equation  that  you  want  to  solve. 


Displaying  tlie 
Numeric  Solver 


To  display  the  Numeric  Solver,  press 
[APPS]  9. 

The  Numeric  Solver  screen  shows  the 
last  entered  equation,  if  any. 


l:Flashflpps...  ♦flPPS 


z-Y=  taitor 
3:Uindou  Editor 
4:  Graph 

6:  Data.^Mat.rix  Editor 
?: Program  Editor 
8j-Text  Editor  


Entering  an 
Equation 


Tips:  In  your  equation: 

•  Do  not  use  system 
function  names  (such  as 
y1  (x)  or  r1  (9))  as  simple 
variables  (y1  or  r1). 

•  Be  careful  with  implied 
multiplication.  For 
example,  a(m2+m1)  is 
treated  as  a  function 
reference,  not  as 

a*  (m2+m1 ). 


Note:  When  you  define  the 
variables,  you  can  either 
define  exp  or  solve  for  it 


Note:  After  you  press  Ienter 
the  current  equation  is 
stored  automatically  to  the 
system  variable  eqn. 


On  the  eqn:  line,  type  in  your 

equation. 

Enter  Equation 

eqn! a=<n2-nl V<n2+nl >*g 

You  can: 

For  example: 

Type  an  equation 
directly. 

a=(m2-  ml  )/(m2+m1  )*  g 
a+b=c+sin(d) 

Refer  to  a  function  or 
equation  defined 
elsewhere. 


Suppose  you  defined  y1  (x)  on  either  the: 

•  Y=  Editor:  y1(x)=1.25x*cos(x) 
-or- 

•  Home  screen:  Define  y1  (x)=1 .25x»  cos(x) 
hi  the  Numeric  Solver,  you  then  would  enter: 
y1  (x)=0  or  y1  (t)=0,  etc. 


-The  argument  does  not  have  to 
match  the  one  used  to  define  the 
function  or  equation. 


Type  an  expression 

e+f-  ln(g) 

without  an  =  sign. 

After  you  press  I  ENTER  I,  the  expression  is  set 

equal  to  a  system  variable  called  exp  and 

entered  as: 

exp=e+f-  ln(g) 

Recall  a  previously 

Refer  to  the  applicable  heading  later  in  this 

entered  equation  or 

section. 

open  a  saved 

equation. 

Chapter  19:  Numeric  Solver  335 


Recalling  Previously 
Entered  Equations 


Tip:  You  can  specify  how 
many  equations  are  retained. 
From  the  Numeric  Solver, 
press fFil  and se/ect9:Format 
{or  use  n-sa-SCD 
TI-92  Plus:  0  F).  Then  select 
a  number  from  1  through  1 1. 


Your  most  recently  entered  equations  (up  to  1 1  with  the  default 
setting)  are  retained  in  memory.  To  recall  one  of  these  equations: 


From  the  Numeric  Solver 
screen,  press  [£5]. 

A  dialog  box  displays  the  most 
recently  entered  equation. 

Select  an  equation. 

•  To  select  the  displayed 
equation,  press  [ENTER]. 

•  To  select  a  different 
equation,  press  ®  to  display 
a  list.  Then  select  the  one 
you  want. 


i=Cml-mlV(rvi2*ml)+3  * 


_  _  . .  f*xy>  (. .   . . 

4: 2*x=3*at)-'(*xy.'36*x+ 
5:  r=r-0+ua*t+.  5*a*t-T 

7 :  u  1  =u*  ( r-r- U  ( rr  1 +rT2  > 


3.  Press  [ENTer]. 


Only  unique  equations  are 
listed.  If  you  re-enter  the 
same  equation  5  times,  it 
appears  only  once. 


Saving  Equations 
for  Future  Use 


Note:  An  equation  variable 
has  an  EXPR  data  type,  as 
shown  on  the  MEMORY  and 
VAR-LINK  screens. 


Because  the  number  of  equations  that  you  can  recall  with  [F5]  Eqns  is 
limited,  a  particular  equation  may  not  be  retained  indefinitely. 

To  store  the  current  equation  for  future 
use,  save  it  to  a  variable. 

1.  From  the  Numeric  Solver  screen, 
press  [fT|  and  select  2:Save  Copy  As. 

2.  Specify  a  folder  and  a  variable 
name  for  the  equation. 


SdVE  CDFV  OS 


3.  Press  [InTer]  twice. 


F(i1>l«r:  m-iin^ 


Opening  a  Saved 
Equation 


To  open  a  previously  saved  equation 
variable: 

1.  From  the  Numeric  Solver  screen, 
press  \¥T}  and  select  1  :Open. 

2.  Select  the  applicable  folder  and 
equation  variable. 

3.  Press  [ENTER]. 


jave  Copy  Rs. 

4: Cut' 
5:  Copy 
6: Paste 
7:Delet-e 


OPEN  "^ 

T^■P4:  E-IJfl 

■iin> 

1  )t  o-=t  1 

<;Ert4f=[lf^ 

to=f7  rESiIziIfiNiIEL -S 

Variable  eqn  contains  ttie  current - 
equation;  it  always  appears 
alphabetically  in  the  list. 
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Defining  the  Known  Variables 


After  you  type  an  equation  in  the  Numeric  Solver,  enter  the 
applicable  values  for  all  variables  except  the  unknown 
variable. 


Defining  the  List  of 
Variables 


Wofe:  If  an  existing  variable 
is  locked  or  archived,  you 
cannot  edit  its  value. 


After  typing  your  equation  on 
the  eqn:  hne,  press  lENTERI  or  ©. 

The  screen  lists  the  variables  in 
the  order  they  appear  in  the 
equation.  If  a  variable  is  already 
defined,  its  value  is  shown.  You 
can  edit  these  variable  values. 


a=<:n2-Nl>''<n2+Nl)*g 


n2= 


bouncl=t-l.  El4, 1.  El4>- 


The  solution  must  be  within  — ' 
the  specified  bounds,  which 
you  can  edit. 

Enter  a  number  or  expression  for  all  variables  except  the  one  you 
want  to  solve  for. 


Notes  and 
Common  Errors 


Note:  When  you  assign  a 
value  to  a  variable  in  the 
Numeric  Solver,  that 
variable  is  defined  globally. 
It  still  exists  after  you  leave 
the  solver 


If  you  define  a  variable: 

-  In  terms  of  another 
variable  in  the  equation, 
that  variable  must  be 
defined  first. 

-  In  terms  of  another 
variable  that  is  not  in  the 
equation,  that  variable 
must  already  have  a 
value;  it  cannot  be 
undefined. 


a=g/3   

n2=ia. 

Nl  = 

g=9.S 

bQund=t-l. 1. El4J 


Since  a  is  defined  in  terms - 

of  g,  you  must  define  g 
before  a.  When  you  move 
the  cursor  to  another  line, 
g/3  is  evaluated. 


-  As  an  expression,  it  is  evaluated  when  you  move  the  cursor  off 
the  line.  The  expression  must  evaluate  to  a  real  number. 

If  the  equation  contains  a 
variable  already  defined  in 
terms  of  other  variables, 
those  other  variables  are 
listed. 


If  variable  a  was  defined  - 
previously  as  b+c->a,  then  b 
and  c  are  listed  instead  of  a. 


If  you  refer  to  a  previously 
defined  function,  any 
variables  used  as 
arguments  in  the  function 
call  are  listed,  not  the 
variables  used  to  define 
the  function. 


y=  — ' 
t)Qund=t-l.  El4, 1.  El4; 


If  f(a,b)  was  defined  previously  - 

as  Af(a"2+b"2)  and  your 
equation  contains  f(x,y),  then  x 
and  y  are  listed,  not  a  and  b. 
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Note:  You  cannot  solve  for 
a  system  variable  other  than 
exp.  Also,  if  the  equation 
contains  a  system  variable, 
you  cannot  use  [F3]  to  graph. 


Note:  This  error  occurs  if 
you  use  a  reserved  name 
incorrectly  or  refer  to  an 
undefined  system  function 
as  a  simple  variable  without 
parentheses. 


If  the  equation  contains  a 
system  variable  (xmin,  xmax, 
etc.),  that  variable  is  not 
listed.  The  solver  uses  the 
system  variable's  existing 
value. 

Although  you  can  use  a 
system  variable  in  the 
equation,  an  error  occurs  if 
you  use  [F3]  to  graph  the 
solution. 

If  you  see  the  error  shovm 
to  the  right,  delete  the 
entered  variable  value.  Then 
edit  the  equation  to  use  a 
different  variable. 


bouncl=t-l.  El4, 1.  El4> 


-In  the  standard  viewing  window, 
xmax=1 0. 


f  ERROR 

c:ESi:=i:fiNi:EL 

For  example,  y1  (x)  is  undefined  - 
and  you  use  y1 . 


Editing  tlie  Equation 


In  the  Nuineric  Solver,  press  ©  until  the  cursor  is  on  the  equation. 
The  screen  automatically  changes  to  show  only  the  eqn:  line.  Make 
your  changes,  and  then  press  lEMTERI  or  ©  to  return  to  the  list  of 
variables. 


Specifying  an  Initial 
Guess  and/or 
Bounds  (Optional) 


Tip:  To  select  an  initial 
guess  graphically,  refer  to 
pages  340  and  341. 


To  find  a  solution  more  quickly  or  to  find  a  particular  solution 
(if  multiple  solutions  exist),  you  can  optionally: 

•    Enter  an  initial  guess  for 
the  unknown  variable. 
The  guess  must  be  within 
the  specified  bounds. 


Enter  lower  and  upper 
bounds  close  to  the 
solution. 


a=3. 2666666666667 
n2=iQ. 
nl=E|  ■ 

t)Qund=t-18.  ,  18.; 


Initial  guess  must  be 
within  the  bounds. 


For  the  bounds,  you  can  also  enter  variables  or  expressions  that 
evaluate  to  appropriate  values  {boun6={lower,upper}}  or  a  valid  list 
variable  that  contains  a  two-element  list  (bound=i?'si)-  The  bounds 
must  be  two  floating  point  elements  with  the  first  one  less  than  or 
equal  to  the  second  one. 
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Solving  for  the  Unknown  Variable 


After  you  type  an  equation  in  the  Numeric  Solver  and  enter 
values  for  the  known  variables,  you  are  ready  to  solve  for  the 
unknown  variable. 


Finding  the  Solution 


Note:  To  stop  (break)  a 
calculation,  press  [onI.  The 
unknown  variable  shows  the 
value  being  tested  when  the 
break  occurred. 


With  all  known  variables 
defined: 

1.  Move  the  cursor  to  the 
unknown  variable. 

2.  Press  [F2]  Solve. 

A  ■  marks  the  solution  and 
left-  rt.  The  ■  disappears 
when  you  edit  a  value, 
move  the  cursor  to  the 
equation,  or  leave  the 
solver. 


i=<:n2-Nl>''<n2+Nl)*g 
a=3.2S666S66SSS67 
n2=10. 
nl=t  ■ 
9=9.8 

bQund=t-l. 1. El4J 
Put  ttie  cursor  on  ttie  variable  - 
you  want  to  solve  for. 


a=3. 2666666666667 
N2=ia. 

9=9.3 

bouncl=t-l.  El4, 1.  El4> 
■  left-r-t=0. 


Using  the  solution  and  your  entered  values,  the  left  and  right  sides  of 
the  equation  are  evaluated  separately,  left-  rt  shows  the  difference, 
which  indicates  the  solution's  accuracy.  The  smaller  the  value,  the 
more  accurate  the  solution.  If  the  solution  is  precise,  left-rt=0. 


Note:  An  iterative  process  Is 
used  to  solve  an  equation.  If 
the  iterative  process  cannot 
converge  on  a  solution,  this 
error  occurs. 


If  you: 

Do  this: 

Want  to  solve  for  other 

Edit  the  equation  or  variable  values. 

values 

Want  to  find  a  different 

Enter  an  initial  guess  and/or  a  new  set  of 

solution  for  an  equation 

bounds  close  to  the  other  solution. 

with  multiple  solutions 

See  the  message: 

Press  lESCI.  The  unknown  variable  shows 
the  value  being  tested  when  the  error 

f  ERROR 

occurred. 

<;E3C=CAMCEL  > 

•    The  left-  rt  value  may  be  small  enough 

for  you  to  accept  the  result. 

•    If  not,  enter  a  different  set  of  bounds. 
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Graphing  the  Solution 


You  can  graph  an  equation's  solutions  any  time  after  defining 
the  known  variables,  either  before  or  after  you  solve  for  the 
unknown  variable.  By  graphing  the  solutions,  you  can  see  how 
many  solutions  exist  and  use  the  cursor  to  select  an  accurate 
initial  guess  and  bounds. 


Displaying  tlie 
Graph 


Tips:  With  split  screens: 

•  Use  (Ml      to  switch 
between  sides. 

•  The  active  side  has  a 
thick  border. 

•  The  tooibar  belongs  to 
the  active  side. 

For  more  information,  refer 
to  Chapter  14. 


In  the  Numeric  Solver,  leave  the 
cursor  on  the  unknown  variable. 
Press  [£3]  and  select: 

1  :Graph  View 

-or- 
3:ZoomStd 

-or- 
4:ZoomFit 

The  graph  is  shovm  in  a  split 
screen,  where: 

•    The  unknown  variable  is 
plotted  on  the  x  axis. 

■    left-  rt  is  plotted  on  the  y  axis. 

Solutions  for  the  equation  exist 
at  ieft-rt=0,  where  the  graph 
crosses  the  x  axis. 


'—Graph  View  uses  the  current 
V\/indow  variable  values. 

For  information  about  ZoomStd 
and  ZoomFit,  refer  to  Chapter  6. 


a=(:n2-Nl  '?^<:.nl 
h2=lQ. 

g=9.8 

bourd=-iI  -1 .  El 
lefi-r-t.=Q. 

/ 

The  current  graph  format- 
settings  are  used. 


You  can  explore  the  graph  by  using  the  free-moving  cursor,  tracing 
zooming,  etc.,  as  described  in  Chapter  6. 


How  tlie  Graph 
Affects  Various 
Settings 


Note:  If  you  were  previously 
using  different  mode 
settings,  you  will  need  to 
reselect  those  settings 
manually. 


When  you  use  the  Numeric  Solver  to  display  a  graph: 

•    The  following  modes  are  changed  automatically  to  these  settings: 


Mode 

Setting 

Graph 

FUNCTION   

Split  Screen 

LEFT-RIGHT 

Number  of  Graphs 

1 

Any  functions  selected 
in  the  Y=  Editor  will  not 
be  graphed. 


All  Stat  plots  are  deselected. 


After  you  leave  the  Numeric  Solver,  the  Graph  screen  may 
continue  to  display  the  equation's  solution,  ignoring  any  selected 
Y=  functions.  If  so,  display  the  Y=  Editor  and  then  return  to  the 
Graph  screen.  Also,  the  graph  is  reset  when  you  change  the  Graph 
mode  or  use  CIrGraph  from  the  Home  screen  ([£4]  5)  or  a  program. 


340     Chapter  19:  Numeric  Solver 


Selecting  a  New 
Initial  Guess  from 
tlie  Graph 


Note:  Cursor  coordinate  xc 
is  tlie  unl<nown  variable 
value,  and  yc  is  the  left-  rt 
value. 


Returning  to  a  Full 
Screen 


To  use  the  graph  cursor  to  select  an  initial  guess: 

1.  Move  the  cursor  (either  free-moving  or  trace)  to  the  point  that 
you  want  to  use  as  the  new  guess. 

2.  Use  [2nd]  [ES]  to  make  the 
Numeric  Solver  screen 
active. 

3.  Make  sure  the  cursor  is  on 
the  unknown  variable,  and 
press  [F4]. 

4.  Press  [£2]  to  re-solve  the 
equation. 


Fl-T  F2   1  FJ'  T      FH  TFF 

Fs  r 

Clr  a-z...| 

a=3.2666666f 
n2=lB. 
-  nl=ft^^SS 

g=S.8 
- bound=^-lQ.  , 
'  left-r-t.=  -4.< 

yc:  -4. 

5263 
66667 
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-[Ml  sets  ttie  grapti  cursor's  xc  value 
as  an  initial  guess  and  the  yc  value 
as  left-rt.  The  graph's  xmin  and 
xmax  values  are  set  as  the  bounds. 


From  the  split  screen: 


To  display  the  Nruneric  Solver  full  screen,  use  1 2nd  I  [EB]  to  make 
the  solver  screen  active,  press  [F3],  and  then  select  2:Clear  Graph 
View. 


To  display  the  Home  screen,  press  |2nd|  [QUIT]  twice. 


Clearing  Variables 
Before  Leaving  the 
Numeric  Solver 


Tip:  Any  time  you  want  to 
clear  single-character 
variables  listed  in  the  solver, 
use: 

7;-S9:[2nd][F6] 
TI  92  Plus:  \E\ 


When  you  solve  an  equation,  its  variables  still  exist  after  you  leave 
the  Numeric  Solver.  If  the  equation  contains  single-character 
variables,  their  values  may  inadvertently  affect  later  symbolic 
calculations.  Before  leaving  the  Numeric  Solver,  you  may  want  to: 

1.  Press: 

TI-89:[2ndl[F6l 
Th92  Plus:  M 

to  clear  all  single-character  variables  in  the  current  folder. 


2.  Press  I  ENTER  I  to  confirm  the  action. 
The  screen  retm'ns  to  the  solver's  eqn:  line. 
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Number  Bases 


Preview  of  Number  Bases  

Entering  and  Converting  Number  Bases  

Performing  Math  Operations  with  Hex  or  Bin  Numbers 
Comparing  or  Manipulating  Bits  


344 
345 
346 
347 


Wofe:  The  MATH/Base 
menu  lets  you  select  from  a 
fef  of  operations  related  to 
number  bases. 


Wherever  you  enter  an  integer  in  a  TI-89  /  TI-92  Plus  calculation, 
you  can  enter  it  in  decimal,  binary,  or  hexadecimal  form.  You  can 
also  set  the  Base  mode  to  specify  the  form  for  displaying  integer 
results.  Fractional  and  floating-point  results  are  always  displayed 
in  decimal  form. 


Binary  numbers  use  0  and  1 
in  the  base  2  format: 

100 

—  2"  *  0  =  +0 

—  21  *  0  =  +0 

—  22  *  1  =  +4 

Hexadecimal  numbers  use 
0-9  and  A  -  F  in  the  base  16 
format: 


ASF 


Dec 

Bin 

Hex 

Base  10 

Base  2 

Base  16 

0 

0000 

0 

1 

0001 

1 

2 

0010 

2 

3 

0011 

3 

4 

0100 

4 

5 

0101 

5 

6 

0110 

6 

7 

0111 

7 

8 

1000 

8 

9 

1001 

9 

10 

1010 

A 

11 

1011 

B 

12 

1100 

C 

13 

1101 

D 

14 

1110 

E 

15 

1111 

F 

16 

10000 

10 

16°*F  =  +15 
16^*8  = +128 
162  *A  =  +2560 


You  can  use  the  TI-89  /  TI-92  Plus  to  convert  a  number  from  one 
base  to  another.  For  example,  100  binary  =  4  decimal  and  A8F 
hex  =  2703  decimal. 

Hexadecimal  numbers  are  often  used  as  a  shorthand  notation  for 
longer,  hard-to-remember  binary  numbers.  For  example: 

1010  nil  0011  0111  u         .    ,  ■ 

— I —  — I —  — I —  — I —  AF37  hexadecimal  IS  usually  easier  to  work 
^       p       g        y  with  than  1010111100110111  binary. 

The  TI-89  /  TI-92  Plus  also  lets  you  compare  or  manipulate  binary 
numbers  bit-by-bit. 
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Preview  of  Number  Bases 


Calculate  10  binary  (base  2)  +  F  hexadecimal  (base  16)  +  10  decimal  (base  10).  Then, 
use  the  ►  operator  to  convert  an  integer  from  one  base  to  another.  Finally,  see  how 
changing  the  Base  mode  affects  the  displayed  results. 


Steps 


i 
TI-89 
Keystrokes 


m 

TI-92  Plus 
Keystrokes 


Display 


1.  Display  the  MODE  dialog  box, 
Page  2.  For  Base  mode,  select 
DEC  as  the  default  number  base. 

Integer  results  are  displayed 
according  to  the  Base  mode. 
Fractional  and  floating-point  results 
are  always  displayed  in  decimal  form. 

2.  Calculate  OblO+OhF+ 10. 

To  enter  a  binary  or  hex  number,  you 
must  use  the  Ob  or  Oh  prefix  (zero  and\ 
the  letter  B  orH).  Otherwise,  the  entry] 
is  treated  as  a  decimal  number. 

3.  Add  1  to  the  result  and  convert  it 
to  binary. 

I2n5l  [►]  displays  the  >  conversion  operator. 

4.  Add  1  to  the  result  and  convert  it 
to  hexadecimal. 


Add  1  to  the  result  and  leave  it  in 
the  default  decimal  base. 


6.  Change  the  Base  mode  to  HEX. 

When  Base  =  HEX  or  BIN,  the  magnitude 
of  a  result  is  restricted  to  certain  size 
limitations.  Refer  to  page  346. 


7.  Calculate  OblO+OhF+ 10. 


8.  Change  the  Base  mode  to  BIN. 


9.  Re-enter  0bl0+0hF+ 10. 


nviODEl[F2l 
(use  ©  to  move 
to  Base  mode) 
(>)  IIEMTERI 


Ofipiial  B  1  00  0 
gnd]  [a-lock]  H  F 
fiphalf+l  1  0 


[iViODEl[F2l 
(use  O  to  move 
to  Base  mode) 
Q  IIEMTERI 


OBI  ogo 

H  F 

EJio 


ENTER  I 


SIEmIM 

gnd]  [a-lock]  B  I  I 


Sl[loi][^ 

B  I  N 


faihillEMTERl 


EMTERI 


SidMlM 

gnd]  [a-lock]  HEX 


E]l[loi][H 

HEX 


faihallEMTERl 


EMTERI 


[3  IIEMTERI 


[+1  II  ENTER  I 


nviODEl[F2] 

[iViODElfF2l 

(use  ©  to  move 

(use  O  to  move 

to  Base  mode) 

to  Base  mode) 

®  2]EMTER] 

G  21EMTER] 

Ofaiphal  B  1  0[±]  0 

OBI  ogo 

gnd]  [a-lock]  H  F 

H  F 

faipii?lf+l  1  0 

EJIO 

lEMTERI 

ENTER  1 

nvi0DEl[F2] 

[M0DE]fF2l 

(use  ©  to  move 

(use  O  to  move 

to  Base  mode) 

to  Base  mode) 

(>)  3  lEMTERI 

Q  3]EMTER] 

lEMTERI 

1  ENTER  1 

f                           MDPE  ^ 

f  Fl    r  Fl    r  F! 

\fl3l  l\fl3l  ZXflil 

A 

*  Jplit  Jcriin  

FULL* 

Split  1  Apr  

Horot* 

Ejratt/flpprox  

flUTD  * 

Eosi  

CErrt4K=SflVE  '^ 

tTESCsCflNiIEL  > 

■  GblG  +  QhF  +  IG 

27 

GblG+Ohf+10 

MHIN       1  RHEiHUTD 

FUMC 

Important:  The  Ob  or  Oh 

prefix  is  a  zero,  not  the  letter 
O,  followed  by  B  or  H. 


■  SblG  +  OhF  +  IG 

27 

■(27  + l)fBir 

SblllOO 

■  (QblllBS  -1-  l>Hex 

BhlD 

■  BhlD  +  1 

/  38 

ansC15-H 

MAIN  RHEiHLTD 

Results  use  the  Ob 
or  Oh  prefix  to 
identify  the  base. 


I  ■  GblG  +  QhF  +  IG 

QhlE 

I  QblG+Dhf+lQ 

:  MHIN               F:H[i  HUTD 

FUNC 

BblB  +  OhF  +  IB 
BblB  +  OhF  -I-  IB 


BhlE 
BbllBll 


BblB+Ohf-HO 


344     Chapter  20:  Number  Bases 


Entering  and  Converting  Number  Bases 


Regardless  of  the  Base  mode,  you  must  always  use  the 
appropriate  prefix  when  entering  a  binary  or  hexadecimal 
number. 


Entering  a  Binary  or 

l-iexadecimal 

Number 


Note:  You  can  type  the  b  or 
h  in  ttie  prefix,  as  weil  as 
tiex  characters  A  -  F,  in 
uppercase  or  lowercase. 


To  enter  a  binary  number,  use  the  form: 

Ob  binaryNumber  (for  example:  Ob  1 1 1 00 1 1 0) 

  Binary  number  with  up  to  32  digits 

 Zero,  not  the  letter  O,  and  the  letter  b 


L 


To  enter  a  hexadecimal  number,  use  the  form: 

Oh hexadecimalNumber     (for  example:  0h89F2C) 


L 


Hexadecimal  number  with  up  to  8  digits 
Zero,  not  the  letter  O,  and  the  letter  h 


If  you  enter  a  number  without  the  Ob  or  Oh  prefix,  such  as  11,  it  is 
always  treated  as  a  decimal  number.  If  you  omit  the  Oh  prefix  on  a 
hexadecimal  number  containing  A  -  F,  all  or  part  of  the  entry  is 
treated  as  a  variable. 


Converting  between 
Number  Bases 


Note:  If  your  entry  is  not  an 
integer,  a  Domain  error  is 
displayed. 


Use  the  ►  conversion  operator. 


/ 

integerExpression  ►Bin 
integerExpression  ►  Dec 
integerExpression  ►Hex 

For  example,  to  convert  256 
from  decimal  to  binary: 

256  ►Bin 

To  convert  101110  from  binary 
to  hexadecimal: 

Ob101110>Hex 


-For  ►,  press  (Ml  [►].  Also,  you 
can  select  base  conversions 
from  the  MATH/Base  menu. 


For  a  binary  or  hex  entry,  you 
must  use  the  Ob  or  Oh  prefix. 


■  25SfBin 

■  SblGlllOfHex 


Bbieaoaeaoa 

eh2E 


ablBlllBthgx 


Results  use  the  Ob  or  Oh 
prefix  to  identify  the  base. 


Alternate  lUlethod  for 
Conversions 


Instead  of  using  ►,  you  can: 

1.  Use  [MODE]  (page  346)  to  set 
the  Base  mode  to  the  base 
that  you  want  to  convert  to. 

2.  From  the  Home  screen,  type 
the  number  that  you  want  to 
convert  (using  the  correct 
prefix)  and  press  [ENTER]. 


f  Base  mode  =  BIN: 


■  256 

BblBBOOBBOO 

256 

MHIN  FiHEiHLTD 

FUNC  inif 

If  Base  mod 

3  =  HEX: 

■  BbieillB 

Bh2E 

BblBlllB 

MHIN  F:H[iHLTD 

FUNC  inif 
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Performing  Math  Operations  witli  Hex  or  Bin  Numbers 


For  any  operation  that  uses  an  integer  number,  you  can  enter 
a  hexadecimal  or  binary  number.  Results  are  displayed 
according  to  the  Base  mode.  However,  results  are  restricted  to 
certain  size  limits  when  Base  =  HEX  or  BIN. 


Setting  the  Base 
Mode  for  Displayed 
Results 


Note:  The  Base  mode 
affects  output  only.  You 
must  always  use  the  Oh  or 
Ob  prefix  to  enter  a  hex  or 
binary  number. 


1.  Press  [MODE]  [F2]  to  display 
Page  2  of  the  MODE  screen. 

2.  Scroll  to  the  Base  mode, 
press  ®,  and  select  the 
applicable  setting. 


3.  Press  [ENTER]  to  close  the 
MODE  screen. 

The  Base  mode  controls  the 
displayed  format  of  integer 
results  only. 

Fractional  and  floating-point 
results  are  always  shown  in 
decimal  form. 


\F131  i.\Fl3l  llFlJl  i 


f  Base  mode  =  HEX: 


■  SblBllOl  -  OblSl 

Bh2S 

■  254+1 

BhFF 

■  Sh5fl2C'6 

Sh21D0S 

■  BhHSF  +  BblOBliailBl 

BhCFC 

■  BhC45fl  +  Bh6FD2 

Bhl342C 

Bhc45a+BhSfd2  / 

FUNC;  E/3(i 

Oh  prefix  in  result  ' 

identifies  the  base. 


Dividing  When 
Base  =  HEX  or  BIN 


When  Base=HEX  or  BIN,  a 
division  result  is  displayed  in 
hexadecimal  or  binary  form 
only  if  the  result  is  an  integer. 

To  ensure  that  division  always 
produces  an  integer,  use  intDiv() 
instead  of  [T]. 


If  Base  mode  =  HEX: 


BhFF 

255 

Bti2 

2 

BhFF 
Bh2 

127.5 

■  int0iui;0hFF,ah2) 

Bh7F 

intDi'j<Bhf-f  ,Bh2> 

MHIN               RHPHLTD  TUNC 

Press  [3  I  ENTER  I  to  display  the 
result  in  APPROXIMATE  form. 


Size  Limitations 
When  Base  =  HEX 
or  BIN 


When  Base=HEX  or  BIN,  an  integer  result  is  stored  internally  as  a 
signed,  32-bit  binary  number,  which  uses  the  range  (shown  in 
hexadecimal  and  decimal): 


OhFFFFFFFF 

-1 


Oh1 

1 


OhSOOOOOOO 
-2,147,483,648 


OhO 
0 


0h7FFFFFFF 
2,147,483,647 


If  a  result's  magnitude  is  too  large  to  be  stored  in  a  signed,  32-bit 
binary  form,  a  symmetric  modulo  operation  brings  the  result  into  the 
range.  Any  number  greater  than  Oh7FFFFFFF  is  affected.  For 
example,  OhSOOOOOOO  through  OhFFFFFFFF  become  negative 
numbers. 
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Comparing  or  Manipulating  Bits 


The  following  operators  and  functions  let  you  compare  or 
manipulate  bits  In  a  binary  number.  You  can  enter  an  Integer  In 
any  number  base.  Your  entries  are  converted  to  binary 
automatically  for  the  bitwise  operation,  and  results  are 
displayed  according  to  the  Base  mode. 


Boolean  Operations     operator  with  syntax  Description 


not  integer 


[Hi  integer 


Note:  You  can  select  ttiese       integerl  and  integers 

operators  from  the 

MATH/Base  menu.  For  an 

example  using  each 

operator,  refer  to 

Appendix  A  in  this  book. 

integerl  or  integer2 


integerl  xor  integer2 


Returns  the  one's  complement,  where 
each  bit  is  flipped. 

Returns  the  two's  complement,  which  is 
the  one's  complement  +  1. 

In  a  bit-by-bit  and  comparison,  the  result 
is  1  if  both  bits  are  1;  otherwise,  the  result 
is  0.  The  returned  value  represents  the  bit 
results. 

In  a  bit-by-bit  or  comparison,  the  result  is 
1  if  either  bit  is  1;  the  result  is  0  only  if 
both  bits  are  0.  The  returned  value 
represents  the  bit  results. 

In  a  bit-by-bit  xor  comparison,  the  result 
is  1  if  either  bit  (but  not  both)  is  1;  the 
result  is  0  if  both  bits  are  0  or  both  bits 
are  1.  The  returned  value  represents  the 
bit  results. 


Note:  If  you  enter  an  integer 
that  Is  too  large  to  be  stored 
in  a  signed,  32-bit  binary 
form,  a  symmetric  modulo 
operation  brings  the  value 
into  the  range  (page  346). 


Suppose  you  enter: 

0h7AC36  and  Oh3D5F 

Internally,  the  hexadecimal 
integers  are  converted  to  a 
signed,  32-bit  binary  number. 

Then  corresponding  bits  are 
compared. 


If  Base  mode  =  HEX: 


Sh7flC3S  and  Bh3D5F 


Bh7aG36  and  ShSiJBf 


I  Base  mode  =  BIN: 


Sh7flC3S  and  Bh3D5F 

ebioiisBeBsieiiB 


Bh7aG36  and  Bh3d5f 


0h7AC36  =  ObOOOOOOOOOOOOOllllOlOllOOOOllOllO 

and  and 
0h3D5F    =  ObOOOOQOOOOOOOOOOOQOll 110101011 111 

ObOOOOOOOOOOOOOOOOOOlOllOOOOOlOllO  =  Oh2C16 


Leading  zeros  are  not  shown 
in  the  result. 


The  result  is  displayed  according  to  the  Base  mode. 
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Rotating  and 
Shifting  Bits 


Note:  You  can  select  these 
functions  from  the 
MATH/Base  menu.  For  an 
example  using  each 
function,  refer  to  Appendix  A 
in  this  book. 


Function  with  syntax 


Description 


rota\e{integer) 

-or- 

rotate{mteger,#ofRotations) 


St\\ti(integer) 

-or- 

Sh \n[int£ger,#ofShifts) 


If  #ofItotations  is: 

•  omitted  —  bits  rotate  once  to  the 
right  (default  is  "  1). 

•  negative  —  bits  rotate  the  specified 
number  of  times  to  the  right. 

•  positive  —  bits  rotate  the  specified 
number  of  times  to  the  left. 

In  a  right  rotation,  the  rightmost  bit 
rotates  to  the  leftmost  bit;  vice  versa  for 
a  left  rotation. 

If  #oJShifts  is: 

•  omitted  —  bits  shift  once  to  the  right 
(default  is  "  1). 

•  negative  —  bits  shift  the  specified 
number  of  times  to  the  right. 

•  positive  —  bits  shift  the  specified 
number  of  times  to  the  left. 

In  a  right  shift,  the  rightmost  bit  is 
dropped  and  0  or  1  is  inserted  to  match 
the  leftmost  bit.  In  a  left  shift,  the 
leftmost  bit  is  dropped  and  0  is  inserted 
as  the  rightmost  bit. 


Suppose  you  enter: 

shift(0h7AC36) 

Internally,  the  hexadecimal 
integer  is  converted  to  a  signed, 
32-bit  binary  number. 

Then  the  shift  is  applied  to  the 
binary  number. 


If  Base  mode  =  HEX: 


sl-iift(BI-i7flC36J 


If  Base  mode  =  BIN: 


£hiftCSh7flC3« 

ebiiiiBieiiBeBsiieii 


£hift(Bh7aG36J 


Note:  If  you  enter  an  integer 
that  is  too  large  to  be  stored 
in  a  signed,  32-bit  binary 
form,  a  symmetric  modulo 
operation  brings  the  value 
into  the  range  (page  346). 


Each  bit  sfiifts  to  the  right. 

0h7AC36  =  ObOOOOOOOOOOOOOll 11010110000110110 

t  i 

Inserts  0  if  leftmost  bit  is  0,  Dropped 
or  1  if  leftmost  bit  is  1 . 

ObOOOOOOOOOOOOOOllllOlOllOOOOllOll  =  0h3D61B 


Leading  zeros  are  not  shown 
in  the  result. 

The  result  is  displayed  according  to  the  Base  mode. 
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Memory  and  Variable  Management 


Preview  of  Memory  and  Variable  Management  

Cliecldng  and  Resetting  Memory  

Displaying  the  VAR-LINK  Screen  

Manipulating  Variables  and  Folders  with  VAR-LINK .... 

Pasting  a  Variable  Name  to  an  Application  

Archiving  and  Unarchiving  a  Variable  

If  a  Garbage  Collection  Message  Is  Displayed  

Memory  Error  When  Accessing  an  Archived  Variable.. 


350 


353 


355 


357 


359 


360 


362 


364 


Note:  Remember  that 
variables  can  contain 
expressions,  lists,  functions, 
programs,  graph  figures, 
etc. 


Note:  You  can  also  use 
VAR-LINK  to  transfer 
variables  between  two 
linked  Tl-89s,  a  TI-92,  or  a 
TI-92  Plus.  Refer  to 
Chapter  22. 


This  chapter  describes  how  to  manage  variables  stored  in  the 
TI-89  /  TI-92  Plus's  memory. 


Ttxt 
POM 
History 

f.iiH  frit 


v,nosh  RDM  fKtt  2FF2?fi 


The  MEMORY  screen 
shows  how  the  memory  is 
currently  being  used. 


The  VAR-LINK  screen 
displays  a  list  of  defined 
variables  and  folders.  For 
information  about  folders, 
refer  to  Chapter  5. 


contents  FloshHpp 


MHIH' 

f 
11 

nl 

picl 


FUMC  37 
LIST  26 

mi  37 
PIC  1547 


You  can  also  store  variables  in  the  TI-89  /  TI-92  Plus's  user  data 
archive,  a  protected  area  of  memory  separate  from  RAM  (random 
access  memory). 


TI-89  / 
TI-92  Plus 
RAM 


You  can 
archive  and 


unarchive 
a  variable. 


User  Data 
Archive 


Archiving  variables  can  be  very  useful  (page  360).  However,  if 
you  do  not  need  the  benefits  of  the  user  data  archive,  you  do  not 
need  to  use  it. 


J 
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Preview  of  Memory  and  Variable  Management 


Assign  values  to  a  variety  of  variable  data  types.  Use  the  VAR-LINK  screen  to  view  a  list  of 
the  defined  variables.  Then  move  a  variable  to  the  user  data  archive  memory  and  explore 
the  ways  in  which  you  can  and  cannot  access  an  archived  variable.  (Archived  variables 
are  locked  automatically.)  Finally,  unarchive  the  variable  and  delete  the  unused  variables 
so  that  they  will  not  take  up  memory. 


i 

TI-89 

TI-92  Plus 

Steps 

Keystrokes 

Keystrokes 

From  the  Home  screen,  assign 

iHnyp  1  In  pari 

A  1  rHnrflpl In  far! 

variables  witli  tl\e  following 

5|ST0>1  X  1 

5  STO>l  X  1 

variable  types. 

lENTERl 

ENTER  1 

XR2m4fST0iq 

xm2m4[s7oiq 

Expression:  5->x1 

lalpnal  r  1  i  1  A 1 )  1 

r  m  V  m 

r  1  11  Al ) 1 

Function:  x2+4^f(x) 

lENTERl 

lENTERl 

List:  {5,10}  ^11 

l2ndiri1fsT0i1 

f2ildiri1fsT0i1 

Matrix:  [30,25] 

laihil  L  IIENTER 

L 1 lENTERl 

l2Hdl  m  3  0 171  2  5 

[lod][[]3  0n2  5 

l2ridl  r:1  fsToil 

Hod]  []]  UToE] 

laihilM  IIENTER 

M  1 lENTERl 

Suppose  you  start  to  perform  an 
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operation  using  a  function 

variable  but  can't  remember  its 

name. 

Display  the  VAR-LINK  screen. 

l2ndirVAR-LINKl 

f2ildirVAR-LINKl 

This  example  assumes  that  the 
variables  assigned  above  are  the  only 
ones  defined. 


4.  Change  the  screen's  view  to 
show  only  function  variables. 

Although  this  may  not  seem 
particularly  useful  in  an  example  with 
four  variables,  consider  how  useful  it 
could  be  if  there  were  many  variables 
of  all  different  types. 


;  iToolslAl^tbrdKdlclQtht 

|Prj[v,m|cit(]n 

Uf|  1 

i  ■  5  +  xl 

5 

1  ■      +  4  -»  f(x) 

Done 

1  ■  (5      ISJ  *  11 

(5 

IBJ 

i"[30  25]-*nl 

[30 

25] 

I  [30,251+nl 

:  MHIN               F:H[i  HLTD 

IIIOOQB 


ENTER  I 


Display 


5* 


■  Fi-       Trs-TyHlFsJ  FS — T  ff 

Mana3t|lJi6w|Linl|     |fln  |Con^tn^5|F^g5rlfl^■^ 


VflR-LIWK  [All] 


11 

hi 

xl 


MAT  12 
MAT  12 
EyPR  5 


VHR-LINK  VIEN 


Vi4W   VflriatHs* 

F^lJsr...  fill* 
'lir  T^'ps  [i 


■    Fl.    T  Fl  TF^fynVFE^f     Ffi  V  F7 

Mjn<igt|vitw|Lint;|     |fln  |c->riUnt5|F1a5riflF-F 


VflFi-LINK  [flii] 
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steps 


i 
TI-89 
Keystrokes 


m 

TI-92  Plus 
Keystrokes 


Display 


5.  Highlight  the  f  function  variable,  !©[M1[F6] 
and  view  its  contents.  ! 

Notice  that  the  function  was  assigned  i 
using  f(x)  but  is  listed  as  f  on  the  | 
screen.  i 


6.  Close  the  Contents  window. 

7.  With  the  f  variable  still 
highlighted,  close  VAR-LINK  and 
paste  the  variable  name  to  the 
entry  line. 

8.  Complete  the  operation. 
Archiving  a  variable: 


!2mfBi7ERl 


9.  Redisplay  VAR-LINK,  and  i[Ml[VAR-LlNK] 
highlight  the  variable  you  want  i  (use  ©  to 
to  archive.  \  highlight  x1 ) 

The  previous  change  in  view  is  no  j 

longer  in  effect.  The  screen  lists  all  i 

defined  variables.  ! 

10.  Use  the  [FT)  Manage  toolbar  menu  IE]  8 
to  archive  the  variable.  | 


11.  Return  to  the  Home  screen  and 
use  the  archived  variable  in  a 
calculation. 

12.  Attempt  to  store  a  different 
value  to  the  archived  variable. 


13.  Cancel  the  error  message. 


{[HOME] 

i  6  0  X  1  Enter] 
ll  OfsToil  XI 


om 


ENTER  I 


2  CD  Enter] 


MTvar-linkI 

(use  O  to 
highlight  x1) 


mi 


(T]  [home] 
6f^  X  1[EN7er] 


lOdTsgxi 


5*f  ( 


■  Notice  that "  ( "  i 
pasted. 


5*f  (2) 


f  VfiR 

LINK  [fill] 

■  Fi.  Vf2  VFs.vy 

hTfeJ   fs    T    f7  r 

M4n43i|Viiw|Llnk| 

'  |hii  |C4riUnt:|F1o:hH^p| 

f 

FUNC  19 

11 

LIST  le 

nl 

MAT  12 

t:l 

FIG  26 

2tCopy 
3:  Renarie 
4: Noue 

5: Create  Folder 
6: Lock 
7:UnLQck 


9:Unarcl 


liill'^M'J=111l=1j|^^M 

rchiug  Uariabfg 


■   Fl.  TF£  TFS.'frHTFE^    Ffi  T  F7 

Mana3t|^Ji6w|Lint!|     |fln  |l:on^tn^5|F^^l5rlfl^■^ 


VflR-LINK  [flll] 


11  MAT  12 

nl  MAT  12 

xl  EXPR  5 


'  M  indicates  tine 
variable  is  archived. 


■  5  r(2) 

48 

•ixl 

6*xl 

FUMC 
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steps 


i 
TI-89 
Keystrokes 


m 

TI-92  Plus 
Keystrokes 


Display 


14.  Use  VAR-LINK  to  unarchive  the 
variable. 


15.  Return  to  the  Home  screen  and 
store  a  different  value  to  the 
unarchived  variable. 


Deleting  variables: 

16.  Display  VAR-LINK,  and  use  the 
[F5]  All  toolbar  menu  to  select  all 
variables. 

A  ./  mark  indicates  items  ttiat  are 
selected.  Notice  tiiat  thiis  aiso 
selected  the  ivlAlN  folder. 

Note:  Instead  of  using  [FS]  (if  you  don 't 
want  to  delete  all  your  variables),  you 
can  select  individual  variables. 
Higtilight  each  variable  to  delete  and 
press  03). 

For  information  about  deleting  individual 
variables,  refer  to  page  357. 

17.  Use  [FT)  to  delete. 

Note:  You  can  press  E)  (instead  of 
[ED  1 J  to  delete  the  marked  variables. 

18.  Confirm  the  deletion. 


19.  Because  [FFj  1  also  selected  the 
MAIN  folder,  an  error  message 
states  that  you  cannot  delete  the 
MAIN  folder.  Acknowledge  the 
message. 

When  VAR-LINK  is  redisplayed,  the 
deleted  variables  are  not  listed. 

20.  Close  VAR-LINK  and  return  to 
the  current  application  (Home 
screen  in  this  example). 

When  you  use  ESCI  (instead  of  I  enter  I ) 
to  close  VAR-LINK,  the  highlighted 
name  is  not  pasted  to  the  entry  line. 


f2ridl[VAR-LIMKl 
(use  ©  to 
highlight  x1) 
[H]9 


f2ndl[VAR-LIMKl 

mi 


[HI 


[ENTER] 


[2rid][VAR-LIMKl 
(use  O  to 
highlight  x1) 
[H]9 

[T]  [home] 


f2rid1[VAR-LIMKl 

mi 


mi 


5'f(2)  40 

6x1  3B 
6  xlia  +  J<1 

Error:  Uariable  is  locked 

10  -»  a  10 


_  Jeselecl   

3: Select  Current 
4: Expand  All 
5: Col  lapse  Hll 


Mana3t|lJi6w|Linl|     |fln  |c 


VflR-LIWK  [All] 


Contents  FldshH^F 


11  MAT  12 

pil  MAT  12 

xl  EXPR  5 


■   Fi-  f  F2  fFS-iyHlFSJ    FS  T  FF 

Mana3t|lJi6w|Linl|     |fln  |Con^tn^5|F^^]5rlfl^■^ 


VflR-LIWK  [All] 
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Checking  and  Resetting  Memory 


The  MEMORY  screen  shows  the  amount  of  memory  (in  bytes) 
used  by  all  variables  in  each  data  type,  regardless  of  whether 
the  variables  are  stored  in  RAM  or  the  user  data  archive.  You 
can  also  use  this  screen  to  reset  the  memory. 


Displaying  the 
lUIEIUIORY  Screen 


Tip:  To  display  the  size  of 
individual  variables  and 
determine  if  they  are  in  the 
user  data  archive,  use  the 
VAR-LINK  screen. 


Press  |2nd| 


Size  of  history  pairs 
saved  in  the  j-iome 
screen's  history  area 

Size  of  Flash  applications 
Free  space  in  RAM 
Free  space  in  Flash  ROM 


Includes  programs  written  for  the  TI-89  /  TI-92  Plus  as  well 
as  any  assembly-language  programs  you  have  loaded 


To  close  the  screen,  press  [ENTER].  To  reset  the  memory,  use  the 
following  procedure. 


Resetting  thie 
lUlemory 


Important:  To  delete 
individual  (instead  of  all) 
variables,  use  VAR-LINK  as 
described  on  page  357. 


From  the  MEMORY  screen: 

1.  Press  im. 

2.  Select  the  applicable  item. 


Item 


Description 


RAM  1  :AII  RAM :  Resetting  RAM  erases  all  data  and 

programs  from  RAM. 

2: Default;  Resets  all  system  variables  and  modes  to 
their  original  factory  settings.  This  does  not  affect  any 
user-defined  variables,  functions,  or  folders. 
Flash  ROM  1  ;Archive:  Resetting  Archive  erases  aU  data  and 
programs  from  Flash  ROM. 

2;Flash  Apps:  Resetting  Flash  Apps  erases  aU  Flash 
applications  from  Flash  ROM. 

3:Both:  Resetting  both  erases  all  data,  programs,  and 
Flash  applications  from  Flash  ROM. 

All  Memory  Resetting  wiU  delete  all  data,  programs,  and  Flash 
apphcations  from  RAM  and  Flash  ROM. 


Tip:  To  cancel  the  reset, 
press  [M]  instead  of  IemterI  . 


3.  When  prompted  for  confirmation,  press  jEMTERj. 

The  TI-89  /  TI-92  Plus  displays  a  message  when  the  reset  is 
complete. 

4.  Press  I  ENTER  I  to  acknowledge  the  message. 
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Flash  ROM  free  on 
the  MEMORY 
Screen 


Note:  For  TI-92  Plus 
Modules  and  some  TI-89 
users,  their  maximum 
archive  space  is  about 
384-KB  regardless  of  how 
much  free  Flash  ROM  is 
available. 


The  Flash  ROM  free  displayed  on 
the  Memory  screen  |2nd|  [MEM]  is 
shared  by  archive  and  Flash 
applications.  This  Flash  ROM  is 
divided  into  sectors  of  64-KB 
memory.  Each  individual  sector 
can  contain  either  archive  or  Flash 
applications,  but  not  both. 
Therefore,  the  actual  maximum 
available  space  for  archive  or  Flash 
applications  can  be  less  than  the 
total  Flash  ROM  free  shown  on  the 
memory  screen. 


List 

Matrix 

Function 

Picture 
ftrihS 


Text 

HdH  Data 
GHBH  Dther 

Histet^■ 
iOHO  System 
509?  nastifipp 
??3  ftKchiye 
■  RHM  HFfre 


Shows  Flash  ROM  free 


Flash 

ROM  free  ■ 
(114-KB) 


Available 
for  Archive 
(89-KB)   


Available 
for  Flash 
applications 
(89-KB)  — 


variable  A 
variable  B 
variable  C 


t 

Sector  A 


t 

Sector  B 


t 

Sector  C 


Flasti  application  A 
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Displaying  tlie  VAR-LINK  Screen 


The  VAR-LINK  screen  lists  the  variables  and  folders  that  are 
currently  defined.  After  displaying  the  screen,  you  can 
manipulate  the  variables  and/or  folders  as  described  later  in 
this  chapter. 


Displaying  the 
VAR-LINK  Screen 


Note:  For  information  about 
using  folders,  refer  to 
Chapter  5. 


Tip:  Type  a  letter  repeatedly 
to  cycle  through  the  names 
that  start  with  that  letter. 


Press  [2nH]  [VAR-LINK].  By  default,  the  VAR-LINK  screen  lists  all  user- 
defined  variables  in  all  folders  and  with  all  data  types. 


Folder  nameS' 
(alphabetically 
listed) 


Linkl     |rtn  |Ci>ntcnt5|F1a5hflF.| 


f 
11 

nl 

picl 


FUNC  37 
LIST  26 
MAT  37 
PIC     1547  ■ 


Shows  installed 
Flash  applications 


Size  in  bytes 


I          Data  type 

Variable  names  (alphabetically  listed) 


This... 

Indicates  this... 

[fU  Link 

Lets  you  transmit  variables  and  Flash  applications 

between  units  and  update  the  product  software  in  your 

TI-89  /  TI-92  Plus.  Refer  to  Chapter  22. 

► 

Collapsed  folder  view. 

Expanded  folder  view  (to  right  of  folder  name). 

You  can  scroll  for  more  variables  and/or  folders. 

If  selected  with  [F4l. 

a 

Locked 

Archived 

To  scroll  through  the  list: 

•  Press  ©  or  ©.  (Use  1 2nd  I  ©  or  1 2nd  I  ©  to  scroll  one  page  at  a  time.) 
—  or  — 

•  Type  a  letter.  If  there  are  any  variable  names  that  start  with  that 
letter,  the  cursor  moves  to  highlight  the  first  of  those  variable 
names. 


Variable  Types  as 
Listed  on  VAR-LINK 


Type 

Description 

ASM 

Assembly-language  program 

DATA 

Data 

EXPR 

Expression  (includes  numeric  values) 

FUNC 

Function 

GDB 

Graph  database 

LIST 

List 

MAT 

Matrix 

PIC 

Picture  of  a  graph 

PRGM 

Program 

STR 

String 

TEXT 

Text  Editor  session 
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Listing  Only  a 
Specified  Folder 
and/or  Variable 
Type,  or  Flash 
application 

Tip:  To  cancel  a  menu, 
press  MS- 

Tip:  To  list  system  variables 
(window  variables,  etc.), 
se/ecf  3;System. 


If  you  have  a  lot  of  variables  and/or  folders,  or  Flash  appUcations,  it 
may  be  difficult  to  locate  a  particular  variable.  By  changing  VAR- 
LINK's  view,  you  can  specify  the  information  you  want  to  see. 

From  the  VAR-LINK  screen: 


Press  [F2]  View. 

Highlight  the  setting  you  want  to 
change,  and  press  ©.  This 
displays  a  menu  of  valid 
choices. 

View  —  Allows  you  to  choose 
variables,  Flash  applications,  or 
system  variables  to  view. 

Folder  —  Always  lists  1  :AII  and 
2:main,  but  lists  other  folders 
only  if  you  have  created  them. 

Var  Type  —  Lists  the  valid 
variable  types. 


VftR-LINK  V\EH 

Main  * 

VOK  TVf-4 

VftR-LINK  mv^i 

l^ihiashHpp 

VOK  TVf-4 

3: SMsten 

vftR-LiNK  mv^i 

Vai'labl4s  + 

F^ldtK... 

VOK  TVf-4 

2: Main  1 

^■CEntsr=nK     >        ^E;C=CftNCEL  > J 

VftR-LINK  mV^i 

Vitoj  

F'/^1tr ... 


_  ^xpr- 
3:Liit 
4: Matrix 
5: Function 
6:  Prograri 
7: Picture 
S.l5tring 


J 


I  indicates  that  you  can  scroll  - 
for  additional  variable  types. 

Select  the  new  setting. 

When  you  are  back  on  the  VAR-LINK  VIEW  screen,  press  [ENTER]. 


The  VAR-LINK  screen  is  updated  to  show  only  the  specified  folder, 
and/or  variable  type,  or  Flash  application. 


Closing  the 
VAR-LINK  Screen 


To  close  the  VAR-LINK  screen  and  return  to  the  current  application, 
use  lEIMTERI  or  |ESC|  as  described  below. 


Tip:  For  more  information 
on  using  the lENTER  paste 
feature,  refer  to  page  359. 


Press:  To: 


I  ENTER  I      Paste  the  highlighted  variable  or  folder  name  to  the  cursor 
location  in  the  current  application. 

lESCI         Return  to  the  current  application  without  pasting  the 
highlighted  name. 
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Manipulating  Variables  and  Folders  with  VAR-LINK 


On  the  VAR-LINK  screen,  you  can  show  the  contents  of  a 
variable.  You  can  also  select  one  or  more  listed  items  and 
manipulate  them  by  using  the  operations  in  this  section. 


Showing  the 
Contents  of  a 
Variable 

Note:  You  cannot  edit  the 
contents  from  this  screen. 


You  can  show  all  variable  types  except  ASM,  DATA,  or  GDB.  For 
example,  you  must  open  a  DATA  variable  in  the  Data/Matrix  Editor. 

1.  On  VAR-LINK,  move  the  cursor  to  highlight  the  variable. 

2.  Press: 
Th89:[2nd][F6] 
Th92  Plus:  M 
If  you  highlight  a  folder,  the 
screen  shows  the  number  of 
variables  in  that  folder. 

3.  Toreturnto  VAR-LINK,  press 
any  key. 


Selecting  Items 
from  the  List 


Note:  If  you  use  \Hito  ^  one 
or  more  items  and  then 
highlight  a  different  item,  the 
following  operations  affect 
only  the  v^'ed  items. 


Tip:  Press  either®  ®  to 
toggle  between  expand  or 
collapse  view  when  you 
have  a  folder  highlighted. 


For  other  operations,  select  one  or  more  variables  and/or  folders. 


To  select: 


Do  this: 


A  single  variable 
or  folder 

A  group  of  variables 
or  folders 


All  folders  and 
all  variables 


Selecting  4:Expand  All 
or  5:Collapse  All  will 
expand  or  collapse 
your  folders  or  Flash 
applications. 


Move  the  cursor  to  highlight  the  item. 

Highlight  each  item  and  press  [F4].  A  /  is 
displayed  to  the  left  of  each  selected  item. 
(If  you  select  a  folder,  all  variables  in  that 
folder  are  selected.)  Use  (£4]  to  select  or 
deselect  an  item. 

Expand  the  folder  ©,  press  [F5]  All  and 
select  1  :Seleot  All. 


Selects  the  last  set  of 
items  transmitted  to  your 
unit  during  the  current 
VAR-LINK  session.  Refer 
to  Chapter  22. 


7^^^ 

3: 
\4: 

SeseTec 
Select 
ixpand 
;ol  laps 

liur-r-eni 
=111 
?  All 

Deleting  Variables 
or  Folders 


Tip:  When  you  use  [F4]  to 
select  an  expanded  folder, 
its  variables  are  selected 
automatically  so  that  you 
can  delete  the  folder  and  its 
variables  at  the  same  time. 


press  [enter]. 


To  delete  a  folder,  you  must  delete  all  of  the  variables  in  that  folder. 
However,  you  cannot  delete  the  MAIN  folder  even  if  it  is  empty. 

1.  On  VAR-LINK,  select  the 
variables  and/or  folders. 

2.  Press  [FT]  Manage  and  select 
1  :Delete.  (You  can  press 
[E]  instead  of  [FT)  1.) 

3.  To  confirm  the  deletion, 


2TCopy 
3:  Renarie 
4: Moue 

5:Creaie  Folder 
6: Lock 
7:UnLocl< 

S.lflrchiue  Uariable 


<;EnUr=VE;  > 


<;e;c=nd  " 
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Creating  a  New 
Folder 


For  information  about  using  folders,  refer  to  Chapter  5. 

1.  On  VAR-LINK,  press  [n]  Manage  and  select  5:Create  Folder. 

2.  Type  a  unique  name,  and 


press  I  ENTER  I  twice. 


CREATE  HEU  FDLDER 


□ 


E:Enttr=DK     >  tilEJCfCftNCEriii 


Copying  or  Moving 
Variables  from  One 
Folder  to  Another 


Tip:  To  copy  a  variable  to  a 
different  name  in  tiie  same 
folder,  use  ISTO>l  (sucti  as 
a1  ■>  a2)  or  ttie  CopyVar 
command  from  the  Home 
screen. 


You  must  have  at  least  one  folder  other  than  MAIN.  You  cannot  use 
VAR-LINK  to  copy  variables  within  the  same  folder. 

1.  On  VAR-LINK,  select  the  variables. 

2.  Press  JT]  Manage  and  select  2:Copy  or  4:Move. 

3.  Select  the  destination  folder. 


4.  Press  [ENTerJ. 

The  copied  or  moved 
variables  retain  their 
original  names. 


variable:  F^ni^nl^picl 
T^:        class  > 


<;Entcr=DK     >  <|;C=CftHCEL> 


Renaming  Variables 
or  Folders 


Remember,  if  you  use  \h\  to  select  a  folder,  the  variables  in  that 
folder  are  selected  automatically.  As  necessary,  use  \H\  to  deselect 
individual  variables. 

1.  On  VAR-LINK,  select  the  variables  and/or  folders. 

2.  Press  [FT]  Manage  and  select  3:Rename. 

3.  Type  a  unique  name,  and 


press  I  ENTER  I  twice. 

If  you  selected  multiple  items, 
you  are  prompted  to  enter  a 
new  name  for  each  one. 


Folder:  main 


E:Enttr=DK     y  tilEJCfCftHCEriii 


Locking  or 
Unlocking  Variables 
Folders,  or  Flash 
Applications 


When  a  variable  is  locked,  you  cannot  delete,  rename,  or  store  to  it. 
However,  you  can  copy,  move,  or  display  its  contents.  When  a  folder 
is  locked,  you  can  manipulate  the  variables  in  the  folder  (assuming 
the  variables  are  not  locked),  but  you  cannot  delete  the  folder.  When 
a  Flash  application  is  locked,  you  cannot  delete  it. 

1.  On  VAR-LINK,  select  the  variables  and/or  folders,  or  Flash 
application. 

2.  Press  [n]  Manage  and  select  6:Lock  or  7:UnLock. 


a  indicates  a  locked  variable,, 
folder,  or  Flash  application  in 

K  indicates  an  archived  variable, 
which  is  locked  automatically. 


'  Fi-  Vf2  Vfj-Vf 

'  |rt11  |c.>ntents|F1ash(^rr| 

f 

\  11 

\  a  nl 
"  K  picl 

FUNC 
LIST 
MHT 
PIC 

37 
26 
37 
1547 

J 
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Pasting  a  Variable  Name  to  an  Application 


Suppose  you  are  typing  an  expression  on  tlie  Home  screen 
and  can't  remember  whicti  variable  to  use.  You  can  display  the 
VAR-LINK  screen,  select  a  variable  from  the  list,  and  paste  that 
variable  name  directly  onto  the  Home  screen's  entry  line. 


Which  Applications       From  the  following  applications,  you  can  paste  a  variable  name  to 
Can  You  Use?  the  current  cursor  location. 

•  Home  screen,  Y=  Editor,  Table  Editor,  or  Data/Matrix  Editor 

—  The  cursor  must  be  on  the  entry  Une. 

•  Text  Editor,  Window  Editor,  Numeric  Solver,  or  Program  Editor 

—  The  cursor  can  be  anywhere  on  the  screen. 


Procedure 


Note:  You  can  also  highlight 
and  paste  folder  names. 


Note:  This  pastes  the 
variable's  name,  not  its 
contents.  L/se[2nd1fRCLl. 
instead  o/[2ri][VAR-LiNK],  to 
recall  a  variable's  contents. 


Press  lEMTERj  to  paste  the 
variable  name. 

Finish  typing  the 
expression. 


I  s  i  n  (  I 


Starting  from  an  application  listed  above: 


1.  Position  the  cursor  where 
you  want  to  insert  the 
variable  name. 

2.  Press  [2nd]  [VAR-LINKI. 

3.  Highlight  the  applicable 
variable. 


s  1  n  (  a  1 1 


I  s  i  n  (  a  1 )  I 


If  you  paste  a  variable  name  that  is  not  in  the  current  folder,  the 
variable's  pathname  is  pasted. 


sin(class\a2| 


Assuming  that  GLASS  is  not  the  current  folder,  this  is 
pasted  if  you  highlight  the  a2  variable  in  CLASS. 
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Archiving  and  Unarchiving  a  Variable 


To  archive  or  unarchive  one  or  more  variables  interactively, 
use  the  VAR-LINK  screen.  You  can  also  perform  these 
operations  from  the  Home  screen  or  a  program. 


Why  Would  You 
Want  to  Archive  a 
Variable? 


Note:  You  cannot  archive 
variables  with  reserved 
names  or  system  variables. 


The  user  data  archive  lets  you: 

•  Store  data,  programs,  or  any  other  variables  to  a  safe  location 
where  they  carmot  be  edited  or  deleted  inadvertently. 

•  Create  additional  free  RAM  by  archiving  variables.  For 
example: 

-  You  can  archive  variables  that  you  need  to  access  but  do 
not  need  to  edit  or  change,  or  variables  that  you  are  not 
using  currently  but  need  to  retain  for  future  use. 

-  If  you  acquire  additional  programs  for  your 

TI-89  /  TI-92  Plus,  particularly  if  they  are  large,  you  may 
need  to  create  additional  free  RAM  before  you  can  install 
those  programs. 

Additional  free  RAM  can  improve  performance  times  for  certain 
types  of  calculations. 


Cheol<ing  for  Before  archiving  or  unarchiving  variables,  particularly  those  with  a 

Available  Space  large  byte  size  (such  as  large  programs): 

1.  Use  the  VAR-LINK  screen  to  find  the  size  of  the  variable. 

2.  Use  the  MEMORY  screen  to  see  if  there  is  enough  free  space. 


Note:  If  there  is  not  enough  For  an:  Sizes  must  be  such  that: 

space,  unarchive  or  delete   

variables  as  necessary.  Archive  Archive  free  size  >  variable  size 

Unarchive  RAM  free  size  >  variable  size 


Even  if  there  appears  to  be  enough  free  space,  you  may  see  a 
Garbage  Collection  message  (page  362)  when  you  attempt  to  archive 
a  variable.  Depending  on  the  usability  of  empty  blocks  in  the  user 
data  archive,  you  may  need  to  unarchive  existing  variables  to  create 
more  free  space. 
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From  the  VAR-LINK 
Screen 

Tip:  To  select  a  single 
variable,  highligtit  it.  To 
select  multiple  variables, 
highlight  each  variable  and 
press  [H] 


Note:  If  you  get  a  Garbage 
Collection  message,  refer  to 
page  362. 


To  archive  or  unarchive: 


1.  Press  \M\  [VAR-LINK]  to  display  the  VAR-LINK  screen. 

2.  Select  one  or  more  variables,  which  can  be  in  different  folders, 
(You  can  select  an  entire  folder  by  selecting  the  folder  name.) 

3.  Press  \¥T}  and  select  either: 


8:Arohive  Variable 

-  or- 
9;Unarchive  Variable 

If  you  select  8:Archive  Variable,  the 
variables  are  moved  to  the  user 
data  archive. 

archived^ 
variables 


1: Delete 
2: Copy 
3: Rename 
4 : Hove 

5: Create  Folder 
6: Look 
7:UnLook  

■aiiiaaiimsMEiaBiar 


^2  VFS.KFHKFEjf 
iftui|Link|V  |rtn  |t 


Contents  FlGshf^pp 


FUHC  37 
LIST  26 
riRT  37 
PIC  1547 


Note:  An  archived  variable 
is  locked  automatically.  You 
can  access  the  variable,  but 
you  cannot  edit  or  delete  it. 
Refer  to  page  384. 


You  can  access  an  archived 
variable  just  as  you  would  any 
locked  variable.  For  all  purposes, 
an  archived  variable  is  still  in  its 
original  folder;  it  is  simply  stored 
in  the  user  data  archive  instead  of 
RAM. 


RAM 

User  Data  Archive 

CLASS 

MAIN 

"     ,  pici 

f 
11 

ml 

/ 

M   

progi 
si 

textl 

From  the  Home 
Screen  or  a  Program 


Use  the  Archive  and  Unarchiv  commands  (Appendix  A). 
Archive  variablel,  variables,  . . . 
Unarch'iM  variablel,  variable^,  ... 
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If  a  Garbage  Collection  Message  Is  Displayed 


If  you  use  the  user  data  archive  extensively,  you  may  see  a 
Garbage  Collection  message.  This  occurs  if  you  try  to  archive 
a  variable  when  there  is  not  enough  free  archive  memory. 
However,  the  TI-89  /  TI-92  Plus  will  attempt  to  rearrange  the 
archived  variables  to  make  additional  room. 


Responding  to  the 
Garbage  Collection 
Message 


Horning!  Htout  to  3^rbQ3i 
collect  CKChiut  mtmoKy 


When  you  see  the  message  to  the 
right: 

•  To  continue  archiving, 
press  I  ENTER  I. 
-or- 

•  To  cancel,  press  |ESC|. 

After  garbage  collection,  depending  on  how  much  additional  space  is 
freed,  the  variable  may  or  may  not  be  archived.  If  not,  you  can 
unarchive  some  variables  and  try  again. 


Why  not  Perform 
Garbage  Collection 
Automatically, 
without  a  Message? 


The  message: 

•  Lets  you  know  why  an  archive  wiU  take  longer  than  usual.  It  also 
alerts  you  that  the  archive  may  fail  if  there  is  not  enough  memory. 

•  Can  alert  you  when  a  program  is  caught  in  a  loop  that  repetitively 
fills  the  user  data  archive.  Cancel  the  archive  and  investigate  the 
reason. 


Why  Is  Garbage 

Collection 

Necessary? 


Note:  An  archived  variable 
is  stored  in  a  continuous 
blocli  within  a  single  sector; 
it  cannot  cross  a  sector 
boundary. 


Note:  Garbage  collection 
occurs  when  the  variable 
you  are  archiving  is  larger 
than  any  empty  blocl<. 


The  user  data  archive  is  divided  into  sectors.  When  you  first  begin 
archiving,  variables  are  stored  consecutively  in  sector  1.  This 
continues  to  the  end  of  the  sector.  If  there  is  not  enough  space  left  in 
the  sector,  the  next  variable  is  stored  at  the  beginning  of  the  next 
sector.  Typically,  this  leaves  an  empty  block  at  the  end  of  the 
previous  sector. 


Each  variable  that  you  archive  is 
stored  in  the  first  empty  block  large 
enough  to  hold  it. 


Depending  on  its  size, 
variable  D  is  stored  in 
one  of  tinese  locations 


Sector  1 


^Empty 
block 

Sector  2 


Sector  3 


This  process  continues  to  the  end  of 
the  last  sector.  Depending  on  the  size  of  individual  variables,  the 
empty  blocks  may  account  for  a  significant  amount  of  space. 


362     Chapter  21:  Memory  and  Variable  Management 


How  Unarchiving  a 
Variable  Affects  the 
Process 


When  you  unarchive  a  variable,  it  is 
copied  to  RAM  but  is  not  actually 
deleted  from  the  user  data  archive 
memory. 

After  you  unarchive 
variables  B  and  C,  they 
continue  to  tal^e  up  space. 


Unarchived  variables  are  "marked  for 
deletion,"  meaning  they  wiU  be 
deleted  during  the  next  garbage 
collection. 


variable  A 


variable  D 


Sector  1 


Sector  2 


Sector  3 


If  the  MEMORY 
Screen  Shows 
Enough  Free  Space 


Even  if  the  MEMORY  screen  shows 
enough  free  space  to  archive  a 
variable,  you  may  stiU  get  a 
Garbage  Collection  message. 

When  you  unarchive  a  variable,  the 
Archive  free  amount  increases 
immediately,  but  the  space  is  not 
actually  available  until  after  the 
next  garbage  collection. 


List 

Matrix 

Function 

f  icturt 
ftKihS 

<;Enttr=DK~ 


T4Xt 

Duto 
Dth«r 


Shows  free  space  that 
will  be  available  after  all 
"marked  for  deletion" 
variables  are  deleted. 


If  the  RAM  free  amount  shows  enough  available  space  for  your 
variable,  however,  there  probably  will  be  enough  space  to  archive  it 
after  garbage  collection  (depending  on  the  usability  of  any  empty 
blocks). 


The  Garbage 
Collection  Process 


The  garbage  collection  process: 

•  Deletes  unarchived  variables  from 
the  user  data  archive. 

•  Rearranges  the  remaining 
variables  into  consecutive  blocks. 


Sector  1 


Sector  2 
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Memory  Error  When  Accessing  an  Archived  Variable 


An  archived  variable  is  treated  the  same  as  a  locked  variable. 
You  can  access  the  variable,  but  you  cannot  edit  or  delete  it. 
In  some  cases,  however,  you  may  get  a  Memory  Error  when 
you  try  to  access  an  archived  variable. 


What  Causes  the 
Memory  Error? 


Note:  As  described  below,  a 
temporary  copy  lets  you 
open  or  execute  an  archived 
variable.  However,  you 
cannot  save  any  changes  to 
the  variable. 


Note:  Except  for  programs 
and  functions,  referring  to 
an  archived  variable  does 
not  copy  It.  If  variable  ab  is 
archived,  It  is  not  copied  if 
you  perform  6*  ab. 


The  Memory  Error  message  is  displayed  if  there  is  not  enough  free 
RAM  to  access  the  archived  variable.  This  may  cause  you  to  ask,  "If 
the  variable  is  in  the  user  data  archive,  why  does  it  matter  how  much 
RAM  is  available?"  The  answer  is  that  the  following  operations  can 
be  performed  only  if  a  variable  is  in  RAM. 

•  Opening  a  text  variable  in  the  Text  Editor. 

•  Opening  a  data  variable,  list,  or  matriK  in  the  Data/Matrix  Editor. 

•  Opening  a  program  or  function  in  the  Program  Editor. 

•  Running  a  program  or  referring  to  a  function. 

So  that  you  don't  have  to  unarchive  variables  unnecessarily,  the 
TI-89  /  TI-92  Plus  performs  a  "behind-the  scenes"  copy.  For  example,  if 
you  run  a  program  that  is  in  the  user  data  archive,  the 
TI~89/ TI-92  Plus; 

1.  Copies  the  program  to  RAM. 

2.  Runs  the  program. 

3.  Deletes  the  copy  from  RAM  when  the  program  is  finished. 

The  error  message  is  displayed  if  there  is  not  enough  free  RAM  for 
the  temporary  copy. 


Correcting  the  Error 


Note:  Typically,  the  RAM 
free  size  must  be  larger  than 
the  archived  variable. 


To  free  up  enough  RAM  to  access  the  variable: 

1.  Use  the  VAR-LINK  screen  ([2nd]  [VAR-LINK] )  to  determine  the  size  of 
the  archived  variable  that  you  want  to  access. 

2.  Use  the  MEMORY  screen  ([2nH]  [MEM] )  to  check  the  RAM  free  size. 

3.  Free  up  the  needed  amount  of  memory  by: 

•  Deleting  uimecessary  variables  from  RAM. 

•  Archiving  large  variables  or  programs  (moving  them  from 
RAM  to  the  user  data  archive). 
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Linking  and  Upgrading 


Linking  Two  Units  

Transmitting  Variables,  Flash  Applications,  and  Folders.. 

Transmitting  Variables  under  Program  Control  

Upgrading  Product  Software  (Base  Code)  

Collecting  and  Transmitting  ID  Lists  

Compatibility  between  a  Tl-89,  TI-92  Plus,  and  Tl-92  


.366 
.367 
.371 
.373 
.378 
.  380 


This  chapter  describes  how  to  use  the  VAR-LINK  screen  to: 

•  Transmit  variables,  Flash  applications,  and  folders  between 
two  units 

■    Upgrade  the  product  software  (base  code) 

•  Collect  ID  Lists 

It  also  includes  information  on  transmitting  variables  under 
program  control,  and  calculator  compatibility. 

Variables  include  programs,  functions,  graph  figures,  etc. 


The  VAR-LINK  screen  displays  a 
list  of  defined  variables,  Flash 
applications,  and  folders.  For 
information  about  using  folders, 
refer  to  Chapter  5. 
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Linking  Two  Units 


The  Tl-89  and  the  Tl-92  Plus  each  come  with  a  cable  that  lets 
you  link  two  units.  Once  connected,  you  can  transmit 
information  between  two  units. 


Connecting  before 
Sending  or 
Receiving 


Using  firm  pressure,  insert  one  end  of  the  cable  into  tl\e  I/O  port  of 
eadi  unit.  Either  unit  can  send  or  receive,  depending  on  how  you  set 
them  up  from  the  VAR-LINK  screen. 

This  shows  how  to  hnl<  two  TI-89  units  together: 


Note:  You  can  link  a  Tl-89 
or  Tl-92  Plus  to  another 
Tl-89  a  Tl-92  Plus,  or  a 
Tl-92,  but  not  to  a  graphing 
calculator  such  as  a  TI-81, 
TI-82,  TI-83,  TI-83  Plus, 
TI-85,  or  TI-86. 


Sending 
unit 


ooaoa 

OOOCDO 
ODODO 

Dooao 

DODOO 


I/O  Port 


DOOf? 

OODOD 
OODOO 
OOOOO 
OOOOD 

OOOOO 
OOOOO 

OOOOD 


Receiving 
unit 


I/O  Port 


Cable 


This  shows  how  to  hnl<  two  Tl-92  Plus  units  together: 
I/O  Port  I  /  I/O  Port 


You  can  also  use  the  unit-to-unit  cable  that  came  with  your 
calculator  to  link  a  TI-89  and  a  Tl-92  Plus  together. 


I/O  Port 


□  JIi  I 


I  ■  ■  II  ■■  II  II  ■ 

ccncizciz^cn  -i-i-iL- 
I  ■  _iu  _i  ■  11:11    !  ■  r  iLj 


I/O  Port 
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Transmitting  Variables,  Flash  Applications,  and  Folders 


Transmitting  variables  is  a  convenient  way  to  share  any 
variable  listed  on  the  VAR-LINK  screen  — functions,  programs, 
etc.  You  can  also  transmit  Flash  applications  and  folders. 


Setting  Up  the  Units 


Most  Flash  applications  will  transfer  only  from  a  TI-89  to  a  TI-89  or 
from  a  TI-92  Plus  to  a  TI-92  Plus.  You  cannot  send  Flash  applications 
to  a  TI-92  unless  it  contains  a  Plus  module  and  Advanced 
Mathematics  2.x  product  software  (base  code).  For  more  calculator 
compatibility  information,  refer  to  page  380. 

1.  Link  two  units  as  described  on  page  366. 

2.  On  the  sending  unit,  press  [2n5]  [VAR-LINK]  to  display  the  VAR-LINK 


Note:  Use  [p  to  select 
multiple  variables,  Flash 
applications,  or  folders.  Use 
dl]  again  to  deselect  any 
that  you  do  not  want  to 
transmit. 


3.  On  the  sending  unit,  select  the  variables,  folders,  or  Flash 
applications  you  want  to  send.  Collapsed  folders  become 
expanded  when  selected. 

•  To  select  a  single  variable  or  Flash  application,  move  the 
cursor  to  highlight  it. 

•  To  select  a  single  folder,  highlight  it  and  press  [£4]  to  place  a 
checkmark  (/)  beside  it.  This  selects  the  folder  and  its 
contents. 

•  To  select  multiple  variables.  Flash  applications,  or  folders 
highlight  each  one  and  press  [F4]  to  place  a  checkmark  (/) 
beside  it. 

•  To  select  aU  variables,  Flash  applications,  or  folders  use 
[Ml  All  1  :Select  All. 

4.  On  the  receiving  imit,  press  [2nd]  [VAR-LINK]  to  display  the  VAR- 
LINK  screen.  (The  sending  unit  remains  on  the  VAR-LINK  screen.) 

5.  On  both  the  receiving  and  the  sending  unit,  press  [£3]  Link  to 
display  the  menu  options. 

6.  On  the  receiving  unit,  select  2;Reoeive. 

The  message  VAR-LINK:  WAITING  TO  RECEIVE  and  the  BUSY 
indicator  are  displayed  in  the  status  line  of  the  receiving  unit. 

7.  On  the  sending  unit,  select  either: 

•  1  :Sencl  to  TI-89/92  Plus 
—  or  — 

•  3:Sencl  to  TI-92 

This  starts  the  transmission. 

During  transmission,  a  progress  bar  is  displayed  in  the  status  line  of 
the  receiving  unit.  When  transmission  is  complete,  the  VAR-LINK 
screen  is  updated  on  the  receiving  unit. 
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Rules  for 
Transmitting 
Variables,  Flash 
Applications,  or 
Folders 


Note:  You  cannot  send  an 
archived  variable  to  a  TI-92. 
You  must  unarcliive  it  first 


Note:  You  must  expand  a 
folder  before  transmitting  it 
or  its  contents. 


Unlocked  and  unarchived  variables  having  the  same  name  on  both 
the  sending  and  receiving  units  wiU  be  overwritten  from  the  sending 
unit. 

Locked  and  archived  variables  having  the  same  name  on  both  the 
sending  and  receiving  units  must  be  unlocked  or  imarchived  on  the 
receiving  unit  before  they  can  be  overwritten  from  the  sending  unit. 

You  can  lock,  but  you  cannot  archive  a  Flash  application  or  a  folder. 


If  you  select: 

What  happens: 

Unlocked  variable 

The  variable  is  transmitted  to  the  current 

folder  and  it  remains  unlocked  on  the 

receiving  unit. 

Locked  variable 

The  variable  is  transmitted  to  the  current 

folder  and  it  remains  locked  on  the  receiving 

unit. 

Archived  variable 

The  variable  is  transmitted  to  the  current 

folder  and  it  remains  archived  on  the 

receiving  unit. 

Unlocked  Flash 

If  the  receiving  unit  has  the  correct 

appUcation 

certification,  the  Flash  application  is 

transmitted.  It  remains  unlocked  on  the 

receiving  unit. 

Locked  Flash 

If  the  receiving  unit  has  the  correct 

application 

certification,  the  Flash  application  is 

transmitted.  It  remains  locked  on  the 

receiving  unit. 

Unlocked  Folder 

The  folder  and  its  selected  contents  are 

transmitted.  The  folder  remains  unlocked  on 

the  receiving  unit. 

Locked  Folder 

The  folder  and  its  selected  contents  are 

transmitted.  The  folder  becomes  unlocked  on 

the  receiving  unit. 

Canceling  a 
Transmission 


From  either  the  sending  or  receiving  unit: 

1.  Press  [ONl.  (— 
An  error  message  is  displayed. 

2.  Press  [ESC]  or  lENTERI. 


Link  tKonsNission 
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Common  Error  and 

Notification 

Messages 


Note:  The  sending  unit  may 
not  always  display  tills 
message.  Instead,  it  may 
remain  BUSY  until  you 
cancel  the  transmission. 


Shown  on:    Message  and  Description: 


Sending 
unit 


Sending 
unit 


Receiving 
unit 


Link  tKonsNission 


 y 

This  is  displayed  after  several  seconds  if: 

•  A  cable  is  not  attached  to  the  sending  unit's  I/O  port. 

—  or  — 

•  A  receiving  unit  is  not  attached  to  the  other  end  of  the 
cable. 

—  or  — 

•  The  receiving  unit  is  not  set  up  to  receive. 
Press  lESCI  or  I  ENTER  I  to  cancel  the  transmission. 


FiGSh  0P-PliC4tl4n 


The  receiving  unit  does  not  have  the  correct  certification 
for  the  product  software  (base  code)  or  Flash  application 
being  sent. 


\1 

DUtKWKitt:  ND* 

<E!C=CSNCEL  > J 

New  Name  is  active 
only  if  you  ohange 
Overwrite  to  NO. 


The  receiving  unit  has  a  variable  with  the  same  name  as 
the  specified  variable  being  sent. 


To  overwrite  the  existing  variable,  press  [ENTER].  (By 
default,  Overwrite  =  YES.) 

To  store  the  variable  to  a  different  name,  set  Overwrite 
=  NO.  In  the  New  Name  input  box,  type  a  variable 
name  that  does  not  exist  in  the  receiving  unit.  Then 
press  I  ENTER  I  twice. 

To  skip  this  variable  and  continue  with  the  next  one, 
set  Overwrite  =  SKIP  and  press  lENTERI. 

To  cancel  the  transmission,  press  |ESC|. 


Receiving 
unit 


The  receiving  unit  does  not  have  enough  memoiy  for  what  is 
being  sent.  Press  I  ESC  lor  I  ENTER  I  to  cancel  the  transmission. 
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Deleting  Variables, 
Flash  Applications, 
or  Folders 


Note:  You  cannot  delete  the 
Main  folder. 


Note:  Use  [El]  to  select 
multiple  variables,  Flash 
applications,  or  folders.  Use 
[fII  again  to  deselect  any 
that  you  do  not  want  to 
delete. 


1.  Press  \M\  [VAR-LINK]  to  display  the  VAR-LINK  screen. 

2.  Select  the  variables,  folders,  or  Flash  applications  to  delete. 

•  To  select  a  single  variable  or  Flash  appUcation,  move  the 
cursor  to  highlight  it. 

•  To  select  a  single  folder,  highlight  it  and  press  [F4]  to  place  a 
checkmark  (/)  beside  it.  This  selects  the  folder  and  its 
contents. 

•  To  select  multiple  variables.  Flash  applications,  or  folders 
highlight  each  one  and  press  [F4]  to  place  a  checkmark  (/) 
beside  it. 

•  To  select  aU  variables,  Flash  appUcations,  or  folders  use 
[F5]  All  1  :Select  All. 

3.  Press  [fT]  and  choose  1  :Delete. 
—  or  — 

Press  Q  ■  A  confirmation  message  appears. 


4.  Press  I  ENTER  I  to  confirm  the  deletion. 


Where  to  Get  Flash 
Applications 


For  up-to-date  information  about 
available  Flash  applications,  check 
the  Texas  Instruments  web  site  at: 

education.ti.com 

or  contact  Texas  Instruments  as 
described  in  Appendix  C. 

You  can  download  a  Flash 
application  and/or  certificate  from 
the  Texas  Instruments  web  site  to 
a  computer,  and  use  a  TI-GRAPH 
LINK  computer-to-calculator  cable 
to  install  the  application  or 
certificate  on  your 
TI~89/TI-92Plus. 

For  installation  instructions,  refer 
to  the  Flash  Applications 
instructions  in  the  front  of  this 
guidebook,  or  to  your 
T\™  Connect  online  help  or 
TI-GRAPH  LINK  guidebook. 


education.ti.com 


Flash 

application 


Certificate 


via  TI-GRAPH  LINK  cable 
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Transmitting  Variables  under  Program  Control 


You  can  use  a  program  containing  GetCalc  and  SendCalc  or 
SendChat  to  transmit  a  variable  from  one  calculator  to 
another. 


Overview  of  SendCalc  sends  a  variable  to  the  link  port,  where  a  linked  calculator 

Commands  can  receive  the  variable  value.  The  linked  calculator  must  be  on  the 

Home  screen  or  must  execute  GetCalc  from  a  program.  If  you  send  to 
a  TI-92,  however,  an  error  occurs  if  the  TI-92  executes  GetCalc  from  a 
program.  In  this  case,  you  must  use  SendChat  instead. 

SendChat,  a  general  alternative  to  SendCalc,  is  useful  if  the  receiving 
calculator  is  a  TI-92  (or  for  a  generic  chat  program  that  allows  a 
TI-89,  TI-92,  or  TI-92  Plus  to  be  the  receiving  calculator).  SendChat 
sends  a  variable  only  if  that  variable  is  compatible  with  the  TI-92, 
which  is  typically  true  in  chat  programs.  However,  SendChat  will  not 
send  an  archived  variable,  a  TI-89  or  TI-92  Plus  graph  data  base,  etc. 


The  "Chat"  Program      The  following  program  uses  GetCalc  and  SendChat.  The  program 
sets  up  two  loops  that  let  the  linked  calculators  take  turns  sending 
and  receiving/displaying  a  variable  named  msg.  InputStr  lets  each 
user  enter  a  message  in  the  msg  variable. 


Sets  up  this  unit  to 
receive  and  display 
the  variable  msg. 

Then  lets  this  user 
enter  a  message  in 
msg  and  send  it. 


Lets  this  user  enter 
a  message  in  msg 
and  send  it. 

Then  sets  up  this 
unit  to  receive  and 
display  msg. 


Chat( ) 

Prgm 

ClrlO 

Disp  "On  first  unit  to  send, 
InputStr  "  enter  0",iiisg 
If  msg="0"  Then 
While  true   

GetCalc  msg 

Disp  msg 

InputStr  msg 

SendChat  msg 

EndWhile   

Else 

While  true   

InputStr  msg 
SendChat  msg 
GetCalc  msg 
Disp  msg 

EndWhile   

Endlf 
EndPrgm 


enter  l;","On  first  to  receive, 


Loop  executed  by  the  unit  that 
receives  the  first  message. 


Loop  executed  by  the  unit  that 
sends  the  first  message. 


To  synchronize  GetCalc  and  SendChat,  the  loops  are  arranged  so  that 
the  receiving  unit  executes  GetCalc  while  the  sending  unit  is  waiting 
for  the  user  to  enter  a  message. 
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Running  the 
Program 


Note:  For  information  about 
using  the  Program  Editor, 
refer  to  Cfiapter  17. 


This  procedure  assumes  that: 

•  The  two  calculators  are  linked  with  the  cormecting  cable  as 
described  on  page  366. 

•  The  Chat  program  is  loaded  on  both  calculators.  (A  program 
loaded  on  a  TI-92  must  use  SendCalc  instead  of  SendChat.) 

-  Use  each  calculator' s  Program  Editor  to  enter  the  program. 
—  or  — 

-  Enter  the  program  on  one  calculator  and  then  use  VAR-LINK  to 
transmit  the  program  variable  to  the  other  calculator  as 
described  on  page  367. 


To  run  the  program  on  both  calculators: 

1.  On  the  Home  screen  of  each  calculator,  enter: 
chatO 

2.  When  each  calculator  displays  its  initial  prompt,  respond  as 
shown  below. 


On  the:  Type: 

Calculator  that  wiU  send  1  and  press  I  ENTER  I . 

the  first  message. 


Calculator  that  will  receive  0  and  press  [ENTER], 
the  first  message. 


3.  Take  turns  typing  a  message  and  pressing  lEHTERI  to  send  the 
variable  msg  to  the  other  calculator. 


Stopping  tlie  Because  the  Chat  program  sets  up  an  infinite  loop  on  both 

Program  calculators,  press  [M]  (on  both  calculators)  to  break  the  program.  If 

you  press  |ESC|  to  acknowledge  the  error  message,  the  program  stops 
on  the  Program  I/O  screen.  Press  [F5]  or  |ESC|  to  return  to  the  Home 
screen. 
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Upgrading  Product  Software  (Base  Code) 


You  can  upgrade  the  product  software  (base  code)  on  your 
Tl-89  /  Tl-92  Plus.  You  can  also  transfer  product  software  (base 
code)  from  one  Tl-89  or  Tl-92  Plus  to  another,  provided  that  the 
receiving  unit  has  the  correct  certification  that  allows  it  to  run 
that  software. 


Product  Software 
(Base  Code) 
Upgrades 


The  term  product  software  includes  these  two  types  of  base  code 
upgrades: 

•  Maintenance  upgrades  (wliich  are  released  free  of  charge). 

•  Feature  upgrades  (some  of  which  are  for  purchase).  Before 
downloading  a  purchased  feature  upgrade  from  the  Texas 
Instruments  web  site,  you  must  provide  your  calculator's 
electronic  ID  number.  This  information  is  used  to  create  a 
customized  electronic  certificate  that  specifies  which  product 
software  your  unit  is  licensed  to  run. 

Installing  either  a  maintenance  upgrade  or  a  feature  upgrade  resets 
all  calculator  memory  to  the  original  factory  settings.  This  means 
that  all  user-defined  variables,  programs,  lists,  and  Flash  applications 
will  be  deleted.  See  the  important  information  concerning  batteries 
(below)  and  "Backing  Up  Your  Unit  Before  a  Product  Software  (Base 
Code)  Installation"  on  page  374  before  performing  a  base  code 
(maintenance  or  feature)  upgrade. 


Important  Product 
Software  (Base 
Code)  Download 
Information 


New  batteries  should  be  installed  before  beginning  a  base  code 
(maintenance  or  feature  upgrade)  download. 

When  in  base  code  download  mode,  the  Automatic  Power  Down™ 
(APD^")  feature  does  not  function.  If  you  leave  your  calculator  in 
download  mode  for  an  extended  time  before  you  actually  start  the 
downloading  process,  your  batteries  may  become  depleted.  You  will 
then  need  to  replace  the  depleted  batteries  with  new  batteries  before 
downloading. 

You  can  also  transfer  base  code  from  calculator-to-calculator  using  a 
unit-to-unit  cable.  If  you  accidentally  interrupt  the  transfer  before  it 
is  complete,  you  will  need  to  reinstall  the  base  code  via  a  computer. 
Again,  remember  to  install  new  batteries  before  downloading. 

Please  contact  Texas  Instruments  as  described  in  Appendix  C  if  you 
experience  a  problem. 
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Backing  Up  Your 
Unit  Before  a 
Product  Software 
(Base  Code) 
Installation 


Important:  Before 
installation,  install  new 
batteries. 


When  you  install  a  product  software  (base  code)  upgrade,  the 
installation  process: 

•  Deletes  all  user-defined  variables  (in  both  RAM  and  the  user  data 
archive),  functions,  programs,  and  folders. 

•  Could  delete  all  Flash  apphcations. 

•  Resets  all  system  variables  and  modes  to  their  original  factory 
settings.  This  is  equivalent  to  using  the  MEMORY  screen  to  reset 
all  memory. 

To  retain  any  existing  variables  or  Flash  applications,  do  the 
following  before  installing  the  upgrade: 

•  Transmit  the  variables  or  Flash  applications  to  another  calculator 
as  described  on  page  367. 


Note:  The  computer-to- 
calculator  cable  is  not  the 
same  as  the  cable  that 
came  with  your  calculator. 


•    Use  a  TI-GRAPH  LINK™  computer-to-calculator  cable  and 

Tl™  Connect  or  TI-GRAPH  LINK  software  (available  at  no  charge 
from  the  Texas  Instruments  web  site)  to  send  the  variables  and/or 
Flash  applications  to  a  computer. 

If  you  have  a  TI-GRAPH  LINK  computer-to-calculator  cable  and 
software  for  the  TI-92,  be  aware  that  the  TI-92  TI-GRAPH  LINK 
software  is  not  compatible  with  either  the  TI-89  or  the  TI-92  Plus.  The 
cable,  however,  works  with  all  units.  For  information  about 
obtaining  a  TI-GRAPH  LINK  computer-to-calculator  cable  for  the 
TI-89  /  TI~92  Plus,  check  the  Texas  Instruments  web  site  at: 

education.ti.com 

or  contact  Texas  Instruments  as  described  in  Appendix  C. 


Where  to  Get 
Product  Software 
(Base  Code) 


For  up-to-date  information  about 
available  product  software  (base 
code)  upgrades  and  installation 
instructions,  check  the  Texas 
Instruments  web  site  at: 

education.ti.com 

or  contact  Texas  Instruments  as 
described  in  Appendix  C. 

You  can  download  product 
software  and/or  a  certificate  from 
the  Texas  Instruments  web  site  to  a 
computer,  and  use  a  TI-GRAPH  LINK 
computer-to-calculator  cable  to 
mstall  it  on  your  TI-89  /  TI-92  Plus. 

For  complete  information,  refer  to 
the  instructions  on  the  web. 


education.ti.com 


Certificate 


via  TI-GRAPH  LINK  cable 
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Transferring 
Product  Software 
(Base  Code) 


Important:  For  each 
receiving  unit,  remember  to 
back  up  information  as 
necessary  and  install  new 
batteries. 


Important:  Be  sure  both  the 
sending  and  receiving  units 
are  in  the  VAR-LINK  screen. 


If  the  sending  TI-89  or  TI~92  Plus  has  its  original  product  software 
(base  code)  or  a  free  maintenance  upgrade,  the  receiving  Tl-89  or 
Tl-92  Plus  does  not  need  a  new  certificate.  Its  current  certificate  is 
vaM,  and  the  maintenance  upgrade  can  be  transferred. 

If  the  sending  Tl-89  or  Tl-92  Plus  has  a  purchased  feature  upgrade,  the 
upgrade  must  be  purchased  for  the  receiving  umt.  A  certificate  can 
then  be  downloaded  and  installed  on  the  receiving  unit.  After  the 
certificate  is  installed,  the  feature  upgrade  can  be  transmitted. 

You  can  see  which  version  of  product  software  is  in  your 

Tl-89  /  Tl-92  Plus.  From  the  Home  screen,  press  \fT\  and  select  A:About. 

Product  software  (base  code)  will  transfer  only  from  a  Tl-89  to  a 
Tl-89  or  from  a  Tl-92  Plus  to  a  Tl-92  Plus.  You  cannot  send  Advanced 
Mathematics  2.x  product  software  (base  code)  to  a  Tl-92  unless  it 
contains  a  Plus  module.  For  more  calculator  compatibility 
information,  refer  to  page  380. 

To  transfer  product  software  (base  code)  from  unit  to  unit: 

1.  Link  two  units  as  described  on  page  366. 

2.  On  the  receiving  and  the  sending  unit,  press  \2n(i\  [VAR-LINK]  to 
display  the  VAR-LINK  screen. 

3.  On  the  receiving  and  the  sending  unit,  press  [£3]  Link  to  display 
the  menu  options. 

4.  On  the  receiving  unit,  select  5;Recelve  Product  SW. 

A  warning  message  displays.  Press  jESCj  to  halt  the  process,  or 
press  I  ENTER  I  to  proceed.  Pressing  I  ENTER!,  displays  VAR-LINK: 
WAITING  TO  RECEIVE  and  BUSY  in  the  status  Une  of  the 
receiving  unit. 

5.  On  the  sending  unit,  select  4:Send  Product  SW. 

A  warning  message  displays.  Press  |ESC|  to  halt  the  process,  or 
press  I  ENTER  I  to  start  the  transmission. 
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Transferring 
Product  Software 
(continued) 


During  the  transfer,  the  receiving  unit  shows  how  the  transfer  is 
progressing.  When  the  transfer  is  complete: 

•  The  sending  unit  returns  to  the  VAR-LINK  screen. 

•  The  receiving  unit  returns  to  the  Home  screen.  You  may  need  to 
use  [♦]  0  (lighten)  or  [♦]  [+]  (darken)  to  adjust  the  contrast. 


Do  Not  Attempt  to 
Cancel  a  Product 
Software  (Base 
Code)  Transfer 


After  the  transfer  starts,  the  receiving  unit's  existing  base  code  is 
effectively  deleted.  If  you  interrupt  the  transfer  before  it  is  complete, 
the  receiving  unit  will  not  operate  properly.  You  wiU  then  need  to 
reinstall  the  base  code  (maintenance  or  feature)  upgrade  via  a 
computer. 


If  You're  Upgrading 
Product  Software 
(Base  Code)  on 
Multiple  Units 


To  perform  a  maintenance  upgrade  on  multiple  units,  you  can 
transfer  an  upgrade  from  one  unit  to  another  instead  of  installing  it 
on  each  unit  via  a  computer.  Maintenance  upgrades  are  released  free 
of  charge  and  you  do  not  need  to  obtain  a  certificate  before  you 
download  or  install  them. 


Note:  Group  certificates  are 
also  available.  See 
page  378. 


Before  installing  a  purchased  feature  upgrade,  each  TI-89  or 
TI-92  Plus  must  have  its  own  unique  certificate.  During  download  and 
installation,  you  can  choose  both  the  certificate  and  feature  upgrade 
or  only  the  certificate.  The  illustration  below  shows  the  most 
efficient  way  to  prepare  multiple  units  for  a  purchased  feature 
upgrade. 


Tip:  Generally,  transmitting 
a  base  code  upgrade  from 
unit-to-unit  is  mucti  quicker 
than  installing  it  via  a 
computer. 


From  the  computer, 
download  and  install  the 
certificate  and  feature 
upgrade  for  one  unit. 


OOO/VteTV) 

□  OODQ 

OOOOO 

□  OOOO 
OOOOO 
OOOOO 


From  the  computer,  download  and 
install  only  the  unique  certificate 
for  each  of  the  other  units. 


/  \ 


ooo(7SJ(0 
oooHSs^ 

OOOOO 

Dinoao 

OOOOO 
OOOOO 
OOOOO 
OOOOO 


000(V]^(^ 
oooHsy 

DOODO 
DOODO 


Starting  with  the  first  unit,  transfer  the  feature  upgrade 
from  one  unit  to  another  as  described  below. 


Preparing  multiple  Tl-92  Plus  units  for  a  purchased  feature  upgrade 
works  the  same  as  illustrated  above. 
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Error  Messages  Most  error  messages  are  displayed  on  the  sending  unit.  Depending 

on  when  the  error  occurs  during  the  transfer  process,  you  may  see 
an  error  message  on  the  receiving  unit. 


Error  Message 


Description 


Link  tKonsNission 


or  Flash  ap-p1ic4Uon 


t^<E;C=CflMCEL  y 


The  sending  and  receiving  units  are 
not  connected  properly,  or  the 
receiving  unit  is  not  set  up  to 
receive. 

The  certificate  on  the  receiving  unit 
is  not  valid  for  the  product  software 
(base  code)  on  the  sending  unit. 
You  must  obtain  and  install  a  valid 
certificate. 

An  error  occurred  during  the 
transfer.  The  current  product 
software  in  the  receiving  unit  is 
corrupted.  You  must  reinstall  the 
product  software  from  a  computer. 

Replace  the  batteries  on  the  unit 
displaying  this  message. 
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Collecting  and  Transmitting  ID  Lists 


The  VAR-LINK  screen  [F3]  6;Send  ID  List  menu  option  allows 
collection  of  electronic  ID  numbers  from  individual 
Tl-89  /  Tl-92  Plus  calculators. 


ID  Lists  and  Group        The  ID  list  feature  provides  a  convenient  way  to  collect  calculator 
Certificates  IDs  for  group  purchase  of  commercial  appUcations.  After  the  IDs  are 

collected,  transmit  them  to  Texas  Instruments  so  a  group  certificate 

can  be  issued. 

A  group  certificate  allows  distribution  of  purchased  software  to 
multiple  TI-89  /  TI-92  Plus  units.  The  software  can  be  loaded,  deleted 
from,  and  reloaded  to  the  calculators  as  often  as  needed  for  as  long 
as  the  software  remains  listed  in  the  group  certificate.  You  may  add 
new  ID  numbers  and/or  new  commercial  applications  to  a  group 
certificate. 


Collecting  ID  Lists 


You  can  use  one  calculator  to  collect  all  of  the  IDs,  or  use  several 
collection  units  and  then  consolidate  their  ID  lists  onto  one 
calculator. 

To  send  an  ID  number  from  one  calculator  to  another,  first  coimect 
two  units  by  using  the  calculator-to-calculator  cable  that  came  with 
the  TI-89  /  TI-92  Plus.  Refer  to  the  illustrations  on  page  366. 


Wofe:  You  cannot  view  the 
ID  list  on  the  sending  or 
collecting  units. 


Step:  On  the: 


Do  this: 


1.  Collecting  imit    Display  the  Home  screen.  Press: 
(Receiving  unit)  TI-89:  [HOME] 

TI-92  Plus:  H  [home] 

2.  Sending  unit       a.  Press  [2[id][VAR-LINKlto  display  the  VAR-LINK 

screen. 


b.  Press  [H  Link 
and  select 
6:Send  ID  List. 


l:Send  to  71-53^92  Plus 
2: Receive 
3: Send  to  TI-92 
4:  Send  Pr-oduot  SW 
5:Reoeiye  ProduotSW 


Wofe:  Each  time  an  ID  list  is 
successfully  sent  from  one 
calculator  to  another,  the  ID 
list  is  automatically  deleted 
from  the  sending  unit. 


Note:  If  an  ID  is  collected 
from  a  calculator  twice,  the 
duplicate  ID  is  automatically 
deleted  from  the  list. 


The  sending  unit  adds  a  copy  of  its  unique  ID 
number  to  the  collection  unit's  ID  Ust.  The 
sending  unit  always  retains  its  own  ID 
number,  which  cannot  be  deleted  from  the 
calculator. 

Additional  units  Repeat  steps  1  and  2  until  all  the  IDs  are 
collected  onto  one  calculator. 

Depending  on  available  memory  in  the 
collection  calculator,  it  is  possible  to  collect 
over  4,000  IDs. 
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Transmitting  the  ID  After  all  the  IDs  are  collected  onto  one  calculator,  use  the  TI-GRAPH 
List  to  a  Computer        LINK^"  software  and  a  computer-to-calculator  cable  (available 

separately)  to  store  the  ID  list  on  a  computer.  The  ID  list  can  then  be 
sent  as  an  e-mail  attachment,  or  it  can  be  printed  and  faxed  or  mailed 
to  Texas  Instruments. 

For  complete  instructions  on  how  to  transmit  an  ID  list  from  a 
TI-89  /  TI-92  Plus  to  a  computer,  refer  to  the  TI-GRAPH  LINK 
guidebook.  The  general  steps  are; 

1.  Connect  the  cable  to  the  computer  and  to  the  calculator  that 
contains  the  ID  Ust. 

2.  Start  the  TI-GRAPH  LINK  software  on  the  computer. 

3.  Display  the  Home  screen  on  the  calculator.  Press: 
TI-89:  [HOMEl 

TI-92  Plus:  H  [home] 

4.  In  the  TI-GRAPH  LINK  software,  select  Get  ID  List  from  the  Link 
menu. 

5.  Select  a  directory  on  the  computer  in  which  to  store  the  ID  list 
and  record  this  location  for  future  reference. 

6.  Click  OK  to  store  the  ID  list  on  the  computer's  hard  drive. 

The  ID  list  remains  on  the  collection  calculator  until  you  either  clear 
it  or  send  it  to  another  TI-89  /  TI-92  Plus. 


Clearing  the  ID  List 


The  ID  list  remains  on  the  collection  calculator  after  it  is  uploaded  to 
the  computer.  You  can  then  use  the  collection  calculator  to  upload 
the  list  to  other  computers. 

To  clear  the  ID  list  from  the  collection  unit: 

1.  Press  [2nd]  [VAR-LINK]  to  display  the  VAR-LINK  screen. 

2.  Press  [fT|  Manage  and  select  AiClear  ID  List. 

^^^^ 


3tRenarie 
4:  Moye 

5: Create  Folder 
6:Lock  Uariable 
7:UriLock  Uariable 
S:Rrchiye  Uariable 
9 : UnarcJii y e  Uariable 
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Compatibility  between  a  TI-89,  TI-92  Plus,  and  TI-92 


In  general,  TI-89  and  TI-92  Plus  data  and  programs  are 
compatible,  with  some  differences.  However,  both  calculators 
have  incompatibilities  with  the  TI-92.  Where  possible,  data 
transfer  with  a  TI-92  is  allowed. 


Main  Types  of  All  data  is  compatible  between  a  TI-89  and  TI-92  Plus,  but  some 

Incompatibilities  programs  written  for  one  may  not  run  the  same  on  the  other  because 

of  differences  in  the  calculators'  screen  sizes  and  keyboards. 

Compared  to  a  TI-92,  the  TI-89  and  TI-92  Plus: 

•  Have  functions,  instructions,  and  system  variables  that  do  not 
exist  on  the  TI-92. 

•  Can  use  the  same  variable  to  define  and  then  evaluate  a  user- 
defined  function  or  program.  For  example,  you  can  define  a 
function  in  terms  of  x  and  then  evaluate  that  function  using  an 
expression  containing  x.  This  causes  a  Circular  definition  error  on 
the  TI-92.  Refer  to  Chapter  17:  Programming  for  more 
information. 

•  Manage  local  variables  differently  than  the  TI-92.  Refer  to 
Chapter  17:  Programming  for  more  information. 


Text  versus  When  you  create  a  function  or  program  in  the  Program  Editor,  it 

Tokenized  exists  in  text  form  until  you  run  it.  Then  it  is  converted  automatically 

to  a  tokenized  form. 

•    Data  in  text  form  can  always  be  shared  between  a  TI-89, 

TI-92  Plus,  and  TI-92.  However,  the  function  or  program  may  not 
give  the  same  results  when  run  on  a  different  calculator. 

Data  in  tokenized  form  contains  information  that  describes 
included  functionality.  The  TI-89  and  TI-92  Plus  use  the  same 
tokenized  forms,  but  the  TI-92  is  different. 

-  If  you  attempt  to  send  a  tokenized  function,  program,  or  other 
data  type  from  a  TI-89  or  TI-92  Plus  to  a  TI-92,  the  TI-89  or 
TI-92  Plus  automatically  checks  to  be  sure  the  functionality  is 
acceptable  for  the  TI-92.  If  not,  the  data  is  not  sent.  This  is  for 
your  protection  because  the  tokenized  data  could  cause  the 
TI-92  to  lock  up  if  the  data  is  sent  with  invalid  functionality. 

-  Even  if  the  tokenized  data  is  sent,  this  does  not  guarantee  that 
the  data  will  give  the  same  results  on  the  other  calculator. 


Note:  If  you  use  the 
Program  Editor  to  edit  a 
function  or  program  that  is  in 
tolfenized  form,  it  returns  to 
text  form  until  the  next  time 
you  run  it. 
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TI-92  to  TI-89  All  user-defined  variables,  including  functions  and  programs,  can  be 

or  TI-92  Plus  sent  from  a  TI~92  to  a  TI-89  or  TI-92  Plus.  However,  they  may  behave 

differently.  Examples  are: 

•  Conflicts  between  TI-89  /  TI-92  Plus  system  variable,  function,  and 
instruction  names  and  TI-92  user-defined  names. 

•  Programs  or  functions  that  use  symbolic  local  variables.  On  a 
TI-89  and  TI-92  Plus,  a  local  variable  must  be  initialized  with  a 
value  before  it  can  be  referenced  (meaning  that  a  local  variable 
cannot  be  used  symbolically),  or  you  must  use  a  global  variable 
instead.  This  includes  programs  that  evaluate  strings  as  local 
variables  that  are  symbolic,  such  as  expr(). 

TI-89  or  TI-92  Plus         Any  functionality  that  exists  on  a  TI-89  or  TI-92  Plus  and  NOT  on  a 
to  TI-92  TI-92  will  NOT  run  as  expected  on  a  TI-92.  In  some  cases  (text  form), 

the  data  will  transfer  but  may  give  an  error  when  run  on  the  TI-92.  In 
other  cases  (tokenized  form),  the  data  may  not  be  sent  to  the  TI-92. 

If  the  data  contains  only  functionality  available  on  a  TI-92,  it  can 
probably  be  sent  to  and  run  on  a  TI-92  with  the  same  results. 
Exceptions  include: 

Graph  databases  (GDBs)  will  not  be  sent  because  the  TI-89  and 
TI-92  Plus  use  a  GDB  structure  that  has  more  information  than  the 
TI-92  GDB. 

•  A  function  or  program  defined  in  terms  of  a  variable  such  as  x 
and  then  evaluated  using  some  expression  containing  that  same 
variable  wiU  run  on  a  TI-89  and  TI-92  Plus,  but  will  cause  a  Circular 
definition  error  on  a  TI-92. 

•  Some  existing  TI-92  functions  and  instructions  have  enhanced 
functionality  on  a  TI-89  and  TI-92  Plus  (such  as  NewData, 
setModeO,  and  matrix  functions  that  use  the  optional  tolerance 
argument).  These  functions  and  instructions  may  not  be  sent  at 
all  or  may  cause  an  error  on  a  TI-92. 

•  Archived  variables  will  not  be  sent  to  a  TI-92.  Unarchive  the 
variables  first. 

•  Data  variables  that  contain  headers  will  not  be  sent.  Those 
without  headers  will  be  sent  only  if  the  contents  are  TI-92 
compatible. 

•  Product  software  (base  code)  upgrades. 

•  Flash  applications. 

You  can  upgrade  a  TI-92  to  a  TI-92  Plus  by  installing  a  TI-92  Plus 
Module.  See  the  Texas  Instruments  web  site  education.ti.com 
for  more  information. 
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This  chapter  contains  activities  that  show  how  the 

TI-89  /  TI-92  Plus  can  be  used  to  solve,  analyze,  and  visualize  actual 

mathematical  problems. 
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Analyzing  the  Pole-Corner  Problem 


A  ten-foot-wide  hallway  meets  a  five-foot-wide  hallway  in  the 
corner  of  a  building.  Find  the  maximum  length  pole  that  can  be 
moved  around  the  corner  without  tilting  the  pole. 


Maximum  Length  of 
Pole  in  Hallway 


The  maximum  length  of  a  pole  c  is  the  shortest  line  segment  touching 
the  interior  corner  and  opposite  sides  of  the  two  hallways  as  shown 
in  the  diagram  below. 

Hint:  Use  proportional  sides  and  the  Pythagorean  theorem  to  find 
the  length  c  with  respect  to  w.  Then  find  the  zeros  of  the  first 
derivative  of  o(w).  The  minimum  value  of  o(w)  is  the  maximum  length 
of  the  pole. 


10 

<  > 

a  =  w+5 

b  =  10a 
w 

w 

» 

a 

c 

\  ♦ 
\  1 

Tip:  When  you  want  to 
define  a  function,  use 
muitiple  character  names  as 
you  build  the  definition. 


Note:  The  maximum  iength 
of  the  pole  is  the  minimum 
value  o/c{w). 


1.  Define  the  expression  for  side 
a  in  terms  of  w  and  store  it  in 
a(w). 

2.  Define  the  expression  for  side 
b  in  terms  of  w  and  store  it  in 
b(w). 

3.  Define  the  expression  for  side  c 
in  terms  of  w  and  store  it  in 
c(w) 

Enter:  Define  c(w)= 
^(a(w)"2+b(w)"2) 

4.  Use  the  zeros()  function  to 
compute  the  zeros  of  the  first 
derivative  of  c(w)  to  find  the 
minimum  value  of  c(w). 


■  Define  +  5 


Define  a^^j)=w+5 


■Define  a(u>=w  +  5  Done 
■  Define  bc„)  =^3-^!^ 


Tool  s|A134:br(]K(i1^:|[]i:h4:r|prjrviin|c  ltd 

'up|  I 

■  Define 

Done 

■  Define 

Done 

...ne  c<w> 

MHIN 

RHEiHLTD  TUNC 

■Define  cCw)  =J(a(wJ)^  +  [bCk^ 
Done 


zero£<d(o^u> ,     n  u> 
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Hint:  Use  the  auto-paste 
feature  to  copy  the  result 
from  step  4  to  the  entry  line 
inside  the  parentheses  of 
c( )  and  press  f^mjERj. 


5.  Compute  the  exact  maximum 
length  of  the  pole. 

Enter:  c(l2nd)[ANS]) 


6.  Compute  the  approximate 
maximum  length  of  the  pole. 

Result:  Approximately  20.8097 
feet. 


{5  ■[22-^3^1]^''^} 


■r(;5-22''3;) 

{5(22''3+l)'"'^} 
■  G(t5-2^'"'^;)  t2e.8Bg7J 

G(<:5*2'-C2^3>;j  
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Deriving  the  Quadratic  Formula 


This  activity  sliows  you  how  to  derive  the  quadratic  formula: 
-b±Jb2-4ac 

X  =  

2a 

Detailed  information  about  using  the  functions  in  this  example 
can  be  found  in  Chapter  3:  Symbolic  IVlanipulation. 


Performing 
Computations  to 
Derive  the  Quadratic 
Formula 


Note:  This  example  uses 
the  result  of  the  last  answer 
to  perform  computations  on 
the  TI-89  /  TI-92  Plus.  This 
feature  reduces  keystroking 
and  chances  for  error. 

Tip:  Continue  to  use  the  last 
answer  (M  [ans]  )  as  in  step 
3  in  steps  4  through  9. 


Perform  the  following  steps  to  derive  the  quadratic  formula  by 
completing  the  square  of  the  generalized  quadratic  equation. 

1.  Clear  all  one-character 

variables  in  the  current  folder. 
TI-89:  [2nd]  [F6] 
TI-92  Plus:  M 

Choose  1  :Clear  a-z  and  press 


lENTERI  to  confirm. 


2.  On  the  Home  screen,  enter  the 
generalized  quadratic  equation: 
ax  2  +bx+c=0. 

3.  Subtract  o  from  both  sides  of 
the  equation. 

TI-89:  \M\  [ans]  □  faihil  C 
TI-92  Plus:[2Hd1[AMS]nC 

4.  Divide  both  sides  of  the 
equation  by  the  leading 
coefficient  a. 


5.  Use  the  expand()  function  to 
expand  the  result  of  the  last 
answer. 

6.  Complete  the  square  by  adding 
((b/a)/2)2  to  both  sides  of  the 
equation. 


a*x-~2+b*x<-c-=e 


■  ( a  ■  M +  b  ■  X  +  c 

=  a)  -  C 

a 

+  bx  =  "c 

anst 1 )-c 

,  a  ■      +  b  ■  X  = 


X  (a ■  X  +  b) 


■  expand 

X'(a'X  +  b)  -c] 

a          ~   a  J 

2  _^  b  x  -c 

expand<ans< 1 ?  ? 

MHIN 

RHEiHLTD          TUNC  H/2(i 

2  I  b'X  . 
a 

.2  4.-^^ 


an£ClJ  +  CCbxaJ/2>'-2 
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Note:  This  is  only  one  of  the 
two  generai  quadratic 
solutions  due  to  the 
constraint  in  step  9. 


7.  Factor  the  result  using  the 
factorQ  function. 


8.  Multiply  both  sides  of  the 
equation  by  4a  2. 


9.  Take  the  square  root  of  both 
sides  of  the  equation  with  the 
constraint  that  a>0  and  b>0  and 
x>0. 

10.  Solve  for  x  by  subtracting  b 
from  both  sides  and  then 
dividing  by  2a. 


4-a  c  -  b^) 

4a2 

f  actor-^ans^  1  ?  ? 

FUNC  e/3(i 

-[4a^ 

4 

(2  a  X  +  b)^  =  -(4-a 

c-b2) 

4a'^2*ans<;n 

MHIN               RHEiHLTD  TUNC 

(2  a  X  +  b)^ 

=  -(4-a  c  -  b^) 

■J(2'a'X  +  b;)^  = 

-(4  a  G  -  b^^ 

2  ax  + 

b  =Jb^  -  4  a-G 

...<!)>  la>S  and 

b>0  and  x>S 

FUNC  H/3(i 

U'a'X  +  b  =Jb^ 
2a-x  =  Ji 


.  2-a  x=Jb2-4  a 

c  - 

b 

2  a 

-  4 

a  ■  c  -  b 

2 

a 

ansCl  V(:2a) 
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Exploring  a  Matrix 


This  activity  shows  you  how  to  perform  several  matrix 
operations. 


Exploring  a  3x3 
Matrix 


Tip:  Use  the  cursor  in  ttie 
history  area  to  scroti  the 
result. 


Tip:  Use  the  cursor  in  the 
history  area  to  scroll  the 
result 


Perform  these  steps  to  generate  a  random  matrix,  augment  and  find 
the  identity  matrix,  and  then  solve  to  find  an  invalid  value  of  the 
inverse. 


1.  On  the  Home  screen,  use 
RandSeed  to  set  the  random 
number  generator  seed  to  the 
factory  default,  and  then  use 
randMatO  to  create  a  random 
3x3  matrix  and  store  it  in  a. 

2.  Replace  the  [2,3]  element  of  the 
matrix  with  the  variable  x,  and 
then  use  the  augment() 
function,  to  augment  the  3x3 
identity  to  a  and  store  the 
result  in  b. 

3.  Use  rref()  to  "row  reduce" 
matrix  b: 

The  result  will  have  the 
identity  matrix  in  the  first 
three  columns  and  a" "  1  in  the 
last  three  columns. 

4.  Solve  for  the  value  of  x  that 
wiU  cause  the  inverse  of  the 
matrix  to  be  invalid. 

Enter:  solve(getDenom( 

[Ml  [ANS]  [1 ,4]  )=0,X) 
Result:  x=-70/17 


■  RandSeed  G 

Done 

■  randMat-(3,  3>  5 

9 

-3  -9 

4 

-2  G 

-7 

S      S  , 

randhat-(!3, 3>-*a 

■  X     a[2,  3]  y. 

■  augnent-(a ,  identity(3)>  ■*  b 

9      -3     -9    1    G  G' 

4      -2    X      0    1  Q 

-7    S      S      0    Q  1. 

auqnent-(!a,  ident-it'-i<3>  >-s-b 

MHIN 

1    0    8    S.'Sl  ■ 

B  1  a 


17-C17-X  H 
IS 


17  (17  X  +  7S) 

-s 


1  0 

0  E 

■  SO  lye 

get.Denon 

0  1 

0  - 

> 

0  0 

1  - 

X  = 

70x17 

...etDenoN(!ans(!  1 5  [ 

1,41> 

=0,x... 

MAIM 

RAD  AUTn 
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Exploring  cos(x)  =  sm(x) 


This  activity  uses  two  methods  to  find  where  cos(x)  =  sin(x)  for 
the  values  of  x  between  0  and  3n. 


Method  1 : 
Graph  Plot 


Hint:  Press  Mi  snd  select 
5:lntersection.  Respond  to 
the  screen  prompts  to  select 
the  two  curves,  and  the 
lower  and  upper  bounds  for 
intersection  A. 


Perform  the  following  steps  to  observe  where  the  graphs  of  the 
functions  y1  (x)=cos(x)  and  y2(x)=sin(x)  intersect. 

1.  In  the  Y=  Editor,  set 
y1  (x)=cos(x)  and  2(x)=sin(x). 

2.  In  the  Window  Editor,  set 
xmin=0  and  xmax=37i. 

3.  Press  [F2]  and  select  A:ZoomFil. 

4.  Find  the  intersection  point  of 
the  two  functions. 

5.  Note  the  x  and  y  coordinates. 
(Repeat  steps  4  and  5  to  find 
the  other  intersections.) 


Method  2: 
Symbolic 
Manipulation 


Hint:  Move  the  cursor  into 
the  history  area  to  highlight 
the  last  answer.  Press 
I  ENTER  I  to  copy  the  result  of 
the  general  solution. 


Hint:  To  get  the  "with" 
operator: 

TI-89:  m 

7/-92P/us:[2nd]r'1 


Perform  the  following  steps  to  solve  the  equation  sin(x)=cos(x)  with 
respect  to  x. 

1.  On  the  Home  screen,  enter 
solve(sin(x)=  cos(x),x). 


The  solution  for  x  is  where 
@n1  is  any  integer. 

Using  the  ceilingO  and  floor() 

functions,  find  the  ceiling  and 
floor  values  for  the 
intersection  points  as  shown. 


3.  Enter  the  general  solution  for  x 
and  apply  the  constraint  for 
@n1  as  shown. 

Compare  the  result  with 
Method  1. 


(4  Snl  -3^11 
4 


.,.     (  r(:4('nl -3)- 

■  cei  1  ingl  zeros!  ^  p 

tl> 

f  fC4  |5nl  -3)  ji  ^ 

■  floor  zeros   t  —  r 


...St:  C 4*en  1  -3 >*n^4-3n.  Sn  1 J  > 

mm  FiflPHLTD  FUHC  2^2<f 


■  X  = 

(4enl^-3)-.|^^^ 

=  fA  *■ 

r  n      5  ■  n 
^"14  4 

^) 

■  X  = 

(4...1_^-3)-.|^^^ 

=  a  > 

X  =  < . 735393 

3.921  > 

...nl- 

35*11^4)  ienl  =  tl, 2 

3J 

MHIN 

RHEiHLTD  TUNC 
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Finding  Minimum  Surface  Area  of  a  Parallelepiped 


This  activity  shows  you  how  to  find  the  minimum  surface  area 
of  a  parallelepiped  having  a  constant  volume  V.  Detailed 
information  about  the  steps  used  in  this  example  can  be  found 
in  Chapter  3:  Symbolic  Manipulation  and  Chapter  10: 
3D  Graphing. 


Exploring  a  3D 
Graph  of  the 
Surface  Area  of  a 
Parallelepiped 


3.  Set  the  Window  variables  to: 


eye= 
x= 

y= 

z= 

ncontour= 


[60,90,0] 
[0,15,15] 
[0,15,15] 
[260,300] 
[5] 


Graph  the  fimction  and  use 
Trace  to  go  to  the  point  close 
to  the  minimum  value  of  the 
surface  area  function. 


■Define  saCM  ,  y ,     =2  ■  x  ■  y +► 
Done 


Perform  the  following  steps  to  define  a  function  for  the  surface  area 
of  a  parallelepiped,  draw  a  3D  graph,  and  use  the  Trace  tool  to  find  a 
point  close  to  the  minimum  surface  area. 

1.  On  the  Home  screen,  define 
the  function  sa(x,y,v)  for  the 
surface  area  of  a 
parallelepiped. 


Enter:  define  sa(x,y,v)=2*x*y+ 
2v/x+2v/y 

Select  the  3D  Graph  mode. 
Then  enter  the  function  for 
z1  (x,y)  as  shown  in  this 
example  with  volume  v=300. 


'PLDTS 

■^zl=sai;x,  y,  303:3 
z2= 
z3= 
z4= 
z5= 
z6= 
z7= 


zKx,'j)=£a<:x,y,3QQ) 


eyee=&Q. 
eye4-=90. 

xNin=Q. 
xriax=15. 
xgr-id=15 
yriiri=0. 

ygrid- 


zc: 269. 429 
xc:  7. 
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Finding  tlie 
Minimum  Surface 
Area  Analytically 


Hint:  Press  Ienter  to  obtain 
the  exact  result  in  symbolic 
form.  Press  E  lEMTERI  to 
obtain  the  approximate 
result  in  decimal  form. 


Perform  the  following  steps  to  solve  the  problem  analytically  on  the 
Home  screen. 


1.  Solve  for  x  and  y  in  terms  of  v. 
Enter: 

solve(fl!(sa(x,y,v),x)=0  and 
d(sa(x,y,v),y)=0,{x,y}) 

2.  Find  the  minimum  surface  area 
when  the  value  of  v  equals  300. 

Enter:  300^  v 

Enter:  sa(v"(1/3),  v"(1/3),v) 


■  Define  sa^x ,  y , 


■ solue 


Done 


ijtisa^x,  y,  M> ,  y>=Qj  -Cx,  y}  > 


■  30Q  u 

398 

SB  IB 

2^-3 

263. 

834 

sa<:v'-<:i^3j,v'-a^3> 

u) 
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Chapter  23:  Activities  391 


Running  a  Tutorial  Script  Using  tlie  Text  Editor 


This  activity  shows  you  how  to  use  the  Text  Editor  to  run  a 
tutorial  script.  Detailed  information  about  text  operations  can 
be  found  in  Chapter  18:  Text  Editor. 


Running  a  Tutorial 
Script 


Note:  The  command  symbol 
"C"  is  accessed  from  the 
fF2l  1  :Command  toolbar 
menu. 


Perform  the  following  steps  to  write  a  script  using  the  Text  Editor, 
test  each  line,  and  observe  the  results  in  the  history  area  on  the 
Home  screen. 


1.  Open  the  Text  Editor,  and 
create  a  new  variable  named 
demol. 


3tWindow  Editor 
4:  Graph 
5: Table 

6: Data^Matrix  Editor 
7=  Proqran  Editor 


1 : Current 
2:0pen...  '■ 


2.  Type  the  following  lines  into  the  Text  Editor. 

:  Compute  the  maximum  value  of  f  on  the  closed  interval  [a,b] 
:  assume  that  f  is  differentiable  on  [a,b] 
C  :  define  f(x)=x"3-  2x"2+x-  7 

C:  1»a:3.22»b 

C:cf(f(x),x)»df(x) 

C :  zeros(df(x),x) 
C:f(ans(1)) 
C :  f({a,b}) 

:  The  largest  number  from  the  previous  two  commands  is  the  maximum 
value  of  the  function.  The  smallest  number  is  the  minimum  value. 


fToiTs|c< 


CizerosCdf (x3,xJ 

sThe  largest  nuriber  from 
the  previous  tuo  conpiand 
s  is  the  r^axiriuri  value  o 
f  the  function.  The  snal 
lest  nunber  is  the  ninim 
um  value. 


3.  Press  [£3]  and  select  1  :Script  view  to  show  the  Text  Editor  and  the 
Home  screen  on  a  split-screen.  Move  the  cursor  to  the  first  line  in 
the  Text  Editor. 


jj  E:(tcut4  rind... 


e  of  f  on  the  closed  int 
erval  [a,b] 
sassuNe  that  f  is  differe 
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Note:  Press  [HI  and  select  4.  Press  [F4]  repeatedly  to  execute  each  line  in  the  script  one  at  a 
2:Clear  split  to  go  back  to  a  time. 

full-sized  Text  Editor  screen.  '   


C: Define  f (x)=x^3-2x--2+x-7 
C:B-*a:3.22-*b 


Define  f(x)  = 


LizeroitdftxJ.xJ 
CifCanidJJ 
CifCta.bJJ 
:rhe  largest  number  fron 


fCCa  bJi 


t-7  S.8SS45; 


Tip:  Press  {Mi  [QUIT]  twice  to 
display  the  Home  screen. 


5.  To  see  the  results  of  the  script  on  a  full-sized  screen,  go  to  the 
Home  screen. 


--^(fCxJl*  df(!i)  Done 

■  zerosCiJfCx),  xi  tlx3  IJ 

■fCtl/S    Vl)  -?} 

■f(ta  bJ)  t-7  8.S6945J 
f(<:a,bJ>l 
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Decomposing  a  Rational  Function 


This  activity  examines  what  happens  when  a  rational  function 
is  decomposed  into  a  quotient  and  remainder.  Detailed 
information  about  the  steps  used  in  this  example  can  be  found 
in  Chapter  6:  Basic  Function  Graphing  and  Chapter  3: 
Symbolic  Manipulation. 


Decomposing  a 
Rational  Function 

Note:  Actual  entries  are 
displayed  in  reverse  type  in 
the  example  screens. 


Hint:  Move  the  cursor  into 
the  history  area  to  highlight 
the  last  answer.  Press 
lEWTERI  to  copy  it  to  the  entry 
line. 


2.  Use  the  proper  fraction 
function  (propFrac)  to  split  the 
function  into  a  quotient  and 
remainder. 

3.  Copy  the  last  answer  to  the 
entry  line. 

— or — 

Enter:  1 6/(x-  2)+x"2-  8*  x-  1 7 

4.  Edit  the  last  answer  in  the 
entry  line.  Store  the  remainder 
to  y1  (x)  and  the  quotient  to 
y2(x)  as  shown. 

Enter:  16/(x-2)^y1(x): 
x'^2-8*x-  17»y2(x) 

5.  In  the  Y=  Editor,  select  the 
thick  graphing  style  for  y2(x). 


To  examine  the  decomposition  of  the  rational  function 
f(x)=(x3  -10x2  -x+50)/(x-2)  on  a  graph: 

1.  On  the  Home  screen,  enter  the  ^  x-^  -  la  x^  -  ^ 

rational  function  as  shown  ^  ~  ^ 

below  and  store  it  in  a  function 
f(x). 

Enter:  (x'>3-  10x'^2-x+50)/ 
(x-2)^f(x) 


-  +  r(x) 

Done 


...-ie*x'-2-x+5evt:x-2>->f  cx> 

mm  FiflPHLTD  FUHC  1^2<f 


■  pr-opFnactf  Cx» 

^.x2- 

-  17 

propFrac^f ? 

MHIN               RfWf  HLTD 

2/3(1 

■  propFractf Cx» 

16    ^  2 


16j-Cx-2>+x'-2-8*x-17 


j^  +  ylCxi  :  x^-S-x-  IK 
 Done 


...  J  -tM  1  ( X  > :  x'-2-8*x- 1  7->m2  I.  x  > 

mm  FiflPHLTD  FUHC  5^2<f 


Too1s|Zoorvi|E-lit|  |a11 

|^.;:..|  1 

'PLDTS 

-l=^2_ 

1 : Line 
2:  Dot 
3!  Scjuar-e 

^y2=^^^^^H 

5:  flniViate 

y4= 
y5= 

6: Path 

7:flbo(je 

8:Below 

m2<:x>=x''2-8*x 

-17 
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Add  the  original  function  f(x)  to 
y3{x)  and  select  the  square 
graphing  style. 


7.  hi  the  Window  Editor,  set  the 
window  variables  to: 

x=  [-10,15,10] 
y=  [-100,100,10] 


Too1s|Zoorvi|E-llt|  |a11 

'PLDTS 

-'y2=M-^  -  S  x  - 

y4= 
y5= 

2: 

_ine 

3ot  

4  :  m  i  c  k 
5:  flnihat-e 
6:  Path 
7:flboue 
8:Below 

M3<:x>=f  Cx> 

XNin=  -IG. 

XNax=15. 

xscl=lQ. 

yNin=  -IGQ. 

yNax=lQG. 

yscl=ia. 

xr-es=2. 


Wofe.  Be  sure  the  Graph         8.  Draw  the  graph. 
mode  is  set  to  Function. 

Observe  that  the  global  beha\'ior  of  the  f(x)  function  is  basically 
represented  by  the  quadratic  quotient  y2(x).  The  rational  expression 
is  basically  a  quadratic  function  as  x  gets  very  large  in  both  the 
positive  and  negative  directions. 

The  lower  graph  is  y3(x)=f(x)  graphed  separately  using  the  line  style. 
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studying  Statistics:  Filtering  Data  by  Categories 


This  activity  provides  a  statistical  study  of  the  weights  of  high 
school  students  using  categories  to  filter  the  data.  Detailed 
information  about  using  the  commands  in  this  example  can  be 
found  in  Chapter  15:  Data/Matrix  Editor,  and  Chapter  16: 
Statistics  and  Data  Plots. 


Filtering  Data  by  Each  student  is  placed  into  one  of  eight  categories  depending  on  the 

Categories  student's  sex  and  academic  year  (freshman,  sophomore,  junior,  or 

senior).  The  data  (weight  in  pounds)  and  respective  categories  are 

entered  in  the  Data/Matrix  Editor. 


Table  1 :  Category  vs.  Description 


Category  (C2) 

Academic  Year  and  Sex 

1 

Freshman  boys 

2 

Freshman  girls 

3 

Sophomore  boys 

4 

Sophomore  girls 

5 

Junior  boys 

6 

Junior  girls 

7 

Senior  boys 

8 

Senior  girls 

Table  2:  CI  (weight  of  each  student  in  pounds)  vs.  C2  (category) 


CI 

C2 

CI 

C2 

CI 

C2 

CI 

C2 

110 

115 

3 

130 

5 

145 

7 

125 

135 

3 

145 

5 

160 

7 

105 

110 

3 

140 

5 

165 

7 

120 

130 

3 

145 

5 

170 

7 

140 

150 

3 

165 

5 

190 

7 

85 

2 

90 

4 

100 

6 

110 

8 

80 

2 

95 

4 

105 

6 

115 

8 

90 

2 

85 

4 

115 

6 

125 

8 

80 

2 

100 

4 

110 

6 

120 

8 

95 

2 

95 

4 

120 

6 

125 

8 
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Note:  Set  up  several  box 
plots  to  compare  different 
subsets  of  the  entire  data 
set 


Perform  the  following  steps  to  compare  the  weight  of  high  school 

students  to  their  year  in  school. 


1.  Start  the  Data/Matrix  Editor, 
and  create  a  new  Data  variable 
named  students. 


Enter  the  data  and  categories 
from  Table  2  into  columns  c1 
and  c2,  respectively. 


Open  the  [ 
menu. 


]  Plot  Setup  toolbar 


Define  the  plot  and  filter 
parameters  for  Plot  1  as  shown 
in  this  screen. 


5.  Copy  Plot  1  to  Plot  2. 


Repeat  step  5  and  copy  Plot  1 
to  Plot  3,  Plot  4,  and  Plot  5. 


Tools  Plot  ^ttupktll  Htodtr  Cole  Util^tot 

[iHTH 

cl 

c2 

c3 

4 

120 

1 

5 

140 

1 

6 

85 

2 

7 

80 

r7c2 

=2 

MHIN 

RMf  HLTD 

FUMC 

3 


nFToT:" 

Plot  H: 
Plot  E: 
Plot  6- 

pior  ?■■ 

Plot  B: 
Plot  5: 


If'               moin^stLdtnts  Plot  1  \^ 

'    Plot  Tvf-4  

E^yPlOt*  J 

ci 

Frt-1  ind  CattSoritsT 

Cfltt3or/  

c£ 

Indudt  Cutt^orlts .... 

i^"CEnt4r=Sfl?E  y               CESC=CflNCEL  > 

MHIN               RHEiHLTD  TUNC 

3 


■Si 


Cofy  Plot  1  to 


4:Plot.  4 

5:Plot.  5 

6:Plot.  6 

7:Plot.  7 

SO-PlQt.  S 


FUHC 


v'Plot  3:  lOH 

v^Plot  H:  tOH  i:cl  C:c£ 

v'Plot  E:  iDH  i:cl  CicS 

Plot  6- 

Plot  ?: 

Plot  B: 

Plot  5: 


RHP  HLTD 
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Note:  Only  Plot  1  through 
Plot  5  should  be  selected. 


Press  [fT|,  and  modify  the 
Include  Categories  item  for  Plot 
2  through  Plot  5  to  the 
following: 

Plot  2:  {1,2} 

(freshman  boys,  girls) 
Plot  3:  {7,8} 

(senior  boys,  girls) 
Plot  4:  {1,3,5,7} 

(all  boys) 
Plot  5:  {2,4,6,8} 

(all  girls) 

In  the  Y=  Editor,  deselect  any 
functions  that  may  be  selected 
from  a  previous  activity. 


9.  Display  the  plots  by  pressing 
[F2l  and  selecting  9:Zoomdata. 


10.  Use  the  Trace  tool  to  compare 
the  median  student  weights  for 
different  subsets. 


all  students 
all  freshmen 
all  seniors 
all  boys 
all  girls 


If'               roain^shLdtnhs  Plot  £  \^ 

F-lotTvf-4  

ci 

Frt-1  ind  C(]tt3(iritsT 
Frti  

Cfltt3or/  

Indudt  Cutt^orlts .... 

i^"CEnt4r=Sfl?E  y               CESC=CflNCEL  > 

MHIN               RFlEiHLTD  TUNC 

If'               roain^shLdtnhs  Plot  H  \^ 

'    Plot  Tvf-4  

E^ypior*  J 

ci 

Frt-1  ind  C(]tt3(iritsT 

Cfltt3or/  

Indudt  Cutt^orlts .... 

i^"CEnt4r=Sfl?E  y               CESC=CflNCEL  > 

JfE  ^  HMD  ^  TD  DPEM  CHDKEf 

'■DATAirvidinMtll 

vljt^^KIH  >: 

vTl^t  J:  KIH  K 
vTl^t  2:  KIH  K 
vTl^t  1:  KIH  K 

MHIN 

Cl  C:C2 
Cl  C:C2 

cl  C:C2 
Cl  C:C2 

RHEiHLTD  TUNC 

median,  all  students 
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CBL  2/CBL  Program  for  the  TI-89  /  TI-92  Plus 


This  activity  provides  a  program  that  can  be  used  when  the  Th89  /  TI-92  Plus  is  connected 
to  a  Calculator-Based  Laboratory™  (CBL  2™/CBL™)  unit.  This  program  works  with  the 
"Newton's  Law  of  Cooling"  experiment,  and  is  similar  to  the  "Coffee  To  Go"  experiment  in 
the  CBL  System  Experiment  Workbook.  You  can  use  your  computer  keyboard  to  type 
lengthy  text  and  then  use  TI-GRAPH  LINK  to  send  it  to  the  TI-89  /  TI-92  Plus. 
More  TI-89  /  TI-92  Plus  CBL  2/CBL  programs  are  available  from  the  Tl  web  site  at: 
education.ti.com/cbl 


Program  Instruction 


Description 


:cooltemp() 
Prgm 
Local  i 

setMode("Graph","FUNCTION") 

PlotsOff 

FnOff 

ClrDraw 

CIrGraph 

CIrlO 

-1 0*xmin:99->xmax:1 0->xscl 

-20>ymin:100*ymax:10^yscl 

{0}>data 

{0}>time 

Send(1,0) 

Send{1,2,1} 

Disp  "Press  ENTER  to  start" 
Disp  "graphingTemperature." 
Pause 

PtText  "TEMP(C)",2,99 
PtText  "T(S)",80,-5 
Send(3,1,-1,0) 

Fori, 1,99 
Get  data[i] 
PtOn  i,data[i] 
EndFor 

seq(i,i,1,99,1)>time 
NewPlot  1 ,1  ,time,data,,,,4 
DispG 

PtText  "TEMP(C)",2,99 
PtText  "T(S)",80,-5 
EndPrgm 


Program  name 

Declare  local  variable;  exists  only  at  run  time. 

Set  up  the  TI-89  /  TI-92  Plus  for  function  graphing. 

Turn  off  any  previous  plots. 

Turn  off  any  previous  functions. 

Clear  any  items  previously  dravm  on  graph  screens. 

Clear  any  previous  graphs. 

Clear  the  TI-89  /  TI-92  Plus  Program  lO  (inpuiyoutput)  screen. 
Set  up  the  Window  variables. 

Create  and/or  clear  a  list  named  data. 

Create  and/or  clear  a  list  named  time. 

Send  a  command  to  clear  the  CBL  2/CBL  unit. 

Set  up  Chan.  2  of  the  CBL  2/CBL  to  AutoID  to  record  temp. 

Prompt  the  user  to  press  jEMTERj. 


Wait  until  the  user  is  ready  to  start. 
Label  the  y  axis  of  the  graph. 
Label  the  x  axis  of  the  graph. 

Send  the  Trigger  command  to  the  CBL  2/CBL;  collect  data  in 
real-time. 

Repeat  next  two  instructions  for  99  temperature  readings. 
Get  a  temperature  from  the  CBL  2/CBL  and  store  it  in  a  list. 
Plot  the  temperature  data  on  a  graph. 

Create  a  list  to  represent  time  or  data  sample  number. 
Plot  time  and  data  using  NewPlot  and  the  Trace  tool. 
Display  the  graph. 
Re-label  the  axes. 

Stop  the  program. 


You  can  also  use  the  Calculator-Based  Ranger'  "  (CBR'")  to  explore  the  mathematical  and 
scientific  relationships  between  distance,  velocity,  acceleration,  and  time  using  data  collected 
from  activities  you  perform. 
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studying  the  Flight  of  a  Hit  Baseball 


This  activity  uses  ttie  split  screen  settings  to  show  a 
parametric  graph  and  a  table  at  the  same  time  to  study  the 
flight  of  a  hit  baseball. 


Setting  Up  a 
Parametric  Grapli 
and  Table 


Hint:  Press  (Ml  [°]  to  obtain 
the  degree  symbol. 


Perform  the  following  steps  to  study  the  flight  of  a  hit  baseball  that 
has  an  initial  velocity  of  95  feet  per  second  and  an  initial  angle  of  32 
degrees. 

1.  Set  the  modes  for  Page  1  as 
shown  in  this  screen. 


Set  the  modes  for  Page  2  as 
shown  in  this  screen. 


In  the  Y=  Editor  on  the  left 
side,  enter  the  equation  for  the 
distance  of  the  ball  at  time  t  for 
xt1(t). 

xtl  (t)=95»t*cos(32°) 

In  the  Y=  Editor,  enter  the 
equation  for  the  height  of  the 
ball  at  time  t  for  ytl  (t). 
yt1(t)=-16*t"2+95*t* 
sin(32°) 


GKdPh   PrtRrtMETIllC->- 

Currtnt  Foldsr   rfiflin-J- 

[■iSMayCi^it:   FLDHTfi* 

fin3l4   RrtDlrtM* 

Exponential  Fcrmdt  NDRMAL-^ 

CoriPl4x  Format   REHL-J- 

Victor  F->fr^ at   RECTflNGLLflR* 

Vv<Mv  Print   DN* 


J£E  ^  HMD  *  TP  DFEN  CHDKE? 


F-o3e  1  Po^e  £  Po^e  3 


Split  ScKten.. 

Split  1  npp  

Split  2  HPF-  


Exact/HPproK... 


.  LEFT-RIGHT* 

.  V=  EJit^r* 
.  Gr-]pr->- 


T40ls|Zoo[v,|E-lit|  |aii 

xt2= 
xt3= 
xt4= 

xtlCt5=95*t.*cos<:32°> 

T40ls|Zoo[v,|E-lit|  |A11 

sf/ftl^v!-  ..| 

--xt-l^SSt-GC^ 

--yti^-ie  ► 

xt2= 
yt2= 
xt3= 
yt.3= 

ytlCt5=-16*t" 

2+S5*t-*£in<:3... 

MHIN                     HLTD  PAR 
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5.  Set  the  Window  variables  to: 


Hint:  Press  dnd]  [EH]  ■ 


Hint:  Press  [3  [Tbiset]. 


Hint:  Press  S  [table]. 


Note:  As  you  move  the 
trace  cursor  from  tc=0.0  to 
tc=3.1 ,  you  will  see  the 
position  of  the  ball  at  time  tc. 


t  values= 
X  values= 
y  values= 


[0,4,.1] 

[0,300,50] 

[0,100,10] 


Switcli  to  tlie  riglit  side  and 
display  the  graph. 


Display  the  TABLE  SETUP 
dialog  box,  and  change  tbIStart 
toOandAtbltoO.1. 


Display  the  table  in  the  left 
side  and  press  ©  to  highlight 
t=2. 


Switch  to  the  right  side.  Press 
[F3],  and  trace  the  graph  to 
show  the  values  of  xc  and  yc 
when  tc=2. 


T4o1s|Zoorvi| 

tNin=0. 

tstep=l. 

>;nin=0. 

3<hax=30O. 

xsg1=50. 

yhin=0. 

ynax=10O. 

ysGl=10 

Tool5|2oorvi| 

thin=EH 

thax=^ 

tstep=l. 

xmin=0. 

xhax=30O. 

xsg1=50. 

yhin=0. 

ynax=10O. 

ysGl=10. 

F-flR 

THELE  SETUP 


Iri>l«p«rid4nt: 


Ml 


OFF* 


It 

xtl 

i.e 

128.9 

1.7 

137. 

1.8 

145. 

h^i 

153.  1 

161.  1 

t=2. 

MHIN 

RMf  HLTD 

F-flR 

Too1s|Zoorvi|Tr(]ct|RtGM]F'h|M(]th|br(iijj|Ftn|:^ 

t 

xtl 

1 

xc: 161. 129 
'Mc: 36. 6847 

1.6 

128.9 

1.7 

137. 

1.8 

145. 

1.9 

153.  1 

2. 

161.  1 

Optional  Exercise         Assuming  the  same  initial  velocity  of  95  feet  per  second,  find  the 
angle  that  the  ball  should  be  hit  to  achieve  the  greatest  distance. 
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Visualizing  Complex  Zeros  of  a  Cubic  Polynomial 


This  activity  describes  graptiing  the  complex  zeros  of  a  cubic 
polynomial.  Detailed  information  about  the  steps  used  in  this 
example  can  be  found  in  Chapter  3:  Symbolic  Manipulation 
and  Chapter  10:  3D  Graphing. 


Visualizing  Complex 
Roots 


Hint:  Move  the  cursor  into 
the  history  area  to  highlight 
the  last  answer  and  press 
lEMTERI.  to  copy  it  to  the  entry 
line. 

Note:  The  absolute  value  of 
a  function  forces  any  roots 
to  visually  just  touch  rather 
than  cross  the  x  axis. 
Likewise,  the  absolute  value 
of  a  function  of  two  variables 
will  force  any  roots  to 
visually  just  touch  the  xy 
plane. 

Note:  The  graph  o/z1  (x,y) 
will  be  the  modulus  surface. 


Perform  the  followmg  steps  to  expand  the  cubic  polynomial 
(x-  1  )(x-  i)(x+i),  find  the  absolute  value  of  the  function,  graph  the 
modulus  surface,  and  use  the  Trace  tool  to  explore  the  modulus 
surface. 


1.  On  the  Home  screen,  use  the 
expandO  function  to  expand 
the  cubic  expression 

{x-  1  )(x-  i)  (x+i)  and  see  the  first 
polynomial. 

2.  Copy  and  paste  the  last  answer 
to  the  entry  Une  and  store  it  in 
the  function  f(x). 

3.  Use  the  abs()  function  to  find 
the  absolute  value  of  f(x+yi). 

(This  calculation  may  take 
about  2  minutes.) 

4.  Copy  and  paste  the  last  answer 
to  the  entry  line  and  store  it  in 
the  function  z1  (x,y). 

5.  Set  the  unit  to  3D  graph  mode, 
turn  on  the  axes  for  graph 
format,  and  set  the  Window 
variables  to: 


eye= 
x= 

y= 

z= 

ncontour= 


[20,70,0] 

[-2,2,20] 

[-2,2,20] 

[-1,2] 

[5] 


■  expand((x  -l)-(x-i)  (x  +  i^ 


expand^        >'^^x-i  ^'ti^x+t  ^  > 


■  expand((x  -l)-(x-i)  (x  +  iK 

-  x^  +  X  -  1 

■  x^  -  x^  +  X  -  1     fCx;]  Done 


x-^3-x-^2+x-l->f  c:x> 


FUHC 


-  2  !;5  +  3  x''  (y2  + 

absCf<x+yi5) 

MHIN               RHEiHLTD  TUNC 

3/3(1 

Done 


.■.■^2-n-^2*c:'j-^2+i>>-»zn:x,'j> 


eyee=2Q. 

eye4-=7'Q. 

xriin=  -2. 

xriax=2. 

xgr-id=20. 

yNirr=  -2. 

yriax=2. 

ygridT2G. 

mm  RHPHLTD 
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Wofe;  Calculating  and 
drawing  the  grapti  takes 
about  three  minutes. 


In  the  Y=Editor,  press: 
TI-89:  0  H 
TI-92  Plus:  H  F 

and  set  the  Graph  Format 
variables  to: 

Axes=  ON 
Labels=  ON 

Style=    HIDDEN  SURFACE 


ftiss   DM  + 

LdttIS   DN^ 

Style   HIDDEN  5URFrtCE  + 


9.  Use  the  Trace  tool  to  explore 
the  function  values  at  x=0  and 
y=1. 


10.  Use  the  Trace  tool  to  explore 
the  function  values  at  x=0  and 
y=-1. 


>ic! 0.  yc!  "1 

MfllM  RHP  HLTD  ?D 


Graph  the  modulus  surface. 
The  3D  graph  is  used  to 

visually  display  a  picture  of  the 

roots  where  the  surface 

touches  the  xy  plane. 

MHIN               F:H[i  HLTD  ?D 

Use  the  Trace  tool  to  explore 

the  function  values  at  x=1  and 

y=0. 

zc:Q. 

xc! 1 .                  yc! Q. 

yc:l. 

MHIN 

Summary  Note  that  zc  is  zero  for  each  of  the  function  values  in  steps  7-9.  Thus, 

the  complex  zeros  1,  "  i,  i  of  the  polynomial  x^  -  x2  +x-  1  can  be 
visualized  with  the  three  points  where  the  graph  of  the  modulus 
surface  touches  the  xy  plane. 
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Solving  a  Standard  Annuity  Problem 


This  activity  can  be  used  to  find  the  interest  rate,  starting 
principal,  number  of  compounding  periods,  and  future  value  of 
an  annuity. 


Finding  the  Interest 
Rate  of  an  Annuity 


Tip:  To  enter  the  "with"  (I) 

operator: 

TI-89:  [D 

TI-92  Plus:  [aid]  ['] 

Tip:  Press  S  lEMTERI  to 
obtain  a  fioating-point  resuit. 


Perform  the  following  steps  to  find  the  interest  rate  (i)  of  an  armuity 
where  the  starting  principal  (p)  is  1,000,  number  of  compounding 
periods  (n)  is  6,  and  the  future  value  (s)  is  2,000. 


1.  On  the  Home  screen,  enter  the 
equation  to  solve  for  p. 


Enter  the  equation  to  solve 
for  n. 


Enter  the  equation  to  solve  for 
i  using  the  "with"  operator. 

solve(s=p*  (1  +i)"n,i)  |  s=2000  and 
p=1000  and  n=6 

Result:  The  interest  rate  is 
12.246%. 


■  solMe[s  =  p-(l  +  i)",  p) 
 P=(i-H)' 


solve  <s=p'<'<  1+i  ^•^ri,  p> 


■  solue[s  =  p-(l  +  i)'^,  n) 

-(f)  < 


solve  <s=p*<  1+i  )^n,  n> 


i  =  .  122462  or  1=  "2. 12246 


SQlue^s=p*^  l+i:)^n,  1!)  ls=2G.. 


Finding  the  Future 
Value  of  an  Annuity 


Find  the  future  value  of  an  annuity  using  the  values  from  the 
previous  example  where  the  interest  rate  is  14%. 


Enter  the  equation  to  solve  for  s. 

solve(s=p*  (1  +i)"n,s)|  i=.1 4  and 
p=1000  and  n=6 

Result:  The  future  value  at  14% 
interest  is  2,194.97. 


■  solue(s  =  p-fl  +  i)",  s)  I  i  =^ 
s =  2194.97 


. 14  and  p=100G  and  n=6 
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Computing  the  Time-Value-of-Money 


This  activity  creates  a  function  that  can  be  used  to  find  the 
cost  of  financing  an  item.  Detailed  information  about  the  steps 
used  in  this  example  can  be  found  in  Chapter  17:  Programming. 


Time-Value-of- 
Money  Function 


Tip:  You  can  use  your 
computer  keyboard  to  type 
lengttiy  text  and  then  use 
TI-GRAPH  LINK  to  send  it 
to  the  TI-89  /  TI-92  Plus. 


In  the  Program  Editor,  define  the  following  Time-Value-of-Money 
(tvm)  function  where  tempi  =  number  of  payments,  temp2  =  annual 
interest  rate,  temp3  =  present  value,  temp4  =  monthly  payment, 
temp5  =  future  value,  and  temp6  =  begin-  or  end-of-payment  period 
(1  =  begining  of  month,  0  =  end  of  month). 

:tvm(temp1  ,temp2,temp3,temp4,temp5,temp6) 
:Func 

:Local  tempi,tempfunc,tempstr1 

:  -  temp3+(1  +temp2/1 200*  temp6)*  temp4*  ((1  -  (1  +temp2/1 200)" 
( -  tempi  ))/(temp2/1 200))-  temp5*  (1  +temp2/1 200)"( "  tempi ) 
■»tempfunc 

:For  tempi, 1 ,5,1 

:"temp"&exaot(string(tempi))-»tempstr1 
:lf  when(#tempstr1  =0,false,false,true)  Then 
:lf  tempi=2 

:Return  approx(nsolve(tempfunc=0,#tempstr1)  |  #tempstr1>0  and 

#tempstr1<100) 
:Return  approx(nsolve(tempfuno=0,#tempstr1 )) 
lEndlf 
:EndFor 

iReturn  "parameter  error" 
:EndFunc 


Finding  the  Montliiy 
Payment 


Find  the  monthly  payment  on  10,000  if  you  make  48  payments  at  10% 
interest  per  year. 

On  the  Home  screen,  enter  the  tvm 
values  to  find  pmt. 


■turiMS,  10,  lGOOG,pnt,G,  IJ 
251.53 


l'm(.4S,  18,  ISSQG.pwi.G,  1> 


Result:  The  monthly  payment  is 
251.53. 


Finding  the  Number 
of  Payments 


Find  the  number  of  payments  it  wiU  take  to  pay  off  the  loan  if  you 
could  make  a  300  payment  each  month. 


On  the  Home  screen,  enter  the  tvm 
values  to  find  n. 

Result:  The  number  of  payments 
is  38.8308. 


■  tyKn,  10,  IQOGQ,  3QQ,  Q,  IJ 
38.830S 
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Finding  Rational,  Real,  and  Complex  Factors 


This  activity  shows  how  to  find  rational,  real,  or  complex 
factors  of  expressions.  Detailed  information  about  the  steps 
used  in  this  example  can  be  found  in  Chapter  3:  Symbolic 
Manipulation. 


Finding  Factors  Enter  the  expressions  shown  below  on  the  Home  screen. 


1.  factor(x"3-5x)iENTERI  disDlavsa 
rational  result. 

MHIN               RHEiHLTD          TUNC  in9 

2.  factor(x"3+5x)  1  ENTER  1  disclavs  a 
rational  result. 

■  facior-Cx^  +  5  -  x) 

MHIN               F:H[i  HLTD          TUNC  l^^lf 

3.  factor(x"3-5x,x)  1  ENTER  1  disclavs 
a  real  result. 

>;■[>;  +j5)-(x  -J5) 

MHIN               RHEiHLTD  TUNC 

4.  cfactor(x"3+5x.x)  Ienteri  displays 
a  complex  result. 

cfactortx'^3+5x,  x> 

MHIN               RHEiHLTD          TUNC  H/2(i 
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Simulation  of  Sampling  without  Replacement 


This  activity  simulates  drawing  different  colored  balls  from  an  urn 
without  replacing  them.  Detailed  information  about  the  steps  used 
in  this  example  can  be  found  in  Chapter  17:  Programming. 


Sampling-without- 

Replacement 

Function 


In  the  Program  Editor,  define  drawball()  as  a  function  that  can  be 
called  with  two  parameters.  The  first  parameter  is  a  list  where  each 
element  is  the  number  of  balls  of  a  certain  color.  The  second 
parameter  is  the  number  of  balls  to  select.  This  function  returns  a  list 
where  each  element  is  the  number  of  balls  of  each  color  that  were 
selected. 


:drawball(urnlist,drawnum) 
:Func 

:Local  templist,drawlist,oolordim, 

numballs,i,pick,urncum,j 
:lf  drawnum>sum(urnlist) 
:Return  "too  few  balls" 
:dim(urnlist)->colordim 
:urnlist-»templist 
:newlist(colordim)->drawlist 
:For  i,1  ,drawnum,1 
:sum(templist)->  numballs 
:rand(numballs)^piok 
:For  j,1,colordim,1 
;cumSum(templist)->  urncum 
(continued  in  next  column) 


If  pick  <  urnoum[j]  Then 

drawlist|j]+1  ^  drawlist[j] 

templistlj]-  l-^templistlj] 

Exit 

Endlf 

EndFor 

EndFor 

Return  drawlist 
EndFunc 


Sampling  without  Suppose  an  urn  contains  7il  balls  of  a  color,  n2  balls  of  a  second 

Repiacement  color,  n3  balls  of  a  third  color,  etc.  Simulate  drawing  balls  without 

replacing  them. 


1.  Enter  a  random  seed  using  the 
RandSeed  command. 

2.  Assuming  the  urn  contains  10 
red  balls  and  25  white  balls, 
simulate  picking  5  balls  at 


■RandSeed  1147 

Done 

randseed  1147 

■  drawbalUtlO 

25J  ,  5> 

3> 

drawballc:tlG,25J,5) 

random  from  the  urn  without 
replacement.  Enter 
drawball({10,25},5). 

Result:  2  red  balls  and  3  white 
balls. 
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Functions  and  Instructions 


A 


Quick-Find  Locator  

Alphabetical  Listing  of  Operations . 


.410 
.414 


This  appendix  describes  the  syntax  and  the  action  of  each  TI-89  /  TI-92  Plus  function  and 
instruction. 

Name  of  the  function  or  instruction. 


r 


Key  or  menu  for  entering  the  name. 
You  can  also  type  the  name. 


Example 


Circle  catalog 

—  Circle  X,  y,  r  [,  drawMode] 


;  A  S  a  euclt'  vnili  its  center  at  window 
irdinates  (x,  y)  and  with  a  radius  of  r. 

y,  and  r  must  be  real  values. 

MUrawMode  =  1,  draws  the  curie  (defaun^ 
If  irawMode  =  0,  turns  off  the  circle. 
trawMode  =  -1,  inverts  pixels  along  the 
■le. 

»te:  Regraphing  erases  all  drawn  items. 


Arguments  are  shown  in  italics. 
■  Arguments  in  [  ]  bracl<ets  are 
optional.  Do  not  type  the  brackets. 


Syntax  line  shows  the  order  and  the  type  of 
I—  arguments  that  you  supply.  Be  sure  to  separate 
multiple  arguments  with  a  comma  ( , ). 


In  a  ZoomSqr  viewing  window: 
ZoomSqr : Ci rcl e  1,2,3  [mfm 


a 


Explanation  of  the  function  or 
■  instruction. 
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Quick-Find  Locator 


This  section  lists  the  TI-89  /  TI-92  Plus  functions  and 
instructions  in  functional  groups  along  with  the  page  numbers 
where  they  are  described  in  this  appendix. 


Algebra 


1  ("with") 

538 

cFactorO 

419 

comDenomQ 

421 

cSolveO 

425 

cZeros 

430 

expandO 

445 

factorO 

447 

getDenomO 

452 

getNumO 

453 

nSolveO 

474 

propFracO 

482 

randPolyO 

488 

solveO 

503 

tCollectO 

512 

tExpandO 

513 

zerosO 

519 

Calculus 


j()  (integrate) 

532 

no  (product) 

533 

I()  (sum) 

533 

arcLenO 

416 

avgRCO 

417 

dO 

432 

deSolveO 

434 

fMaxO 

448 

fMinQ 

449 

limitQ 

460 

nDerivO 

470 

nIntO 

472 

'  (prime) 

536 

seqO 

494 

taylorO 

512 

Graphics 


AndPic 

415 

BIdData 

418 

Circle 

420 

CIrDraw 

420 

CIrGraph 

420 

CyclePic 

429 

DrawFunc 

439 

Drawlnv 

439 

DrawParm 

439 

DrawPol 

440 

DrawSIp 

440 

DrwCtour 

441 

FnOff 

449 

FnOn 

449 

Graph 

455 

Line 

461 

LineHorz 

461 

LineTan 

462 

LineVert 

462 

NewPic 

471 

PtChg 

482 

PtOff 

483 

PtOn 

483 

ptTestO 

483 

PtText 

483 

PxICIig 

483 

PxICrcl 

483 

PxlHorz 

484 

PxlLlne 

484 

PxlOff 

484 

PxlOn 

484 

pxlTestO 

484 

PxlText 

485 

PxlVert 

485 

RclGDB 

488 

RclPic 

489 

RplcPic 

493 

Shade 

498 

StoGDB 

507 

StoPic 

507 

Style 

508 

Trace 

515 

XorPic 

519 

ZoomBox 

521 

ZoomData 

522 

ZoomDec 

522 

ZoomFIt 

523 

Zoomin 

523 

Zoomint 

523 

ZoomOut 

524 

ZoomPrev 

524 

ZoomRcl 

524 

ZoomSqr 

524 

ZoomStd 

525 

ZoomSto 

525 

ZoomTrig 

525 

Lists 


+  (add) 

526 

-  (subtract) 

526 

»  (multiply) 

527 

/  (divide) 

527 

"  (negate) 

528 

(power) 

534 

augmentO 

417 

crossPQ 

425 

cumSumQ 

428 

dim() 

437 

dotPO 

439 

expMistO 

444 

leftO 

460 

list^matO 

463 

AlistO 

463 

mat^listO 

467 

max() 

467 

midO 

468 

min() 

469 

newListO 

471 

polyEvalO 

480 

productO 

482 

righto 

491 

rotateO 

491 

shiftQ 

499 

SortA 

506 

SortD 

506 

sum() 

508 
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+  (add) 

526 

-  (subtract) 

526 

*  (multiply) 

527 

/  (divide) 

527 

"  (negate) 

528 

%  (percent) 

528 

!  (factorial) 
° (degree) 

531 

if  0  (sqr.  root) 

533 

"  (power) 

534 

535 

Z  (angle) 

535 

O      I  M 
)  ) 

536 

_  (underscore) 

536 

►  (convert) 

537 

10-^0 

537 

Ob,  Oh 

539 

^Bin 

417 

►Cylind 

429 

VDD 

432 

^Dec 

432 

►DMS 

438 

►Hex 

456 

►Polar 

480 

►Rect 

489 

►Sphere 

506 

absO 

414 

and 

414 

angleO 

415 

approxQ 

416 

ceilingO 

418 

conjO 

422 

cos 

423 

cosH) 

424 

coshQ 

424 

cosh-iQ 

424 

E 

441 

eH) 

441 

exactO 

443 

floorO 

448 

fpartO 

451 

gcdO 

451 

imagO 

457 

into 

458 

intDivO 

458 

iPartO 

459 

isPrimeO 

459 

lcm() 

460 

InQ 

463 

logo 

465 

max() 

467 

min() 

469 

mod() 

469 

nCrO 

470 

nPrO 

474 

P>Rx() 

476 

P^RyO 

476 

f  (radian) 

535 

R>P6() 

487 

R^PrO 

487 

realO 

489 

remainO 

490 

rotateO 

491 

roundO 

492 

shiftQ 

499 

signQ 

500 

sin() 

501 

sin-i() 

501 

sinhQ 

502 

sinh-iQ 

502 

tan() 

510 

tan-i() 

511 

tanhO 

511 

tanhiQ 

511 

tmpCnvO 

51^ 

AtmpCnvO 

514 

xi 

538 

+  (add) 

526 

-  (subtract) 

526 

*  (multiply) 

527 

/  (divide) 

527 

"  (negate) 

528 

.+  (dot  add) 

530 

.-  (dot  subt.) 

531 

.  (dot  mult.) 

531 

.  /  (dot  divide) 

531 

(dot  power) 

531 

(power) 

534 

augmentO 

417 

colDimQ 

421 

colNormO 

421 

crossPO 

425 

cumSumQ 

428 

detO 

436 

diagO 

436 

dimO 

437 

dotPO 

439 

eigVcO 

442 

eigVIO 

442 

Fill 

448 

identityO 

456 

lis»mat() 

463 

LU 

466 

maWistO 

467 

max() 

467 

meanO 

467 

medianO 

467 

min() 

469 

mRow() 

469 

mRowAddO 

470 

newMatO 

471 

norm() 

473 

productO 

482 

QR 

485 

randMatO 

488 

refO 

490 

rowAddO 

492 

rowDlmO 

492 

rowNormO 

493 

rowSwapO 

493 

rrefO 

493 

simultO 

500 

stdDevO 

506 

subMatO 

508 

sumQ 

508 

T 

509 

unitVO 

.516 

varianceO 

517 

xi 

538 
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Programming 


- 

529 

529 

< 

529 

< 

530 

> 

530 

> 

530 

#  (indirection) 

534 

■>  (store) 

539 

9  (comment) 

539 

and 

414 

ans() 

416 

Archive 

416 

CIrErr 

420 

CIrGraph 

420 

CIrHome 

421 

CIrlO 

421 

CIrTable 

421 

CopyVar 

422 

CustmOff 

428 

CustmOn 

428 

Custom 

429 

Cycle 

429 

Define 

433 

DelFold 

434 

DelVar 

434 

Dialog 

437 

Disp 

437 

DispG 

438 

DisplHome 

438 

DispTbl 

438 

DropDown 

440 

Else 

442 

Elself 

442 

EndCustm 

443 

EndDlog 

443 

EndFor 

443 

EndFunc 

443 

Endlf 

443 

EndLoop 

443 

EndPrgm 

443 

EndTBar 

443 

EndTry 

443 

EndWhile 

443 

entryO 

443 

Exec 

444 

Exit 

444 

For 

450 

formatO 

450 

Func 

451 

Get 

451 

GetCalc 

452 

getConfgO 

452 

getFoldO 

453 

getKeyO 

453 

getModeO 

453 

getTypeO 

454 

getUnitsO 

454 

Goto 

455 

If 

456 

Input 

457 

InputStr 

458 

Item 

459 

Lbl 

459 

leftO 

460 

Local 

464 

Lock 

464 

Loop 

466 

MoveVar 

469 

NewFold 

471 

NewProb 

472 

not 

473 

or 

475 

Output 

476 

partO 

477 

PassErr 

479 

Pause 

479 

PopUp 

481 

Prgm 

481 

Prompt 

482 

Rename 

490 

Request 

490 

Return 

491 

righto 

491 

Send 

494 

SendCalc 

494 

SendChat 

494 

setFoldO 

495 

setGraphO 

495 

setModeO 

496 

setTableO 

497 

setUnitsO 

497 

Stop 

507 

Style 

508 

switchQ 

509 

Table 

510 

Text 

513 

Then 

513 

Title 

513 

Toolbar 

515 

Try 

515 

Unarchiv 

516 

Unlock 

516 

whenQ 

517 

While 

518 

xor 

518 

Statistics 


I  (factorial) 

531 

BIdData 

418 

CubicReg 

428 

cumSumQ 

428 

ExpReg 

446 

LinReg 

462 

LnReg 

464 

Logistic 

465 

mean() 

467 

medianO 

467 

Med  Med 

468 

nCr() 

470 

NewData 

471 

NewPlot 

472 

nPr() 

474 

OneVar 

475 

PlotsOff 

480 

PlotsOn 

480 

PowerReg 

481 

Quad  Reg 

486 

QuartReg 

487 

randO 

488 

randNormQ 

488 

RandSeed 

488 

ShowStat 

500 

SinReg 

503 

SortA 

506 

SortD 

506 

stdDevO 

506 

TwoVar 

516 

varianceO 

517 
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Strings 


&  (append) 

532 

#  (indirection) 

534 

charQ 

419 

dim() 

437 

exprO 

446 

formatO 

450 

inStringO 

458 

leftO 

460 

mid() 

468 

ordO 

476 

righto 

491 

rotateO 

491 

shiftO 

499 

stringO 

508 
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Alphabetical  Listing  of  Operations 


Operations  whose  names  are  not  alphabetic  (such  as  +,  !,  and  >)  are  listed  at  the  end  of 
this  appendix,  starting  on  page  526.  Unless  otherwise  specified,  all  examples  in  this 
section  were  performed  in  the  default  reset  mode,  and  all  variables  are  assumed  to  be 
undefined.  Additionally,  due  to  formatting  restraints,  approximate  results  are  truncated  at 
three  decimal  places  (3.14159265359  is  shown  as  3.141 ...). 


absQ 


and 


MATH/Number  menu 

abs{expressionl)  expression 
abs{listl)    =>  list 
abs{matrixl)    =^  matrix 

Returns  the  absolute  value  of  the  argument. 

If  the  argument  is  a  complex  number,  returns 
the  number's  modulus. 

Note:  All  undefined  variables  are  treated  as 
real  variables. 

MATH/Test  and  MATH/Base  menus 

Boolean  expressionl  and  expressions 

Boolean  expression 
Boolean  listl  and  listS    =^    Boolean  list 
Boolean  matrixl  and  matrix2  Boolean 

matrix 

Returns  true  or  false  or  a  simplified  form  of 
the  original  entry. 


abs(  {ii/2,  -7t/3) )  [BiTERl 


abs(2-3j)  [emTer] 
abs(z)  I  EMTER  I 


abs(x+yj)  Iemter 


x>3  and  x>4  Iemteri 


'2  3' 
VT3 

|z| 


x>4 


(x>3,x<0)  and  (x>4,x<-21  Iemter 

{x  >  4    X  <  -2} 


integerl  and  integers 


integer 


Compares  two  real  integers  bit-by-bit  using 
an  and  operation.  Internally,  both  integers  are 
converted  to  signed,  32-bit  binary  numbers. 
When  corresponding  bits  are  compared,  the 
result  is  1  if  both  bits  are  1;  othervrise,  the 
result  is  0.  The  returned  value  represents  the 
bit  results,  and  is  displayed  according  to  the 
Base  mode. 

You  can  enter  the  integers  in  any  number 
base.  For  a  binary  or  hexadecimal  entry,  you 
must  use  the  Ob  or  Oh  prefix,  respectively. 
Without  a  prefix,  integers  are  treated  as 
decimal  (base  10). 

If  you  enter  a  decimal  integer  that  is  too  large 
for  a  signed,  32-bit  binary  form,  a  symmetric 
modulo  operation  is  used  to  bring  the  value 
into  the  appropriate  range. 


In  Hex  base  mode: 

0h7AC36  and  0h3D5F  [BiTERl  0h2C16 
I —  Important:  Zero,  not  the  letter  O. 

In  Bin  base  mode: 


OblOOlOl  and  OblOO  [enterI  OblOO 
In  Dec  base  mode: 

37  and  OblOO  [emterI  4 


Note:  A  binary  entry  can  have  up  to  32 
digits  (not  counting  the  Ob  prefix).  A 
hexadecimal  entry  can  have  up  to  8  digits. 
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And  Pic  CATALOG 


AndP'lc  picVm\,  row,  column] 

Displays  the  Graph  screen  and  logically 
"ANDS"  the  picture  stored  in  picVar  and  the 
current  graph  screen  at  pixel  coordinates 
(mw,  column). 

picVar  must  be  a  picture  type. 

Default  coordinates  are  (0,0),  which  is  the 
upper  left  comer  of  the  screen. 


In  function  graphing  mode  and  Y=  Editor: 

yl(x)  =  cos(x)  © 

TI-89:  (MIN  Style  =  3:  Square 

TI-92PIUS:  [F6]  Style  =  3:  Square 

UU  Zoom  =  7:ZoomTrig 

Hi]  =  2:Save  Copy  As  .  .  . 

Type  =  Picture,  Variable  =  PICl 


y2(x)  =  sin(x) 

TI-89:  dMlfe]  Style  =  3:  Square 

TI-92PIUS:  [m  Style  =  3:Square 

yl  =  no  checkmark  ( F4  to 
desel ect ) 

[FD  Zoom  =  7:ZoomTrig 


angle()        MATH/Complex  menu 

ang\e(expressionl)  expression 


Returns  the  angle  of  expressionl,  interpreting 
eocpressitml  as  a  complex  number. 

Note:  AH  undefined  variables  are  treated  as 
real  variables. 


TI-89:  IHOMEl 

TI-92  Plus:  (T][h0ME] 

AndPic  PICl  [ENTER] 


In  Degree  angle  mode: 
angl  e(0+2j)  IemterI 

In  Radian  angle  mode: 


angle(l+j)  I  enter  I 


angle(z)  Iemter 
a n g  1  e  ( x+  /y )  Iemter 


angleCz) 

2 


-Ji  (sign(:z)  -  1) 


ang\e{listl)  =>  list 
anQ\e{matrixl)    =>  matHx 

Returns  a  hst  or  matrix  of  angles  of  the 
elements  in  listl  or  matrix  1,  interpreting  each 
element  as  a  complex  number  that 
represents  a  two-dimensional  rectangular 
coordinate  point. 


Done 


90 


In  Radian  angle  mode: 


angle({l+2j,3+0j,0-4i})  [emTer] 


angleKl  +  2-i     3  +  Oi  EK 


Appendix  A:  Functions  and  Instructions 


415 


ans()  [Ml  [ans]  key 

ans()  value 
ans{integer)    =>  value 

Returns  a  previous  answer  from  the 
Home  screen  history  area. 

intege}\  if  included,  specifies  which  previous 
answer  to  recall.  Vahd  range  for  integer  is 
from  1  to  99  and  cannot  be  an  expression. 
Default  is  1,  the  most  recent  answer. 

approxO     MATH/Algebra  menu 

approx(arp?'essioH)    ^  value 

Returns  the  evaluation  of  expression  as  a 
decimal  value,  when  possible,  regardless  of 
the  current  Exact/Approx  mode. 

This  is  equivalent  to  entering  expression  and 
pressing  0  I  ENTER  I  on  the  Home  screen. 


To  use  ans()  to  generate  the  Fibonacci 
sequence  on  the  Home  screen,  press: 


1 lEMTERI 
1 lEMTERI 


f2n31  [ANS]  \±\  [Ml  [ANS]  ®  [3  2  lENTERI 


approx(n)  ENTERI 


3.141.. 


approx(;isJi)   =>  list 
appro\(matrixl)    =^  matrix 

Returns  a  list  or  matrix  where  each  element 
has  been  evaluated  to  a  decimal  value,  when 
possible. 


approx({sin(7t),cos(7t)l)  I  enter  I 

{0.  -1. 


approx([^(2)  ,^(3)])  [enter] 

[1.414...  1.732...] 


Archive  catalog 

Archive  varl  [,  var2]  [,  var3 


Moves  the  specified  variables  from  RAM  to 
the  user  data  archive  memory. 

You  can  access  an  archived  variable  the  same 
as  you  would  a  variable  in  RAM.  However, 
you  cannot  delete,  rename,  or  store  to  an 
archived  variable  because  it  is  locked 
automatically. 

To  unarchive  variables,  use  Unarchiv. 


10-»arctest  IenterI 


Archive  arctest  enterI 
5*arctest  I  enter 
15-»arctest  IenterI 


rldblt  Is  Idcktdj  I 


Unarchiv  arctest  lENTERI 
IB^arctest  IENTERI 


10 
Done 
50 


Done 
15 


arcLenO     MATH/Calculus  menu 

arcLen{expressionl,var^ta7%end) 


arcLen(cos(x),x,0,7i)  I  enter  3.820... 


Returns  the  arc  length  of  expressionl  from 
start  to  end  with  respect  to  variable  var. 

Regardless  of  the  graphing  mode,  arc  length 
is  calculated  as  an  integral  assuming  a 
function  mode  definition. 


arcLen(f(x),x,a,b)  IENTERI 
b 


(^(f(x)))2+l  rfx 


arcLen(listl,var,star't,end) 


list 


Returns  a  hst  of  the  arc  lengths  of  each 
element  of  listl  from  stait  to  end  with 
respect  to  var. 


arcLen({sin(x),cos(x)},x,0,n) 

{3.820...  3.820...} 
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augmentO  MATH/Matrlx  menu 

augment(/!s(i,  lists)  =>  list 


Returns  a  new  list  that  is  Hst2  appended  to 
the  end  of  listl. 


augment(  {1 ,  -3,2)  ,  {5,4} )  [EirfERl 

(1-3  2  5  4} 


augiT\ent{matrixl,  matrix2) 
augment(mafri2:i;  matrix^) 


matrix 
matrix 


Returns  a  new  matrix  that  is  matrix2 
appended  to  matrixl.  When  the  ","  character 
is  used,  the  matrices  must  have  equal  row 
dimensions,  and  matrix2  is  appended  to 
matrixl  as  new  columns.  When  the 
character  is  used,  the  matrices  must  have 
equal  column  dimensions,  and  matrix2  is 
appended  to  matrixl  as  new  rows.  Does  not 
alter  matrixl  or  matrix2. 


avgRCO  catalog 

avgRC(expressionl,  var  [,  h\\ 


Returns  the  forward-difference  quotient 
(average  rate  of  change). 

expressionl  can  be  a  user-defined  function 
name  (see  Func). 

h  is  the  step  value.  If  h  is  omitted,  it  defaults 
to  0.001. 

Note  that  the  similar  function  nDeriv()  uses 
the  central-difference  quotient. 


[1,2;3,4]^M1  [EMTerI 


[5;6]»M2  [ENTERl 

augniert(Ml,M2)  Iemteri 
[5,6]»M2  [enTerI 

augment(Ml;M2)  Iemter 


.1  2  5, 

L3  4  eJ 

[5  6] 

1  2 
3  4 
5  5 


avgRC(f  (x)  ,x,h)  IEMTERI 

f(x-i-h)  -  f(x) 


avgRC(sin(x),x,h)  |  x=2  emterI 

sin(h-i-2)  -  sin(2) 


avgRC(x*2-xH-2,x)  IEMTERI 

2.-(x-  .4995) 


avgRC(x''2-xH-2,x,  .1)  )emter1 

2.  •  (X-  .45) 


avqRC(x''2-x^-2,x,3)  [EMTerI  2-(x-H) 


^Bin  MATH/Base  menu 

integerl  ►Bin    =^  integ&f 


256  ►Bi  n  IEMTERI 


Converts  inte(7et-i  to  a  binary  number.  Binary      Oh  IF  ►Bin  EMTERI 
or  hexadecimal  numbers  always  have  a  Ob  or 
Oh  prefix,  respectively. 


II 

OblOOOOOOOO 
Oblllll 


r 


Zero,  not  the  letter  O,  followed  by  b  or  h. 


Ob  binaryNwmber 

Oh  hexadecimalNumber 

I  A  binary  number  can  have  up  to 

32  digits.  A  hexadecimal  number 
can  have  up  to  8. 

Without  a  prefix,  integerl  is  treated  as 
decimal  (base  10).  The  result  is  displayed  in 
binary,  regardless  of  the  Base  mode. 

If  you  enter  a  decimal  integer  that  is  too  large 
for  a  signed,  32-bit  binary  form,  a  symmetric 
modulo  operation  is  used  to  bring  the  value 
into  the  appropriate  range. 
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BIdData  catalog 

BIdData  [dataVar] 


Creates  data  variable  ckitaVar  based  on  the 
information  used  to  plot  the  current  graph. 
BIdData  is  valid  in  all  graphing  modes. 

ISdataVar  is  omitted,  the  data  is  stored  in  the 
system  variable  sysData. 

Note:  The  first  time  you  start  the  Data/Matrix 
Editor  after  using  BIdData,  daiaVar  or  sysData 
(depending  on  the  argmnent  you  used  with 
BIdData)  is  set  as  the  current  data  variable. 

The  incremental  values  used  for  any 
independent  variables  (x  in  the  example  to 
the  right)  are  calculated  according  to  the 
Window  variable  values. 

For  irrformation  about  the  increments  used  to 
evaluate  a  graph,  refer  to  the  chapter  that 
describes  that  graphing  mode. 


3D  graphing  mode  has  two  independent 
variables.  In  the  sample  data  to  the  right, 
notice  that  x  remains  constant  as  y 
increments  through  its  range  of  values. 

Then,  x  increments  to  its  next  value  and  y 
again  increments  through  its  range.  This 
pattern  continues  until  x  has  incremented 
through  its  range. 


CeilingO      MATH/Number  menu 

ce\l\ng{expressionl)    =>  integer 


Returns  the  nearest  integer  that  is  >  the 
argument. 

The  argument  can  be  a  real  or  a  complex 
number. 

Note:  See  also  floor(). 


In  function  graphing  mode  and  Radian 
angle  mode: 


8*sin(x)->yl(x)  Ienteri 
2*sin(x)^y2(x)  iemteri 
ZoomStd  lEMTER 


Done 
Done 


TI-89: 
TI-92  Plus:  [H  [home] 
BIdData  IEMTERI 

lAPPSl   6  IEMTERI 


Done 


[lATA 

X 

ul 

u2 

g2 

c3 

1 

2 
3 
4 

-9.332 

4.3522 

1.838 

3.  163 

.792 

-9.664 

1 . 8945 

. 47363 

-9.496 

. 56759 

.  14192 

Note:  The  following  sample  data  is  from  a 
3D  graph. 


[■ATA 

X 

zl 

c2 

g3 

1 

2 
3 
4 

-10. 

-18. 

8. 

-8.571 

5.8309 

-10. 

-7. 143 

8.9706 

-10. 

-5.714 

9.8677 

cei  1 1  ng(0  .456  )  Iemter 


celllng(;isJ7)   =>  list 
ceiling(ma^?^^ri)   =>  matHx 

Returns  a  list  or  matrix  of  the  ceiling  of  each 
element. 


cei  1  ing(  {  -3. 1 ,1 .2  .5) )  [emterI 

{-3.  1  3.} 


cei  1  ing(  [0,  -3.  2j;  1 .3,4] )  [ENTer] 

0  -3.-. 
C2.     4  ] 
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cFaCtOrO    MATH/Algebra/Complex  menu 


cFaiCtor{expressionl[,  var])  expression 
cFactOt  (listllvar])    =>  list 
cFsctor{matria;l[,var])  matrix 

cFac\or{exrpressionl)  returns  expressionl 
factored  with  respect  to  all  of  its  variables 
over  a  common  denominator. 

expressionl  is  factored  as  much  as  possible 
toward  Unear  rational  factors  even  if  this 
introduces  new  non-real  numbers.  This 
alternative  is  appropriate  if  you  want 
factorization  with  respect  to  more  than  one 
variable. 


cFactor  ( a"3*x"2+a*x"2-i-a*3-i-a ) 
I  ENTER  I 

a  •  (  a  +  -i )  ■  (  a  +  j )  •  ( x  +  "i )  •  ( x  +  j ) 
cFactor(x''2+4/9)  [emTerI 

(3-x  +  -2-j) • (3-x  +  2-  j) 
9 

cFactor(x''2+3)  [emTerI  x2  +  3 

cFactor(x*2+a  )  [ENTER]  x2  +  a 


cFac\or{expressionl,var)  returns  expressionl 
factored  vrith  respect  to  variable  var. 

expressionl  is  factored  as  much  as  possible 
toward  factors  that  are  linear  in  var,  with 
perhaps  non-real  constants,  even  if  it 
introduces  irrational  constants  or 
subexpressions  that  are  irrational  in  other 
variables. 

The  factors  and  their  terms  are  sorted  with 
var  as  the  main  variable.  Sirrdlar  powers  of 
var  are  collected  in  each  factor.  Include  var  if 
factorization  is  needed  with  respect  to  only 
that  variable  and  you  are  vriUing  to  accept 
irrational  expressions  in  any  other  variables 
to  increase  factorization  with  respect  to  var. 
There  might  be  some  incidental  factoring 
with  respect  to  other  variables. 

For  the  AUTO  setting  of  the  ExacfApprox 
mode,  including  var  also  permits 
approximation  with  floating-point 
coefficients  where  irrational  coefficients 
cannot  be  exphcitly  expressed  concisely  in 
terms  of  the  built-in  functions.  Even  when 
there  is  only  one  variable,  including  var  might 
yield  more  complete  factorization. 

Note:  See  also  factor(). 


cFactor ( a' 
I  ENTER  I 

a  • 

cFactor(x' 


Char()         MATH/String  menu 

char{integer)    =>  character 


Returns  a  character  string  containing  the 
character  numbered  integer  from  the 
Tl-89  /  Tl-92  Plus  character  set.  See 
Appendix  B  for  a  complete  hsting  of 
character  codes. 

The  valid  range  for  integer  is  0-255. 


3*x"2-^a*x"2-^a*3-l-a  ,x) 
(a2  -Hi)  ■  (X  -H  -i)  -(x  -^^) 


2-^3,x)  [emTerI 
(x  -^^r3■  i)  •  (x 


c Factor  (x*2-i-a  ,x)  IemterI 

( X  -H  V"a  •  -i )  •  ( 


+  -42  -  i) 
X  -I-  -^Ta  ■  i) 


cFactor(x*5-l-4x"4-^5x"3-6x-3) 

x5  -H  A-x"  -I-  5-x3  -6-X-3 


lENTERI 


cFactor(ans(l),x)  IEMTERI 

(x-.965)-(x-i-.612)-(x-H2.13)- 
{x  +  l.ll-1.07-i)- 
(x-i-l.ll-H.07-i) 


char(38)  [enTerI 


char(65)  I  enter  I 


"A" 
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Circle  catalog 


Circle       r  [,  drawMode]  In  a  ZoomSqr  viewing  window: 

Draws  a  circle  with  its  center  at  window  ZoomSqr  :  Ci  rcl  e  1,2,3  lEMTERl 

coordinates  (x,  y)  and  with  a  radius  of  r. 

X,  y,  and  r  must  be  real  values. 

drawMode  =  1,  draws  the  circle  (default). 
If  drawMode  =  0,  turns  off  the  circle. 
If  drawMode  =  -1,  inverts  pixels  along  the 
circle. 

Note:  Regraphing  erases  all  drawn  items.  See 
also  PxICrcl. 


 c 

D  

CIrDraw  catalog 

CIrDraw 

Clears  the  Graph  screen  and  resets  the  Smart 
Graph  feature  so  that  the  next  time  the  Graph 
screen  is  displayed,  the  graph  will  be 
redrawn. 


While  viewing  the  Graph  screen,  you  can 

clear  all  drawn  items  (such  as  lines  and 

points)  by  pressing  [£4]  (ReGraph)  or  pressing: 

TI-89:  f2n51fF6l 

TI-92PIUS:  Mi 

and  selecting  1  :ClrDraw. 

CIrErr  catalog 


CIrErr 


Clears  the  error  status.  It  sets  errornum  to 
zero  and  clears  the  internal  error  context 
variables. 

The  Else  clause  of  the  Try...EndTry  in  the 
program  should  use  CIrErr  or  PassErr.  If  the 

error  is  to  be  processed  or  ignored,  use 
CIrErr.  If  what  to  do  with  the  error  is  not 
known,  use  PassErr  to  send  it  to  the  next 
error  handler.  If  there  are  no  more  pending 
Try...EndTry  error  handlers,  the  error  dialog 
box  will  be  displayed  as  normal. 

Note:  See  also  PassErr  and  Try. 


Program  listing: 

cl earerr( ) 
Prgm 

PI otsOff : FnOff : ZoomStd 
For  1 ,0,238 
Ax*  i+xmi  n-»xcord 
Try 

PtOn  xcord , 1 n ( xcord ) 
Else 

If  errornuin=800  or 
errornuin=260  Then 
CIrErr  aclear  the  error 

Else 

PassErr  apass  on  any  other 

error 
Endlf 
EndTry 
EndFor 
EndPrgm 


CIrGraph  catalog 

CIrGraph 

Clears  any  functions  or  expressions  that 
were  graphed  with  the  Graph  command  or 
were  created  with  the  Table  command.  (See 
Graph  or  Table.) 

Any  previously  selected  Y=  functions  will  be 
graphed  the  next  time  that  the  graph  is 
displayed. 
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CIrHome  catalog 

CIrHome 


CIrlO 


Clears  all  items  stored  in  the  entryO  and  ans() 
Home  screen  history  area.  Does  not  clear  the 
current  entry  hne. 

While  viewing  the  Home  screen,  you  can 
clear  the  history  area  by  pressing  [M]  and 
selecting  8:Clear  Home. 

For  functions  such  as  solve()  that  return 
arbitrary  constants  or  integers        @2,  etc.), 
CIrHome  resets  the  suffix  to  1. 

CATALOG 


CIrlO 


Clears  the  Program  I/O  screen. 


CIrTable  catalog 

CIrTable 

Clears  all  table  values.  Applies  only  to  the 
ASK  setting  on  the  Table  Setup  dialog  box. 

While  viewing  the  Table  screen  in  Ask  mode, 
you  can  clear  the  values  by  pressing  \fT]  and 
selecting  8:Clear  Table. 

COlDim()     MATH/Matrix/Dimensions  menu 

COlDim(matrLT)  expression 

Returns  the  number  of  colmrms  contained  in 

Note:  See  also  rowDim(). 
COlNormO  MATH/Matrix/Norms  menu 


colNorm(moJrix) 


expression 


Returns  the  maximum  of  the  sums  of  the 
absolute  values  of  the  elements  in  the 
columns  in  matrix. 

Note:  Undefined  matrix  elements  are  not 
allowed.  See  also  rowNorm(). 

COmDenomO  MATH/Algebra  menu 

expression 

t 

matrix 


comDenom{ea,;pression7 
comDenom((isU[,tJar])   =»  Ik 
comOenom(matrixl[,var])  => 


colDim([0,l,2:3,4,5])  [emterI 


[l,-2,3;4, 


5  ,  -  6]^niat  IenterI 
1 


col  NormCmat )  IENTERI 


■2  3 
5 

9 


comDenom{expressionl)  returns  a  reduced  ratio 
of  a  fully  expanded  numerator  over  a  fully 
expanded  denominator. 


comDenom( (y' 

2+y)/(x+l)' 

ENTERl 

■  conDenon  

7     7  7 
X    ■  y    +  X   ■  y 

+  2  x       +  2  1 

x^  +  2->;  +  1 
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comDenom{exp7-essionl,var)  returns  a  reduced 
ratio  of  numerator  and  denominator  expanded 
with  respect  to  var.  The  terms  and  their  factors 
are  sorted  with  var  as  the  main  variable. 
Sunilar  powers  of  var  are  collected.  There 
might  be  some  incidental  factoring  of  the 
collected  coefficients.  Compared  to  omitting 
var,  this  often  saves  time,  memory,  and  screen 
space,  while  making  the  expression  more 
comprehensible.  It  also  makes  subsequent 
operations  on  the  result  faster  and  less  hkely  to 
exhaust  memory. 


11  var  does  not  occur  in  expressionl, 
comDenom{expressionl,var)  returns  a  reduced 
ratio  of  an  unexpanded  numerator  over  an 
unexpanded  denominator.  Such  results  usually 
save  even  more  time,  memory,  and  screen 
space.  Such  partially  factored  results  also 
make  subsequent  operations  on  the  result 
much  faster  and  much  less  likely  to  exhaust 
memory. 

Even  when  there  is  no  denominator,  the 
comden  function  is  often  a  fast  way  to  achieve 
partial  factorization  if  factor()  is  too  slow  or  if  it 
exhausts  memory. 

Hint:  Enter  this  comden()  function  definition 
and  routinely  try  it  as  an  alternative  to 
comDenomO  and  factor(). 


comDenom( (y^Z+y ) / ( x+1) 
"2+y"2+y,x)  Iemter 


■  conDenon  

Ux  + 

+  y 
if 

+  y^  +  y,K 

x^yfy  +  1)  + 

y(y+  1)^ 

x2-. 

2  x+  1 

comDenom( (y^Z+y ) / ( x+1 ) 
"S+y^Z+y.y)  [ewTerI 


f        +  y  o 
■  coMDenoM   ^  +  y  + 

y,K 

x-^  +  2-x  +  1 

cotiiDenotn(exprn  ,abc  )-»comden 
(exprn)  IemterI  Done 
comden  ( (y''2+y )  /  (x+1)  "Z+y^Z+y ) 

IEMTERI 


( 

[(x  +  D^  J 

«^  +  2'X  +  2)'yCy  +  1) 

coniden(  1234x''2*  (y^a-y  )+2458x 
*  (y"2-  1 ) )  lENTERI 

1234-  X- (X- y  +  2) ■ {y2 -1) 


COnjO         MATH/Complex  menu 

COr\\{expressionl)    =>    expression  C0nj{l+2i)  ENTERI  1  -2't 

conj(KsJJ)  list 

con\(matrixl)   =>   matrix  conj([2,l-3j;"i,"7])  lENTERI 

Returns  the  complex  conjugate  of  the 
argument. 

Note:  All  undefined  variables  are  treated  as 
real  variables.  c  o  n  j  ( z ) 

conj  (x+ty)  X  +  "j  -  y 


-2    1+3 -r 

i  -7 

z 


CopyVar  catalog 

CopyVar  varl,  var2 


Copies  the  contents  of  variable  varl  to  var2. 
If  var2  does  not  exist,  CopyVar  creates  it. 

Note:  CopyVar  is  similar  to  the  store 
instruction  (■> )  when  you  are  copying  an 
expression,  hst,  matrix,  or  character  string 
except  that  no  simplification  takes  place 
when  using  CopyVar.  You  must  use  CopyVar 
with  non-algebraic  variable  types  such  as  Rc 
and  GDB  variables. 


x+y>a  IEMTERI 
10->X  EMTERI 

CopyVar  a  ,b  Iemter 


a->C  EMTERI 


Del  Var  X  I  enter  I 

b  EMTERI 
C  EMTERI 


X  +  y 
10 

Done 
y  +  10 

Done 

X  +  y 
y  +  10 
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COS()  TI-89:  [IHdircosI  key     TI-92  Plus:  fcosi  key 

COS{expressionl)  expression 
COS(listl)    =>  list 

cos{expressionl)  returns  the  cosine  of  the 
argument  as  an  expression. 

cos{listl)  returns  a  Ust  of  the  cosines  of  all 
elements  in  listl. 

Note:  The  argument  is  interpreted  as  either  a 
degree  or  radian  angle,  according  to  the 
current  angle  mode  setting.  You  can  use 
°  or   to  override  the  angle  mode 
temporarily. 


In  Degree  angle  mode: 
cos  (  (lt/4)  '  )  I  ENTER  I 


COS(45)  I  ENTER  I 

cos(  (0,60,90)  )  [emTerI 
In  Radian  angle  mode: 
C0S(n/4)  EMTERI 


COS(45°)  I  EMTERI 


2 
2 

(1     1/2  0} 


2 

il 

2 


COS(squareMatrixl) 


squareMatfix 


Returns  the  matrix  cosine  of  squareMatrixl. 
This  is  not  the  same  as  calculating  the  cosine 
of  each  element. 

When  a  scalar  function  f(A)  operates  on 
squareMatnxl  (A),  the  result  is  calculated  by 
the  algorithm: 

1.  Compute  the  eigenvalues  (A,,)  and 
eigenvectors  (Vj)  of  A. 

squareMatrixl  must  be  diagonalizable. 
Also,  it  cannot  have  symbolic  variables 
that  have  not  been  assigned  a  value. 

2.  Form  the  matrices: 


In  Radian  angle  mode: 
cos([l, 5, 3:4,2,1:6, 


-2,1])  [ENTERl 


.212...  .205... 
.150...  .259... 
.248...  -.090... 


.121... 
.037... 
.218... 


r^i 

0  . 

.  0  - 

0 

h  ■ 

.  0 

0 

0  . 

.  0 

0 

0  . 

•  K_ 

andX=[V„V2,...,V„] 


3.  Then  A  =  X  B  X-1  and  f(A)  =  X  f(B)  X'l  For 
example,  cos(A)  =  X  cos(B)  X-1  where: 


cos  (B)  = 


cos(^i)  0 

0  cos(A,2) 
0  0 
0  0 


0 
0 
0 


AU  computations  are  performed  using 
floating-point  arithmetic. 
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COS-''  0        TI-89:  Sfcos-'] key      Tl-92  Plus:  [Mfcos-i 

COS"^  (expression!)  expression 
COS-1  (listl)    =>  list 

COS"^  {expression!)  retiims  the  angle  whose 
cosine  is  expression!  as  an  expression. 

cos-i  (list!)  returns  a  list  of  the  inverse 
cosines  of  each  element  of  list!. 

Note:  The  result  is  returned  as  either  a 
degree  or  radian  angle,  according  to  the 
current  angle  mode  setting. 


key 

In  Degree  angle  mode; 
COS-1  (  1  )  lEMTERI 

In  Radian  angle  mode: 
cos-1  (  {0,  .2,  .5)  )  [emTerI 


{o     1.369...  1.047.. 


COS''^{squareMatrix!) 


squareMatrix 


Returns  the  matrix  inverse  cosine  of 
squareMatrix!.  This  is  not  the  same  as 
calculating  the  inverse  cosine  of  each 
element.  For  information  about  the 
calculation  method,  refer  to  cos(). 

squareMatrix!  must  be  diagonahzable.  The 
result  always  contains  floating-point 
numbers. 


In  Radian  angle  mode  and  Rectangu 
complex  format  mode: 


gular 

cos-l([l,5,3;4,2,l;5,-2,l]) 


lEMTERI 

1.734...+  .064...-i      -  1.490...+2.105... 

-  .  7  2  5...+1 .  5 1 5...  •  I    .  6 2 3...+ .  7 7 8...  •  I 

-  2 . 0 8 3...+2 . 6 3 2...  ■  i    1 . 7  90...-  1 . 2 7 1... 


COSh()        MATH/Hyperbolic  menu 

COSh(e3qyressionl)  =>  expression 
cosh  (iisJ7)    =>  list 


cosh  {expression!)  returns  the  hyperbohc 
cosine  of  the  argument  as  an  expression. 

cosh  {list!)  returns  a  list  of  the  hyperbolic 
cosines  of  each  element  of  list!. 


C0Sh(1.2)  [ENTERl  1.810... 
cosh(  10.1.21  )  mm     (1  1.810...} 


COSh{squareMatrix!) 


squareMatrix 


cosh-i() 


Returns  the  matrix  hyperbolic  cosine  of 
squareMatrix!.  This  is  not  the  same  as 
calculating  the  hyperbolic  cosine  of  each 
element.  For  information  about  the 
calculation  method,  refer  to  cos(). 

squareMatrix!  must  be  diagonahzable.  The 
result  always  contains  floating-point 
numbers. 

MATH/Hyperbolic  menu 

exp^-ession 


In  Radian  angle  mode: 
cosh([l,5,3;4,2,l;5,-2,l]) 

I  ENTER  I 


r421.255  253.909  216.905" 
327.635  255.301  202.958 
226.297    216.623  167.628 


cosh "''  (expression!) 
COSh-l(KsJJ)    =»  list 

cosh-1  (expression!)  returns  the  inverse 
hyperbohc  cosine  of  the  argument  as  an 
expression. 

cosh-1  (list!)  returns  a  hst  of  the  inverse 
hyperbolic  cosines  of  each  element  of  list!. 


COSh-1  (  1  )  lEMTERI 


cosh-1  ( (1,2.1,3) )  mm 

(0    1.372...  cosh-i(3)) 
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cosh  (squareMatrixl ) 


squareMatrix 


Returns  the  matrix  inverse  liyperbolic  cosine 
of  squareMatrixl.  This  is  not  the  same  as 
calculating  the  inverse  hyperbolic  cosine  of 
each  element.  For  information  about  the 
calculation  method,  refer  to  cos(). 

squareMatrixl  must  be  diagonahzable.  The 
result  always  contains  floating-point 
numbers. 

CroSSPO     MATH/Matrix/Vector  ops  menu 

crossP(JisJi,  Hst2)    =>  list 

Returns  the  cross  product  of  tistl  and  tist2  as 
ahst. 

listl  and  list2  must  have  equal  dimension,  and 
the  dimension  must  be  either  2  or  3. 


In  Radian  angle  mode  and  Rectangular 
complex  format  mode: 


cosh -1  ([1,5,3;4,2,1;6, 

lEMTERI 


■2,1]) 


■2.525...+1.734...-I 
.486...-.725...-i 
-.322...-  2.083...-i 


-.009...-  1.490... -i 
1.662...+  .623...-i 
1.267...+1.790...-i 


crossP({al,bl),{a2,b21)  [enterI 

{0  0  al-  b2-a2-  bl} 


cross P ( { 0 . 1 , 2 . 2  , 

I  ENTER  I 


-5},(l,-.5,0)) 
2.5  -5.  -2.25) 


crossP(yectori,  vector2)  vector 

Returns  a  row  or  column  vector  (depending 
on  the  arguments)  that  is  the  cross  product 
of  vectorl  and  vector2. 

Both  vectorl  and  vector2  must  be  row  vectors, 
or  both  must  be  column  vectors.  Both 
vectors  must  have  equal  dimension,  and  the 
dimension  must  be  either  2  or  3. 

cSolveO     MATH/Algebra/Complex  menu 

cSo\'^&ifiquation,  vat)         Boolean  expression 

Returns  candidate  complex  solutions  of  an 
equation  for  var.  The  goal  is  to  produce 
candidates  for  aU  real  and  non-real  solutions. 
Even  if  equation  is  real,  cSolveO  allows  non- 
real  results  in  real  mode. 

Although  the  TI-89  /  TI-92  Plus  processes  all 
undefined  variables  as  if  they  were  real, 
cSolveO  can  solve  polynomial  equations  for 
complex  solutions. 

cSolveO  temporarily  sets  the  domain  to 
complex  during  the  solution  even  if  the 
current  domain  is  real.  In  the  complex 
domain,  fractional  powers  having  odd 
denominators  use  the  principal  rather  than 
the  real  branch.  Consequently,  solutions  from 
solveO  to  equations  involving  such  fractional 
powers  are  not  necessarily  a  subset  of  those 
from  cSolve(). 


crossP([l,2,3],[4,5,6])  [ENTERl 
[-3  6 


3] 


crossP([l,2],[3,4])  [emTerI 


[0  0  -2] 


cSolveCx'S^-liX)  lEMTERI 
sol  ve(x^3=-  1  ,X)  lEMTERI 


1/2 --^N 

X  =  -1 


cSolve(x''(l/3)  =  -l,x)  [EiTfERl  false 


S0lve(x*(l/3)=-l,x)  I  ENTERI 
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cSolveO  stalls  with  exact  symbolic  methods. 
Except  in  EXACT  mode,  cSolveO  also  uses 
iterative  approximate  complex  polynomial 
factoring,  if  necessary. 

Note:  See  also  cZeros(),  soIve(),  and  zeros(). 

Note:  If  equation  is  non-polynomial  with 
functions  such  as  abs(),  angle(),  conj(),  realQ, 
or  imagO,  you  should  place  an  underscore  _ 
(71-89:  0  [_]  TI-92  Plus:  (2nd)  [_])  at  the  end 
of  var.  By  default,  a  variable  is  treated  as  a 
real  value. 

If  you  use  var_ ,  the  variable  is  treated  as 
complex. 

You  should  also  use  var_  for  any  other 
variables  in  equation  that  might  have  unreal 
values.  Otherwise,  you  may  receive 
unexpected  results. 


Display  Digits  mode  in  Fix  2: 

exactCcSol ve(x"5+4x*4+5x 

*3-6x-3=0,x))  [ENTER] 
cSolve(ans(l),x)  [enTerI 


x  -ix'*  +  4  x-'  +  5  x^  -  s)  =  3 

■  cSolue(xCx^  +  4-x'^  +  5-x-^^ 
X  ^  -1. 113S  +  1 .07314-1  orK 


z  is  treated  as  real: 

cSol  ve(conj  {z)=l+i,z)  [enTerI 

z=l+  i 

z_  is  treated  as  complex: 

cSol  ve(conj  (z_)=l+i,z_)  I  enter  I 

z_=l-i 


cSo\\/e(equationl  and  equation2  [and  ...  ], 
{varOrGuessl,  varOrGuess^  [, ...  ]}) 
=»  Boolean  expression 

Returns  candidate  complex  solutions  to  the 
simultaneous  algebraic  equations,  where 
each  varOrGuess  specifies  a  variable  that  you 
want  to  solve  for. 

Optionally,  you  can  specify  an  initial  guess 
for  a  variable.  Each  varOrGuess  must  have  the 
form: 

varmble 
-  or- 

variable  -  real  or  non-real  number 

For  example,  x  is  valid  and  so  is 

If  all  of  the  equations  are  polynomials  and  if 
vou  do  NOT  specify  any  initial  guesses. 
cSolveO  uses  the  lexical  Grobner/Buchberger 
elimination  method  to  attempt  to  determine 
all  complex  solutions. 

Complex  solutions  can  include  both  real  and 
non-real  solutions,  as  in  the  example  to  the 
right. 


Note:  The  following  examples  use  an 
underscore  _  (TI-89:  [3  [_] 
TI-92  Plus;  [m]  [_])  so  that  the  variables 
will  be  treated  as  complex. 

cSolve(u_*v_-u_=v_  and 
v_''2=-u_,{u_,v_})  [ENTER! 

u_=l/2  +  ^-i  and  v_=l/2  -^-i 

or  u_=l/2  -^-i  and  v_=l/2  +  ^-i 
or  u_=0  and  v_=0 
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Simiiltaneous  polynomial  equations  can  have 
extra  variables  that  have  no  values,  but 
represent  given  numeric  values  that  could  be 
substituted  later. 


You  can  also  include  solution  variables  that 
do  not  appear  in  the  equations.  These 
solutions  show  how  families  of  solutions 
might  contain  arbitrary  constants  of  the  form 
@k,  where  k  is  an  integer  sufiix  fl-om  1 
through  255.  The  suffix  resets  to  1  when  you 
use  CIrHome  or  [M]  8:Clear  Home. 

For  polynomial  systems,  computation  time  or 
memory  exhaustion  may  depend  strongly  on 
the  order  in  which  you  list  solution  variables. 
If  your  initial  choice  exhausts  memory  or 
your  patience,  try  rearranging  the  variables  in 
the  equations  and/or  varOvGvcKK  list. 

It  you  do  not  include  aiiv  guesses  aiid  if  any 
equation  is  non-polynomial  in  any  variable 
but  all  equations  are  linear  in  all  solution 
variables.  cSolveQ  uses  Gaussian  elimination 
to  attempt  to  determine  all  solutions. 

If  a  system  is  neither  polynomial  in  all  of  its 
variables  nor  linear  in  its  solution  variables. 
cSolveO  determines  at  most  one  solution 
using  an  approximate  iterative  method.  To  do 
so,  the  number  of  solution  variables  must 
equal  the  number  of  equations,  and  all  other 
variables  in  the  equations  must  simplify  to 
numbers. 

A  non-real  guess  is  often  necessary  to 
determine  a  non-real  solution.  For 
convergence,  a  guess  might  have  to  be  rather 
close  to  a  solution. 


cSolve(u_*v_-u_=c_*v_  and 

V_''2=-U_,{U_,V_})  [ENTER] 

"(Vl-4-c  +1)'  ^  Vl-4-c  +1 
u_= — ^ — j-=  and  v_=-^'  g  ~ 

or 

"(Vl-4-c  -1)'  ,  "'a/1-4-c  -1) 
u_= — ^ — 4  and  v_= — ^ — 2  

or  u_=0  and  v_=0 

cSol  ve  (  j_*  v_- u_=v_  and 

v_''2=- u_,  {  u_,  v_,w_) )  I  ENTER  I 

Li_=l/2  -I-  ^-j  and  v_=l/2  -^-i 
and  w_=®l 

or 

u_=l/2  -^-i  and  v_=l/2  +  ^-i 

and  w_=@l 
or  u_=0  and  v_=0  and  w_=®l 


cSol  ve(u_+v_=e"(w_)  and  u_-v_= 
i.   {u_,v_) )  fENTERl 

u_=  -g-  +l/2'i  and  v_=  2 

cSol ve (e" ( z_)=w_  and  w_=z_*2, 

{W_,Z_)  )   I  ENTER  I 

w_=.494..  and  z_=-.703„ 


cSol ve (e" ( z_)=w_  and  w_=z_*2, 

{W_,Z_=H-j})  lENTERI 

w_=.149..  +  4.891..'f  and 
z_=1.588..  +  1.540..-i 
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CubicReg  MATH/Statistics/Regresslons  menu 

CubicReg  listl,  Ust2[,  [lists]  [,  list4,  lists]] 

Calculates  the  cubic  polynomial  regression 
and  updates  all  the  statistics  variables. 

All  the  lists  must  have  equal  dimensions 
except  for  lists. 

listl  represents  xUst. 
Iist2  represents  ylist. 
lists  represents  frequency. 
Iist4  represents  category  codes. 
lists  represents  category  include  Mst. 

Note:  listl  through  list4  must  be  a  variable 
name  or  cl-c99  (columns  in  the  last  data 
variable  shown  in  the  Data/Matrix  Editor). 
lists  does  not  have  to  be  a  variable  name  and 
caimot  be  cl-c99. 


In  function  graphing  mode. 
{0,1,2,3)*L1  [EMTerI 
{0.2.3.4)»L2[EMTer1 
CubicReg  LI . L2  [emTerI 
ShowStat  I  ENTER  I 


regeq(x)^yl(x)  I  enter  I 
NewPlot  l,l.Ll.L2[EiTrERl 

0  [graph] 


{0  12  3) 
{0  2  3  4) 
Done 


Done 
Done 


CUmSumO  MATH/LIsI  menu 

cumSum((is«i)   =>  list 

Returns  a  list  of  the  cumulative  sums  of  the 
elements  in  listl,  starting  at  element  1. 

CUmSum{matrixl)    =>  matrix 

Returns  a  matrix  of  the  cumulative  smns  of 
the  elements  in  matrix  1.  Each  element  is  the 
cumulative  sum  of  the  column  from  top  to 
bottom. 

CUStmOff  CATALOG 

CustmOff  See  Custom  program  listing  example. 

Removes  a  custom  toolbar. 

CustmOn  and  CustmOff  enable  a  program  to 
control  a  custom  toolbar.  Manually,  you  can 
press  I2ndl  [CUSTOM]  to  toggle  a  custom  toolbar 
on  and  off.  Also,  a  custom  toolbar  is  removed 
automatically  when  you  change  applications. 

CustmOn  catalog 

CustmOn  See  Custom  program  listing  example. 

Activates  a  custom  toolbar  that  has  already 
been  set  up  in  a  Custom. ..EndCustm  block. 

CustmOn  and  CustmOff  enable  a  program  to 
control  a  custom  toolbar.  Manually,  you  can 
press  I2ndl  [CUSTOM]  to  toggle  a  custom  toolbar 
on  and  off. 


cumSum(  {1 ,2,3,4)  )  [emTerI 

{13  6  10) 


[l,2;3,4;5,6]^ml  [ENTerI 
cumSum(ml )  IemterI 


4 
6 

2  - 

6 

12_ 
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Custom      gnd]  [custom]  key 


Custom 

block 
EndCustm 


Sets  up  a  toolbar  that  is  activated  when  you 
press  I2ndl  [CUSTOM].  It  is  very  similar  to  the 
ToolBar  instruction  except  that  Title  and  Item 
statements  cannot  have  labels. 

block  can  be  either  a  single  statement  or  a 
series  of  statements  separated  with  the  ":" 
character. 

Note:  dnd]  [CUSTOM]  acts  as  a  toggle.  The  first 
instance  invokes  the  menu,  and  the  second 
instance  removes  the  menu.  The  menu  is 
removed  also  when  you  change  applications. 


Program  hsting: 


Test( ) 

Prgm 

Custom 

Title 

Item 

Item 

Item 

Title 

Item 

Item 

Title 

EndCustm 

EndPrgm 


Cycle  CATALOG 

Cycle 


Transfers  program  control  immediately  to  the 
next  iteration  of  the  current  loop  (For,  While, 
or  Loop). 

Cycle  is  not  allowed  outside  the  three  looping 
structures  (For,  While,  or  Loop). 


CyclePic  catalog 


CyclePIc  picNameString,  n  [,  [wait] ,  [cycles], 
[direction]] 

Displays  all  the  PIC  variables  specified  and  at 
the  specified  interval.  The  user  has  optional 
control  over  the  time  between  pictures,  the 
number  of  times  to  cycle  through  the 
pictures,  and  the  direction  to  go,  circular  or 
forward  and  backwards. 

direction  is  1  for  circular  or  "  1  for  forward 
and  backwards.  Default  =  L 

^Cylind       MATH/Matrix/Vector  ops  menu 

tiector^Cyllnd 

Displays  the  row  or  column  vector  in 
cylindrical  form  [rZG,  z]. 

vector  must  have  exactly  three  elements.  It 
can  be  either  a  row  or  a  column. 


sts " 
stl" 
ores" 

act! ons " 

X)" 
X)" 

aph" 


Program  hsting: 

:i9Sum  the  integers  from  1  to 

100  skipping  50. 
0-»temp 

For  1  ,1,100,1 
If  1=50 
Cycl  e 

temp+i^temp 

EndFor 
:Disp  temp 


Contents  of  temp  after  execution: 


5000 


Save  three  pics  named  pici ,  pic2,  and 
pic3. 

Enter:  CyclePic  "pic" ,  3  ,  .  5  ,4 ,  "1 

The  three  pictures  (3)  will  be 
displayed  automatically — one-half 
second  ( .  5)  between  pictures,  for 
four  cycles  (4),  and  forward  and 
backwards  ("1). 


[2,2,3]  ►Cyl  i  nd  [EirfERl 


[2-i2  Zj  3] 
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cZerosO     MATH/Algebra/Complex  menu 

cZeros{expression,  var)  list 

Returns  a  list  of  candidate  real  and  non-real 
values  of  var  that  make  expressimi=0.  cZerosO 
does  this  by  computing 
e\p>l\st(cSolve{expression=0;var),var). 
Otherwise,  cZerosO  is  similar  to  zeros(). 

Note:  See  also  cSolveO,  solveO,  and  zeros(). 

Note:  If  expression  is  non-polynomial  with 
functions  such  as  abs(),  angle(),  conj(),  real(), 
or  imagO,  you  should  place  an  underscore  _ 
(TI-89:  0  [_]  TI-92  Plus:  [M  [_] )  at  the  end 

of  var.  By  default,  a  variable  is  treated  as  a 
real  value.  Hyou  use  var_ ,  the  variable  is 
treated  as  complex. 

You  should  also  use  var_  for  any  other 
variables  in  expression  that  might  have  unreal 
values.  Otherwise,  you  may  receive 
unexpected  results. 


Display  Digits  mode  in  Fix  3: 
cZeros  (x"5-^4x"4-^5x"3-  6x 
{  -2.125 


3,x) 


I  ENTER  I 


■  1 


-.512 
114  -  1 


.965 
073-  j 


■1.114  -1-  1.073-j} 


z  is  treated  as  real: 
cZeros(conj(z)- 


1  -  j  ,  Z  )  lENTERI 


[l+i] 


z_  is  treated  as  complex: 
cZeros(conj(z_)-l- 


i  ,  Z_ )  lEMTERI 


cZerosi{ea!7pressionl,  expression2 
{varOrGuessl  ,varOrGuess2  [, 


[,...]}, 
...  ]}) 


Returns  candidate  positions  where  the 
expressions  are  zero  simultaneously.  Each 
varOrGuess  specifies  an  unknown  whose 
value  you  seek. 

Optionally,  you  can  specify  an  initial  guess 
for  a  variable.  Each  varOrGuess  must  have  the 
form: 

variable 


variable  =  real  or  non-real  number 

For  example,  x  is  vaUd  and  so  is  x=3-i-i. 

If  all  of  the  expressions  are  polynomials  and 
you  do  NOT  specify  any  initial  guesses, 
cZerosO  uses  the  lexical  Grobner/Buchberger 
elunination  method  to  attempt  to  determine 
all  complex  zeros. 

Complex  zeros  can  include  both  real  and 
non-real  zeros,  as  in  the  example  to  the  right. 

Each  row  of  the  resulting  matrix  represents 
an  alternate  zero,  with  the  components 
ordered  the  same  as  the  varOrGuess  hst.  To 
extract  a  row,  index  the  matrix  by  [row]. 


Note:  The  following  examples  use  an 
underscore  _  (TI-89:  H  [_] 
TI-92  Plus:  [M]  [-])  so  that  the  variables 
will  be  treated  as  complex. 


cZeros ( { u_* v_ 


-  v_,v_''2-^u_}  , 


{U_,V_})  lEMTER 
"l/2 


2  ' 
1/2  +  f-i 

0 


1/2  +  ^•••"1 


1/2 
0 


2  ' 


Extract  row  2: 
ans(l)[2]  [emTerI 

[  1/2  + 


2  ' 


1/2 


-f-n 


430     Appendix  A:  Functions  and  Instructions 


Simultaneous  mlynomials  can  have  extra 
variables  that  have  no  values,  but  represent 
given  numeric  values  that  could  be 
substituted  later. 


You  can  also  include  unknown  variables  that 
do  not  appear  in  the  expressions.  These 
zeros  show  how  families  of  zeros  might 
contain  arbitrary  constants  of  the  form  @k, 
where  /c  is  an  integer  suffix  from  1  through 
255.  The  suffix  resets  to  1  when  you  use 
ClrHome  or  fFfl  8:Clear  Home. 

For  polynomial  systems,  computation  time  or 
memory  exhaustion  may  depend  strongly  on 
the  order  in  which  you  list  unknowns.  If  your 
initial  choice  exhausts  memory  or  your 
patience,  try  rearranging  the  variables  in  the 
expressions  and/or  varOrGuess  list. 

If  vou  do  not  include  anv  guesses  and  if  any 
expression  is  non-polynomial  in  any  variable 
but  all  expressions  are  linear  in  all 
tmknowns.  cZerosQ  uses  Gaussian 
elimination  to  attempt  to  determine  all  zeros. 

If  a  system  is  neither  polynomial  in  all  of  its 
variables  nor  linear  in  its  unknowns.  cZeros() 
determines  at  most  one  zero  using  an 
approximate  iterative  method.  To  do  so,  the 
number  of  unknowns  must  equal  the  nimiber 
of  expressions,  and  all  other  variables  in  the 
expressions  must  simplify  to  numbers. 

A  non-real  guess  is  often  necessary  to 
determine  a  non-real  zero.  For  convergence, 
a  guess  might  have  to  be  rather  close  to  a 
zero. 


cZerosC {u_*v_-u_-(c_*v_) , 

V_*2+U_},{U_,V_})  lEWTERl 

tVl-4-c_+l)'  Vl-4-c_+l 

4  2  

'Vl-4-c_-l) 


tVl-4-c_-l)' 
4 


LO  0 

cZeros(  { u_*  v_-  u_-  v_,  v_'^2+u_ 

{U_,V_,W_})  [ENTER! 


1/2  -^-i    1/2  +  ^-i 

111  +  ^-i  1/2  -^-i 
.0  0 


cZeros  ( {  u_+v_-e'^  (w_)  ,u_-  v_-i} , 
lu_,v_) )  [ENTERl 

cZeros ( {e"  ( z_)-  w_,w_- z_^Z) , 
{W_,Z_})  lEWTERl 


-] 


[.494..  -.703..] 


cZeros  ( (e"  (  z_)-  w_,w_-  z_''Z} , 


{w_,Z_=l-l-i)  )  lEMTERI 

[  .149.„+4.89...-i  1.588...+1.540„.-i] 
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d()  [2nd]  [d]  key  or  MATH/Calculus  menu 

d{exp7~essionl,  var  [,orrfer])  expression 
d{listl,var  [,order])    =>  list 
d{matrixl,var  [,order])    =^  matHx 

Returns  the  first  derivative  of  expressionl 
with  respect  to  variable  var.  expressionl  can 
be  a  list  or  a  matrix. 

order,  if  included,  must  be  an  integer.  If  the 
order  is  less  than  zero,  the  result  will  be  an 
anti-derivative. 

d()  does  not  follow  the  normal  evaluation 
mechanism  of  fully  simplifying  its  arguments 
and  then  applying  the  function  definition  to 
these  fuUy  sunpltfied  arguments.  Instead,  d() 
performs  the  following  steps: 

1.  Simplify  the  second  argmnent  only  to  the 
extent  that  it  does  not  lead  to  a  non- 
variable. 

2.  Simplify  the  first  argument  only  to  the 
extent  that  it  does  recall  any  stored  value 
for  the  variable  determined  by  step  1. 

3.  Determine  the  symbolic  derivative  of  the 
result  of  step  2  with  respect  to  the 
variable  from  step  1. 

4.  If  the  variable  from  step  1  has  a  stored 
value  or  a  value  specified  by  a  "with"  (I) 
operator,  substitute  that  value  into  the 
result  from  step  3. 


^(3x"3-x-^7,x)  I  enter  I 


(^(3x"3-x-^7,x,2)  [emTerI 


9x2  -  1 
18-  X 


n!(f(x)*g(x)  ,x)  lEMTER 


-^(f(x))-  g(x)  -H-^(g(x))-  f(x) 


n!(  si  n(f  (x) )  ,x)  lEMTER 


cos(f(x))-^(f(x)) 


i(x"3,x)  |x=5  [ENTERl  75 
i(d(x"2*v''3,x)  ,V)  [ENTERl  6-y2-x 

X3 

l!(x"2  ,X  ,  -  1  )  I  EMTERI 


(<(  {x"2,x"3,x''4}  ,x)  [emTerI 

{2- X    3-  x2   4- x3  } 


^DD  MATH/Angle  menu 

number  ►DD  value 
listl  ►DD    =>  list 
matrixl  ►DD  matrix 

Returns  the  decimal  equivalent  of  the 
argument.  The  argument  is  a  number,  hst,  or 
matrix  that  is  interpreted  by  the  Mode 
setting  in  radians  or  degrees. 

Note:  ►DD  can  also  accept  input  in  radians. 


In  Degree  angle  mode: 


1.5°»DDfEMTERl  1.5° 
45°  22'14.3"  ►DDfENTER]  45.370...° 


{45°  22 '14.  3",  60°  O'O")  ►DDIemTerI 

{45.370...  60)° 


In  Radian  angle  mode: 
1.5»DD[ENTer1 


85.9° 


^Dec  MATH/Base  menu 

integerl*Dec    =>    integer  0bl0011>Dec  I  ENTER  I  19 

Converts  iniegerJ  to  a  decimal  (base  10)  OhlF^Dec   EMTERI  31 

number.  A  binary  or  hexadecimal  entry  must 
always  have  a  Ob  or  Oh  prefix,  respectively. 
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r 


Zero,  not  the  letter  O,  followed  by  b  or  h. 


Ob  MnaryNumber 

Oh  hexadecimalNumber 

I  A  binary  number  can  have  up  to 

32  digits.  A  hexadecimal  number 
can  have  up  to  8. 

Without  a  prefix,  integerl  is  treated  as 
decimal.  Tiie  result  is  displayed  in  decimal, 
regardless  of  the  Base  mode. 

Define  catalog 

Dei\nefuncName{arglName,  arg2Name,  ...)  = 
expression 

Creates  fujwName  as  a  user-defined  function. 
You  then  can  use  fun£Name{),  just  as  you  use 
built-in  functions.  The  function  evaluates 
expression  using  the  supplied  arguments  and 
returns  the  result. 

funcName  cannot  be  the  name  of  a  system 
variable  or  built-in  function. 

The  argument  names  are  placeholders;  you 
should  not  use  those  same  names  as 
arguments  when  you  use  the  function. 

Note:  This  form  of  Define  is  equivalent  to 
executing  the  expression: 
exptessioji^fmwName  ( mylName,arg2Name ) . 
This  command  also  can  be  used  to  define 
simple  variables;  for  example.  Define  a=3. 


Define  q  ( x ,  y  )=2x- 3y  IemterI  Done 

g(l,2)  [enTerI  -4 

l»a:2»b:q(a,b)  [EMTerI  "4 

Define  h (x)=when ( x<2  ,  2x-3 , 

-  2X-I-3)  I  ENTER  I  Done 


h(  -3)  [ENTERl 
h(4)  lEMTERI 


Def 1 ne  ei  genvl ( a )  = 

cZeros(det(identity(diin(a) 

[1]  )-x*  a  )  ,x)  I  ENTER  I 
eigenvl([-l,2;4,3])  EMTERI 


Done 


2-V3  -  1     -  (2-V3  +  1) 


11 


11 


DeV\ne  funcName{arglName,  arg2Name,  . 

block 
EndFunc 


)  =  Func 


Is  identical  to  the  previous  form  of  Define, 
except  that  in  this  form,  the  user-defined 
function  funcName{)  can  execute  a  block  of 
multiple  statements. 

block  can  be  either  a  single  statement  or  a 
series  of  statements  separated  with  the  ":" 
character,  block  also  can  include  expressions 
and  instructions  (such  as  If,  Then,  Else,  and 
For).  This  allows  the  function^jtjicA'amc()  to 
use  the  Return  instruction  to  return  a  specific 
result. 

Note:  It  is  usually  easier  to  author  and  edit 
this  form  of  Function  in  the  program  editor 
rather  than  on  the  entry  line. 


Define  g(x,y)=Func:If  x>y  Then 
:Return  x : El se : Return  y:EndIf 
:  EndFunc  lENTERI  Done 

g(3,-7)  [enTerI  3 
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Deiine  progName{arglName,  arg2Name,  ...)  =  Prgm 

block 
EndPrgm 

Creates  progName  as  a  program  or 
subprogram,  but  caimot  return  a  result  using 
Return.  Can  execute  a  block  of  multiple 
statements. 

block  can  be  either  a  single  statement  or  a 
series  of  statements  separated  with  the  ":" 
character,  block  also  can  include  expressions 
and  instructions  (such  as  If,  Then,  Else,  and 
For)  without  restrictions. 

Note:  It  is  usually  easier  to  author  and  edit  a 
program  block  in  the  Program  Editor  rather 
than  on  the  entry  Une. 

DelFold  CATALOG 

DelFo\dfoldm'Na7nel[,fold£rNam£2]  [,foMerName3\  ... 

Deletes  user-deiined  folders  with  the  names 
folderNamel,  folderName2,  etc.  An  error 
message  is  displayed  if  the  folders  contain 
any  variables. 

Note:  You  caimot  delete  the  main  folder. 

DelVar  catalog 

DelVar  varl[,  var2]  [,  var3] ... 

Deletes  the  specified  variables  from  memory. 


Define  1 i sti npt( )=prgm: Local 
n  , i  , strl , num : InputSt r  "Enter 
name  of  list",strl:Input  "No. 
of  el ements" ,n : For 
i  ,  1  ,n  ,  1 : I nput  "el ement 
"8ist  ri  ng  ( i  )  ,  num : 
nuin^#strl[i]:EndFor:EndPrgm 

lEMTERI 

Done 

1  i  sti  not  ( )  lENTERIEnter  name  of  list 


NewFol  d  games  Iemter 
(creates  the  folder  games) 

Del  Fol  d  games  Iemter 
(deletes  the  folder  games) 


2-»a  I  ENTER  I 

(a+2)^2  [emTerI 
Del  Var  a  IemterI 
(a+Z)"?  [emTerI 


Done 


Done 


2 
16 
Done 
(a  +  2)2 


deSolveO    MATH/Calculus  menu 


deSo\ve(lstOr2ndOrderOde,  independentVar, 
dependentVar)    =^    a  general  solution 

Returns  an  equation  that  explicitly  or 
implicitly  specifies  a  general  solution  to  the 
1st-  or  2nd-order  ordinary  differential 
equation  (ODE).  In  the  ODE: 

•  Use  a  prime  symbol  (  ' ,  press  I2ndl  ['])  to 
denote  the  1st  derivative  of  the  dependent 
variable  with  respect  to  the  independent 
variable. 

•  Use  two  prune  symbols  to  denote  the 
corresponding  second  derivative. 

The  '  symbol  is  used  for  derivatives  within 
deSolveO  only.  In  other  cases,  use  ti(  ) . 

The  general  solution  of  a  Ist-order  equation 
contains  an  arbitrary  constant  of  the  form 
@k,  where  fc  is  an  integer  suffix  from  1 
through  255.  The  suffix  resets  to  1  when  you 
use  CIrHome  or  [U  8:  Clear  Home.  The 
solution  of  a  2nd-order  equation  contains  two 
such  constants. 


Note:  To  type  a  prime  symbol  ( ' ),  press 

Mill 


deSolve(y'  '+2y '+v=x^2  ,x  ,  v )  IenterI 
y=(@l-x-i-@2)  -e  '+xS  -4-X+6 


right(ans(l)  )->temp  EMTERI 


4-X-I-6 


ti(temp,x,2)+2*rf(temp,x)+temp-x"2 

IEMTERI  0 

DelVar  temp  IEMTERI  Done 
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Apply  solveO  to  an  implicit  solution  if  you 
want  to  try  to  convert  it  to  one  or  more 
equivalent  explicit  solutions. 


When  comparing  your  results  with  textbook 
or  manual  solutions,  be  aware  that  different 
methods  introduce  arbitrary  constants  at 
different  points  in  the  calculation,  which  may 
produce  different  general  solutions. 


deSol  ve(y'  =  (cos{y))''2*x,x,y) 

I  ENTER I 

tan(y)  =  -2-+®3 


sol  ve(ans  ( 1 )  ,y )  Iemteri 

x2+2-@3 


y=tan-i  ^  ■ 


Note:  To  type  an  @  symbol,  press: 

TI-89:  0  HTBE 
TI-92  Plus:  [Ml  R 

ans(l)  |@3=c-l  and  @nl=0  I  ENTER  I 
x2+2-(c-l) 


y=tan-i  (  ■ 


<ieSo\ve(lstOrderOde  and  initialCondition, 
independentVar,  dependentVar) 
a  particular  solution 

Returns  a  particular  solution  that  satisfies 
IstOrderOde  and  initialCondition.  This  is 
usually  easier  than  determining  a  general 
solution,  substituting  initial  values,  solving 
for  the  arbitrary  constant,  and  then 
substituting  that  value  into  the  general 
solution. 

initialCimditum  is  an  equation  of  the  form: 

dependentVar  (initiatlndependentValue^  = 
initialDependentValue 

The  initiallndependentValue  and 
initialDependentValue  can  be  variables  such  as 
xO  and  yO  that  have  no  stored  values.  Implicit 
differentiation  can  help  verily  implicit 
solutions. 


suKy  )  =  (y*e"  (x)+cos(y))y'->ode 
I  ENTER I 

sin(y)  =  (e«-y+cos{y) )  -y ' 

deSolve(ode  and 
y(0)=0,x,y)»soln  I  enter  I 

-(2-sin(y)+y2) 

 2  =  -(e"-l)  -e  ^-sinCy) 

soln|x=0  and  y=0  emteri  true 

d(right(eq)-left(eq),x)/ 
(d(left(eq)-right(eq),y)) 
*iinpdif (eq.x.y)  [enTerI 

Done 

ode|y'=impdif(soln,x,y)  I  enter  I 

true 

DelVar  ode.soln  I  enter  I  Done 


deSolve(arjdOnierO(te  and  initialCmiditionl  and 
initialCondition^,  independentVar, 
dependentVar)   ^  a  partieular  solution 

Returns  a  particular  solution  that  satisfies 
SndOrderOde  and  has  a  specified  value  of  the 
dependent  variable  and  its  first  derivative  at 
one  point. 


deSo1ve(y' '=y*( -1/2)  and 
y(0)=0  and  y'(0)=0,t,y)  fENTERl 

2.y3/4 


sol  ve(ans(  1)  ,y )  emteri 

2^"-  (S-t)"" 


and  t>0 


For  initialConditionl,  use  the  form: 

dependentVar  (initiallndependentValue}  = 
initialDependentValue 

For  initialConditionZ,  use  the  form: 

dependentVar'  (initiallndependentValue}  = 
initiallstDerivativeValue 
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<ieSo\ve{2ndOrderOde  and  boundaryConditionl  and 
boundaryConditionS,  independentVar, 
dependentVar)  a  particular  solution 

Returns  a  particular  solution  that  satisfies 
SndOrderOde  and  has  specified  values  at  two 
different  points. 


deSolve(w' ' - 2w ' /x+( 9+2/x"2 ) w= 
x*e"(x)  and  w(n:/6)=0  and 
w(7i/3)=0,x,w)  lEMTER 

e^-X'C0s(3'X) 


10 


det()  MATH/Matrix  menu 

<iet{squareMatrix[,  tol])  expression 

Returns  the  determinant  of  squareMatrix. 

Optionally,  any  matrix  element  is  treated  as 
zero  if  its  absolute  value  is  less  than  tol.  This 
tolerance  is  used  only  if  the  matrix  has 
floating-point  entries  and  does  not  contain 
any  symbolic  variables  that  have  not  been 
assigned  a  value.  Otherwise,  tol  is  ignored. 


diagO 


•  If  you  use  [T]  lEMTER  or  set  the  mode  to 
ExacfApprox=APPROXIMATE,  computations 
are  done  using  floating-point  arithmetic. 

•  If  tol  is  omitted  or  not  used,  the  default 
tolerance  is  calculated  as: 

5e  - 1 4  *  max(d\m(squareMatrix)) 
*  rowNomi(squareMatrix) 

MATH/Matrix  menu 


<i\sig{list)  matrix 
d'lagirowMatrix)  matrix 
<i\ag{columnMatrix)    =>  matrix 

Returns  a  matrix  with  the  values  in  the 
argument  Ust  or  matrix  in  its  main  diagonal. 


■x-sin(3-x)  xe> 


10 


det(  [a  ,b ;  c  ,d] )  Iemter 

det([l,2;3,4])  [EMTerI 

det(identity(3)  -x*  [1, 
-2,4,1;  -6,  -2,7])  [emTerI 
-{98-x3-55-x2 


[lE20,l;0,l]^inatl 
det(matl)  Iemter 
det(matl ,  .  1)  IemterI 


a  •  d  -  b  •  c 

-2 

-2,3; 
H2-  x  -  1) 


1.e20  1, 

0  iJ 

0 

1.E20 


diag(  (2,4,6)  )  [emTerI 


■2  0  0- 

0  4  0 
0  0  5 


d  lag  (squareMatrix) 


rowMatrix 


Returns  a  row  matrix  containing  the 
elements  from  the  main  diagonal  of 
squareMatrix. 

squareMatrix  must  be  square. 


[4,6,8;1,2,3:5,7,9]  [bTTerI 
diag(ans(l))  IEMTERI 


■4  6  8- 

1  2  3 

.5  7  9. 

[4  2  9] 
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Dialog 


CATALOG 


Dialog 

block 
EndDlog 

Generates  a  dialog  box  when  the  program  is 
executed. 

block  can  be  either  a  single  statement  or  a 

series  of  statements  separated  with  the  ":" 

character.  Vahd  block  options  in  the 

fF3l  I/O,  1  :Dialog  menu  item  in  the  Program 

Editor  are  1  :Text,  2:Request,  4:DropDown,  and 

7:Title. 

The  variables  in  a  dialog  box  can  be  given 
values  that  will  be  displayed  as  the  default 
(or  initial)  value.  If  I  ENTER  I  is  pressed,  the 
variables  are  updated  from  the  dialog  box 
and  variable  ok  is  set  to  1 .  If  lESCI  is  pressed, 
its  variables  are  not  updated,  and  system 
variable  ok  is  set  to  zero. 

dim()  MATH/Matrix/Dimensions  menu 

dim(/isj)    =>  integef 

Returns  the  dimension  of  list. 


Program  listing: 

Dl ogtest( ) 

Prgm 

Dialog 

Title        "This  is  a  dialog  box" 
Request     "Your  name",Strl 
Dropdown  "Month  you  were  born", 
seq(string(i ) ,i ,1.12) ,Varl 
EndDl og 
EndPrgm 


This  15  q  <\\<1M3  b^X 


Month  5'OL  wsrt  b^rr  1  + 


dim(  {0,1,2} )  fmlRl 


<i\m{matrix) 


list 


dim([l,-l,2:-2.3,5])  [emterI  {2  3} 


Returns  the  dimensions  of  matrix  as  a  two- 
element  hst  {rows,  colunms). 


<i\m{string) 


integer 


Returns  the  number  of  characters  contained 
in  character  string  string. 


Disp  CATALOG 

Disp  [exprOrStringl]  [,  exprOrString2] . 


Displays  the  current  contents  of  the  Program 
I/O  screen.  If  one  or  more  exjyrOrString  is 
specified,  each  expression  or  character  string 
is  displayed  on  a  separate  line  of  the  Program 
I/O  screen. 

An  expression  can  include  conversion 
operations  such  as  ►DD  and  ►Rect.  You  can 
also  use  the  ►  operator  to  perform  unit  and 
number  base  conversions. 

If  Pretty  Print  =  ON,  expressions  are  displayed 
in  pretty  print. 

FYom  the  Program  I/O  screen,  you  can  press 
fF5l  to  display  the  Home  screen,  or  a  program 
can  use  DispHome. 


dim(  "Hel  1  o" )  Iemter 


dim("Hello"&"  there" )  [emterI 


Disp  "Hel  1  o"  lEMTERl 
Disp  cos(2.3)  lEMTERI 


5 

11 

Hello 
-.666... 


{i,2,3,4}^Li  mm 

Disp  LI  IBITERI  {1     2     3  4) 

Disp  180_min>_hr  I  enter  I  3.-_hr 


Note:  To  type  an  underscore  (  _ ),  press: 
TI-89:  SU] 
TI-92  Plus:  [M]  [-] 

To  type    press  |2iid|  [►]. 
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DispG  CATALOG 
DispG 


Displays  the  current  contents  of  the  Graph 
screen. 


hi  function  graphing  mode; 
Program  segment: 

5*cos(x)^yl(x) 

"  10-»xmi  n 

10-»xmax 

"  5-»ytni  n 

5-»ymax 

DispG 


DispHome  catalog 

DispHome 


Displays  the  current  contents  of  the  Home 
screen. 


DispTbl  CATALOG 
DispTbl 


►DMS 


Displays  the  current  contents  of  the  Table 
screen. 

Note:  The  cursor  pad  is  active  for  scrolling. 
Press  ESCl  or  lEMTERI  to  resume  execution  if  in 
a  program. 


MATH/Angle  menu 


expression  ^DMS 
list  ^DMS 
matria:  ^DMS 


hiterprets  the  argument  as  an  angle  and 
displays  the  equivalent  DMS 
(DDDDDD'MM'SS.ss")  number.  See  °,  ',  "  on 
page  536  for  DMS  (degree,  minutes,  seconds) 
format. 

Note:  ^DMS  will  convert  from  radians  to 
degrees  when  used  in  radian  mode.  If  the 
input  is  followed  by  a  degree  symbol  (  ° ),  no 
conversion  will  occur.  You  can  use  ^DMS  only 
at  the  end  of  an  entry  hne. 


Program  segment: 


Disp  "The  result  is:  ",xx 
Pause  "Press  Enter  to  quit" 
Di  spHome 
EndPrgm 


5*C0S(x)->yl(x)  lEMTERI 
Di  spTbl  I  ENTER  I 


yl 

-2.081 

-1. 

2.7B15 

B. 

5. 

1. 

2.7B15 

2. 

-2.BS1 

x=-2. 

MHIN               RHEiHLTD  TUNC 

In  Degree  angle  mode: 


45.371  ►DMSEnTer] 


45°  22' 15.6" 


(45.371  ,60)  ►DMS  [ENTER] 

(45°  22'15.5"     60°  ) 


438     Appendix  A:  Functions  and  Instructions 


dOtP()         MATH/Matrix/Vector  ops  menu 

<io\P(listl,  lists)  expt-ession 

Returns  the  "dot"  product  of  two  hsts. 


dotP(  [a,b,c),{d,e,f))  [emterI 

a-d  +  b-e  +  c-f 


dotP(  [1,2} ,  {5,6) )  mm 


17 


dotP(tJector7,  vectors)  expression 

Returns  the  "dot"  product  of  two  vectors. 

Both  must  be  row  vectors,  or  both  must  be 
colunm  vectors. 

DrawFunc  catalog 

DrawFunc  expression 

Draws  expression  as  a  function,  using  x  as  the 
independent  variable. 

Note:  Regraphing  erases  all  drawn  items. 


Drawlnv  catalog 

Drawlnv  expression 


Draws  the  inverse  of  expression  by  plotting  x 
values  on  the  y  axis  and  y  values  on  the  x 
axis. 

X  is  the  independent  variable. 

Note:  Regraphing  erases  all  drawn  items. 


DrawParm  catalog 

DrawParm  expressionl,  expressions 
[,  tmin]  [,  tmax]  [,  tstep] 


Draws  the  parametric  equations  exp-essionl 
and  expressions,  using  t  as  the  independent 
variable. 

Defaults  for  tmin,  tmax,  and  tst&p  are  the 
current  settings  for  the  Window  variables 
tmin,  tmax,  and  tstep.  Specifying  values  does 
not  alter  the  window  settings.  If  the  current 
graphing  mode  is  not  parametric,  these  three 
arguments  are  required. 

Note:  Regraphing  erases  all  dravm  items. 


dotP([a,b,c],[d,e,f])  [emterI 

a-d  +  b-e  +  c-f 


dotP([l,2,3],[4,5,5])  mm 


32 


In  function  graphing  mode  and  ZoomStd 
window: 

DrawFunc  1 .  25x*  cos(x)  [enterI 


In  function  graphing  mode  and  ZoomStd 
window: 


Drawlnv  1 .  25x*  cos(x)  [emterI 


In  function  graphing  mode  and  ZoomStd 
window: 

DrawPa  rm 


t*cos(t),t*sin(t),o,io,.i  mm 


Appendix  A:  Functions  and  Instructions 


439 


Draw  Pol  catalog 


DrawPol  expression[,  Qmin]  [,  Qmax]  [,  Qstep] 

Draws  the  polar  graph  of  expf-ession,  using  9 
as  the  uidependent  variable. 

Defaults  for  Qmin,  Qmax,  and  Qstep  are  the 
current  settings  for  the  Window  variables 
9min,  Omax,  and  Bstep.  Specifying  values  does 
not  alter  the  window  settings.  If  the  current 
graphing  mode  is  not  polar,  these  three 
arguments  are  required. 

Note:  Eegraphing  erases  all  drawn  items. 

DrawSIp  catalog 

DrawSIp  xl,  yl,  slope  In  function  graphing  mode  and  ZoomStd 

window: 

Displays  the  graph  and  draws  a  line  using  the 

formula  y- y1  =slope  ■  (x-x1).  DrawSIp  2  , 3  ,  "  2  ENTER] 

Note:  Eegraphing  erases  all  drawn  items. 


DropDown  catalog 

DropDown  titleString,  [itemlStnng,  item2Stnng, ...),        See  Dialog  program  listing  example. 

varName 

Displays  a  drop-down  menu  with  the  name 

titleString  and  containing  the  items 

1  litemlString,  2\item2String ,  and  so  forth. 

DropDown  must  be  within  a  Dialog. ..EndDlog 

block. 

If  varName  already  exists  and  has  a  value 
within  the  range  of  items,  the  referenced  item 
is  displayed  as  the  default  selection. 
Otherwise,  the  menu's  first  item  is  the  default 
selection. 

When  you  select  an  item  from  the  menu,  the 
corresponding  number  of  the  item  is  stored 
in  the  variable  varName.  (If  necessary, 
DropDown  creates  varNamel) 


In  function  graphing  mode  and  ZoomStd 
window: 

DrawPol  5* cos ( 3*  6)  ,0  ,3  .  5  ,  .  1 
I  ENTER  I 
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DrwCtour  catalog 

DrwCtour  expression 
DrwCtour  list 


Draws  contours  on  the  current  3D  graph  at 
the  z  values  specified  by  ejepression  or  list. 
The  3D  graphing  mode  must  already  be  set. 
DrwCtour  automatically  sets  the  graph  format 
style  to  CONTOUR  LEVELS. 

By  default,  the  graph  automatically  contains 
the  nmnber  of  equally  spaced  contours 
specified  by  the  ncontour  Window  variable. 
DrwCtour  draws  contours  in  addition  to  the 
defaults. 

To  turn  off  the  default  contours,  set  ncontour 
to  zero,  either  by  using  the  Window  screen  or 
by  storing  0  to  the  ncontour  system  variable. 


TI-89:  M  key 

mantissaEexponent 


TI-92  Plus:  [Ml  [EE]  key 


Enters  a  number  in  scientific  notation.  The 
number  is  interpreted  as  Trmntissa  x 
lOexponent, 

Hint:  If  you  want  to  enter  a  power  of  10 
without  causing  a  decimal  value  result,  use 
IQ^integer. 

TI-89:  [3  [e^]  key    TI-92  Plus:  \M  [e'l  key 

e'^{expyessionl)  expression 

Returns  e  raised  to  the  expressimil  power. 

Note:  On  the  TI-89,  pressing  0  [e  *]  to 
display  e"(  is  different  from  pressing 
[aipHal  [E] .  On  the  TI-92  Plus,  pressing  f2iid1[e  '1 
to  display  e'^  is  different  from  accessing  the 
character  e  from  the  QWERTY  keyboard. 

You  can  enter  a  complex  number  in  re'  '  polar 
form.  However,  use  this  form  in  Radian  angle 
mode  only;  it  causes  a  Domain  error  in  Degree 
angle  mode. 


In  3D  graphing  mode: 
a/5)x^2+(l/5)y"2-  lO^zKx.y) 

I  ENTER  I 


0-»ncontour  IemterI 


Done 

1  ENTER  1 

10 

lENTERl 

10 

1  ENTER 

10 

0 

DrwCtour  {-9,-4.5,-3,0,4.5,9) 

lENTERl 


Use  the  cursor  to  change  the  viewing 
angle.  Press  0  (zero)  to  return  to  the 
original  view. 

To  toggle  between  different  graph 
format  styles,  press: 

TI-89:  [D  TI-92  Plus:  F 

Press  X,  Y,  or  Z  to  look  down  the 
corresponding  axis. 


3e  4  lENTERl 

3e  9+4.  lE  15  [ENTER] 


3*  10"4  [ENTERl 


23000. 
4.1E 15 


30000 


e"  (  1  )  lENTERl 

(  1  .  )  lENTERl 
e'(3)'2  [EMTerI 


2.718.. 


e^ilistl) 


list 


Returns  e  raised  to  the  power  of  each 
element  in  listl. 


M{1,1.  ,0,  .51)  [ENTERl 

(e    2.718...     1  1.648...) 
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e'^{squareMatnxl)    =>  squareMatrix 


e'^([l,5,3;4,2,l;5,-2,l])  [emTerI 


Returns  the  matrix  exponential  of 
squareMatrix  1.  This  is  not  the  same  as 
calculating  e  raised  to  the  power  of  each 
element.  For  information  about  the 
calculation  method,  refer  to  cos(). 

squareMatrixl  must  be  diagonahzable.  The 
result  always  contains  floating-point 
numbers. 


eigVcO       MATH/Matrix  menu 

e\gVc(squa7'eMatrix)  matrix 


Returns  a  matrix  containing  the  eigenvectors 
for  a  real  or  complex  squareMatrix,  where 
each  column  in  the  result  corresponds  to  an 
eigenvalue.  Note  that  an  eigenvector  is  not 
unique;  it  may  be  scaled  by  any  constant 
factor.  The  eigenvectors  are  normalized, 
meaning  that  if  V  =  [xj,  X2,  ...  ,  x„],  then: 


^Xi2+X2  2+...+x„2=l 

squareMatrix  is  first  balanced  with  similarity 
transformations  untU  the  row  and  column 
norms  are  as  close  to  the  same  value  as 
possible.  The  squareMatrix  is  then  reduced  to 
upper  Hessenberg  form  and  the  eigenvectors 
are  computed  via  a  Schur  factorization. 


eigVI()         MATH/Matrix  menu 

Q\g'^\{squareMatHx)  list 


Returns  a  list  of  the  eigenvalues  of  a  real  or 
complex  squareMatrix. 

squareMatrix  is  first  balanced  with  similarity 
transformations  until  the  row  and  column 
norms  are  as  close  to  the  same  value  as 
possible.  The  squareMatrix  is  then  reduced  to 
upper  Hessenberg  form  and  the  eigenvalues 
are  computed  from  the  upper  Hessenberg 
matrix. 


r782.209  559.617  456.509- 
680.546  488.795  396.521 
524.929    371.222  307.879 


In  Rectangular  complex  format  mode: 
[-1,2,  5;  3, -6, 9;  2, -5, 7]^  ml  [BiTERl 

■  1     2  5- 


ei  gVc(ml )  I  enter  I 

-.800...     .767...  .767... 

.484...       .573...+  .052...-I  .  573...- .  052...-i 

.352...       .262...+  .096...-i  .  262...- .  096...-i 


In  Rectangular  complex  format  mode: 


[-1,2,  5;  3, -6, 9;  2, -5, 7]^  ml  [BiTERl 

r-l     2  5- 


7 


ei  gVl  (ml )  Iemter 

{-4.409...  2.2C4...+  .763...-i 
2.2C4...-.763...-f} 


Else 


See  If,  page  456. 


Elself  CATALOG  See  also  If,  page  456. 

If  Boolean  expression!  Then 
blockl 

Elself  Boolean  expressions  Then 
blockZ 


Elself  Boolean  expressionN  Then 

blockN 
Endlf 


Elself  can  be  used  as  a  program  instruction 
for  program  branching. 


Program  segment: 


If  choice=l  Then 

Goto  optionl 

Elself  choice=2  Then 

Goto  option2 

Elself  choice=3  Then 

Goto  option3 

Elself  choice=4  Then 

Disp  "Exiting  Program" 

Return 
Endlf 


442     Appendix  A:  Functions  and  Instructions 


EndCuStm  see  Custom,  page  429. 

EndDlog  See  Dialog,  page  437. 

EndFor  see  For,  page  450. 

EndFunc  See  Func,  page  451. 

Endlf  See  If,  page  456. 

EndLoop  See  Loop,  page  466. 

EndPrgm  see  Prgm,  page  481 . 

EndTBar  See  ToolBar,  page  51 5. 

EndTry  see  Try,  page  51 5. 

EndWhile  See  Whlle,  page518. 

entryO  catalog 

entryO   =>   expression  On  the  Home  screen; 

entr^  {integet')  expression 


Returns  a  previous  entry-line  entry  from  the 
Home  screen  history  area. 


l  +  l/x  lEMTERI  j+  1 

l+l/entrv(l)  [emTer]  2--ir 

if  included,  specifies  which  entry 
expression  in  the  history  area.  The  default  is 

1,  the  most  recently  evaluated  entry.  Valid        |gn|jgp|  y  _i  +3/2 

range  is  from  1  to  99  and  cannot  be  an 
expression. 

Note:  If  the  last  entry  is  stUl  highhghted  on       ENTER]  5  /  3  -  3.(3.  x+Z) 

the  Home  screen,  pressing  lEMTERI  is 

equivalent  to  executing  entry(l).  ,,,,  ,  1 

^  5         '  entry(4)  [emTer]  j+  1 

exaCtO        MATH/Number  menu 

e^acX{expressionl  [,  tol])  erpression  exact  (  .25)  I  ENTER  1/4 

exact(Ks(i  [,  to;])  =>  list 

exact(ma(riz7  [,  toi])  =>  matHx  exact(. 333333)  [emTerI  .lllll-^. 

Uses  Exact  mode  arithmetic  regardless  of  the 
Exacf  Approx  mode  setting  to  return,  when 
possible,  the  rational-number  equivalent  of 

the  argument.  exact(  3  .  5x-^y  )  (ENTER 


1000000 

exact( .33333, .001)  1/3 


tol  specifies  the  tolerance  for  the  conversion; 
the  default  is  0  (zero). 


exact(  {  .2,  .33,4. 125) )  [enter] 


{1/5  33/8} 
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Exec  CATALOG 


Exec  string  [,  expressionl]  [,  e%^ression2\  ... 

Executes  a  string  consisting  of  a  series  of 
Motorola  68000  op-codes.  These  codes  act  as  a 
form  of  an  assemljly-language  program.  If 
needed,  the  optional  eoqn-essions  let  you  pass 
one  or  more  arguments  to  the  program. 

For  more  information,  check  the  TI  Web  site: 
education.ti.com 

Warning:  Exec  gives  you  access  to  the  full 
power  of  the  microprocessor.  Please  be 
aware  that  you  can  easily  make  a  mistake 
that  locks  up  the  calculator  and  causes  you 
to  lose  your  data.  We  suggest  you  make  a 
backup  of  the  calculator  contents  before 
attempting  to  use  the  Exec  command. 


Exit 


Exit 


CATALOG 


Exits  the  current  For,  Wiiile,  or  Loop  block. 

Exit  is  not  allowed  outside  the  three  looping 
structures  (For,  Wliile,  or  Loop). 


exp^liStO  CATALOG 

ex^\\SX{expression,var) 


list 


Examines  expression  for  equations  that  are 
separated  by  the  word  "or,"  and  returns  a  list 
containing  the  right-hand  sides  of  the 
equations  of  the  form  var=expi-ession.  This 
gives  you  an  easy  way  to  extract  some 
solution  values  embedded  in  the  results  of 
the  solveO,  cSolveO,  fMin(),  and  fMax() 
functions. 

Note:  exp^listO  is  not  necessary  with  the 
zeros  and  cZerosO  functions  because  they 
return  a  list  of  solution  values  directly. 


Program  listing: 
0->temp 

For  1 ,1,100,1 
temp-H'^temp 

If  temp>20 

Exit 
EndFor 
Disp  temp 

Contents  of  temp  after  execution: 


21 


sol  ve(x'^2- 
x=- 1 


x-2=0,x)  lEMTERI    x=2  or 


expH  ist(solve(x"2-x- 

IEM"rERI 


=0,x)  ,x) 

{-1  2} 
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expandO    MATH/Algebra  menu 

expsind{expressionl  [,  var])  expi 
expand(iis(i  [,var\)    =>  list 
expand {mafria;i  [,mr])  matrix 


eY.pdini{expressionl)  returns  expressionl 
expanded  with  respect  to  all  its  variables. 
The  expansion  is  polynomial  expansion  for 
polynomials  and  partial  fraction  expansion 
for  rational  expressions. 

The  goal  of  expandO  is  to  transform 
expressionl  into  a  sum  and/or  difference  of 
simple  terms.  In  contrast,  the  goal  of  factor() 
is  to  transform  exjn^essionl  into  a  product 
and/or  quotient  of  simple  factors. 


expand  ( (x+y+1  )"2  )  IemterI 

x2  +  2-  x-y  +  2-  x  +  y2+2-y  +  l 

expand((x"2-x+y"2-y)/(x"2*y^2 
-x"2*y-x*y"2+x»y) )  IenterI 


■  expand!  — ^ — ^  ^  ^  


1 

X  -  1 


1 

y  -  1 


expand{e:rp?"essioni,™r)  returns  expression 
expanded  with  respect  to  var.  Similar  powers 
of  var  are  collected.  The  tenns  and  their 
factors  are  sorted  with  var  as  the  main 
variable.  There  might  be  some  Incidental 
factoring  or  expansion  of  the  collected 
coefficients.  Compared  to  omitting  var,  this 
often  saves  time,  memory,  and  screen  space, 
while  making  the  expression  more 
comprehensible. 


expand  ( (x+y+1  )''2  ,y )  IEMTERI 

y2  +  2-y(x  +  l)  +  (x  +  l)2 


expand ( (x+y+1  )"2  ,x)  IEMTERI 

x2+  2-  X-  (y  +  1)  +  (y  +  1)2 

expand((x^2-x+y"2-y)/(x"2*y^2 
-x'^2*y-x*y^2+x*y)  ,y)  IEMTERI 


y  -  1     y  -  1) 


expand(ans(l),x)  IEMTERI 


Even  when  there  is  only  one  variable,  using 
var  might  make  the  denominator 
factorization  used  for  partial  fraction 
expansion  more  complete. 

Hint:  For  rational  expressions,  propFracO  is 

a  faster  but  less  extreme  alternative  to 
expandQ. 

Note:  See  also  comDenom()  for  an  expanded 
numerator  over  an  expanded  denominator. 


■  expand 


1 

y-  1  ■ 
1 

X  -  1 


x(x-  r 
1 


y(y-  1) 

expand(  (x"3+x"2-2)/(x'^2-2) ) 
2-  X 


IENTERI 


X7^ 


■  X+1 


expand(ans(l),x)  IEMTERI 
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expand{expressionl,  [var])  also  distributes 
logarithms  and  fractional  powers  regardless 
of  var.  For  increased  distribution  of 
logarithms  and  fractional  powers,  inequality 
constraints  might  be  necessary  to  guarantee 
that  some  factors  are  nonnegative. 

expan<i(expressionl,  [var])  also  distributes 
absolute  values,  sign(),  and  exponentials, 
regardless  of  var. 

Note:  See  also  tExpandO  for  trigonometric 
angle-sum  and  multiple-angle  expansion. 


1  n(  2x*y  j-i-V"  (  2x*y )  I  enter  I 

1  n  ( 2  •  X  ■  y  ) -^  ^  (  2  •  X  •  y ) 


expand(ans  ( 1 ) )  Iemter 

In(x-y)  -H^2-^(x-y)  -Hn(2) 


expand(ans(l))  |y>=0  Iemter  I 
1  n  ( x )  -^  ^2  •  ifx  ■  ^y  -H  n  (y )  -H  n  (  2 ) 

sign(x*y)H-abs(x*y)-i-e''(  2x-i-y ) 
I  ENTER  I 

g2-  x+y  +  5  j  gp  (  X.  y  )  +  I  X  •  y  I 


expand(ans ( 1 ) )  Iemter 
sign(x)-sign(y)  -i-  |x|  ■  |y|-H  (e*)^-e* 


expr()  MATH/String  menu 

expr{string)    =>  expression 


Returns  the  character  string  contained  in 
string  as  an  expression  and  immediately 
executes  it. 


expr(  "l+Z+K^Z+x." )  IemterI  x2-^x-^3 


expr( " expand  ( (  H-x)"2  ) " )  emterI 

x^-i-  2-  X  -I-  1 

"Define  cube(x)=x"3"-»f uncstr 
IEMTERI 

"Define  cube(x)=x"3" 


expr(funcstr)  Iemter 


Done 


cube(  2  )  I  ENTER  I 


ExpReg      MATH/Statlstics/Regresslons  menu 

ExpReg  listl,  list2  [,  {Ust3]  [,  Ust4,  UstS]] 

Calculates  the  exponential  regression  and 
updates  all  the  system  statistics  variables. 

All  the  lists  must  have  equal  dimensions 
except  for  list5. 

listl  represents  xhst. 
Iist2  represents  yUst. 
lists  represents  frequency. 
Iist4  represents  category  codes. 
lists  represents  category  include  hst. 

Note:  listl  through  lisUt  must  be  a  variable 
name  or  cl-c99  (columns  in  the  last  data 
variable  shown  in  the  Data/Matrix  Editor). 
lists  does  not  have  to  be  a  variable  name  and 
cannot  be  cl-c99. 


In  function  graphing  mode: 
{1,2,3,4,5,6,7,8)^11  [EMTERl 


(1,2,2,2,3,4,5,7)^12  [MlR] 

ExpReg  LI ,  L2  [emTER] 
ShowStat  IEMTER 


(1  2  ...) 

(1  2  ...} 
Done 


Regeq(x)^yl(x)  I  enter  I 
NewPlot  1,1,L1,L2[EMTer) 

[3  [graph] 


Done 
Done 
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faCtOrO       MATH/Algebra  menu 

factor(aTpressioni[,  var])  expi 
factor(iis«7[,OTr])   =>  list 
iactov  (matrix  l[,var])  matrix 


factor(expressioni)  returns  expressionl 
factored  with  respect  to  all  of  its  variables 
over  a  common  denominator. 

expressionl  is  factored  as  much  as  possible 
toward  hnear  rational  factors  vrithout 
introducing  new  non-real  subexpressions. 
This  alternative  is  appropriate  if  you  want 
factorization  with  respect  to  more  than  one 
variable. 


factor  (a"3*x"2- a*  x"2-a"3+a) 
I  ENTER  I 

a-(a  -l)-(a  +  1)  -(x  -1)  -(x-H  1) 
factorCx-'Z+l )  [emTerI  xZ+l 


factor(x''2-4)  [emTerI  (x  -  2)  •  (x  +  2) 
factor (x*2- 3)  [ENTER]  x2-3 


factor(x^2-  a )  Iemter 


igiCtor(expressionl,var)  returns  expressionl 
factored  vrith  respect  to  variable  var. 

expressionl  is  factored  as  much  as  possible 
toward  real  factors  that  are  linear  in  var,  even 
if  it  introduces  irrational  constants  or 
subexpressions  that  are  irrational  in  other 
variables. 

The  factors  and  their  terms  are  sorted  with 
var  as  the  main  variable.  Similar  powers  of 
var  are  collected  in  each  factor.  Include  var  if 
factorization  is  needed  with  respect  to  only 
that  variable  and  you  are  willing  to  accept 
irrational  expressions  in  any  other  variables 
to  increase  factorization  with  respect  to  var. 
There  might  be  some  incidental  factoring 
with  respect  to  other  variables. 

For  the  AUTO  setting  of  the  Exacf  Approx 
mode,  including  var  permits  approximation 
with  floating-point  coefficients  where 
irrational  coefficients  cannot  be  expUcitly 
expressed  concisely  in  terms  of  the  built-in 
functions.  Even  when  there  is  only  one 
variable,  including  var  might  yield  more 
complete  factorization. 

Note:  See  also  comDenom()  for  a  fast  way  to 
achieve  partial  factoring  when  factor()  is  not 
fast  enough  or  it  it  exhausts  memory. 

Note:  See  also  cFactor()  for  factoring  all  the 
way  to  complex  coefficients  in  pursuit  of 
linear  factors. 


factor(a"3*x"2-a*x"2-a''3-^a,x) 
I  EMTERI 

a-  (a2  -  1)  •  (X  -  1)  •  (X  -I-  1) 


factor(x^2-3,x)  IenterI 

{X+-I3)-  (x-^3) 


factor(x*2-a,x)  IENTERI 

(x-^^ra)■  (x  -^a) 


facto r(x"5-^4x"4+5x"3-  6x-  3) 

IENTERI 

x5  -I-  4-  x^  -^  5-  x3-  6-  X  -  3 


factor(ans(l),x)  I  enter  I 

(X-.964...)-  (X+.611...)- 
(X-H2.125...)-  (x^-i-  2.227...- 
X  -1-  2.392...) 
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factor(?-a«oKaWMmter)  returns  the  rational         factor  (  1 52417 17  2589  )  I  ENTER  I 
number  factored  into  primes.  For  composite  123457'1234577 
numbers,  the  computing  time  grows 

exponentiallywith  the  number  of  digits  in  the    isPrime(152417172689)  lENTERIf  a1  se 
second-largest  factor.  For  example,  factoring 
a  30-digit  integer  could  take  more  than  a  day, 
and  factoring  a  100-digit  number  could  take 
more  than  a  century. 

Note:  To  stop  (break)  a  computation,  press 


If  you  merely  want  to  determine  if  a  number 
is  prime,  use  isPrimeO  instead.  It  is  much 
faster,  particularly  if  rationalNumber  is  not 
prime  and  if  the  second-largest  factor  has 
more  than  five  digits. 


Fill  MATH/Matrix  menu 

Fill  expression,  matrixVar  matrix 


Replaces  each  element  in  variable  matrixVar 
with  expression. 

mntrixVar  must  already  exist. 


  1  2 

[l,2:3,4]»amatrxfEN7ERl        [3  4] 

Fill  l.Ol.amatrxlENTERI  Done 
amatrx  [emterI  [l.Ol  l.Ol] 


Fill  exp}-ession,  listVar 


list 


Replaces  each  element  in  variable  tistVar 
with  expression. 

listVar  must  already  exist. 


ll,2,3,4,51-»alistfEN7ERl 

  {12  3  4  5} 

Fill  l.Ol.alistlEMTERl  Done 


al  ist  I  ENTER  I 

(1.01  1.01  1.01  1.01  1.01) 


flOOr()         MATH/Number  menu 

iloor(exp7^ession)  integer 


Returns  the  greatest  integer  that  is  <  the 
argument.  This  function  is  identical  to  int(). 

The  argument  can  be  a  real  or  a  complex 
number. 


floor(  -2.14)  [emTerI 


-3. 


floor(;isli)    =>  list 
ttoor{matn.Tl)  matrix 

Returns  a  list  or  matrix  of  the  floor  of  each 
element. 

Note:  See  also  ceilingO  and  int(). 


floor(  {3/2,0,  -5.3) )  imm 

{1  0  -6.) 

floor([l. 2, 3.4:2.5,4.8])  [EiffERl 

1.  3. 
L2.  4. -I 


fMax()        MATH/Calculus  menu 


tMaiX(expression,  var) 


Boolean  expression 


Returns  a  Boolean  expression  specifying 
candidate  values  of  var  that  maximize 
expression  or  locate  its  least  upper  bound. 


fMax(  1-  (X-  a  )''2-  (X-  b)'^2  ,x)  [EiNTER) 

a-^b 


fMax(  .5x''3-x-2,x)  IEMTERI        x  =  =<= 


448     Appendix  A:  Functions  and  Instructions 


Use  the  "I"  operator  to  restrict  the  solution 
interval  and/or  specify  the  sign  of  other 
undefined  variables. 

For  the  APPROX  setting  of  the  Exact/Approx 
mode,  fMax()  iteratively  searches  for  one 
approximate  local  maximum.  This  is  often 
faster,  particularly  if  you  use  the  "1"  operator 
to  constrain  the  search  to  a  relatively  small 
interval  that  contains  exactly  one  local 
maximum. 

Note:  See  also  fMin()  and  max(). 


fMax(  .5x*3-x-2,x)  |x<l  [emTerI 

X  =  -.816... 

fMax(a*x"2,x)  Iemter 
x=~  or  x=-=<=  or  x  =  0  or  a  =  0 

fMax(  a*x^2  ,x)  |  a<0  IemterI         x  =  0 


fMin()         MATH/Calculus  menu 

iMin{expression,  var)    =>    Boolean  expression 

Returns  a  Boolean  expression  specifying 
candidate  values  of  var  that  minimize 
expression  or  locate  its  greatest  lower  bound. 

Use  the  "I"  operator  to  restrict  the  solution 
interval  and/or  specify  the  sign  of  other 
undefined  variables. 


For  the  APPROX  setting  of  the  Exact/Approx 
mode,  fMin()  iteratively  searches  for  one 
approximate  local  minimum.  This  is  often 
faster,  particularly  if  you  use  the  "I"  operator 
to  constrain  the  search  to  a  relatively  small 
interval  that  contains  exactly  one  local 
minimum. 

Note:  See  also  fMax()  and  min(). 

FnOff  CATALOG 
FnOft 

Deselects  all  Y=  functions  for  the  current 
graphing  mode. 

In  spht-screen,  two-graph  mode,  FnOff  only 
apphes  to  the  active  graph. 

FnOff  [1]  [,  2] ...  [,99]  In  function  graphing  mode: 

FnOff  1 ,3  EMTER  deselects  y1  (x)  and 
Deselects  the  specified  Y=  functions  for  the  yZ(y.) 
current  graphing  mode. 

In  parametric  graphing  mode: 

FnOff  1 ,3  lENTERl  deselects  xt1  (t),  yt1  (t), 
xt3(t),  and  yt3(t). 

FnOn  CATALOG 

FnOn 

Selects  all  Y=  functions  that  are  defined  for 
the  current  graphing  mode. 

In  spht-screen,  two-graph  mode,  FnOn  only 
applies  to  the  active  graph. 


fMind-  (x-a)"2-  (x-b)"2,x)  [emterI 
x  =  =  or  x=-=» 

fMin(  .5x''3-x-2,x)  |x>l  [emTerI  x  =  1 

fMin(a*x"2,x)  Iemter 
x=~  or  x=-=<=  or  x  =  0  or  a  =  0 

fMin(a*x*2,x)  I  a>0  and  x>l  IEMTERI 

x  =  1. 

fMi  n(a*x^2  ,x)  |  a>0  IEMTERI         x  =  0 
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FnOn  [1]  [,  2] ...  [,99] 


Selects  the  specilied  Y=  functions  for  the 
current  graphing  mode. 

Note:  hi  3D  grapliing  mode,  only  one 
function  at  a  time  can  be  selected.  FnOn  2 
selects  z2(x,y)  and  deselects  any  previously 
selected  function,  hi  the  other  graph  modes, 
previously  selected  functions  are  not 
affected. 


For  CATALOG 

For  var,  low,  high  [,  step] 

block 
EndFor 

Executes  the  statements  in  block  iteratively 
for  each  value  of  var,  from  low  to  high,  in 
increments  of  step. 

var  must  not  be  a  system  variable. 

step  can  be  positive  or  negative.  The  default 
value  is  1. 

block  can  be  either  a  single  statement  or  a 
series  of  statements  separated  with  the  ":" 
character. 

formatO      MATH/String  menu 

forma\{expression[,formatStnng])  string 

Returns  expression  as  a  character  string  based 
on  the  format  template. 

expression  must  simplify  to  a  number. 
formatStrlng  is  a  string  and  must  be  in  the 
form:  "F[m]",  "S[m]",  "E[m]",  "G[m][c]",  where  [  ] 
indicate  optional  portions. 

F[»]:  Fbsed  format,  n  is  the  number  of  digits 
to  display  after  the  decimal  point. 

S[Ji]:  Scientific  format,  n  is  the  number  of 
digits  to  display  after  the  decimal  point. 

E[re]:  Engineering  format,  n  is  the  number  of 
digits  after  the  first  significant  digit.  The 
exponent  is  adjusted  to  a  multiple  of  three, 
and  the  decimal  point  is  moved  to  the  right 
by  zero,  one,  or  two  digits. 

G[ra][c]:  Same  as  fixed  format  but  also 
separates  digits  to  the  left  of  the  radix  into 
groups  of  three,  c  specifies  the  group 
separator  character  and  defaults  to  a  comma. 
If  c  is  a  period,  the  radix  vrill  be  shown  as  a 
comma. 

[Rc]:  Any  of  the  above  specifiers  may  be 
suffixed  with  the  Rc  radix  flag,  where  c  is  a 
single  character  that  specifies  what  to 
substitute  for  the  radix  point. 


Program  segment: 

0->tempsum  :  Instep 

For  1  ,1.100, step 
tempsum+i->tempsuni 

EndFor 

Disp  tempsum 

Contents  oftempsutn  after 
execution: 


505 


Contents  of  tempsum  when  step 

is  changed  to  2:  250 


formatd. 234567, "f3")  [emterI 

"1.235 


formatd. 234567  , "s2")  [enterI 

"1  .23e  0 


formatd. 234667, "e3")  flirfERl 

"1 .235E  0 


formatd. 234567, "g3")  [emTerI 

"1.235 


format(  1234.567  ,"g3")  [emterI 

"1,234.567 


formatd. 234567, "g3,r:")  [EMTERl 
"1:235 
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fpartO 


MATH/Number  menu 

tpairt{expressionl)    =>  expression 
ipatt(listl)    =>  list 
ipartimatiixl)  matrix 

Returns  the  fractional  part  of  the  argument. 

For  a  list  or  matrix,  returns  the  fractional 
parts  of  the  elements. 

The  argument  can  be  a  real  or  a  complex 
number. 


fpart(  -  1.234)  [emTerI 


.234 


fpart({l,  -2.3, 


7.0031  )  mERl 
{0     -.3  .003} 


Func 


CATALOG 


Func 

block 
EndFunc 


Required  as  the  first  statement  in  a  multi- 
statement  function  definition. 

block  can  be  either  a  single  statement  or  a 
series  of  statements  separated  with  the  ":" 
character. 

Note:  when()  also  can  be  used  to  define  and 
graph  piecewise-defined  functions. 


gcd()  MATH/Number  menu 

gcd{numberl,  number2)    =^  expression 

Returns  the  greatest  common  divisor  of  the 
two  arguments.  The  gcd  of  two  fractions  is 
the  gcd  of  their  numerators  divided  by  the 
Icm  of  their  denominators. 


In  Auto  or  Approximate  mode,  the  gcd  of 
fractional  floating-point  numbers  is  1.0. 


In  function  graphing  mode,  define  a 
piecewise  function: 

Define  g(x)=Func:If  x<0  Then 
:Return  3* cos ( x ) : El s e : Ret u rn 

3- x:EndIf:  EndFunc  lENTERI  Done 
Graph  g(x)  Iemter 


gcd(18,33)  IemTerI 


gcd{listl,  lists) 


Returns  the  greatest  common  divisors  of  the 
corresponding  elements  in  lisil  and  list2. 


gcd(  (12,14,161  ,  {9,7,51 )  [emterI 

{3  7  11 


gc6{matrixl,  matrixS) 


matHx 


Get 


Returns  the  greatest  common  divisors  of  the 
corresponding  elements  in  malrixl  and 
matHx2. 

CATALOG 


Get  var 


Retrieves  a  CBL  i^lCBL™  (Calculator-Based 
Laboratory™)  or  CBR™  (Calculator-Based 
Ranger^")  value  from  the  link  port  and  stores 
it  in  variable  var. 


gcd(  [2,4;  6, 8],  [4,8;  12, 16])  [ENTERl 

1-5  8-1 


Program  segment: 


Send  {3,1,-1,0) 

For  1  ,1,99 
Get  data[i] 
PtOn  1  ,data[i  ] 

EndFor 
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GetCalc  catalog 

GetCalc  var  Program  segment: 
Retrieves  a  value  from  the  link  port  and  ] 

stores  it  in  variable  mr.  This  is  for  unit-to-unit  :Disp  "Press  Enter  when  ready" 

linking.  :  Pause 

:GetCalc  LI 

Note:  To  get  a  variable  to  the  link  port  from  :Disp  "List  LI  received" 
another  unit,  use  2nd  I  [VAR-LINK]  on  the  other  [ 
unit  to  select  and  send  a  variable,  or  do  a 
SendCalc  on  the  other  unit. 


getConfgO  catalog 

getConfgO   =>  ListPairs  TI-89: 

Returns  a  list  of  calculator  attributes.  The         getConfgO  [ENTER] 
attribute  name  is  listed  first,  followed  by  its  {"Product  Name"  "Advanced 

value  Mathematics  Software" 

"Version"  "2.00,  09/25/1999" 
"Product  ID"  "03-1-4-68" 
"ID  #"  "01012  34557  ABCD" 
"Cert.  Rev.  #"  0 
"Screen  Width"  160 
"Screen  Height"  100 
"Window  Width"  160 
"Window  Height"  67 
"RAM  Size"  262132 
"Free  RAM"  197178 
"Archive  Size"  655360 
"Free  Archive"  655340} 


TI-92  Plus: 

getConfg( )  I  enter  I 

{"Product  Name"  "Advanced 
Mathematics  Software" 
"Version"  "2.00,  09/25/1999" 
"Product  ID"  "01-1-4-80" 
"ID  #"  "01012  34567  ABCD" 
"Cert.  Rev.  #"  0 
"Screen  Width"  240 
"Screen  Height"  120 
"Window  Width"  240 
"Window  Height"  91 
"RAM  Size"  262144 
"Free  RAM"  192988 
"Archive  Size"  720896 
"Free  Archive"  720874} 

Note:  Your  screen  may  display  different 
attribute  values.  The  Cert.  Rev.  #  attribute 
appears  only  if  you  have  purchased  and 
installed  additional  software  into  the 
calculator. 

getDenomO  MATH/Algebra/Extract  menu 

getDenom(ex-pressiml)   =>   expressimi  qetDenom(  (x^-2)/ (y-3)  )  IEMTER1  y-3 

Transforms  expressionl  into  one  having  a  getDenom(2/7}  [ENTER  7 

reduced  common  denominator,  and  then 

returns  its  denominator  getDenom  ( 1 /xH-(y ''2-Hy ) /y''2 )  I  ENTER  I 

X-  y 
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getFoldO  catalog 

getFoldO  nameString 


Returns  the  name  of  the  current  folder  as  a 
string. 


getFold(  )  I  enter  I  "main" 
qetFo1d()»o1dfo1dr  IenterI  "main" 
o1  df o1  dr  lENTERI  "main" 


getKeyO  catalog 

getKeyO    =>  integer 


Returns  the  key  code  of  the  key  pressed. 
Returns  0  if  no  key  is  pressed. 

The  prefix  keys  (shift  [t],  second  function 
I2ndl.  option  0,  alpha  fiiiial.  and  drag  [5])  are 
not  recognized  by  themselves;  however,  they 
modify  the  keycodes  of  the  key  that  follows 
them.  For  example:  B  [x]    [3  ?s  f2nd1fx1. 

For  a  hsting  of  key  codes,  see  Appendix  B. 


Program  listing: 


Di  sp 
Loop 
ge 
wh 

En 
Di 
If 
St 
EndL 


tKey( )^  key 

i 1 e  key=0 
getKey  (  )•>  key 

dWhile 
sp  key 

key  -  crd("a") 
op 
oop 


getModeO  catalog 

getMo6e{modeNameString)    =>  string 
getModeC'ALL")    =>  ListStringPairs 

IS  the  argument  is  a  specific  mode  name, 
returns  a  string  containing  the  current  setting 
for  that  mode. 

If  the  argument  is  "ALL",  returns  a  hst  of 
string  pairs  containing  the  settings  of  all  the 
modes.  If  you  want  to  restore  the  mode 
settings  later,  you  must  store  the 
getMode{"ALL")  result  in  a  variable,  and  then 
use  setModeO  to  restore  the  modes. 

For  a  listing  of  mode  names  and  possible 
settings,  see  setMode(). 

Note:  To  set  or  return  information  about  the 
Unit  System  mode,  use  setUnitsO  or  getUnitsO 
instead  of  setModeO  or  getMode(). 


getNumO    MATH/Algebra/Extract  menu 

getHum(expressionl)  expression 

Transforms  ejcpressionl  into  one  having  a 
reduced  common  denominator,  and  then 
returns  its  numerator. 


qetMode(  "anql  e" )  lENTERI  "RADIAN" 


getMode(  "graph" )  [enTerI  "FUNCTION" 


getMode(  "al  1  " )  I  enter 

{"Graph"  "FUNCTION" 
"Display  Digits"  "FLOAT  6" 
"Angle"  "RADIAN" 
"Exponential  Format"  "NORMAL" 
"Complex  Format"  "REAL" 
"Vector  Format"  "RECTANGULAR" 
"Pretty  Print"  "ON" 
"Split  Screen"  "FULL" 
"Split  1  App"  "Home" 
"Split  2  App"  "Graph" 
"Number  of  Graphs"  "1" 
"Graph  2"  "FUNCTION" 
"Split  Screen  Ratio"  "1,1" 
" Exact/Approx"  "AUTO" 
"Base"  "DEC"} 

Note:  Your  screen  may  display  different 
mode  settings. 


getNum(  (x+2)/(y-3) )  [ENTER]      x  +  2 

2 

getNum(l/x+l/y)  (ENTER]  x  +  y 


getNum(2/7 )  I  enter 


Appendix  A:  Functions  and  Instructions 


453 


getTypeO  catalog 

getType(L'ar)  stHng 


Returns  a  string  indicating  the  data  type  of 
variable  var. 

If  var  has  not  been  defined,  returns  the  string 
"NONE". 


{1,2, 3}^ temp  [ENTER] 
getType(temp)  Iemter 


2+3i-»tenip  IENTERI 
getType(temp)  Iemter 


DelVar  temp  [emTerI 
getType(temp)  Iemter 


(1  2  3} 
"LIST" 

2  +  3j 
"EXPR" 

Done 
"NONE" 


Data  Type 

Variable  Contents 

"ASM" 

Assembly-language  program 

"DATA" 

Data  type 

"EXPR" 

Expression  (includes  complex/arbitrary/undefined,  oo,  "  oo,  TRUE, 

rALoE,  pi,  e) 

r  UINLj 

Function 

"GDB" 

Graph  data  base 

"LIST" 

List 

"MAT" 

Matrix 

"NONE" 

Variable  does  not  exist 

"NUM" 

Real  number 

"OTHER" 

Miscellaneous  data  type  for  future  use  by  software  applications 

"PIC" 

Ficture 

"FROM" 

Frogram 

"STR" 

String 

"TEXT" 

Text  type 

"VAR" 

Name  of  another  variable 

getUnitsQ  catalog 

getUnitsO 


list 

Returns  a  list  of  strings  that  contain  the 
current  default  units  for  all  categories  except 
constants,  temperature,  amount  of  substance, 
luminous  intensity,  and  acceleration,  list  has 
the  form: 

{"systew)^  ^'catl"  ^'unitl"  "cat2"  ^'unit2"  ...} 

The  first  string  gives  the  system  (SI,  ENG/US, 
or  CUSTOM).  Subsequent  pairs  of  strings  give 
a  category  (such  as  Length)  and  its  default 
unit  (such  as  _m  for  meters). 

To  set  the  default  units,  use  setUnlts(). 


getUm'tsO  Iemteri 


{"SI"     "Area"  "NONE" 
"Capacitance"  "_F" 
"Charge"     "_coul " 
...  } 

Note:  Your  screen  may  display  different 
default  units. 
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Goto  CATALOG 

Goto  labelName 


Transfers  program  control  to  the  label 
labelName. 

labelName  must  be  defined  in  the  same 
program  using  a  Lbl  instruction. 


Program  segment: 
0-»temp 

Lbl  TOP 

temp+i->teinp 

If  i<10  Then 

Goto  TOP 
Endlf 
Disp  temp 


Graph  catalog 

Graph  expressionl[,  expression2]  [,  varl]  [,  var2\ 

The  Smart  Graph  feature  graphs  the  requested 
expressions/  functions  using  the  current 
graphing  mode. 

Expressions  entered  using  the  Graph  or  Table 
commands  are  assigned  increasing  function 
numbers  starting  with  1.  They  can  be 
modified  or  individually  deleted  using  the 
edit  functions  available  when  the  table  is 
displayed  by  pressing  [R]  Header.  The 
currently  selected  Y=  functions  are  ignored. 

If  you  omit  an  optional  var  argument,  Graph 
uses  the  independent  variable  of  the  current 
graphing  mode. 

Note:  Not  all  optional  arguments  are  valid  in 
all  modes  because  you  can  never  have  all 
four  arguments  at  the  same  time. 


Some  vahd  variations  of  this  instruction  are: 
Function  graphing        Graph  expr,  x 


Parametric  graphing 
Polar  graphing 
Sequence  graphing 
3D  graphing 


Graph  xExpr,  yExpr,  I 
Graph  expr,  9 
Not  allowed. 
Graph  expr,  x,  y 


Diff  Equations  graphing   Not  allowed. 

Note:  Use  CIrGraph  to  clear  these  functions, 
or  go  to  the  Y=  Editor  to  re-enable  the  system 
Y=  functions. 


In  function  graphing  mode  and  ZoomStd 
window: 

Graph  1 .  25a*  cos  (  a  )  ,a  [enterI 


In  parametric  graphing  mode  and  ZoomStd 
window: 

Graph  tiine,2cos(time)/time,tiine 
I  ENTER  I 


In  3D  graphing  mode: 

Graph  (  v"?  -  w*2 ) /4 ,  v  ,w  (ENTER] 
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^Hex  MATH/Base  menu 

integerl  ►Hex  integer 


Converts  integerl  to  a  hexadecimal  number. 
Binary  or  liexadecimal  numbers  always  have 
a  Ob  or  Oh  prefix,  respectively. 


r 


Zero,  not  the  letter  O,  followed  by  b  or  h. 


Ob  binaryNuTnber 

Oh  hexadecimalNumber 

I  A  binary  number  can  have  up  to 

32  digits.  A  hexadecimal  number 
can  have  up  to  8. 

Without  a  prefix,  integerl  is  treated  as 
decimal  (base  10).  The  result  is  displayed  in 
hexadecimal,  regardless  of  the  Base  mode. 

If  you  enter  a  decimal  integer  that  is  too  large 
for  a  signed,  32-bit  binary  form,  a  symmetric 
modulo  operation  is  used  to  bring  the  value 
into  the  appropriate  range. 


identityO    MATH/Matrlx  menu 

'ldentHy{expression)    =^  matrix 


Returns  the  identity  matrix  with  a  dimension 
of  expression. 

expression  must  evaluate  to  a  positive  integer. 


255  >Hex  [EirrERl 


ObllllOOOOllll  ►Hex  [emTerI 


identity(4)  Iewteri 


OhlOO 
OhFOF 


■1  0  C  0- 

0  10  0 

0  0  10 

0  0  0  1 


CATALOG 

If  Boolean  expression 
statement 


If  Boolean  expression  Then 

block 
Endlf 


Program  segment: 


Jf  Boolean  expression  evaluates  to  true, 
executes  the  single  statement  statement  or  the 
block  of  statements  block  before  continuing 
execution. 

Jf  Boolean  expression  evaluates  to  false, 
continues  execution  without  executing  the 
statement  or  block  of  statements. 

block  can  be  either  a  single  statement  or  a 
sequence  of  statements  separated  with  the  ":" 
character. 


:If  x<0 
:  D 1  s  p  "  X 


is  negative" 


If  x<0  Then 

Disp  "x  is  negative" 
abs  (x)->x 

Endlf 


If  Boolean  expression  Then 
btockl 

Else 

bloek2 
Endlf 

Jf  Boolean  expression  evaluates  to  true, 
executes  blockl  and  then  skips  blocks. 

\i Boolean  expression  evaluates  to  false,  skips 
blockl  but  executes  block2. 


Program  segment: 


If  x<0  Then 

Disp  "x  is  negative" 
El  se 

Disp  "x  is  positive  or  zero" 
Endlf 


blockl  and  blocks  can  be  a  single  statement. 
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If  Boolean  expressionl  Then 
blockl 

Elself  Boolean  expression2  Then 
Uock2 

Elself  Boolean  expressionN  Then 

blockN 
Endlf 

Allows  for  program  branching.  U  Boolean 
expressionl  evaluates  to  true,  executes  blockl. 
M Boolean  expressionl  evaluates  to  false, 
evaluates  Boolean  expression^,  etc. 


Then 


Program  segment: 


If  choice=l  Then 
Goto  optionl 
Elself  choice=2 

Goto  option? 
Elself  choice=3  Then 

Goto  options 
Elself  choice=4  Then 

Disp  "Exiting  Program" 

Return 
Endlf 


imagO         MATH/Complex  menu 

\mag{expressionl)  expression 


\mSLq{expressionl)  returns  the  imaginary  part 
of  the  argument. 

Note:  All  undefined  variables  are  treated  as 
real  variables.  See  also  real(). 


i  mag(  l+Zi)  emteri 


i  mag(  z )  I  enter  I 
imag(x+iy)  IenterI 


\mag{listl) 


imag(  {  -  3,4-j,j) )  [ENTER]     {0  "1  1} 


Returns  a  list  of  the  imaginary  parts  of  the 
elements. 


\maQ{matrixl) 


Input 


Returns  a  matrix  of  the  imaginary  parts  of  the 
elements. 

CATALOG 


Input 


Pauses  the  program,  displays  the  current 
Graph  screen,  and  lets  you  update  variables 
xc  and  yc  (also  rc  and  9c  for  polar  coordinate 
mode)  by  positioning  the  graph  cursor. 


When  you  press  IENTERI,  the  program  resumes. 


i  mag(  [a  ,  b  ;ic  ,id] )  IENTERI 


0  0 


Program  segment: 

:9Get  10  points  from  the  Graph 

Screen 
For  1 ,1,10 
Input 

xc»XLIST[i  ] 
yc»YLIST[i  ] 
EndFor 


Input  \promptSlring,]  var 

Input  [promptString],  mr  pauses  the  program, 
displays  promptString  on  the  Program  I/O 
screen,  waits  for  you  to  enter  an  expression, 
and  stores  the  expression  in  variable  var. 


If  you  omit  promptString,  "? 
prompt. 


is  displayed  as  a 


Program  segment: 


For  1,1,9,1 

"Enter  x"  &  string(i)-»strl 

Input  strl,#(right(strl,2)) 
EndFor 
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InpUtStr  CATALOG 

InputStr  \promplStnng,]  var 


Program  segment: 


Pauses  the  program,  displays  promptString  on  ; 

the  Program  I/O  screen,  waits  for  you  to  :  InputStr  "Enter  Your  Name",strl 

enter  a  response,  and  stores  your  response  as  : 
a  string  in  variable  var. 

If  you  omit  p^-omptStnng,  "?"  is  displayed  as  a 
prompt. 

Note:  The  difference  between  Input  and 
InputStr  is  that  InputStr  always  stores  the 
result  as  a  string  so  that " "  are  not  required. 

inStringO    MATH/Strlng  menu 

inSWingisrcStHng,  subStnng[,  start])    =>  integer 

Returns  the  character  position  in  string 
srcString  at  which  the  iirst  occurrence  of 
string  substring  begins. 

start,  if  included,  specifies  the  character 
position  within  srcStHng  where  the  search 
begins.  Default  =  1  (the  first  character  of 
srcStringy 

If  srcString  does  not  contain  substring  or  stajt 
is  >  the  length  of  srcString,  returns  zero. 

into  CATALOG 

\n\{expfession)  integer 
\n\(listl)   =>  list 
\rA{matrixl)  matrix 

Returns  the  greatest  integer  that  is  less  than 
or  equal  to  the  argmnent.  This  function  is 
identical  to  floor(). 

The  argmnent  can  be  a  real  or  a  complex 
number. 

For  a  list  or  matrix,  returns  the  greatest 
integer  of  each  of  the  elements. 

intDivO  CATALOG 

\r\tD'n{numberl,  numbers)    =>    integer  1  ntPi  V  (  "  7  ,  2  )  FEMTERI  "3 

\r\iD\v{listl,  lists)  list 

'mtD\v{matrixl,matrix2)    =>    matrix  1  n  t  D 1  V  (  4  ,  5  )  [ENTER]  0 

Returns  the  signed  integer  part  of  argument  1 
divided  by  argument  2. 

For  hsts  and  matrices  returns  the  signed 
integer  part  of  argument  1  divided  by 
argument  2  for  each  element  pair. 

integrate   see  J(),  page  532. 


458     Appendix  A:  Functions  and  Instructions 


i  n  S  t  r  1  n  g  ( "  H  e  1 1  0  t  h  e  r  e " , "  t  h  e " ) 
I  ENTER  I  7 

"ABCEFG"^sl:If  inStr1ng(sl, 
"D")=0:Disp  "D  not  found  . "  [ENTER] 
D  not  found. 


int(  -2.5)  [ENTERl  -3. 

int([-  1.234,0,0.37])  [emterI 

[-2.  0  0.] 


intPi v((12,-14,-16},(5,4,-3}) 

I  ENTER  I 

{2  -3  5} 


iPartO         MATH/Number  menu 

i  Part  (number)  integer 
i  Part  (JisU)   =>  list 
i  Part  (mairlr  J)  matrix 

Returns  the  integer  part  of  the  argument 

For  hsts  and  matrices,  returns  the  Integer 
part  of  each  element. 

The  argument  can  be  a  real  or  a  complex 
number. 

isPrimeO    MATH/Test  menu 

isPrime(^Mm&e7')    =>   Boolean  constant  expression 

Returns  true  or  false  to  indicate  if  number  is  a 
whole  number  >  2  that  is  evenly  divisible  only 
by  itself  and  1. 

U  number  exceeds  about  306  digits  and  has  no 
factors  <  1021,  isPrime(jiM»i6er)  displays  an 
error  message. 

If  you  merely  want  to  determine  if  number  is 
prime,  use  isPrimeO  instead  of  factor().  It  is 
much  faster,  particularly  if  number  is  not 
prime  and  has  a  second-largest  factor  that 
exceeds  about  five  digits. 

Item  CATALOG 

Item  itemNameString  See  CuStom  example. 

Item  itemNameString,  label 

VaUd  only  within  a  Custom. ..EndCustm  or 
ToolBar...EnclTBar  block.  Sets  up  a  drop-down 
menu  element  to  let  you  paste  text  to  the 
cursor  position  (Custom)  or  branch  to  a  label 
(ToolBar). 

Note:  Branching  to  a  label  is  not  allowed 
within  a  Custom  block. 


i  Pa rt( -  1.234)  [ENTER]  "1. 

i  Part  ({3/2, -  2.  3,  7.  0031  )  mm 

{1   -2.  7.} 


IsPrime(5)  IemterI  true 
IsPrinie(6)  IEMTERI  false 


Function  to  find  the  next  prime  after  a 
specified  number: 

Define  nextPri m( n )=Func : Loop : 
n-H-»n:if  i  s  Pri  me  ( n  ):  return  n: 

EndLoop  :  EndFunc  EMTERI  Done 
nextPrim(7)  IenterI  11 


Lbl  CATALOG 

Lbl  labelName 


Defines  a  label  with  the  name  labelName  in 
the  program. 

You  can  use  a  Goto  labelName  instruction  to 
transfer  program  control  to  the  instruction 
immediately  following  the  label. 

labelName  must  meet  the  same  naming 
requirements  as  a  variable  name. 


Program  segment: 


:Lbl  Ibll 

:InputStr  "Enter  password" 
strl 

If  strlTipassword 

Goto  Ibll 
Di  sp  "Wei  come  to  ..." 
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Icm()  MATH/Number  menu 

\cm{numberl,  number2)  expression 
\cm{listl,list2)   =»  list 
\cm{matHxl,  matrix2)  matrix 

Returns  the  least  coiranon  multiple  of  the 
two  arguments.  The  Icm  of  two  fractions  is 
the  Icm  of  their  numerators  divided  by  the 
gcd  of  their  denominators.  The  Icm  of 
fractional  floating-point  numbers  is  their 
product. 

For  two  lists  or  matrices,  returns  the  least 
common  multiples  of  the  corresponding 
elements. 


1cm(6,9)  I  ENTER  I 
lcm((l/3, -14,16) 

I  ENTER  I 


(2/15,7,5}) 
{2/3  14  80} 


left()  MATH/StrIng  menu 

\eit{sourceString[,  num])  => 


string 


1eft("Hello",2)  [emTerI 


"He" 


Returns  the  leftmost  num  characters 
contained  in  character  string  sourceString. 

If  you  omit  num,  returns  all  of  sourceString. 


\eit(listl[j  num]) 


list 


1  eft(  (1,3,  -  2,4}  ,3)  imm 


Returns  the  leftmost  num  elements  contained 
in  listl. 

If  you  omit  num,  returns  all  of  listl. 


(1  3  -2} 


left  (comparison) 


expression 


left{x<3)  [ENTER] 


limitO 


Returns  the  left-hand  side  of  an  equation  or 
inequality. 

MATH/Calculus  menu 

\\mit{expressionl ,  var,  point{,  direction^ 

expression 
\\m}X{listl,var,point{,direction'\\  list 
\\mH{matrixl,  var,  point[,  direction])    =>  matrix 

Returns  the  limit  requested. 

direction:  negative=from  left,  positive=from 
right,  otherwise=both.  (If  omitted,  direction 
defaults  to  both.) 


1  ^m^t(2x-^3,x,5)  (eIWer} 
1  imi  t(  l/x,x,0  , 1 )  lEMTERI 
1  imi  t(  si  n  (x)/x,x,0)  I  enter  I 
1  imi  t  ( (  si  n (x-Hh  )-si  n (x) ) /  h 

I  ENTER  I 


13 


1 


h,0) 

cos ( x ) 


1  imit(  (l-H/n)"n,n,~)  I  enter  I 


Limits  at  positive  <»  and  at  negative  <»  are 
always  converted  to  one-sided  limits  from  the 
flitite  side. 

Depending  on  the  circumstances,  llmltO 
returns  itself  or  undef  when  it  carmot 
determine  a  unique  limit.  This  does  not 
necessarily  mean  that  a  unique  limit  does  not 
exist,  undef  means  that  the  result  is  either  an 
unknown  number  with  finite  or  infinite 
magnitude,  or  it  is  the  entire  set  of  such 
numbers. 
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limitO  uses  methods  such  as  L'Hopital's  rule, 
so  there  are  unique  lunits  that  it  cannot 
determine.  If  eoqyressiiml  contains  undefined 
variables  other  than  var,  you  might  have  to 
constrain  them  to  obtain  a  more  concise 
result. 


Lunits  can  be  very  sensitive  to  rounding 
error.  When  possible,  avoid  the  APPROX 
setting  of  the  Exact/Approx  mode  and 
approximate  numbers  when  computing 
limits.  Otherwise,  limits  that  should  be  zero 
or  have  infinite  magnitude  probably  will  not, 
and  limits  that  should  have  finite  non-zero 
magnitude  might  not. 

Line  catalog 

Line  xStart,  yStart,  xEnd,  yEnd[,  dratcMode] 

Displays  the  Graph  screen  and  draws,  erases, 
or  inverts  a  line  segment  between  the 
window  coordinates  (xStart,  yStari)  and 
(xEnd,  yEnd),  including  both  endpoints. 

lidrawMode  =  1,  draws  the  line  (default). 
If  drawMode  =  0,  turns  off  the  hue. 
If  drawMode  =  ~  I,  turns  a  line  that  is  on  to  off 
or  off  to  on  (inverts  pixels  along  the  line). 

Note:  Regraphing  erases  aU  drawn  items.  See 
also  PxlLine. 

Line  0,0,6,9,0  Enter] 


n  mi  t  (  a^x ,  X ,~)  I  enter  I  undef 


1  imit(a*x,x,~)  I  a>l  [ENTER]  ~ 

limit(a"x,x,~)la>0  and  a<l 

I  ENTER  I  0 


In  the  ZoomStd  window,  draw  a  Ime  and 
then  erase  it. 


Line  0  , 0  , 6  , 9  [enTer] 


TI-89:  [HOME] 

TI-92  Plus:  H  [home] 


LineHorz  catalog 

LineHorz  y  [,  drawMode]  In  a  ZoomStd  window: 

Displays  the  Graph  screen  and  draws,  erases,  LineHorz  2.5  ENTERI 

or  inverts  a  horizontal  line  at  window  |  r  

position  y. 

Ti  drawMode  =  1,  draws  the  line  (default).   [  

If  drawMode  =  0,  turns  off  the  hue. 

If  drawMode  =  ~  I,  turns  a  line  that  is  on  to  off 

or  off  to  on  (inverts  pixels  along  the  line).  

Note:  Regraphing  erases  aU  drawn  items.  See 
also  PxlHorz. 
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LineTan  catalog 


LineTan  expressionl,  expression2 

Displays  the  Graph  screen  and  draws  a  Une 
tangent  to  expressionl  at  the  point  specified. 

exjy}^essionl  is  an  expression  or  the  name  of  a 
function,  where  x  is  assumed  to  be  the 
independent  variable,  and  expressioTi^  is  the  x 
value  of  the  point  that  is  tangent. 

Note;  In  the  example  shown,  expressionl  is 
graphed  separately.  LineTan  does  not  graph 
expressionl. 


In  function  graphing  mode  and  a  Zoomlrig 
window: 

Graph  cos(x) 

TI-89:  [HOiViEl 

TI-92  Plus:  IZl  [home] 

LireTan  cos  (x)  ,7t/4  IemterI 


LineVert  catalog 

LineVert  x  [,  drawMode] 


Displays  the  Graph  screen  and  draws,  erases, 
or  inverts  a  vertical  hne  at  window  position  x. 

'[I  drawMode  =  1,  draws  the  line  (default). 
If  drawMode  =  0,  turns  off  the  Line. 
If  drawMode  =  ~  I,  turns  a  line  that  is  on  to  off 
or  off  to  on  (inverts  pixels  along  the  line). 

Note:  Regraphing  erases  all  drawn  items.  See 
also  PxlVert. 


In  a  ZoomStd  window: 
LineVert  "2.5  [emterI 


LinReg        MATH/Statistics/Regressions  menu 
LinReg  listl,  list2[,  [lists]  [,  Hst4,  listS]] 

Calculates  the  linear  regression  and  updates 
all  the  system  statistics  variables. 

All  the  lists  must  have  equal  dimensions 
except  for  lislo. 

listl  represents  xhst. 
Iist2  represents  yUst. 
lists  represents  frequency. 
Iist4  represents  category  codes. 
lists  represents  category  include  list. 


In  function  graphing  mode: 
{0,1,2,3,4,5,6)^11  [ENTER] 


(0,2,3,4,3,4,6)^  L2  [BiTER] 

LinReg  LI ,  L2  [emTerI 
ShowStat  I  ENTER  I 


(0  1  2  ...} 

0 

(0  2  3  ...} 
Done 


=.rBEriH 

=.?BE?1H 


Note:  listl  through  Ust4  must  be  a  variable 
name  or  cl-c99  (columns  in  the  last  data 
variable  shovm  in  the  Data/Matrix  Editor). 
lists  does  not  have  to  be  a  variable  name  and 
caimot  be  cl-c99. 


lENTERI 

Regeq(x)^yl(x)  I  enter  I 
NewPlot  1,1,  LI,  L2  [ENTER) 

[3  [graph] 


Done 
Done 
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list^matQ   math/lisi  menu 

list^mat{/isf  [,  elententsPerRow]) 


Returns  a  matrix  filled  row-by-row  with  the 
elements  from  list. 

elementsPerRow,  if  included,  specifies  the 
number  of  elements  per  row.  Default  is  the 
number  of  elements  in  list  (one  row). 

If  list  does  not  fUl  the  resulting  matrix,  zeros 
are  added. 

MATH/List  menu 

WstQistl)  =>  list 

Returns  a  list  containing  the  differences 
between  consecutive  elements  in  listl.  Each 
element  of  listl  is  subtracted  from  the  next 
element  of  listl.  The  resulting  list  is  always 
one  element  shorter  than  the  original  listl. 


1ist>mat({l,2,3})  [enTerI      [1  2  3] 


1  isUinat(  {1 ,2,3,4,5}  ,2)  [emTerI 


ri  2n 

3  4 
5  0 


AlistO 


Alist({20,30,45,70))  [EMTerI 

{10,15,25) 


ln() 


TI-89:  [lnd)[LN]  key 

expression 


TI-92  Plus:  (LN]  key 


\r\{expressionl)  -. 
\n(listl)  list 


1n(2.0)  [ENTERl 


.693.. 


Returns  the  natural  logarithm  of  the 
argument. 

For  a  Ust,  returns  the  natural  logarithms  of 
the  elements. 


K  complex  format  mode  is  REAL: 
lr({  -3,1.2,5)  )  [emTerI 

Error:  Non-real  result 

If  complex  format  mode  is  RECTANGULAR: 

in({-3,i.2,5))  [mm 

(ln(3)  -I-  it-i     .182...  ln(5)) 


\n{squareMatrixl)    =>  squareMatrix 

Returns  the  matrix  natural  logarithm  of 
squareMatrix  1.  This  is  not  the  same  as 
calculating  the  natural  logarithm  of  each 
element.  For  information  about  the 
calculation  method,  refer  to  cos()  on. 

squareMatrixl  must  be  diagonahzable.  The 
result  always  contains  floating-point 
numbers. 


In  Radian  angle  mode  and  Rectangular 
complex  format  mode: 

ln([l,5,3;4,2,l:6,-2,l])  [enTerI 

-1.831...+1.734...-I    .009...-  1.490... -i     ...  " 
.448...-.725...-i       1 . 064...+  .  623-i 
-.266...-  2.083...-i    1.124...+1.790...-i  ... 


Appendix  A:  Functions  and  Instructions 


463 


LnReg         MATH/Statistics/Regressions  menu 
LnReg  listl,  list2[,  [list3\  [,  list4,  lists]] 

Calculates  the  logarithmic  regression  and 
updates  all  the  system  statistics  variables. 

All  the  lists  must  have  equal  dimensions 
except  for  lists. 

listl  represents  xhst. 
Iist2  represents  ylist. 
lists  represents  frequency. 
Iist4  represents  category  codes. 
lists  represents  category  include  Mst. 

Note:  listl  through  list4  must  be  a  variable 
name  or  cl-c99  (columns  in  the  last  data 
variable  shown  in  the  Data/Matrix  Editor). 
lists  does  not  have  to  be  a  variable  name  and 
caimot  be  cl-c99. 


In  function  graphing  mode: 


(1,2,3,4,5,6,7, 


(1,2,2,3,3,3,4,4 


l»  LI  [ENTER] 

(12 
1^  L2  EMTERI 

(1  2 


LnReg  LI ,  L2  [emTerI 
ShowStat  lEMTER 


2  ...} 
Done 


lEMTERl 

Regeq(x)->yl(x)  I  enter  I 
NewPlot  1 , 1 ,  LI ,  L2  [EiTrERl 

0  [graph] 


Done 
Done 


Local  CATALOG 

Local  varll,  var2]  [,  varS] ... 

Declares  the  specified  vars  as  local  variables. 
Those  variables  exist  only  during  evaluation 
of  a  program  or  function  and  are  deleted 
when  the  program  or  function  finishes 
execution. 

Note:  Local  variables  save  memory  because 
they  only  exist  temporarily.  Also,  they  do  not 
disturb  any  existing  global  variable  values. 
Local  variables  must  be  used  for  For  loops 
and  for  temporarily  saving  values  in  a  multi- 
line function  since  modifications  on  global 
variables  are  not  allowed  in  a  function. 

Lock  CATALOG 

Lock  varl[,  var2\  ... 

Locks  the  specified  variables.  This  prevents 
you  from  accidentally  deleting  or  changing 
the  variable  without  first  using  the  unlock 
instruction  on  that  variable. 

In  the  example  to  the  right,  the  variable  LI  is 
locked  and  caimot  be  deleted  or  modified. 

Note:  The  variables  can  be  unlocked  using 
the  Unlock  command. 


Program  listing: 

prgmname ( ) 
Prgm 

Local  x,y 
Input  "Enter 
Input  "Enter 
Disp  x*y 

EndPrgm 


Note:  X  and  y  do  not  exist  after  the 
program  executes. 


(i,2,3,4}^Li  mm 


Lock  LI  lEMTERl 


(1,2,3,4} 
Done 


DelVar  LI  [enterI 

Error :  Variabl e  i  s  1  ocked  or  protected 
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logo 


CATALOG 

\og{expressionl)  => 
\og(listl)    =>  list 


Returns  the  base-10  logarithm  of  the 
argument. 

For  a  list,  returns  the  base-10  logs  of  the 
elements. 


log (2.0)  Enter]  .301.. 

ff  complex  format  mode  is  REAL: 
log(  ( -3,1.2,5)  )  [emTerI 

Error:  Non-real  result 

If  complex  format  mode  is  RECTANGULAR: 


log(  [  -3,1.2,51  )  [ENTER 

f  1n(3)  1  . 

Mn(lO)      In(lO)  • 


079.. 


ln(5)  1 
In(lO) ^ 


\og{squareMatrixl) 


squareMatHx 


Returns  the  matrix  base-10  logarithin  of 
squareMatrixl.  This  is  not  the  same  as 
calculating  the  base-10  logarithm  of  each 
element.  For  information  about  the 
calculation  method,  refer  to  cos(). 

squareMatrixl  must  be  diagonahzable.  The 
result  always  contains  floating-point 
numbers. 

Logistic      MATH/Statistics/Regressions  menu 

Logistic  listl,  list2  [,  [iterations],  [Hst3]  [,  list4,  list5\] 

Calculates  the  logistic  regression  and  updates 
all  the  system  statistics  variables. 

All  the  lists  must  have  equal  dimensions 
except  for  lists. 

listl  represents  xhst. 
Iist2  represents  ylist. 
lists  represents  frequency. 
Iist4  represents  category  codes. 
lists  represents  category  include  Ust. 

iterations  specifies  the  maximum  number  of 
times  a  solution  will  be  attempted.  If  omitted, 
64  is  used.  Typically,  larger  values  result  in 
better  accuracy  but  longer  execution  times, 
and  vice  versa. 

Note:  listl  through  list4  must  be  a  variable 
name  or  cl-c99  (colmnns  in  the  last  data 
variable  shown  in  the  Data/Matrix  Editor). 
lists  does  not  have  to  be  a  variable  name  and 
cannot  be  cl-c99. 


In  Radian  angle  mode  and  Rectangular 
complex  format  mode: 

log([l, 5, 3:4,2,1:6, -2,1])  [emTerI 


.795...+  .753...-i      .  003...- .  547...-i 
.  194...-.  31 5... -i  .462...-i-.270-j 
-.115...-.904_.-i  .488._+.777...-j 


In  function  graphing  mode: 
(1,2,3,4,5 
(1,1.3,2.5 


6)^11  H 
3.5,4.5,4.8}»L2 


1  2  3  ...} 


I  ENTER  I 


(1  1.3  2, 


Logi  sti  c  LI ,  L2  I  ENTER  I 
ShowStat  lENTERI 


5  ...} 
Done 


f  STflTViIRS 

^=■]f■(l♦^■^'■(^■>:»+d 

^  =-l.iefil5? 

c:Ert4f-=[lK  > 

lENTERI 

regeq(x)-»yl(x)  IenterI 
NewPlot  1,1,L1,L2  [enTerI 
[3  [graph] 


Done 
Done 
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Loop 


CATALOG 


Loop 

block 
EndLoop 


Repeatedly  executes  the  statements  in  block. 
Note  that  the  loop  will  be  executed  endlessly, 
unless  a  Goto  or  Exit  instruction  is  executed 
within  block. 

block  is  a  sequence  of  statements  separated 
with  the ":"  character. 


Program  segment: 


:1*1 

Loop 

Rand(6)^diel 

Rand(6)^die2 

If  diel=6  and  die2=6 

Goto  End 
i+l»  1 

EndLoop 
Lbl  End 

Disp  "The  number  of  rolls  is" 


LU  MATH/Matrix  menu 

LU  matrix,  IMatName,  uMatName,  pMatName[,  tol] 

Calculates  the  Doolittle  LU  (lower-upper) 
decomposition  of  a  real  or  complex  matrix. 
The  lower  triangular  matrix  is  stored  in 
IMatName,  the  upper  triangular  matrix  in 
uMatName,  and  the  permutation  matrix 
(which  describes  the  row  swaps  done  during 
the  calculation)  in  pMatName. 

IMatName  *  uMatName  =  pMatName  *  matHx 

Optionally,  any  matrix  element  is  treated  as 
zero  if  its  absolute  value  is  less  than  tol.  This 
tolerance  is  used  only  if  the  matrix  has 
floating-point  entries  and  does  not  contain 
any  symbolic  variables  that  have  not  been 
assigned  a  value.  Otherwise,  tol  is  ignored. 


[6,12.18;5.14,31  ;3,8,18]»nil 

I  ENTER  I 


•  If  you  use  0  Enter]  or  set  the  mode  to 
ExacfApprox=APPROXIMATE,  computations 
are  done  using  floating-point  arithmetic. 

•  If  tol  is  omitted  or  not  used,  the  default 
tolerance  is  calculated  as: 

5e  - 1 4  *  max(clim(mairix)) 
*  rowNorm(ma(ria;) 

The  LU  factorization  algorithm  uses  partial 
pivoting  with  row  interchanges. 


1  ower  lEMTER 


upper  lEMTER 


perm  I  enter  I 


r6 

12  18-1 

5 

14  31 

3 

8  18 

perm  IenterI  Done 

rl 

0  0-1 

5/6 

1  0 

.1/2 

1/2  1. 

r6 

12  18-1 

0 

4  16 

0 

0  1 

rl     0  0-1 

0     1  0 

0     0  1 

[m,n;o,p]^nil  IENTERI 


L  0 


] 


LU  ml ,  1  ower  ,  upper ,  perm  [enter]  Done 


1  ower  lEMTER 


upper  lEMTER 


perm  IENTERI 


m-p 

0 

J] 
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mat^liStO    MATH/List  menu 

mat^list(ma^rlT)  list 


Returns  a  list  filled  with  the  elements  in 
matHx.  The  elements  are  copied  from  matrix 
row  by  row. 


tiiatHist([l,2,3])  [enTerI  {1  2  3} 
[1,2,3;4,5,6]^M1  [ENTerI 

U  5  eJ 


iiatHist(Ml)  mm    {  1  2  3  4  5  6} 


max()  MATH/List  menu 

m^yi{expressi(ml ,  expression2)  expression 
max  (iisii,  lists)  list 
max{matrixl,  matrix2)    =^  matrix 

Returns  the  maximum  of  the  two  arguments. 
If  the  arguments  are  two  lists  or  matrices, 
returns  a  list  or  matrix  containing  the 
maximum  value  of  each  pair  of 
corresponding  elements. 


max  (2.  3. 1.4)  IEMTERI  2.3 
tiiax(  {1,2}  ,  {  -4,3)  )  {emTerI  {13} 


max(/is^)  expression 

Returns  the  maxummt  element  in  / 


max({Q,l,  -7.1.3.  .5} )  [emTerI  1.3 


max(matrixl) 


matrix 


Returns  a  row  vector  containing  the 
maximum  element  of  each  column  in 
matrixl. 

Note:  See  also  fMax()  and  min(). 
mean()       MATH/Statlstlcs  menu 

mesin(list[,  freqlist])  expression 

Returns  the  mean  of  the  elements  in  list. 

Eachfreqlist  element  counts  the  number  of 
consecutive  occurrences  of  the 
corresponding  element  in  list. 


max([l,-3,7;-4,0,.3])  [EMTerI 

[1  0  7] 


tiiean({.2,0,l,-.3,.4))  HTer]  .26 


inean({l,2,3},{3,2,l))  [bTTerI  5/3 


meQn{mat7~ixl[,  freqmatrix]) 


matHx 


Returns  a  row  vector  of  the  means  of  all  the 
colmnns  in  mxitrixl. 

Each  freqmatrix  element  counts  the  number 
of  consecutive  occurrences  of  the 
corresponding  element  in  matrixl. 


medianO    MATH/Statistlcs  menu 

median(/^s^)  expression 

Returns  the  median  of  the  elements  in  listl. 


In  vector  fonnat  rectangular  mode: 
niean([.2,0;-l,3;.4,-.5])  [EMTerI 


[-.133...  .833...] 

mear([l/5,0;-l,3;2/5,-l/2]) 
IEMTERI 


[-2/16  5/6] 

mean ([1,2; 3, 4; 5, 5] ,[5, 3; 4,1: 
6,2])  [EMTerI  [47/15,  11/3] 


median(  {  .2,0,1 ,  -  .3,  .4} )  [enTerI  .2 


me<i\sn{matrixl) 


Returns  a  row  vector  containing  the  medians 
of  the  colmnns  in  matrixl. 

Note:  All  entries  in  the  list  or  matrix  must 
simplify  to  nmnbers. 


median ([.2,0;!,-. 3;  .4,  -.5]) 
I  ENTER  I 

[.4  -.3] 
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Med  Med     MATH/Statistics/Regressions  menu 

MedMed  Ustl,  list2[,  [lists]  [,  list4,  (is(S]] 

Calculates  the  median-median  line  and 
updates  all  the  system  statistics  variables. 

All  the  lists  must  have  equal  dimensions 
except  for  lists. 

Ustl  represents  xhst. 
Iist2  represents  ylist. 
lists  represents  frequency. 
Iist4  represents  category  codes. 
lists  represents  category  include  Mst. 

Note:  listl  through  Ust4  must  be  a  variable 
name  or  cl-c99  (columns  in  the  last  data 
variable  shown  in  the  Data/Matrix  Editor). 
Iist5  does  not  have  to  be  a  variable  name  and 
caimot  be  cl-c99. 


In  function  graphing  mode: 
{0,1,2,3,4,5,5)^11  mm  {0  1  2 


(0,2,3,4,3,4,6)^12  HTer]  {0  2  3 


MedMed  LI ,  L2  mm 
ShowStat  lEMTER 


Regeq(x)^yl(x)  IemterI 
NewPlot  l,l,Ll,L2[EiTrE[^ 

0  [graph] 


Done 


Done 
Done 


mid()  MATH/String  menu 

m\fi{sourceString,  starl\,  county 


string 


midC'Hello  there"  ,2)  IEMTERI 

" e 1 1 0  there" 


"the" 


nn'd("Hello  there", 1,5)  IEMTERI 


Returns  count  characters  from  character   

string  sourceString,  beginning  with  character  mid("  Hello  there  ",7,3)  EMTERI 
number  start. 

If  count  is  omitted  or  is  greater  than  the 
dunension  of  sourceString,  returns  all 
characters  from  sourceString,  beginning  with 
character  number  start. 

count  must  be  >  0.  If  count  =  0,  returns  an 
empty  string. 


"Hello" 


iiiid("Hello  there"  ,1,0)  IEMTERI 


mM{sourceList,  start  [,  county  list 

Returns  count  elements  from  sourceList, 
begiiming  with  element  number  start. 

If  count  is  omitted  or  is  greater  than  the 
dimension  of  sourceList,  returns  all  elements 
from  sourceList,  begirming  with  element 
number  stmi. 


inid( 
mid( 
mi  d  ( 
mid( 


9,8,7,61,3)  [mm 

9,8,7, 
9,8,7, 
9,8,7,61,1,0)  [EMTerI 


,2,2)  [ENTerI 
,1,2)  [EMTERl 


[7  6) 
{8  7} 
(9  8} 


count  must  be  >  0.  ff  count  = 
empty  hst. 


0,  returns  an 


mi<i{sourceStringList,  start[,  count]) 


list 


mitii  { "A" , "E 


Returns  count  strings  from  the  list  of  strings 
sourceStringList,  begirming  with  element 
number  start. 


"C"  ,"D")  ,2,2)  [EMTERl 
{"B"  "C") 
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min()  MATH/List  menu 

m\r\{expressionl ,  expressions)  exp^-ession 
m\n(listl,  lists)   =>  list 
m\n{matrixl,  matrix2)  matnx 

Returns  the  minimum  of  the  two  arguments. 
If  the  arguments  are  two  hsts  or  matrices, 
returns  a  list  or  matrix  containing  the 
minimimi  value  of  each  pair  of  corresponding 
elements. 


mi  n(  2.  3, 1.4)  [emTerI 


tiiin(  {1,2} ,  { -  4,3) )  imm 


1.4 

-4  2} 


m\n{List)   =>  expression 

Returns  the  minimum  element  of  list. 


min(  10,1 ,  -  7  ,1 .3,  .51 )  [bTTerI  "7 


m\n{niatrixl) 


matnx 


Returns  a  row  vector  containing  the 
minimum  element  of  each  column  in  matrixl. 

Note:  See  also  fMin()  and  max(). 


mod() 


MATH/Number  menu 

mod^expressionl ,  expression^)    =>  expression 
moii{listl,  lists)   =>  list 
m<y\{matrixl,  matrix2)  matHx 

Returns  the  first  argument  modulo  the 
second  argument  as  defined  by  the  identities: 

nnod(x,0)  ■  x 

mod(x,y)  =  x-  y  floor(x/y) 

When  the  second  argument  is  non-zero,  the 
result  is  periodic  in  that  argument.  The  result 
is  either  zero  or  has  the  same  sign  as  the 
second  argument. 

If  the  arguments  are  two  lists  or  two 
matrices,  returns  a  list  or  matrix  containing 
the  modulo  of  each  pair  of  corresponding 
elements. 


Note:  See  also  remain(). 

MoveVar  catalog 

MoveVar  var,  oldFolder,  newFolder 

Moves  variable  var  from  oldFolder  to 
newFolder.  If  newFolder  does  not  exist, 
MoveVar  creates  it. 

mRow()      MATH/Matrix/Row  ops  menu 

mRov/{expression,  matrixl,  index)  matrix 

Returns  a  copy  of  matrixl  with  each  element 
in  row  index  of  matrixl  multiplied  by 
expression. 


tiiin(  [1,  -3,7;  -4,0,  .3] )  [EMTERl 

[-4  -3  .3] 


mod(7,0)  I  ENTER  I 
niod(7,3)  I  ENTER  I 
niod(  -7,3)  I  ENTER  I 


mod(7,  -3)  I  ENTER  I 
mode  -7,-3)  I  ENTER  I 


mod(  {12,  - 14,16)  ,  {9,7,  -  5} )  [enter) 
{3  0  -4) 


{1,2,3,4)^11  mm  {  1  2  3  4) 

MoveVar  LI , Mai  n  ,  Games  HmterI  Done 


mRow(  -1/3,[1,2;3,4],2)  fEirTER) 


r  1  2 
L  - 1  -4/3J 
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mRowAddO  MATH/Matrix/Row  ops  menu 

mRowAdd(e:Kpression,  matrixl,  indexl,  index2) 
=>  matrix 

Returns  a  copy  of  matrixl  with  each  element 
in  row  index2  of  matrixl  replaced  with: 

expression  x  row  indexl  +  row  index2 


mRowAdd(-3,[l,2;3,4],l,2)  [ENTERl 
Lo  -2-1 

mRowAdd(n  ,  [a,b;c,d],l,2)  I  enter  I 

La ■ n+c    b-  n+dJ 


nCr()  MATH/Probability  menu 

nCr{expressionl,  expression^)    =^  expression 

z  -  (z-2)-  (z-1) 
nCr(z,3)   g  

For  integer  expressionl  and  expressions  with 

expressionl  >  expression^  >  0,  nCr()  is  the  ans{l)|z=5  10 

number  of  combinations  of  expressionl  things 


taken  expression^  at  a  time.  (This  is  also  n  C  r  {  z  ,  c  )   \-r— 

known  as  a  binomial  coefficient.)  Both  '~  ' 

arguments  can  be  integers  or  symbolic 

expressions.  a ns  ( 1 ) /n P r  ( z  ,  c  ) 

nCr{expression,  0)   ^  1 

nCr{expression,  neglnteger)    ^  0 

nCr{expression,  poslnteger)  ^ 
expression  •  (expression-  1)... 
(expression  ~posInteger+ 1)/  poslntegerl 

nCr(expression,  nonlnteger)  expressionl/ 
((expression-  nonlntegery.  •  nonlntegerl) 


c!  (z-c)  ! 

J_ 
c! 


nCr{listlJist2)   =>  list  nCr (  [  5  , 4  , 3 }  .  {  2  . 4  , 2 1 )  [BiTERl 

Returns  a  hst  of  combinations  based  on  the  '''  ' 

corresponding  element  pairs  in  the  two  hsts. 
The  arguments  must  be  the  same  size  list. 


nCr(matrixl,  matrix2)  matrix 

Returns  a  matrix  of  combinations  based  on 
the  corresponding  element  pairs  in  the  two 
matrices.  The  arguments  must  be  the  same 
size  matrix. 


nCr([6,5;4,3],[2,2;2,2])  [EMTERl 

rl5  10, 
U       3  J 


nDerivO     MATH/Calculus  menu 


nDen\l{expressionl,var[,h])  expression 
nXiexiy {expressionl,  var,  list)   =^  list 
nDeriv({is{,  var[,  h])   =>  list 
nDev\\t{matrix,  var[,  h])    =^  matrix 

Returns  the  numerical  derivative  as  an 
expression.  Uses  the  central  difference 
quotient  formula. 


nDeriv(cos(x),x,h)  IemterI 

" { cos ( X-  h  )  -  cos ( x+h ) ) 


2-  h 

limit(nDeriv(cos(x),x,h),h,0) 

I  ENTER  I 

-  s  1  n  ( x ) 


fe  is  the  step  value.  If  h  is  omitted,  it  defaults      nDeriv(x"3,x,C.Cl)  [ENJERJ 

toO.OOl.  3.  ■  (xi^  +  . 000033) 


When  using  list  or  matrix,  the  operation  gets    nDeriv(cos(x),x)|x=it/2  [emTerI 
mapped  across  the  values  in  the  list  or  across 
the  matrix  elements. 


■1. 


Note:  See  also  avgRCO  and  d{). 


nDeriv(x''2,x,  {  .01 ,  .1) )  I  enter  I 

{  2  .  •  x    2  .  •  x  ) 
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NewData  catalog 

NewData  dataVar,  listl[,  list2] 


Creates  data  variable  dataVm;  where  the 
columns  are  the  lists  in  order. 

Must  have  at  least  one  hst. 

listl,  list2, listn  can  be  lists  as  shown, 
expressions  that  resolve  to  lists,  or  list 
variable  names. 

NewData  makes  the  new  variable  current  in 
the  Data/Matrix  Editor. 


NewData  mydata , { 1 , 2 , 3 } , {4 , 5 , 6 ) 

Done 


I  ENTER  I 


(Go  to  the  Data/Matrix  Editor  and  open 
the  var  my  d  a  t  a  to  display  the  data 
variable  below.) 


[lATA 

g2 

c3 

1 

2 
3 
4 

4 

2 

5 

3 

6 

NewData  dataVar,  matrix 

Creates  data  variable  dataVar  based  on 
matrix. 


NewData  sysData,  Tnatrix 

Loads  the  contents  of  matrix  into  the  system 
data  variable  sysData. 

NewFold  CATALOG 


NewFold  folderName 

NewFol  d  qames  Ienteri 

Done 

Creates  a  user-defined  folder  with  the  name 
folderName,  and  then  sets  the  current  folder 
to  that  folder.  After  you  execute  this 
instruction,  you  are  in  the  new  folder. 

newListO  catalog 

n&N\.\sX(numEle)nents)  Hst 

newList(4)  Ienter 

{0  0  0  0) 

Returns  a  list  with  a  dimension  of 
numElements.  Each  element  is  zero. 

newMatO    catalog  also  Math/Matrix  menu 

n&NlAa\{numRows,  numColumns)  matrix 

Returns  a  matrix  of  zeros  with  the  dimension 
numHows  by  numColumns. 

newMat(2,3)  |enter 

o  o 
o  o 

CD  CD 

NewPiC  CATALOG 

tiewP'lC  matrix,  picVar  [,  maxRow][,  maxCol] 

Creates  a  pic  variable  picVar  based  on  matrix, 
matrix  must  be  an  nx2  matrix  in  which  each 
row  represents  a  pixel.  Pixel  coordinates 
start  at  0,0.  If  pic  Far  already  exists,  NewPic 
replaces  it. 

The  default  for  picVar  is  the  minimum  area 
required  for  the  matrix  values.  The  optional 
argimients,  maxRow  and  maxCol,  determine 
the  maximum  boundary  limits  for  picVar. 


NewPlc  [1,1:2,2;3,3;4,4;5,5; 
5,l;4.2:2.4;l,5].xp1clEifrERl  Done 


RclPic   XPi  C  lEMTERI 
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NewPIOt  CATALOG 

FnOf  f  [ENTERl  Done 

PI  otsOff  Enter]  Done 

{1,2,3,4}^L1  imm  {1  2  3  4) 

12,3,4,5)»L2[EMTer1  {2  3  4  5} 
NewPlot  l,l.Ll.L2,,,,4[Ei?fERl  Done 

Press  H  [graph]  to  display: 


mark  specifies  the  display  type  of  the  mark.  

1  =  =  (box) 

2  =  X  (cross) 

3  =  +  (plus  ) 

4  =  ■  (square) 

5  =  •  (dot) 

bucketSize  is  the  width  of  each  histogram 
"bucket"  (type  =  4),  and  will  vary  based  on 
the  window  variables  xmin  and  xmax. 
bucketSize  must  be  >0.  Default  =  1. 

Note:  n  can  be  1-9.  Lists  must  be  variable 
names  or  cl-c99  (columns  in  the  last  data 
variable  shown  in  the  Data/Matrix  Editor), 
except  for  includeCatList,  which  does  not 
have  to  be  a  variable  name  and  cannot  be 
cl-c99. 

NewProb  catalog 

NewProb  NewProb  IemterI  Done 

Performs  a  variety  of  operations  that  let  you 
begin  a  new  problem  from  a  cleared  state 
without  resetting  the  memory. 

•  Clears  all  single-character  variable  names 
(Clear  a-z)  in  the  current  folder,  unless  the 
variables  are  locked  or  archived. 

•  Turns  off  all  functions  and  stat  plots 
(FnOff  and  PlotsOff)  in  the  current 
graphing  mode. 

•  Perfoms  CIrDraw,  CIrErr,  CIrGraph, 
CIrHome,  CIrlO,  and  CIrTable. 

nIntO  MATH/Calculus  menu 

n\nX{e3cpressi(ml ,  var,  lower,  upper)    =>  expression 

If  the  integrand  expressionl  contains  no 
variable  other  than  var,  and  if  Imver  and  uppet- 
are  constants,  positive     or  negative  =»,  then 
nlnt()  returns  an  approximation  of 
j(expressionl ,  var,  lowef,  upper).  This 
approximation  is  a  weighted  average  of  some 
sample  values  of  the  integrand  in  the  interval 
lmmr<var<upper. 


NewPlot  n,  type,  xList  {,\ijList'\,  [frqList\,  [catList], 
[includeCatList],  [mark]  [,  bucketSize]] 

Creates  a  new  plot  definition  for  plot  number  n. 

type  specifies  the  type  of  the  graph  plot. 

1  =  scatter  plot 

2  =  xyhne  plot 

3  =  box  plot 

4  =  histogram 

5  =  modified  box  plot 


nlnt(e''(-x''2),x,-l,l)  [enTerI 

1.493... 
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The  goal  is  six  significant  digits.  The  adaptive 
algorithm  terminates  when  it  seems  Ukely 
that  the  goal  has  been  achieved,  or  when  it 
seems  unlikely  that  additional  samples  will 
yield  a  worthwhile  improvement. 

A  warning  is  displayed  ("Questionable 
accuracy")  when  it  seems  that  the  goal  has  not 
been  achieved. 

Nest  nIntO  to  do  multiple  numeric  integration. 
Integration  limits  can  depend  on  integration 
variables  outside  them. 


Note:  See  also  J(). 

norm()        MATH/Matrix/Norms  menu 

novm{matrix)    ==>  expression 

Returns  the  Frobenius  norm. 


nInt(cos(x),x,  -k,k+1e  - 12)  I  enter  I 
-1.041...E  -12 


J(cos(x),x,-rt,7c+10"(-12))  [ENTERI 
1 


"  s  1  n  ( 


1000000000000 


a  ns(  1)0  [ENTER] 


■l.E -12 


nlnt(nlnt(e"(  -x*y)/Ar(x*2-y'^2)  , 
Y.  -x.x)  .x.O.l)  [emTerI  3.304.. 


norm(  [a  ,b  ;  c  ,d] )  IemterI 


.^a^^+b^+c'-^+d^ 
norm([1.2;3.4])  [EMTerI  ^30 


not  MATH/Test  menu 

not  Boolean  expi-essionl 


Boolean  expression 


Returns  true,  false,  or  a  simplified  Boolean 
expression!. 


not  2>=3  [ENTERl 
not   X<2  I  ENTER  I 


true 
x  >  2 


not  not  i  nnocent  IEMTERI  innocent 


not  integerl 


integei- 


Returns  the  one's  complement  of  a  real 
integer.  Internally,  integerl  is  converted  to  a 
signed,  32-bit  binary  number.  The  value  of 
each  bit  is  flipped  (0  becomes  1,  and  vice 
versa)  for  the  one's  complement.  Results  are 
displayed  according  to  the  Base  mode. 

You  can  enter  the  integer  in  any  number 
base.  For  a  binary  or  hexadecimal  entry,  you 
must  use  the  Ob  or  Oh  prefix,  respectively. 
Without  a  prefix,  the  integer  is  treated  as 
decimal  (base  10). 

If  you  enter  a  decimal  integer  that  is  too  large 
for  a  signed,  32-bit  binary  form,  a  symmetric 
modulo  operation  is  used  to  bring  the  value 
into  the  appropriate  range. 


In  Hex  base  mode: 


not  0I17AC36  [ENTERl  0hFFF853C9 
I —  Important:  Zero,  not  the  letter  O. 


In  Bin  base  mode: 
OblOOlOUdec  [enterI 


37 


not  OblOOlOl  [enTerI 
ObllllllllllllllllllllllllllOllOlO 


ans(  1 )  ►  dec  enteri 


-38 


Note:  A  binary  entry  can  have  up  to  32 
digits  (not  counting  the  Ob  prefix).  A 
hexadecimal  entry  can  have  up  to  8  digits. 

Note:  To  type  the  ►  conversion  operator, 
press  1 2nd  I  [►].  You  can  also  select  base 
conversions  from  the  MATH/Base  menu. 
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nPr()  MATH/Probability  menu 

nPr(expressionl ,  expressions)  expression 

For  integer  expressionl  and  expressions  with 
expressionl  >  expressions  >  0,  nPr{)  is  the 
number  of  permutations  of  expressionl  things 
taken  expressions  at  a  time.  Both  arguments 
can  be  integers  or  symbohc  expressions. 


nPr(z,3)  [ENTERl  z- {z-2)- (z-1) 
ans(l)  |z=5fEMTERl  60 
1 


nPr(z,-3)  [MeR](z+1).  (z+;j)-  (z+3) 


nPr{ea^re 


,0) 


1 


nPr{expression,  neglnteger) 

V(^(^expression■^-^)  •  (expression-¥2~)... 
(expression  -  neglnteger')) 

nPr{expression,  poslnteger)  ^ 
expression  •  (expression-  1)... 
(expression -poslnteger+1) 

nPr{expression,  nonlntegm^)    ^  expression]/ 
(expression  -  nonlnteger) ! 


nPr(z,c)  [enTerI  {z-c)\ 
ans(l)*nPr(z-c,  -c)  IenterI  1 


nPr{listl,  lists) 


list 


Returns  a  hst  of  permutations  based  on  the 
corresponding  element  pairs  in  the  two  lists. 
The  arguments  must  be  the  same  size  list. 


nPr(  (5,4,3}  ,  {2,4,2) )  [EMTERl 

{20  24  6} 


nPr{matrixl,matHxS)    =>  matrix 

Returns  a  matrix  of  permutations  based  on 
the  corresponding  element  pairs  in  the  two 
matrices.  The  arguments  must  be  the  same 
size  matrix. 

nSolveO     MATH/Algebra  menu 

nSo\yQ(equation,  varOrGuess)  number  or 

error_stHng 

Iteratively  searches  for  one  approximate  real 
numeric  solution  to  equation  for  its  one 
variable.  Specify  varOrGuess  as: 

variable 


variable  =  real  number 

For  example,  x  is  vaUd  and  so  is  x=3. 

nSolveO  is  often  much  faster  than  solveO  or 
zerosO,  particularly  if  the  "1"  operator  is  used 
to  constrain  the  search  to  a  smaU  interval 
containing  exactly  one  simple  solution. 

nSolveO  attempts  to  determine  either  one 
point  where  the  residual  is  zero  or  two 
relatively  close  points  where  the  residual  has 
opposite  signs  and  the  magnitude  of  the 
residual  is  not  excessive.  If  it  caimot  achieve 
this  using  a  modest  number  of  sample  points, 
it  returns  the  string  "no  solution  found." 

If  you  use  nSolveO  in  a  program,  you  can  use 
getTypeO  to  check  for  a  numeric  result  before 
using  it  in  an  algebraic  expression. 

Note:  See  also  cSolve(),  cZerosO,  solveO,  and 
zeros(). 


nPr([6,5;4,3],[2,2;2,2])  [EMTERl 

,30  20, 

Li2  eJ 


nSol  ve(x''2+5x-  25=9,x)  fEjTTERl 

3.844... 

nSol  ve(x''2=4,x=  - 1 )  {enTerI  "2. 

nSol  ve(x''2=4,x=l )  {emTerI  2. 

Note:  If  there  are  multiple  solutions,  you 
can  use  a  guess  to  help  find  a  particular 
solution. 


nSolve(x^2+5x-25=9,x)  [x<0  [enterI 
-8.844... 

nSol ve( ( (l+r)"24- l)/r=25,r) | r> 
0  and  r<.25  [emTerI  .0068... 


nSolve(x*2=-l,x)  IENTERI 

"no  solution  found" 
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OneVar       MATH/Statistics  menu 

OneVar  listl  [[,  lists]  [,  lists]  [,  list4]] 


Calculates  1-variable  statistics  and  updates 
all  the  system  statistics  variables. 

All  the  lists  must  have  equal  dimensions 
except  for  list4. 

listl  represents  xUst. 
Iist2  represents  frequency. 
lists  represents  category  codes. 
Iist4  represents  category  include  list. 

Note:  listl  through  lists  must  be  a  variable 
name  or  cl-c99  (columns  in  the  last  data 
variable  shown  in  the  Data/Matrix  Editor). 
Iist4  does  not  have  to  be  a  variable  name  and 
cannot  be  cl-c99. 


{0,2,3,4,3,4,6)^  LI  [EMTerI 


OneVar  LI  I  enter  I 
ShowStat  I  ENTER  I 


Done 


STflT  VfiRS 

7.x 

7xi 

=9(1. 

Sk 

=1.BEHHEH 

=7. 

rn!nl{ 
■11 

=0. 
=2. 

-I. 

or  MATH/Test  menu 

Boolean  expressionl  or  Boolean  expression^ 
Boolean  expression 

Returns  true  or  false  or  a  stmplitied  form  of 
the  original  entry. 

Returns  true  if  either  or  both  expressions 
simplify  to  true.  Returns  false  only  if  both 
expressions  evaluate  to  false. 

Note:  See  xor. 


x>3  or  X>4  lEMTER 
Program  segment: 


If  x<0  or  x>5 
Goto  END 


X  >  3 


If  choice=l  or  choice=2 
Disp  "Wrong  choice" 


integerl  or  integer^ 


integer 


In  Hex  base  mode: 


Compares  two  real  integers  bit-by-bit  using 
an  or  operation.  Internally,  both  integers  are 
converted  to  signed,  32-bit  binary  numbers. 
When  corresponding  bits  are  compared,  the 
result  is  1  if  either  bit  is  1;  the  result  is  0  only 
if  both  bits  are  0.  The  returned  value 
represents  the  bit  results,  and  is  displayed 
according  to  the  Base  mode. 

You  can  enter  the  integers  in  any  nmnber 
base.  For  a  binary  or  hexadecimal  entry,  you 
must  use  the  Ob  or  Oh  prefix,  respectively. 
Without  a  prefix,  integers  are  treated  as 
decimal  (base  10). 

If  you  enter  a  decimal  integer  that  is  too  large 
for  a  signed,  32-bit  binary  form,  a  symmetric 
modulo  operation  is  used  to  bring  the  value 
into  the  appropriate  range. 


0h7AC36  or  0h3D5F  [enterI  0h7BD7F 
I —  Important:  Zero,  not  the  letter  O. 

In  Bin  base  mode: 

OblOOlOl  or  OblOO  [enterI  OblOOlOl 

Note:  A  binary  entry  can  have  up  to  32 
digits  (not  counting  the  Ob  prefix).  A 
hexadecimal  entry  can  have  up  to  8  digits. 


Note:  See  xor. 
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Ord()  MATH/String  menu 

ord(stHng)    =^  integer 
ordilistl)   =>  list 

Returns  the  numeric  code  of  the  first 
character  in  character  string  stnng,  or  a  list 
of  the  first  characters  of  each  list  element. 

See  Appendix  B  for  a  complete  hsting  of 
character  codes. 

Output  CATALOG 

Output  row,  column,  exprOrStrlng 

Displays  exprOrString  (an  expression  or 
character  string)  on  the  Program  I/O  screen 
at  the  text  coordinates  {row,  column). 

An  expression  can  include  conversion 
operations  such  as  ►DD  and  ►Rect.  You  can 
also  use  the  >  operator  to  perform  unit  and 
number  base  conversions. 

If  Pretty  Print  =  ON,  exprOrString  is  "pretty 
printed." 

From  the  Program  I/O  screen,  you  can  press 
fF5l  to  display  the  Home  screen,  or  a  program 
can  use  DispHome. 

P^Rx()         MATH/Angle  menu 

P^RxirExpression,  ^Expression)  expression 
P>Rx{rList,  QList)  list 
PVRyi{rMatrix,  ^Matrix:)  matrix 

Returns  the  equivalent  x-coordinate  of  the 
(r,  9)  pair. 

Note:  The  6  argmnent  is  interpreted  as  either 
a  degree  or  radian  angle,  according  to  the 
current  angle  mode.  If  the  argument  is  an 
expression,  you  can  use  °  or   to  override  the 
angle  mode  setting  temporarily. 

P^RyO         MATH/Angle  menu 

P>Ry{rExpression,  ^Expression)    =>  expression 

P>Ry  (riisJ,  QList)   =>  list 

P>Ry (rMafria:,  QMatHx)    =>  matrix 

Returns  the  equivalent  y-coordinate  of  the 
(r,  6)  pair. 

Note:  The  9  argument  is  interpreted  as  either 
a  degree  or  radian  angle,  according  to  the 
current  angle  mode.  If  the  argument  is  an 
expression,  you  can  use  °  or   to  override  the 
angle  mode  setting  temporarily. 


ord(  "hel  1  o" )  Iemteri 


char(  104 )  I  enter  I 
ord(char(24) )  IEMTERI 


104 
"h" 
24 


ord(  [  "al  pha" ,  "beta" ) )  emterI 

{97  98} 


Program  segment: 


RandSeed  1147 
CI  rIO 

For  1 ,1,90,10 

Output  1  ,  rand( 100) , "Hel 1 o" 
EndFor 


Result  after  execution: 


Hello 
Hello 

Hello 
Hello 

Hello 

Hello 


In  Radian  angle  mode: 
P>Rx(  r  ,9)  I  ENTER  I 


P>Rx(4,60°)  [ENTERl 


COS (9) •  r 
2 


P»Rx(  ( -3,10,1.3},  {n/3,  -7t/4,0} ) 
I  ENTER  I 


(  -3/2     5-i2  1.3} 


In  Radian  angle  mode: 


P>Ry(  r,9)  I  enter  I 


sin(9) •  r 
2-^3 


P>Ry(4,60°)  [ENTERl 
P>Ry({-3,10,1.3},(ii/3,-7t/4,0}) 
r  -3-^3 


I  ENTER  I 


■5--^2  0.} 
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partO 


CATALOG 


pavtiexpressionll^noTiNegativelntegei-]) 

This  advanced  programming  function  lets 
you  identify  and  extract  all  of  the  sub- 
expressions in  the  sunplrfied  result  of 
expressionl . 

For  example,  rf  expressionl  simplifies  to 
cos(7t*  x+3): 

•  The  cos()  function  has  one  argument: 
(re*  x+3). 

•  The  sum  of  (71*  x+3)  has  two  operands: 
71*  X  and  3. 

•  The  number  3  has  no  arguments  or 
operands. 

•  The  product  %*  x  has  two  operands:  k 
andx. 

•  The  variable  x  and  the  symbohc  constant  k 
have  no  arguments  or  operands. 

If  X  has  a  numeric  value  and  you  press 
0  ENTERI.  the  numeric  value  of  jc*  x  is 
calculated,  the  result  is  added  to  3,  and  then 
the  cosine  is  calculated.  cos()  is  the  top-level 
operator  because  it  is  apphed  last. 

pan(expressionl)    =>   number  pa  rt  (  CO  S  ( ;i*  X-l-3  )  )  lEMTER  1 

Sunplifies  expressionl  and  returns  the  number    ^ote:  cos(jc*  x+3)  has  one  argmnent. 
of  top-level  arguments  or  operands.  This 
returns  0  if  expressimil  is  a  number,  variable, 
or  symbohc  constant  such  as  n,  e,  i,  or  =. 

pan{expressionl,0)    =>    stnng  pa  rt  (  CO  S  ( it*  X-^3  )  ,  0  )  lEMTER  "cos" 

Simplifies  expressionl  and  returns  a  string 
that  contains  the  top-level  function  name  or 
operator.  This  returns  sVc\ng(expressionl)  if 
exjy}^essionl  is  a  number,  variable,  or  symbohc 
constant  such  as  n,  e,  i,  or  00. 

pan{expressionl,n)    =>    expression  pa  rt  (  CO  S  ( ;t*  X-^3  )  ,  1 )  lEMTERI  3+K-X 


Simplifies  expressionl  and  returns  the  n'^ 
argument  or  operand,  where  m  is  >  0  and 
<  the  number  of  top-level  arguments  or 
operands  returned  by  part{expressionl). 
Otherwise,  an  error  is  returned. 


Note:  Simplification  changed  the  order  of 
the  argument. 
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By  combining  the  var  iations  of  part(),  you  can 
extract  all  of  the  sub-expressions  in  the 
simphfied  result  of  expressionl .  As  shown  in 
the  example  to  the  right,  you  can  store  an 
argument  or  operand  and  then  use  part()  to 
extract  further  sub-expressions. 

Note:  When  using  partQ,  do  not  rely  on  any 
particular  order  in  sums  and  products. 


part(cos(7t*x-i-3) )  Iemter 


1 


Expressions  such  as  Qn+y+z)  and  (x-  y-  z) 
are  represented  internally  as  (x+yf+z  and 
(x-  y)-  z.  This  affects  the  values  returned  for 
the  first  and  second  argument  There  are 
technical  reasons  why  part(x-fy-hz,l)  returns 
y-t-x  instead  of  x-t-y. 

Similarly,  x*  y*  z  is  represented  internally  as 
(x*  y)*  z.  Again,  there  are  technical  reasons 
why  the  first  argument  is  returned  as  y  •  x 
instead  of  x-y. 

When  you  extract  sub-expressions  from  a 
matrix,  remember  that  matrices  are  stored  as 
lists  of  Usts,  as  illustrated  in  the  example  to 
the  right. 


part(cos(n*x-i-3)  ,0)  lENTERI  "COS" 
part(cos(7c*x+3)  ,l)*teinp  [EfTERl 


temp  I  ENTER  I 
part(temp,0)  Iemter  I 
part(temp)  IemterI 
part(temp,2)  IEMTERI 
partCtemp.D^temp  lENTERI 
part(temp,0)  [enTerI 
part(temp)  [ewTerI 
part(temp,l)  [enTerI 
part  (temp,  2)  [enTerI 

part(x+y+z)  [enTerI 
part(x+y+z,2)  IenterI 
part(x+y+z,l)  IenterI 


3+n'x 
jfx+3 

2 

3 

TfX 
"*  " 

2 
n 

X 

2 
z 

y+x 


part(x*y*z)  [enTerI  2 

part(x*y*z,2)  [enTerI  z 

part(x*y*z,l)  IenterI  yx 

part(  [a  ,b,c;x,y  ,z]  ,0)  [ENTerI  "{" 


part  ( [a  ,  b  ,  c  ;  X  ,y  ,z] )  IENTERI 
part([a,b,c;x,y,z],2)*temp 

IENTERI 


part(temp,0)  IENTERI 
part(temp)  [enTerI 


part(temp,3)  iemteri 
del  Var  temp  iemteri 


3 
z 

Done 
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The  example  Program  Editor  function  to  tlie 
riglit  uses  getTypeO  and  part()  to  partially 
implement  symbolic  differentiation.  Studying 
and  completing  this  function  can  help  teach 
you  how  to  differentiate  manually.  You  could 
even  include  functions  that  the 
Tl-89  /  Tl-92  Plus  cannot  differentiate,  such 
as  Bessel  functions. 


:d(y,x) 
:  Func 
: Local  f 

:  If  getType(y)  =  "VAR" 

:     Return  when (y=x , 1 , 0 , 0 ) 

:If  part(y)=0 

:     Return  0  9  y=7t ,~  ,i ,  numbe r s 

;part(y,0)^f 

:  If  f="-"  »  1  f  negate 

:     Return  " d ( pa rt ( y , 1 ) , x ) 

:  If  f="-"  9  i  f  mi  nus 

:     Return  d ( pa rt (y ,  1 ) , x ) 
-d(part(y,2)  ,x) 

:If  f="+" 

:     Return  d ( pa  rt ( y , 1 ) , x ) 

+d(part(y,2) ,x) 
:If  f="*" 

:  Return 

part(y,l)»d(part(y,2) ,x) 

+part(y,2)*d(part(y,l) .x) 
:If  f="(" 

:     Return  seq ( d ( pa rt (y  ,  k )  ,x )  , 

k,l,part(y)) 
:Return  undef 
: EndFunc 


PassErr  catalog 

PassErr 

Passes  an  error  to  the  next  level. 

If  "erromum"  is  zero,  PassErr  does  not  do 
anything. 

The  Else  clause  in  the  program  should  use 
CIrErr  or  PassErr.  If  the  error  is  to  be 
processed  or  ignored,  use  CIrErr.  If  what  to 
do  with  the  error  is  not  known,  use  PassErr 
to  send  it  to  the  next  error  handler.  (See  also 
CIrErr.) 

Pause  CATALOG 

Pause  [expression] 


See  CIrErr  program  listing  example. 


Suspends  program  execution.  If  you  include 
expression,  displays  expression  on  the  Program 
I/O  screen. 

expression  can  include  conversion  operations 
such  as  ►DD  and  ►Rect.  You  can  also  use  the  ► 
operator  to  perform  unit  and  number  base 
conversions. 

If  the  result  of  expression  is  too  big  to  fit  on  a 
single  screen,  you  can  use  the  cursor  pad  to 
scroll  the  display. 

Program  execution  resumes  when  you 
press  lEMTERI. 


Program  segment: 


CI  rIO 

DelVar  temp 
l^temp[l] 
l^temp[2] 
Disp  temp[2] 
aGuess  the  Pattern 

For  1  ,3,20 

temp[i-2]+temp[i-l]^temp[i] 

Disp  temp[i] 

Disp  temp, "Can  you  guess  the 

next" , "number?" 
Pause 
EndFor 
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PlOtsOff  CATALOG 

PlotsOff  [1]  [,  2]  [,  3] ...  [,  9] 

Turns  off  the  specified  plots  for  graphing. 
When  in  2-graph  mode,  only  affects  the  active 
graph. 

If  no  parameters,  then  turns  off  all  plots. 

PlOtsOn  CATALOG 

PlotsOn  [1][,  2][,  3]...  [,  9] 

Turns  on  the  specified  plots  for  graphing. 
When  in  2-graph  mode,  only  affects  the  active 
graph. 

If  you  do  not  include  any  arguments,  turns  on 
all  plots. 

^Polar         MATH/Matrix/Vector  ops  menu 
vector  ^Polar 

Displays  vector  in  polar  form  (r  Z6].  The 
vector  must  be  of  dimension  2  and  can  be  a 
row  or  a  column. 

Note:  ^Polar  is  a  display-format  instruction, 
not  a  conversion  function.  You  can  use  it 
only  at  the  end  of  an  entry  line,  and  it  does 
not  update  ans. 

Note:  See  also  ►Rect. 


PlotsOff  l,2.5fEMTERl 


PI  OtsOff  [ENTERl 


PlotsOn  2,4,5  [emTerI 


PI  OtsOn  I  ENTER  I 


[1,3.]  »Pcl  ar  [emTerI 


[x  ,y]  ►Pol  ar  IenterI 


■[1  3. 

]^Polar 

[  3. 16228  z 1 

24905] 

■  [X  y] 

^  Polar- 

[Jx2. 

^  2 

-  tar^ 

Done 
Done 


Done 
Done 


complexValue  ^Polar 

Displays  complexVector  in  polar  form. 

•  Degree  angle  mode  returns  (rZ9). 

•  Radian  angle  mode  returns  re™. 

complexValue  can  have  any  complex  form. 
However,  an  re'^  entry  causes  an  error  in 
Degree  angle  mode. 

Note:  You  must  use  the  parentheses  for  an 
(rZ9)  polar  entry. 


In  Radian  angle  mode: 

3-^4^►Polar  mM      e'- 5 


(4Z7t/3)KPol  ar  [enterI 


I  ■  JT 

e~  -4 


In  Degree  angle  mode: 

3-^4I>Polar  [emTerK  5Z90- tan-i(  3/4 ) ) 


polyEvalO  MATH/LIsI  menu 

polyEval(/is^i,  ea^ress/on7)    =>  expression 
polyEval(/isfi,  iisfi?)  expression 

Interprets  the  first  argument  as  the 
coefficient  of  a  descending-degree 
polynomial,  and  returns  the  polynomial 
evaluated  for  the  value  of  the  second 
argument. 


polyEval({a,b,c),x)  IemterI 

a  ■     -i-b  •  x-i-c 


polvEval  (11,2,3,41,2)  [EMTERl  26 

polyEval({l,2,3,4),{2,-7}) 

[EMTERl  {25  -  262} 
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PopUp  CATALOG 

PopUp  itemList,  var 

Displays  a  pop-up  menu  containing  the 
ctiaracter  strings  from  itemList,  waits  for  you 
to  select  an  item,  and  stores  the  number  of 
your  selection  in  var. 

The  elements  of  itemList  must  be  character 
strings:  [itemlStHng,  item2String, 
item^String, ...] 

If  var  already  exists  and  has  a  vahd  item 
number,  that  item  is  displayed  as  the  default 
choice. 

itemList  must  contain  at  least  one  choice. 
PowerReg  MATH/Statistics/Regressions  menu 

PowerReg  listl,  list2[,  [list3]  [,  list4,  list5]] 

Calculates  the  power  regression  and  updates 
all  the  system  statistics  variables. 

All  the  lists  must  have  equal  dimensions 
except  for  lists. 

listl  represents  xlist. 
Iist2  represents  ylist. 
lists  represents  frequency. 
Iist4  represents  category  codes. 
lists  represents  category  include  list. 

Note:  listl  through  list4  must  be  a  variable 
name  or  cl-c99  (columns  in  the  last  data 
variable  shown  in  the  Data/Matrix  Editor). 
lists  does  not  have  to  be  a  variable  name  and 
cannot  be  cl-c99. 


Prgm  catalog 

Prgm 


EndPrgm 


Required  instruction  that  identifies  the 
beginning  of  a  program.  Last  line  of  program 
must  be  EndPrgm. 


PopUp 

("1990", "1991", "1992"}, varl 
I  ENTER  I 


In  function  graphing  mode: 

(1,2,3,4,5,6,7)^11  mm 


(1  2  3  ...} 


(l,2,3,4,3,4,61»L2[Ei?fERl 


(1  2 


PowerReg  LI ,  L2  IemterI 
ShowStat  I  ENTER  I 


3  ...} 
Done 


Regeq(x)^yl(x)  I  enter  I 
NewPlot  1,1,L1,L2[emTer1 

[3  [graph] 


Done 
Done 


Program  segment: 

prgmname ( ) 
Prgm 

EndPrgm 
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prodUCtO    MATH/List  menu 

product(Ust[,  start[,  end]])  expression 

Returns  the  product  of  the  elements 
contained  in  list.  Start  and  end  are  optional. 
They  specify  a  range  of  elements. 


product({l,2,3,4))  [ENTER]  24 
product  ( {2,  x,y)  )  [ENTER]  2'X'y 
product(  {4,5,8,9)  ,2,3)  [enter]  40 


product{mai™;i  [,  staH[,  end]])  matrix 

Returns  a  row  vector  containing  the  products 
of  the  elements  in  the  columns  of  matrixl. 
Start  and  end  are  optional.  They  specify  a 
range  of  rows. 

Prompt  CATALOG 

Prompt  varl[,  vai-Z]  [,  var3]  ... 

Displays  a  prompt  on  the  Program  I/O  screen 
for  each  variable  in  the  argument  list,  using 
the  prompt  var1  ?.  Stores  the  entered 
expression  in  the  corresponding  variable. 

Prompt  must  have  at  least  one  argument. 
propFracO  MATH/Algebra  menu 

pvopFrac{expressionl[,  var])  expression 

propFrac{ratimial_number)  returns 
rationaljnumber  as  the  sum  of  an  integer  and 
a  fraction  having  the  same  sign  and  a  greater 
denominator  magnitude  than  numerator 
magnitude. 

propFrSLC{rationat_expression,var)  returns  the 
sum  of  proper  ratios  and  a  polynomial  with 
respect  to  var.  The  degree  of  var  in  the 
denominator  exceeds  the  degree  of  var  in  the 
numerator  in  each  proper  ratio.  Similar 
powers  of  var  are  collected.  The  terms  and 
their  factors  are  sorted  with  var  as  the  main 
variable. 

If  var  is  omitted,  a  proper  fraction  expansion 
is  done  with  respect  to  the  most  main 
variable.  The  coefficients  of  the  polynomial 
part  are  then  made  proper  with  respect  to 
their  most  main  variable  first  and  so  on. 

For  rational  expressions,  propFracO  is  a 
faster  but  less  extreme  alternative  to 
expandQ. 


PtChg 


CATALOG 

PtChg  X,  y 

PtChg  xList,  yList 


Displays  the  Graph  screen  and  reverses  the 
screen  pixel  nearest  to  window  coordinates 
y)- 


product ( [1,2,3  ;  4,  5, 6; 7,8,9] ) 

[ENTER]  [28  80  152] 

product([l,2,3;4,5,6;7,8,9], 
1,2)  [ENTER]  [4,10,18] 


Program  segment: 

Prompt  A,B,C 
EndPrgm 


propFrac(4/3)  I  enter! 


propFrac(  "4/3)  I  enter 


1  +  1/3 
- 1-1/3 


propFrac( (x"2+x+l ) /(x+l)+ 
(y"2+y+l )  /  (y+1 )  ,x)  I  enter  I 


■  pr-QpFr-ac[     ^  ^  ^  + 


propFrac ( ans ( 1 ) ) 


■  pr-QpFnac[^  ^  ^  ^  +  x  +  — ^JT" 


Note:  PtChg  through  PtText  show 
continuing  similar  examples. 
PtChg  2,4[enTer] 
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PtOff 


CATALOG 

PtOff  X,  y 

PtOff  xList,  yList 


PtOff  2.4fEMTERl 


ROn 


Displays  the  Graph  screen  and  turns  off  the 
screen  pixel  nearest  to  window  coordinates 
(x,  2/). 


CATALOG 


PtOn  r,  y 

PtOn  xList,  yList 


PtOn  3,5  [emTerI 


Displays  the  Graph  screen  and  turns  on  the 
screen  pixel  nearest  to  window  coordinates 
(x,  y). 


ptTeStO  CATALOG 

ptTest  (x,  2/)         Boolean  constant  expression  ptTest(3,5)  I  ENTER 

ptTest  {xList,  yList)         Boolean  constant  expression 

Returns  true  or  false.  Returns  true  only  if  the 
screen  pixel  nearest  to  window  coordinates 
(x,  i/)  is  on. 


true 


PtTeXt  CATALOG 

PtText  string,  x,  y 


PtText  "sampi  e"  ,3  ,  5  [enterI 


Displays  the  Graph  screen  and  places  the 
character  string  string  on  the  screen  at  the 
pixel  nearest  the  specified  (a;,  y)  window 
coordinates. 

stnng  is  positioned  with  the  upper-left  comer 
of  its  first  character  at  the  coordinates. 


sample 

PxIChg  CATALOG 


PxIChg  row,  col 
PxIChg  rowList,  colList 

Displays  the  Graph  screen  and  reverses  the 
pixel  at  pixel  coordinates  (row,  col). 

Note:  Regraphing  erases  all  drawn  items. 

PxICrcl  CATALOG 

PxICrcl  row,  col,  r  [,  drawMode] 

Displays  the  Graph  screen  and  draws  a  circle 
centered  at  pixel  coordinates  {rmv,  cot)  with  a 
radius  of  r  pixels. 

'[I  drawMode  =  1,  draws  the  circle  (default). 

If  drawMode  =  0,  turns  off  the  circle. 

If  drawMode  =  -1,  inverts  pixels  along  the 

circle. 

Note:  Regraphing  erases  aU  drawn  items.  See 
also  Circle. 


PxIChg  2,4fEMTERl 


TI-89:  Pxl  Crcl  40,80,30,1  [EirfERl 

TI-92  Plus:  Pxl  Crcl  50,125,40,1 

I  ENTER  I 
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PxlHorZ  CATALOG 

PxlHorz  row  [,  drawMode] 

Displays  the  Graph  screen  and  draws  a 
horizontal  line  at  pixel  position  row. 

U  drawMode  =  1,  draws  the  line  (default). 
If  drawMode  =  0,  turns  off  the  hue. 
If  drawMode  =  -I,  turns  a  hue  that  is  on  to  off 
or  off  to  on  (Inverts  pixels  along  the  line). 

Note:  Regraphing  erases  all  drawn  items.  See 
also  LineHorz. 

PxlLine  catalog 

PxlLine  rowStart,  colStart,  rowEnd,  colEnd  [,  drawMode] 

Displays  the  Graph  screen  and  draws  a  line 
between  pixel  coordinates  {rowStart,  colStart} 
and  (rowEnd,  colEnd),  including  both 
endpoints. 

IS  drawMode  =  1,  draws  the  line  (default). 
If  drawMode  =  0,  turns  off  the  hue. 
If  drawMode  =  -I,  turns  a  hue  that  is  on  to  off 
or  off  to  on  (inverts  pixels  along  the  line). 

Note:  Regraphing  erases  all  drawn  items.  See 
also  Line. 


PxlHorz  25,1  [BiTERl 


TI-89:  Pxl  Line  50  ,15  ,20,90,1  [ENTERI 

TI-92  Plus:  Pxl  Line  80,20,30  ,  150,1 
I  ENTER  I 


Pxl  Off  CATALOG 

PxlOff  row,  col 
PxlOff  rowList,  colList 

Displays  the  Graph  screen  and  turns  off  the 
pixel  at  pixel  coordinates  [row,  col). 

Note:  Regraphing  erases  all  drawn  items. 


PxlHorz  25,1  [emTerI 

PxlOff  25  ,  50  imm 


25,50 


PxlOn  CATALOG 

PxlOn  row,  col 
PxlOn  rowList,  colList 

Displays  the  Graph  screen  and  turns  on  the 
pixel  at  pixel  coordinates  (row,  col). 

Note:  Regraphing  erases  all  drawn  items. 


PxlOn  25,50  [enTerI 


pxlTeStO  CATALOG 

pxlTest  {row,  col)    =>   Boolean  expression 
pxlTest  {rowList,  colList)         Boolean  expression 

Returns  true  if  the  pixel  at  pixel  coordinates 
{r&iv,  col)  is  on.  Returns  false  if  the  pixel  is  off. 

Note:  Regraphing  erases  all  drawn  items. 


PxlOn  25,50  [emTerI 

TI-89:  [HOiviEl 

TI-92  Plus:  H  [home] 


PxlTest(  25  ,  50  )  [enTerI 


PxlOff  25  ,  50  [ENTerI 

TI-89:  [HOiviEl 

TI-92  Plus:  [H  [home] 


PxlTest(  25  ,  50  )  [BiTERl 


true 


f  al  se 
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PxlTeXt  CATALOG 

PxlText  string,  row,  col 

Displays  the  Graph  screen  and  places 
character  string  string  on  the  screen,  starting 
at  pixel  coordinates  (row,  col). 

string  is  positioned  with  the  upper-left  comer 
of  its  first  character  at  the  coordinates. 


Note:  Regraphing  erases  all  drawn  items. 


PxlVert  CATALOG 

Pxl Vert  col  [,  drawMode]  P X 1  V e  r  t  50,1  lEMTERI 

Draws  a  vertical  line  down  the  screen  at  pixel 
position  col. 

IS  drawMode  =  1,  draws  the  line  (default). 
If  drawMode  =  0,  turns  off  the  hue. 

If  drawMode  =  -1,  turns  a  line  that  is  on  to  off      I  1  

or  off  to  on  (inverts  pixels  along  the  line). 

Note:  Regraphing  erases  all  drawn  items.  See 
also  LineVert. 


TI-89:  Pxl  Text  "sample 
text"  ,20,10  [enTerI 
TI-92  Plus:  Pxl  Text  "sample 
text"  ,20,50  [enTerI 


saNple  text 


QR  MATH/Matrix  menu 

QR  matrix,  qMatName,  rMatName[ ,  tol\ 

Calculates  the  Householder  QR  factorization 
of  a  real  or  complex  matrix.  The  resulting  Q 
and  R  matrices  are  stored  to  the  specified 
MatNames.  The  Q  matrix  is  unitary.  The  R 
matrix  is  upper  triangular. 

Optionally,  any  matrix  element  is  treated  as 
zero  if  its  absolute  value  is  less  than  tol.  This 
tolerance  is  used  only  if  the  matrix  has 
floating-point  entries  and  does  not  contain 
any  symbolic  variables  that  have  not  been 
assigned  a  value.  Otherwise,  tol  is  ignored. 

•  If  you  use  0  lEMTERI  or  set  the  mode  to 
ExacfApprox=APPROXIMATE,  computations 
are  done  using  floating-point  arithmetic. 

•  If  tol  is  omitted  or  not  used,  the  default 
tolerance  is  calculated  as: 

5e  - 1 4  *  max(clim(ma«rix)) 
*  rowNorm(ma(}-ia;) 


The  floating-point  number  (9.)  in 
causes  results  to  be  calculated  in 
point  form. 

[1,2,3:4,5,6:7,8,9 


ml 

floating- 


]*ml  [ 

■1 
4 

7 


QR  ml  ,qm,  rm  lEMTERI 


qm  lEMTERI 


.123... 
.492... 

.851... 
■8.124... 


rm  lEMTER 


Lo. 


.904... 
.301... 

-.301... 

9.601... 

.904... 

0. 


EMTERI 

2     3  -1 
5  6 
8  9.. 

Done 


.408... 
-.816.. 

.408... 

07 
109... 


11 


[m,n:o,p]->ml  lEMTERI 


L  0  pJ 
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The  QR  factorization  is  computed 
numerically  using  Householder 
transfonnations.  The  symbolic  solution  is 
computed  using  Gram-Schmidt.  The  columns 
in  qMatName  are  the  orthonormal  basis 
vectors  that  span  the  space  defined  by 
matrix. 


Quad  Reg    MATH/Statistics/Regresslons  menu 

QuadReg  Hstl,  list£[,  [list3]  [,  Kst4,  listS\] 

Calculates  the  quadratic  polynomial 
regression  and  updates  the  system  statistics 
variables. 

All  the  lists  must  have  equal  dimensions 
except  for  lists. 

Hstl  represents  xhst. 
Iist2  represents  ylist. 
lists  represents  frequency. 
Iist4  represents  category  codes. 
lists  represents  category  include  Mst. 


QR  ml  ,qm,  rm  emterI 


Done 


qtn  I  EMTERI 


"  sign(m-p- n-o) -0- 


0 

_-^w  +  0  2 


m- si  gn(m- p- n ■ 0 ) 


rm  I  ENTER  I 


^m^  +  02 
0 


02 

m-  n+0  ■  p- 


■^m  +  02 
m*  p- n • 0 


■^m  +  02 


In  function  graphing  mode: 

{0,1,2,3,4,5,6,7)^11  [EMTERl 

(1  2  3  ...} 
(4,3,1,1,2,2,3,3)^12  [MlR] 

  (4  3  1  ...) 

QuadReg  LI ,  L2  [bTter]  Done 
ShowStat  Iemter 


=.1BHE£H 
I  =-1.52?3Hl 


Note:  Hstl  through  list4  must  be  a  variable 
name  or  cl-c99.  (columns  in  the  last  data 
variable  shown  in  the  Data/Matrix  Editor). 
lists  does  not  have  to  be  a  variable  name  and 
caimot  be  cl-c99. 


lEMTERI 

Regeq(x)^vl(x)  [enterI  Done 
NewPlot  l,l,Ll,L2[EiTrER)  Done 

[3  [graph] 
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QuartReg   MATH/Statistics/Regressions  menu 
QuartReg  listl,  list2[,  [Ust-3]  [,  list4,  listS]] 

Calculates  the  quartic  polynomial  regression 
and  updates  the  system  statistics  variables. 

All  the  lists  must  have  equal  dimensions 
except  for  lists. 

listl  represents  xhst. 
Iist2  represents  ylist. 
lists  represents  frequency. 
Iist4  represents  category  codes. 
lists  represents  category  include  Mst. 

Note:  listl  through  list4  must  be  a  variable 
name  or  cl-c99  (columns  in  the  last  data 
variable  shown  in  the  Data/Matrix  Editor). 
lists  does  not  have  to  be  a  variable  name  and 
caimot  be  cl-c99. 


In  function  graphing  mode: 
(-2,-l,0,l,2,3,4,5,6}»Ll  [ENTERl 

(-2  -1  0  ...} 
(4,3,1,2,4,2,1,4,61^12  Enter] 

  (4  3  1  ...} 

QuartReg  LI ,  L2  IemterI  Done 
ShowStat  lEMTER 


v=iy."'i*t//.^*'-.f.^*1f.*i 
I  =-.ieGHr2 

1  =i.ggBB3H 


Regeq(x)^yl(x)  I  enter  I 
NewPlot  l,l.Ll,L2[EiTrERl 

0  [graph] 


Done 
Done 


R^peo 


MATH/Angle  menu 

R^PG  {xExpression,  yExpression)    ^  expression 

R^PB  (xList,  yList)    =>  list 

R^P6  (xMatrix,  yMatrix)  matrix 

Returns  the  equivalent  6-coordinate  of  the 
ix,y}  pair  arguments. 

Note:  The  result  is  returned  as  either  a 
degree  or  radian  angle,  according  to  the 
current  angle  mode. 


In  Degree  angle  mode: 


R^Pe(x,y)  [emTer] 


In  Radian  angle  mode: 
R>Pe(3,2)  [ENTERl 

R>Pe(  [3, -4,  2],  [0,7:74,1.5])  [ENTerI 


■RtPeC3,25  tan-iC2--3) 
■RtPe[[3  -4  2],[0  i.;k 
fa  t.ar-i| 


R^Pr()         MATH/Angle  menu 

R^Pr  {xExpression,  yExpression)    =^  expression 

R»Pr  (xList,  yList)    =>  list 

R^Pr  {xMatrix,  yMatrix)    =>  matrix 

Returns  the  equivalent  r-coordinate  of  the 
(x,y')  pair  arguments. 


In  Radian  angle  mode: 
R>Pr(3,2)  [emTerI 


R>Pr(x,y)  I  ENTERl 

R>Pr(  [3, -4, 2],  [0,71/4,1.5])  [ENTerI 


■  R 

Pr-(3,  2) 

tit 

■  R 

+  y2 

■  R 

Pr-[[3  -4 

2:,[e  ^ 

l.» 

I' 

Jn^  +  256 

"1 

4 
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randO         MATH/Probability  menu 

rand([?i])  expression 

TC  is  an  integer  ^  zero. 

Witli  no  parameter,  returns  ttie  next  random 
number  between  0  and  1  in  the  sequence. 
When  an  argument  is  positive,  returns  a 
random  integer  in  the  interval  [1,  n]. 
When  an  argument  is  negative,  returns  a 
random  integer  in  the  interval  ["«,"!]. 

randMatO  MATH/Probability  menu 

randMatinumRows,  numColumns)    =^  matrix 

Returns  a  matrix  of  integers  between  -9  and  9 
of  the  specified  dimension. 

Both  arguments  must  simplify  to  integers. 


RandSeed  1147  [enter]  Done 
'L  (Sets  the  random-number  seed.) 


rand( )  I  enter  I 
rand(  6 )  I  enter  I 
rand(  - 100)  [emTerI 


randMatO, 3)  [emTerI 


.158... 

5 

-49 


RandSeed  1147  [enter]  Done 
8  -3  5 


-2  3  -6 
0  4-6 


Note:  The  values  in  this  matrix  wUl 
change  each  time  you  press  I  ENTER  I. 


randNormO  MATH/Probability  menu 


randNorm(mea?i,  sd) 


expression 


Returns  a  decimal  number  from  the  specific 
normal  distribution.  It  could  be  any  real 
number  but  vrill  be  heavUy  concentrated  in 
the  interval  [mean-3*  sd,  mean+3*  sd]. 


rand  Poly  0  MATH/Probability  menu 

randPoly(mr,  order)    =^  expression 


Returns  a  polynomial  in  var  of  the  specified 
order.  The  coefficients  are  random  integers 
in  the  range  -  9  through  9.  The  leading 
coefficient  vriU  not  be  zero. 

order  must  be  0-99. 


RandSeed  1147  I  enter 
randNorm(0,l)  I  enter 


randNorm(3,4.5)  IenterI 


RandSeed  1147  IenterI 


Done 
.492... 
-3.543... 


randPoly(x,5)  IenterI 

-  2  -  xi-  6-  X3-I-4 


Done 
•  x-6 


RandSeed  MATH/Probability  menu 

RandSeed  number 


If  number  =  0,  sets  the  seeds  to  the  factory 
defaults  for  the  random-number  generator.  If 
number  ^  0,  it  is  used  to  generate  two  seeds, 
which  are  stored  in  system  variables  seed1 
and  seed2. 


RandSeed  1147  IENTERI 
rand(  )  IENTERI 


Done 
.158... 


RclGDB  CATALOG 

RclGDB  GDBvar 


RclGDB  GDBvar  [ENTER] 


Done 


Restores  all  the  settings  stored  in  the  Graph 
database  variable  GDBvar. 

For  a  listing  of  the  settings,  see  StoGDB. 

Note:  It  is  necessary  to  have  something 
saved  in  GDBvar  before  you  can  restore  it. 
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RclPiC  CATALOG 

RclPic  picVar  [,  row,  column] 

Displays  the  Graph  screen  and  adds  the 
picture  stored  in  picVar  at  the  upper  left-hand 
comer  pixel  coordinates  (roiv,  column}  using 
OR  logic. 

picVar  must  be  a  picture  data  type. 
Default  coordinates  are  (0,  0). 

MATH/Complex  menu 

re^l{expressionl)  expression 

Returns  the  real  part  of  the  argument. 

Note:  All  undefined  variables  are  treated  as 
real  variables.  See  also  imag(). 


realO 


real  (2-i-3i)  [emterI 


real  (  z  )  I  enter  I 
real  (x+iy)  IenterI 


real(itsfj)  =>  list 

Returns  the  real  parts  of  all  elements. 


real  (  1  a+i*  b  , 3  .il )  [emterI  {a    3  0} 


re^i{matrixl)  matrix 

Returns  the  real  parts  of  all  elements. 

^Rect  MATH/Matrix/Vector  ops  menu 

vector  ^Rect 

Displays  vector  in  rectangular  form  [x,  y,  z]. 
The  vector  must  be  of  dimension  2  or  3  and 
can  be  a  row  or  a  column. 

Note:  ►Rect  is  a  display-format  instruction, 
not  a  conversion  function.  You  can  use  it 
only  at  the  end  of  an  entry  line,  and  it  does 
not  update  ans. 

Note:  See  also  ►Polar. 


real  ( [a^-i*  b  ,3  :  c  ,t] )  IemterI  g] 


[3,Z7t/4,Z7i/6]>Rect  [ENTERl 


[ 


3-^2     3■^r2  3-^3. 


[a  ,Zb,Zc]  IEMTERI  [a  -  cos(b)  -  sin(c) 
a'Sin(b)'Sin(c)  a-cos(c)] 


complexValue  ►Rect 

Displays  complexValue  in  rectangular  form 
a-t-bi.  The  complexValue  can  have  any  complex 
form.  However,  an  re'^  entry  causes  an  error 
in  Degree  angle  mode. 

Note:  You  must  use  parentheses  for  an  (rZ6) 
polar  entry. 


In  Radian  angle  mode: 


4e^(it/3)>Rect  [EMTERl 
(4Zrt/3)KRect  [ENTERl 

In  Degree  angle  mode: 
(4Z60)>Rect  [enTerI 


4-e3 


Note:  To  type  ►Rect  from  the  keyboard, 
press  I2ndl  [►]  for  the  >  operator.  To  type  Z, 
press  dnd]  [z]. 
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refO 


MATH/Matrix  menu 

rei{matrix}[,  tol])  matrix 

Returns  the  row  echelon  form  of  matrixl. 

Optionally,  any  matrix  element  is  treated  as 
zero  if  its  absolute  value  is  less  than  tol.  This 
tolerance  is  used  only  if  the  matrix  has 
floating-point  entries  and  does  not  contain 
any  symbolic  variables  that  have  not  been 
assigned  a  value.  Otherwise,  tol  is  ignored. 


•  If  you  use  0  lEMTERl  or  set  the  mode  to 
ExacfApprox=APPROXIMATE,  computations 
are  done  using  floating-point  arithmetic. 

•  If  tol  is  omitted  or  not  used,  the  default 
tolerance  is  calculated  as: 

5e  - 1 4  *  max(clim(jjiaJrixi)) 
» rowNorm(ma(rixJ) 

Note:  See  also  rref(). 
remai  n( )     MATH/Number  menu 

remain(arpressioni,  expression^)  expression 
remain(JisU,  list2)   =>  list 
rema\n(matrixl,  matrix2)  matrix 

Returns  the  remainder  of  the  first  argument 
with  respect  to  the  second  argument  as 
defined  by  the  identities: 

remain(x,0)  ■  x 
remain(x,y)  ■  x-  y»iPart(x/y) 


As  a  consequence,  note  that  remain(-  x,y)  s 
-  remain(x,y).  The  result  is  either  zero  or  it 
has  the  same  sign  as  the  first  argument. 

Note:  See  also  mod(). 

Rename  catalog 

Rename  oldVavName,  newVarName 

Renames  the  variable  oldVarName  as 
newVarName. 


ref([-2,-2,0,-6;l,-l,9,-9;-5, 

2,4,-4])  iBiTERl 

-1     -2/5     -4/5      4/5  ■ 

11/7 
-62/71 


4/7 
1 


[a,b,c;e,f ,g]^ml  [ENTer][  g     f  q] 


ref(ml)  Iemter 


"l  ^  ^ 
1    g  g 


0  1 


a-g-c-e 
a-f-b-e 


remain (7,0)  Iemter 
remain (7, 3)  Iemter 
remai  n(  -7,3)  IemterI 
remain (7,  -3)  Iemter 


remai  n  ( -  7  ,  -  3 )  Iemter 


remain({12,-14,16},(9,7,-5}) 

I  ENTER  I 

{3     0  1} 

remain( [9, -7  ;5,4] ,[4,3;4, -3] ) 
lEMTERl 


(1,2,3,41»L1  [EMTerI  {1,2,3,4} 
Rename  LI,  1  i  stl  [emTerI  Done 
1  istl  iBiTERl  {1,2,3,4} 


Request  catalog 

Request  promptString,  var 


U  Request  is  inside  a  Dialog.. .EndDlog 

construct,  it  creates  an  input  box  for  the  user 
to  type  in  data.  If  it  is  a  stand-alone 
instruction,  it  creates  a  dialog  box  for  this 
input.  In  either  case,  if  var  contains  a  string,  it 
is  displayed  and  highhghted  in  the  input  box 
as  a  default  choice.  promptString  must  be  <  20 
characters. 

This  instruction  can  be  stand-alone  or  part  of 
a  dialog  construct. 


Request  "Enter  Your  Name",strl 

I  ENTER  I 


Ent4K  v*Lr  Nan*; 
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Return 


CATALOG 

Return  [expression] 


Returns  expression  as  the  result  of  the 
function.  Use  withm  a  Func.EndFunc  block, 
or  Prgm...EndPrgm  block. 

Note:  Use  Return  without  an  argument  to 
exit  a  program. 

Note:  Enter  the  text  as  one  long  line  on  the 
Home  screen  (without  line  breaks). 


Define  f actoral ( nn )=Func 
:local  answer  ,  count  :!•>  answer 
:  For  count , 1 , nn 
;  a  nswer*count-»  answer:  End  For 


:Return  answer :  EndFunclENTERI  Done 
factoral  (3)  Iemter  6 


righto  MATH/List  menu 

r\gt\t{listl[,  num.])   =>  list 


right(  {1,3,  -2,4)  ,3)  [enTerI 


Returns  the  rightmost  num  elements 
contained  in  listl. 

If  you  omit  num,  returns  all  of  listl. 


{3  -2  4} 


r\ght(sourceString[j  num]) 


stnng 


riqht("He11o",2)  [emTerI  "lo" 


Returns  the  rightmost  num  characters 
contained  in  character  string  sourceString. 

If  you  omit  num,  returns  all  of  sourceStnng. 


right  (comparison) 


expression 


Returns  the  right  side  of  an  equation  or 
inequality. 

rotateO       MATH/Base  menu 

ro\Skte(integerl[,#oJ7lotations])  integer 

Rotates  the  bits  in  a  binary  integer.  You  can 
enter  integer!  in  any  number  base;  it  is 
converted  automatically  to  a  signed,  32-bit 
binary  form.  If  the  magnitude  of  integer  1  is 
too  large  for  this  form,  a  symmetric  modulo 
operation  brings  it  within  the  range. 

If  #0/ Rotations  is  positive,  the  rotation  is  to 
the  left.  If  #0/ Rotations  is  negative,  the 
rotation  is  to  the  right  The  default  is  "  1 
(rotate  right  one  bit). 

For  example,  in  a  right  rotation: 


right(x<3)  I  enter  I 


In  Bin  base  mode: 


rotate (ObllllOlOllOOOOllOlOl) 

I  ENTER  I 

OblOOOOOOOOOOOOOllllOlOllOOOOllOlO 
rotate(256,l)  [emTerI  OblOOOOOOOOO 


In  Hex  base  mode: 


rotate(0h78E)  [enTerI  0h3C7 
rotate(0h78E, -2)  fEMTERlOh8Q0001E3 
rotate(0h78E,2)  [enTerI  0hlE38 


p>  Each  bit  rotates  right. 
ObOOOOOOOOOOOOOUllOlOllOOOOllOlOl 

t  I 

Rightmost  bit  rotates  to  leftmost. 

produces: 

OblOOOOOOOOOOOOOUllOlOllOOOOllOlO 

The  result  is  displayed  according  to  the  Base 
mode. 


Important:  To  enter  a  binary  or 
hexadecimal  number,  always  use  the  Ob 
or  Oh  prefix  (zero,  not  the  letter  O). 
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rotate(listll,#qfRotati(ms])    =>  list 

Returns  a  copy  of  listl  rotated  right  or  left  by 
#of  Rotations  elements.  Does  not  alter  listl. 

If  #0/ Rotations  is  positive,  the  rotation  is  to 
the  left.  If  #0/ Rotations  is  negative,  the 
rotation  is  to  the  right.  The  default  is  "  1 
(rotate  right  one  element). 


In  Dec  base  mode: 

rotate(  {1 ,2,3,4)  )  [emterI 


{4  12  3) 


rotate({l,2,3,4)  ,"2)  [enter) 

(3  4  12) 


rotate({l,2,3,4)  ,1)  mmRl 

(2  3  4  1) 


rotate{stringl  [,#ofRotations]) 


string 


Returns  a  copy  of  stringl  rotated  right  or  left 
by  #0/ Rotations  characters.  Does  not  alter 
stringl . 

If  #0/ Rotations  is  positive,  the  rotation  is  to 
the  left.  If  #0/ Rotations  is  negative,  the 
rotation  is  to  the  right.  The  default  is  "  1 
(rotate  right  one  character). 

roundO       MATH/Number  menu 

roun<i(expressionl[,  digits])  expression 

Returns  the  argument  rounded  to  the 
specified  number  of  digits  after  the  decimal 
point. 

digits  must  be  an  integer  in  the  range  0-12.  ff 
digits  is  not  included,  returns  the  argument 
rounded  to  12  significant  digits. 

Note:  Display  digits  mode  may  affect  how 
this  is  displayed. 


rotate(  "abed" )  IenterI  "dabc" 
rotate(  "abed" ,  -  2  )   emterI  "cdab" 


rotate(  "abed" ,  1 )   enterI  "bcda" 


roundd. 234567, 3  )  [ENTER]  1.235 


round(iisU[,  digits])   =>  list 

Returns  a  list  of  the  elements  rounded  to  the 
specified  number  of  digits. 


round (  {it.^f  (  2  ) ,  1  n  (  2 ) )  ,4 )  [ENTer) 

{3.1416  1.4142  .6931) 


round(matrixl[,  digits])  matrix 

Returns  a  matrix  of  the  elements  rounded  to 
the  specified  number  of  digits. 


round([)n(5),)n(3);it,e"(l)],l) 
IENTERI 

,.1.6  1.1, 
L3.I     2. 7-1 


row  Add  (  )    MATH/Matrix/Row  ops  menu 

ro)NM(i{matrixl,  rlndexl,  rlndex2)    =*  matrix 

Returns  a  copy  of  matrixl  with  row  rlndex2 
replaced  by  the  sum  of  rows  rindexl  and 
rlndex2. 


rowAdd([3,4:  -3,  -2]  ,1,2)  fmTR) 

r  3  4-1 
L  0  2J 


rowAdd(  [a,b;c,d],l,2)  IENTERI 


La+c  b+d-l 


rowDim()    MATH/Matrix/Dimensions  menu 

rov/D'im{mat'rix)    =>  ex'pression 

Returns  the  number  of  rows  in  matrix. 
Note:  See  also  colDim(). 


[1,2;3,4;5,6]^M1  [EimR) 
rowdim(Ml)  Iemteri 


■1  2- 
3  4 
5  5 
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rOWNormO  MATH/Matrix/Norms  menu 

rowNorm{mafr7:i)  expression 

Returns  the  maximum  of  the  sums  of  the 
absolute  values  of  the  elements  in  the  rows  in 
matrix. 

Note:  AU  matrix  elements  must  simphfy  to 
numbers.  See  also  colNorm(). 

rOwSwapO  MATH/Matrix/Row  ops  menu 

rov/Sv/ap{matrixl,  rindexl,  7index2)  matrix: 

Returns  vmtrixl  with  rows  rlndexl  and 
rlndex2  exchanged. 


RplcPiC  CATALOG 

RplcPic  pic ya?{,  row][,  column] 

Clears  the  Graph  screen  and  places  picture 
picVar  at  pixel  coordinates  (row^  column}.  If 
you  do  not  want  to  clear  the  screen,  use 
RclPic. 

picVar  must  be  a  picture  data  type  variable. 
row  and  column,  if  included,  specify  the  pixel 
coordinates  of  the  upper  left  comer  of  the 
picture.  Default  coordinates  are  (0,  0). 

Note:  For  less  than  fuU-screen  pictures,  only 
the  area  affected  by  the  new  picture  is 
cleared. 

rref()  MATH/Matrlx  menu 

nei {matrix  1  [,  tol])  matrix 

Returns  the  reduced  row  echelon  form  of 
matrix  1. 


Optionally,  any  matrix  element  is  treated  as 
zero  if  its  absolute  value  is  less  than  tol.  This 
tolerance  is  used  only  if  the  matrix  has 
floating-point  entries  and  does  not  contain 
any  symbolic  variables  that  have  not  been 
assigned  a  value.  Otherwise,  tol  is  ignored. 


rowNorm([-5,6,-7;3,4,9;9, 
I  ENTER  I 


•  If  you  use  0  lEMTER  or  set  the  mode  to 
ExacfApprox=APPROXIMATE,  computations 
are  done  using  floating-point  arithmetic. 

•  If  tol  is  omitted  or  not  used,  the  default 
tolerance  is  calculated  as: 

5e-  14  *  max(clim(mair£xJ)) 
*  rowNorm(ma(rix7) 

Note:  See  also  ref(). 


9,-7]) 
25 


[1,2:3. 4:5. 6]»MatfEM7ERl 


rowSwap(Mat,l,3)  IemterI 


rref([-2, -2, 0,-6:1,-1,9, 
-5,2,4,  -4] )  [EMTerI 

■10  0 

0      1  0 

0      0  1 


66/71  - 
147 
71 

-62/71 


rref([a,b,x:c,d.y])  IEMTERI 


d  ■  x-b  •  y 


a  ■  d-b  •  c 
-  (c  -  x-a  -  y) 
a  ■  d-b  ■  c 
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Send  CATALOG 

Send  list 


CBL  2™/CBL™  (Calculator-Based 
Laboratory™)  or  CBR™  (Calculator-Based 
Ranger^")  instruction.  Sends  list  to  the  link 
port. 


SendCalc  catalog 

SendCalc  vm- 


Sends  variable  var  to  the  link  port,  where 
another  unit  linked  to  that  port  can  receive 
the  variable  value.  The  receiving  unit  must  be 
on  the  Home  screen  or  must  execute  GetCalc 
from  a  program. 

If  you  send  from  a  Tl-89  or  Tl-92  Plus  to  a 
TI-92,  an  error  occurs  if  the  Tl-92  executes 
GetCalc  from  a  program,  hi  this  case,  the 
sending  unit  must  use  SendChat  instead. 


SendChat  catalog 

SendChat  var 


A  general  alternative  to  SendCalc,  this  is 
useful  if  the  receiving  unit  is  a  Tl~92  (or  for  a 
generic  "chat"  program  that  aUovps  either  a 
Tl-92  or  Tl-92  Plus  to  be  used).  Refer  to 
SendCalc  for  more  information. 

SendChat  sends  a  variable  ordy  if  that 
variable  is  compatible  with  the  Tl-92,  which 
is  typically  true  in  "chat"  programs.  However, 
SendChat  will  not  send  an  archived  variable, 
a  Tl-89  graph  data  base,  etc. 


seqO 


MATH/List  menu 

S&\{expressi(m,  var,  low,  high[,  step]) 


list 


hicrements  var  from  low  through  high  by  an 
increment  of  step,  evaluates  expression,  and 
returns  the  results  as  a  list.  The  original 
contents  of  var  are  stiU  there  after  seq()  is 
completed. 

var  caimot  be  a  system  variable. 
The  default  value  for  step  =  1. 


Program  segment: 


:  Send 
:  Send 


{1,01 
{1,2, 


1) 


Program  segment: 

:  a-^b»x 
:SendCalc  x 


Program  segment: 

:  a-i-b^x 
:SendChat  x 


seq(n'2,n,l,5)  IemterI 

{1  4  9  15  25  36} 


seq(l/n,n,l,10,2)  [emterI 

{1  1/3  1/5  1/7  1/9} 

sum(seq(  l/n''2  ,n  ,  1 , 10  , 1 ) )  I  enter  I 


or  press  0 [ENTER]  to  get: 


196... 
1.549... 
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SetFoldO  CATALOG 

setFo\d(newfotderName)     =}    oLdfolderString  newFold  chr1  S  [EMTERI  Done 


Returns  the  name  of  the  current  folder  as  a 
string  and  sets  newfolderName  as  the  current 
folder. 

The  folder  newfolderName  must  exist. 


setGraphQ  catalog 

se\GtV^p\\(modeNameStHng,  settingString)  string 

Sets  the  Graph  mode  modeNameStnng  to 
settingStHng,  and  returns  the  previous  setting 
of  the  mode.  Storing  the  previous  setting  lets 
you  restore  it  later. 

modeNameStnng  is  a  character  string  that 
specifies  which  mode  you  want  to  set.  It  must 
be  one  of  the  mode  names  from  the  table 
below. 

settingStHng  is  a  character  string  that 
specifies  the  new  setting  for  the  mode.  It 
must  be  one  of  the  settings  Usted  below  for 
the  specific  mode  you  are  setting. 


Mode  Name 

Settings 

"Coordinates" 

"Rect",  "Polar",  "Off 

"Graph  Order" 

"Seq",  "Simul"  ' 

"Grid" 

"Off,  "On"  2 

"Axes" 

"Off,  "On"                      (not  3D  graph  mode) 
"Off,  "Axes",  "Box"           (3D  graph  mode) 

"Leading  Cursor" 

"Off,  "On"  2 

"Labels" 

"Off,  "On" 

"Style" 

"Wire  Frame",  "Hidden  Surface",  "Contour  Levels",  "Wire  and  Contour", 
"Implicit  Plot"  ^ 

"Seq  Axes" 

"Time",  "Web",  "Ul-vs-U2"  •* 

"DE  Axes" 

"Time",  "t-vs-y'  ",  "y-vs-y'  ",  "yl-vs-y2",  "yl-vs-y2'  ",  "yl'-vs-y2'  "  ^ 
Tip:  To  type  a  prime  symbol  (  '  ),  press  |2nd|  [■]. 

"Solution  Method" 

"RK",  "Euler"  ^ 

"Fields" 

"SlpFld",  "Du-Fld",  "FldOff  ^ 

^Not  available  in  Sequence,  3D,  or  Diff  Equations  graph  mode. 
^Not  available  in  3D  graph  mode. 
^Apphes  only  to  3D  graph  mode. 
^Apphes  only  to  Sequence  graph  mode. 
^Apphes  only  to  Diff  Equations  graph  mode. 


set  Fol  d  (mai  n  )  [ENTER]  "chris" 

setFold(chris)->oldfoldr  IemterI 

"tnai  n " 


l^a  IEMTERI  1 

setFol  d(#o1  dfol  dr)  IEMTERI  "chris" 


a  IEMTERI  a 


c h  r  1  s  \ a  IEMTERI  1 


setGrapli(  "Graph  Order",  "Seq") 

[EMTERl  "SEQ" 

setGraph("Coordi nates", "Off") 
[EMTERl  "RECT" 

Note:  CapitaUzation  and  blank  spaces  are 
optional  when  entering  mode  names. 
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setModeO  catalog 

setMo<ie{modeNameString,  settingString) 
setMode(/isi)  stringList 


string 


Sets  mode  modeNameString  to  the  new  setting 
settingStnng,  and  returns  the  current  setting 
of  that  mode. 

modeNameString  is  a  character  string  that 
specifies  which  mode  you  want  to  set.  It  must 
be  one  of  the  mode  names  from  the  table 
below. 

settingString  is  a  character  string  that 
specifies  the  new  setting  for  the  mode.  It 
must  be  one  of  the  settings  listed  below  for 
the  specific  mode  you  are  setting. 

list  contains  pairs  of  keyword  strings  and 
will  set  them  all  at  once.  This  is 
recommended  for  multiple-mode  changes. 
The  example  shown  may  not  work  if  each  of 
the  pairs  is  entered  with  a  separate  setModeO 
in  the  order  shown. 

Use  setMode(va)-)  to  restore  settings  saved 
with  getMode("ALL")>  var. 

Note:  To  set  or  return  infonnation  about  the 
Unit  System  mode,  use  setUnitsO  or  getUnitsO 
instead  of  setMode()  or  getMode(). 


setModeC " An gle"," Degree") 

"RADIAN " 


I  ENTER  I 


^2 

IT 


sin  (45)  lEMTER 

setMode ( " Angl e" , " Radi  an " ) 
[ENTERl  "DEGREE 

S  1  n  ( Jt/4  )  ENTERl 


^2 


setMode( "Di spl ay  Digits", 

"Fix  2" )  [ENTER]  "FLOAT" 


n    I  enter! 


3.14 


setMode  ("Display  Digits", 
"Float")  [enTerI  "FIX  2" 


TI  fn  I  ENTERl 


3.141... 


setMode  ({"Split  Screen", 
" Left - Ri ght" , "Spl 1 1  1  App", 
"Graph" ."Split  2  App" , "Tabl e" ) ) 


I  ENTER  I 


{"Split  2  App"  "Graph" 
"Split  1  App"  "Home" 
"Spl it  Screen"  "FULL") 


Note:  CapitaUzation  and  blank  spaces  are 
optional  when  entering  mode  names. 
Also,  the  results  in  these  examples  may  be 
different  on  your  unit. 


Mode  Name 

Settings 

"Graph" 

"Function",  "Parametric",  "Polar",  "Sequence",  "3D",  "Diff  Equations" 

"Display  Digits" 

"Fix  0",  "Rx  1", "Fix  12",  "Float",  "Float  1", "Float  12" 

"Angle" 

"Radian",  "Degree" 

"Exponential  Format" 

"Normal",  "Scientific",  "Engineering" 

"Complex  Format" 

"Real",  "Rectangular",  "Polar" 

"Vector  Format" 

"Rectangular",  "Cylindrical",  "Spherical" 

"Pretty  Print" 

"Off',  "On" 

"Split  Screen" 

"Full",  "Top-Bottom",  "Left-Right" 

"Split  1  App" 

"Home",  "Y=  Editor",  "Window  Editor",  "Graph",  "Table",  "Data/Matrix 
Editor",  "Program  Editor",  "Text  Editor",  "Numeric  Solver",  "Rash  App" 

"Split  2  App" 

"Home",  "Y=  Editor",  "Window  Editor",  "Graph",  "Table",  "Data/Matrix 
Editor",  "Program  Editor",  "Text  Editor",  "Numeric  Solver",  "Flash  App" 

"Number  of  Graphs" 

"I",  "2" 

"Graph2" 

"Function",  "Parametric",  "Polar",  "Sequence",  "3D",  "Diff  Equations" 

"Split  Screen  Ratio" 

"1:1",  "1:2",  "2:1"  (TI-92  Plus  only) 

"Exact/Approx" 

"Auto",  "Exact",  "Approximate" 

"Base" 

"Dec",  "Hex",  "Bin" 

"Language" 

"English",  "Alternate  Language" 
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setTableO  catalog 

setTab\e(modeNameString,  settingString)  stHng 

Sets  the  table  parameter  modsNameStHng  to 
settiTigStnng,  and  returns  the  previous  setting 
of  the  parameter.  Storing  the  previous  setting 
lets  you  restore  it  later. 

modeNanwStnng  is  a  character  string  that 
specifies  vfhich  parameter  you  want  to  set.  It 
must  be  one  of  the  parameters  from  the  table 
belovF. 

settingString  is  a  character  string  that 
specifies  the  new  setting  for  the  parameter.  It 
must  be  one  of  the  settings  Usted  below  for 
the  specific  parameter  you  are  setting. 


setTabl  e(  "Graph  <-> 
Table", "ON") 

I  ENTER  I 

setTabl e(" Independent" 

I  ENTER  I 
[3  [TbISet] 


iitbl:  II. 
Independent:  AUTD^ 


"OFF" 

"AUTO") 
"ASK" 


Note:  Capitahzation  and  blank  spaces 


are  optional  when  entering  parameters. 

Parameter  Name 

Settings 

"Graph  <->  Table" 

"Off,  "On" 

"Independent" 

"Auto",  "Ask" 

setUnitsQ  catalog 

setUnits(;isJi)   =>  list 


Sets  the  default  units  to  the  values  specified 
in  listl,  and  returns  a  list  of  the  previous 
defaults. 

•  To  specify  the  built-in  SI  (metric)  or 
ENG/US  system,  listl  uses  the  form: 

("SI")  or  {"ENG/US") 

•  To  specify  a  custom  set  of  default  units, 
listl  uses  the  form: 

{"CUSTOM",  "catr,  "unitr[,  "cat2",  "unitZ',  ...]) 

where  each  cat  and  unit  pair  specifies  a 
category  and  its  default  unit.  (You  can 
specify  built-in  units  only,  not  user-defined 
units.)  Any  category  not  specified  will  use 
its  previous  custom  unit. 


•  To  return  to  the  previous  custom  default 
units,  listl  uses  the  form: 

{"CUSTOM") 

If  you  want  different  defaults  depending  on 
the  situation,  create  separate  lists  and  save 
them  to  unique  list  names.  To  use  a  set  of 
defaults,  specify  that  list  name  in  setUnits(). 

You  can  use  setUnitsO  to  restore  settings 
previously  saved  vrith  setUnits()  ■*  var  or  with 
getUnitsO  >m)-. 


All  unit  names  must  begin  with  an 
underscore  _. 

TI-89:  0  [_] 
TI-92  Plus:  [M]  [-] 

You  can  also  select  units  from  a  menu  by 
pressing: 

TI-89:  End]  [UNITS] 

TI-92  Plus:  [D  [units] 

setUni  ts(  { "SI" ) )  [enTerI 

{"SI"     "Area"  "NONE" 
"Capaci  tance"     "_F"     . . . } 


setUnits( ("CUSTOM", "Length" , 
"_cm" ,  "Mass" ,  "_gm" ) )  I  enter  I 

("SI"     "Length"  "_m" 
"Mass"     "_kg"     . . . ) 

Note:  Your  screen  may  display  different 
units. 
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Shade  catalog 


Shade  exprl,  expr2,  {xlow\,  {xhigh\,  [pattern],  [patRes] 

Displays  the  Graph  screen,  graphs  exprl  and 
expr2,  and  shades  areas  in  which  exprl  is  less 
than  expr2.  {exprl  and  expr2  must  be 
expressions  that  use  x  as  the  independent 
variable.) 

xk)w  and  xhigh,  if  included,  specify  left  and 
right  boundaries  for  the  shading.  Vahd  inputs 
are  between  xmin  and  xtnax.  Defaults  are  xmin 
and  xmax. 

pattern  specifies  one  of  four  shading  patterns: 

1  =  vertical  (default) 

2  =  horizontal 

3  =  negative-slope  45° 

4  =  positive-slope  45° 

patRes  specifies  the  resolution  of  the  shading 

patterns: 

1=  solid  shading 

2=  1  pixel  spacing  (default) 

3=  2  pixels  spacing 

10=  9  pixels  spacing 

Note:  Interactive  shading  is  available  on  the 
Graph  screen  through  the  Shade  instruction. 
Automatic  shading  of  a  specific  function  is 
available  through  the  Style  instruction.  Shade 
is  not  valid  in  3D  graphing  mode. 


In  the  ZoomTrig  viewing  window: 


Shade  cos (x ), si n ( x )  [enter] 


TI-89:  [HOiViEl 
TI-92  Plus:  IZl  [home] 
CI  rDraw  I  enter  I 
Shade  cos  (x)  ,si  n(x)  ,0 ,5  Ienteri 


Done 


TI-89:  [HOME] 

TI-92  Plus:  [±]  [home] 


CI  rDraw  [ENTER]  Done 
Shade  cos  ( x ) ,  si  n  ( x )  ,  0  , 5  , 2  IENTERI 


TI-89:  [HOME] 

TI-92  Plus:  \J]  [home] 


CI  rDraw  [enTerI  Done 
Shade  cos ( x ) , s 1 n ( x ) , 0 , 5  , 2  , 1 
IENTERI 
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ShiftO  CATALOG 

shUt{integerl[,#ofShifts])  integer- 

Shifts  the  bits  in  a  binary  integer.  You  can 
enter  integerl  in  any  number  base;  it  is 
converted  automatically  to  a  signed,  32-bit 
binary  form.  If  the  magnitude  of  integerl  is 
too  large  for  this  form,  a  symmetric  modulo 
operation  brings  it  within  the  range. 

If  itoJShifts  is  positive,  the  shift  is  to  the  left.  If 
#oJShifts  is  negative,  the  shift  is  to  the  right. 
The  default  is  "  1  (shift  light  one  bit). 

In  a  right  shift,  the  rightmost  bit  is  dropped 
and  0  or  1  is  inserted  to  match  the  leftmost 
bit.  In  a  left  shift,  the  leftmost  bit  is  dropped 
and  0  is  inserted  as  the  rightmost  bit. 

For  example,  in  a  right  shift: 


p>  Each  bit  shifts  right. 
ObOOOOOOOOOOOOOllllOlOllOOOOllOlOl 

t  i 

Inserts  0  if  leftmost  bit  is  0,  Dropped 
or  1  if  leftmost  bit  is  1 . 

produces: 

ObOOOOOOOOOOOOOOUllOlOllOOOOllOlO 

The  result  is  displayed  according  to  the  Base 
mode.  Leading  zeros  are  not  shown. 


In  Bin  base  mode: 

shm(Obll  11 01 01 100001 10101  ) 

I  ENTER  I 

ObllllOlOllOOOOllOlO 


shift(  256,l)  [enTerI 
In  Hex  base  mode: 

shift(oh78E)  [mm 


CblOOOOOOOOO 


0h3C7 
0hlE3 

shift(0h78E,2)  [EiTrERl  0hlE38 


shift(0h78E,  -2)  [EiffERl 


Important:  To  enter  a  binary  or 
hexadecimal  nmnber,  always  use  the  Ob 
or  Oh  prefix  (zero,  not  the  letter  O). 


shift(Ks«  l,#ofShifts])   =>  list 

Returns  a  copy  of  listl  shifted  right  or  left  by 
#oJShifts  elements.  Does  not  alter  listl. 

If  #oJShifts  is  positive,  the  shift  is  to  the  left.  If 
ItqfShifts  is  negative,  the  shift  is  to  the  right. 
The  default  is  "  1  (shift  right  one  element). 

Elements  introduced  at  the  begiiming  or  end 
of  list  by  the  shift  are  set  to  the  symbol 
"undef. 


In  Dec  base  mode: 

s  h  1  f  t  (  { 1 , 2  , 3  , 4 )  )  fEifTERl 

{undef  1  2  3} 

s  h  1  f  t  ( { 1 , 2 , 3 , 4 ) ,  -  2 )  mm 

{undef  undef  1  2} 


s  h  1  f  t  (  { 1 , 2  , 3  , 4 )  ,  1 )  Iwm 

{2  3  4  undef} 


sMItistringl  l,#qfShifts]) 


string 


Returns  a  copy  of  stringl  shifted  right  or  left 
by  #ofShifts  characters.  Does  not  alter  stringl. 

If  itoJShifts  is  positive,  the  shift  is  to  the  left.  If 
#ojShifts  is  negative,  the  shift  is  to  the  right. 
The  default  is  "  1  (shift  right  one  character). 

Characters  introduced  at  the  begirming  or 
end  of  stHng  by  the  shift  are  set  to  a  space. 


shi  ft(  "abed" )  Iemteri  "  abc" 

shi  ft(  "abed" ,  -  2 )  emteri  "  ab" 
shi  ft(  "abed" ,  1)  emteri         "bed  " 
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ShOWStat  CATALOG 

ShowStat 


Displays  a  dialog  box  containing  the  last 
computed  statistics  results  if  they  are  still 
vahd.  Statistics  results  are  cleared 
automatically  if  the  data  to  compute  them 
has  changed. 

Use  this  instruction  after  a  statistics 
calculation,  such  as  LinReg. 


signO 


MATH/Number  menu 

exjn-ession 


s\Qn{exj)Tessionl) 
s\qn(listl)   =>  list 
s\Qn{matrkxl)    =>  matrix 

For  real  and  complex  expressionl,  returns 
expressionl/abs{expressionl)  when 
expression}^  0. 

Returns  1  if  expressionl  is  positive. 
Returns  "  1  if  expressionl  is  negative. 
sign(O)  returns  ±1  if  the  complex  format 
mode  is  REAL;  otherwise,  it  returns  itself. 
sign(O)  represents  the  unit  circle  in  the 
complex  domain. 

For  a  list  or  matrix,  returns  the  signs  of  all 
the  elements. 

SimultO       MATH/Matrix  menu 

S\mu\\(coefjMatrix,  constVector[,  tol])    =>  matrix 

Returns  a  column  vector  that  contains  the 
solutions  to  a  system  of  linear  equations. 

coeffMatrix  must  be  a  square  matrix  that 
contains  the  coefficients  of  the  equations. 

constVector  must  have  the  same  number  of 
rows  (same  dimension)  as  coeffMatrix  and 
contain  the  constants. 

Optionally,  any  matrix  element  is  treated  as 
zero  if  its  absolute  value  is  less  than  tol.  This 
tolerance  is  used  only  if  the  matrix  has 
floating-point  entries  and  does  not  contain 
any  symbolic  variables  that  have  not  been 
assigned  a  value.  Otherwise,  tol  is  ignored. 


If  you  use  0  lEMTERl  or  set  the  mode  to 
Exact/Approx=APPROXIMATE,  computations 
are  done  using  floating-point  arithmetic. 

If  tol  is  omitted  or  not  used,  the  default 
tolerance  is  calculated  as: 

5e  - 1 4  *  miiyi(ti\m(coefJMatrix)) 
*  tovttioxm{coeffliIatrkx) 


{l,2,3,4.51»LlfEMTERl   {  1  2  3  4  5} 

{0,2,6,10,25)^12  mm 

  {0  2  6  10  25} 

TwoVar  LI ,  L2  [bTterI 

ShowStat  lEMTER 


f 

STflT  VfiRS 

=-i. 

=B.£ 

Tf. 

=15. 

ZXi 

IV 

=H5. 

ZXl' 

=ia?. 

s:c 

■'l.FBll^S 

=  [1K  "5 

si  gn(  -  3 . 2)  Iemteri 


sign(  {2,3,4,  -5}  )  {bTterI 

{1    1     1  -1} 

si  gn(  H-abs  (x) )  Iemter  1 


If  complex  format  mode  is  REAL: 
sign([- 3,0,3])  [emTer]      ["1  ±1  1] 


Solve  for  x  and  y: 
simult([l,2;3, 


3x  +  4; 
4],[1 


1 

- 1 


The  solution  is  x= "  3  and  y=2. 


Solve: 


ax  +  by  : 
cx  +  dy  : 


[a,b;c,d]^matxl  I  ENTER  I 
simul  t  (matxl ,  [1 ;  2] )  IEMTERI 

r-  (2-  b-d) 


IFTT 
2- 


a-  c 


a  •  d- b  •  c 
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s\mu\\{coeffMatrijo,  constMal}±i^[,  tol])    =^  matfix 

Solves  multiple  systems  of  linear  equations, 
where  each  system  has  the  same  equation 
coefficients  but  different  constants. 

Each  column  in  constMatrix  must  contain  the 
constants  for  a  system  of  equations.  Each 
colmnn  in  the  resulting  matrix  contains  the 
solution  for  the  corresponding  system. 


Solve:     x  +  2y=l         x  +  2y  =  2 
3x  +  4y  =  - 1     3x  +  4y  =  -  3 


simult([l,2;3,4],[l,2; "1, 
I  ENTER  I 


-3]) 


For  the  first  system,  x= "  3  and  y=2.  For 
the  second  system,  x= "  7  and  y=9/2. 


sin() 


TI-89:f2Hdir! 

S\n(ex]y}essionl)  = 
s\n(listl)   =>  list 


I]  key 

expression 


TI-92  Plus:  \sM  key 


s\n{expressimil)  returns  the  sine  of  the 
argument  as  an  expression. 

s\n(Ustl)  returns  a  list  of  the  sines  of  all 
elements  in  listl. 

Note:  The  argument  is  interpreted  as  either  a 
degree  or  radian  angle,  according  to  the 
current  angle  mode.  You  can  use  °  or  to 
override  the  angle  mode  setting  temporarily. 


In  Degree  angle  mode: 
si  n  (  (k/4)  '  )  I  ENTER  I 

sin  (45)  lEMTER 


si  n(  {0,60,90) )  [emTerI 
In  Radian  angle  mode: 
sinin/A)  ENTERI 


{0 


^3 


i2 
IT 


i2 
IT 


sin (45°)  lENTERI 


<2 
IT 


s\n{squareMatrixl ) 


squareMatrix 


Returns  the  matrix  sine  of  squareMatrixl.  This 
is  not  the  same  as  calculating  the  sine  of  each 
element.  For  information  about  the 
calculation  method,  refer  to  cos(). 

squareMatrixl  must  be  diagonahzable.  The 
result  always  contains  floating-point 
numbers. 


In  Radian  angle  mode: 
sin([l, 5,3:4,2,1:6, 

.  942...      - .  045... 
-.045...  .949... 
-.048...  -.006... 


-2,1])  [ENTERl 

- .  031...  - 
- .  020... 
.961... 


sin-i() 


TI-89:[I][siN-i]key 

{expressionl)  =>  expi 
sin-1  (listl)   =>  list 


TI-92  Plus:  (2nd]  [SIN  ']  key 


sin-^  {expressionl)  returns  the  angle  whose 
sine  is  expressionl  as  an  expression. 

sin-1  {listl)  returns  a  list  of  the  inverse  sines  of 
each  element  of  listl. 

Note:  The  result  is  returned  as  either  a 
degree  or  radian  angle,  according  to  the 
current  angle  mode  setting. 


In  Degree  angle  mode: 

sin-Ml)  [emTerI  90 

In  Radian  angle  mode: 
sin-1  (  (0,  .2,  .5)  )  [emTer] 

{0     .201...  .523...) 
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s\n''^{squareMatrixl) 


squareMatrix 


sinh() 


Returns  the  matrix  inverse  sine  of 
squareMatrix  1.  This  is  not  the  same  as 
calculating  the  inverse  sine  of  each  element. 
For  information  about  the  calculation 
method,  refer  to  cos(). 

squareMatrixl  must  be  diagonahzable.  The 
result  always  contains  floating-point 
numbers. 

MATH/Hyperbolic  menu 

expression 


In  Radian  angle  mode  and  Rectangular 
complex  format  mode: 


sin-l([l,5,3; 
I  ENTER  I 

r-.164...-.064...-i 
.725...-  1.515...-i 
2.083...-  2.632... -i 


4,2,1;5,-2,1]) 

;     1.490...-  2.105...-I 
.  947...-.  778... -i 
-  1.790...+1.271...-i 


s\nh{exipressionl) 
sinh(KsSi)   =>  list 


sinh  (exjpressionl)  returns  the  hyperbolic  sine 
of  the  argument  as  an  expression. 

sinh  (list)  returns  a  hst  of  the  hyperbohc  sines 
of  each  element  of  listl. 


S  1  n  h  (  1  .  2  )  I  ENTER  I 

s  1  n  h  (  ( 0  , 1 .  2  , 3  . 

{0 


I  )  I  ENTER  I 
1.509... 


1.509... 


10.017...) 


sinh  {squareMatrixl ) 


squareMatrix 


Returns  the  matrix  hyperbolic  sine  of 
squareMatrixl.  This  is  not  the  same  as 
calculating  the  hyperbolic  sine  of  each 
element.  For  information  about  the 
calculation  method,  refer  to  cos(). 

squareMatrix:  1  must  be  diagonahzable.  The 
result  always  contains  floating-point 
numbers. 

sinh    0       MATH/Hyperbolic  menu 

sinh"""  (expression!)    =>  expression 
sinh-1  (listl)   =>  list 

sinh-i  (expressionl)  returns  the  inverse 
hyperbolic  sine  of  the  argument  as  an 
expression. 

sinh-1  (listl)  returns  a  list  of  the  inverse 
hyperbolic  sines  of  each  element  of  tistl. 


In  Radian  angle  mode: 
s  1  n  h  ( [  1 ,  5  , 3  ;  4 ,  2  , 1 ;  5  , 

I  ENTER  I 


■2,1]) 


360.954    305.708  239.604- 
352.912    233.495  193.564 
L298.632    154.599  140.251 


sinh-1  (0)  I  ENTER  I 


sinh-1  (  (0,2.1,31  )  [enTerI 

{0    1.487...  sinh-i(3)} 


sinh'^squareMatrixl) 


squareMatrix 


In  Radian  angle  mode: 


Returns  the  matrix  inverse  hyperbohc  sine  of  sinh-l([l,5,3;4,2,l;6 
sgmrelfatra-J.  This  is  noi  the  same  as  I  ENTER  I 

calculating  the  inverse  hyperbolic  sine  of 
each  element.  For  information  about  the 
calculation  method,  refer  to  cos(). 


■2,1]) 


-.041... 
1.453... 
2.750... 


2.155... 
.926... 
-  1.528... 


1.158... 

.112... 

.572... 


squareMatrixl  must  be  diagonahzable.  The 
result  always  contains  floating-point 
numbers. 
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SinReg       MATH/Statistics/Regressions  menu 

SinReg  listl,  list2  [,  [iterations],  [period]  [,  Ust3,  list4]] 

Calculates  the  sinusoidal  regression  and 
updates  aU  the  system  statistics  variables. 

All  the  lists  must  have  equal  dimensions 
except  for  list4. 

listl  represents  xhst. 

Iist2  represents  ylist. 

lists  represents  category  codes. 

Iist4  represents  category  include  Ust. 

iterations  specifies  the  maximum  number  of 
times  (1  through  16)  a  solution  will  be 
attempted.  If  omitted,  8  is  used.  Typically, 
larger  values  result  in  better  accuracy  but 
longer  execution  times,  and  vice  versa. 

period  specifies  an  estimated  period.  If 
omitted,  the  difference  between  values  in 
listl  should  be  equal  and  in  sequential  order. 
If  you  specify  period,  the  differences  between 
x  values  can  be  unequal. 

Note:  listl  through  lists  must  be  a  variable 
name  or  cl-c99  (columns  in  the  last  data 
variable  shown  in  the  Data/Matrix  Editor). 
Iist4  does  not  have  to  be  a  variable  name  and 
cannot  be  cl-c99. 

The  output  of  SinReg  is  always  in  radians, 
regardless  of  the  angle  mode  setting. 

SOlveO        MATH/Algebra  menu 


SO\'^eifiquation,  var) 
SO\\/e(inequality,  var) 


Boolean  expression 
>   Boolean  expression 


Returns  candidate  real  solutions  of  an  equation 
or  an  inequalify  for  var.  The  goal  is  to  return 
candidates  for  all  solutions.  However,  there 
might  be  equations  or  inequalities  for  which  the 
number  of  solutions  is  infinite. 


In  function  graphing  mode: 
seq(x,x,1.361,30  )^Ll  [emterI 

{1  31  51  ...} 
{5.5,8,11,13.5,16.5,19,19.5,17, 
14.5,12.5,8.5,6.5,5.5)^12  iBiTERl 

  {5.5  8  11  ...} 

SinReg  L1,L2  {enTerI  Done 


ShowStat  lEMTER 


f  STflTVfiRS 

=S.77i!l27 

^  =-1.21E:EE:? 

■1  =1::.1B1F£ 

c:Ert4f-=[lK  > 

I  ENTER  I 

regeq(x)^yl(x)  enterI 
NewPlot  1,1,L1,L2  [EMTERl 
[3  [graph] 


Done 
Done 


solve(a*x*2+b*x+c=0,x)  emterI 


a-  c-b 


-              a  -  c+b) 
°i"   2^-a  


Solution  candidates  might  not  be  real  finite 
solutions  for  some  combinations  of  values  for 
undefined  variables. 

For  the  AUTO  setting  of  the  Exact/Approx  mode, 
the  goal  is  to  produce  exact  solutions  when 
they  are  concise,  and  supplemented  by  iterative 
searches  with  approximate  arithmetic  when 
exact  solutions  are  impractical. 

Due  to  default  cancellation  of  the  greatest 
common  divisor  from  the  numerator  and 
denominator  of  ratios,  solutions  might  be 
solutions  only  in  the  limit  from  one  or  both 
sides. 


ans(l)|  a=l  and  b=l  and  c=l 
I  enter  I 

Error:  Non-real  result 
solve(  (x-a)e"(x)  =  "x*  (x-a)  ,x) 

I  ENTER  I 

X  =  a  or  X  =" .  567... 


(x+l)(x-l)/(x-l)+x-3  Enter] 

2-  x-2 

so1ve(entrv(l)=0,x)  IenterI  x  =  1 
entrY(2)  |ans(l)  [enTerI  undef 
1  itni  t(  entrv(3  )  ,x,l )  IENTERI  0 


Forinequalitiesoftypes>,<,<,  or  >,  explicit        solve(5x-2  >  2x.x)  IENTERI       x  >  2/3 
solutions  are  unhkely  unless  the  inequahty  is 
linear  and  contains  only  var. 
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For  the  EXACT  setting  of  the  Exact/Approx  mode, 
portions  that  cannot  be  solved  are  returned  as 
an  implicit  equation  or  inequality. 

Use  the  "I"  operator  to  restrict  the  solution 
interval  and/or  other  variables  that  occur  in  the 
equation  or  inequaUty.  When  you  find  a  solution 
in  one  interval,  you  can  use  the  inequality 
operators  to  exclude  that  interval  from 
subsequent  searches. 

false  is  returned  vphen  no  real  solutions  are 
found,  true  is  returned  if  solve<)  can  determine 
that  any  Unite  real  value  otvar  satisfies  the 
equation  or  inequality. 

Since  solveQ  always  returns  a  Boolean  result, 
you  can  use  "and,"  "or,"  and  "not"  to  combine 
results  from  solveQ  with  each  other  or  with 

other  Boolean  expressions. 

Solutions  might  contain  a  unique  new 
undefined  variable  of  the  form  @nj  with  j  being 
an  integer  in  the  interval  1-255.  Such  variables 
designate  an  arbitrary  integer. 

In  real  mode,  fractional  powers  having  odd 
denominators  denote  only  the  real  branch. 
Otherwise,  multiple  branched  expressions  such 
as  fractional  powers,  logarithms,  and  inverse 
trigonometric  functions  denote  only  the 
principal  branch.  Consequently,  solve() 
produces  only  solutions  corresponding  to  that 
one  real  or  principal  branch. 

Note:  See  also  cSolveO,  cZeros(),  nSolve(),  and 
zeros(). 


exact(solve((x-a)e"(x)="x* 
(x-a),x))  [ENTERl 

e'-  +  x  =  0  or  x  =  a 

In  Radian  angle  mode: 

sol ve(tan(x)=l/x,x) |x>0  and  x<l 
I  ENTER  I  x=.860... 


sol  ve(x=X+l  ,X)  lEMTERI 

sol  ve(x=x,x)  I  ENTER  I 


f  al  se 
true 


2x-l<l  and  so1  ve (x^2?i9 .x )  Iewteri 
x  <  1  and  x  #  -3 


In  Radian  angle  mode: 
solve(sin(x)=0.x)  iemteri  x  =  ®nl-;c 


S0lve(x^(l/3)=-l,x)  lEMTERI  X^'l 

so1ve(V"(x)  =  -2,x)  lENTERI  false 
so1ve(  -^/^(x)=-2.x)  IENTERI        x  =  4 


solve{equaHonl  and  equatum2  [and  ...  ],  {varOrGuesslj 
varOrGuess2  [, ...  ]})         Boolean  exfnresswn 

Returns  candidate  real  solutions  to  the 
simultaneous  algebraic  equations,  where 
each  varOrGuess  specifies  a  variable  that  you 
want  to  solve  for. 

Optionally,  you  can  specify  an  initial  guess 
for  a  variable.  Each  varOrGuess  must  have  the 
form: 

variable 
-or- 

variable  =  real  or  non-real  number 


sol ve(y=x'2- 2  and 
x+2y=-l,{x,y})  [ENTerI 

x=l  and  y=" 1 
or  x=-3/2  and  y=l/4 


For  example,  x  is  valid  and  so  is  x=3. 
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If  all  of  the  equations  are  polynomials  and  if 
you  do  NOT  specify  any  initial  guesses, 
solveO  uses  the  lexical  Grobner/Buchberger 
elimination  method  to  attempt  to  determine 
all  real  solutions. 

For  example,  suppose  you  have  a  circle  of 
radius  r  at  the  origin  and  another  circle  of 
radius  r  centered  where  the  first  circle 
crosses  the  positive  x-axls.  Use  solve()  to  fmd 
the  intersections. 

As  illustrated  by  r  in  the  example  to  the  right, 
simultaneous  volynom.ial  equations  can  have 
extra  variables  that  have  no  values,  but 
represent  given  numeric  values  that  could  be 
substituted  later. 


You  can  also  for  instead^  include  solution 
variables  that  do  not  appear  in  the  equations. 
For  example,  you  can  include  z  as  a  solution 
variable  to  extend  the  previous  example  to 

two  parallel  intersecting  cylinders  of  radius  r. 

The  cylinder  solutions  illustrate  how  famihes 
of  solutions  might  contain  arbitrary  constants 
of  the  form  @k,  where   is  an  integer  suffix 
from  1  through  255.  The  suffix  resets  to  1 
when  you  use  CIrHome  or  [FT]  8:Clear  Home. 

For  polynomial  systems,  computation  time  or 
memory  exhaustion  may  depend  strongly  on 
the  order  in  which  you  list  solution  variables. 
If  your  initial  choice  exhausts  memory  or 
your  patience,  try  rearranging  the  variables  in 
the  equations  and/or  varOrGuess  list. 

If  you  do  not  include  any  guesses  and  if  any 
equation  is  non-polynomial  in  any  variable 
but  all  equations  are  linear  in  the  solution 
variables,  solve()  uses  Gaussian  elimination 
to  attempt  to  determine  all  real  solutions. 

If  a  svstem  is  neither  polvnomial  in  all  of  its 
variables  nor  linear  in  its  solution  variables. 
solveO  determines  at  most  one  solution  using 
an  approximate  iterative  method.  To  do  so, 
the  number  of  solution  variables  must  equal 
the  number  of  equations,  and  all  other 
variables  in  the  equations  must  simplify  to 
numbers. 


sol  ve(x''2+y"2=r"2  and   

(x-r)*2+y''2=r'^2,{x,y})  I  ENTER  I 

x=  Y  and  y=  — 

or  x=  2  and  y=  — ^ — 

sol  ve(x'^2+y*2=r*2  and   

(x-r)'^2+y'^2=r'^2,{x,y,z))  [ENTER] 

r  V3-r 

x=  J  and  y=  — g—  and  z=®l 

r  'V3-r 

or  x=  -y  and  y=  — ^ —  and  z=®l 


sol ve ( x+e" ( z )* y=l  and 
x-y=sin(z),{x,y))  IeMTerI 

e''Sin(z)+l  -(sin(z)-l 

^=   ^ifl  y=   TTi  

e'+l  e'+l 

sol  ve(e*(z)*y=l  and 
-y=sin(z) ,  (y  ,z) )  IeMTerI 

y=.041..  and  z=3.183.. 
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Each  solution  variable  starts  at  its  guessed 
value  if  there  is  one;  othervrise,  it  starts  at 
0.0. 

Use  guesses  to  seek  additional  solutions  one 
by  one.  For  convergence,  a  guess  may  have 
to  be  rather  close  to  a  solution. 

SortA  MATH/List  menu 

SortA  listNamel[,  listName2]  [,  UstNameS] ... 

SortA  vectorNamel[,  vectorName^  [,  vectorNameS]  ... 

Sorts  the  elements  of  the  first  argument  in 
ascending  order. 

If  you  include  additional  arguments,  sorts  the 
elements  of  each  so  that  their  nevp  positions 
match  the  new  positions  of  the  elements  in 
the  first  argument. 

All  arguments  must  be  names  of  hsts  or 
vectors.  AU  arguments  must  have  equal 
dimensions. 

SortD  MATH/List  menu 


sol veCe" ( z )* y=l  and 
"y=sin(z) ,  {y,z=27i} )  Ienteri 

y=.001...  and  z=6.281... 


{2,l,4.3}»1istlfEM7ERl 
SortA  1  i  stl  lEMTER 


1  1  St2  IENTERI 
1  1  Stl  IENTERI 


{2,1 


1  1  Stl  [ENTER] 

14,3,2,ll»1ist2[ENTERl 
SortA  1  ist2,l  i  stl  [enTerI 


{1 
{4 


4,3) 
Done 

3  4} 

2  1} 
Done 

3  4} 
2  1} 


SortD  listNamel[,  listName2]  [,  listName3] ... 

{2,l,4,3}^listl|ENTER| 

{2 

1 

4  3} 

SortD  vectorName}[,vectorName  2]  {,vectorName  3\  ... 

{l,2,3,4)^list2|ENTER| 

{1 

2 

3  4} 

Identical  to  SortA,  except  SortD  sorts  the 

SortD  listl,list2IENTER 

Done 

elements  in  descending  order. 

1  1  stl  IENTERI 

{4 

3 

2  1} 

1  1  St2  IENTERI 

{3 

4 

1  2} 

^Sphere      MATH/Matrix/Vector  ops  menu 

vector  ^Sphere 

Displays  the  row  or  column  vector  in 
spherical  form  [p  ZQ  Zii]. 

vector  must  be  of  dimension  3  and  can  be 
either  a  row  or  a  colunm  vector. 

Note:  ^Sphere  is  a  display-format  instruction, 
not  a  conversion  function.  You  can  use  it 
only  at  the  end  of  an  entry  line. 


[l,2,3]»Sphere 

[TIfEMTERl  [3.741...  Zl  .107.. 

[2,Zrt/4,3]>Sphere 
WfENTEfll    [3.605...  Z 


Z.640...] 


[^13 


785... 

Zcos-1  ( 


.588. 
^13 


13 


StdDevO     MATH/Statistics  menu 

StdDev(/isi[, /reg/^s?])  expression 

Returns  the  standard  deviation  of  the 
elements  in  list. 

Each/regiisi  element  counts  the  number  of 
consecutive  occurrences  of  the 
corresponding  element  in  list. 

Note:  list  must  have  at  least  two  elements. 


stdDev  ( {a  ,b  ,  c)  )  IENTERI 
stdDev((1.2.5.-6,3,-21)lENTERl 


3 

■st-dDeuKl     2     5     "6    3  K 

2 


StdDev ( {1.3,2.5,-6.4} , {3,2,51 ) 
lEiffERl  4.33345 
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St<iDe\l(mat7'ixl[,freqmatHx])     =>  matrix 

Returns  a  row  vector  of  the  standard 
deviations  of  tlie  columns  in  matrixl. 

Each  freqmatrix  element  counts  the  number 
of  consecutive  occurrences  of  the 
corresponding  element  in  matrixl. 


stdDev([l,2,5;-3,0,l 
[2.179... 


I  ENTER  I 


;.5,.7,3]) 
1.014...  2] 


stdDev([-1.2,5.3;2.5.7.3;6,-4] , 
[4,2;3,3;1,7])  [EMTERl 

[2.7005,5.44695] 


Note:  matrixl  must  have  at  least  two  rows. 


StoGDB  CATALOG 

StoGDB  GDBvar 

Creates  a  Graph  database  (GDB)  variable 
that  contains  the  current: 

*  Graphing  mode 

*  Y=  functions 

*  Window  variables 

*  Graph  format  settings 

1-  or  2-Graph  setting  (split  screen  and  ratio 
settings  if  2-Graph  mode) 
Angle  mode 
Real/complex  mode 

*  Initial  conditions  if  Sequence  or 
Diff  Equations  mode 

*  Table  flags 

*  tblStart,  Atbl,  tbllnput 

You  can  use  RclGDB  GDBvar  to  restore  the 
graph  environment. 

*Note:  These  items  are  saved  for  both  graphs 
in  2-Graph  mode. 

Stop  CATALOG 

Stop  Program  segment: 

Used  as  a  program  instruction  to  stop  i 
program  execution.  For  1,1,10,1 

If  1=5 
Stop 
EndFor 


StOPiC  CATALOG 

StoPic  picVar  [,  pxlRow,  pxlCol]  [,  width,  height] 

Displays  the  graph  screen  and  copies  a 
rectangular  area  of  the  display  to  the  variable 

picVar. 

pxlRow  and  pxICol,  if  included,  specify  the 
upper-left  comer  of  the  area  to  copy  (defaults 
are  0,  0). 

width  and  height,  if  included,  specify  the 
dimensions,  in  pixels,  of  the  area.  Defaults 
are  the  width  and  height,  in  pixels,  of  the 
current  graph  screen. 

Store  See  ■»  (store),  page  539. 
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StringO       MATH/String  menu 

Str\nQ{expression)  string 


string(  1.2345  )  [emTerI 


Simplifies  expi-ession  and  returns  the  result  as 
a  character  string. 


string(l+2)  Iemter 


"1 .2345" 
"3" 


string(cos(x)+V(3))  Iemter 

"cos(x)  +-\r(3)" 


Style  CATALOG 

style  equanum,  stylePropertyString 


Sets  the  system  graphing  function  equanum  in 
the  current  graph  mode  to  use  the  graphing 
property  stylePropertyString. 

equanum  must  be  an  integer  from  1-99  and 
the  function  must  already  exist. 

stylePropertyStHng  must  be  one  of  "Line", 
"Dot",  "Square",  "Thick",  "Animate",  "Path", 
"Above",  or  "Below". 

Note  that  in  parametric  graphing,  only  the  xt 
half  of  the  pair  contains  the  style 
information. 

Vahd  style  names  vs.  graphing  mode: 

Function:  all  styles 

Parametric/Polar:  line,  dot,  square,  thick, 

animate,  path 
Sequence:  line,  dot,  square,  thick 

3D:  none 
Diff  Equations:     line,  dot,  square,  thick, 

animate,  path 

Note:  CapitaUzation  and  blank  spaces  are 
optional  when  entering  stylePropeHyString 
names. 

SUbMatO  CATALOG 

SUblAsA^matrixiy,  startRow]  [,  startCol]  [,  endRow] 
[,  endCol])       =>  matrix 

Returns  the  specified  submatrix  ofmatnxl. 

Defaults:  staHRow=l,  startCol=l,  en(iii!ow;=last 
row,  eBdCoi=last  column. 


SUm()  MATH/List  menu 

sum{^is([,  stm-tl,  end]])    =>  expression 

Returns  the  sum  of  the  elements  in  list. 

Start  and  mid  are  optional.  They  specify  a 
range  of  elements. 


Sty]  e  1 ,  "thi  ck"  Iemter  I 
Styl  e  10 ,  "path"  Iemter  I 


Done 
Done 


Note:  In  function  graphing  mode,  these 
examples  set  the  style  of  y1  (x)  to  "Thick" 
andy10(x)  to  "Path". 


[l,2,3;4,5,6:7,8,9]*nil  [EirfERl 

subMat(ml,2,l,3,2)  [emTerI 
subMat(ml,2,2)  [emTerI 


rl  2 

3-1 

4  5 

5 

_7  8 

9_ 

8-1 

9-1 

sum({l,2,3,4,5))  [emTerI 
sum(  (a, 2a, 3a)  )  I  EMTERI 


sum(  seq(n  ,n  ,  1 , 10  ) )  I  EMTERI 


sum(  (1,3,5,7,9)  ,3)  fEMTERl 


15 
6-  a 

55 
21 
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SUm{matHxl[,  sta}-t[,  end]])  matrix 

Returns  a  row  vector  containing  the  sums  of 
the  elements  in  the  columns  in  matrixl. 

Start  and  end  are  optional.  They  specify  a 
range  of  rows. 


sum([l,2,3:4.5.6])  [emTerICB    7  9] 


SWitChO  CATALOG 

switch([i«Iege7i])  - 


integer 


Returns  the  number  of  the  active  window. 
Also  can  set  the  active  window. 

Note:  Window  1  is  left  or  top;  Window  2  is 
right  or  bottom. 

K  int£gerl  =  0,  returns  the  active  window 
number. 

Jfintegerl  =  1,  activates  window  1  and 
returns  the  previously  active  window 
number. 

If  integerl  =  2,  activates  window  2  and 
returns  the  previously  active  window 
number. 

If  integerl  is  omitted,  switches  windows  and 
returns  the  previously  active  window 
number. 

integerl  is  ignored  it  the  TI-89  /  TI-92  Plus  is  not 
displaying  a  spUt  screen. 


T  (transpose)    MATH/Matrix  menu 

matrixl  ^  matrix 


Returns  the  complex  conjugate  transpose  of 
matrixl . 


sum([l,2,3;4,5,6;7,8,9])  [EMTERl 

[12  15  18] 

sutn([l,2,3;4,5,6;7,8,9],2,3) 

lEMTERI 

[11,13,15] 


5  ■  sin^x! 


SWT  tch ( )  mm 


TciolslZo^mlTrictlRtGraf-hlMithlCriwlFtnl:; 

■  5-sinCx) 
■switchO  1 

MHIN               RHD  HJTD  FJNC 

[l,2,3;4,5,6:7,8,9]^iiiatl  fEirTERl 

-1  2  3- 

4  5  6 
7  8  9 


matlT  lEMTERI 

[a  ,b  ;  c  ,d]-»mat2  lEMTERI 
IIiat2T  lEMTERI 


■1  4  7- 
2  5  8 
.3  6  9. 

|.a  b, 
l-a  c. 


[l+i,2+/;3+i,4+j]^mat3  lEMTERI 

AH  ZH 
'-3+j  4+i-' 


IIiat3'''  I  ENTER  I 


\-i  3-1 
4-i^ 
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Table  catalog 

Table  expressionl[,  expresswn2]  [,  varl] 

Builds  a  table  of  the  specified  expressions  or 
functions. 

The  expressions  in  the  table  can  also  be 
graphed.  Expressions  entered  using  the  Table 
or  Graph  commands  are  assigned  increasing 
function  numbers  starting  with  1.  The 
expressions  can  be  modified  or  individually 
deleted  using  the  edit  functions  available 
when  the  table  is  displayed  by  pressing 
lF4l  Header.  The  currently  selected  functions  in 
the  Y=  Editor  are  temporarily  ignored. 

To  clear  the  functions  created  by  Table  or 
Graph,  execute  the  CIrGraph  command  or 
display  the  Y=  Editor. 

If  the  var  parameter  is  omitted,  the  current 
graph-mode  independent  variable  is 
assumed.  Some  valid  variations  of  this 
instruction  are: 

Function  graphing:     Table  expr,  x 
Parametric  graphing:  Table  xExpr,  yExpr,  t 
Polar  graphing:         Table  expr,  9 

Note:  The  Table  command  is  not  vahd  for 
3D,  sequence,  or  diff  equations  graphing.  As 
an  alternative,  you  may  want  to  use  BIdData. 


In  function  graphing  mode. 


Table  1 .  25x*  cos  ( x )  [enter] 


1 

0. 

1. 

. 67538 

2. 

-1.04 

3. 

-3.712 

4. 

-3.268 

Table  cos  ( ti  me  ) ,  ti  me  [enter] 


1 

2 

3 

0. 

1. 

1. 

. 67538 

.5403 

2. 

-1.04 

-.4151 

3. 

-3.712 

-.99 

4. 

-3.268 

-.6536 

tan()  TI-89:[lnd][TAN]  key 

\Skn(expressionl)  expression 
tan(listl)   =>  list 


TI-92  Plus:  [Tan]  key 


tan(exp?-essionl)  returns  the  tangent  of  the 
argument  as  an  expression. 

tan(listl)  returns  a  hst  of  the  tangents  of  aU 
elements  in  listl. 

Note:  The  argument  is  interpreted  as  either  a 
degree  or  radian  angle,  according  to  the 
current  angle  mode.  You  can  use  °  or  to 
override  the  angle  mode  temporarily. 


In  Degree  angle  mode: 
tan(  (7l/4)  '  )  ENTERI 


tan(45)  I  enter  I 


tan(  (0,60,90)  )  [enTerI 


In  Radian  angle  mode: 


tan(7c/4)  ENTERI 
tan(45°)  [enTer] 


(0    -13  undef} 

1 
1 


tan((ji,7i/3,-rt,it/4})  I  enter  I 

(0  -^3  0  1) 


\an{squareMatrixl) 


squareMatrix 


Returns  the  matrix  tangent  of  squareMatrix  1 . 
This  is  not  the  same  as  calculating  the 
tangent  of  each  element.  For  information 
about  the  calculation  method,  refer  to  cos(). 

squareMatrixl  must  be  diagonahzable.  The 
result  always  contains  floating-point 
numbers. 


In  Radian  angle  mode: 
tan([l,5,3;4,2,l:6, 

-  28.291...  26.088... 
12.117...  -  7.835... 
36.818...      -  32.806... 


-2,1])  [enter] 

11.114... 
-5.481... 
-  10.459... 
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tan-1()         TI-89:  B  [TAN-']  key 

tan-''  (expressionl)  =^  expression 
tan-1  (listl)    =>  list 


TI-92  Plus:  [led]  [tan-']  key 


tan-'  {expressionl)  returns  the  angle  whose 
tangent  is  expressionl  as  an  expression. 

tan-'  (listl)  returns  a  Ust  of  the  inverse 
tangents  of  each  element  of  listl . 

Note:  The  result  is  returned  as  either  a 
degree  or  radian  angle,  according  to  the 
current  angle  mode  setting. 


In  Degree  angle  mode: 
tan-1  (  1  )  I  ENTER  I 
In  Radian  angle  mode: 
tan-1  (  (0,  .2,  .5)  )  [emTerI 


.197.. 


45 


.463...} 


tan  -\squareMat'rixl ) 


squareMatrix 


Returns  the  matrix  inverse  tangent  of 
squareMatrix  1.  This  is  not  the  same  as 
calculating  the  inverse  tangent  of  each 
element.  For  information  about  the 
calculation  method,  refer  to  cos(). 

squareMatrixl  must  be  diagonahzable.  The 
result  always  contains  floating-point 
numbers. 


In  Radian  angle  mode: 
tan-l([l,5,3;4,2,l;5,-2,l]) 


I  ENTER  I 


-.083...    1.266...  .622... 
.748...      .630...  -.070... 
1.686...    -  1.182...  .455... 


tanhO 


MATH/Hyperbolic  menu 

t3Lnh{expressionl)  expression 
tanh(iisJ7)   =>  list 

Xanh{expressi^nl)  returns  the  hyperbolic 
tangent  of  the  argument  as  an  expression. 

tanh(;isJ)  returns  a  list  of  the  hyperbolic 
tangents  of  each  element  of  listl . 


tanh(1.2)  [enterI 


tanh(  [0,11 )  mm  {0 


.833.. 

tanh(l)) 


Uknh(squa7^eMatrixl) 


squareMatrix 


tanh-i() 


Returns  the  matrix  hyperbohc  tangent  of 
squareMatrixl.  This  is  not  the  same  as 
calculating  the  hyperbolic  tangent  of  each 
element.  For  information  about  the 
calculation  method,  refer  to  cos(). 

squareMatrixl  must  be  diagonahzable.  The 
result  always  contains  floating-point 
numbers. 

MATH/Hyperbolic  menu 

expression 


In  Radian  angle  mode: 
tanh([l,5,3;4,2,l;5,-2 

I  ENTER  I 


-.097...  .933... 
.488...  .538... 
1 . 282...    -  1 . 034... 


,1]) 

.425... 
-.129... 
.  428... 


tanh-1  {expressionl) 
tanh-1  (listl)   =>  list 

tanh-1  (expressi^l)  returns  the  inverse 
hyperbolic  tangent  of  the  argument  as  an 
expression. 

tanh-1  (listl)  returns  a  list  of  the  Inverse 
hyperbolic  tangents  of  each  element  of  listl. 


In  rectangular  complex  format  mode: 

tanh-1  (0)  [ENTERl 

tanh-1  (  {1,2.1,3)  )  [emTerI 


.518... -  1. 570. ..-j 


n(2)  It  ., 
-2  Y-i] 
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tBnh'\squareMatrixl) 


squareMatrix 


Returns  the  matrix  inverse  liyperbolic 
tangent  oi  squareMatrix  1 .  Ttiis  is  not  the  same 
as  calculating  the  inverse  hyperbohc  tangent 
of  each  element.  For  information  about  the 
calculation  method,  refer  to  cos(). 

squareMatrixl  must  be  diagonahzable.  The 
result  always  contains  floating-point 
numbers. 

taylorO       MATH/Calculus  menu 

Ur^\ov{expressionl,  var,  ordei'l,  point])    =^  expression 

Returns  the  requested  Taylor  polynomial. 
The  polynomial  includes  non-zero  terms  of 
integer  degrees  from  zero  through  order  in 
(war  minus  point).  taylor()  returns  itself  if 
there  is  no  truncated  power  series  of  this 
order,  or  if  it  would  require  negative  or 
fractional  exponents.  Use  substitution  and/or 
temporary  multiplication  by  a  power  of 
(;var  minus  point)  to  determine  more  general 
power  series. 

point  defaults  to  zero  and  is  the  expansion 
point. 


In  Radian  angle  mode  and  Rectangular 
complex  format  mode: 


tanh -1  ( [  1 

I  ENTER  I 


5,3;4,2,1;6,-2,1]) 


-.099...+  .164...-i 
-.087...-.725...-i 
.511...-  2.083...-i 


.267...-  1.490...-i 

.479...-.947...-i 

-.878...+1.790...-i 


taylor(e"(Ar(x)),x,2)  EMTERI 
taylor(e"(t)  ,t,4)  |t=-^(x)  [enterI 


taylor(fJ^,  X,  2,  s) 
■  taylor-(p^,  t,  4)  |  t  =  Jx 

„2     „3V2     „  ^ 


tayl  or(l/(x*  (x-  1) )  ,x,3)  [bTTerI 


t-ay  1  or  — T  7T- ,  X ,  3 ,  6 


expand ( tayl or(x/(x*(x-l)), 

X,4)/X,X)  lEMTER 


■  expand 

taylor-f — ^ — -r- , 

-x3-x2-x4-l 

tColleCtO    MATH\Algebra\Trig  menu 

tCo\\eci{expressionl)    =^  expression 


Returns  an  expression  in  which  products  and 
integer  powers  of  sines  and  cosines  are 
converted  to  a  hnear  combination  of  sines 
and  cosines  of  multiple  angles,  angle  sums, 
and  angle  differences.  The  transformation 
converts  trigonometric  polynomials  into  a 
linear  combination  of  their  harmonics. 

Sometimes  tCollectO  will  accomplish  your 
goals  when  the  default  trigonometric 
simplification  does  not.  tCollectO  tends  to 
reverse  transformations  done  by  tExpand(). 
Sometimes  applying  tExpandO  to  a  result 
from  tCollectO,  or  vice  versa,  in  two  separate 
steps  sunplrfies  an  expression. 


tCollect((cos(a))"2)  [emterI 

cos(2-  a)  +  1 


tCollect(sin(a)cos(|3))  emterI 

si  n  (oi-p)-Hsi  n  (a+p) 
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tExpandQ  MATH\Algebra\Trig  menu 

tBxpar\d{expressionl)    =>  expression 

Returns  an  expression  in  which  sines  and 
cosines  of  integer-multiple  angles,  angle 
sums,  and  angle  differences  are  expanded. 
Because  of  the  identity  (sin(x))^+(cos(x))^=l, 
there  are  many  possible  equivalent  results. 
Consequently,  a  result  might  differ  from  a 
result  shown  in  other  publications. 

Sometimes  tExpandO  wUl  accomphsh  your 
goals  when  the  default  trigonometric 
simplification  does  not.  tExpandO  tends  to 
reverse  transformations  done  by  tCollect(). 
Sometimes  applying  tCollectO  to  a  result  from 
tExpandO,  or  vice  versa,  in  two  separate  steps 
simplifies  an  expression. 

Note:  Degree-mode  scaling  by  n/lSO 
interferes  with  the  ability  of  tExpandO  to 
recognize  expandable  forms.  For  best  results, 
tExpandO  should  be  used  in  Radian  mode. 


tExpand(sin(3(|)) )  I  enter  I 

4-  sin((t))  •  (cos((|))  )2  ■ 


s  i  n  ( (b ) 


tExpand(cos(oi-p))  Iemteri 

cos(a)'  cos(p)-Hsin(a)'  sin(p) 


Text  CATALOG 

Text  promptString 

Displays  the  character  string  promptStt-ing 
dialog  box. 

If  used  as  part  of  a  Dialog. ..EndDlog  block, 

promptString  is  displayed  inside  that  dialog 
box.  If  used  as  a  standalone  instruction.  Text 
creates  a  dialog  box  to  display  the  string. 


Text  "Have 

a  nice  day  . "  [enterI 

Done 

f 

c:Ert4f=[iK  '^ 

Then 


See  If,  page  456. 


Title  CATALOG 
Title  titleString,  [Lbl] 


Creates  the  title  of  a  pull-down  menu  or 
dialog  box  when  used  inside  a  Toolbar  or 
Custom  construct,  or  a  Dialog. ..EndDlog 
block. 

Note:  Lbl  is  only  valid  in  the  Toolbar 

construct.  When  present,  it  allows  the  menu 
choice  to  branch  to  a  specified  label  inside 
the  program. 


Program  segment: 


:  D 1  a  1  0  g 
:  Title 
box" 

: Request 
: Dropdown 
born", 

seq( St ri  ng ( i  ) 
: EndDl og 


"This  is  a  dialog 

"Your  name",Strl 
"Month  you  were 

i  ,1,12)  ,Varl 


r  This 

s  1  JialoS  bfx  '\ 

VOUl'  FiOMt:  1 

Montn  wiu  wtr 

_Ji          CESilsilflNCEL  ^1 
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tmpCnvQ  catalog 


tn\pCnv{expressionl_°tempUnitl,  _°tempUnit2) 
expression  _°tempUnit2 

Converts  a  temperature  value  specified  by 
eocpressionl  from  one  unit  to  another.  Valid 
temperature  units  are: 

_°C  Celsius 

_°F  Fahrenheit 

_°K  Kelvin 

_°R  Ranldne 

I — For  °,  press  dndl  H. 

TI-89:  For  _,  press  0  [_]. 
TI-92  Plus:  For_,  press  (Mj  [J. 

For  example,  100_°C  converts  to  212_°F: 


tmpCnv(100_°c,_°f )  [enterI  212.  ■_°F 


tmpCnv(32_°f ,_°c)  [emterI  0.-_°C 


tmpCnv(0_°c,_°k)  [emterI  273.15-_°K 
tmpCnv(0_°f ,_°r)  [enterI  459.67-_°R 


Note:  To  select  temperature  units  from  a 
menu,  press: 


TI-89:  [aid]  [UNITS] 
TI-92  Plus:  \J]  [units] 


100 
— I — 


_°c 


°F 


32 


212 


To  convert  a  temperature  range,  use 
AtmpCnvO  instead. 


AtmpCnvQ  catalog 


AtmpCnv(ftrpress2oni_ °tempUnitl ,  _°tempUnit2) 
=>    expression  _°tempUnit2 

Converts  a  temperature  range  (the  difference 
between  two  temperature  values)  specified 
by  eocpressionl  from  one  unit  to  another.  Valid 
temperature  units  are: 

_°C  Celsius 

_°F  Fahrenheit 

_°K  Kelvin 

_°R  Ranldne 

I — For  °,  press  dnd]  ["]. 

Th89:  For  _,  press  0  [_]. 
Th92  Plus:  For_,  press  [2n3]  [_]. 


To  get  A,  you  can  press  [i]  [0  [Tj  [D] 
(or[lndl[CHAR]  1  5). 

AtinpCnv(100_°c,_°f )  [enTerI 


180. •_°F 


AtinpCnv{180_°f  ,_°c)  [enTerI 


100. ■_°C 


AtinpCnv{100_°c,_°k)  [enTerI 


100. 


AtmpCnv{100_°f ,_°r)  [enTerI 


100. ■_°R 


1_°C  and  1_°K  have  the  same  magnitude,  as 
do  1_°F  and  1_°R.  However,  1_°C  is  9/5  as 
large  as  1_°F. 


For  example,  a  100_°C  range  (from  0_°C  to 
100_°C)  is  equivalent  to  a  180_°F  range: 

100_°C  -»■: 


100 
— I — 


_°C 
°F 


32  212 
:•«-  180  °F 


To  convert  a  particular  temperature  value 
instead  of  a  range,  use  tmpCnv(). 


AtmpCnv{l_°c,_°f )  [enTerI 


1.8-_°F 


Note:  To  select  temperature  units  from  a 
menu,  press: 

TI-89:  [Ml  [units] 
TI-92  Plus:  [Zl  [units] 
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Toolbar  catalog 

Toolbar 

block 
EndTBar 


Creates  a  toolbar  menu. 

block  can  be  either  a  single  statement  or  a 
sequence  of  statements  separated  with  the  ":" 
character.  The  statements  can  be  either  Title 
or  Item. 

Items  must  have  labels.  A  Title  must  also  have 
a  label  if  it  does  not  have  an  item. 


Trace 


CATALOG 


Trace 


Draws  a  Smart  Graph  and  places  the  trace 
cursor  on  the  first  defined  Y=  function  at  the 
previously  defined  cursor  position,  or  at  the 
reset  position  if  regraphing  was  necessary. 

Allows  operation  of  the  cursor  and  most  keys 
when  editing  coordinate  values.  Several  keys, 
such  as  the  function  keys,  lAPPSI.  and  I  MODEL 
are  not  activated  during  trace. 


Note:  Press  I  ENTER  I  to  resume  operation. 


Try 


CATALOG 


Try 

blockl 

Else 

blockB 
EndTry 


Executes  blockl  unless  an  error  occurs. 
Program  execution  transfers  to  blocks  if  an 
error  occurs  in  blockl.  Variable  errornum 
contains  the  error  number  to  allow  the 
prograin  to  perform  error  recovery. 

blockl  and  block2  can  be  either  a  single 
statement  or  a  series  of  statements  separated 
with  the ":"  character. 


Program  segment: 


Tool  bar 

Title  "Examples" 
"Trig",  t 
C  a  1  c " ,  c 
Stop",  Pexit 


Item 
Item 
Item 
EndTbar 


Note:  When  run  in  a  program,  this 
segment  creates  a  menu  with  three 
choices  that  branch  to  three  places  in  the 
program. 


Program  segment: 


Try 

NewFol d (temp ) 
Else 

(9A1  ready  exi  sts 

CI rErr 
EndTry 


Note:  See  CIrErr  and  PassErr. 
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TwoVar      MATH/Statistics  menu 

TwoVar  listl,  list2[,  [lists]  [,  list4,  lists]] 

Calculates  the  TwoVar  statistics  and  updates 
all  the  system  statistics  variables. 

All  the  lists  must  have  equal  dimensions 
except  for  lists. 

listl  represents  xUst. 
Iist2  represents  ylist. 
lists  represents  frequency. 
Iist4  represents  category  codes. 
lists  represents  category  include  Mst. 

Note:  listl  through  list4  must  be  a  variable 
name  or  cl-c99  (columns  in  the  last  data 
variable  shown  in  the  Data/Matrix  Editor). 
lists  does  not  have  to  be  a  variable  name  and 
caimot  be  cl-c99. 

Unarchiv  catalog 

Unarchiv  varl  [,  var2]  [,  var3]  ... 

Moves  the  specified  variables  from  the  user 
data  archive  memory  to  RAM. 

You  can  access  an  archived  variable  the  same 
as  you  would  a  variable  in  RAM.  However, 
you  cannot  delete,  rename,  or  store  to  an 
archived  variable  because  it  is  locked 
automatically. 

To  archive  variables,  use  Archive. 


{0,1,2,3,4,5,6)^11  HTer] 

(0  1  2  ...) 
{0,2,3,4,3,4,6)^  L2  [EMTer] 

{0  2  3  ...} 

TwoVar  LI ,  L2  [enTTERI  Done 
SfiowStat  I  ENTER  I 


f  Enttr=[lK 


10->arctest  IenterI 


Archive  arctest  enterI 
5*  arctest  Iemter 
15-»arctest  IENTERI 


10 
Done 
50 


Unarchiv  arctest  I  enter  I 
15-»arctest  IENTERI 


Done 
15 


UnitV()        MATH/Matrix/Vector  ops  menu 

un\ty{vectorl)  vector 

Returns  either  a  row-  or  colunm-unit  vector, 
depending  on  the  form  of  vectorl. 

vectorl  must  be  either  a  single-row  matrix  or 
a  single-column  matrix. 


uni  tV(  [a  ,b ,  c] )  I  enter 
r        a  b 


"-.^pTETT^  .^s'^ +b'^ +c'i  ^1 
unitV(  [1,2,1])  [ENTER] 


^■46  ^^6  ^6, 
L-5"    "3"  "5"-! 


unitV([l;2;3])  [ENTerI 


r^i4  n 

14 

VX4 
7 

3-  ^^14 
L    14  J 


Unlock  CATALOG 

Unlock  varll,  vm-2]l,  var.3]... 

Unlocks  the  specified  variables. 

Note:  The  variables  can  be  locked  using  the 
Lock  command. 
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varianceO  MATH/Statistlcs  menu 

variSLnce(list[,  freqlist])  expression 

Returns  the  variance  of  list. 

Eachfreqlist  element  counts  the  number  of 
consecutive  occurrences  of  the 
corresponding  element  In  list. 

Note:  list  must  contain  at  least  two  elements. 


variance({a,b,c))  IemterI 

a2-a-  (b+c)+b2-b-  c+c2 


variance({l,2,5,-5,3,-2})  [enterI 

31/2 


variance(  {1 ,3,5)  ,  {4,5,2} )  [emTerI 

68/33 


vanstnce(matrixl[,freqmatrix])  matHx 

Returns  a  row  vector  containing  the  variance 
of  each  column  In  matnxl. 

Each  freqmatnx  element  counts  the  number 
of  consecutive  occurrences  of  the 
corresponding  element  In  matrlxl. 

Note:  mattixl  must  contain  at  least  two 
rows. 


variance( [1 ,2,5 ; " 3,0,1 ; 
.5,.7,3])[ENTERl      [4.75     1.03  4] 

variarce([-l.l,2.2;3.4,5.1j 
-2.3,4.3],[6,3;2,4;5,1])  [EMTERl 

[3.91731,2.08411] 


When()  CATALOG 

)Nher\(condition,  trueResuU  [,  falseResuU] 
[,  unknownResult])  expression 

Returns  trueResult,  falseResult,  or 
unknotunResult,  depending  on  whether 
ctmditum  is  true,  false,  or  unknown.  Returns 
the  input  if  there  are  too  few  arguments  to 
specify  the  appropriate  result. 

Omit  both  falseResult  and  unknownResult  to 
make  an  expression  defined  only  in  the 
region  where  condition  is  true. 

Use  an  unde^  falseResult  to  define  an 
expression  that  graphs  only  on  an  interval. 


when(x<0  ,x+3  )  |  x=5  I  enter  I 

when(x<0,3+x) 


CI  rGraph  I  enter  I 
Graph  when(x>"n  and 
x<0,x+3,undef )  Ienteri 


Omit  only  the  unknownResult  to  define  a  two- 
piece  expression. 


Graph  when  ( x<0  ,x+3  ,  5- x''2 )  [EMTerI 
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Nest  when()  to  define  expressions  that  have 
more  than  two  pieces. 


when()  is  helpful  for  defining  recursive 
functions. 


TI-89:  iHOMEl 

TI-92  Plus:  H  [home] 


CI  rGraph  Iemter 

Graph  when ( x<0 , when ( x< " n, 
4*sin(x)  ,2x+3)  .B-x-'Z)  [enTerI 


Done 


when(n>0,n»factoral(n-l),l) 
■»factoral  (n)  IenterI 
factoral  (3)  Iemter  I 


3!  [ENTERl 


Done 
6 
6 


While 


CATALOG 

While  condition 

block 
EndWhIle 

Executes  the  statements  in  block  as  long  as 
condition  is  true. 

block  can  be  either  a  single  statement  or  a 
sequence  of  statements  separated  with  the  " 
character. 


Program  segment: 
l^i 

O-^temp 

While  i<=20 
temp+l/i->tetnp 

1+1^  1 

EndWhile 

Disp  "sum  of  reciprocals  up  to 
20" , temp 


'With" 


See  |,  page  538. 


XOr  MATH/Test  menu 

Boolean  expressionl  xor  Boolean  expression^    =^  true  XOr  true  I  ENTER  false 

Boolean  expression   

(5>3)  xor  (3>5)  [emTerI  true 

Returns  true  if  Boolean  expressionl  is  true  and 
Boolean  expression^  is  false,  or  vice  versa. 
Returns  false  if  Boolean  expressionl  and 
Boolean  expressicm2  are  both  true  or  both 
false.  Returns  a  simplified  Boolean 
expression  if  either  of  the  original  Boolean 
expressions  cannot  be  resolved  to  true  or 
false. 

Note:  See  or. 
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integerl  xor  inieger2 


integer 


Compares  two  real  integers  bit-by-bit  using 
an  xor  operation.  Internally,  both  integers  are 
converted  to  signed,  32-bit  binary  numbers. 
When  corresponding  bits  are  compared,  the 
result  is  1  if  either  bit  (but  not  both)  is  1;  the 
result  is  0  if  both  bits  are  0  or  both  bits  are  1. 
The  returned  value  represents  the  bit  results, 
and  is  displayed  according  to  the  Base  mode. 

You  can  enter  the  integers  in  any  nmnber 
base.  For  a  binary  or  hexadecimal  entry,  you 
must  use  the  Ob  or  Oh  prefix,  respectively. 
Without  a  prefix,  integers  are  treated  as 
decimal  (base  10). 

If  you  enter  a  decimal  integer  that  is  too  large 
for  a  signed,  32-bit  binary  form,  a  symmetric 
modulo  operation  is  used  to  bring  the  value 
into  the  appropriate  range. 

Note:  See  or. 


XorPiC  CATALOG 

XorPic  picVm\,  row]  [,  column] 


zerosO       MATH/Algebra  menu 

zexos{expression,  var)  list 


Returns  a  list  of  candidate  real  values  of  var 
that  make  expressions^.  zeros()  does  this  by 
computing 

exp^list(solve(e^pression=0,ua?-),i)ar). 

For  some  purposes,  the  result  form  for 
zerosO  is  more  convenient  than  that  of 
solve().  However,  the  result  form  of  zerosO 
cannot  express  implicit  solutions,  solutions 
that  require  inequahties,  or  solutions  that  do 
not  involve  var. 


In  Hex  base  mode: 

0h7AC36  xor  0h3D5F  [enterI  0h79169 
I —  Important:  Zero,  not  the  letter  O. 

In  Bin  base  mode: 

OblOOlOl  xor  OblOO  fEifTERlOblOOOOl 

Note:  A  binary  entry  can  have  up  to  32 
digits  (not  counting  the  Ob  prefix).  A 
hexadecunal  entry  can  have  up  to  8  digits. 


Displays  the  picture  stored  in  picVar  on  the 
current  Graph  screen. 

Uses  xor  logic  for  each  pixel.  Only  those  pixel 
positions  that  are  exclusive  to  either  the 
screen  or  the  picture  are  turned  on.  This 
instruction  turns  off  pixels  that  are  turned  on 
in  both  images. 

picVar  must  contain  a  pic  data  type. 

row  and  column,  if  included,  specify  the  pixel 
coordinates  for  the  upper  left  comer  of  the 
picture.  Defaults  are  (0,  0). 


zeros(a*x^2-^b*x-^c,x)  1  ENTER  I 
j--(.^bij-4-a-c-i-b) 


~TTi  271  J 

a*  x''2-^b*  x-i-c  I  x=ans  ( 1 )  [2]  emterI 


exact(zeros(a*  (e"(x)-i-x) 
(sign  (x)-  1)  ,x) )  Iemteri 

exact(solve(a*(e'^(x)-i-x) 
(sign  (x)-  l)=0,x) )  I  enter  I 

e''  -I-  X  =  0  or  x>0  or  a  ^ 


{} 


Note:  See  also  cSolveQ,  cZeros(),  and  solveQ. 
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zei:os{{expyessionl ,  expression^},  {varOrGuessl, 
varOrGuess2  [, ...  ]})   ^  Tnatrkc 

Returns  candidate  real  zeros  of  the 
simultaneous  algebraic  expressions,  where 
each  varOrGuess  specifies  an  unknown  whose 
value  you  seek. 

Optionally,  you  can  specify  an  initial  guess 
for  a  variable.  Each  varOrGuess  must  have  the 

form: 

variable 
-or- 

varmble  =  real  or  non-real  number 

For  example,  x  is  valid  and  so  is  x=3. 

If  all  of  the  expressions  ai  e  polynomials  and 
if  you  do  NOT  specify  any  initial  guesses, 
zerosO  uses  the  lexical  Grobner/Buchberger 
elimination  method  to  attempt  to  determine 
all  real  zeros. 

For  example,  suppose  you  have  a  circle  of 
radius  r  at  the  origin  and  another  circle  of 
radius  r  centered  where  the  first  circle 
crosses  the  positive  x-axis.  Use  zerosQ  to  find 
the  intersections. 

As  illustrated  by  r  in  the  example  to  the  right, 
simultaneous  voltinomial  expressions  can 
have  extra  variables  that  have  no  values,  but 
represent  given  numeric  values  that  could  be 
substituted  later. 

Each  row  of  the  resulting  matrix  represents 
an  alternate  zero,  with  the  components 
ordered  the  same  as  the  varOrGuess  hst.  To 
extract  a  row,  index  the  matrix  by  [row]. 


You  can  also  (or  instead^  include  unknowns 
that  do  not  appear  in  the  expressions.  For 
example,  you  can  include  z  as  an  unknown  to 
extend  the  previous  example  to  two  parallel 

intersecting  cylinders  of  radius  r.  The 
cylinder  zeros  illustrate  how  families  of  zeros 
might  contain  arbitrary  constants  in  the  form 
@k,  where    is  an  integer  suffix  from  1 
through  255.  The  suffrx  resets  to  1  when  you 
use  CIrHome  or  [FT]  8:Clear  Home. 


zeros ( {x"2+y"2- r' 
(X-  r)'^2+y'2-  r"2) 


2, 

,  {x,y) )  IenTerI 


V3' r  " 


Extract  row  2: 

ans(l)[2]  [enTerI 

zeros (  {x'^2+y"2  -  r" 
(X-  r)'^2+y'2-  r"2) , 


[X,y,z}  )  lEMTERI 


~2~ 


@1 
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For  polynomial  systems,  computation  time  or 
memory  exhaustion  may  depend  strongly  on 
the  order  in  which  you  list  unknowns.  If  your 
initial  choice  exhausts  memory  or  your 
patience,  try  rearranging  the  variables  in  the 
expressions  and/or  varOrGuess  hst. 

If  you  do  not  include  any  guesses  and  if  any 
expression  is  non-polynomial  in  any  variable 
but  all  expressions  are  linear  in  the 
unknowns,  zeros()  uses  Gaussian  elimination 
to  attempt  to  determine  all  real  zeros. 

If  a  system  is  neither  polynomial  in  all  of  its 
variables  nor  linear  in  its  unknowns,  zerosO 
determines  at  most  one  zero  using  an 
approximate  iterative  method.  To  do  so,  the 
number  of  unknowns  must  equal  the  number 
of  expressions,  and  all  other  variables  in  the 
expressions  must  simplify  to  numbers. 

Each  unknown  starts  at  its  guessed  value  if 
there  is  one;  otherwise,  it  starts  at  0.0. 

Use  guesses  to  seek  additional  zeros  one  by 
one.  For  convergence,  a  guess  may  have  to 
be  rather  close  to  a  zero. 


zeros  ( { x+e"  (z)*y-l,x-y-sin(z)} 


(x,y} )  [emTerI 

■sin(z)+l 


(sin(z)-l)' 


^+1 


zeros  ( {e'*(z)*y-l , 
(y,z))  miRl 


-y-sin(z)} , 


[.041...  3.183...] 


zeros  ( (e*  (  z  )*y-  1 , 
{y,z=2;t})  lEMTER 


■y- si  n (z ) ) , 


[.001...  6.281...] 


Zoom  Box  CATALOG 
ZoomBox 


Displays  the  Graph  screen,  lets  you  draw  a 
box  that  defines  a  new  viewing  window,  and 
updates  the  window. 


In  function  graphing  mode: 


1 .25x*cos(x)^yl(x)  IemterI 
ZoomStd :  ZoomBox  IEMTERI 


Done 


2na  Corner? 
xc:2. 53165 


The  display  after  defining  ZoomBox  by 
pressing  IEMTERI  the  second  time. 
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ZoomData  catalog 

ZoomData 


Adjusts  the  window  settings  based  on  the 
currently  defined  plots  (and  data)  so  that  all 
statistical  data  points  will  be  sampled,  and 
displays  the  Graph  screen. 

Note:  Does  not  adjust  ymin  and  ymax  for 
histograms. 


Zoom  Dec  catalog 

ZoomDec 


Adjusts  the  viewing  window  so  that  Ax  and 
Ay  =  0.1  and  displays  the  Graph  screen  with 
the  origin  centered  on  the  screen. 


In  function  graphing  mode: 
{1,2,3,4)^11  [ENTER] 
(2,3,4,5)»L2[EiTrERl 
newPlot  1,1,L1,L2  [EjfTERl 
ZoomStd  lEMTERI 


3  4) 

4  5} 
Done 


TI-89:  [HOiViEl 

TI-92  Plus:  H  [home] 

ZoomData  Iemter 


In  function  graphing  mode: 


1.25x*cos(x)-»yl(x)  IenterI 
ZoomStd  IEMTER  I 


Done 


TI-89:  [HOME] 

TI-92  Plus:  [±]  [home] 

ZoomDec  Iemter 
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Zoom  Fit  CATALOG 


ZoomFit  In  function  graphing  mode: 

Displays  the  Graph  screen,  and  calculates  the  1 .  25x*  cos  ( x  )*yl  ( x )  |ENTER| 
necessary  window  dunensions  for  the  ZoomStd  lEMTER 


dependent  variables  to  view  all  the  picture 
for  the  current  independent  variable  settings. 


TI-89:  [HOiViEl 

TI-92  Plus:  H  [home] 

ZootnFi  t  I  ENTER  I 


ZOOmIn  CATALOG 
Zoomin 


Displays  the  Graph  screen,  lets  you  set  a 
center  point  for  a  zoom  in,  and  updates  the 
viewing  window. 

The  magnitude  of  the  zoom  is  dependent  on 
the  Zoom  factors  xFact  and  yFact.  In  3D  Graph 
mode,  the  magnitude  is  dependent  on  xFact, 
yPact,  and  zFact. 


ZOOmInt  CATALOG 
Zoomint 


Displays  the  Graph  screen,  lets  you  set  a 
center  point  for  the  zoom,  and  adjusts  the 
window  settings  so  that  each  pixel  is  an 
integer  in  all  directions. 


In  function  graphing  mode: 


1.25x*cos(x)^yl(x)  emterI 
ZoomStdiZoomln  IemterI 


Done 


In  function  graphing  mode: 


1.25x*cos(x)*yl(x)  emterI 
ZoomStd :  Zoomint  IENTERI 


Done 
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ZOOmOut  CATALOG 


ZoomOut  In  function  graphing  mode: 

Displays  tiie  Grapii  screen,  lets  you  set  a  1 .  25x*  cos  ( x  )*yl(  x )  [ENTER]  Done 

center  point  for  a  zoom  out,  and  updates  the  ZoomStd-ZoomOut  IenterI 

viewing  window.  


The  magnitude  of  the  zoom  is  dependent  on 
the  Zoom  factors  xFact  and  yFact.  In  3D  Graph 
mode,  the  magnitude  is  dependent  on  xFact, 
yFact,  and  zFact. 


ZoomPrev  catalog 

ZoomPrev 

Displays  the  Graph  screen,  and  updates  the 
viewing  window  with  the  settings  in  use 
before  the  last  zoom. 


ZoomRcl  CATALOG 

ZoomRcl 

Displays  the  Graph  screen,  and  updates  the 
viewing  window  using  the  settings  stored 
with  the  ZoomSto  instruction. 


ZoomSqr  catalog 

ZoomSqr 


In  function  graphing  mode: 


Displays  the  Graph  screen,  adjusts  the  x  or  y 
window  settings  so  that  each  pixel  represents 
an  equal  width  and  height  in  the  coordinate 
system,  and  updates  the  vievring  vrindow. 

In  3D  Graph  mode,  ZoomSqr  lengthens  the 
shortest  two  axes  to  be  the  same  as  the 
longest  axis. 


1.25x*cos(x)->yl(x)  emterI 
ZoomStd  lEMTER 


Done 
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ZOOmStd  CATALOG 


ZoomStd  In  function  graphing  mode: 

Sets  the  window  variables  to  tlie  following  1.25x*cos(x)»yl(x)  [BTTERl  Done 
standard  values,  and  then  updates  the  ZoomStd  |  ENTER} 

viewing  window. 

Function  graphing: 
x:  [-10,  10,  1],  y:  ["  10,  10,  1]  and  xres=2 


Parametric  graphing: 

t:  [0,  2it,  71/24],  x:  [- 10,  10,  1],  y:[- 10,  10,  1] 


Polar  graphing: 

9:  [0,  27t,  Ti/24],  x:  [- 10,  10,  1],  y:  ["  10,  10,  1] 

Sequence  graphing: 

nnnin=1 ,  nmax=1 0,  plotStrt=1 ,  plotStep=1 , 

x:[-10,  10,  1],  y:  ["10,  10,  1] 

3D  graphing: 

eye8°=20,  eye^°=70,  eyey°=0 
x:  [-10,  10,  14],  y:  ["10,  10,  14], 
z:  [  - 10,  10],  ncontour=5 

Differential  equations  graphing: 

t:  [0,  10,  .1,  0],  x:  ["1,  10,  1],  y:  ["10,  10,  1], 

ncurves=0,  Estep=1,  diftol=.001,  fldres=14, 

dtime=0 


ZOOmStO  CATALOG 
ZoomSto 


Stores  the  current  Window  settings  in  the 
Zoom  memory.  You  can  use  ZoomRcl  to 

restore  the  settings. 


ZoomTrig  catalog 

ZoomTrig 


Displays  the  Graph  screen,  sets  Ax  to  7t/24, 
and  xsci  to  k/2,  centers  the  origin,  sets  the  y 
settings  to  ["  4,  4,  .5],  and  updates  the  viewing 
window. 


In  function  graphing  mode: 

1.25x*cos(x)^yl(x)  IenterI 
ZoomStd  lEMTERl 


Done 
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+  (add)  [+]  key 

expressionl  +  expression^ 


Returns  the  sum  of  expression  1  and 
expressions. 


56  lENTERI 
ans(  1  )+4  lENTERI 
ans(l)+4  lENTERI 
ans(  1  )+4  lENTERI 
ans(  1  )+4  lENTERI 


56 
60 
64 
68 
72 


listl  +  List2    ^  list 

matrixl  +  matrix^    =>  matrix 

Returns  a  list  (or  matrix)  containing  the  sums 
of  corresponding  elements  in  listl  and  lisi2 
(or  matrixl  and  matrixSy 

Dimensions  of  the  arguments  must  be  equal. 


(22,ii,7i/21»Ll  [EMTerI  {  22  71  rt/2} 
110,5,n/2}»L2mERl  (10  5  it/2} 
L1  +  L2  [ENTERl  {  32  71+5  71} 


ans(  1  )  +  {7t,  -  5  ,  -7c)  IemterI 

{71+32    K  0} 


[a,b;c,d]  +  [l,0:0,l]  [enTerI 


r    a+1  bn 

L  c  d+lJ 


expression  +  ^isfi 
/isii  +  expression 


list 
list 


15+{10,15,20)  {EMTerI 


Returns  a  list  containing  the  sums  of 
expression  and  each  element  in  listl. 


{10,15,201+15  {EMTerI 


{25  30  35} 
{25  30  35} 


expression  +  matrixl  =>  matrix 
matrixl  +  expression  matrix 

Returns  a  matrix  with  expression  added  to 
each  element  on  the  diagonal  of  matrixl. 
matrixl  must  be  square. 

Note:  Use  .+  (dot  plus)  to  add  an  expression 
to  each  element. 


20+[l,2;3,4]  {emTerI 


,.21  2, 
L3  24J 


■  (subtract)     Q  key 

expressionl  -  expression^    =>  expression 

Returns  expressionl  minus  expressii)n^. 


6-  2  fEjfTERl 


7t-7t/6  lENTERI 


5-71 
~6~ 


listl  -  lists  =>  list 
matrixl  -  matrix2  =; 


{22,71,71/2) 


[10,5,7t/2}  {EMTerI 

{12  it-5  0} 


Subtracts  each  element  in  list2  (or  mati-ia:2') 
from  the  corresponding  element  in  listl  (or 
matrixl),  and  returns  the  results. 

Dimensions  of  the  arguments  must  be  equal. 


[3,4]-  [1,2]  {EMTerI 


[2  2] 


expression  ~  listl 
listl  -  expression 


list 
list 


Subtracts  each  listl  element  from  expression 
or  subtracts  expression  from  each  listl 
element,  and  returns  a  list  of  the  results. 


15-  {10,15,20}  [ENTER] 
{10,15,20}-  15  [ENTER] 


{5  0  -5} 
{-5  0  5} 
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expression  -  matrvxl 
matrixl  -  expression 


Tiiatrix 
matrix 


expression  -  matrixl  returns  a  matrix  of 
exjyressimi  times  ttie  identity  matrix  minus 
matrixl.  matrixl  must  be  square. 

matrixl  -  expression  returns  a  matrix  of 
expression  times  the  identity  matrix 
subtracted  from  matrixl.  matrixl  must  be 
square. 

Note:  Use  .-  (dot  minus)  to  subtract  an 
expression  from  each  element. 


20-  [1,2;3,4]  [EMTerI 


19  -2 
[-3 


*  (multiply)     0  key 

expressionl  *  expression^ 


2*  3.45  Enter] 


Returns  the  product  of  expressionl  and 
expression2. 


X*y*X  EMTERI 


6.9 


listl*  lists 


Returns  a  list  containing  the  products  of  the 
corresponding  elements  in  listl  and  list2. 

Dimensions  of  the  hsts  must  be  equal. 


(1.0,2,3}*  {4,5,6)  [ENTer]{4.  10  18) 


{ 2/a  ,  3/2 }  *  I  a  2  ,  b/3 )  [emterI  ( 2  •  a 


matrixl  *matrix2 


Returns  the  matrix  product  oimatnxl  and 
matrix2. 

The  number  of  rows  in  matrixl  must  equal 
the  number  of  columns  in  matrix2. 


[1,2,3:4,5,6]*  [a  ,d;b,e;c,f] 

I  EMTERI 


[4    5  Sj 


.c  r. 

ra  +  2b  +  3c       d  +  2e  +  ;^ 


expression  *  listl 
listl  *  expression 


list 
list 


Jt*  (4,5,5)  lENTERI 


{ 4  ■  7c  5  •  71  6  •  71) 


Returns  a  list  containing  the  products  of 
expressimi  and  each  element  in  listl. 


expression  *  matrixl 
matrixl  *  expression 


matrix 
matrix 


[1,2;3,4]*.01  (EMTerI 


Returns  a  matrix  containing  the  products  of 
expression  and  each  element  in  matrixl . 

Note:  Use  .*  (dot  multiply)  to  multiply  an 
expression  by  each  element. 


X*  identity(3)  I  enter  I 


/  (divide)      [±}  key 

expressionl  /  expression^ 


Returns  the  quotient  of  expressionl  divided  by 
expression^. 


2/3.45  (ENTER) 
X"3/X  lENTERI 


i-.Cl  .02, 
I-.03  .04-1 


■X  0  0- 
0X0 
0  0  X 


.57971 

x^ 


listl  /  list2 


Returns  a  list  containing  the  quotients  of  listl 
divided  by  list2. 

Dimensions  of  the  hsts  must  be  equal. 


(1.0, 2,3)7(4,5,6)  imm 

{ .26  2/5  1/2) 
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expression  /  listl  ^  list 
listl  /  expression    ^  list 

Returns  a  list  containing  the  quotients  of 
expressicm  divided  by  listl  or  listl  divided  by 
expressimi. 


a/{3,a,Af(a)}  [enterI 

3    1  r 

{  7  Wa) 

{a,b,c}/(a»b»c)  Iemter 

1        1        1  , 


•  c    a  ■  c    a  ■  I 


matrixl  /  expression    =^  matrix 

Returns  a  matrix  containing  tfie  quotients  of 
matrixl/expression. 

Note:  Use  .  /  (dot  divide)  to  divide  an 
expression  by  each  element. 

'  (negate)      ED  key  and  MATH/Base  menu 

'expressionl    =>  expression 

'  listl  list 

'  matrixl    =>  matrix 

Returns  the  negation  of  the  argument. 

For  a  list  or  matrix,  returns  all  the  elements 
negated. 

If  expressimil  is  a  binary  or  hexadecunal 
integer,  the  negation  gives  the  tvpo's 
complement 


%  (percent)     CHAR/Punctuation  menu 

expressionl  %  expression 
listl  %    =>  list 
matrixl  %  matrix 


Returns 


argument 

100  • 


For  a  list  or  matrix,  returns  a  list  or  matrix 
with  each  element  divided  by  100. 


[a,b,c]/(a*b*c)  Iemter 


r  1      J_  In 


-2.43[ENTERl 


-2.43 


■  ( -  1,0.4,1.2e  19)  [ENTerI 

{1   -.4  - 1 .2e 19} 


■  a*  -  b  I  ENTER  I 


In  Bin  base  mode: 


a-  b 


OblOOlOUdec  [enTerI  37 
I —  Important:  Zero,  not  the  letter  O. 


-obiooioi  mm 

ObllllllllllllllllllllllllllOllOll 


ans(l)  ►dec  emteri 

Note:  To  type    press  I2ndl  [►]. 


131  WfEMTERl 

{1,    10,    100)%  0  [ENTER] 


-37 


.13 


{.01   .1  1.} 
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—  (equal) 


EJkey 


eocpressionl  =  eocpression2         Boolean  expression 

listl  -  list2    =>    Boolean  list 

matrixl  -  matrix2    =>    Boolean  matrix 

Returns  true  if  expressionl  is  determined  to 
be  equal  to  expression2. 

Returns  false  if  expressionl  is  determined  to 
not  be  equal  to  expression2. 

Anything  else  returns  a  simplified  fonn  of  the 
equation. 

For  hsts  and  matrices,  returns  comparisons 
element  by  element. 


Example  function  listing  using  math  test 
symbols:  =,  ^,  <,  <,  >,  > 


Then 


g(x) 

Func 

If  x<-5 

Then 

Return 

5 

Elself 

x>"5  and  x<0 

Return 

"  x 

Elself 

x>0  and  xtsIO 

Return 

X 

Elself 

x=10  Then 

Return 

3 

Endlf 

EndFunc 

Graph  g(x)  Iemter 


*  H  E  key 

expressionl  ^  expressions    ^    Boolean  expression  See       (equal)  example. 

listl  ^  lists    ^    Boolean  list 

matrixl  ^  matHx2    ^    Boolean  matrix 

Returns  true  if  expressionl  is  determined  to  be 
not  equal  to  expression^. 

Returns  false  if  expressionl  is  determined  to 
be  equal  to  expressions. 

Anything  else  returns  a  simplified  form  of  the 
equation. 

For  lists  and  matrices,  returns  comparisons 
element  by  element. 

<  fgndlM  key 

expressionl  <  expressions    ^    Boolean  expression  See       (equal)  example. 

listl  <  lists    ^    Boolean  list 

matrixl  <  matrixS    ^    Boolean  matrix 

Returns  true  if  expressionl  is  determined  to  be 
less  than  expressions. 

Returns  false  if  expressionl  is  determined  to 
be  greater  than  or  equal  to  expressions. 

Anything  else  returns  a  simplified  form  of  the 
equation. 

For  lists  and  matrices,  returns  comparisons 
element  by  element. 
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<  HE  key 

expressionl  <expression2    =>    Boolean  expression  See       (equal)  example. 

listl  <  lists    ^    Boolean  list 

matrixl  <  matrixS    =>    Boolean  matrix 

Returns  true  if  expressionl  is  determined  to  be 
less  than  or  equal  to  expressioTiS. 

Returns  false  if  expressionl  is  determined  to 
be  greater  than  expressions. 

Anything  else  returns  a  simplified  fonn  of  the 
equation. 

For  hsts  and  matrices,  returns  comparisons 
element  by  element. 

>  [2ridir>l  key 

expressionl  >  expressions  Boolean  expression  See       (equal)  example. 

listl  >  lists    ^    Boolean  list 

matrixl  >  matrixS    ^    Boolean  matrix 

Returns  true  if  expressionl  is  determined  to  be 
greater  than  expressions. 

Returns  false  if  expressionl  is  determined  to 
be  less  than  or  equal  to  expressions. 

Anything  else  returns  a  simplified  form  of  the 
equation. 

For  hsts  and  matrices,  returns  comparisons 
element  by  element. 

^  HQ  key 

expressionl  >  expressions  Boolean  expression  See       (equal)  example. 

listl  >  lists    =>    Boolean  list 

matrixl  >  matrixS    ^    Boolean  matrix 

Returns  true  if  expressionl  is  determined  to  be 
greater  than  or  equal  to  expressions. 

Returns  false  if  expressionl  is  determined  to 
be  less  than  expressions. 

Anything  else  returns  a  simplified  form  of  the 
equation. 

For  hsts  and  matrices,  returns  comparisons 
element  by  element. 

,+  (dot  add)    □  (+1  keys 

matrixl  .+  matrixS    =>   matrix  [a,2;b,3]  .  +  [c,4;5,d]  [ENTERl 

expression  .+  matrixl    =^    matrix  X.+[c,4;5,Cl]  |  ENTER  I 


matrixl  .+  matrixS  returns  a  matrix  that  is  the     "j^"  ~J      [^^  ^] 
sum  of  each  pair  of  corresponding  elements  [a  +  c  6 

in  matrixl  and  matrixS.  [  b  +  5   d  +  3 

[c    4]        Fx  +  c    X  +  41 

expression  .+  matrixl  returns  a  matrix  that  is       "■^"^15  A       l>;  +  5  x  +  dl 
the  sum  of  expression  and  each  element  in 
matrixl. 
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(dot  subt.)    □  □  keys 

matrixl  .  -  matrix2         matrix  [a,2;b,3]  .-  [c,4;d,5]  I  ENTER! 

expression  .-  matrixl    =>    matrix  X.-  [c,4;d,5]  [ENTER  I 

matrixl  .  -  matrix2  returns  a  matrix  that  is  the 
difference  between  each  pair  of 
corresponding  elements  in  matrixl  and 
matrix2. 

expression  .  -  matrixl  returns  a  matrix  that  is 
the  difference  of  expression  and  each  element 
in  matrixl. 


re  41      rx-.  .-41 


.*  (dot  mult.)  □[xjkeys 

matrixl  .*matrix2  = 
expression  .* matrix:! 


matrix 
=>  matrix 


matrixl  .  *  matrix2  returns  a  matrix  that  is  the 
product  of  each  pair  of  corresponding 
elements  in  matrixl  and  matrix2. 

expression  .  *  matrixl  returns  a  matrix 
containing  the  products  of  expression  and 
each  element  in  matrixl. 


[a,2;b,3].*[c,4;5,d][ENTER] 
X  .*  [a  ,b  ;  c  ,d]  lEMTERI 


Lb  3J 


L5  dj 


■*[c  d] 


rac  3 

1.5  b  3d. 

[ax  by.' 

[ex  d  ■  X. 


,  /  (dot  divide)  [T]  |T|  keys 

matrixl  . / matrix2         matrix  [a,2;b,3]  ./[c,4;5,d]  [ENTER! 

expression  .  /  matrixl    ^    matrix  X./[c,4;5,d]  |  ENTER] 

matrixl  .  I  matHx2  returns  a  matrix  that  is  the 
quotient  of  each  pair  of  corresponding 
elements  in  matrixl  and  matrix2. 

expression  .  I  matrixl  returns  a  matrix  that  is 
the  quotient  of  expression  and  each  element  in 
matrixl. 


(dot  power)  □  0  keys 


matrixl .  matrix2  =! 
eocpression .  matrixl 


matrix 
=>  matrix 


matrixl  .'^  matrix2  returns  a  matrix  where 
each  element  in  matrix2  is  the  exponent  for 
the  corresponding  element  in  matrixl. 

expression  .  ^  matrixl  returns  a  matrix  where 
each  element  in  matrixl  is  the  exponent  for 

expression. 

!  (factorial)      TI-89:  0  El  key     TI-92  Plus:  \M  W  key 

expressionl !    =>  expression 
listl !    =^  list 
matrixl !  matrix 

Returns  the  factorial  of  the  argument. 

For  a  list  or  matrix,  returns  a  list  or  matrix  of 
factorials  of  the  elements. 

The  TI-89  computes  a  nmneric  value  for  only 
non-negative  whole-number  values. 


[a,2;b,3].'^[c,4;5,d]  [ENTer] 
X.'^[c,4;5,d]  lENTERl 


i:  I] 


11 2 


5!  lENTERl 
{5,4,3}lfEMTERl 


[  1 , 2  ;  3  , 4  ]  I  [ENTER] 


{120  24 


120 
5} 

2n 


24 
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&  (append)     TI-89:  0  0  key     TI-92  Plus:  \M\  H  key 

stringl  &  string2    =>  string 

Returns  a  text  string  that  is  stnng2  appended 
to  stringl. 


JO  (integrate)  [2nd1  [ Jl  key 


\{expressionl,va'i\,l<m}efr'\{,upper'\i    =>  expression 
l{listl,var  [,order])  list 
{{matrixl,var  [, order])    =>  matrix 

Returns  the  integral  of  exyressionl  with 
respect  to  the  variable  var  from  iowjer  to  upper. 

Returns  an  anti-derivative  if  lower  and  upper 
are  omitted.  A  symbolic  constant  of 
Integration  such  as  C  is  omitted. 

However,  loium-  is  added  as  a  constant  of 
integration  if  only  upper  is  omitted. 

Equally  valid  anti-derivatives  might  differ  by 
a  numeric  constant.  Such  a  constant  might  be 
disguised — particularly  when  an  anti- 
derivative  contains  logarithms  or  inverse 
trigonometric  functions.  Moreover,  piecewise 
constant  expressions  are  sometimes  added  to 
make  an  anti-derivative  valid  over  a  larger 
interval  than  the  usual  formula. 


"Hello 


&   "Nick"  lEMTERI 

"Hello  Nick" 


b3 


/(x^Z.x.a.b)  lEMTER 
J(X"2,X)  I  ENTER  I 
J(a*X''2,X,c)  lEMTER 


J(l/(2-CCS(x))  ,x)^tmp(x)  I  ENTER  I 

CI rGraph : Graph  tmpC x ): Graph 
l/(2-cos(x)):Graph  ^(3) 
(2tan-i(^(3)(tan(x/2)))/3) 


a3 
T 
x3 
T 


n  2  -  cosCx)]""  \    2 -cos 

Cxi 

J3- 


2  ■  tan-i Us  ■  tan  - 


j()  returns  itself  for  pieces  of  expressionl  that 
it  caimot  detennine  as  an  exphcit  finite 
combination  of  its  built-in  functions  and 
operators. 

When  U>wer  and  upper  are  both  present,  an 
attempt  is  made  to  locate  any  discontinuities 
or  discontinuous  derivatives  in  the  interval 
lower  <  var  <  upper  and  to  subdivide  the 
interval  at  those  places. 

For  the  AUTO  setting  of  the  Exacf  Approx 
mode,  numerical  integration  is  used  where 
apphcable  when  an  anti-derivative  or  a  hmit 
cannot  be  determined. 

For  the  APPROX  setting,  numerical  /(e"  (  "  x"2  ) ,  x , "  1 , 1  )S  [Mer]  1.493... 

integration  is  tried  first,  if  apphcable.  Anti- 
derivatives  are  sought  only  where  such 
numerical  integration  is  inapphcable  or  fails. 


J(b*e''(  -x^2)-Ha/(x''2-i-a^2)  .x) 

I  ENTER  I 
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j()  can  be  nested  to  do  multiple  integrals. 
Integration  limits  can  depend  on  integration 
variables  outside  them. 

Note:  See  also  nlnt(). 


^[()  (square  root)  [2nd]  M  key 

{expressionl)    =^  ejL 
4  (listl)    ==>  list 


Returns  the  square  root  of  the  argument. 

For  a  list,  returns  the  square  roots  of  all  the 
elements  in  Hstl. 


n()  (product)  MATH/Calculus  menu 

Il{exp7'essionlj  var,  low,  high) 


expression 


Evaluates  expressionl  for  each  value  of  var 
from  low  to  high,  and  returns  the  product  of 
the  results. 


YHfixpressionl,  var,  loiv,  low-  1)  1 

Il(expressionl,  var,  low,  high)    =>  lAl{expressionl, 
var,  high+l,  low-  1)  ifhigh  <  low-  1 


£()  (sum)       MATH/Calculus  menu 

^{expressionl,  var,  low,  high) 


expression 


Evaluates  expressionl  for  each  value  of  var 
from  low  to  high,  and  returns  the  sum  of  the 
results. 


J(J(1  n(x+y  )  ,y  ,0,x)  ,x,0,a)  [emTerI 


^^(4)  [EMTERI  2 

^(  {9,a  ,4) )  HlER]  (3  2} 


1 

120 


n(l/n,n,l,5)  [ENTER] 
n(k"2,k,l,n)  EnTeS  (n!)2 


n({l/n,n,2},n,1.5)  [enterI 
'  120 

n(k,k,4,3)  [emTerI 


120  32] 


n(l/k,k,4,l)  [EiTfERl 


n(l/k,k,4,l)*n(l/k,k,2,4)  [emterI 

1/4 


137 
60 


i;(l/n,n,l,5)  [ENTERl 
i;(k"2,k,l,n)  [ENTERl 

r-(n  +  l)-(2-n  +  l) 


I(l/n"2,n,l,~)  [emTerI 


^{expressionl,  var,  low,  low- I)    ^  0 

^.{expressionl,  var,  low,  high)  ~ '^{expressionl, 

var,  high+l,  low-  1)  if  high  <  /oi(;-  1 


i;(k,k,4,3)  [BiTERl 


2;(k,k,4,l)  [ENTERl 

i;(k,k,4,l)+£(k,k,2,4)  [emTer] 
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A  (power)      Q  key 


expressionl  ^  expression^  expression 
listl  "  list2    =>  list 

Returns  the  first  argument  raised  to  the 
power  of  the  second  argument. 

For  a  list,  returns  the  elements  in  listl  raised 
to  the  power  of  the  corresponding  elements 
in  list2. 

In  the  real  domain,  fractional  powers  that 
have  reduced  exponents  with  odd 
denominators  use  the  real  branch  versus  the 
principal  branch  for  complex  mode. 


1  ENTER  I 

{a,2,c}Ml,b,3)  [emTerI 


16 

2"  c3  } 


expression  ^  listl 


list 


Returns  expression  raised  to  the  power  of  the 
elements  in  listl. 


p"(a,2,  -3}  [emTerI 


listl  ^  expression 


{1.2,3,4}' 


Returns  the  elements  in  listl  raised  to  the 
power  of  expression. 


■  2  lEMTER 
{1  1/4 


1/9  1/15) 


squareMatrixl    integer    =>  matrix: 

Returns  squareMatrixl  raised  to  the  integer 
power. 

squareMatHxl  must  be  a  square  matrix. 

If  integer  =  "  1,  computes  the  inverse  matrix. 
If  integer  <  "  1,  computes  the  inverse  matrix 
to  an  appropriate  positive  power. 


#  (indirection)  CATALOG 

#  varNameString 

Refers  to  the  variable  whose  name  is 
varNarneStmng.  This  lets  you  create  and 
modify  variables  from  a  program  using 
strings. 


[l,2:3,4]''2fBiTERl 
[1,2;3,4]''-1  [EMTerI 
[1.2;3,4]''-2fEMTERl 


Program  segment: 


:Request  "Enter  Your 
:NewFold  #strl 


,strl 


For  1,1,5,1 
CI rGraph 
Graph  i  *  x 

StoPic  #("pic" 
EndFor 


s  t  r  1  n  g  ( 1  ) ) 
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r 


(radian) 


MATH/Angle  menu 

expression 


expressionl  ^ 
listl  ^     =>  list 
matrix:!  ^  matrtx 

In  Degree  angle  mode,  multiplies  exp^-essionl 
by  180/71.  In  Radian  angle  mode,  returns 
expressionl  unchanged. 

This  function  gives  you  a  way  to  use  a  radian 
angle  while  in  Degree  mode.  (In  Degree  angle 
mode,  sin(),  cos(),  tan(),  and  polar-to- 
rectangular  conversions  expect  the  angle 
argument  to  be  in  degrees.) 

Hint:  Use  '  if  you  want  to  force  radians  in  a 
function  or  program  definition  regardless  of 
the  mode  that  prevails  when  the  function  or 
program  is  used. 

(degree)       |lnd|[°]  key   


expression^  value 
listl°    =>  list 
matrix  1  °  matrix 

In  Radian  angle  mode,  multiphes  expression 
by  7t/180.  In  Degree  angle  mode,  returns 
expression  unchanged. 

This  function  gives  you  a  way  to  use  a  degree 
angle  while  in  Radian  mode.  (In  Radian  angle 
mode,  sin(),  cos(),  tan(),  and  polar-to- 
rectangular  conversions  expect  the  angle 
argument  to  be  in  radians.) 

Z  (angle)       {M\  [z]  key 

[radius,ZQ_angle]  =>  iJector  (polar  input) 
[radius,ZQ_angle,Z_coordinate]     =^  vector 

(cylindrical  input) 
[radiits,Zfi_afngle,Z(l>_a7igle]     =^  vector 

(spherical  input) 

Returns  coordinates  as  a  vector  depending 
on  the  Vector  Format  mode  setting: 
rectangular,  cylindrical,  or  spherical. 


In  Degree  or  Radian  angle  mode: 

COS(  (jl/4)  '  )  EMTERI 
cos({0'"  ,  {k/1Z)'  ,  ■ 


<2 
T 


{1 


:''  1  )  EMTERI 
(V3+l)-V2 


In  Radian  angle  mode: 
COS(45°)  I  EMTERI 


IT 


cos( [0,n/4,90' 


,30.12°)  )  [TlfEMTERl 
{  1   .707...  0  .864...} 


[5,Z50°,Z45°]  [EMTerI 

In  Radian  mode  and  vector  format  set  to: 


i[  5  i:  6S°  ^  45°  ] 

[5-12     5'j6  5'j2 
L    4         4  2 
i[  5  i  SS°  i  45°  ] 

r  5-j2  5j2 
L    2        3  2 
i[  5  i  Se°  z  45°  ] 


rectangular 

cylindrical 

spherical 


{magnitude  Z  angle) 


complexValue  (polar  input) 


Enters  a  complex  value  in  (rZ6)  polar  form. 
The  angle  is  interpreted  according  to  the 
current  Angle  mode  setting. 


In  Radian  angle  mode  and  Rectangular 
complex  format  mode: 


5-^3^-  (lOZii/4)  [EMTerI 


[TIIEMTERI 


5-5•V7-^(3-5■V^)■^ 
-  2.071...-  4.071...-j 
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O     f  fl 

5  5 


[2HH]M  key  (°),  \MV]  key  ('),  [M]["]  key  (") 

dd°'mm'  ss.ss"    =>  expression 

dd      A  positive  or  negative  number 
mm     A  non-negative  number 
ss.ss   A  non-negative  number 

Returns  dd+(mm/60)+(ss.ss/3600). 

This  base-60  entry  format  lets  you: 

•  Enter  an  angle  in  degrees/minutes/seconds 
without  regard  to  the  current  angle  mode. 

•  Enter  time  as  hours/minutes/seconds. 


In  Degree  angle  mode: 

25°i3'i7.5"  mm 


25°30'  [ENTERl 


25.221... 

51/2 


(prune) 


'Mii'^  key 


variable ' 
variable" 

Enters  a  prime  symbol  in  a  differential 
equation.  A  single  prime  symbol  denotes  a 
Ist-order  differential  equation,  two  prime 
symbols  denote  a  2nd-order,  etc. 

(underscore)  TI-89:  S  [_]  key  TI-92  Plus:  [Ml  [-]  key 

expression_unit 

Designates  the  units  for  an  expt-ession.  All 
unit  names  must  begin  with  an  underscore. 

You  can  use  pre-defined  units  or  create 
your  own  units.  For  a  list  of  pre-defmed 
units,  refer  to  the  chapter  about  constants 
and  measurement  units  in  this  book.  You 
can  press: 
TI-89:  [Ml  [UNITS] 
TI-92  Plus:  [±]  [units] 

to  select  units  from  a  menu,  or  you  can 
type  the  unit  names  directly. 


deSolve(y' '=y'(  "1/2)  and 
y(0)=0  and  y'(0)=0,t,y)  [bTTer] 

2.y3/4 


3j>_ft  [ENTER]  9.842... 
Note:  To  type    press  1 2nd  I  [►]. 


_ft 


variable_ 


When  variable  has  no  value,  it  is  treated  as 
though  it  represents  a  complex  number.  By 
default,  without  the  _,  the  variable  is 
treated  as  real. 

If  variable  has  a  value,  the  _  is  ignored  and 
variable  retains  its  original  data  type. 

Note:  You  can  store  a  complex  number  to 
a  variable  without  using  _ .  However,  for 
best  results  in  calculations  such  as  cSolveQ 
and  cZerosO,  the  _  is  recommended. 


Assmning  z  is  undefined: 
real  (z)  emterI 
real  (  z_)  I  ENTER  I 


imag(z)  I  ENTER  I 
iinag(z_)  I  ENTER  I 


real ( z_) 


i  mag ( z_) 
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►  (convert)       [2ndl  M  key 

expression_unitl  ►  _unit2 


expression_unit2 


Converts  an  expression  from  one  unit  to 
another.  The  units  must  be  in  the  same 
category. 

The  _  underscore  character  designates  the 
units.  For  a  list  of  valid  pre-defined  units, 
refer  to  the  chapter  about  constants  and 
measurement  units  in  this  book.  You  can 
press: 

TI-89:  [Ml  [UNITS] 

TI-92  Plus:  \J]  [units]  to  select  units  from  a 
menu,  or  you  can  type  the  unit  names 
directly. 

To  get  the  _  underscore  when  typing  units 
directly,  press: 
TI-89:  [3  [_] 
TI-92  Plus:[2ndir-1 

Note:  The  ►  conversion  operator  does  not 
handle  temperature  units.  Use  tmpCnv()  and 
AtmpCnvO  instead. 

IC^O  CATALOG 

10'^  (expressionl)    ^  expression 
10"  (listl)    =>  list 

Returns  10  raised  to  the  povper  of  the 
argument. 

For  a  list,  returns  10  raised  to  the  povper  of 
the  elements  in  listl. 


3_m>_ft  lEMTERI 


9.842...-_ft 


10-^(1.5)  [BiTER] 


10^{Q,  -2, 2, a)  [mTRl 
{1 


100 


31.622.. 


100  103} 


^0'^{squareMatrixl)    =>    squareMatrix  1  0"  (  [  1  ,  5  ,  3  ;  4  ,  2  , 1  ;  6  ,"2  , 1  ]  )  lEMTERI 

Returns  10  raised  to  the  povper  of 
squareMatrix  1.  This  is  not  the  same  as 
calculating  10  raised  to  the  power  of  each 
element.  For  information  about  the 
calculation  method,  refer  to  cos(). 

squareMatrix  1  must  be  diagonahzable.  The 
result  always  contains  floating-point 
numbers. 


rl.l43...E7    8.171...E6  6.675...E6-1 

9.956...E6  7.115...E6  5.813...E6 
L7.652...E6    5.469...E6  4.468...E6J 
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expressionl  X"^ 
listl  x-1    =»  I 


CATALOG  ("1) 

expression 


3.  I''-  1  [ENTERl 


.322581 


Returns  the  reciprocal  of  the  argument. 

For  a  list,  returns  the  reciprocals  of  the 
elements  in  listl. 


{a  ,4,  -  .  1  ,x-  2)"  - 1  [emTerI 

4  i  - 
*a  4 


10. 


^1 


squareMatrixl  X"''     =>  squareMatrix 

Returns  the  inverse  of  squareMatrixl. 

squareMatrixl  must  be  a  non-singular  square 
matrix. 


("with") 


Tl-89:  Q]  key      TI-92  Plus:  [Ml  [I]  key 


expression  |  Boolean  expressionl  [and  Boolean 
expression^].. .[and  Boolean  expfessionN\ 

The  "with"  (I)  symbol  serves  as  a  binary 
operator.  The  operand  to  the  left  of  I  is  an 
expression.  The  operand  to  the  right  of  I 
specifies  one  or  more  relations  that  are 
intended  to  affect  the  simplification  of  the 
expression.  Multiple  relations  after  I  must  be 
joined  by  a  logical  "and". 

The  "with"  operator  provides  three  basic 
types  of  functionality:  substitutions,  interval 
constraints,  and  exclusions. 

Substitutions  are  in  the  form  of  an  equahty, 
such  as  x=3  or  y=sin{x).  To  be  most  effective, 
the  left  side  should  be  a  simple  variable. 
expression  I  vanable  =  value  will  substitute 
value  for  every  occurrence  of  vanable  in 
expression. 

Interval  constraints  take  the  form  of  one  or 
more  inequalities  joined  by  logical  "and" 
operators.  Interval  constraints  also  permit 
simplification  that  otherwise  might  be  invaUd 
or  not  computable. 


Exclusions  use  the  "not  equals"  (/=  or 
relational  operator  to  exclude  a  specific 
value  from  consideration.  They  are  used 
primarily  to  exclude  an  exact  solution  when 
using  cSolveO,  cZeros(),  fMax(),  fMin(),  solveO, 
zerosO,  etc. 


[1,2;3,4]"-1  mERl 


[l,2;a,4]"-l  [EirfERl 


r-2    1  ■ 

[3^2    -  1^2. 


2 -fa -2")     2 -fa -21 


X  +  l  I 

x+y| 

x+y  I  sin(v)=xlEMTER 


X=3  I  ENTER  I 

x=si  n  (y )  Iemter 


s  1  n  ( y  )  +  y 
x  +  y 


x''3-  2x+7^f  (x)  [emTer 

f(x)|  x=4{3)  mm 

(sin(x)  )"2+2sin(x) 
I  enter  I 

sol  ve(x''2-  1= 

I  ENTER  I 

^(x)*^r(l/x)  I  X>0  lEMTERI 
V"(x)*^r(l/x)  lEMTERI 

solve(x*2-l=0,x) 


Done 
^3  +  7 
si  n (x )=d 
d2+2d-6 
0,x) I x>0  and  x<2 

X  =  1 
1 


X^l  I  ENTER  I X 
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(store)  [ST0>1kev 


expression  var 
list  ^  var 
matrix  »  var 

expression  ^funjnameCparameterl,. . .) 
list  ^funjnameCparameterl,...) 
matrix  * funjname(parameterl,...) 

If  variable  var  does  not  exist,  creates  var  and 
initializes  it  to  expression,  list,  or  matrix:. 

If  var  already  exists  and  if  it  is  not  locked  or 
protected,  replaces  its  contents  with 
expression,  list,  or  matrix. 

Hint:  If  you  plan  to  do  symbolic 
computations  using  undefined  variables, 
avoid  storing  anything  into  commonly  used, 
one-letter  variables  such  as  a,  b,  c,  x,  y,  z,  etc. 

®  (comment)   Program  Editor/Control  menu  or 
TI-89:  H  HI  key 
TI-92  Plus:  \M  X  key 

9  [text] 

9  processes  text  as  a  comment  line,  which 
can  be  used  to  annotate  program 
instructions. 

9  can  be  at  the  beginning  or  anywhere  in  the 
line.  Everything  to  the  right  of  9,  to  the  end 
of  the  line,  is  the  comment. 


ii/4-»myvar  IemterI  j 

2cos(x)»Yl(x)  [emTerI  Done 

{l,2,3.4}»Lst5fEMTERl       {  1  2  3  4} 

tl.2,3:4.5.6]»MatGfEN7ERl  [J  5  g] 


"Hel  1  0"^  strl  IEMTERI 


"Hello" 


Program  segment: 

:(9Get  10  points  from  the  Graph 
screen 

:For  1  ,1.10  9This  loops  10 
ti  mes 


Ob,  Oh         TI-89:  m  \MEi  [B]  keys   TI-92  Plus:  m  B  keys 
TI-89:  E]  [ME\  [H]  keys   TI-92  Plus:  [0]  H  keys 

Ob  binartjNumber  In  Dec  base  mode: 

OblO+OhF+10  [ENTERl 


Oh  hexadecimalNumber 


27 


In  Bin  base  mode: 


Denotes  a  binary  or  hexadecimal  number, 
respectively.  To  enter  a  binary  or  hex 
number,  you  must  enter  the  Ob  or  Oh 
prefix  regardless  of  the  Base  mode. 
Without  a  prefix,  a  number  is  treated  as 
decimal  (base  10). 

Results  are  displayed  according  to  the 
Base  mode. 


OblO+OhF+10  [ENTERl 


In  Hex  base  mode: 


OblO+OhF+10  [ENTERl 


ObllOll 


OhlB 
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Reference  Information 


542 


550 


555 


556 


559 


TI-89  /  TI-92  Plus  Error  Messages  

Modes  

TI-89  /  TI-92  Plus  Character  Codes  

TI-89  Key  Codes  

TI-92  Plus  Key  Codes  

Entering  Complex  Numbers  563 

Accuracy  Information  566 

System  Variables  and  Reserved  Names  567 

EOS  (Equation  Operating  System)  Hierarcliy  568 

Regression  Formulas  570 

Contour  Levels  and  Implicit  Plot  Algorithm  572 

Runge-Kutta  Method  .573 


This  appendix  contains  a  comprehensive  list  of  TI-89  /  TI-92  Plus 
error  messages  and  character  codes.  It  also  includes  information 
about  how  certain  TI-89  /  TI-92  Plus  operations  are  calculated. 


fFl^T    FE^    IF^^I  FH^r    FE    T     FG^    1  ^ 
|Too1s|ri1?4br-]|c-]1-:|Dth-th-|ph-drolD|ci4-]n  Uf-|  | 

f  ERRDft 

l^<EnUK=GnTD  >       "CESC=CHHCEL  >  J 

■ 

Det  ine  ti,xj=i-unc  uone 

f  <5> 

MHIN                RHP  HUTD           FUNC  l/iJO 

For  additional  information,  refer  to  Appendix  C.  For  example,  if 
you  have  difficulty  operating  the  TI-89  /  TI-92  Plus,  Appendix  C 
contains  an  "In  Case  of  Difficulty"  section  that  gives  suggestions 
that  may  help  you  correct  the  problem. 
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TI-89  /  TI-92  Plus  Error  Messages 


This  section  lists  error  messages  that  may  be  displayed  when  input  or  internal  errors  are 
encountered.  The  number  to  the  left  of  each  error  message  represents  an  internal  error 
number  that  is  not  displayed.  If  the  error  occurs  inside  a  Try...EndTry  block,  the  error 
number  is  stored  in  system  variable  errornum.  IVIany  of  the  error  messages  are  self- 
explanatory  and  do  not  require  descriptive  information.  However,  additional  information 
has  been  added  for  some  error  messages. 


Error 

Number  Description 


10      A  function  did  not  return  a  value 

20      A  test  did  not  resolve  to  TRUE  or  FALSE 

Generally,  undefined  variables  cannot  be  compared.  For  example,  the  test 
If  a<b  will  cause  this  error  if  either  a  or  b  is  undefined  when  the  If  statement 
is  executed. 

30      Argument  cannot  be  a  folder  name 

40      Argument  error 

50      Argument  mismatch 

Two  or  more  arguments  must  be  of  the  same  type.  For  example, 
PtOn  expressionl,expression2  and  PtOn  listl,lM2  are  both  vaUd,  but 
PtOn  expressionjist  is  a  mismatch. 

60  Argument  must  be  a  Boolean  expression  or  integer 

70  Argument  must  be  a  decimal  number 

80  Argument  must  be  a  label  name 

90  Argument  must  be  a  list 

100  Argument  must  be  a  matrix 

110  Argument  must  be  a  Pic 

120  Argument  must  be  a  Pic  or  string 

1 30  Argument  must  be  a  string 

140      Argument  must  be  a  variable  name 

For  example,  Del  Var  1 2  is  invaUd  because  a  number  cannot  be  a  variable 
name. 

1 50      Argument  must  be  an  empty  folder  name 
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Error 

Number  Description 


160  Argument  must  be  an  expression 

For  example,  zeros(2x+3=0,x)  is  invalid  because  the  first  argument  is  an 
equation. 

1 61  ASAP  or  Exec  string  too  iong 

163      Attribute  (8-digit  number)  of  object  (8-digit  number)  not  found 

1 65      Batteries  too  iow  for  sending/receiving  product  code 

Install  new  batteries  before  sending  or  receiving  product  software  (base 
code). 


170  Bound 


180  Breai< 


For  the  interactive  graph  math  functions  like  2:Zero,  the  lower  bound  must 
be  less  than  the  upper  bound  to  define  the  search  interval. 


The  [0^1  key  was  pressed  during  a  long  calculation  or  during  program 
execution. 


185      Cliecl(sum  error 

190      Circuiar  definition 

This  message  is  displayed  to  avoid  running  out  of  memory  during  infinite 
replacement  of  variable  values  during  simplification.  For  example,  a+1->a, 
where  a  is  an  undefmed  variable,  wiU  cause  this  error. 

200      Constraint  expression  invaiid 

For  example,  solve(3x'^2-  4=0,  x)  |  x<0  or  x>5  would  produce  this  error 
message  because  the  constraint  is  separated  by  "or"  and  not  "and." 

210  Datatype 

An  argument  is  of  the  wrong  data  type. 

220      Dependent  iimit 

A  limit  of  integration  is  dependent  on  the  integration  variable.  For  example, 
J(x'^2,x,1  ,x)  is  not  allowed. 

225      Diff  Eq  setup 

230  Dimension 

A  list  or  matrix  index  is  not  valid.  For  example,  if  the  Ust  {1 ,2,3,4}  is  stored 
in  L1 ,  then  L1  [5]  is  a  dimension  error  because  LI  only  contains  four 
elements. 

240      Dimension  mismatcfi 

Two  or  more  arguments  must  be  of  the  same  dimension.  For  example, 
[1 ,2]+[1 ,2,3]  is  a  dimension  mismatch  because  the  matrices  contain  a 
different  number  of  elements. 

250      Divide  by  zero 
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Error 

Number  Description 


260      Domain  error 

An  argument  must  be  in  a  specified  domain.  For  example,  ans(1 00)  is  not 
valid  because  the  argument  for  ans()  must  be  in  the  range  1-99. 

270      Dupiicate  variabie  name 

280      Eise  and  Eiseif  invaiid  outside  of  if..Endif  bioci< 

290      EndTry  is  missing  the  matching  Eise  statement 

295      Excessive  iteration 

300      Expected  2  or  3-eiement  iist  or  matrix 

307  Fiash  appiication  extension  (function  or  program)  not  found 

308  Fiash  appiication  not  found 

310      First  argument  of  nSoive  must  be  a  univariate  equation 

The  first  argument  must  be  an  equation,  and  the  equation  cannot  contain  a 
non-valued  variable  other  than  the  variable  of  interest.  For  example, 
nSolve(3x''2-  4=0,  x)  is  a  valid  equation;  however,  nSolve(3x''2-  4,  x)  is  not  an 
equation,  and  nSolve(3x"2-  y=0,x)  is  not  a  univariate  equation  because  y  has 
no  value  in  this  example. 

320      First  argument  of  soive  or  cSoive  must  be  an  equation  or  inequaiity 

For  example,  solve(3x'^2-  4,  x)  is  invalid  because  the  first  argument  is  not  an 
equation. 

330  Foider 

An  attempt  was  made  in  the  VAR-LINK  menu  to  store  a  variable  in  a  folder 
that  does  not  exist. 

335  Graph  functions  y1(x)...y99(x)  not  avaiiabie  in  Diff  Equations  mode 

345  Inconsistent  units 

350  index  out  of  range 

360  indirection  string  is  not  a  vaiid  variabie  name 

380  invaiid  ans() 

390  Invaiid  assignment 

400  Invaiid  assignment  value 
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Error 

Number  Description 


405 

invaiid  axes 

410 

Invaiid  command 

420 

invaiid  foider  name 

430 

invaiid  for  tiie  current  mode  settings 

440 

invaiid  impiled  muitiply 

For  exaimple,  x(x+1 )  is  invalid;  whereas,  x*  (x+1 )  is  the  correct  syntax.  This  is 
to  avoid  confusion  between  implied  multiplication  and  function  calls. 

450      Invaiid  In  a  function  or  current  expression 

Only  certain  commands  are  valid  in  a  user-defined  function.  Entries  that  are 
made  in  the  Window  Editor,  Table  Editor,  Data/Matrix  Editor,  and  Solver  as 
well  as  system  prompts  such  as  Lower  Bound  cannot  contain  any  cominands 
or  a  colon  (:).  See  also  "Creating  and  Blvaluating  User-Defined  Functions"  in 
Chapter  5. 


460 

Invaiid 

in  Custom..EndCustm  bioci< 

470 

Invaiid 

in  Diaiog.-EndDiog  bioci< 

480 

Invaiid 

in  Tooibar..EndTBar  bioci< 

490 

Invaiid 

in  Try..EndTry  biocic 

500 

Invaiid 

label 

Label  names  must  follow  the  same  rules  used  for  naming  variables. 

510      invaiid  list  or  matrix 

For  example,  a  Ust  inside  a  list  such  as  {2,{3,4}}  is  not  vahd. 

520      Invaiid  outside  Custom..EndCustm  or  TooiBar..EndTbar  bioci<s 

For  example,  an  Item  command  is  attempted  outside  a  Custom  or  TooiBar 
structure. 

530     Invaiid  outside  Diaiog.-EndDiog,  Custom..EndCustm,  or  TooiBar..EndTBar  bioci<s 

For  example,  a  Title  command  is  attempted  outside  a  Dialog,  Custom,  or 
TooiBar  structure. 

540     Invaiid  outside  Diaiog.-EndDiog  biocic 

For  example,  the  DropDown  command  is  attempted  outside  a  Dialog 
structure. 

550      Invaiid  outside  function  or  program 

A  number  of  commands  are  not  valid  outside  a  program  or  a  function.  For 
example,  Local  cannot  be  used  unless  it  is  in  a  program  or  function. 
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Error 

Number  Description 


560      invaiid  outside  Loop..EndLoop,  For..EndFor,  or  Whiile..EndWhile  bloclcs 

For  example,  the  Exit  command  is  valid  only  inside  these  loop  blocks. 

570      invaiid  patiiname 

For  example,  Wvar  is  invalid. 

575      Invaiid  poiar  compiex 

580      invaiid  program  reference 

Programs  cannot  be  referenced  within  functions  or  expressions  such  as 
1  +p(x)  where  p  is  a  program. 

590      invaiid  syntax  blocic 

A  Diaiog..EndDlog  block  is  empty  or  has  more  than  one  title.  A 
Custom..EndCustm  block  cannot  contain  PIC  variables,  and  items  must  be 
preceded  by  a  title.  A  Tooibar..EndTBar  block  must  have  a  second  argument 
if  no  items  follow;  or  items  must  have  a  second  argument  and  must  be 


preceded  by  a  title. 

600 

invaiid  tabie 

605 

Invaiid  use  of  units 

610 

Invaiid  variable  name  in  a  Local  statement 

620 

Invaiid  variable  or  function  name 

630 

Invaiid  variable  reference 

640 

Invaiid  vector  syntax 

650 

Link  transmission 

A  transmission  between  two  units  was  not  completed.  Verify  that  the 
cormecting  cable  is  cormected  firmly  to  both  units. 

665      iUiatrix  not  diagonaiizabie 

670  Memory 

The  calculation  required  more  memory  than  was  available  at  that  time.  If 
you  get  this  error  when  you  run  a  large  program,  you  may  need  to  break  the 
program  into  separate,  smaller  programs  or  functions  (where  one  program 
or  ftmction  calls  another). 

680      Missing  ( 
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Error 

Number  Description 


690  iUissing ) 

700  iUlissing " 

710  iUlissing  ] 

720  iUissing } 

730  iUlissing  start  or  end  of  bioci<  syntax 

740  Missing  Ttien  in  ttie  if..Endif  bioci< 

750  Name  is  not  a  function  or  program 

765  No  functions  seiected 

780      No  soiution  found 

Using  the  interactive  math  features  (F5:Math)  in  the  Graph  application  can 
give  this  error.  For  example,  if  you  attempt  to  find  an  inflection  point  of  the 
parabola  y1  (x)=x2 ,  which  does  not  exist,  this  error  will  be  displayed. 

790      Non-aigebraic  variabie  in  expression 

If  a  is  the  name  of  a  PIC,  GDB,  MAC,  FIG,  etc.,  a+1  is  invalid.  Use  a  different 
variable  name  in  the  expression  or  delete  the  variable. 

800      Non-reai  resuit 

For  example,  if  the  unit  is  in  the  REAL  setting  of  the  Complex  Format  mode, 
ln( "  2)  is  invalid. 

810      Not  enough  memory  to  save  current  variabie.  Please  delete  unneeded  variables  on 
the  Var-Lini<  screen  and  re-open  editor  as  current  OR  re-open  editor  and  use  F1  8  to 
clear  editor. 

This  error  message  is  caused  by  very  low  memory  conditions  inside  the 
Data/Matrix  Editor. 

830  Overflow 

840      Plot  setup 
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850      Program  not  found 

A  program  reference  inside  another  program  could  not  be  found  in  the 
provided  path  during  execution. 

860      Recursion  is  iimited  to  255  caiis  deep 

870      Reserved  name  or  system  variabie 

875      ROiUI-resident  routine  not  avaiiabie 

880      Sequence  setup 

885      Signature  error 

890      Singuiar  matrix 

895     Siope  f ieids  need  one  seiected  function  and  are  used  for  1  st-order  equations  oniy 
900  Stat 
910  Syntax 

The  structure  of  the  entry  is  incorrect.  For  example,  x+-  y  (x  plus  minus  y) 
is  invalid;  whereas,  x+  -  y  (x  plus  negative  y)  is  correct. 

930      Too  few  arguments 

The  expression  or  equation  is  missing  one  or  more  arguments.  For 
example,  d(f(x))  is  invalid;  whereas,  ei(f(x),x)  is  the  correct  syntax. 

940      Too  many  arguments 

The  expression  or  equation  contains  an  excessive  number  of  arguments 
and  cannot  be  evaluated. 

950  Too  many  subscripts 

955  Too  many  undefined  variabies 

960  Undefined  variabie 

965  Uniicensed  product  software  or  Fiasfi  appiication 

970  Variabie  In  use  so  references  or  changes  are  not  aiiowed 

980  Variable  Is  locked,  protected,  or  archived 

990  Variable  name  Is  limited  to  8  characters 

1000  Window  variabies  domain 

1010  Zoom 
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Error 

Number  Description 

Warning:  ooaq  or  undef^O  repiaced  by  1 
Warning:  O'^O  repiaced  by  1 
Warning:  I'^oo  or  1'^undef  repiaced  by  1 
Warning:  cSolve  may  specify  more  zeros 
Warning:  iVIay  produce  false  equation 
Warning:  Expected  finite  reai  integrand 
Warning:  iUlay  not  be  fuiiy  simplified 
Warning:  iVIore  solutions  may  exist 
Warning:  iUlay  introduce  false  solutions 
Warning:  Operation  may  lose  solutions 
Warning:  Requires  &  returns  32  bit  value 
Warning:  Overflow  replaced  by     or  ~oo 
Warning:  Questionable  accuracy 
Warning:  Questionable  solution 
Warning:  Solve  may  specify  more  zeros 
Warning:  Trig  argument  too  big  to  reduce 
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Modes 


This  section  describes  tlie  modes  of  the  TI-89  /  TI-92  Plus  and 
lists  the  possible  settings  of  each  mode.  These  mode  settings 
are  displayed  when  you  press  Imodei. 


Graph  Specifies  the  type  of  graphs  you  can  plot. 


1:FUNCTI0N 

y(x)  functions  (Chapter  6) 

2:PARAMETRIC 

x(t)  and  y(t)  parametric  equations  (Chapter  7) 

3:P0LAR 

r(e)  polar  equations  (Chapter  8) 

4:SEQUENCE 

u{n)  sequences  (Chapter  9) 

5:3D 

z(x,y)  3D  equations  (Chapter  10) 

6:DIFF  EQUATIONS 

y'(t)  differential  equations  (Chapter  11) 

Note:  If  you  use  a  split  screen  with  Number  of  Graphs  =  2,  Graph  is  for 
the  top  or  left  part  of  the  screen  and  Graph  2  is  for  the  bottom  or 
right  part. 


Current  Folder  Specifies  the  current  folder.  You  can  set  up  multiple  folders  with 

unique  configurations  of  variables,  graph  databases,  programs,  etc. 


Note:  For  detailed  .^gjf, 

information  about  using  

folders,  see  Chapter  5.  2-  

(custom  folders) 


Default  folder  included  with  the  TI-89  /  TI-92  Plus. 

Other  folders  are  available  only  if  they  have  been 
created  by  a  user. 


Display  Digits  Selects  the  number  of  digits.  These  decimal  settings  affect  only  how 

results  are  displayed — you  can  enter  a  number  in  any  format. 

Internally,  the  TI-89  /  TI-92  Plus  retains  decimal  numbers  with  14 
significant  digits.  For  display  purposes,  such  numbers  are  rounded  to 
a  maximum  of  12  significant  digits. 


1  :FIX  0  Results  are  always  displayed  with  the  selected 

2:FIX  1  number  of  decimal  places. 

D:FIX  12 

E:FLOAT  The  number  of  decimal  places  varies,  depending 

on  the  result. 


F:FLOAT  1  If  the  integer  part  has  more  than  the  selected 

G :  FLOAT  2  number  of  digits,  the  result  is  rounded  and 

displayed  in  scientific  notation. 

0:FLOAT12  „  ,    .    ^,  , 

h  or  example,  m  FLOAT  4: 

1 2345.  is  shown  as  1  .235e4 
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Angle 


Specifies  the  units  in  which  angle  values  are  interpreted  and 
displayed  in  trig  functions  and  polar/rectangular  conversions. 


1:RADIAN 
2:DEGREE 


Exponential  Format       Specifies  which  notation  fonnat  should  be  used.  These  formats 

affect  only  how  an  answer  is  displayed;  you  can  enter  a  number  in 
any  format.  Numeric  answers  can  be  displayed  with  up  to  12  digits 
and  a  3-digit  exponent. 


1  :NORMAL  Expresses  numbers  in  standard  format.  For 

example,  1 2345.67 

2:SCIENTIFIC         Expresses  numbers  in  two  parts: 

•  The  significant  digits  display  with  one  digit  to 
the  left  of  the  decimal. 

•  The  power  of  10  displays  to  the  right  of  E. 
For  example,  1 .234567E4  means  1 .234567x1 0" 

3:ENGINEERING      Similar  to  scientific  notation.  However: 

•  The  number  may  have  one,  two,  or  three 
digits  before  the  decimal. 

•  The  power-of-10  exponent  is  a  multiple  of 
three. 

For  example,  12.34567E3  means  1 2.34567x1 0^ 


Note:  K  you  select  NORMAL,  but  the  answer  cannot  be  displayed  in 
the  number  of  digits  selected  by  Display  Digits,  the  TI-89  /  TI-92  Plus 
displays  the  answer  in  SCIENTIFIC  notation.  If  Display  Digits  =  FLOAT, 
scientific  notation  will  be  used  for  exponents  of  12  or  more  and 
exponents  of  -4  or  less. 

Complex  Format  Specifies  whether  complex  results  are  displayed  and,  if  so,  their 

format. 


1  :REAL  Does  not  display  complex  results.  (If  a  result  is  a 

complex  number  and  the  input  does  not  contain 
the  complex  unit  /,  an  error  message  is 
displayed.) 

2:RECTANGULAR  Displays  complex  numbers  in  the  form:  a+bt 
3:P0LAR  Displays  complex  numbers  in  the  form:  re'  * 
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Vector  Format 


Determines  how  2-element  and  3-element  vectors  are  displayed.  You 
can  enter  vectors  in  any  of  the  coordinate  systems. 


1  iRECTANGULAR    Coordinates  are  in  terms  of  x,  y,  and  z.  For 

example,  [3,5,2]  represents  x  =  3,  y  =  5,  and  z  =  2. 

2:CYLINDRICAL      Coordinates  are  in  terms  of  r,  6,  and  z.  For 

example,  [3,z45,2]  represents  r  =  3,  9  =  45,  and 
z  =  2. 

3:SPHERICAL         Coordinates  are  in  terms  of  r,  9,  and  ij).  For 

example,  [3,  z45,  z90]  represents  r  =  3,  0  =  45,  and 
(t>  =  90. 


Pretty  Print  Determines  how  results  are  displayed  on  the  Home  screen. 


1  :OFF  Results  are  displayed  in  a  linear,  one- 

dimensional  form. 

For  example,  it'^2,  n/2,  or  ^/■((x-3)/x) 

2:ON  Results  are  displayed  in  conventional 

mathematical  format. 

For  example,  k^,  ^ ,  or 


Note:  For  a  complete  description  of  these  settings,  refer  to  "Formats 
of  Displayed  Results"  in  Chapter  2. 

Split  Screen  Lets  you  spUt  the  screen  into  two  parts.  For  example,  you  can 

display  a  graph  and  see  the  Y=  Editor  at  the  same  time  (Chapter  14). 


1:FULL 

The  screen  is  not  spUt. 

2:TOP-BOTTOM 

The  applications  are  shown  in  two  screens  that 

are  above  and  below  each  other. 

3:LEFT-RIGHT 

The  applications  are  shown  in  two  screens  that 

are  to  the  left  and  right  of  each  other. 

To  determine  what  and  how  information  is  displayed  on  a  spUt 
screen,  use  this  mode  in  conjunction  with  other  modes  such  as 
Split  1  App,  Split  2  App,  Number  of  Graphs,  and  Split  Screen  Ratio.  (Split 
Screen  Ratio  is  available  on  the  TI-92  Plus  only.) 
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Specifies  which  application  is  displayed  on  the  screen. 

•  For  a  full  screen,  only  Split  1  App  is  active. 

•  For  a  split  screen,  Split  1  App  is  the  top  or  left  part  of  the  screen 
and  Split  2  App  is  the  bottom  or  right  part. 

The  available  application  choices  are  those  listed  when  you  press  © 
from  the  Page  2  mode  screen  or  when  you  press  |APPS|.  You  must  have 
different  applications  in  each  screen  unless  you  are  in  2-graph  mode. 

Number  of  Graphs        Specifies  whether  both  parts  of  a  split  screen  can  display  graphs  at 
the  same  time. 


1 

Only  one  part  can  display  graphs. 

2 

Both  parts  can  display  an  independent  graph 

screen  (Graph  or  Graph  2  setting)  with 

independent  settings. 

Graph  2  Specifies  the  type  of  graphs  that  you  can  plot  for  the  second  graph 

on  a  two-graph  split  screen.  This  is  active  only  when  Number  of 
Graphs  =  2.  In  this  two-graph  setting,  Graph  sets  the  type  of  graph  for 
the  top  or  left  part  of  the  split  screen,  and  Graph  2  sets  the  bottom  or 
right  part.  The  available  choices  are  the  same  as  for  Graph. 

Split  Screen  Ratio         Specifies  the  proportional  sizes  of  the  two  parts  of  a  split  screen. 


(TI-92  Plus  only) 


1:1 

The  screen  is  split  evenly. 

1:2 

The  bottom  or  right  part  is  approximately  twice 

the  size  of  the  top  or  left  part. 

2:1 

The  top  or  left  part  is  approximately  twice  the 

size  of  the  bottom  or  right  part. 

Exact/Approx  Specifies  how  fractional  and  symbolic  expressions  are  calculated 

and  displayed.  By  retaining  rational  and  symbolic  forms  in  the 
EXACT  setting,  the  TI-89  /  TI-92  Plus  increases  precision  by 
eliminating  most  nimieric  rounding  errors. 


1  :AUTO 

Uses  EXACT  setting  in  most  cases.  However, 

uses  APPROXIMATE  if  the  entry  contains  a 

decimal  point. 

2:  EXACT 

Displays  non-whole-number  results  in  their 

rational  or  symbolic  form. 

3:APPR0XIMATE 

Displays  numeric  results  in  floating-point  form. 

Note:  For  a  complete  description  of  these  settings,  refer  to  "Formats 
of  Displayed  Results"  in  Chapter  2. 


Spilt  1  App 
and 

Split  2  App 
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Base 


Lets  you  perform  calculations  by  entering  numbers  in  decimal, 
binary,  or  hexadecimal  form. 


1:DEC 

Decimal  numbers  use  0  -  9  in  the  base  10  format 

2:HEX 

Hexadecimal  numbers  use  0-9  and  A  -  F  in  the 

base  16  format. 

3:BIN 

Binary  numbers  use  0  and  1  in  the  base  2  format. 

Unit  System  Lets  you  enter  a  unit  for  values  in  an  expression,  such  as  6_m  *  4_m 

or  23_m/_s  *  10_s,  convert  values  from  one  unit  to  another  within  the 
same  category,  and  create  your  own  user-defined  imits. 


1:SI 

Select  SI  for  the  metric  system  of  measurements 

2:ENG/US 

Select  ENG/US  for  the  non-metric  system  of 

measurements 

3:CUST0M 

Allows  you  to  select  custom  defaults. 

Custom  Units  Lets  you  select  custom  defaults.  This  mode  is  dimmed  until  you 

select  Unit  System,  3:CUST0M. 

Language  Lets  you  localize  the  TI-89  /  TI-92  Plus  into  one  of  several  languages, 

depending  on  which  language  Flash  applications  are  installed. 


1  :English 

Default  language  included  with  the 

TI-89  /  TI-92  Plus  base  code. 

2:  — 

Alternate  languages  are  available  only  if  the 

(language  Flash 

respective  language  Flash  applications  have 

applications) 

been  installed. 
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TI-89  /  TI-92  Plus  Character  Codes 


The  char()  function  lets  you  refer  to  any  character  by  its  numeric  character  code.  For 
example,  to  display  ♦  on  the  Program  I/O  screen,  use  Disp  char(l27).  You  can  use 
ord()  to  find  the  numeric  code  of  a  character.  For  example,  ord(  "A" )  returns  65. 


1. 

SOH 

38. 

& 

75. 

K 

112. 

P 

149. 

E 

186. 

O 

223.  K 

2. 

STX 

39. 

76. 

L 

113. 

q 

150. 

e 

187. 

» 

224.  a 

3. 

ETX 

40. 

( 

77. 

IVI 

114. 

r 

151. 

i 

188. 

d 

225.  a 

4. 

EOT 

41. 

) 

78. 

N 

115. 

s 

152. 

189. 

J 

226.  a 

5. 

ENQ 

42. 

79. 

0 

116. 

t 

153. 

T 

190. 

oo 

227.  a 

6. 

ACK 

43. 

+ 

80. 

P 

117. 

u 

154. 

X 

191. 

6 

228.  a 

7. 

BELL 

44. 

81. 

Q 

118. 

V 

155. 

y 

192. 

A 

229.  a 

8. 

BS 

45. 

82. 

R 

119. 

w 

156. 

< 

193. 

A 

230.  ffi 

9. 

TAB 

46. 

83. 

S 

120. 

X 

157. 

194. 

A 

231.  5 

10. 

LF 

47. 

/ 

84. 

T 

121. 

y 

158. 

> 

195. 

A 

232.  e 

11. 

J)- 

48. 

0 

85. 

U 

122. 

z 

159. 

z 

196. 

A 

233.  e 

12. 

FF 

49. 

1 

86. 

V 

123. 

{ 

160. 

197. 

A 

234.  e 

13. 

CR 

50. 

2 

87. 

W 

124. 

I 

161. 

i 

198. 

/E 

235.  e 

14. 

a 

51. 

3 

88. 

X 

125. 

) 

162. 

t 

199. 

Q 

236.  1 

15. 

52. 

4 

89. 

Y 

126. 

163. 

£ 

200. 

E 

237.  1 

16. 

■ 

53. 

5 

90. 

Z 

127. 

♦ 

164. 

□ 

201. 

E 

238.  I 

17. 

54. 

6 

91. 

[ 

128. 

a 

165. 

¥ 

202. 

E 

239.  1 

18. 

► 

55. 

7 

92. 

\ 

129. 

P 

166. 

203. 

E 

240.  6 

19. 

A 

56. 

8 

93. 

] 

130. 

r 

167.  § 

204. 

I 

241.  h 

20. 

T 

57. 

9 

94. 

131. 

y 

168.  4 

205. 

f 

242.  6 

21. 

<— 

58. 

95. 

- 

132. 

A 

169.  a 

206. 

I 

243.  6 

22. 

— > 

59. 

; 

96. 

133. 

5 

170. 

a. 

207. 

I 

244.  6 

23. 

T 

60. 

< 

97. 

a 

134. 

E 

171. 

« 

208. 

D 

245.  6 

24. 

1 

61. 

= 

98. 

b 

135. 

172. 

209. 

l\l 

246.  6 

25. 

i 

62. 

> 

99. 

c 

136. 

9 

173. 

210. 

6 

247.  -H 

26. 

r 

63. 

100. 

d 

137. 

X 

174. 

® 

211. 

0 

248.  0 

27. 

t 

64. 

@ 

101. 

e 

138. 

175. 

212. 

6 

249.  u 

28. 

u 

65. 

A 

102. 

f 

139. 

n 

176. 

o 

213. 

0 

250.  u 

29. 

n 

66. 

B 

103. 

g 

140. 

71 

177. 

± 

214. 

0 

251.  u 

30. 

c 

67. 

C 

104. 

h 

141. 

P 

178. 

2 

215. 

X 

252.  u 

31. 

e 

68. 

D 

105. 

i 

142. 

E 

179. 

3 

216. 

0 

253.  y 

32. 

SPACE 

69. 

E 

106. 

j 

143. 

a 

180. 

-1 

217. 

u 

254.  |D 

33. 

j 

70. 

F 

107. 

l< 

144. 

T 

181. 

218. 

u 

255.  y 

34. 

71. 

G 

108. 

1 

145. 

182. 

11 

219. 

0 

35. 

# 

72. 

H 

109. 

m 

146. 

183. 

220. 

u 

36. 

$ 

73. 

I 

110. 

n 

147. 

a 

184. 

+ 

221. 

Y 

37. 

% 

74. 

J 

111. 

0 

148. 

CO 

185. 

1 

222. 

P 
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TI-89  Key  Codes 


The  getKeyO  function  returns  a  value  that  corresponds  to  the  last  key  pressed,  according 
to  the  tables  shown  in  this  section.  For  example,  if  your  program  contains  a  getKeyO 
function,  pressing  [2nd]  [F6]  will  return  a  value  of  273. 


Table  1 :  Key  Codes  for  Primary  Keys 


Key 

Modifier 

None 

[T] 

[2Hd] 

a 

lalphal 

Assoc. 

Value 

Assoc. 

Value 

Assoc. 

Value 

Assoc. 

Value 

Assoc. 

Value 

[FT] 

r  1 

268 

r  1 

268 

PC 

rD 

273 

V 

Y  = 

8460 

r  1 

268 

PO 

r£ 

269 

rd 

269 

r  / 

274 

vVIINULJvv 

8461 

PO 

269 

\n\ 

rO 

270 

ro 

270 

PQ 

rO 

275 

r'D  ADUI 
oriArn 

8462 

PQ 

270 

\E\ 

F4 

271 

F4 

271 

F4 

271 

TbISet 

8463 

F4 

271 

[ED 

rO 

272 

rj 

272 

pc; 

272 

TADI  P 
1  AdLC 

8464 

pc; 
ro 

272 

H 

24576 

PI  IT 

1 2288 

alpha] 

a-lock 

[ESCi 

toL/ 

264 

264 

Ol  NT 

4360 

D  ACTP 
r  Ao  1  t 

8456 

PCP 

264 

[APPSl 

265 

A  DDQ 

Mrro 

265 

QXA/ITPUI 
C3VVI  1  L/M 

4361 

8457 

A  DDC 
Ar  ro 

265 

[HOME] 

HOME 

277 

HOME 

277 

CUST 

4373 

HOME 

277 

HOME 

277 

iMODEl 

MUUt 

266 

266 

► 

1 8 

95 

iviuut 

266 

1  CATALOG  1 

278 

P  ATI 

278 

/ 

1 51 



1 90 

OA  1  L\j 

278 

B 

t5C3 

257 

PQ 
DO 

257 

IMQ 
IIMo 

4353 

npi 

UtL 

8449 

DC 
DO 

257 

ICLEARl 

CLEAR 

CLEAR 

iiOO 

CLEAR 

CLEAR 

X 

120 

X 

88 

LN 

4184 

e' 

8280 

X 

120 

E 

y 

121 

Y 

89 

SIN 

4185 

SIN' 

8281 

y 

121 

m 

z 

122 

Z 

90 

COS 

4186 

COS' 

8282 

z 

122 

m 

t 

116 

T 

84 

TAN 

4180 

TAN' 

8276 

t 

116 

□ 

94 

94 

71 

140 

e 

136 

94 

□ 

124 

F 

70 

176 

Format  d/b 

8316 

f 

102 

m 

( 

40 

B 

66 

( 

123 

b 

98 

m 

) 

41 

C 

67 

} 

125 

9 

169 

c 

99 

□ 

44 

D 

68 

[ 

91 

8236 

d 

100 

/ 

47 

E 

69 

] 

93 

! 

33 

e 

101 

42 

J 

74 

4138 

& 

38 

j 

106 

□ 

45 

0 

79 

VAR-LNK 

4141 

Contr.  - 

0 

111 

□ 

+ 

43 

U 

85 

CHAR 

4139 

Contr.  + 

u 

117 

556     Appendix  B:  Reference  Information 


Table  1 :  Key  Codes  for  Primary  Keys  (Continued) 


Key 

Modifier 

None 

s 

lalphal 

Assoc 

Assoc 

Assoc 

1  ENTER  1 

CR 

1 3 

CR 

1 3 

ENTRY 

41 09 

8205 

CR 

1 3 

(ST0?1 

STO^ 

258 

p 

80 

RCL 

4354 

64 

P 

112 

B 

61 

65 

39 

1 57 

97 

[U 

1 49 

75 

1 59 

SYMB 

8341 

1^ 

1 07 

B 

1 73 

SPACE 

32 

ANS 

4372 

8365 

SPACE 

32 

□ 

46 

W 

87 

62 

1 58 

119 

El 

Q 

48 

y 

86 

60 

1 56 

118 

[I 

-] 

49 

Q 

81 

„ 

34 

8241 

113 

El 

2 

50 

R 

82 

\ 

92 

8242 

r 

114 

El 

3 

51 

S 

83 

UNITS 

4147 

8243 

s 

115 

m 

4 

52 

L 

76 

58 

8244 

1 

108 

m 

5 

53 

M 

77 

MATH 

4149 

8245 

m 

109 

6 

54 

N 

78 

MEM 

4150 

8246 

n 

110 

m 

7 

55 

G 

71 

I 

4151 

8247 

g 

103 

m 

8 

56 

H 

72 

d 

4152 

8248 

h 

104 

E 

9 

57 

1 

73 

59 

8249 

i 

105 

Table  2:  Arrow  Keys  (including  diagonal  movement) 


Key 

Normai 

laai 

a 

lalphal 

0 

338 

16722 

4434 

8530 

33106 

® 

340 

16724 

4436 

8532 

33108 

© 

344 

16728 

4440 

8536 

33112 

® 

337 

16721 

4433 

8529 

33105 

©  and  ® 

339 

16723 

4435 

8531 

33107 

©  and  ® 

342 

16726 

4438 

8534 

33110 

©and® 

345 

16729 

4441 

8537 

33113 

©  and  ® 

348 

16732 

4444 

8540 

33116 
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Table  3:  Greek  Letters  (prefixed  by  B  □) 


Keys 

Second  modifier 

[alpha] 

m 

Assoc. 

Value 

Assoc. 

Value 

H 

[A] 

a 

128 

m 

[B] 

P 

129 

□ 

[D] 

8 

133 

A 

132 

S  [E] 

e 

134 

m 

[F] 

145 

m 

[G] 

y 

131 

r 

130 

a 

[L] 

137 

s 

[M] 

n 

181 

[P] 

K 

140 

n 

139 

m 

[R] 

P 

141 

a 

[S] 

CT 

143 

z 

142 

m 

[T] 

T 

144 

□ 

[W] 

(» 

148 

SI 

147 

138 

B 

¥ 

146 

m 

135 
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TI-92  Plus  Key  Codes 


The  getKeyO  function  returns  a  value  that  corresponds  to  the  last  key  pressed,  according 
to  the  tables  shown  in  this  section.  For  example,  if  your  program  contains  a  getKeyO 
function,  pressing  [2nd]  [M]  will  return  a  value  of  268. 


Table  1 :  Key  Codes  for  Primary  Keys 


Key 

Modifier 

None 

[2nd] 

[Z] 

Assoc. 

Value 

Assoc. 

Value 

Assoc. 

Value 

Assoc. 

Value 

E] 

F1 

268 

F1 

268 

F1 

268 

8460 

m 

F2 

269 

F2 

269 

F2 

269 

8461 

m 

F3 

270 

F3 

270 

F3 

270 

8462 

m 

F4 

271 

F4 

271 

F4 

271 

8463 

m 

F5 

272 

F5 

272 

F5 

272 

8464 

m 

F6 

273 

F6 

273 

F6 

273 

8465 

F7 

274 

F7 

274 

F7 

274 

8466 

m 

F8 

275 

F8 

275 

F8 

275 

8467 

[MODE] 

MODE 

266 

MODE 

266 

MODE 

266 

8458 

jCLEARj 

CLEAR 

263 

CLEAR 

263 

CLEAR 

263 

8455 

[LN] 

LN 

262 

LN 

262 

e" 

4358 

8454 

[ESC] 

ESC 

264 

ESC 

264 

QUIT 

4360 

8456 

lAPPSI 

APPS 

265 

APPS 

265 

SWITCH 

4361 

8457 

1  ENTER! 

CR 

13 

CR 

13 

ENTRY 

4109 

APPROX 

8205 

[SIM] 

SIN 

259 

SIN 

259 

SIN-I 

4355 

8451 

[COS] 

COS 

260 

COS 

260 

COS"'' 

4356 

8452 

[Tan] 

TAN 

261 

TAN 

261 

TAN-1 

4357 

8453 

□ 

A 

94 

A 

94 

n 

140 

8286 

m 

{ 

40 

( 

40 

( 

123 

8232 

m 

) 

41 

) 

41 

} 

125 

8233 

□ 

44 

44 

[ 

91 

8236 

[±] 

/ 

47 

/ 

47 

] 

93 

8239 

42 

42 

V 

4138 

8234 

□ 

45 

45 

VAR-LNK 

4141 

Contrast  - 

s 

+ 

43 

+ 

43 

CHAR 

4139 

Contrast  + 

[STOi] 

STO> 

258 

STO 

258 

RCL 

4354 

8450 

SPACE 

32 

32 

32 

8224 

61 

61 

\ 

92 

8253 

(3 

BS 

257 

BS 

257 

INS 

4353 

DEL 

8449 

[S 

e 

136 

e 

136 

58 

8328 

e 

173 

173 

ANS 

4372 

8365 

□ 

46 

46 

> 

62 

8238 
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Table  1 :  Key  Codes  for  Primary  Keys  (Continued) 


Key 

Modifier 

None 

[Ml 

Assoc. 

Value 

Assoc. 

Vaiue 

Assoc. 

Value 

Assoc. 

Vaiue 

fol 

[Hi 

0 

48 

0 

48 

60 

8240 

m 

1 

49 

1 

49 

E 

149 

8241 

[2] 

2 

50 

2 

50 

CATLG 

4146 

8242 

[3] 

3 

51 

3 

51 

CUST 

4147 

8243 

S 

4 

52 

4 

52 

s 

4148 

8244 

[E 

5 

53 

5 

53 

MATH 

4149 

8245 

[H 

6 

54 

6 

54 

MEM 

4150 

8246 

[7] 

7 

55 

7 

55 

VAR-LNK 

4151 

8247 

[S 

8 

56 

8 

56 

f 

J 

4152 

8248 

Lil 

9 

57 

9 

57 

0 

41 53 

8249 

A 

cl 

97 

A 

65 

Table  3 

8257 

B 

b 

98 

B 

66 

39 

8258 

C 

c 

99 

C 

67 

\  dD\e  4 

COPY 

8259 

D 

d 

100 

D 

68 

1 76 

8260 

E 

e 

1 01 

E 

69 

Table  5 

VVINUUvV 

8261 

F 

f 

102 

F 

70 

1 59 

Ci^DKfl  AT 

rUHMA  1 

8262 

G 

g 

103 

G 

71 

Table  6 

8263 

H 

h 

1 04 

H 

72 

& 

38 

8264 

1 

i 

105 

1 

73 

i 

1 51 

8265 

J 

1 06 

J 

74 

1 90 

8266 

K 

k 

1 07 

K 

75 

1 24 

KEY 

8267 

L 

1 

1  08 

L 

76 

— - — 

34 

8268 

M 

m 

1 09 

M 

77 

59 

8269 

N 

n 

110 

N 

78 

Table  7 

NEW 

8270 

0 

0 

111 

O 

79 

Table  8 

OPEN 

8271 

P 

P 

112 

P 

80 

 =  

95 

UNITS 

8272 

Q 

q 

113 

Q 

81 

63 

HOME 

8273 

R 

114 

Oil 

GRAPH 

8274 

S 

s 

115 

S 

83 

223 

SAVE 

8275 

T 
1 

t 

116 

T 

84 

# 

35 

TbtSet 

8276 

U 

u 

117 

U 

85 

Table  9 

8277 

V 

V 

118 

V 

86 

157 

PASTE 

8278 

w 

w 

119 

w 

87 

! 

33 

Y= 

8279 

X 

X 

120 

X 

88 

9 

169 

CUT 

8280 

Y 

y 

121 

Y 

89 

> 

18 

TABLE 

8281 

z 

2 

122 

z 

90 

Caps  Lock 

8282 
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Table  2:  Arrow  Keys 


Arrow  Keys 

Normal 

m 

LLI 

[2nHI 

1^1 

338 

1 6722 

4434 

8530 

33106 

o 

342 

1 6726 

4438 

8534 

331 1 0 

G 

340 

16724 

4436 

8532 

33108 

O 

348 

16732 

4444 

8540 

33116 

o 

344 

16728 

4440 

8536 

33112 

o 

345 

16729 

4441 

8537 

33113 

o 

337 

16721 

4433 

8529 

33105 

o 

339 

16723 

4435 

8531 

33107 

Note:  The  Grab  (151)modifier  only  affects  the  arrow  keys. 


Table  3:  Grave  Letters  (prefixed  by  S  A) 


Key 

Assoc. 

Normal 

CD 

A 

a 

224 

192 

E 

232 

200 

1 

236 

204 

0 

6 

242 

210 

U 

D 

249 

217 

Table  4:  Cedilla  Letters  (prefixed  by  Im1  C) 

Key 

Assoc. 

Normal 

B 

c 

? 

231 

199 

Table  5:  Acute  Accent  Letters  (prefixed  by  dnH]  E) 

Key 

Assoc. 

Normal 

LiJ 

A 

a 

225 

193 

E 

e 

233 

201 

1 

f 

237 

205 

0 

6 

243 

211 

U 

u 

250 

218 

Y 

y 

253 

221 
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Table  6:  Greek  Letters  (prefixed  by  \Mi  G) 


Key 

Assoc. 

Normal 

m 

l_LI 

A 

oc 

128 

B 

|3 

129 

D 

o 

133 

132 

E 

e 

134 

F 

<ti 

145 

G 

y 

131 

130 

L 

A 

137 

M 

\^ 

181 

P 

K 

140 

139 

R 

P 

141 

S 

a 

143 

142 

T 

T 

144 

W 

148 

147 

X 

138 

Y 

V 

146 

Z 

135 

Table  7:  Tilde  Letters  (prefixed  by  Und]  N) 

Key 

Assoc. 

Normal 

B 

N 

n 

241 

209 

0 

0 

245 

Table  8:  Caret  Letters  (prefixed  by  [M]  0) 

Key 

Assoc. 

Normal 

A 

226 

194 

E 

234 

202 

1 

T 

238 

206 

0 

6 

244 

212 

U 

0 

251 

219 

Table  9:  Umlaut  Letters  (prefixed  byS  U) 

Key 

Assoc. 

Normal 

a 

A 

a 

228 

196 

E 

e 

235 

203 

1 

T 

239 

207 

O 

0 

246 

214 

u 

u 

252 

220 

Y 

y 

255 
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Entering  Complex  Numbers 


You  can  enter  complex  numbers  in  the  polar  form  (rZQ),  where 
r  is  the  magnitude  and  9  is  the  angle,  or  polar  form  re'".  You 
can  also  enter  complex  numbers  in  rectangular  form  a+bi 


Overview  of 
Complex  Numbers 


A  complex  number  has  real  and  imaginary  components  that  identify 
a  point  in  the  complex  plane.  These  components  are  measured  along 
the  real  and  imaginary  axes,  which  are  similar  to  the  x  and  y  axes  in 
the  real  plane. 

Imaginary 


The  point  can  be  expressed  in 
rectangular  form  or  in  either  of 
two  polar  forms. 

The  i  symbol  represents  the 
imaginary  number  ^fT . 


Expressed  as 
a+bi,  re'^,  or 
(rze) 


Real 


As  shown  below,  the  form  that  you  can  enter  depends  on  the  current 
Angle  mode. 


You  can  use  the  form:      When  the  Angle  mode  setting  is: 

a+bi  Radian  or  Degree 

re'^  Radian  only 

(In  Degree  angle  mode,  this  form  causes  a 
Domain  error.) 

(rZ9)  Radian  or  Degree 


Use  the  following  methods  to  enter  a  complex  number. 


Note:  To  get  the  i  symbol, 
press  [2ri]  [t],  do  not 
simply  type  an  alphabetic  1. 


To  enter  the: 


Do  this: 


Rectangular  form  Substitute  the  applicable  values  or  variable 

a+bj  names  for  a  and  b. 

aH  b[lM][i] 
For  example: 


■  2  +  3  i 

2  +  3i 

2+3*i 

Mf^lN  RriDf^UTD 

FUNC  1/50 
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To  enter  the: 


Do  this: 


Important:  Do  not  use  the 

re' ^  polar  form  in  Degree 
angle  mode.  It  will  cause  a 
Domain  error. 

Note:  To  get  the  e  symbol, 

press: 

7/-89:S[e-'-]. 

TI-92  Plus:  M  [e  >] 

Do  not  simply  type  an 

alphabetic  e. 

Tip:  To  get  the  Z  symbol, 
press  [2nd]  [z] . 

Tip:  To  enter  9  in  degrees 
for  (rze),  you  can  type  a  ° 
symbol  (such  as  45°).  To 
get  the  °  symbol,  press 
f2nd1  [°] .  You  should  not  use 
degrees  for  re'". 


Polar 
re''" 
-or- 
(rze) 


form 


-  Parentheses  are 
required  for  the 
(rze)  form. 


Substitute  the  applicable  values  or  variable 
names  for  r  and  9,  where  9  is  interpreted 
according  to  the  Angle  mode  setting. 

TI-89: 

[iiBrRifTire-'if2Hdiriiriireim 

-  or  - 

mgHii  [R1  [MiMF^reim 

TI-92  Plus: 

R  \M  U']  [Ml  [']  n  m 
-or- 

[D  R  [Ml  M  [a  [3 
For  example: 


i  ■  n 

J2  +  J2i 

(.2^71^4) 

MAIN  RHDAUTD 

FUNC 

Results  are  shown  in  rectangular 
form,  but  you  can  select  polar  form. 


Complex  Format 
Mode  for  Displaying 
Results 


Use  [MODE]  to  set  the 
Complex  Format  mode 
to  one  of  three  settings. 


Graph   FUHCTIDN* 

CUKKtnt  Folder   noin  * 

DisMay  PiSitS   FLDfiT  fi* 

ftn31S   RftDlftN* 

C^rrpl4x  ForriVna^n^^^^^^^H 

Prsttv  FKint....   2!  RECTRHGULRR 
3;P0LHR 


Note:  You  can  enter 
complex  numbers  in  any 
form  (or  a  mixture  of  all 
forms)  depending  on  the 
Angle  mode. 


REAL 


You  can  enter  a  complex  number  at  any  time,  regardless  of  the 
Complex  Format  mode  setting.  However,  the  mode  setting  determines 
how  results  are  displayed. 

If  Complex  Format  is:     The  TI-89  /  TI-92  Plus: 

Will  not  display  complex  results  unless  you: 

•  Enter  a  complex  number. 
-  or- 

•  Use  a  complex  function  such  as 
cFactorO,  cSolveO,  or  cZeros(). 

If  complex  results  are  displayed,  they  will 
be  shown  in  either  a+bi  or  re'^  form. 
Displays  complex  results  as  a+bf. 

Displays  complex  results  as: 

•  re'^  if  the  Angle  mode  =  Radian 


RECTANGULAR 
POLAR 


(rZ9)  if  the  Angle  mode  =  Degree 
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Using  Complex 
Variables  in 
Symbolic 
Calculations 


Note:  For  best  results  in 
calculations  such  as 
cSolveO  ancfcZerosO,  use 
Ivlettiod  1. 


Regardless  of  the  Complex  Format  mode  setting,  undefined  variables 
are  treated  as  real  numbers.  To  perform  complex  symbolic  analysis, 
you  can  use  either  of  the  following  methods  to  set  up  a  complex 
variable. 

Method  1 :  Use  an  underscore  _  (TI-89:  H  [_]  TI-92  Plus:  Und]  [_])  as 
the  last  character  in  the  variable  name  to  designate  a  complex 
variable.  For  example: 

z_  is  treated  as  a 
complex  variable 
(unless  z  already 
exists,  in  which  case 
it  retains  its  existing 
data  type). 


G 

■  inag(z_!J 

Method  2:  Define  a  complex  variable.  For  example: 
x+yi-»z 

Then  z  is  treated  as  a 
complex  variable. 


■  inag(z) 

G 

■  X  +  y  ■  i  z 

X  +  y  ■  i 

■  inag(z) 

y 

inag(z> 

Complex  Numbers 
and  Degree  Mode 


Note:  If  you  use  Degree 
angle  mode,  you  must  make 
polar  entries  in  the  form 
(rze).  In  Degree  angle 
mode,  an  re"  entry  causes 
an  error. 


Radian  angle  mode  is  recommended  for  complex  number 
calculations.  Internally,  the  TI-89  /  TI-92  Plus  converts  all  entered  trig 
values  to  radians,  but  it  does  not  convert  values  for  exponential, 
logarithmic,  or  hyperbolic  functions. 

In  Degree  angle  mode,  complex  identities  such  as  e'^(te)  =  cos(6)  + 
i  sin(6)  are  not  generally  true  because  the  values  for  cos  and  sin  are 
converted  to  radians,  while  those  for  e'^()  are  not.  For  example, 
e^{i45)  =  cos(45)  +  i  sin(45)  is  treated  internally  as  e'^(j45)  = 
cos(;i/4)  +  i  sin(7i:/4).  Complex  identities  are  always  true  in  Radian 
angle  mode. 
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Accuracy  Information 


To  maximize  accuracy,  the  TI-89  /  TI-92  Plus  carries  more  digits 
internally  than  it  displays. 


Computational  Floating-point  (decimal)  values  in  memory  are  stored  using  up  to  14 

Accuracy  digits  with  a  3-digit  exponent. 

•  For  min  and  max  Window  variables  (xmin,  xmax,  ymin,  ymax,  etc.), 
you  can  store  values  using  up  to  12  digits.  Other  Window 
variables  use  14  digits. 

•  When  a  floating-point  value  is  displayed,  the  displayed  value  is 
rounded  as  specified  by  the  applicable  mode  settings  (Display 
Digits,  Exponential  Format,  etc.),  with  a  maximum  of  12  digits  and  a 
S-digit  exponent. 

•  RegEQ  displays  up  to  14-digit  coefficients. 

Integer  values  in  memory  are  stored  using  up  to  614  digits. 


Graphing  Accuracy 


Note:  For  a  table  that  lists 
the  number  of  pixels  in  a  full 
screen  or  split  screen,  refer 
to  "Setting  and  Exiting  the 
Split  Screen  Mode"  in 
Chapter  14. 


The  Window  variable  xmin  is  the  center  of  the  leftmost  pixel  used, 
and  xmax  is  the  center  of  the  rightmost  pixel  used.  Ax  is  the  distance 
between  the  centers  of  two  horizontally  adjacent  pixels. 

•  Ax  is  calculated  as  (xmax  -  xmin)  /  (#  of  x  pixels  -  1 ). 

•  If  Ax  is  entered  from  the  Home  screen  or  a  program,  xmax  is 
calculated  as  xmin  +  Ax  *  (#  of  x  pixels  -  1 ). 

The  Window  variable  ymin  is  the  center  of  the  bottom  pixel  used,  and 
ymax  is  the  center  of  the  top  pixel  used.  Ay  is  the  distance  between 
the  centers  of  two  vertically  adjacent  pixels. 

•  Ay  is  calculated  as  (ymax  -  ymin)  /  (#  of  y  pixels  -  1). 

•  If  Ay  is  entered  from  the  Home  screen  or  a  program,  ymax  is 
calculated  as  ymin  +  Ay  *  (#  of  y  pixels  -  1 ). 

Cursor  coordinates  are  displayed  as  eight  characters  (which  may 
include  a  negative  sign,  decimal  point,  and  exponent).  The 
coordinate  values  (xc,  yc,  zc,  etc.)  are  updated  with  a  maximum  of 
12-digit  accuracy. 
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System  Variables  and  Reserved  Names 


This  section  lists  the  names  of  system  vahables  and  reserved 
function  names  that  are  used  by  the  TI-89  /  TI-92  Plus.  Only 
those  system  vahables  and  reserved  function  names  that  are 
identified  by  an  asterisk  (*)  can  be  deleted  by  using  Deivar  var 
on  the  entry  line. 


Graph 


Graph  Zoom 


Statistics 


Tabie 

Data/Matrix 

Miscelianeous 

Soiver 


yl(x)-y99(x)* 
xtl(t)-xt99(t)* 
ml-ui99* 
tc 

xfact 

xmax 

ymax 

Ax 

zscl 

ncontour 

tmin 

tplot 

Estep 

ranax 

zxmin 

zymin 

zxres 

ztmin 

ztmaxde 

zzmax 

zeye\|/ 

zpltstep 

X 

Ex2 
Ey^ 

medStat 

medyl 

minY 

regCoef* 

Sx 

tblStart 
cl-c99 


yr(t)-y99'(t)* 

ytl(t)-yt99(t)* 

xc 

re 

yfact 

xscl 

yscl 

Ay 

eyee 

Gmin 

tmax 

ncurves 

fldpic 

plotStrt 

zxmax 

zymax 

z9min 

ztmax 

ztstepde 

zzscl 

zmnin 


y 

Sxy 

corr 

medxl 

medy2 

nStat 

regEq(x)* 

Sy 

Atbl 

sysData* 

ok 

exp* 


yil-yi99*  rl(e)-r99(9)* 
zl(x,y)-z99(x,y)*  ul(n)-u99(n)* 


yc 
ec 

zfact 

xgrid 

ygrid 

zmin 

eye(|) 

emax 

tstep 

diftol 

fldres 

plotStep 

zxscl 

zyscl 

zGmax 

ztstep 

ztplotde 

zeye9 

znmax 


Ex 
Sy 

maxX 
medx2 
medyS 
ql 

seedl 
R2 

tbllnput 


erromum 


zc 
nc 

xmin 

ymin 

xres 

zmax 

eye\(f 

9step 

to 

dtime 
nmin 
sysMath 

zxgrid 

zygrid 

z9step 

ztOde 

zzmin 

zeye(|) 

zpltstrt 


ax 

tjy 

maxY 
medx3 
minX 
q3 

seed2 
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EOS  (Equation  Operating  System)  Hierarchy 


This  section  describes  the  Equation  Operating  System 
(EOS™)  that  is  used  by  the  TI-89  /  TI-92  Plus.  Numbers, 
variables,  and  functions  are  entered  in  a  simple, 
straightforward  sequence.  EOS  evaluates  expressions  and 
equations  using  parenthetical  grouping  and  according  to  the 
priorities  described  below. 


Order  of  Evaluation      Level  Operator 


1 
1 

ParenthesGS  (  ),  brackets  [  ],  braces  {  ) 

iL 

Indirection  (#) 

o 

Function  calls 

A 

4 

Post  operators:  degrees-niinutes-seconds  (°,',"),  factorial  (!), 
percentage  (%),  radian    ),  subscript  ([  ]),  transpose  (T) 

5 

Exponentiation,  power  operator  (^) 

6 

Negation  (  ") 

7 
8 

String  concatenation  (&) 
Multiplication  (*),  division  (/) 

9 

Addition  (+),  subtraction  (-) 

10 

Equality  relations:  equal  (=),  not  equal  {f-  or/=), 

less  than  (<),  less  than  or  equal  (<  or  <=),  greater  than  (>), 

greater  than  or  equal  (>  or  >=) 

11 

Logical  not 

12 

Logical  and 

13 

Logical  or,  exclusive  logical  xor 

14 

Constraint  "with"  operator  (1) 

15 

Store  (^) 

Parentheses, 
Brackets,  and 
Braces 


All  calculations  inside  a  pair  of  parentheses,  brackets,  or  braces  are 
evaluated  first.  For  example,  in  the  expression  4(1+2),  EOS  first 
evaluates  the  portion  of  the  expression  inside  the  parentheses,  1  +2, 
and  then  multiplies  the  result,  3,  by  4. 

The  number  of  opening  and  closing  parentheses,  brackets,  and 
braces  must  be  the  same  within  an  expression  or  equation.  If  not,  an 
error  message  is  displayed  that  indicates  the  missing  element.  For 
example,  (1  +2)/(3+4  will  display  the  error  message  "Missing  )." 

Note:  Because  the  TI-89  /  TI-92  Plus  allows  you  to  define  your  own 
functions,  a  variable  name  followed  by  an  expression  in  parentheses 
is  considered  a  "function  call"  instead  of  implied  multiplication.  For 
example  a(b+c)  is  the  function  a  evaluated  by  b+c.  To  multiply  the 
expression  b+o  by  the  variable  a,  use  explicit  multiplication:  a*(b+c). 
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Indirection 


Post  Operators 


Exponentiation 


Negation 


Constraint  (|) 
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The  indirection  operator  (#)  converts  a  string  to  a  variable  or 
function  name.  For  example,  #("x"&"y"&"z")  creates  the  variable  name 
xyz.  Indirection  also  allows  the  creation  and  modification  of 
variables  from  inside  a  program.  For  example,  if  1 0^r  and  "r"-»s1 ,  then 
#s1=10. 

Post  operators  are  operators  that  come  directly  after  an  argument, 
such  as  5!,  25%,  or  60°  15'  45".  Arguments  followed  by  a  post  operator 
are  evaluated  at  the  fourth  priority  level.  For  example,  in  the 
expression  4"3!,  3!  is  evaluated  first.  The  result,  6,  then  becomes  the 
exponent  of  4  to  yield  4096. 

Exponentiation  C^)  and  element-by-element  exponentiation  are 
evaluated  from  right  to  left.  For  example,  the  expression  2"3"2  is 
evaluated  the  same  as  2"(3"2)  to  produce  512.  This  is  different  from 
(2"3)"2,  which  is  64. 

To  enter  a  negative  number,  press  \H]  followed  by  the  number.  Post 
operations  and  exponentiation  are  performed  before  negation.  For 
example,  the  result  of  "x^  is  a  negative  number,  and  "9^  =  "81 .  Use 
parentheses  to  square  a  negative  number  such  as  ( "9)^  to  produce 
81 .  Note  also  that  negative  5  ( "5)  is  different  from  minus  5  (-5),  and 
"3!  evaluates  as  "(3!). 

The  argument  following  the  "with"  (I)  operator  provides  a  set  of 
constraints  that  affect  the  evaluation  of  the  argument  preceding  the 
"with"  operator. 


Regression  Formulas 


This  section  describes  how  the  statistical  regressions  are 
calculated. 


Least-Squares  Most  of  the  regressions  use  non-linear  recursive  least-squares 

Algorithm  techniques  to  optimize  the  following  cost  function,  which  is  the  sum 

of  the  squares  of  the  residual  errors: 

N 

J  =  y~'^  [  residualExpression\  ^ 

where:  residualEocpression  is  in  terms  ofXj  and 
Xi  is  the  independent  variable  list 
2/;  is  the  dependent  variable  list 
N  is  the  dimension  of  the  lists 

This  technique  attempts  to  recursively  estimate  the  constants  in  the 
model  expression  to  make  J  as  small  as  possible. 

For  example,  y=a  sin(bx+c]+d  is  the  model  equation  for  SinReg.  So 
its  residual  expression  is: 

a  sin(bx i+c)+d  -  y I 

For  SinReg,  therefore,  the  least-squares  algorithm  finds  the 
constants  a,  b,  c,  and  d  that  minimize  the  function: 

N 

J  =         sm{bXi  +  c)  +  d-  y^^ 


Regressions  Regression  Description 

CubicReg        Uses  the  least-squares  algorithm  to  fit  the  third-order 
polynomial: 

y=ax'^+bor^+cx+d 

For  four  data  points,  the  equation  is  a  polynomial  fit; 
for  five  or  more,  it  is  a  polynomial  regression.  At 
least  four  data  points  are  required. 

ExpReg  Uses  the  least-squares  algorithm  and  transformed 

values  X  and  ln(?/)  to  fit  the  model  equation: 

y=ab' 

Lin  Reg  Uses  the  least-squares  algorithm  to  fit  the  model 

equation: 

y=aa:+b 

where  a  is  the  slope  and  b  is  the  y-intercept. 
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Regression 

Description 

LnReg 

Uses  the  least-squares  algorithm  and  transformed 

values  ln(a;)  and  y  to  fit  the  model  equation: 

y=a+b  ln(a;) 

Logistic 

Uses  the  least-squares  algorithm  to  fit  the  model 

equation: 

y=a/(l+b*e'^(c*x))-i-d 

iUediUled         Uses  the  median-median  line  (resistant  line) 

technique  to  calculate  summary  points  xl,  yl,  x2,  y2, 
x3,  and  y3,  and  fits  the  model  equation: 


y=ax+b 

where  a  is  the  slope  and  6  is  the  y-intercept. 

PowerReg       Uses  the  least-squares  algorithm  and  transformed 
values  ln(a;)  and  InQ/)  to  fit  the  model  equation: 

QuadReg        Uses  the  least-squares  algorithm  to  fit  the  second- 
order  polynomial: 

y=aa;^-\-bx+c 

For  three  data  points,  the  equation  is  a  polynomial  fit; 
for  foiu'  or  more,  it  is  a  polynomial  regression.  At 
least  three  data  points  are  required. 

QuartReg        Uses  the  least-squares  algorithm  to  fit  the  fourth- 
order  polynomial: 

y=aa;^+ba(?+afi-i-da:+e 

For  five  data  points,  the  equation  is  a  polynomial  fit; 
for  six  or  more,  it  is  a  polynomial  regression.  At  least 
five  data  points  are  required. 

SinReg  Uses  the  least-squares  algorithm  to  fit  the  model 

equation: 

y=a  sin(bx+c)+d 


Appendix  B:  Reference  Information  571 


Contour  Levels  and  Implicit  Plot  Algorithm 


Contours  are  calculated  and  plotted  by  the  following  method. 
An  implicit  plot  is  the  same  as  a  contour,  except  that  an  implicit 
plot  is  for  the  z=0  contour  only. 


Algorithm 


Based  on  your  x  and  y  Window  variables,  the  distance  between  xmin 
and  xmax  and  between  ymin  and  ymax  is  divided  into  a  number  of  grid 
lines  specified  by  xgrid  and  ygrid.  These  grid  lines  intersect  to  form  a 
series  of  rectangles. 


For  each  rectangle,  the  equation  is 
evaluated  at  each  of  the  four 
comers  (also  called  vertices  or 
grid  points)  and  an  average  value 
(E)  is  calculated: 

Zi  +  Z2  +  Z3  +  Z4 


=f(x,,y,) 


Z3=f(x2,yi) 


Z2=f(x,  ,y2) 


Z4=f(X2,y2) 


The  E  value  is  treated  as  the  value  of  the  equation  at  the  center  of  the 
rectangle. 

For  each  specified  contour  value 

•  At  each  of  the  five  points 
shown  to  the  right,  the 
difference  between  the  point's 
z  value  and  the  contour  value 
is  calculated. 

•  A  sign  change  between  any  two  adjacent  points  impUes  that  a 
contour  crosses  the  Une  that  joins  those  two  points.  Linear 
interpolation  is  used  to  approximate  where  the  zero  crosses  the 
line. 

•  Within  the  rectangle,  any  zero 
crossings  are  connected  with 
straight  lines. 

•  This  process  is  repeated  for 
each  contour  value. 


Each  rectangle  in  the  grid  is  treated  similarly. 


572 
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Runge-Kutta  Method 


For  Runge-Kutta  integrations  of  ordinary  differential  equations, 
the  TI-89  /  TI-92  Plus  uses  the  Bogacki-Shampine  3(2)  formula 
as  found  in  the  journal  Applied  Math  Letters,  2  (1989),  pp.  1-9. 


Bogacki-Shampine 
3(2)  Formula 


The  Bogacki-Shampme  3(2)  formula  provides  a  result  of  3rd-order 
accuracy  and  an  error  estimate  based  on  an  embedded  2nd-order 
formula.  For  a  problem  of  the  form: 

y'  =  f{^,  y) 

and  a  given  step  size  h,  the  Bogacki-Shampine  formula  can  be 
written: 

Fi  =  fix,,  2/„) 

yn.i  =  yn  +  >i{^F,  +  ^F,  +  ^Fs) 
Fi  =  /(a;„i ,  2/n,i) 

errest  =  h(—F,  -  —  F2--F„+-Fi) 
^  72    ^    12   ^    9   ^    8  ^' 

The  error  estimate  etTest  is  used  to  control  the  step  size 
automatically.  For  a  thorough  discussion  of  how  this  can  be  done, 
refer  to  Numerical  Solution  of  Ordinary  Differential  Equations  by 
L.  F.  Shampine  (New  York:  Chapman  &  HaU,  1994). 

The  TI-89  /  TI-92  Plus  software  does  not  adjust  the  step  size  to  land  on 
particular  output  points.  Rather,  it  takes  the  biggest  steps  that  it  can 
(based  on  the  error  tolerance  diftol)  and  obtains  results  for 
x,<x<  x„^i  using  the  cubic  interpolating  polynomial  passing  through 
the  point  [x^ ,  ?/„)  with  slope  F^  and  through  (x^^^^ ,  y„^i)  with  slope  F^. 
The  interpolant  is  efficient  and  provides  results  throughout  the  step 
that  are  just  as  accurate  as  the  results  at  the  ends  of  the  step. 
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Service  and  Warranty  Information 


Battery  Information  

In  Case  of  Difficulty  

Support  and  Service  Information 
Warranty  Information  


579 
580 


This  appendix  provides  supplemental  information  that  may  be 
helpful  as  you  use  the  TI-89  /  TI-92  Plus.  It  includes  procedures  that 
may  help  you  correct  problems  with  the  TI-89  /  TI-92  Plus,  and  it 
describes  the  service  and  warranty  provided  by  Texas 
Instruments. 


|Tool5|rt13tbro|co1c|nthtr|Fr3i^lD|citon  Up|  | 


I  J[Csin[:xJ)^]tix 

2  2 


J<sint:x>-^2,x> 


RHP  HUTD          FUHC  EHTT 


BATT  indicator 


When  the  BATT  indicator  appears  in  the  status  line,  it  is  time  to 
change  the  batteries. 
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Battery  Information 


The  Tl-89  /  Tl-92  Plus  uses  two  types  of  batteries:  four  alkaline 
batteries,  and  a  lithium  battery  as  a  backup  for  retaining 
memory  while  you  change  the  alkaline  batteries. 


When  to  Replace 
the  Batteries 


Note:  The  Tl-89  uses  four 
AAA  size  alkaline  batteries. 

The  Tl-92  Plus  uses  four  AA 
size  alkaline  batteries. 


Note:  To  avoid  loss  of 
information  stored  in 
memory,  the 
Tl-89  /  Tl-92  Plus  must  be 
off.  Do  not  remove  the 
alkaline  batteries  and  the 
lithium  battery  at  the  same 
time. 


As  the  alkaline  batteries  run  down,  the  display  will  begin  to  dim 
(especially  during  calculations).  To  compensate  for  this,  you  will 
need  to  adjust  the  contrast  to  a  higher  setting.  If  you  find  it  necessary 
to  increase  the  contrast  setting  frequently,  you  will  need  to  replace 
the  alkaline  batteries.  To  assist  you,  a  BATT  indicator  ( BUTT )  will 
display  in  the  status  line  area  when  the  batteries  have  drained  down 
to  the  point  when  you  should  replace  them  soon.  When  the  BATT 
indicator  is  displayed  in  reverse  text  you  must  replace  the 

alkaline  batteries  immediately. 


2  "  2 


J(£in(x>-'2.xJ 


RHP  HLTD  FUHC  EHTT  l/2f} 


-BATT  indicator 


To  avoid  loss  of  data,  do  not  remove  the  lithium  battery  unless  four 
fresh  alkaline  batteries  are  installed.  Replace  the  lithium  backup 
battery  about  every  three  or  four  years. 


Effects  of  Replacing 
the  Batteries 


If  you  do  not  remove  both  types  of  batteries  at  the  same  time  or 
allow  them  to  run  down  completely,  you  can  change  either  type  of 
battery  without  losing  anything  in  memory. 


Battery  Precautions 


Take  these  precautions  when  replacing  batteries: 

Do  not  leave  batteries  within  the  reach  of  children. 

Do  not  mix  new  and  used  batteries.  Do  not  mix  brands  (or  types 
within  brands)  of  batteries. 

Do  not  mix  rechargeable  and  non-rechargeable  batteries. 
Install  batteries  according  to  polarity  (+  and  - )  diagrams. 
Do  not  place  non-rechargeable  batteries  in  a  battery  recharger. 
Properly  dispose  of  used  batteries  immediately. 
Do  not  incinerate  or  dismantle  batteries. 
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Replacing  the 
Alkaline  Batteries  in 
the  TI-89 


1.  If  the  TI~89  is  on,  turn  it  off  (press  [2nd]  [OFF])  to  avoid  loss  of 
information  stored  in  memory. 

2.  Slide  the  protective  cover  over  the  keyboard. 

3.  Holding  the  calculator  upright,  push  down  on  the  battery  cover 
latch,  and  then  remove  the  cover. 

4.  Remove  all  four  discharged  AAA  batteries. 

5.  Install  four  new  AAA  alkaline  batteries,  arranged  according  to  the 
polarity  (+  and  -)  diagram  inside  the  battery  compartment. 


Lithium  battery- 


n 


AAA  all<aline 
batteries 


6.  Replace  the  battery  cover  by  inserting  the  two  prongs  into  the 
two  slots  at  the  bottom  of  the  battery  compartment,  and  then 
push  the  cover  until  the  latch  snaps  closed. 


Replacing  the 
Lithium  Battery  in 
the  TI-89 


To  replace  the  lithium  backup  battery,  remove  the  battery  cover  and 
unscrew  the  tiny  screw  holding  the  BACK  UP  BATTERY  cover  in 
place. 

Remove  the  old  battery  and  install  a  new  CR1 61 6  or  CR1 620  battery, 
positive  (+)  side  up.  Replace  the  cover  and  the  screw. 
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Replacing  the 
Alkaline  Batteries  in 
the  Tl-g2  Plus 


If  the  TI-92  Plus  is  on,  turn  it  off  (press  [2nd]  [OFF])  to  avoid  loss  of 
information  stored  in  memory. 

Holding  the  TI-92  Plus  unit  upright,  slide  the  latch  on  the  top  of  the 
unit  to  the  left  unlocked  position;  slide  the  rear  cover  down  about 
one-eighth  inch  and  remove  it  from  the  main  unit. 


Slide  to  open. 


3.  Remove  all  four  discharged  AA  batteries. 

4.  Install  four  new  AA  batteries  as  shown  on  the  polarity  diagram 
located  in  the  battery  compartment. 


3 


nx 


AA  alkaline  batteries 


Littiium  battery 


5.  Replace  the  rear  cover,  and  slide  the  latch  on  the  top  of  the 
TI-92  Plus  to  the  locked  position  to  lock  the  cover  back  in  place. 

6.  Turn  the  TI-92  Plus  on,  and  adjust  the  display  contrast,  if 
necessary. 


Replacing  the  To  replace  the  lithium  backup  battery,  remove  the  back  cover  from 

Lithiuin  Battery  in  unscrew  the  tiny  screw  holding  the  lithiimi  battery  cover 

the  TI-92  Plus  in  place. 

Remove  the  old  battery  and  install  a  new  CR2032,  positive  (+)  side 

up.  Replace  the  cover  and  the  screw. 
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In  Case  of  Difficulty 


If  you  have  difficulty  operating  the  TI-89  /  TI-92  Plus,  the 
following  suggestions  may  help  you  correct  the  problem. 


Suggestions 

If: 

Suggested  action: 

You  cannot  see  anything 

Press  0  0  to  darl^en  or  0  ED  to  lighten 

on  the  display. 

the  display  contrast. 

The  BATT  indicator  is  Replace  the  batteries.  If  BATT  is 

displayed.  displayed  in  reverse  text  (BJfl), 

replace  the  batteries  as  soon  as 

possible. 


The  BUSY  indicator  is 

A  calculation  is  in  progress.  If  you 

displayed. 

want  to  stop  the  calculation,  press  [ONl. 

The  PAUSE  indicator  is 

A  graph  or  program  is  paused  and  the 

displayed. 

TI-89  /  TI-92  Plus  is  waiting  for  input; 

press  lENTERj. 

An  error  message  is 

Refer  to  Appendix  B  for  a  list  of  error 

displayed. 

messages.  Press  jESCj to  clear. 

The  TI-89  /  TI-92  Plus  does       Press  [ESC]  several  times  to  exit  any 
not  appear  to  be  working       menu  or  dialog  box  and  to  return  the 
properly.  cursor  to  the  entry  Une. 


—  or  — 

Be  sure  that  the  batteries  are  installed 
properly  and  that  they  are  fresh. 

1.  Remove  one  of  the  four  AAA 
batteries. 

2.  Press  and  hold  [H]  and  Q]  as  you 
reinstall  the  battery. 

3.  Continue  holding  \H\  and  Q]  for 
five  seconds  before  releasing. 

Press  and  hold  |2nd|  and  [S] .  Then  press 
and  release  [M] . 

—  or  — 

If  [2nd]  [S]  and  [M]  do  not  correct  the 
problem: 

1.  Remove  one  of  the  four  AA 
batteries. 

2.  Press  and  hold  [H]  and  [T]  as  you 
reinstall  the  battery. 

3.  Continue  holding  [R]  and  [T]  for  five 
seconds  before  releasing. 


Note:  Correcting  a  "lock  up" 
will  reset  your 
TI-89  /  TI-92  Plus  and  clear 
its  memory. 


The  TI-89  appears  to  be 
"locked  up"  and  will  not 
respond  to  keyboard 
input. 


The  TI-92  Plus  appears  to 
be  "locked  up"  and  will 
not  respond  to  keyboard 
input. 
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Support  and  Service  Information 


For  additional  information  about  Tl  support,  service,  and 
products,  please  see  below. 


For  General 
Information 


E-mail:  ti-cares@ti.com 

Phone:  1-800-TI-CARES  (1-800-842-2737) 

For  U.S.,  Canada,  Mexico,  Puerto  Rico,  and 
Virgin  Islands  only 


Home  Page: 


education.ti.com 


For  Technical  Phone:  1-972-917-8324 

Questions 

For  Product  Customers  in  the  U.S.,  Canada,  Mexico,  Puerto  Rico  and 

(hardware)  Service        virgin  islands:  Always  contact  Texas  Instruments  Customer 
Support  before  returning  a  product  for  service. 

All  other  customers:  Refer  to  the  leaflet  enclosed  with  this  product 
(hardware)  or  contact  your  local  Texas  Instruments 
retaUer/distributor. 
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Warranty  Information 


See  the  information  below  concerning  the  warranty  for  your 
TI-89  /  TI-92  Plus. 


Customers  in  the  One-Year  Limited  Warranty  for  Commercial  Electronic  Product 


U.S.  and  Canada 


This  Texas  Instruments  ("TI")  electronic  product  warranty  extends 


Only  only  to  the  original  purchaser  and  user  of  the  product 

Warranty  Duration.  This  Tl  electronic  product  is  warranted  to  the 
original  purchaser  for  a  period  of  one  (1)  year  from  the  original 
purchase  date. 

Warranty  Coverage.  This  Tl  electronic  product  is  warranted 
against  defective  materials  and  construction.  THIS  WARRANTY  IS 
VOID  IF  THE  PRODUCT  HAS  BEEN  DAMAGED  BY 
ACCIDENT  OR  UNREASONABLE  USE,  NEGLECT, 
IMPROPER  SERVICE,  OR  OTHER  CAUSES  NOT  ARISING 
OUT  OF  DEFECTS  IN  MATERIALS  OR  CONSTRUCTION. 

Warranty  Disclaimers.  ANY  IMPLIED  WARRANTIES  ARISING 
OUT  OF  THIS  SALE,  INCLUDING  BUT  NOT  LIMITED  TO 
THE  IMPLIED  WARRANTIES  OF  MERCHANTABILITY  AND 
FITNESS  FOR  A  PARTICULAR  PURPOSE,  ARE  LIMITED  IN 
DURATION  TO  THE  ABOVE  ONE-YEAR  PERIOD.  TEXAS 
INSTRUMENTS  SHALL  NOT  BE  LIABLE  FOR  LOSS  OF  USE 
OF  THE  PRODUCT  OR  OTHER  INCIDENTAL  OR 
CONSEQUENTIAL  COSTS,  EXPENSES,  OR  DAMAGES 
INCURRED  BY  THE  CONSUMER  OR  ANY  OTHER  USER. 

Some  states/provinces  do  not  allow  the  exclusion  or  limitation  of 
implied  warranties  or  consequential  damages,  so  the  above 
limitations  or  exclusions  may  not  apply  to  you. 

Legal  Remedies.  This  warranty  gives  you  specific  legal  rights,  and 
you  may  also  have  other  rights  that  vary  from  state  to  state  or 
province  to  province. 

Warranty  Performance.  During  the  above  one  (1)  year  warranty 
period,  your  defective  product  will  be  either  repaired  or  replaced 
with  a  reconditioned  model  of  an  equivalent  quality  (at  TI's  option) 
when  the  product  is  returned,  postage  prepaid,  to  Texas  Instruments 
Service  Facility.  The  warranty  of  the  repaired  or  replacement  unit 
will  continue  for  the  warranty  of  the  original  unit  or  six  (6)  months, 
whichever  is  longer.  Other  than  the  postage  requirement,  no  charge 
will  be  made  for  such  repair  and/or  replacement.  TI  strongly 
recommends  that  you  insure  the  product  for  value  prior  to  mailing. 

Software.  Software  is  licensed,  not  sold.  TI  and  its  licensors  do  not 
warrant  that  the  software  will  be  free  from  errors  or  meet  your 
specific  requirements.  All  software  is  provided  "AS  IS." 

Copyright.  The  software  and  any  documentation  supplied  with  this 
product  are  protected  by  copyright. 
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One-Year  Limited  Warranty  for  Commercial  Electronic 
Product 

This  Texas  Instruments  electronic  product  warranty  extends  only  to 
the  original  purchaser  and  user  of  the  product. 

Warranty  Duration.  This  Texas  Instruments  electronic  product  is 
warranted  to  the  original  purchaser  for  a  period  of  one  (1)  year  from 
the  original  purchase  date. 

Warranty  Coverage.  This  Texas  Instruments  electronic  product  is 
warranted  against  defective  materials  and  construction.  This 
warranty  is  void  if  the  product  has  been  damaged  by  accident  or 
unreasonable  use,  neglect,  improper  service,  or  other  causes  not 
arising  out  of  defects  in  materials  or  construction. 

Warranty  Disclaimers.  Any  implied  warranties  arising  out  of 
this  sale,  including  but  not  limited  to  the  implied  warranties 
of  merchantability  and  fitness  for  a  particular  purpose,  are 
limited  in  duration  to  the  above  one-year  period.  Texas 
Instruments  shall  not  be  liable  for  loss  of  use  of  the  product 
or  other  incidental  or  consequential  costs,  expenses,  or 
damages  incurred  by  the  consumer  or  any  other  user. 

Some  jurisdictions  do  not  allow  the  exclusion  or  limitation  of  implied 
warranties  or  consequential  damages,  so  the  above  limitations  or 
exclusions  may  not  apply  to  you. 

Legal  Remedies.  This  warranty  gives  you  specific  legal  rights,  and 
you  may  also  have  other  rights  that  vary  from  jurisdiction  to 
jurisdiction. 

Warranty  Performance.  During  the  above  one  (1)  year  warranty 
period,  your  defective  product  will  be  either  repaired  or  replaced 
with  a  new  or  reconditioned  model  of  an  equivalent  quality  (at  TI's 
option)  when  the  product  is  returned  to  the  original  point  of 
purchase.  The  repaired  or  replacement  unit  will  continue  for  the 
warranty  of  the  original  unit  or  six  (6)  months,  whichever  is  longer. 
Other  than  your  cost  to  return  the  product,  no  charge  will  be  made 
for  such  repair  and/or  replacement.  TI  strongly  recommends  that  you 
insure  the  product  for  value  if  you  mail  it. 

Software.  Software  is  licensed,  not  sold.  TI  and  its  licensors  do  not 
warrant  that  the  software  will  be  free  from  errors  or  meet  your 
specific  requirements.  All  software  is  provided  "AS  IS." 

Copyright.  The  software  and  any  documentation  supplied  with  this 
product  are  protected  by  copyright. 

All  Other  Customers     For  information  about  the  length  and  terms  of  the  warranty,  refer  to 
your  package  and/or  to  the  warranty  statement  enclosed  with  this 
product,  or  contact  your  local  Texas  Instruments  retailer/distributor. 


Australia  &  New 
Zealand  Customers 
only 
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Programmer's  Guide 


setMode(  )  and  getMode(  ) 

setGraph(  )  

setTable(  )  


584 


587 


The  parameter/mode  strings  used  in  the  setlVlocle( ),  getMode( ), 
setGraph( ),  and  setTable( )  fimctions  do  not  translate  into  other 
languages  when  used  in  a  program.  For  example,  when  you  write 
a  program  in  the  French  Language  mode  then  switch  to  the  Italian 
Language  mode,  the  program  will  produce  an  error.  To  avoid  this 
error,  you  must  substitute  digits  for  the  alpha  characters.  These 
digits  operate  in  all  languages.  This  appendix  contains  the  digit 
substitutions  for  these  strings. 

The  following  examples  show  how  to  substitute  digits  in  the 
setMode( )  function. 

Example  1:  A  program  using  alpha  parameter/mode  strings: 

setMode("Graph", "Sequence") 

Example  2:  The  same  program,  substituting  digits  for  those 
strings: 

setMode("1","4") 
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setMocle( )  and  getMode( ) 


Parameter/Mode  Setting 

Strings 

ALL 

0 

Graph 

1 

FUNCTION 

1 

PARAMETRIC 

2 

POLAR 

3 

SEQUENCE 

4 

3D 

5 

□  IFF  EQUATIONS 

6 

DisplayDigits 

2 

FIXO 

1 

FIX  1 

2 

FIX  2 

3 

FIX  3 

4 

FIX  4 

5 

FIX  5 

6 

FIX  6 

7 

FIX  7 

8 

FIX  8 

9 

FIX  9 

10 

FIX  10 

11 

FIX  11 

12 

FIX  12 

13 

FLOAT 

14 

FLOAT  1 

15 

FLOAT  2 

16 

FLOAT  3 

17 

FLOAT  4 

18 

FLOAT  5 

1  Q 

FLOAT  6 

20 

FLOAT  7 

21 

FLOAT  8 

22 

FLOAT  9 

23 

584 
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Parameter/Mode  Setting  Strings 

FLOAT  10  24 

FLOAT  1 1  25 

FLOAT  12  26 

Angle  3 

RADIAN  1 

DEGREE  2 

Exponential  Format  4 

NORMAL  1 

SCIENTIFIC  2 

ENGINEERING  3 

Complex  Format  5 

REAL  1 

RECTANGULAR  2 

POLAR  3 

Vector  Format  6 

RECTANGULAR  1 

CYLINDRICAL  2 

SPHERICAL  3 

Pretty  Print  7 

OFF  1 

ON  2 

SplitScreen  8 

FULL  1 

TOP-BOTTOM  2 

LEFT-RIGHT  3 

SplltlApp  9 
(applications  are  not  numbered) 

Split2App  10 
(applications  are  not  numbered) 

Number  of  Graphs  1 1 

1  1 

2  2 
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Parameter/Mode  Setting  Strings 

Graph  2  12 

FUNCTION  1 

PARAi\/IETRiC  2 

POLAR  3 

SEQUENCE  4 

3D  5 

DIFF_EQUATIONS  6 

Split  Screen  Ratio  13 

1:1  1 

1:2  2 

2:1  3 

Exact/Approx  14 

AUTO  1 

EXACT  2 

APPROXIMATE  3 

Base  15 

DEC  1 

HEX  2 

BIN  3 
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setGraph( ) 


Parameter/Mode  Setting 

Strings 

Coordinates 

1 

RECT 

1 

POLAR 

2 

OFF 

3 

Graph  Order 

2 

SEQ 

1 

SIMUL 

2 

Grid 

3 

OFF 

1 

ON 

2 

Axes 

4 

In  3D  Mode: 

OFF 

1 

AXES 

2 

BOX 

3 

Not  in  3D  IVIode: 

OFF 

1 

ON 

2 

Leading  Cursor 

5 

OFF 

1 

ON 

2 

Labels 

6 

OFF 

1 

ON 

1 

Seq  Axes 

7 

TIME 

1 

WEB 

2 

Custom 

3 

Solution  Method 

8 

RK 

1 

EULER 

2 
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Parameter/Mode  Setting 

Strings 

Fields 

9 

SLPFLD 

1 

DIRFLD 

2 

FLDOFF 

3 

DE  Axes 

10 

TIME 

1 

Y1-VS-Y2 

2 

T-vs-r 

3 

Y-VS-Y' 

4 

Y1-VS-Y2' 

5 

Y1  '-VS-Y2' 

6 

XR  Style 

11 

WIRE  FRAME 

1 

HIDDEN  SRUFACE 

2 

CONTOUR  LEVELS 

3 

WIRE  AND  CONTOUR 

4 

IMPLICIT  PLOT 

5 
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setTable( ) 


Parameter/Mode  Setting  Strings 

Graph  <->Table  1 

OFF  1 

ON  2 

Independent  2 

AUTO  1 

ASK  2 

Axes  4 
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Index 


Commands  and  functions  are  bold.  Special  symbols  are  presented  at  the  beginning  of  the 
index. 


Symbols 

E ,  exponent,  441 

►Bin,  display  as  hmary}345^417^ 
^Cylind,  display  as  cylindrical  vector,  ]^29\ 
►DD,  display  as  decimal  angle,  432 
►Dec,  display  as  decimal  integer,  345.  432 
►DMS,  display  as  degree/minute/second,  438\ 
Jf(x)clx  (graph  math  tool),  122,  124 
►Hex,  display  as  hexadecimal,  345.  456\ 
Alist( ),  Ust  difference,  463i 
emax  window  variable,  137\ 
emin  window  variable,  137' 
►Polar,  display  as  polar  vector,  480 
►Rect,  display  as  rectangular  vector,  489 
►Sphere,  display  as  spherical  vector,  506 
estep  window  variable,  137 
Atbl,  table  increment,  224 
AtmpCnv( ),  temperature-range  conversion, 
86, 514 

AX  window  variable,  Hl9l566^ 
Ay  window  variable,  119.  566 
!,  factorial,  8.  531.  inside  front  cover,  inside 

back  cover   

"  second  notation,  536  \  __________ 

J( ),  integrate,  10  61  62  63^'66\\75\\76\\532\ 
n( ),  product,  75,  533 
square  root,  533j 
E( ),  sum,  75.  533 

/=,  not  equal,  294,  '5^9,'? 
<,  <=,  less  than  or  equal,  .294,  530.  inside 

front  cover,  inside  back  cover 
>,  >=,  greater  than  or  equal,  .!!94,  530.  inside 

front  cover,  inside  back  cover 
Z,  angle,  535 

a,  comment,  282,  539  inside  front  cover, 

inside  back  cover 
►,  convert,  S5,  537 
° ,  degree  notation,  |»0Q,|535,|536l 

/,  divide,  5S7   , 

#,  indirection,  293,  534,  569.  inside  front 

cover,  inside  back  cover 
oo,  infinity,  80 
*,  multiply,  527\ 
-,  negate,  25  jls] 
' ,  radian,  535] 

store,  289.  539] 
-,  subtract,  526 
^ ,  transpose,  509 


%,  percent,  528 

&,  append,  293,  532.  inside  front  cover, 

inside  back  cover 
',  minute  notation,  536 
',  prime,  536 
+,  add,  526 
./,  dot  division,  531 
.*,  dot  multiphcation,  531  \ 
.-,  dot  subtraction,  53jJ 
.+,  dot  addition,  530 

dot  power,  531 
<,  less  than,  294,  529 
«...»,  insufficient  display  memory,  103\ 
=,  equal,  294,  529 
>,  greater  than,  294,  530 
@,  arbitrary  integer,  80  inside  front  cover, 

inside  back  cover 

power,  534,  569 
_,  underscore,  536 
I,  with,  10  58  60  67  ■538,'569\ 
Ob,  binary  indicator,  539 
Oh,  hexadecimal  indicator,  539\ 
1 0'^( ),  power  of  ten,  537 
x-\  reciprocal,  538 


3D  graphing,!  i53|-|  173.  inside  front  cover, 
inside  back  cover 

animation,  154, 164  inside  front  cover, 

inside  back  cover 
CONTOUR  LEVELS,  155.  166 
HIDDEN  SURFACE,  155.  166 
WIRE  AND  CONTOUR,  155,  166] 
WIRE  FRAME,  155.J66, 

A 

abs( ),  absolute  value,  lt02,  414 

accented  characters,  21,  ,^24,J125,  326.  inside 

back  cover 
accuracy,  566 

activities.  See  examples,  previews,  activities 

add,  +,  526 

Algebra  menu,  70,  72 

algebra  operations,  410^ 

and.  Boolean  and,  67.  294,  347l'fl4\ 

AndPiC,  and  picture,  306, 415j 

Angle  mode,      108,  SSlj 
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A  (continued) 

angle( ),  angle,  415 
angle,  Z,  535 

angle,  angle( ),  415\  

ans( ),  last  answer,  50,  416 

APD  (Automatic  Power  Down),  14 

append,  &,  293.  532.  inside  front  cover,  inside 

back  cover 
APPLICATIONS  menu,  34.  38 
approx( ),  approximate,  70,  416 
approximate  answer,  inside  front  cover,  inside 

back  cover 
Approximate  mode,  29,  41,  54,  62,  553 
approximate,  approx( ),  70  416 
arbitrary  integer,  @,  80  inside  front  cover, 

inside  back  cover 
Arc  (graph  math  tool),  122,  125, 138\ 
arc  length,  arcLen( ),  75  416] 
arccosine,  COS-H  ),  424 
Archive,  archive  variables,  289,^361, \416\ 
arcLen( ),  arc  length,  75,  416 
arcsine,  sinl( ),  501 
arctangent,  tan-l( ),  51l] 
assembly  language,  313,'314"444' 
augment( ),  augmenfconcatenate,  388,  417 
augment/concatenate,  augment( ),  388.  417, 
Auto  mode,  29,  41,  54,  63.  553 
automatic  simphfication,  64, 
automatic  tables,  226j 
auto-paste,  52,  95 

avgRC( ),  average  rate  of  change,  ^Jt] 
axes  (sequence),  CUSTOM,  146 
Axes  graph  format,  114,  181, 190/119 1\ 
Axes  settings,  162, 165 


B 


base  code,  373,  374,  375'^376\ 
Base  mode,  42,  554 

BATT  message,  ^4,  576,  579  _____ 
batteries,  2,  3, 14,  15,  54,  576,  577]578l579\ 
binary 

display,  ►Bin,  345,  417\ 

uidicator,  Ob,  539 

rotate,  rotate( ),  348\ 

shift,  shin( ),  348 
BIdData,  build  data,  193,  289,  4is] 
Bogacki-Shampine  formula,  573  i 
Boolean 

and,  and,  67  294,  347,  4^  

exclusive  or,  xor,  294,  347\518\ 

not,  not,  294.  473 

or,  or,  294,  347,  475j 
Box  Plot,  266 

build  ____ 
data,  BIdData,  193f289l418\ 
table.  Table,  305.  510 


web.  Build  Web,  146 
Build  Web,  build  web,  146, 147\ 
BUSY  indicator,  54J15,,278\ 

c 

Calc  menu,  75 

Calculator-Based  Laboratory.  See  CBL  2/CBL 
Calculator-Based  Ranger.  See  CBR 
calculus  operationSjAZO, 
CATALOG  menu, 
CBL  2/CBL 

activity,  399 

getyretum.  Get,  451^ 

programs,  309,  399 

send  list  variable.  Send,  494\ 

statistical  data,  272, 273^ 
CBR 

get/return.  Get,  451 

programs,  309,  399 

send  list  variable.  Send,  494\ 

statistical  data,  272,  273 
ceiling( ),  ceiling,  389, 418 
certificate,  ,?69,  373,  374,  375,  376,  377,  378 
cFactor( ),  complex  factor,  71,  !i06,  419,  564 
CHAR  (character)  menu,  34 
Char( ),  character  string,  293,  419,  555 
characters 

accented,  21,  324.  325  326.  inside  back  cover 
codes,  555 

Greek,  325,  326  327.  inside  front  cover, 

inside  back  cover 
menu,  34 

numeric  code,  ord( ),  293.  476\555\ 
special,  21,  324,  325 
string,  char( ),  293,  419i555\ 
symbols,  21,325 

uppercase/lowercase,  1^1, ^19.\inside  front 
cover 
circle 

drawing,  }gi-j  I 

graphing,  106 
Circle,  draw  circle,  308,  420 
Circular  definition  error,  289 
Clean  Up  menu,  43 
clear 

drawing,  CIrDraw,  213.  307,  42d\ 

error,  CIrErr,  310,  420 

graph,  CIrGraph,  205,  305,,340l420\ 

home,  CIrHome,  421  _ 

I/O,  CIrlO,  279  302,  42l\ 
clipboard,  95,  96,  321 
CIrDraw,  clear  drawing,  2i3,'^07j^2d\ 
CIrErr,  clear  error,  310, 420 
CIrGraph,  clear  graph,  205,  305,"340l420\ 
CIrHome,  clear  home,  421 
CIrlO,  clear  VO,  279,  302,  421j 
cobweb  plot.  See  web  plots 
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C  (continued) 

COlDim( ),  matrix  column  dimension,  \tSl  I 
COlNorm( ),  matrix  column  norm,  4Sl\ 
combinations,  nCr( ),  470 
COmDenom( ),  common  denominator,  '70j|7J| 

74  421 
command  mark,  328 
command  scripts, , 

activity,  392 
commands,  409  -  540 

comment,  9, 282,  539.  inside  front  cover,  inside 
back  cover 

common  denominator,  comDenom( ),  70,  J 1^ 

complex 

conjugate,  conj( ),  422 
factor,  cFactor( ),  71  406,  419i564\ 


modulus  surface,  1 70 
numbers,  8,  563  -  565 

solve,  cSolve( ), 

61  425,  564] 

tables,  227 

zeros,  cZeros( ),  61  71 

430,  564 

Complex  Format  mode,  41 

,551j 

Complex  menu,  71 
conji ),  complex  conjugate,  l422\ 
Constant  Memory,  14 
constants,  81  -  92  83 

predefined,  S9,  90.  91 
contour  plots,  167, 168, 169^ 

DrwCtour,  draw  contour,  168 
contour-level  graphing,  155,  [66,  572 
contrast,  adjusting,  4,  15.  inside  front  cover, 

inside  back  cover 
convert,!,  85  537  ____ 
Coordinates  graph  format,  |2i'it,|J37| 
copy,  95  96,  321.  inside  back  cover 
CopyVar,  copy  variable,  289,  358,  422\ 
COS-H ),  arccosine,  424 
COS( ),  cosine,  423 
C0sh-1( ),  hyperbolic  arccosine,  424^ 
COSh( ),  hyperbolic  cosine,  424 
crossP( ),  cross  product,  425 
cSolve( ),  complex  solve,  51,  tt25,  564 
CubicReg,  cubic  regression,  261,  428,  57d\ 
CumSum( ),  cumulative  sum,  250, 428, 
Current  folder  mode,  41,  550 
cursor 

3D  graph,  ITeol 

free-moving,  116,  .'32,'H38,\i45,\}f59,\U83  | 
hidden  surface,  1 61 

moving,  16,  17  32  inside  front  cover,  inside 
back  cover 

off  the  curve,  161 

trace,  117 
CustmOff,  custom  toolbar  off,  ,37,  428\ 
CustmOn,  custom  toolbar  on,  37,  428] 


CUSTOM  axes  (sequence),  146 
CUSTOM  custom  plots,  142, 190, 19l\ 
CUSTOM  menu,  34.  37 
custom  plots,  CUSTOM,  142, 190ll9l\ 
custom  toolbar.  See  toolbar 
Custom  Units  mode,  42,  554 
Custom,  define  toolbar,  302, 429, 
cut,  95  321 .  inside  back  cover 
Cycle,  cycle,  429  _ 
CyclePiC,  cycle  picture,  219,  306,  429 

cylindrical  vector  display,  ^Cylind,  429  

cZeros( ),  complex  zeros,  ol,,fH0Oj064\ 


d  ( ),  first  derivative.li0||66|[75||7B|k3.g| 
darker/hghter,  f]|/5|  inside  front  cover,  inside 

back  cover 
data  (new),  NewData,  471 ' 

data  filtering,  396 
data  plots,  254 

Data/Matrix  Editor,  203,  237^- 252.  See  also 
matrices 

Auto-calculate,  ijg] 
cell  width,  245 

column  header,  ^■4»S,|g-49,[350l 

copying,  252 

creating,  241, 242 

data  variable,  240,  24l!t^42\ 

deleting,  246, 247\ 

filling,  244 

inserting,  246, 247 

list  variable,  239,  241,  24^ 

locking,  248 

matrix  variable,  239,  240,  241,  2jS\ 

new,  NewData,  240,  249,  289 

scrolling,  244 

shift,  shift( ),  250,  499J 

sorting  columns,  251 

statistical  plots,  264 

values,  243 

variables,  240,  241,t242\ 
decimal 

angle  display,  >DD,'432' 

integer  display,  ►Dec,  345.  432 
defme  toolbar.  Toolbar,  302.  515 


Define,  define,  77,  97, 110, 130, 142, 1571179\ 

196,  204,  207,  287.  289.  305,  384,  4S3j 
degree  notation,  ° ,  400.  535,  536 
degree/minute/second  display,  ►DMS,[43Sl 
deleting 

folder,  DelFold,  102.  289.  434\ 

variable,  DelVar,  60  77  102.  289,  291,434^ 
DelFold,  delete  folder,  102,  289,  434 
DelVar,  delete  variable,  60,  77,  102,  289, 291. 

434 

denominator,  421 
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D  (continued) 

derivatives,  10  

first  derivative,  d  ( ),  70  66  75  76  432\ 
numeric  derivative,  nDeriv( ),  75  470 j 

Derivatives  (graph  math  tool),  I22j24il32\ 
138 

deSolve( ),  solution,  75, 196,  43% 
det( ),  matrix  determinant,  436 
diag( ),  matrix  diagonal,  436 
dialog  boxes,  35 

Dialog,  define  dialog  box,  302„.437\ 
differential  equations 

DIRFLD,  direction  field,  ^80,ll85\l98\ 

first  order,  186, 196 

FLDOFF,  field  off,  180,185ll99\ 

graphing,  175-  i99J_ 

initial  conditions,  184\ 

second  order,  187, 196 

SLPFLD,  slope  field,  180, 185, 

solution  methods,  180, 193,  573\ 

third  order,  189 

troubleshooting,  197 
diftol  windovF  variable,  182' 
dim( ),  dunension,  293,  437 

DIRFLD,  direction  field,  180, 185, 198   

DIsp,  display  I/O  screen,  277,  283,  302,l310\ 

437  555 

DIspG,  display  graph,  W2,  305,  438 
DIspHome,  display  Home  screen,  302, 438\ 
display 

graph,  DispG,  302,  305,  438 
Home  screen,  DIspHome,  302,  438\ 


I/O  screen,  DIsp,  277  283,  302,  310,  437,  555 

table,  DispTbl,  302,  305,  438 
display  as 

binary,  ►Bin,  345,  41^ 

cylindrical  vector,  ►Cvlind,'4^9j 

decimal  angle,  ►DD,  432 

decimal  integer,  ►Dec,  345,  432\ 

degree/minute/second,  ►Dti/lS,  43^ 

hexadecimal,  ►Hex,  345,  456, 

polar  vector,  ►Polar,  480 

rectangular  vector,  ►Rect,  489\ 

spherical  vector,  ►Sphere,  506] 
Display  Digits  mode,  31,  41.  550 
DispTbl,  display  table,  302,  305,  438 
Distance  (graph  math  tool),  122,  125, 132, 138\ 
divide,  /,  527 
domain  constraints,  69\ 
dot 

addition,  .+,15301 

division,  ■/,  531  \   

multiplication,  .»\531\ 
povper,  531 
product,  d0tP( ),  439\ 
subtraction,  .-,  5311 
dOtP( ),  dot  product,  439\ 


DrawFunc,  draw  function,  '212,]308l439\ 

drawings  and  drawing 
circle.  Circle,  308,  420j 
circles,  214 

clearing,  CIrDraw,  307'420\ 
contour,  DrwCtOur,  308,  4^ 
erasing,  214 
freehand,  213 
function,  DrawFunc,  212'. 
horizontal  hue,  LineHorz, 
inverse,  Drawlnv,  212,  308,  439, 
line.  Line,  308, 
lines,  214,  215 
on  a  graph,  307 

parametric,  DrawParm,  212\308\439\ 

Pencil,  ai3 

polar,  DrawPol,  212.  308.  +*o| 
slope,  DrawSIp,  215,  308,  440 
tangent  line,  LineTan,  308.  462 
vertical  hue,  LineVert,  308,  462 
Drawlnv,  draw  inverse,  212,  308.  439\ 
DrawParm,  draw  parametric,  212,  308^439\ 
DrawPol,  draw  polar,  212,  308, 440 
DrawSIp,  draw  slope,  215,  308,  440 
DropDown,  drop-down  menu,  302,  HO 
DrwCtOur,  draw  contour,  168,  308„Jl41i 
dtime  window  variable,  182\ 


e,  natural  log  base.lSOl 
e'^( ),  e  to  a  power,!^^/] 
editing,  32 

eigVc( ),  eigenvector,  442] 
eigVI( ),  eigenvalue,  442j 
Else,  else,  296, 456 
Elself,  else  if,  207,  296,'+ii] 
end 

custom,  EndCustm,  302.  4^ 
dialog,  EndDlog,  302,  437 

for,  EndFor,  283,  297,  450\   

fimction,  EndFunc,  207,  286\451\ 
if,  Endlf,  283,  295.  456 
loop.  End  Loop,  299,  466 
program,  EndPrgm,  276.  287,  481 
toolbar,  EndTBar,  302.  515^ 
try,  EndTry,  310,  515 
while,  EndWhile,  298,  518 
EndCustm,  end  custom,  302, 429^ 
EndDlog,  end  dialog,  302, 437 
EndFor,  end  for,  283,  297,  450 
EndFunc,  end  function,  207,  286,  457] 
Endlf,  end  if,  283,  295,  456 
End  Loop,  end  loop,  299,  466 


EndPrgm,  end  program,  276,  287,481 
EndTBar,  end  toolbar,  302,  515 
EndTry,  end  try,  310,  515 
EndWhile,  end  while,  298,  518\ 
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entry( ),  entry,  50,  443\ 

EOS  (Equation  Operating  System),  |56S| 

equal,  =,  294,  529 

Equation  Operating  System  CEOS),'56Sj 

equations,  solving,  333  -  341 

errors  and  troubleshooting,  579,^80\ 

Circular  definition,  289 

clear  error,  CIrErr,  310, 42d\ 

Memory  error,  364 

messages,  542  -  549\ 

Out-of-memory,  79 

pass  error,  PassErr,  3j0|^79| 

programs,  310 

transmission,  369, 377| 

warnings,  549 
Estep  window  variable,  182\ 
Euler  method,  180, 193 
evaluate  polynomial,  polyEval( ),  480 
exact( ),  exact,  443 

Exaot/Approx  mode,  g9]Pl^|6ll|6g]|63]|553| 

examples,  previews,  activities 
3D  graphing,  154,  390 
baseball,  400 
CBL  2/CBL  program,  399\ 
complex  factors,  406 
complex  modulus  surface,  \170\ 
complex  numbers,  8 
complex  zeroes,  402\ 
constants,  82 
converging  web  plots,  148 
cos(x)=sin(x)  activity,  389 
cubic  polynomial,  402 \ 
data  filtering,  396 
data/matrix  editor,  238 
decomposing  a  rational  function,  1 
derivatives,  10 
differential  equations,  1 76] 
diverging  web  plots,  148\ 
expanding  expressions,  ^ 
factorial,  8 

factoring  polynomials,  9  i^j 
Fibonacci  sequence,  151 ' 
function  graphing,  106 
graphing  functions,  11 
implicit  plots,  \173\ 
integrals,  10 

memory  management,  350,1^51 1352\ 
number  bases,  344 
numeric  solver,  334 
oscillating  web  plots,  149\ 
parametric  graphing,  128i¥)0\ 
pathof  a  baU,  i2S  ' 
piecewise  functions,  202j 
polar  rose,  134 
pole-comer  problem,  38V\ 
population,  254  -  257 


preditor-prey  model,  150,  ^91  I 
prime  factors,  S 

programming,  ,276,  277,  31lH312\ 

Pythagorean  theorem,  384 

quadratic  formula,  386^ 

rational  factors,  406 

real  factors,  406 

reducing  expressions,  ^ 

sampling,  407  ^^^^ 

second-order  differential  equation,  |/g7,||?96"| 

sequence  graphing,  140 

solving  linear  equations,  gJ|Z0J|73| 

split  screen,  232,  400, 

standard  annuity,  404\ 

statistics,  254  -  257 

symbolic  manipulation,  ^sj 

tables,  222 

text  operations,  316 

third-order  differential  equation,  \189  \ 

time  value  of  money,  405 

trees  and  forest,  140 

tutorial  script  with  the  text  editor,  ]^92\ 

units  of  measurement,  82 

variable  management,  350,  351,  352\ 
exclusive  or  (Boolean),  xor,  294.  347  51^ 
exclusive  or  picture,  XorPic,  306,  519 
Exec,  execute  assembly  language,  314,  44^ 
execute  program,  Prgm,  276,  287,  481, 
Exit,  exit,  444 

exp^list( ),  expression  to  list,  ijt4^l 
expand( ),  expand,  .1,  70j^2^86^2^5\ 

exponent,  E ,  441 

Exponential  Format  mode,  31,  41,  551 

expr( ),  string  to  expression,  292,  293,  30l\38l\ 

446  _ 
ExpReg,  exponential  regession,  261,^6,l570\ 

expressions,  26,  27,  32 
expanding,  9 

.  , : ' ,  ■      to  list,  exp^list( 
reducing,  9 

string  to  expression,  expr( ),  292._293.^301.. 
381,  446 
Extract  menu,  71 

eyev  rotation  window  variable,  158,  162, 163 
eyee  X-axis  window  variable,  i5S,  r6^ 
eye(|)  z-axis  window  variable,  158, 162,  163_\ 


factor( ),  factor,  ^  E7]po]pi]|3S7,|*06|**7j 

factorial,  !,  8,  531.  inside  front  cover,  inside 

back  cover 
factoring,  9.  72 

activity,  406 
false  message,  80 
family  of  curves,  208,  2q9\ 
Fibonacci  sequence,  151\ 
Field  graph  format,  18oY 


2M 

of 


Index  595 


F  (continued)  ____ 

field  off,  FLDOFF,  180ll85ll99\ 

field  picture,  fidpic,  183\ 

Fill,  matrix  fiU,  448  ____ 

Flash  applications,  4,  3?'45 79"353,°356.  inside 

front  cover,  inside  back  cover 

deleting,  369 
Flash,  upgrading  product  code,  ?73,  37-£j 
FLDOFF,  field  off,  180, 185,199} 
fidpic,  field  picture,  183 
fidres  window  variable,  182\ 
flOOr( ),  floor,  389,  448 
fMax( ),  function  maximum,  ^i,lt?'5j(*4Sj 
fMln( ),  function  minimum,  11,  75,  449* 
FnOff,  function  off.  111,  305,  449 
FnOn,  function  on,  lll,g305jiH9\ 
folders,       100,  550 

delete,  DelFold,  102,  289\434\ 

deleting,  357 

gefretum,  getFold( ),  45f] 

locking/unlocking,  358 
new,  NewFold,  101,  289i47l\ 
pasting  name,  359 
renaming,  358 

setting,  setFold( ),  101,  300l495\ 

transmitting,  367,  368 

VAR-LINK,  102.  356.  357i358\ 
For,  for,  283,  297,  450 
format( ),  format  string,  .293,  302,  450 
FORMATS  dialog  box,  114,  155, 165, 166, 167, 

171,  176,  245,  325.  inside  front  cover,  inside 

back  cover 
f  part( ),  function  part,  451 
fractions,  70,  74,  394,  482 

free-moving  cursor,  116,  i32,''!38,M5M59,\^83  \ 
Frobenius  norm,  norm( ), -i(73 
Func,  program  function,  .207,  286jt451  \ 
functions,  ^6  409  -  540 

delayed  simpUfication,  66 

graphing,  105  - 126 

maximum,  fMax( ),  61  75''448] 

minimum,  fMln( ),  61  75  449' 

multistatement,  207 

off,  FnOff,  111  305,  449 1 

on,  FnOn,  111.  305,  449j 

part,  fpart( ),  451 

program  function,  Func,\207l286l451\ 
user-defined,  46  77  78  97\-\9S^\157j205\ 

207.  285,  286,  433 

G 

Garbage  collection  message,  362,  363^ 

gcd( ),  greatest  common  divisor,  451 

Get,  get/return  CBL/CBR  value,  272,  309\lf51  \ 

get/return 

calculator,  Ge\Ca\C„309^371j452j 


CBL/CBR  value.  Get,  272.  309,  451' 

configuration,  getConfg( ),  300,  452 

denominator,  getDenom( ),  71  452 j 

folder,  getFold( ),  289,  300,  453 

key,  getKey( ),  301.  453,  556,  559] 

mode,  getMode( ),  300,  453 

number,  getNum( ),  71  453^ 

type,  getType( ),  59  454 

units,  getUnlts( ),  300,  454 
GetCalC,  get/return  calculator,  309,  371, 452 
getConfg( ),  get/return  configuration,  300,  452\ 
getDenom( ),  get/return  denominator,  71,  452 
getFold( ),  get/return  folder,  289,  300 
getKey( ),  get/retum  key,  .301,  1(53,  556,  559\ 
getMode( ),  get/retum  mode,  300, 453 
getNum( ),  get/retum  number,  71,  453\ 
getType( ),  gef  return  type,  59,  454 
getUnits( ),  get/retum  units,  300,  45^ 
global  variables,  291 
Goto,  go  to,  287,  296, 299, 455^ 
Graph  2  mode,  «,  553 
Graph  mode,  ifl,  54, 108,d30\l36\l42ll57\ 

179,550 

Graph  Order  graph  format,  'I14fl80]. 
Graph,  graph,  110,  202,  205, 208, 305\455\ 
Graph<->Table,  table-graph,  224 
graphical  user  interface,  GUI,  302\ 
graphs  and  graphing 

Jf(x)dx,  122,  124j 

3D,  153-173 

atumation,  219 

Arc,  122.  125, 138\  _______ 

clearing,  CIrGraph,  205.  305'340\420\ 

contour  plots,  167,  168,  169 
coordinates,  11,  116  inside  front  cover, 

inside  back  cover 
custom  axes,  146 
custom  plots,  142, 190, 19l  \ 
Derivatives,  122,  124,  132, 138^ 
differential  equations,  175  -  199\ 
Distance,  122,  125,  132,  138_^ 
drawing,  213-216.  307 
family  of  curves,  208,  209 
formats,  114, 137, 144,  iSO] 
functions,  i  05- _^ 
functions  off,  FnOff,  305,  449 
functions  on,  FnOn,  305,  449 
graph  databases,  220 
graph.  Graph,  205.  305,  455\ 
Home  screen,  204,  205 
implicit  plots,  171, 172, 173\ 
independent  variable,  .2041 
Inflection,  122,  124 
Intersection,  122,  123] 
Inverse  functions,  212\ 
line  styles,  112,  131,j36,ll43,ll57ll79\ 
math  functions,  U22j 
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matrix  data,  203 

Maximum,  12S.  123' 

Minimum,  11  122,  123 

modes, 54  108, 130  ,136\142\157\179\ 

550 

native  independent  variable,  '204\ 
nested  functions,  206 
operations,  410 

overvievF,  107,  129, 135\l4l\l56\l78\ 

panning,  118 
parametric,  127-13^ 
pausing,  115 
pictures,  217  218 
piecewise  functions,  .gOSl 
pbcels,  566 
polar,  133  - 1^ 
programs,  305' 
QuickCenter,  118 

recall  graph  database,  RclGDB,  306'488\ 

selecting  functions.  111,  131,  143, 179 

sequence,  139  -  151 

setting,  setGraph( ),  300.  305.  495 

Shade,  122, 126 

shading.  Shade,  308,  498 

simultaneous  graphs,  208 

split  screen,  .209,  211,  233 

store  graph  database,  SXoGDB,  306,507, 

style.  Style,  305,  508 

Tangent,  122,  125,  132, 138\ 

text,  216 

time  plots,  142, 146, 190U9l\ 

trace.  Trace,  11 7H305i390l398l399l402\ 

515 


tracing,  11,  117,  118. 132'.' 138"  145^159^  183' 
two-graph  mode,  209,  210,  .233 
Value,  122.  123,  132,  138,  145,  159, 183 
vievring  window,  .<13,  131,  137, 143, 144, 158\ 
web  plots,  142, 146, 147 
window  variables,  113,  ?3J,|237,|i43,|W| 
158 

Y=  editor,  W6,U09,V30,ll36il42il57U79\ 

204 
Zero,  122.  123 

zoom,  119, 132, 138, 145\159\305\ 

zoom  factors,  119, 121 

zoom  Memory,  119, 121 
greater  than  or  equal,  >,  >=,  294,  530.  inside 

front  cover,  inside  back  cover 
greater  than,  >,  294  530 
greatest  common  divisor,  gcd( ),  4571 
Greek  characters,  .325,  326,  327.  inside  front 

cover,  inside  back  cover 
Grid  graph  format,  114. 
GUI,  graphical  user  interface,  ]^02\ 


H 

hexadecimal 

display,  ►Hex,  345.  456\ 

indicator.  Oh,  539 
hidden  surface,  155.  161,  166 
highlighting  text,  32  320.  inside  front  cover, 

inside  back  cover 
Histogram,  267 
history  area,  6,23  329] 
Home  screen,  6. 2^ 
hyperbolic   

arccosine,  C0sh-1( ),  424 

arcsine,  sinh-^ ),  502 

arctangent,  tanh-l( ),  5lT\ 

cosine,  C0Sh( ),  424 

sine,  sinh( ),  502 

tangent,  tanh( ),  511j 


m  list,  378,  379 

ID  number,  .55,  373,  378}379\ 

identitv( ),  identity  matrix,  456j 

If,  if,  207,  283,  295,  296,  456 

lmag( ),  imaginary  part,  457 

implicit  plots,  171,  172,  173,  572 

implied  multipUcation,  26, 130 

independent  auto/ask.  Independent  AUTO/ASK, 

224,  226,  229 
indirection,  #,  293,  534,  569.  inside  front  cover, 

inside  back  cover 
infinity,  »=,  80 

Inflection  (graph  math  tool),  122,J24\ 

initial  conditions,  184 

Input,  input,  301,  305. 457^ 

InputSt,  input  string,  292.  301.  371^458\ 

lnStrlng( ),  within  string,  293,  458 

instructions,  26 

insufficient  display  memory,  «...»,ll03\ 
lnt( ),  integer,  458 
lntDiv( ),  integer  divide,  346, 458\ 
integer  part,  IPart(  )^140g459\ 
integer,  int( ),  45S! 

integrate,  J( ),  10  6T'62  '63"66"75"76"532\ 
Intersection  (graph  math  tool),  122, 123 
inverse,  x-\  538 
IPart( ),  integer  part,  140, 459^ 

lsPrlme( ),  prime  test,  459   

Item,  menu  item,  302,  303i459\ 
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K 

keyboard,  Ii6l|i7| 
lalptial  (alpha)  key,  isl 
0  (diamond)  key,  is| 
H  (hand)  key,  iS 
[2nd1  (second)  key,  is| 
[I  (shift)  key,  ;« 
key  codes,  301.  556  -  562 
map,  324  325,  inside  front  cover,  inside  back 
cover 

shortcuts,  325,  inside  front  cover,  inside  back 
cover 

L 

lab  reports,  '330^331' 
label,  Lbl,  287.  296.  299,  459\ 
Labels  graph  format,  114 
language,  4 

Language  mode,  42,  554 
last  answer,  20  28  49  j5l] 

last  entry,  20  49  50  

Lbl,  label,  287,  296,  299,  459 
Icm,  least  common  multiple,  460 
Leading  Cursor  graph  format,  ii-jj 
least  common  multiple,  1cm,  460 
left( ),  left,,  71,293,  460 

less  than  or  equal,  <,  <=,  294  530.  inside  front 

cover,  inside  back  cover 
less  than,  <,  294,  529 

lighter/darker,  4,  15.  inside  front  cover,  inside 

back  cover 
limit( ),  limit,  66,  75,  76,  460 
Line,  draw  line,  308,  461 
Linear  regression,  LinReg,a6;^  462,  570\ 
LineHorz,  draw  horizontal  line,  308,  46^ 
LineTan,  draw  tangent  line,  308,  462 
LineVert,  draw  vertical  line,  308,  462 
linking  and  transmitting,  365  -  381.  494]   

calculator  to  calculator,  309,  366,  367l37ll 
372 

cancelhng,  368 

compatibility,  380,  381 

errors,  369,  376,  377 

Flash  applications,  367,  3W\ 

folders,  367,  368,  369  ______ 

get/return  CBL/CBR  value,  Get\272l309l451  \ 

uicompatibihty,  380,  381 

program,  309,  371 

send  chat,  SendChat,  309,"37ll 

send  list  variable.  Send,  309,  494 

send  to  calculator,  SendCalC,  309,  37l\ 

variables,  367,  368 
LinReg,  linear  regression,  261,  462,  570\ 

list  difference,  Alist( ),  463   _7 

list>mat( ),  hst  to  matrix,  249,1*63] 
Usts.  See  also  data/matrix  editor 


augmenf/concatenate,  augment(  ),,41 7| 

Auto-calculate,  249 

column  header,  .248,  249, 250 

copying,  252 

creating,  241, 242 

cross  product,  crossP( ),  425 

cumulative  sum,  cumSum(  )„250l428\ 

deleting,  246, 247 

difference,  Alist( ),  463^ 

dimension,  dim( ),  437 

dot  product,  dOtP( ),  439 

expression  to  hst,  exp^list(  ),|444| 

inserting,  246, 247 

hst  to  matrix,  lisfrmat( ),  249\463\ 

locking,  248 

matrix  to  list,  mat»list( ),  467] 

maximum,  max( ),  467 

mid-string,  mid( ),  468i 

minimum,  min( ),  4691 

new  data,  NewData,  240'*249\289l471  \ 

new,  newLisK ),  47i 

operations,  410 

product,  product( ),  482 

sort  ascending,  SortA,  506 ! 

sort  descending,  SortD,  506] 

sorting  columns,  251 

summation,  sum( ),  4921508] 

table  variables,  230 

variables,  239,  241, 242 

ln( ),  natural  logarithm,  463   __ 

LnReg,  logarithmic  regression,  ,?67,  464,  571' 
Local,  local  variable,  ,3S6,  288,  289,  290,  464 
localization,  4 

Lock,  lock  variable,  289jlfi64\ 
log( ),  logarithm,  465 
logarithms,  463,  465 

Logistic,  logistic  regression,  $61,t^65j^7l\ 
Loop,  loop,  299,  466 

LU,  matrix  lower-upper  decomposition,  ^^66^ 

M 

ma»list( ),  matrix  to  list,  \467\ 

MATH  menu,  34, 122 

math  operations,  411 

matrices.  See  also  data/matrix  editor 

augment/concatenate,  augment(  ),|3SS|4i  7| 

Auto-calculate,  .249 

column  dimension,  C0lDim( ),  42l\ 

column  header,  .248,  249, 250 

column  nonn,  colNorm( ),  42 1\ 

copying,  252 

creating,  241, 242  ____ 
cumulative  sum,  cuniSum(  )\250l428\ 

data  from  a  graph,  203j 
deleting,  246,  .247 
determinant,  det( ),  436] 
diagonal,  diag( ),  436j 
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dimension,  dim( ),  437 
dot  addition, .+,  530] 

dot  division, ./,  531\   

dot  multiplication,  .*'53l\ 
dot  power,  531 
dot  subtraction, .-,  531 
eigenvalue,  eigVI( ),  442 
eigenvector,  eipVc( ),  44S\ 
filling.  Fill,  448 
identity,  identitv( ),  456' 
inserting,  246, 247 
list  to  matrix,  list^mat( ),  463 
locking,  248 

lower-upper  decomposition,  LU.|-<>66| 
matrix  to  list,  mat^llsK  ),  467] 
maximum,  max( ),  467 
minimum,  min( ),  469 
new  data,  NewData,  289,,47l\ 
new,  newMat( ),  471_j 
operations,  411 
pretty  print,  240 
product,  product( ),  482 
QR  factorization,  QR,  485 
random,  randMat( ),  388,  488 
reduced  row  echelon  form,  rref(  ),r^|3gSj 
493 

row  addition,  rowAdd( ),  492 

row  dimension,  rowDim( ),  492\ 

row  echelon  form,  ref( ),  490 

row  multiplication  and  addition, 
mRowAdd(  ),470 

row  norm,  rowNorm( ),  493 

row  operation,  mRow( ),  469 

row  swap,  rowSwap( ),  493 1 

sorting  columns,  251 

submatrix,  subMat( ),  50<s] 

summation,  sum( ),  492,  SOS] 

transpose,  ^ ,  509 

variables,  239,  240,  241, 242 
matrix  to  list,  mafrlisK  ),  467j 
max( ),  maximum,  467  ____ 
Maximum  (graph  math  tool),  k22\l23\ 
mean( ),  mean,  467 
median( ),  median,  467 
MedMed,  medium-medimn  line  regression, [g6 

468,  571 
memory,  349  -  364  _ 

archiving.  Archive,  289.  36ll416\ 

checking,  353,  354 

insufficient  display  memory,  «...»,  103\ 

resetting,  353,  354 

unarchive,  Unarchiv,  289.  361,  516 

VAR-LINK  screen,  355,  356,^57t^58\36l\ 
IVIemory  (zoom),  119, 121 
IWemory  error,  364 
menu  item.  Item,  302.  303,  459\ 


menus,  34 

Algebra,  70  72] 
APPLICATIONS,!^  1^ 
Gale,  75 
CATALOG,  44 
CHAR  (character),  3|| 
Clean  Up,  43 
Complex,  71 

CUSTOM,  34  37„303l304\ 
Extract,  71 
MATH,  34  122\ 
toolbar,  34.  37 
Trig,  71 
using,  34 

messages.  See  also  errors  and  troubleshooting 
BATT,  54  576,  579 
false,  80 

Garbage  collection,  362.  363\ 
insufficient  display  memory,  «...»,p03| 
true,  80 

undef  (undefined),  SOi 
mid( ),  mid-string,  293,  ms] 
min( ),  minimum,  469  ____ 
Minimum  (graph  math  tool),  iT^22\l23\ 
minute  notation, ',  536 
mod( ),  modulo,  469 
modes,  40  550  -  454 

Angle,  41  108,  551 

Approximate,  29  41  54  62l\553\ 

Auto,  29  41  54  63  553 

Base,  42  554 

Complex  Format,|4T]|55J| 

Current  folder,  41  550\ 

Custom  Units,  42  554\ 

Display  Digits,  31  41  550 

Exact/Approx,  29  41  54  61  62.  63\\553\ 

Exponential  Format,  31  41  551 

get/return,  getMode( ),  300.  453 

Graph,  41  54  108,  130,  136,  142\157\179\ 
550 

Graph  2, 57' 553' 

Language,  42  554 

Number  of  Graphs,  47'553j 

Pretty  Print,  29  41  552 

setting  in  programs,  300 

setting,  setMode( ),  300.  305\496\ 

Split  App,4i  553 

Split  Screen,  4i  552 

Unit  System,  42  82.  5^ 

Vector  Format,  41  552\ 
modulo,  mod( ),  469 
MoveVar,  move  variable,  289,469' 
mRow( ),  matrix  row  operation,  469 
mRowAdd( ),  matrix  row  multiplication  and 

addition,  470 
multiply,  »,  527 
multistatement  functions,  207\ 
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natural  log  base,  e,  ^]  

natural  logarithm,  ln(  ),463^ 
ncontour  window  variable,  158\ 
nCr( ),  combinations,  470 

ncurves  window  variable,   

nDeriv( ),  numeric  derivative775,'l^70| 

negate,  -,  25  528 

new 

data,  NewData,  240.  249.  273.  289,  Jm\ 

folder,  NewFold,  iOi,  289, 471 . 

list,  newList( ),  471i 

matrix,  newMat( ),  471^ 

picture,  NewPic,  289,  306,  47l\ 

plot,  NewPlot,  266.  305,  472 

problem,  NewProb,  43  472 
NewData,  new  data,  .240,  249,  273,  289^n\ 
NewFold,  new  folder,  ;0i,  2«9,  47i 
newList( ),  new  list,  471 
newMat( ),  new  matrix,  471 
NewPic,  new  picture,  289,  306,  47l\ 
NewPlot,  new  plot,  266,  305,  472\ 
NewProb,  new  problem,  li3,  472\ 
nlnt( ),  numeric  integral,  75,  472 
nmax  window  variable,  143, 144 
nmin  window  variable,  143, 144j 
norm( ),  Frobenius  nonn,  473] 
not  (Boolean),  not,  294.  473T 
not  equal,     /=,  294.  529.  if 
not.  Boolean  not,  294,  473 
nPr( ),  pemmtations,  474 
nSolve( ),  nmneric  solution,  ^[<i74| 
number  bases,  343  -  348 

Boolean  operations,  347 

conversions,  345 

math  operations,  346 
Number  of  Graphs  mode,  1^711553 1 
numbers 

complex,  563  -  565] 

irrational,  61,  62 

negative,  25 

rational,  SI,  62,  63\ 
numeric 

derivative,  nDeriv( ),  75'470\ 

integral,  nlnt( ),  75  472 

solution,  nSolve( ),  70  4n\ 
numeric  solver,  333  -  341j 

equations,  335,  336j 

graphing,  340 

split  screens,  340 

variables,  336 


on/off,  4  7, 14  inside  front  cover,  inside  back 
cover 

OneVar,  one-variable  statistics,  261,slt75  i 


operations,  409  -'540\ 
operators,  26   


or,  Boolean  or,  294,  347, 475 

ord( ),  numeric  character  code,  293,\476 

Out-of-memory  error,  79 

Output,  output,  302, 47^ 


P>Rx( ),  rectangular  x  coordinate,  ■♦761 
P>Ry( ),  rectangular  y  coordinate,  4'^ 
parming,  118 

parallelepiped  activity,  390 

parametric  graphing,  ii;7- 

parentheses,  brackets,  and  braces,  .37j|56S| 

part( ),  part,  477 

Pass  Err,  pass  error,  310,  479 

paste,  95  96,  321.  inside  back  cover 

PAUSE  indicator,  54 

Pause,  pause,  302,  310^79\ 

percent,  %,  528 

permutations,  nPr( ),  474\ 

pictures,  217,218 

and,  AndPic,  306,  415\  

cycle,  CyclePiC,  306,  429^ 

deleting,  218 

exclusive  or,  XorPic,  306,  519 1 

new,  NewPic,  289.  306,  471] 

recall,  RclPiC,  306,  489 

replace,  RplcPiC,  306.  493 

storing,  StoPiC,  306,  507 
piecevrise  functions,  202,  20(^ 
pixel 

change,  PxICIig,  307,  483 

circle,  PxICrcl,  308,  483 

horizontal  line,  PxlHorz,  308'484\ 

line,  PxlLine,  216,  308,  484 

off,  PxlOff,  307  484 

on,  PxlOn,^J6,  307,484\ 

test,  pxlTest( ),  307  484 

text,  PxlText,  307  485 

vertical  hue,  PxlVert,  308,  485^ 
plots 

clearing,  265 

data,  254  -  257 

new,  NewPlot,  266.  305.  472^ 

off,  PlotsOff,  111  305,  480r 

on,  PlotsOn,  111,  305,  480] 

selecting,  265, 268} 

tracing,  269 

viewing  window,  269] 

Y=  Editor,  268,  269  _____ 
PlotsOff,  plots  off,  111,  305,  480 
PlotsOn,  plots  on,  111,  305, 480 
plotStep  window  variable,  143, 144\ 
plotStrt  window  variable,  143, 144 
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point 

change,  PtChg,  307.' 

off,  PtOff,  307,  483 

on,  PtOn,  307.  483 

test,  ptTest( ),  307,  ->S3 

text,  PtText,  307,  483 
polar 

coordinate,  R>Pe( ),  487^ 

coordinate,  R>Pr( ),  487 

graphing,  133  -  138 

vector  display,  ►Polar,  480 
polyEval( ),  evaluate  polynomial,  j4S0j 
polynomials,  .9,  7gj|76| 

activity,  402 

evaluate,  polyEval( ),  48^ 

random,  randPoly( ),  488] 
PopUp,  popup  menu,  301, 4Sl\ 
power  of  ten,  10'*( ),  537 
power,  «,  534,  569 

PowerReg,  power  regression,  ^62,\48l!^7l\ 

pretty  print,     /  J,  23,  29 

Pretty  Print  mode,  29,  41,  552 

previews.  See  examples,  previews,  activities 

Prgm,  execute  program,  .276,  287,  481 

prime  number  test,  isPrime(  ),,459  . 

prime  nmnbers,  S 

prime, ',  536 

problems  (new),  NewProb,  43  472 
problems  in  operation.  See  errors  and 

troubleshooting 
product  code,  upgrading,  373,  374\ 
product  ID,  55 
product( ),  product,  482\ 
product,  n( ),  75  533 
programs  and  programming,! ^75"1-| 314\ 

arguments,  284 

assembly  language,  313,  314] 

branching,  283,  295,  296 

calhng  another  program,  287\ 

CBL  2/CBL,  309,  399 

CBR,  309,  399 

clear  error,  CIrErr,  310,  420 

clear  graph,  CIrGraph,  205,  305\420\ 

clear  home,  CIrHome,  421 

clear  I/O,  CIrlO,  279,  302,  421  j 

clear  table,  CIrTable,  421^ 

comment,  9, 282,  539i 

conditional  tests,  2941 

copying,  281 

custom  toolbar  off,  CustmOff,  37  302,  428] 
custom  toolbar  on,  CustmOn,  37  302,  428] 
debugging,  310 

define  dialog  box  Dialog,  302,  437 
defme  toolbar.  Custom,  302,  429 
defme  toolbar.  Toolbar,  302.  515 
defme.  Define,  287  305.  384,  433 


deleting,  281 

display  graph,  DispG,l3Qg|305l-^Sl 

display  Home  screen,  DispHome,  302,  438 
display  I/O  screen,  Disp,  277  283.  302.  310. 
437,  555 

display  table,  DispTbl,  302.  305,  438 
drop-down  menu,  DropDown,  30g„-H0l 
else  if,  Elself,  207,  296,  442\ 
else.  Else,  296,  456 
end  custom,  EndCustm,  302,  429\ 
end  dialog,  EndDlog,  302.  437 
end  for,  EndFor,  283,  297.  450 
end  function,  EndFunc,  207  2861451  \ 
end  if,  Endlf,  283.  295,  296,  456  ^ 
end  loop,  EndLoop,  299.  466 
end  program,  EndPrgm,  276.  287,  48l\ 
end  toolbar,  EndTBar,  302,  515 
end  try,  EndTry,  3iO  515 
end  while,  EndWhile,  298  5^ 
entering,  280,  281 ,  282, 283 
execute  assembly  language.  Exec,  314  444\ 
execute  program,  Prsfn„276^287,481\ 
exit.  Exit,  444 
for.  For,  283,  297,  450* 
format  string,  format( ),  302.  45d\ 
function,  Func,  207,  286,  451 
functions,  280,  285,  286 
get/return  configuration,  getConfg(  ),|300| 
452 

get/return  folder,  getFold( ),  300,  453\ 
gefretum  from  calculator,  GetCalC,  309j37j| 

452 

get/return  key,  getKey( ),  301,  453,  556,  559\ 
get/return  mode,  getMode( ),  300,  453 
gefretum  units,  getUnits( ),  300.  454 \ 
go  to.  Goto,  287,  296,  299,  455  ' 
graphical  user  interface,  GUI,  302^ 
graphs,  305 

if.  If,  207  283,  295,  296,  456^ 

input,  279,  283,  301 

input.  Input,  301.  305U57' 

label,  Lbl,  287  296.  299,  459 

local.  Local,  286.  288,  289, 290,.464\ 

loop.  Loop,  299  466. 

loopuig,  283,  297,  298\ 

menu  item.  Item,  302,  303}459\ 

menus,  303,  304 

multicommand  lines,  !282\ 

operations,  412 

output,  279,  283,  301,  3oB 

output.  Output,  302,  476 

pass  error,  PassEn,  3 10, 479\ 

passing  values,  284 

pause.  Pause,  302,  310'.'479' 

popup  menu,  PopUp,  301.  481 

prompt,  Prompti ),  301,  482 

request.  Request,  301.  302.  49o] 
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return,  Return,  286,  287.}49l\ 

ranning,  278  inside  front  cover,  inside  back 
cover 

stop.  Stop,  282,  507} 

stopping,  278 

subroutines,  287 

tables,  305 

text.  Text,  302  513' 

Then,  Then,  295.  296.  456 

title,  Title,  302.  513 

try,  Try,  310.  515 

variables,  288 

while.  While,  298,  518 
Promptn,  prompt,  30i,4si1 
propFrac,  proper  fraction,  !*,  70,  74,  3941^82] 
PtChg,  point  change,  307,  482 
PtOff,  point  off,  307,  483 
PtOn,  point  on,  307, 483 
ptTest( ),  point  test,  307,  483* 
PtText,  point  text,  307.  483 
PxIChg,  pixel  change,  307,  483 
PxICrcl,  pixel  circle,  308,  483 
PxlHorz,  pixel  horizontal  hue,  308,l't84\ 
PxlLine,  pixel  line,  216,  308,  484\ 
PxlOff,  pixel  off,  307,  484 
PxlOn,  pixel  on,  216,  307,  484 
pxlTest( ),  pixel  test,  307,  484 
PxlText,  pixel  text,  307,  485 
PxlVert,  pixel  vertical  hne,  308, 485 

Q 

QR,  QR  factorization,  485 

QuadReg,  quadratic  regression,  362M86!^7l\ 

QuartReg,  quartic  regression,  ^62,^87]^71\ 

QuickCenter,  118 
Quick-Find  Locator, [jfiOJ 

R 

R>Pe( ),  polar  coordinate.  kiS 71 
R>Pr( ),  polar  coordinate,  yt87\ 
radian,  ' ,  535 

rand( ),  random  number,  488 
randMat( ),  random  matrix,  388, 488\ 
randNorm( ),  random  norm,  488^ 
random 

matrix,  randMat( ),  388,  488 j 

norm,  randNorm( ),  488 

number  seed,  RandSeed,  388fi488\ 

number,  rand( ),  488 

polynomial,  randPoly( ),  488 
randPoly( ),  random  polynomial,  488 
RandSeed,  random  number  seed,  388,  488 
rational  functions  activity,  394 
RclGDB,  recaU  graph  database,  .220,..?06,„488\ 
RclPiC,  recall  picture,  306,  489 


real( ),  real,  489 
recall 

graph  database,  RclGDB,  220'306\488\ 
picture,  RclPiC,  306,  489 
reciprocal,  x-^,  538 

rectangular  x  coordinate,  P>Rx( ),  476 
rectangular  y  coordinate,  P>Ry( ),  476 
rectangular-vector  display,  ►Rect,  489 
reduced  row  echelon  form,  rref( ),  73 388^493} 
ref( ),  row  echelon  form,  490 
regressions,  462 

cubic,  CubicReg,  261.  428.  570 
exponential,  ExpReg,  261,  446,  570\ 
formulas,  570,  571 

linear  regression,  LinReg,  261  462\570\ 
logarithmic,  LnReg,  261,  464,  57l} 

logistic,  Logistic,  261,  465,  571   

medium-medium  line,  MedMed,  262.  468,  57l\ 
power  regression,  PowerReg,  262.  481,  571 
quadratic  formula  activity,  386 
quadratic,  QuadReg,  262.  486,  57l\ 
quartic,  QuarXReg,  262^87^^571} 
selecting,  261 

sinusoidal,  SinReg,  262f503\57l\ 
remain( ),  remainder,  490 
remainder,  remain( ),  490 
Rename,  rename,  289,  490 
replace  picture,  RplcPiC,  306, 493\ 
Request,  request,  301,  302,  490} 
reserved  names,  567,  568 
return.  See  get/return 
Return,  return,  207,  286j^87ilf9l\ 
right( ),  right,  71,  293,  491 
rotate( ),  rotate,  293,  348, 49^ 
round( ),  round,  492 
row  echelon  form,  ref(  ),\490\ 
rowAdd( ),  matrix  row  addition,  492 
rowDim( ),  matrix  row  dimension,  492 
rowNorm( ),  matrix  row  norm,  493 
rowSwap( ),  matrix  row  swap,  493 
RplcPIC,  replace  picture,  306,  493 
rref( ),  reduced  row  echelon  form,  ^3,  388^93} 
Runge-Kutta  method,  180,  .'91,193,  573  | 

s 

samphng  activity,  '407| 
Scatter  plots,  266 
scientific  notation,  25 
scripts,  94,  328,  329^ 

activity,  392 

tutorial,  392 
scrolling,  7,  103, 227.  inside  front  cover,  inside 

back  cover 
second  notation,  ",  536 
Send,  send  list  variable,  ^09.h94\ 
SendCalC,  send  to  calculator^T^Og, fe7i .M'S-^ 
SendChat,  send  chat,  309,  371, 494} 
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seq( ),  sequence,  494^ 
sequence  graphing,  13W- 151' 
serial  number,  55 
service  information,  580 1 
set 

folder,  setFold( ),  10i:300'495' 
graph,  setGraph( ),  300,  305,  495 
mode,  setMode( ),  300.  305.  496 
table,  setTable( ),  225.  300,  305,  497| 
units,  setUnitS( ),  300.  497 
Set  factors  (zoom),  119, 121 
setFold( ),  set  folder,  101,  300, 495 
setGraph( ),  set  graph,  300,  305,  495 
setMode( ),  set  mode,  300,  305,  498 
setTable( ),  set  table,  225,  300,  305,  497\ 
setUnitS( ),  set  units,  300,  497 
Shade  (graph  math  tool),  122,tl26\ 
Shade,  shade,  308, 498 
Shift( ),  shift,  250,  293,  348,  499 
ShowStat,  show  statistical  results,  262, ^^00\ 
sign( ),  sign,  500j 
simplification 
delayed,  66 
rules,  64 
stopping,  65 
Simult( ),  simultaneous  equations,  ^|500| 
Sinl( ),  arcsine,  501 
Sin( ),  sine,  501 

Sinh-l( ),  hyperbohc  arcsine, 'soF] 

Sinh( ),  hyperbohc  sine,  502  _____ 

SinReg,  sinusoidal  regression,  262j^03j^7l\ 

SLPFLD,  slope  field,  180, 185, 197\ 

Smart  Graph,  115 

software  version,  55 

Solution  Method  graph  format,  U'SOl 

solution,  deSolve( ),  75  196434\_ 

SOlve( ),  solve,  3,  58,  61,  62,  63.  66]|6g][7P||^ 

196,  503 
solving  linear  equations,  ,J,  j0]|73| 
SortA,  sort  ascending,  506 
SortD,  sort  descending,  506] 
sorting 

ascending,  SortA,  506 

descending,  SortD,  506 
special  characters,  21,  324,  325 
spherical  vector  display,  ►Sphere,i506| 
Split  App  mode,  «,  553  ,^_____ 
split  screen,  209  211,  231  -I236l329l34l\ 

entry  line,  235, 236j 

exiting,  234 

pixel  coordinates,  234\ 

setting,  233 

switch,  switch( ),  300\509\ 

switching,  235 
Split  Screen  mode,  4ll\552\ 
square  root,  if ( ),  53,3 


standard  annuity  activity,  404 
standard  deviation,  stdDev( ),  506 

statistics,  253  -  273.  See  also  regressions 
Box  Plot,  266 

Calculation  Type,  259,i261 , 

categories,  270,  271 

Category,  259,  260 

combinations,  nCr( ),  470\ 

factorial,  !,  8.  531 

Freq,  259,  260 

frequency,  270,27l\ 

Histogram  plots,  267\ 

mean,  mean( ),  467 

median,  median( ),  467" 

new  plot,  NewPlot,  266,  472\ 

one-variable  statistics,  OneVar,[i6J|475| 

operations,  412 

overview,  258 

permutations,  nPr( ),  474 

plots,  264,  265,  266,  267,  268,  269} 

plots  off,  PlotsOff,  111  305.  480 

plots  on,  PlotsOn,  111,  305,  480 

random  norm,  randNorm( ),  488 

random  number  seed,  RandSeed,  388i488\ 

random  number,  rand( ),  488 

Scatter  plots,  266 

show  results,  ShowStat,  262,  500' 

standard  deviation,  stdDev( ),  506j  

two-variable  results,  TwoVar,  2611516] 

variables,  260,  263 

variance,  variance( ),  51 7\ 

xyline  plots,  266 
status  line,  53,  54,  108 
StdDev( ),  standard  deviation,  b06 1 
StoGDB,  store  graph  database,  5^0, |306,|507| 
Stop,  stop,  282,  507 
StoPiC,  store  picture,  306,  507j 
stopping  a  calculation,  28 

storing   

database,  StoGDB,  220,  306\507\ 

picture,  StoPiC,  306,  507 

symbol,  >  28i ,  539 
string( ),  expression  to  string,  ,g93,|50S| 
strings 

append,  &,  293,  532 

character  code,  ord( ),  293,  476,  555 

character  string,  char( ),  293,  419,  555^ 

dimension,  dim( ),  293,  437j 

expression  to  string,  string(  ),[g93|50S| 

format,  format( ),  293.  302.  450* 

indirection,  #,  293,  534,  569 

inputting,  InputSt,  292.  30j„37i1 

left,  left( ),  293,  460 

mid-string,  mid( ),  293,  46S] 

operations,  292,  293,  413 

right,  right( ),  293,  491^ 

rotate,  rotate( ),  293,  49l\ 
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shift,  shift( ),  293,  499\ 

string  to  expression,  expr( )' 292\293\30l\ 
381,  446 

within,  InString,  293.  458^ 
Style,  style,  112,  305,  508 
SubMat( ),  submatrix,  508 1 
submenus,  35 
substitutions,  37„,6gj|69| 
subtract,  -,526\ 
sum( ),  summation,  h92!^08\ 
sum,  E(),  75  533 
switch( ),  switch,  300,'^509\ 
symbohc  manipulation,  57  -\80\ 
sysdata,  system  data,  203 
system  variables,  567,^68] 

T 

to  window  variable,  iSJ 

TABLE  SETUP,  table  setup,  ^] 

Table,  build  table,  305,  510   

table-graph,  Graph<->Table,|^^ 
tables,  221  -  230 

Atbl,  224 

automatic,  226\ 

build,  Table,  305^510\ 

cell  width,  227,  23d\ 

clearing,  CIrTable,  42p 

complex  numbers,  227 

differential  equations,  i99' 

displaying,  DispTbl,  302,  305,  438 

functions,  228 

generating  with  sequence,  151 1 

graphing,  Graph<->Table,  224j 

incrementing,  Atbl,  224 

Independent  AUT0/ASK,i224l226l229\ 

manual,  229 

overview,  223[ 

programs,  305 

setTable( ),  225 

setting,  setTable(  )\300l305l497\ 

setup,  225 

setup,  TABLE  SETUP,'!!*' 

starting,  tbIStart,  224 

tbIStart,  224 
tan-l( ),  arctangent,  5iT| 
tan( ),  tangent,  5J0 

Tangent  (graph  math  tool),  t22,  125.132,13^ 
tanh-l( ),  hyperbohc  arctangent,  511 
tanh( ),  hyperbohc  tangent,  5ii 
taylor( ),  Taylor  polynomial,  75,  76\\512\ 
tbIStart,  table  start,  224 
tCollect( ),  trigonometric  collection,  \7li\512\ 
temperature  conversion,  tmpCnv( ),  86  514 
temperature-range  conversion,  AtmpCnv( ),  SS] 
\514, 


tExpand( ),  trigonometric  expansion,  ^|5i3| 
text  editing,  315  -  331 

computer,  322 

cut,  copy,  paste,  ,35,  96,  32l\ 

find,  321 

highlighting,  320.  inside  front  cover,  inside 
back  cover 
Text,  text,  302.  513 

Then,  Then,  295,  296, 456\  

three-dimensional  graphing,  i53|-[773] 

animation,  154, 164 

CONTOUR  LEVELS,  155.  166 

HIDDEN  SURFACE,  155.  166 

WIRE  AND  CONTOUR,  155^166\ 

WIRE  FRAME,  155.  166 
Tl  Connect/TI-GRAPH  LINK,  322,  323^374^ 
time  value  of  money  activity,  405 
TIME,  time  plots,  142,  146, 190, 191j 
Title,  title,  513 

tmax  window  variable,  131, 181 
tmin  vrindow  variable,  131 
tmpCnv( ),  temperature  conversion, 
toolbar 

define.  Custom,  302.  429 

off,  CustmOff,  37  428 

on,  CustmOn,  37  428 
Toolbar,  toolbar,  302,  50 
tplot  window  variable,  18V 
Trace,  trace,  117,  305,  390,  398,  399,  402,  515\ 
tracing,  11,  117,  118, 132, 138, 145, 159, 183 
transmitting.  See  linking  and  transmitting 
transpose,  ^ ,  509 
Trig  menu,  71 

trigonometric  collection,  tCollect(  ),l7i||5i^L, 

trigonometric  expansion,  tExpand( ),  71  513 

troubleshooting.  See  errors  and  troubleshooting 

true  message,  80 

Try,  try,  310,  515 

tstep  window  variable,  131.ll8l\ 

TwoVar,  two-variable  results,  Wl,^16  I 

u 

Unarchiv,  unarchive  variables,  .289, 06lJ^16\ 

undef  (undefined)  message,  80 

underscore,  _,  536 

Unit  System  mode,  42,  82,  554\ 

unit  vector,  unitV( ),  516 

units,  83 

converting,  85 

defaults,  87.  89] 

displaying,  87 

gefretum,  getUnits(  ),'45-*J 

measurement,  81  -  92 

modes,  i2,  82,  554 

setting,  setUnits( ),  300\497\ 

user-defined,  88 
unitV( ),  unit  vector,  57^] 
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Unlock,  unlock,  S89,  516\ 
upgrading  product  code,  S73,  374\ 
user-defined  functions, 77  78  97|-[99|[7g^ 

205,  207,  285,  286,  433 1 
user-defined  units,  88 


0 


Value  (graph  math  tool),  I22,ll23,ll32ll38\ 

159,  183 
variables,  47,  48 

archiving  and  unarchiving,  360 
archiving.  Archive,  289,361,4T6\ 
clearing,  341 

copy,  CODvVar,  289l358l422\ 

copying,  358 
data,  240,241,242^ 
defined,  59,  337 
delayed  simphfication,  fisl 
delete,  De\\/ar,i60{\77\\iokl289l29H434\ 
deleting,  369 
in  applications,  359] 
hst,  239, 241 ,  242   


local.  Local,  286.  288,  289,  290\464\ 

locking.  Lock,  289 

locking/unlocking,  54,  358i 

matrix,  239,  240,  241, 242] 

moving,  MoveVar,  289 

overriding,  60 

pasting  name,  359 

renaming,  358 

reserved  names,  567,_568\ 

statistical,  260,  263] 

storing,  100 

system,  567,  568] 

text,  94  _ 

transmitting,  366,  368 

unarchive,  Unarchiv,  289,  36li516\ 

undefined,  59,  337 

unknown,  solving  for,  \337,^39\ 

unlocking,  Unlock,  289 

VAR-LINK,  102.  355.  356,  357,,358l36l\ 
variance( ),  variance,  517 
Vector  Format  mode,  itl,  552] 
vectors 

cross  product,  crossP( ),  425 

cylindrical  vector  display,  ►Cylind,  4^9 

dot  product,  dOtP( ),  439  { 

unit,  unitV( ),  5J6 

Vector  Format  mode,  41,  552 
viewing  angle,  1 62 
viewing  orbit,  1 64\ 


w 

warranty  irrformationj  5Si  | 
web  plots 

convergence,!  i^S  I 

divergence,  148] 

oscillation,  149\ 

WEB,  142,  146.  W? 
WEB,  web  plots,  142. 146. 14^ 
when( ),  when,  202,  206,  51 7] 
While,  while,  298,  518 
window  variables 

emaxJiSTj 

emin,r?37r 

estep,  i37| 

AX,  566 

Ay,  566 

diftol,  182\ 

dtime,  182^ 

Estep,  182   

eyev  (rotation),  158,162,163' 

eyee  (xaxis),  158, 162 

eye*  (z  axis),  158,J62„163t 

fldres,  182 

ncontour,  158 

ncurves,  182 

nmax,  143.  144 

nmin,  143,  144 

plotStep,  143. 144. 

plotStrt,  143114W 

to,  181 

tmax,  131\181\ 
tmin,  131 

tplot,  18l\  

tstep,  131U81] 
xgrid,  158 

xmax,  113.  131  137.  143.  144,  158,  182,  56^ 
xmin,  113.  131.  137,  143,  144.  158il82k566\ 
xres,  113.  131.  158 

xsci,  113.  131,  137,  143tl44i,158ll82\ 
ygrid,  158 

ymax,  113.  131.  137,  143'  144' 158'  182'566\ 
ymin,  113.  131.  137,  143.  144  158.  182,  566 
ysci,  113.  131,  137,  143,  144, 158, 182 
zmax,  158] 
zmin,  158 

wire-and-contour  graphing,  155,  Z66j 

wire-frame  graphing,  155,  166 

with,  \,  10  58  60  6  7  538,  569 

within  string,  inString( ),  293,  458i 
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X 

xgrid  window  variable,  \158\ 

xmax  window  variable.TTa,  t31,ll37,ll43ll44l 

fi5S.  182,  566   

xmin  window  variable,  !rJ3,|?3;,|/37,|i43ji44| 

158,  182,  566   

xor,  Boolean  exclusive  or,  294^347^518^ 
XorPic,  exclusive  or  picture,  306,  519 
xres  window  variable,  113 
xsci  window  variable,  113,  131, 137, 143\144\ 

182,  566 
xyline  plots,  266} 


ZoomRcl,  zoom  recall,  121^  524' 
ZoomSqr,  zoom  square,  119,  524 
ZoomStd,  zoom  standard,  119,  525\ 
ZoomStO,  zoom  store,  121,  525 
ZoomTrig,  zoom  trig,  11 9, .525. 


Y 

Y=  editor,  'l06,'W9,'l30,'l36,ll42,\l57\l79\204\ 

ygrid  window  variable,  i5S  

ymax  window  variable,  113,ll31,ll37,ll43ll44\ 

158.  182,  566  .      .      .      .  . 

ymin  window  variable,  113,^31,^37,114311441 

158  182,  566 
ysci  window  variable,  il3,]^31,tl37,ll43ll44l 
1182,  566 

Z 

Zero  (graph  math  tool),  ^22\123\ 
zeroes 

activity,  1*0^1  

zeroes( ),  zeroes,  51,  70,  W,'384}i519\ 
zmax  window  variable,  158 
zmin  window  variable,  158 
zoom 

box,  ZoomBox,  119.  120,  521\ 
data,  ZoomData,  119,  522 
decimal,  ZoomDec,  119,  522, 
factors,  119,  121 
fit,  ZoomFit,  119,  523^ 
in,  Zoomin,  119,  120,  523 
uiteger,  Zoomint,  119,  523^ 
Memory,  119.  121 
out,  ZoomOut,  119.  120,'524\ 
previous,  ZoomPrev,  121,  524\ 
recall,  ZoomRcl,  121,  524 
square,  ZoomSqr,  119  524 
standard,  ZoomStd,  119.  525 
store,  ZoomStO,  121.  525j 
trig,  ZoomTrig,  119,  525; 
Zoom  menu,  119 

ZoomBox,  zoom  box,  119, 120,  5H\ 
ZoomData,  zoom  data,  119,  522 
ZoomDec,  zoom  decimal,  119,  522 
ZoomFit,  zoom  fit,  119,  523 
ZoomIn,  zoomin,  119, 120,  523 
Zoomint,  zoom  integer,  119,  523*  ^ 
ZoomOut,  zoom  out,  119,  120,  524 
ZoomPrev,  zoom  previous,  121,  524  , 
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